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MPLS | 


Course Introduction 


Overview 


Service providers today are faced with many challenges in terms of customer demand, 
including an ongoing need for value-added services. Conventional IP packet forwarding has 
several limitations, and more and more service providers are realizing that something else is 
needed. Not only must they be concerned with protecting their existing infrastructure, but they 
must also find ways to generate new services that are not currently supportable using existing 
technologies. 


Multiprotocol Label Switching (MPLS) is a high-performance method for forwarding packets 
through a network. It enables routers at the edge of a network to apply simple labels to packets. 
This practice allows the edge devices—ATM switches or existing routers in the center of the 
service provider core—to switch packets according to labels, with minimal lookup overhead. 
MPLS integrates the performance and traffic management capabilities of data link Layer 2 with 
the scalability and flexibility of network Layer 3 routing. When used in conjunction with other 
standard technologies, it allows service providers the ability to support value-added features 
critical for their networks. 


The Implementing Cisco MPLS (MPLS) course is recommended training for individuals 
seeking certification as a Cisco CCIP™. The focus of the course is on MPLS technology issues 
as they apply to service providers and on how to configure new features and functions in an 
existing routed environment. 


Outline 


2 


The Course Introduction includes these topics: 


Course Objectives 

Cisco Certifications 

Learner Skills and Knowledge 
Learner Responsibilities 
General Administration 
Course Flow Diagram 

Icons and Symbols 

Learner Introductions 


Course Evaluations 
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Course Objectives 


This topic lists the course objectives. 


Course Objectives 
sill! ra IM 
¢ Describe basic MPLS frame-mode and cell-mode 
architectures and identify how they support applications 
that are used to address the drawbacks in traditional IP 
routing 


> Describe the LDP process by explaining label allocation, 
label distribution, label retention, label convergence, and 
penultimate hop popping in both frame and cell modes 


Identify the Cisco IOS command syntax that is required to 
successfully configure and monitor MPLS operations on 
frame, switched WAN, and LC-ATM interfaces 


¢ Describe the peer-to-peer architecture of MPLS and 
explain the routing and packet forwarding model in this 
architecture 


MPLS v2.0—4 


Course Objectives (Cont.) 
1 


° Identify the Cisco |OS command syntax that is required 
to successfully configure, monitor, and troubleshoot 
VPN operations for a simple VPN solution 


Identify the Cisco IOS command syntax that is required to 
successfully configure VPN operations for complex VPN 
solutions and describe how these solutions are used to 
implement managed services and Internet access 


° Identify the Cisco IOS command syntax that is required to 
successfully configure, monitor, and troubleshoot an 
MPLS VPN and Internet integration 
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Cisco Certifications 


This topic lists the certification requirements of this course. 


Cisco Certifications 
TONMTAT AOTTNAT ATT ONAN TTT TONTTTT Cieco.com 


Cisco Certifications 


www.cisco.com/go/certifications 
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Cisco provides three levels of general career certifications for IT professionals with several 
different tracks to meet individual needs. Cisco also provides focused Cisco Qualified 
Specialist (CQS) certifications for designated areas such as cable communications, voice, and 
security. 


There are many paths to Cisco certification, but only one requirement—passing one or more 
exams demonstrating knowledge and skill. For details, go to 
http://www.cisco.com/go/certifications. 


4 Implementing Cisco MPLS (MPLS) v2.0 Copyright © 2003, Cisco Systems, Inc. 


Learner Skills and Knowledge 


This topic lists the course prerequisites. 


Prerequisite Learner Skills 
and Knowledge - 


TOOT ONT TOA TTTTTTTTTTTT Cisco.com 


Implementing Cisco 
MPLS (MPLS) 
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To benefit fully from this course, you must have these prerequisite skills and knowledge: 
= Cisco CCNA® certification 

= Building Scalable Cisco Internetworks (BSCT) 

m= Implementing Cisco Quality of Service (QOS) 

= Configuring BGP on Cisco Routers (BGP) 


Note Practical experience with deploying and operating networks based on Cisco network devices 
and Cisco IOS software is strongly recommended. 
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Learner Responsibilities 


This topic discusses the responsibilities of the learners. 


Learner Responsibilities 
DOT MOT TNT NTA MOTT TTT TTT Cleco.com 


° Complete 


prerequisites 


° Introduce 
yourself 


¢ Ask questions 
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To take full advantage of the information presented in this course, you must have completed the 
prerequisite requirements. 


In class, you are expected to participate in all lesson exercises and assessments. 
In addition, you are encouraged to ask any questions relevant to the course materials. 
If you have pertinent information or questions concerning future Cisco product releases and 


product features, please discuss these topics during breaks or after class. The instructor will 
answer your questions or direct you to an appropriate information source. 
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General Administration 


This topic lists the administrative issues for the course. 


General Administration 
UN NN TT TTT TT TTT 


Class-Related Facilities-Related 
° Sign-in sheet ° Site emergency 


° Course materials procedures 


* Length and times > Rest rooms 
° Attire ° Telephones/faxes 


¢ Break and lunchroom 
locations 


© 2003, Cisco Systems, Inc. All rights reserved. MPLS v20—9 


The instructor will discuss the administrative issues noted here so you know exactly what to 
expect from the class. 


Sign-in process 

Starting and anticipated ending times of each class day 
Class breaks and lunch facilities 

Appropriate attire during class 

Materials you can expect to receive during class 

What to do in the event of an emergency 

Location of the rest rooms 


How to send and receive telephone and fax messages 
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Course Flow Diagram 


This topic covers the suggested flow of the course materials. 


Course Flow Diagram 


Day 1 Day 2 Day 3 


Course 
Introduction MPLS VPN 
MPLS Virtual Implementation 


A Private (Cont.) 
Networks 
M MPLS Concepts Technology 


Label 
Assignment 
and Distribution 


Frame-Mode 
and Cell-Mode 
MPLS 
Implementation MPLS VPN 


cine Nek Implementation 
Platforms P 
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Day 4 Day 5 


Internet 
Access from 
an MPLS VPN 
Complex 
MPLS VPNs 


Complex 
MPLS VPNs 
(Cont.) 


Wrap-up 
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The schedule reflects the recommended structure for this course. This structure allows enough 
time for the instructor to present the course information and for you to work through the 
laboratory exercises. The exact timing of the subject materials and labs depends on the pace of 


your specific class. 
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Icons and Symbols 


This topic shows the Cisco icons and symbols used in this course. 


Cisco Icons and Symbols 
OTT NTN TTT TANT TTT TTT TT pce 


ca Router a7 Workgroup Switch 


‘\ Network 


———— ie Cloud, 

Fay Eiige Label oor So White 
Sc Switch 
Router 


Line: Ethernet 


Line: Serial 
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Learner Introductions 


This is the point in the course where you introduce yourself. 


Learner Introductions 
MTOM MOTTON MOTT TTT ANTM TTT TTT ii Cigto.com 


¢ Your name 
° Your 


company 


° Skills and 
knowledge 


° Brief history 
° Objective 
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Prepare to share the following information: 

= Your name 

= Your company 

= Ifyou have most or all of the prerequisite skills 
= A profile of your experience 


m= = What you would like to learn from this course 
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Course Evaluations 


Cisco relies on customer feedback to make improvements and guide business decisions. Your 
valuable input will help shape future Cisco learning products and program offerings. 


Course Evaluations 
sie il nosa iat MNT WT ATT OTT TTT TTT TT 


Course Evaluations 
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On the first and final days of class, your instructor will provide the following information 
needed to fill out the evaluation: 


Please use this information to complete a brief (approximately 10 minutes) online evaluation 


Course acronym (printed on student kit side label) 
Course version number (printed on student kit side label) 
Cisco Learning Partner ID # 

Instructor ID # 


Course ID # (for courses registered in Cisco Learning Locator) 


concerning your instructor and the course materials in the student kit. To access the evaluation, 
go to http://www.cisco.com/go/clpevals. 


After the completed survey has been submitted, you will be able to access links to a variety of 
Cisco resources, including information on the Cisco Career Certification programs and future 


Cisco Networkers events. 


If you encounter any difficulties accessing the course evaluation URL or submitting your 
evaluation, please contact Cisco via email at clpevals_support@external.cisco.com. 
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Module 1 | 


MPLS Concepts 


Overview 


This module explains the features of Multiprotocol Label Switching (MPLS) compared with 
those of traditional ATM and hop-by-hop IP routing. MPLS concepts and terminology, as well 
as MPLS label format and label switch router (LSR) architecture and operations, are explained. 


Module Objectives 


Upon completing this module, you will be able to describe the basics of MPLS. This includes 
being able to do the following: 


m™ Describe the basic MPLS concepts, including the drawbacks in traditional IP routing 


™ Describe MPLS labels and MPLS label stacks, including the format of the MPLS label and 
also when and why a label stack is created 


m= Describe the different MPLS applications, including MPLS VPNs and MPLS TE 


Module Outline 
The module contains these lessons: 
m Basic MPLS Concepts 
m MPLS Labels and Label Stack 
= MPLS Applications 
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Basic MPLS Concepts 


Overview 


This lesson discusses the basic concepts and architecture of MPLS. The lesson provides 
information about some of the MPLS components, and labels. It lays the foundation for 
subsequent lessons that cover the key areas, such as Cisco MPLS Traffic Engineering (MPLS 
TE) and Virtual Private Networks (VPNs). 


Relevance 


It is important to have a clear understanding of the role of MPLS, and the makeup of the 
devices and components. This understanding will help the learner have a clear picture of how to 
differentiate between the roles of certain devices, as well as understand how information gets 
transferred across an MPLS domain. 


Objectives 
This lesson describes the basic MPLS concepts, including the drawbacks in traditional IP 
routing. Upon completing this lesson, you will be able to: 


Discuss the drawbacks of traditional IP routing 
Describe the basic MPLS concepts 

Describe MPLS versus IP over ATM 

List the advantages of using MPLS TE 

Describe the architecture of MPLS 

Describe the MPLS label format 

Describe the different types of label switch routers 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 
m= Basic understanding of IP routing 


m™ Basic understanding of the various routing protocols, including RIP, IGRP, EIGRP, OSPF, 
IS-IS, and BGP 


Outline 
This lesson includes these topics: 
m= Overview 
m= Drawbacks of Traditional IP Routing 
m Basic MPLS Concepts 
= MPLS Versus IP over ATM 
m Traffic Engineering with MPLS 
m= MPLS Architecture 
m= MPLS Labels 
= Label Switch Routers 
= Summary 


= Quiz 
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Drawbacks of Traditional IP Routing 


This topic details the drawbacks of traditional IP routing. 


Drawbacks of Traditional IP Forwarding 


MMM TT MT Cisco.com 


Is based on: 


¢ Routing protocols are used to distribute Layer 3 
routing information. 


¢ Forwarding is based on the destination address 
only. 


¢ Routing lookups are performed on every hop. 


MPLS v2.0—1-4 


Before basic MPLS functionality is explained, three drawbacks of traditional IP forwarding 
need to be highlighted: 


= Routing protocols are used on all devices to distribute routing information. 


m= Regardless of the routing protocol, routers always forward packets based on the destination 
address only. The only exception is policy-based routing (PBR), which bypasses the 
destination-based routing lookup. 


= Routing lookups are performed on every router. Each router in the network makes an 
independent decision when forwarding packets. 


MPLS helps reduce the number of routing lookups and can change the forwarding criteria. This 
capability eliminates the need to run a particular routing protocol on all the devices. 
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Drawbacks of Traditional IP Forwarding (Cont.) 
_ Traditional IP Forwarding 


ae Sn WNT MT TT TTT TTT 


Routing Routing 
lookup lookup 
as 


e Every router may need full Internet routing 
information (more than 100,000 routes). 


¢ Destination-based routing lookup is needed on 
every hop. 
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The figure shows how routers in a service provider network forward packets based on their 
destination addresses. The figure also shows that all the routers need to run a routing protocol 
(Border Gateway Protocol, or BGP) to get the entire Internet routing information. 


Every router in the path performs a destination-based routing lookup in a large forwarding 
table. Forwarding complexity is usually related to the size of the forwarding table and to the 
switching mechanism. 
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Drawbacks of Traditional IP Forwarding (Cont.) 
IP over ATM 


mpewy TT NT IT TTT NTT TTT TTT TTT 


x 


~ 


e Layer 2 devices have no knowledge of Layer 3 routing 
information—virtual circuits must be manually established. 


e Layer 2 topology may be different from Layer 3 topology, 
resulting in suboptimal paths and link use. 


¢ Even if the two topologies overlap, the hub-and-spoke 
topology is usually used because of easier management. 
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The figure shows a worst-case scenario where Layer 2 and Layer 3 topologies do not overlap. 


The result is that a single packet, which could be propagated with three Layer 2 hops, instead 
requires seven hops. The reason is that Layer 2 devices have static information about how to 
interconnect Layer 3 devices. Routers use a routing protocol to propagate Layer 3 routing 
information through the intermediary router. 
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Drawbacks of Traditional IP Forwarding (Cont.) 
Traffic Engineering 


MT iN TT TT OTT ONT TTT 


Nil Cieco.com 


Primary 
— ra OC-122 link 
Large Site & psn 


Backup : 
OC.-46 link * 


Small Site C 


¢ Most traffic goes between large sites A and B, and uses only 
the primary link. 

¢ Destination-based routing does not provide any mechanism for 
load balancing across unequal paths. 


¢ Policy-based routing can be used to forward packets based on 
other parameters, but this is not a scalable solution. 
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The figure shows a topology with unequal links. Traffic patterns illustrate that most of the 
traffic goes between sites A and B. 


Traditional IP forwarding does not have a scalable mechanism to allow use of the backup link. 
This situation results in unequal load balancing. 
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Basic MPLS Concepts 


This topic details the basic concepts of MPLS. 


Basic MPLS Concepts 
lll Mmm TM 


e MPLS is a new forwarding mechanism in which 
packets are forwarded based on labels. 


e Labels usually correspond to IP destination 
networks (equal to traditional IP forwarding). 


e Labels can also correspond to other parameters, 
such as QoS or source address. 


° MPLS was designed to support forwarding of 
other protocols as well. 


MPLS is a new switching mechanism that uses labels (numbers) to forward packets. 


Labels usually correspond to Layer 3 destination addresses (equal to destination-based routing). 
Labels can also correspond to other parameters, such as quality of service (QoS), source 
address, or a Layer 2 circuit. 


MPLS was designed to support forwarding of other protocols as well. Label switching is 
performed regardless of the Layer 3 protocol. 
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Basic MPLS Concepts (Cont.) 
Example 


NNN MOUNT MOTTON MOT ONO NAT MOTT TT 


Label removal and] | Routing lookup and 
routing lookup label assignment 
eet 410.0.06 > L265 


<10.1.1.1 


Labal swapping 
L=25-*L=23 


e Only edge routers must perform a routing lookup. 


° Core routers switch packets based on simple label lookups and 
swap labels. 
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The figure illustrates a situation where the intermediary router does not have to perform a time- 
consuming routing lookup. Instead, this router simply swaps a label with another label (25 is 
replaced by 23) and forwards the packet based on the received label (23). 


In larger networks, the result of MPLS labeling is that only the edge routers perform a routing 
lookup. All the core routers forward packets based on the labels. 
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MPLS versus IP over ATM 


This topic describes the differences between MPLS and IP over ATM. 


MPLS Versus IP over ATM 


wee TNT MOTO NTT MOT TOT TT TTT Cisto.com 


<10.1.1.1 | 


Ein | : £10.1.1.4 | 


— a —-_—" 
ae - 


Layer 2 devices run a Layar3 
routing protocol and cstablish 
virtual circuits dynamically 
based on Layer 3 information 


e Layer 2 devices are IP-aware and run a routing protocol. 
¢ There is no need to manually establish virtual circuits. 
¢ MPLS provides a virtual full-mesh topology. 
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The figure shows how MPLS is used in ATM networks to provide optimal routing across 
Layer 2 ATM switches. In order for MPLS to work with ATM switches, the switches must be 
Layer 3—aware. In other words ATM switches must run a Layer 3 routing protocol. 


Another benefit of this setup is that there is no longer a need to manually establish virtual 
circuits. ATM switches automatically create a full mesh of virtual circuits based on Layer 3 


routing information. 
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Traffic Engineering with MPLS 


This topic introduces MPLS and traffic engineering interaction. 


Traffic Engineering with MPLS 


NT NN TT TTT TTT TTT Th Cieco.com 


Primary 
; OC-192 link! 
Large Site A be . 7 a: Tame Site B 


Secondary 
OC-48 link 


Smal! Site C 


¢ Traffic can be forwarded based on other parameters 
(QoS, source, ...). 


¢ Load sharing across unequal paths can be achieved. 
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MPLS also supports traffic engineering. Traffic-engineered tunnels can be created based on 
traffic analysis to provide load balancing across unequal paths. 


Multiple traffic engineering tunnels can lead to the same destination but can use different paths. 
Traditional IP forwarding would force all traffic to use the same path based on the destination- 
based forwarding decision. Traffic engineering determines the path at the source based on 
additional parameters such as available resources and constraints in the network. 
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MPLS Architecture 


This topic looks at the main components of the MPLS architecture. 


MPLS Architecture 
TT TTT 1 


MPLS has two major components: 


—Control plane: Exchanges Layer 3 routing 
information and labels 


— Data plane: Forwards packets based on labels 


° Control plane contains complex mechanisms to 
exchange routing information, such as OSPF, 
EIGRP, IS-IS, and BGP, and to exchange labels, 
such as TDP, LDP, BGP, and RSVP. 


¢ Data plane has a simple forwarding engine. 


© 2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—1-18 


MPLS consists of two major components: 


= Control plane: Takes care of the routing information exchange and the label exchange 
between adjacent devices 


= Data plane: Takes care of forwarding based on either destination addresses or labels; also 
known as the forwarding plane. 


A large number of different routing protocols, such as Open Shortest Path First (OSPF), 
Interior Gateway Routing Protocol (IGRP), Enhanced Interior Gateway Routing Protocol 
(EIGRP), Intermediate System-to-Intermediate System (IS-IS), Routing Information Protocol 
(RIP), and Border Gateway Protocol (BGP), can be used in the control plane. 


The control plane also requires protocols such as the label exchange protocols, Tag Distribution 
Protocol (TDP), MPLS Label Distribution Protocol (LDP), BGP (used by MPLS VPN), to 
exchange labels. Resource Reservation Protocol (RSVP) is used by MPLS TE, to accomplish 
this exchange. 


The data plane, however, is a simple label-based forwarding engine that is independent of the 
type of routing protocol or label exchange protocol. The label forwarding information base 
(LFIB) table is used to forward packets based on labels. The LFIB table is populated by the 
label exchange protocols (TDP or LDP or both) used. 
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__ MPLS Architecture (Cont.) 
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OSPF: 10.0.0.0'3 OSPF: 10.0.0.0/8 
LDP: 10.0.0.018 LDP: 10.0.0.0/8 
Lahel 17 Lahel 24 


Labeled packet Labeled packet 
Label 17 Label 24 


¢ Router functionality is divided into two major 
parts: control plane and data plane 
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MPLS implements destination-based forwarding that uses labels to make forwarding decisions. 


A Layer 3 routing protocol is still needed to propagate Layer 3 routing information. A label 
exchange mechanism is simply an add-on to propagate labels that are used for Layer 3 
destinations. 


The figure illustrates the two components of the control plane: 


= OSPF, which receives and forwards IP network 10.0.0.0/8. 


m= LDP, which receives label 17 to be used for packets with a destination address 10.x.x.x. A 
local label 24 is generated and sent to upstream neighbors so these neighbors can label 
packets with the appropriate label. LDP inserts an entry into the data plane LFIB table, 
where label 24 is mapped to label 17. 


The data plane then forwards all packets with label 24 through the appropriate interfaces and 
replaces label 24 with label 17. 
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MPLS Labels 


This topic introduces MPLS labels and their format. 


MPLS Labels 


¢ MPLS technology is intended to be used 
anywhere regardless of Layer 1 media and Layer 
2 protocol. 


e MPLS uses a 32-bit label field that is inserted 
between Layer 2 and Layer 3 headers 
(frame-mode). 


¢ MPLS over ATM uses the ATM header as the 
label (cell-mode). 
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MPLS is designed for use on virtually any media and Layer 2 encapsulation. Most Layer 2 
encapsulations are frame-based, and MPLS simply inserts a 32-bit label between the Layer 2 
and Layer 3 headers (“frame-mode” MPLS). 


ATM is a special case where fixed-length cells are used and a label cannot be inserted on every 


cell. MPLS uses the virtual path identifier/virtual channel identifier (VPI/VCI) fields in the 
ATM header as a label (“cell-mode” MPLS). 
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MPLS Labels (Cont.) 


Label Format 
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MPLS uses a 32-bit label field that contains the 
following information: 


° 20-bit label 

° 3-bit experimental field 

° 1-bit bottom-of-stack indicator 
° 8-bit TTL field 
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A 32-bit label contains these fields: 


Label Fields 


Field Description 

20-bit label The actual label. 

3-bit experimental Used to define a class of service (CoS) (IP precedence). 
field 

Bottom-of-stack bit MPLS allows multiple labels to be inserted; this bit determines if 


this label is the last label in the packet. If this bit is set (1), it 
indicates that this is the last label. 


8-bit time-to-live Has the same purpose as the TTL field in the IP header. 
(TTL) field 
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MPLS Labels (Cont.) 
Frame-Mode MPLS 
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The figure shows an edge router that receives a normal IP packet. The router then does the 
following: 


m= Performs routing lookup to determine the outgoing interface 


= Assigns and inserts a label between the Layer 2 frame header and the Layer 3 packet header 
if the outgoing interface is enabled for MPLS and if a next-hop label for the destination 
exists 


m Sends the labeled packet 


Note Other routers in the core simply forward packets based on the label. 
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MPLS Labels (Cont.) 
Cell-Mode MPLS 
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Cell-mode MPLS uses the ATM header VPI/VCI field for forwarding decisions. The 32-bit 
label is preserved in the frame but not used in the ATM network. The original label is present 
only in the first cell of a packet. 
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Label Switch Routers 


This topic lists and describes label switch routers (LSRs). 


Label Switch Routers 


CS EO, 
me TTT TT TTT TMM 


MPLS Domain 


¢ LSR primarily forwards labeled packets (label 
swapping). 


¢ Edge LSR primarily labels IP packets and forwards 
them into the MPLS domain, or removes labels and 
forwards IP packets out of the MPLS domain. 
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In preparation for a detailed description of MPLS, here is some of the terminology used in this 
course: 


= Label switch router (LSR): A device that forwards packets primarily based on labels 
m Edge LSR: A device that primarily labels packets or removes labels 


LSRs and edge LSRs are usually capable of doing both label switching and IP routing. Their 
names are based on their positions in an MPLS domain. Routers that have all interfaces enabled 
for MPLS are called LSRs because they mostly forward labeled packets. Routers that have 
some interfaces that are not enabled for MPLS are usually at the edge of an MPLS domain 
(autonomous system, or AS). These routers also forward packets based on IP destination 
addresses and label them if the outgoing interface is enabled for MPLS. 
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Label Switch Routers (Cont.) 
ATM Label Switch Router 
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LSR 


e ATM LSR can forward only cells. 


e ATM edge LSR segments packets into cells and 
forwards them into an MPLS ATM domain, or 
reassembles cells into packets and forwards them 
out of an MPLS ATM domain. 
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LSRs that perform cell-mode MPLS are divided into the following categories: 


= ATMLSRs if they are ATM switches. All interfaces are enabled for MPLS, and 
forwarding is done based «1/1 on labels. 


m= ATM edge LSRs if they are routers connected to an MPLS-enabled ATM network. 
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Label Switch Routers (Cont.) 
Architecture of LSRs 
Ru MM MT MM 1 


LSRs, regardless of the type, perform these 
functions: 


— Exchange routing information 


— Exchange labels 


— Forward packets (LSRs and edge LSRs) or cells (ATM 
LSRs and ATM edge LSRs) 


° The first two functions are part of the control plane. 
° The last function is part of the data plane. 
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LSRs of all types must perform these functions: 


Exchange Layer 3 routing information (ATM LSRs must also exchange Layer 3 routing 
information) (control plane) 


Exchange labels (control plane) 
Forward packets or cells (data plane) 
Frame-mode MPLS forwards packets based on the 32-bit label. 


Cell-mode MPLS forwards packets based on labels encoded into the VPI/VCI fields in the 
ATM header. 


The data plane performs the following functions: 


Exchanges routing information regardless of the type of LSR 
Exchanges labels according to the type of MPLS (frame-mode or cell-mode) 


Copyright © 2003, Cisco Systems, Inc. MPLS Concepts 1-21 


Label Switch Routers (Cont.) 
Architecture of ATM LSRs (Cont.) 
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The primary function of an LSR is to forward labeled packets. Therefore, every LSR needs a 
Layer 3 routing protocol (for example, OSPF, EIGRP, IS-IS) and a label distribution protocol 
(for example, LDP, TDP). 


LDP populates the LFIB table in the data plane that is used to forward labeled packets. 


Note LSRs may not be able to forward unlabeled packets either because they are ATM LSRs or 
because they do not have all the routing information. 
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Label Switch Routers (Cont.) 
Architecture of Edge LSRs 
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Edge LSRs also forward IP packets based on their IP destination addresses and optionally label 
them if a label exists. 
The following combinations are possible: 


m A received IP packet is forwarded based on the IP destination address and sent as an IP 
packet. 


m= A received IP packet is forwarded based on the IP destination address and sent as a labeled 
packet. 


m A received labeled packet is forwarded based on the label; the label is changed and the 
packet is sent. 
The following scenarios are possible if the network is not configured properly: 


m A received labeled packet is dropped if the label is not found in the LFIB table, even if the 
IP destination exists in the IP forwarding table (also called the Forwarding Information 
Base, or FIB). 


= A received IP packet is dropped if the destination is not found in the IP forwarding table 
(FIB table), even if there is an MPLS label-switched path toward the destination. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


ClECO.cOM 


¢ A major drawback of traditional IP routing is that packets are always 
forwarded based on the destination address. 


MPLS forwards packets based on labels. 
MPLS can be implemented in ATM networks. 


MPLS allows traffic engineering to provide load balancing across 
unequal paths. 


Packets are forwarded using labels from the LFIB table rather than the 
IP routing table. 


¢ Labels are inserted between the L2 and L3 headers in frame-mode 
networks and use the VPI/VCI field in cell-mode networks. 


° All LSRs perform three functions: 
— Exchange routing information 
— Exchange labels 
— Forward packets or cells (depending on type) 
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References 
For additional information, refer to this resource: 


m RFC 3031, “Multiprotocol Label Switching Architecture” 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


What are three drawbacks of traditional IP routing? (Choose three.) 
A) Routing protocols are used on all devices to distribute routing information. 


B) Regardless of protocol, routers always forward packets based on the IP 
destination address only (except for using PBR). 


C) Routing lookups are performed on every router. 


D) Routing is performed by assigning a label to an IP destination. 


Which of the following is not true? 
A) MPLS uses labels to forward packets. 
B) MPLS works only in IP networks. 


C) MPLS labels can correspond to L3 destination address, QoS, source address, or 
L2 circuit. 


D) MPLS does not require a routing table lookup on core routers. 


As a result of implementing MPLS in ATM networks, which of the following is true? 
A) Layer 2 devices run a Layer 3 routing protocol 

B) VCs (Virtual Circuits) still require that they be established manually 

C) MPLS can not run in an ATM network 

D) ATM switches needed to be made L3 AND L4 aware 


In MPLS TE, which two of the following statements are true? (Choose two.) 
A) Traditional IP routing does not support traffic engineering. 


B) Traditional IP routing would force all traffic to use the same path based on 
destination. 


C) Using MPLS TE, traffic can be forwarded based on parameters such as QoS 
and source address. 


D) MPLS does not support traffic engineering. 

The label distribution protocol (either TDP or LDP) is the responsibility of the: 
A) data plane 

B) forwarding plane 

C) system plane 

D) control plane 
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Q6) The MPLS label field consists of how many bits? 


A) 64 bits 
B) 32bits 
C) 16 bits 
D) 8 bits 


Q7) Which two of the following are true? (Choose two.) 


A) An edge LSR is a device that primarily inserts labels on packets or removes 
labels. 


B) An LSR is a device that primarily labels packets or removes labels. 
C) An LSR is a device that forwards packets primarily based on labels. 
D) An edge LSR is a device that forwards packets primarily based on labels. 
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Quiz Answer Key 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


Q7) 


A,B, C 


Relates to: 


B 


Relates to: 


A 


Relates to: 


B,C 


Relates to: 


D 


Relates to: 


B 


Relates to: 


A, C 


Relates to: 
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Drawbacks of Traditional IP Routing 


Basic MPLS Concepts 


MPLS versus IP over ATM 


Traffic Engineering with MPLS 


MPLS Architecture 


MPLS Labels 


Label Switch Routers 


MPLS Concepts 
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MPLS Labels and Label Stack 


Overview 
This lesson explains the four fields that make up the MPLS label. It also explains how label 
stacking is used and how labels are forwarded in frame-mode and cell-mode environments. 


Relevance 


To fully understand MPLS, it is necessary to have a clear understanding of the format of an 
MPLS label and a definition for each field in that label. You also need to know exactly how 
information is passed from node to node in the network. 


Objectives 
This lesson describes MPLS labels and MPLS label stacks, including the format of the MPLS 
label and also when and why a label stack is created. 
Upon completing this lesson, you will be able to: 
m™ Describe where MPLS labels are inserted in an IP packet 
= List the format and fields of an MPLS label 
m= Describe an MPLS label stack and when a label stack is created 
m= Describe the steps that MPLS uses in forwarding packets 


Learner Skills and Knowledge 


To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 
= Successful completion of the “Basic MPLS Concepts” lesson of this module 


Outline 
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This lesson includes these topics: 


Overview 

MPLS Labels 
MPLS Label Format 
MPLS Label Stack 
MPLS Forwarding 
Summary 

Quiz 
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MPLS Labels 


This topic provides an overview of MPLS labels. 


MPLS Labels 


e Labels are inserted between the Layer 2 (frame) 
header and the Layer 3 (packet) header. 


¢ There can be more than one label (label stack). 


¢ The bottom-of-stack bit indicates if the label is the 
last label in the label stack. 


° The TTL field is used to prevent indefinite looping 
of packets. 


e Experimental bits are usually used to carry the IP 
precedence value. 
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MPLS uses a 32-bit label that is inserted between the Layer 2 and Layer 3 headers. An MPLS 
label contains four fields: 


m The actual label 

m= Experimental field 

= Bottom-of-stack bit 

= Time-to-live (TTL) field 


These fields are explained in detail on the following pages. 
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MPLS Label Format 


This topic describes the MPLS label format. 


MPLS Label Format 


TTT TENT TINT TOTTI TT mM WM 1 Cigco.com 


oma ee 
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MPLS uses a 32-bit label field that contains the 
following information: 


¢ 20-bit label (a number) 


¢ 3-bit experimental field (usually used to carry IP 
precedence value) 


° 1-bit bottom-of-stack indicator (indicates whether this is 
the last label before the IP header) 


¢ 8-bit TTL (equal to the TTL in IP header) 
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A label contains these fields: 


Label Fields 


Field Description 

20-bit label The actual label. 

3-bit experimental Used to define a class of service (CoS) (IP precedence). 
field 

Bottom-of-stack bit MPLS allows multiple labels to be inserted; this bit determines if 


this label is the last label in the packet. If this bit is set (1), it 
indicates that this is the last label. 


8-bit time-to-live Has the same purpose as the TTL field in the IP header. 
(TTL) field 
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MPLS Label Stack 


This topic describes the MPLS label stack. 


MPLS Label Stack 


a vi mi 


¢ Protocol identifier in a Layer 2 header specifies that 
the payload starts with a label (labels) and is 
followed by an IP header. 


* Bottom-of-stack bit indicates whether the next 
header is another label or a Layer 3 header. 


¢ Receiving router uses the top label only. 
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A label does not contain any information about the Layer 3 protocol being carried in a packet. 
A new protocol identifier is used for every MPLS-enabled Layer 3 protocol. 


The following Ethertype values are used to identify Layer 3 protocols with most Layer 2 
encapsulations: 


= Unlabeled IP unicast: Process ID (PID) = 0x0800 identifies that the frame payload is an 
IP packet. 


= Labeled IP unicast: PID = 0x8847 identifies that the frame payload is a unicast IP packet 
with at least one label preceding the IP header. The bottom-of-stack bit indicates when the 
IP header actually starts. 


= Labeled IP multicast: PID = 0x8848 identifies that the frame payload is a multicast IP 
packet with at least one label preceding the IP header. The bottom-of-stack bit indicates 
when the IP header actually starts. 
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MPLS Label Stack (Cont.) 
AUT TET TTT TMT 


e Usually only one label is assigned to a packet. 


¢ The following scenarios may produce more than 
one label: 


— MPLS VPNs (two labels: The top label points to the 
egress router and the second label identifies 
the VPN.) 


— MPLS TE (two or more labels: The top label points to 
the endpoint of the traffic engineering tunnel and the 
second label points to the destination.) 


— MPLS VPNs combined with MPLS TE (three or more 
labels.) 


As previously noted, MPLS supports multiple labels in one packet. Simple MPLS uses just one 
label in each packet. The following applications may add labels to packets: 


= MPLS VPNs: Multiprotocol Border Gateway Protocol (MP-BGP) is used to propagate a 
second label that is used in addition to the one propagated by TDP or LDP. 


= MPLS TE: MPLS TE uses RSVP to establish label switched path (LSP) tunnels. RSVP 
also propagates labels that are used in addition to the one propagated by LDP or TDP. 


A combination of these mechanisms with some other features might result in three or more 
labels being inserted into one packet. 
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MPLS Forwarding 


This topic lists the steps involved with MPLS forwarding. 


MPLS Forwarding 
mT UNIT TT 


e An LSR can perform the following functions: 
— Insert (impose) a label or a stack of labels on ingress 


— Swap a label with a next-hop label or a stack of labels 
in the core 


— Remove (pop) a label on egress 


e ATM LSRs can swap a label with only one label 
(VPI/VCI fields change). 
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An IP packet going through an MPLS domain experiences the following: 

= A label or a stack of labels is inserted (imposed) on an edge LSR. 

= The top label is swapped with a next-hop label or a stack of labels on an LSR. 

m= The top label is removed on the LSP tunnel endpoint (usually one hop before the egress 
edge LSR or on the egress edge LSR itself). 


ATM LSRs support the swapping of only one label (normal ATM operation). 
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MPLS Forwarding (Cont.) 


Frame Mode 
WN TOMATO NTT TTT TTT TTT TTT 


MPLS Domain 


IP Lookup 

11L10874labe 7 10.0 OWE +label 25 10.0.0.0/8-% Next hop 
LFB LAB 

latel 20 4 babel 23 label 25 + pop 


¢ On ingress, a label is assigned and imposed by the IP routing process. 


¢ LSRs in the core swap labels based on the contents of the label 
forwarding table. 


¢ On egress, the label is removed and a routing lookup is used to forward 
the packet. 
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The figure shows an MPLS network using frame-mode MPLS. 


All LSRs are capable of forwarding IP packets or labeled packets. The ingress edge LSR 
performs a routing lookup and assigns a label. 


The middle router simply swaps the label. 


The egress edge LSR removes the label and optionally performs a routing lookup. 


1-36 Implementing Cisco MPLS (MPLS) v2.0 Copyright © 2003, Cisco Systems, Inc. 


MPLS Forwarding (Cont.) 
Cell Mode 
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Labels (VPI/VCl) are imposed during the IP lookup process on ingress ATM 
edge LSRs. Packets are segmented into cells. 


ATM LSRs in the core swap labels based on the contents of the ATM 
switching table. ATM LSRs cannot forward IP packets. 


On egress ATM edge LSRs, the labels are removed (cells are reassembled 
into packets) and a routing lookup is used to forward packets. 
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Cell-mode MPLS is similar to frame-mode MPLS. The difference is that ATM LSRs (ATM 
switches) cannot forward IP packets. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


ClecoO.comM 


¢ MPLS labels are inserted between the Layer 2 and 
Layer 3 headers. 


° MPLS uses a 32-bit label field. 


¢ MPLS supports multiple labels in one packet, creating 
a “label stack.” 
¢ LSRs can perform the following functions: 
— Insert (impose) a label on ingress 
— Swap a label 
— Remove (pop) a label on egress 
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References 
For additional information, refer to these resources: 
™ RFC 3031, “Multiprotocol Label Switching Architecture” 
m RFC 3032, “Label Stack Encoding” 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Ql) ~=Which two of the following are true? (Choose two.) 


A) 
B) 
C) 
D) 


MPLS labels are 32 bits. 

MPLS labels are 64 bits. 

MPLS labels are inserted before the Layer 2 header. 
MPLS labels are inserted after the Layer 2 header. 


Q2) The actual MPLS label, contained in the MPLS label field, is how long? 


A) 
B) 
C) 
D) 


32 bits long 
8 bits long 

16 bits long 
20 bits long 


Q3) Which two of the following are true? (Choose two.) 


A) 
B) 
C) 
D) 


Usually one label is assigned to an IP packet. 

Usually two labels are assigned to an IP packet. 

Two labels will be assigned to an MPLS VPN packet. 
One label will be assigned to an MPLS VPN packet. 


Q4) =~ Which two of the following are normal functions of an LSR? (Choose two.) 


A) 
B) 
C) 
D) 


impose labels at the ingress router 
impose labels at the egress router 
pop labels at the ingress router 


pop labels at the egress router 
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Quiz Answer Key 
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Ql) AD 
Relates to: 
Q2) D 
Relates to: 
Q3) A,c 
Relates to: 
Q4) AD 
Relates to: 


MPLS Labels 


MPLS Label Format 


MPLS Label Stack 


MPLS Forwarding 
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MPLS Applications 


Overview 


This lesson looks at some of the different types of applications where you can use MPLS. 
These applications are discussed at a high level. Each will be discussed in much greater detail 
in later modules. Interaction among multiple applications is also discussed because there are 
various methods for exchanging labels. No matter the differences in the control plane, all of the 
applications use a single label-forwarding engine in the data plane. 


Relevance 


It helps to be able to apply MPLS principles with applications that are in use today. Doing so 
helps clarify the picture for the learner. 


Objectives 
This lesson describes the different MPLS applications, including MPLS VPNs and MPLS TE. 


Upon completing this lesson, you will be able to: 


Describe the various applications that are used with MPLS 
Describe MPLS use in unicast IP routing 

Describe MPLS use in multicast IP routing 

Describe MPLS use in traffic engineering environments 
Describe MPLS use in QoS environments 

Describe MPLS use in VPNs 


Identify the interactions that occur between various MPLS applications 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


Basic understanding of routing principles and MPLS concepts 


Outline 
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This lesson includes these topics: 


Overview 

MPLS Applications 

Unicast IP Routing 

Multicast IP Routing 

MPLS Traffic Engineering 

Quality of Service 

Virtual Private Networks 

Interactions Between MPLS Applications 
Summary 

Quiz 
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MPLS Applications 


This topic describes various applications used in IP routing where MPLS may also be used. 


MPLS Applications 
wlll TN NNT 


mT TN TTT Cisco. com 


MPLS is already used in many different applications: 
° Unicast IP routing 
Multicast IP routing 
MPLS TE 
QoS 
MPLS VPNs 


° AToM 


Regardless of the application, the functionality is 
always split into the control plane and the data 
(forwarding) plane: 


¢ The applications differ only in the control plane. 

¢ They all use a common label-switching data (forwarding) plane. 
¢ Edge LSR Layer 3 data planes may differ. 

¢ In general, a label is assigned to a FEC. 
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MPLS can be used in different applications: 

= Unicast IP routing is the most common application for MPLS. 

= Multicast IP routing is treated separately because of different forwarding requirements. 
m MPLS TE is an add-on to MPLS that provides better and more intelligent link use. 

= Differentiated QoS can also be provided with MPLS. 


m= MPLS VPNs are implemented using labels to allow overlapping address space between 
VPNs. 


m= Any Transport over MPLS (AToM) a solution for transporting Layer 2 packets over an 
IP/MPLS backbone. 


The data plane (forwarding plane) is the same regardless of the application. The control plane, 
however, needs appropriate mechanisms to exchange routing information and labels. 


The term “forwarding equivalence class” (FEC) is used to describe the packets that are 


forwarded based upon a common characteristic (that is, destination address, QoS class, and so 
on). 
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Unicast IP Routing 


This topic provides an overview of unicast IP routing. 


Unicast IP Routing 
MONT TONMTNT TTT 
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° Two mechanisms are needed on the control 
plane: 


—IP routing protocol (OSPF, IS-IS, EIGRP, ...) 
— Label distribution protocol (LDP or TDP) 


¢ Arouting protocol carries the information about 
the reachability of networks. 


° The label distribution protocol binds labels to 
networks learned via a routing protocol. 


e The FEC is equal to a destination network, 
stored in the IP routing table. 


A unicast IP routing setup usually requires two components: 
= IP routing protocol (for example, OSPF, EIGRP, IS-IS) 
= Label distribution protocol (TDP or LDP) 


These two components are enough to create a full mesh of LSP tunnels. 


A label is assigned to every destination network found in the IP forwarding table. That is why 
an FEC corresponds to an IP destination network. 
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Multicast IP Routing 


This topic provides an overview of multicast IP routing. 


Multicast IP Routin 


¢ A dedicated protocol is not needed to support 
multicast traffic across an MPLS domain. 


¢ Protocol Independent Multicast (PIM) version 2 
with extensions for MPLS is used to propagate 
routing information as well as labels. 


° The FEC is equal to a destination multicast 
address stored in the multicast routing table. 
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Multicast IP routing can also use MPLS. Cisco Protocol Independent Multicast (PIM) version 2 
with extensions for MPLS is used to propagate routing information and labels. 


The FEC is equal to a destination multicast address. 
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MPLS Traffic Engineering 


This topic provides an overview of MPLS TE. 


MPLS TE 


Cleco.com 


¢ MPLS TE requires OSPF or IS-IS with extensions 
for MPLS TE as the IGP. 


e OSPF and IS-IS with extensions hold the entire 
topology in their databases. 


¢e OSPF and IS-IS should also have some 
additional information about network resources 
and constraints. 


e RSVP or CR-LDP is used to establish TE tunnels 
and propagate labels. 


MPLS TE has special requirements: 


m Every LSR must see the entire topology of the network (only OSPF and IS-IS hold the 
entire topology). 


m Every LSR needs additional information about links in the network. This information 
includes available resources and constraints. OSPF and IS-IS have extensions to propagate 
this additional information. 


m= Either RSVP or CR-LDP (Constraint Route-LDP) is used to establish traffic engineering 
(TE) tunnels and to propagate the labels. 


Every edge LSR must be able to create an LSP tunnel on demand. RSVP is used to create an 
LSP tunnel and to propagate labels for TE tunnels. 
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Quality of Service 


This topic provides an overview of QoS. 


Quality of Service 
ATT TT 


¢ Differentiated QoS is an extension to unicast IP 
routing that provides differentiated services. 


e Extensions to TDP or LDP are used to propagate 
different labels for different classes. 


¢ The FEC is a combination of a destination network 
and a class of service. 


Differentiated QoS is achieved by using MPLS experimental bits or by creating separate LSP 
tunnels for different classes. Extensions to TDP or LDP are used to create multiple LSP tunnels 
for the same destination (one for each class). 


The FEC is equal to a combination of a destination network and a CoS. 
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Virtual Private Networks 


This topic provides an overview of VPNs. 


Virtual Private Networks 
TNT MTT 
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¢ Networks are learned via an IGP (OSPF, EBGP, 
EIGRP, RIP version 2 [RIPv2] or static) from a 
customer or via BGP from other internal routers. 


e Labels are propagated via MP-BGP. 


° Two labels are used: 


— Top label points to the egress router 
(assigned through LDP or TDP). 


— Second label identifies the outgoing interface on 
the egress router or a routing table where a 
routing lookup is performed. 


e FEC is equal to a VPN site descriptor or VPN 
routing table. 


MPLS VPNs use an additional label to determine the VPN and the corresponding VPN 
destination network. MP-BGP is used to propagate VPN routing information and labels across 
the MPLS domain. TDP or LDP is needed to link edge LSRs with a single LSP tunnel. 


The FEC is equal to a VPN destination network. 
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Interactions Between MPLS Applications 


This topic briefly describes the interactions that occur between MPLS applications 


Interactions Between MPLS 
Applications 
WN MONT TTT TT TT TTT TTT TTT 
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The figure shows the complete architecture when all applications are used. Each application 


may use a different routing protocol and a different label exchange protocol, but all applications 
use a single label-forwarding engine. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


Identify the FEC of various MPLS applications. 
Describe the overall structure of several MPLS 
applications: 

— Unicast IP routing 

— Multicast IP routing 

— MPLS Traffic Engineering (MPLS TE) 

— Quality of service (QoS) 

— Virtual Private Networks (VPNs) 


When you have multiple MPLS applications being used, all 
applications use a single label-forwarding engine. 
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References 
For additional information, refer to this resource: 


m RFC 3031, “Multiprotocol Label Switching Architecture” 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


The label distribution protocol is found on what plane? 


A) 
B) 
C) 
D) 


forwarding plane 
data plane 
control plane 


ground plane 


Which two of the following are true regarding RSVP? (Choose two.) 


A) 
B) 
C) 
D) 


RSVP is used to create an LSP tunnel. 
RSVP propagates labels for TE tunnels. 
RSVP assigns labels for TE tunnels. 
RSVP is not used to create an LSP tunnel. 


When MPLS is used for QoS, which of the following is true? 


A) 
B) 
C) 
D) 


QoS is achieved by using the protocol bits in the MPLS label field. 
QoS is achieved by using the TTL bits in the MPLS label field. 

QoS is achieved by using the experimental bits in the MPLS label field. 
At this time QoS is not supported by MPLS. 


In MPLS VPN networks which of the following is true? 


A) 
B) 
C) 
D) 


Labels are propagated via LDP or TDP. 
Labels are not used in an MPLS VPN network, just next-hop addresses. 
Labels are propagated via MP-BPG. 


Two labels are used; the top label identifies the VPN and the bottom label 
identifies the egress router. 


Which two statements are true regarding interactions between MPLS applications? 


(Choose two.) 

A) The forwarding plane is the same for all applications. 

B) Differences exist in the forwarding plane depending on the MPLS application. 
C) The control plane is the same for all applications. 

D) Differences exist in the control plane depending on the MPLS application. 
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Quiz Answer Key 
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Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Cc 


Relates to: 


A,B 


Relates to: 


Cc 


Relates to: 


Cc 


Relates to: 


A,D 


Relates to: 


Unicast IP Routing 


MPLS Traffic Engineering 


Quality of Service 


Virtual Private Networks 


Interactions Between MPLS Applications 
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Module Assessment 


Overview 


Use this assessment to test what you learned in this module. The correct answers and solutions 
are found in the Module Assessment Answer Key. 


Quiz: MPLS Concepts 


Complete the quiz to assess what you have learned in this module. 


Objectives 
This activity tests your knowledge on how to meet these objectives: 
m™ Describe the basic MPLS concepts, including the drawbacks in traditional IP routing 


™ Describe MPLS labels and MPLS label stacks, including the format of the MPLS label and 
also when and why a label stack is created 


= Describe the different MPLS applications, including MPLS VPNs and MPLS TE 


Instructions 
Complete these steps: 
Step 1 Answer all questions in this quiz by selecting the best answer(s) to each question. 


Step 2 Verify your results against the answer key at the end of this quiz. 


Step 3 Review the related lesson for each question that you answered incorrectly. 
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Quiz 


Answer these questions: 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


MPLS labels can correspond to which of the following? 


A) Layer 2 source addresses 

B) Layer 3 source addresses 

C) Layer 2 destination addresses 

D) Layer 3 destination addresses 

Which of the following best describes the term “a simple label-based forwarding 
engine?” 

A) control plane 

B) ground plane 

C) data plane 

D) routing plane 


Which two of the following statements are true? (Choose two.) 


A) 
B) 
C) 
D) 


MPLS labels are inserted between the Layer 2 header and the Layer 3 header. 
MPLS labels are inserted after the Layer 3 header. 

In ATM networks MPLS uses the VPI/VCI fields as the label. 

MPLS will not work in ATM networks. 


Cisco routers automatically assign the IP precedence value to which field in the MPLS 


label? 


A) 
B) 
C) 
D) 


TTL field 
experimental field 
top-of-stack field 


The IP precedence value is not copied to the MPLS field. It remains in the IP 
packet. 


Which of the following is NOT a valid Ethertype used to identify Layer 3 protocols 
with most Layer 2 encapsulations? 


A) 
B) 
C) 
D) 


unlabeled IP unicast (PID = 0x0800) 
labeled IP unicast (PID = 0x0847) 
unlabeled IP multicast (PID = 0x8846) 
labeled IP multicast (PID = 0x8848) 
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Q6) In MPLS VPNs what does the FEC refer to? 
A) IP destination network 
B) MPLS ingress router 
C) core of the MPLS network 
D) VPN destination network 


Scoring 


You have successfully completed the quiz for this lesson when you earn a score of 80 percent 
or better. 
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Module Assessment Answer Key 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


D 


Relates to: 


Cc 


Relates to: 


A, C 


Relates to: 


B 


Relates to: 


Cc 


Relates to: 


D 


Relates to: 


Basic MPLS Concepts 


Basic MPLS Concepts 


Basic MPLS Concepts 


MPLS Labels and Label Stack 


MPLS Labels and Label Stack 


MPLS Applications 
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Module 2 | 


Label Assignment and 
Distribution 


Overview 


This module describes the assignment and distribution of labels in a Multiprotocol Label 
Switching (MPLS) network, including neighbor discovery and session establishment 
procedures. Label distribution, control, and retention modes will also be covered. The module 
also covers the functions and benefits of penultimate hop popping (PHP). 


Module Objectives 


Upon completing this module, you will be able to describe how MPLS labels are assigned and 
distributed. This includes being able to do the following: 


Describe how the LIB, FIB, and LFIB tables are populated with label information 
Describe how convergence occurs in a frame-mode MPLS network 

Describe typical label distribution over LC-ATM interfaces and VC merge 
Describe MPLS label allocation, distribution, and retention modes 


Describe how LDP neighbors are discovered 


Module Outline 


The module contains these lessons: 

m= Typical Label Distribution in Frame-Mode MPLS 

m™ Convergence in Frame-Mode MPLS 

= Typical Label Distribution over LC-ATM Interfaces and VC Merge 
= MPLS Label Allocation, Distribution, and Retention Modes 

= LDP Neighbor Discovery 
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Typical Label Distribution in 
Frame-Mode MPLS 


Overview 


This lesson talks about how label allocation and distribution function in a frame-mode network. 
Also covered are penultimate hop popping (PHP) and how the MPLS data structures are built. 


Relevance 


This lesson is key in understanding the basic fundamentals of how information gets distributed 
and placed into the appropriate tables for both label and unlabeled packet usage. 


Objectives 
This lesson describes how the LIB, FIB, and LFIB tables are populated with label information. 


Upon completing this lesson, you will be able to: 

= Describe MPLS unicast IP routing and architecture 

™ Describe label switch paths 

m= Describe how label allocation is done in a frame-mode MPLS network 
m Describe how labels are distributed in a frame-node network 

= Describe how the LFIB table is populated 

= Describe packet propagation across an MPLS network 

m= Describe frame-mode loop detection 

= Describe penultimate hop popping 


= Describe per-platform label allocation 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


Outline 


2-4 


Successful completion of the “MPLS Concepts” module of this course 


This lesson includes these topics: 


Overview 

MPLS Unicast IP Routing Architecture 

Label Switched Paths 

Label Allocation in a Frame-Mode MPLS Network 
Label Distribution and Advertisement 
Populating LFIB 

Packet Propagation Across an MPLS Network 
Frame-Mode Loop Detection 

Penultimate Hop Popping 

Per-Platform Label Allocation 

Summary 

Quiz 
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MPLS Unicast IP Routing Architecture 


This topic introduces how labels are propagated across a network. 


MPLS Unicast IP Routing Architecture 
AIT TUTTO TTT TNT TT 


Cisco.com 


¢ MPLS introduces a new field that is used for 
forwarding decisions. 


e Although labels are locally significant, they have 
to be advertised to directly reachable peers. 


— One option would be to include this parameter in 
existing IP routing protocols. 


— The other option is to create a new protocol to 
exchange labels. 


¢ The second option has been used because there are too 
many existing IP routing protocols that would have to be 
modified to carry labels. 
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One application of MPLS is unicast IP routing. A label is assigned to destination IP networks 
and is later used to label packets sent toward those destinations. 


Note In MPLS terminology, a forwarding equivalence class (FEC) equals an IP destination 
network. 


Standard or vendor-specific routing protocols are used to advertise IP routing information. 
MPLS adds a new piece of information that must be exchanged between adjacent routers. 


There are two possible approaches to propagating this additional information (labels) between 
adjacent routers: 


m= Extend the functionality of existing routing protocols 


™ Create a new protocol dedicated to exchanging labels 


The first approach requires much more time and effort because of the large number of different 
routing protocols (Open Shortest Path First, or OSPF; Intermediate System-to-Intermediate 
System, or IS-IS; Enhanced Interior Gateway Routing Protocol, or EIGRP; Interior Gateway 
Routing Protocol, or IGRP; Routing Information Protocol, or RIP; and so on). The approach 
also causes interoperability problems between routers that support this new functionality and 
those that do not. Therefore, the Internet Engineering Task Force (IETF) selected the second 
option. 
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MPLS Unicast IP Routing Architecture 
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Exchange of 
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Data Plane 


Incoming IP Forwarding Table 


P packets 
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The figure shows the building blocks used by routers to perform traditional IP forwarding. 


The control plane consists of a routing protocol that exchanges routing information and 
maintains the contents of the main routing table. When combined with Cisco Express 
Forwarding (CEF), the IP forwarding table in the data plane forwards the packets through the 
router. 


The LDP (Label Distribution Protocol) (or the Cisco proprietary protocol TDP, or Tag 
Distribution Protocol) in the control plane exchanges labels and stores them in the label 
information base (LIB). This information is then used in the data plane to provide MPLS 
functionality: 


m= A label is added to the IP forwarding table (Forwarding Information Base, or FIB) to map 
an IP prefix to a next-hop label. 


= A locally generated label is added to the label forwarding information base (LFIB) and 
mapped to a next-hop label. 
The following forwarding scenarios are possible when MPLS is enabled on a router: 


= An incoming IP packet is forwarded by using the FIB table and sent out as an IP packet 
(the usual CEF switching). 


= An incoming IP packet is forwarded by using the FIB table and sent out as a labeled IP 
packet (the default action if there is a label assigned to the destination IP network). 


m= An incoming labeled packet is forwarded by using the LFIB table and sent out as a labeled 
IP packet. 
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MPLS Unicast IP Routing Architecture 
(Cont.) 


MT TT TTT TT mM TTT Cisco.com 


OSPF: 10.0.0.018 
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The figure shows a scenario where IP packets are successfully forwarded by using the FIB 
table. 


Labeled packets, on the other hand, are not forwarded due to a lack of information in the LFIB 
table. Normal MPLS functionality prevents the forwarding from happening, because no 


adjacent router is going to use a label unless this router previously advertised it. 


The example simply illustrates that label switching tries to use the LFIB table only if the 
incoming packet is labeled, even if the destination address is reachable by using the FIB table. 


Note The LIB table will hold all locally generated labels by a label switch router (LSR). The LFIB 
table contains labels that are used to switch packets. 


Copyright © 2003, Cisco Systems, Inc. Label Assignment and Distribution 2-7 


MPLS Unicast IP Routing Architecture 
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The figure shows a router where OSPF is used to exchange IP routing information and LDP is 
used to exchange labels. 


An incoming IP packet is forwarded by using the FIB table, where a next-hop label dictates that 
the outgoing packet should be labeled with label 23. 


An incoming labeled packet is forwarded by using the LFIB table, where the incoming (locally 
significant) label 25 is swapped with the next-hop label 23. 
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Label Switched Paths 


This topic describes label switched paths (LSPs) and how they are built. 


Label Switched Paths 
aT ATTA TTT 


MT TTT TNT Th Cisco.com 


¢ Alabel switched path (LSP) is a sequence of LSRs that 
forward labeled packets of a certain forwarding 
equivalence class. 


MPLS unicast IP forwarding builds LSPs based on the 
output of IP routing protocols. 


> LDP and TDP advertise labels only for individual 
segments in the LSP. 


LSPs are unidirectional. 


Return traffic uses a different LSP (usually the reverse 
path because most routing protocols provide 
symmetrical routing). 


An LSP can take a different path from the one chosen by 
an IP routing protocol (MPLS Traffic Engineering). 
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An LSP is a sequence of LSRs that forward labeled packets for a particular FEC. Each LSR 
swaps the top label in a packet traversing the LSP. An LSP is similar to Frame Relay or ATM 
virtual circuits. In cell-mode MPLS, an LSP /s a virtual circuit. 


In MPLS unicast IP forwarding, the FECs are determined by destination networks found in the 
main routing table. Therefore, an LSP is created for each entry found in the main routing table. 
(Border Gateway Protocol, or BGP, entries are the only exceptions and are covered later in this 
course.) 


An Interior Gateway Protocol (IGP) is used to populate the routing tables in all routers in an 
MPLS domain. LDP or TDP is used to propagate labels for these networks and build LSPs. 


LSPs are unidirectional. Each LSP is created over the shortest path, selected by the IGP, toward 
the destination network. Packets in the opposite direction use a different LSP. The return LSP is 
usually over the same LSRs except they form the LSP in the opposite order. 


MPLS Traffic Engineering (MPLS TE) can be used to change the default IGP shortest path 
selection. 
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LSP Building 
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¢ The IP routing protocol determines the path. 
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The example here illustrates how an IGP such as OSPF, IS-IS, or EIGRP propagates routing 
information to all routers in an MPLS domain. Each router determines its own shortest path. 


LDP or TDP, which propagate labels for those networks and routers, adds this information to 
the FIB and LFIB tables. 


In the example, an LSP is created for a particular network. This LSP starts on router A and 
follows the shortest path, determined by the IGP. 
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LSP Building (Cont.) 


MINT TWO WNT TTT TT Cisco.com 


e LDP or TDP propagates labels to convert the path to a 
label switched path (LSP). 
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The example here shows the contents of LFIB and LIB tables. Frame-mode MPLS uses a 
liberal retention mode, which is evident from the contents of the LIB tables. Only those labels 
that come from the next-hop router are inserted into the LFIB table. 
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Impacts of IP Aggregation on Label 
Switched Paths 


OO a 


Aggregation 
Point 


a Ny fy fi, 


¢ IP aggregation breaks an LSP into two segments. 


¢ Router C is forwarding packets based on Layer 3 
information. 
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The example here illustrates a potential problem in an MPLS domain. 


An IGP propagates the routing information for network 10.1.1.0/24 from router E to other 
routers in the network. Router C uses a summarization mechanism to stop the proliferation of 
all subnets of network 10.1.0.0/16. Only the summary network 10.1.0.0/16 is sent to routers B 
and A. 


LDP or TDP propagate labels concurrently with the IGP. The LSR that is the endpoint of an 
LSP always propagates the “pop” label. 

Router C has both networks in the routing table: 

m 10.1.1.0/24 (the original network) 

@ 10.1.0.0/16 (the summary) 

Router C, therefore, sends a label, 55 in the example, for network 10.1.1.0/24 to router B. LDP 
also sends a pop label for the new summary network, because it originates on this router. 
Router B, however, can use the pop label only for the summary network 10.1.0.0/16 because it 


has no routing information about the more specific network 10.1.1.0/24, due to the fact that this 
information was suppressed on router C. 


The summarization results in two LSPs for destination network 10.1.1.0/24. The first LSP ends 
on router C, where a routing lookup is required to assign the packet to the second LSP. 
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Impacts of IP Aggregation on Label 
Switched Paths (Cont.) 
mT MTT TU 


e ATM LSRs must not aggregate because they 
cannot forward IP packets. 


¢ Aggregation should not be used where 
end-to-end LSPs are required (MPLS VPN). 


MPLS v2.0—2-22 


When cell-mode MPLS is used, ATM switches are IP-aware; they run an IP routing protocol, 
and LDP or TDP, and are generally seen as IP routers. In reality, however, ATM switches are 
capable of forwarding only cells, not IP packets. 


Aggregation (or summarization) should not be used on ATM LSRs because it breaks LSPs in 
two, which means that ATM switches would have to perform Layer 3 lookups. 


Aggregation should also not be used where an end-to-end LSP is required. Typical examples of 
networks that require end-to-end LSPs are the following: 

= A transit BGP autonomous system (AS) where core routers are not running BGP 

m An MPLS VPN backbone 

m An MPLS-enabled ATM network 

m= A network that uses MPLS TE 
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Label Allocation in a Frame-Mode MPLS Network 


This topic describes how labels are allocated and distributed in a frame-mode MPLS network. 


Label Allocation in a Frame-Mode 
MPLS Network 
m7 
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Label allocation and distribution in a frame-mode 
MPLS network follows these steps: 
IP routing protocols build the IP routing table. 


Each LSR assigns a label to every destination in the IP 
routing table independently. 


LSRs announce their assigned labels to all 
other LSRs. 


> Every LSR builds its LIB, LFIB, and FIB data 
structures based on received labels. 


MPLS v2.0—2-23 


Unicast IP routing and MPLS functionality can be divided into the following steps: 


= Routing information exchange using standard or vendor-specific IP routing protocols 
(OSPF, IS-IS, EIGRP, and so on). 


™ Generation of local labels. One locally unique label is assigned to each IP destination found 
in the main routing table and stored in the LIB table. 


= Propagation of local labels to adjacent routers, where these labels might be used as next- 
hop labels (stored in the FIB and LFIB tables to enable label switching). 


The following data structures contain label information: 


= The LIB, in the control plane, is the database used by LDP where an IP prefix is assigned a 
locally significant label that is mapped to a next-hop label that has been learned from a 
downstream neighbor. 


= The LFIB, in the data plane, is the database used to forward labeled packets. Local labels, 
previously advertised to upstream neighbors, are mapped to next-hop labels, previously 
received from downstream neighbors. 


= The FIB, in the data plane, is the database used to forward unlabeled IP packets. A 
forwarded packet is labeled if a next-hop label is available for a specific destination IP 
network. Otherwise, a forwarded packet is not labeled. 
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Label Allocation in a Frame-Mode MPLS Network (Cont.) 


Building the IP Routing Table 
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Routing Table ofA = Routing TabeofB = Routing Table of C 


Network |Next h Network | Next ho, Network | Next ho 
x B x c x 0 


Routing Table of E = Network X 
Network | Nort hh: 
x Cc 
¢ IP routing protocols are used to build IP routing 
tables on all LSRs. 


° FIBs are built based on IP routing tables with no 
labeling information. 
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The figure illustrates how all routers learn about network X via an IGP such as OSPF, IS-IS, or 
EIGRP. The FIB table on router A contains the entry for network X that is mapped to the IP 
next-hop address B. At this time a next-hop label is not available, which means that all packets 
are forwarded in a traditional fashion (as unlabeled packets). 
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Label Allocation in a Frame-Mode MPLS Network (Cont.) 


Allocating Labels 
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Routing Table of B Router B aselgne label 26 
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¢ Every LSR allocates a label for every destination in 
the IP routing table. 


e Labels have local significance. 
¢ Label allocations are asynchronous. 
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The figure shows how router B generates a locally significant and locally unique label 25 
assigned to IP network X. Router B generates this label regardless of other routers 
(asynchronous allocation of labels). 


Note Labels 0 — 15 are reserved. 
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Label Allocation in a Frame-Mode MPLS Network (Cont.) 


LIB and LFIB Setup 
1 er 


Routing Table of B Router B assigns label 26 
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Local label is stored in LIB. 
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¢ LIB and LFIB structures have to be initialized on the 
LSR allocating the label. 
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When a label is assigned to an IP prefix, it is stored in two tables: 


= The LIB table is used to maintain the mapping between the IP prefix (network X), the local 
label (25), and the next-hop label (not available yet). 


= The LFIB table is modified to contain the local label mapped to the pop action (label 


removal). The pop action is used until the next-hop label is received from the downstream 
neighbor. 


Note The pop action results in labels being removed rather than swapped. Therefore, if a labeled 
packet is received, the label is removed and the remainder of the packet (which might be 
labeled if the incoming packet contained a label stack) is forwarded to the appropriate IP 
next hop. A similar action is the untagged action, which is the equivalent to the pop action 
with one exception: the resulting packet must be unlabeled; otherwise, it will be discarded. 
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Label Distribution and Advertisement 


This topic describes how MPLS labels are distributed and advertised within an MPLS network. 


Label Distribution and Advertisement 
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° The allocated label is advertised to all neighbor 
LSRs, regardless of whether the neighbors are 
upstream or downstream LSRs for the destination. 
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The figure illustrates the next step after a local label has been generated. Router B propagates 
this label, 25, to all adjacent neighbors where this label can be used as a next-hop label. 


Note Because router B cannot predict which routers might use it as the downstream neighbor, it 
sends its local mappings to all LDP neighbors. 
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Label Distribution and Advertisement (Cont.) 


Receiving Label Advertisement 
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¢ Every LSR stores the received label in its LIB. 


° Edge LSRs that receive the label from their next hop 
also store the label information in the FIB. 
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Upon receiving an LDP update, router A can fill in the missing piece in its LIB, LFIB, and FIB 
tables: 


= Label 25 is stored in the LIB table as the label for network X received from LSR B. 


m™ Label 25 is attached to the IP forwarding entry in the FIB table to enable the MPLS edge 
functionality (incoming IP packets are forwarded as labeled packets). 


= The local label in the LFIB table is mapped to outgoing label 25 instead of the pop action 
(incoming labeled packets can be forwarded as labeled packets). 
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Label Distribution and Advertisement (Cont.) 


Interim Packet Propagation 
EMMA ATTA TT TTT 


¢ Forwarded IP packets are labeled only on the path 
segments where the labels have already been 
assigned. 
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The figure shows how an unlabeled IP packet is forwarded based on the information found in 
the FIB table on router A. Label 25 found in the FIB table is used to label the packet. 


Router B must remove the label because LSR B has not yet received any next-hop label (the 
action in the LFIB is “pop”). 


Router A performs an IP lookup (CEF switching), whereas router B performs a label lookup 
(label switching) in which the label is removed and a normal IP packet is sent out of router B. 
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Label Distribution and Advertisement (Cont.) 
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¢ Every LSR will eventually assign a label for every 
destination. 
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Because all routers in an MPLS domain asynchronously do the same as routers A and B, an 
LSP tunnel is generated, spanning from router A to router D. 


The figure illustrates how an LDP update, advertising label 47 for network X, from router C is 
sent to all adjacent routers, including router B. 
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Label Distribution and Advertisement (Cont.) 
Receiving Label Advertisement 
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¢ Every LSR stores received information in its LIB. 


¢ LSRs that receive their label from their next hop LSR will 
also populate the IP forwarding table (FIB). 
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Router B can now map the entry for network X in its FIB, and the local label 25 in its LFIB, to 
the next-hop label 47 received from the downstream neighbor router C. 
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Populating LFIB 


This topic describes how the LFIB table is populated in an MPLS network. 


Populating LFIB 
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¢ Router B has already assigned a label to network X and 
created an entry in the LFIB. 


¢ The outgoing label is inserted in the LFIB after the label is 
received from the next hop LSR. 
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After router C advertises label 47 to adjacent routers, the LSP tunnel for network X has 
two hops: 


= Onrouter A, network X is mapped to the next-hop label 25 (router B). 
= On router B, label 25 is mapped to the next-hop label 47 (router C). 
= Router C still has no next-hop label. Label 47 is therefore still mapped to the pop action. 


Note In the figure label distribution is from right to left and packet forwarding is from left to right. 
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Packet Propagation Across an MPLS Network 


This topic describes how IP packets cross an MPLS network. 


Packet Propagation Across 
an MPLS Network 
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The figure illustrates how IP packets are propagated across an MPLS domain. The steps are as 
follows: 


1. Router A labels a packet destined for network X by using the next-hop label 25 (CEF 
switching by using the FIB table). 
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2. Router B swaps label 25 with label 47 and forwards the packet to router C (label switching 
by using the LFIB table). 


3. Router C removes the label and forwards the packet to router D (label switching by using 
the LFIB table). 
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Frame-Mode Loop Detection 


This topic describes how loop detection can be handled within a frame-mode network. 


Loop Detection 
alll 
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e LDP/TDP relies on loop detection mechanisms 
built into IGPs that are used to determine the 
path. 


¢ If, however, a loop is generated (that is, 
misconfiguration with static routes), the TTL 
field in the label header is used to prevent 
indefinite looping of packets. 


e TTL functionality in the label header is 
equivalent to TTL in the IP headers. 


¢ TTL is usually copied from the IP headers to the 
label headers (TTL propagation). 
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Loop detection in an MPLS-enabled network relies on more than one mechanism. 


Most routing loops are prevented by the IGP used in the network. MPLS for unicast IP 
forwarding simply uses the shortest paths determined by the IGP. These paths are typically 
loop-free. 


If, however, a routing loop does occur (for example, because of misconfigured static routes), 
MPLS labels also contain a time-to-live (TTL) field that prevents packets from looping 
indefinitely. 


The TTL functionality in MPLS is equivalent to that of traditional IP forwarding. Furthermore, 


when an IP packet is labeled, the TTL value from the IP header is copied into the TTL field in 
the label. This is called “TTL propagation.” 
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Normal TTL Operation 
TOMO NAOT TOOT ONAN TMNT TTT TTT 


MPLS Domain 


i 


¢ Cisco routers have TTL propagation enabled by default. 
e On ingress: TTL is copied from IP header to label header. 
¢ On egress: TTL is copied from label header to IP header. 
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The figure illustrates how the TTL value 5 in the IP header is decreased and copied into the 
TTL field of the label when a packet enters an MPLS domain. 


All other LSRs decrease the TTL field only in the label. The original TTL field is not changed 
until the last label is removed when the label TTL is copied back into the IP TTL. 


TTL propagation provides a transparent extension of IP TTL functionality into an MPLS- 
enabled network. 
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TTL and Loop Detection 


MNO MT TT TAT TTT TTT TTT Cisco.com 


Label 
Tk 


MPLS Domain 


e Labeled packets are dropped when the TTL is 
decreased to 0. 
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The figure illustrates a routing loop between routers B and C. The packet looping between 
these two routers is eventually dropped because the value of its TTL field reaches 0. 
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Disabling TTL Propagation 
RL 


¢ TTL propagation can be disabled. 


° The IP TTL value is not copied into the TTL field 
of the label, and the label TTL is not copied back 
into the IP TTL. 


e Instead, the value 255 is assigned to the label 
header TTL field on the ingress LSR. 


¢ Disabling TTL propagation hides core routers in 
the MPLS domain. 


¢ Traceroute across an MPLS domain does not 
show any core routers. 
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TTL propagation can be disabled to hide the core routers from the end users. Disabling TTL 
propagation causes routers to set the value 255 into the TTL field of the label when an IP 
packet is labeled. 


The network is still protected against indefinite loops, but it is unlikely that the core routers will 
ever have to send an Internet Control Message Protocol (ICMP) reply to user-originated 
traceroute packets. 


The following figures illustrate the result of a traceroute across an MPLS network that does not 
use TTL propagation. 
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Traceroute with Disabled TTL Propagation 
1 


tescerents 23.3,.1.1 
1¢ as A. ace. com 


¢ The first traceroute packet (ICMP 
or UDP) that reaches the network 
is dropped on router A. 


¢ An ICMP time-to-live exceeded 
message is sent to the source from 
router A. 
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The first traceroute packet (ICMP or User Datagram Protocol [UDP]) that reaches the MPLS 
network is dropped on the first router (A), and an ICMP reply is sent to the source. This action 
results in an identification of router A by the traceroute application. 
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Traceroute with Disabled TTL Propagation 


OT WOMAN MOTT TTT NANT MATT 


traceroute 10.3.1.1 


* The second traceroute packet that 1 1D me A nemm. cam 
reaches the network is droppedon | * *’™ “=< 
router D. 


¢ An ICMP time-to-live exceeded 
message is sent to the source from 
router D. 
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The traceroute application increases the initial TTL for every packet that it sends. The second 
packet, therefore, would be able to reach one hop farther (router B in the example). However, 
the TTL value is not copied into the TTL field of the label. Instead, router A sets the TTL field 
of the label to 255. Router B decreases the TTL of the label, and router C removes the label 
without copying it back into the IP TTL. Router D then decreases the original (IP TTL), drops 
the packet because the TTL has reached zero, and sends an ICMP reply to the source. 


The traceroute application has identified router D. The next packets would simply pass through 
the network. 


The final result is that a traceroute application was able to identify the edge LSRs but not the 
core LSRs. 
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Impact of Disabling TTL Propagation 
MUTT UNNI OTT TTT OTA TTTTT | 


° Traceroute across an MPLS domain does not 
show core routers. 


¢ TTL propagation has to be disabled on all label 
switch routers. 


e Mixed configurations (some LSRs with TTL 
propagation enabled and some with TTL 
propagation disabled) could result in faulty 
traceroute output. 


¢ TTL propagation can be enabled for forwarded 
traffic only—traceroute from LSRs does not use 
the initial TTL value of 255. 


Cisco routers have TTL propagation enabled by default. 


If TTL propagation is disabled, it must be disabled on all routers in an MPLS domain to 
prevent unexpected behavior. 


TTL can be optionally disabled for forwarded traffic only, which allows administrators to use 
traceroute from routers to troubleshoot problems in the network. 
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Penultimate Hop Popping 


This topic describes PHP. 


Penultimate Hop Popping: Before 
1 Cieco.com 


Pip AB 
10/8 + NH, 17 10/8 KH, 16 10/8 NH 
36217 17+13 isto 


Double Isokup is needed: 
¢ Double lookup is not an optimal way | 1 LFI8: remove the label. 


: 2, FIB: forward tre IP 
of forwarding labeled packets. pa ghd Pl cae 


° Alabel can be removed one 
hop earlier. 
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The figure illustrates how labels are propagated and used in a typical frame-mode MPLS 
network. The check marks show which tables are used on individual routers. The egress router 
in this example must do a lookup in the LFIB table to determine whether the label must be 
removed and if a further lookup in the FIB table is required. 


PHP removes the requirement for a double lookup to be performed on egress LSRs. 
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Penultimate Hop Popping: After 


TM a TM Cisco.com 


Pop or implicit null 
label is advertised. 


FIB 
108+NH, 13 10/8 NH 
LFIB LFIB 
17% 18 1B%pop + int 


One single lookup. 


° A label is removed on the router 
before the last hop within an 
MPLS domain. 
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The figure illustrates how a predefined label pop, which corresponds to the pop action in the 
LFIB, is propagated on the first hop or the last hop, depending on the perspective. The term 
“pop” means to remove the top label in the MPLS label stack instead of swapping it with the 
next-hop label. The last router before the egress router therefore removes the top label. 


PHP slightly optimizes MPLS performance by eliminating one LFIB lookup. 


Copyright © 2003, Cisco Systems, Inc. Label Assignment and Distribution 2-33 


Penultimate Ho 
. Bs 


¢ Penultimate hop popping optimizes MPLS 
performance (one less LFIB lookup). 


¢ PHP does not work on ATM (VPI/VCI cannot be 
removed). 


¢ The pop or implicit null label uses a reserved 
value when being advertised to a neighbor. 
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PHP optimizes MPLS performance by reducing the number of table lookups on the egress 
router. 


PHP is not supported on ATM devices because a label is part of the ATM cell payload and 
cannot be removed by the ATM switching hardware. 


Note A pop label is encoded with a value of 1 for TDP and of 3 for LDP. This label instructs 
upstream routers to remove the label instead of swapping it with label 1 or 3. What will be 
displayed in the LIB table of the router will be “imp-null” rather than the value of 1 or 3. 
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Per-Platform Label Allocation 


This topic describes per-platform label allocation. 


Per-Platform Label Allocation 
WN MNT NTT TTT TTT TTT TTT TTT Cisco.com 


LFIB onB 


Network 


¢ An LFIB on a router usually does not contain an 
incoming interface. 

¢ The same label can be used on any interface—per- 
platform label allocation. 

e LSR announces a label to an adjacent LSR only once 
even if there are parallel links between them. 
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There are two possible approaches for assigning labels to networks: 


= Per-platform label allocation: One label is assigned to a destination network and 
announced to all neighbors. The label must be locally unique and valid on all incoming 
interfaces. This is the default operation in frame-mode MPLS. 


m= Per-interface label allocation: Local labels are assigned to IP destination prefixes on a 
per-interface basis. These labels must be unique on a per-interface basis. 


The figure illustrates how one label (25) is assigned to a network and used on all interfaces. 
The same label is propagated to both routers A and C. 


The figure also shows how one label is sent across one LDP session between routers A and B 
even though there are two parallel links between the two routers. 
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Per-Platform Label Allocation (Cont.) 
Benefits and Drawbacks of Per-Platform Label 


Allocation 
WTA ATTN ANT TTT 


Label for X is announced 
only to A. LFIB on B 


Label Action Next nop 
25 75 i 


A third-party router can still send 
packets toward network X, even though 
the label was not announced to it. : 


Benefits: Drawbacks: 


¢ Smaller LFIB ° Insecure—any neighbor 


. LSR can send packets 
Easter leper excnange with any label in the LFIB 
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A potential drawback of per-platform label allocation is illustrated in the figure, which shows 
how an adjacent router can send a labeled packet with a label that has not been previously 
advertised to this router (label spoofing). If label switching has not been enabled on that 
interface, the packet will be discarded. If label switching has been enabled on this interface, the 
packet would be forwarded, causing a possible security issue. 


On the other hand, per-platform label allocation results in smaller LIB and LFIB tables and a 
faster exchange of labels. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


mull 
A forwarding equivalence class (FEC) equals an IP destination 
network. 


A label switching path (LSP) is a sequence of LSRs that forward 
labeled packets of a certain forwarding equivalence class. 


Every LSR assigns a label for every destination in the IP routing table. 


Although labels are locally significant, they have to be advertised to 
directly reachable peers. 

Outgoing labels are inserted in the LFIB after the label is received from 
the next hop LSR. 

Packets are forwarded using labels from the LFIB table rather than the 
IP routing table. 


If TTL propagation is disabled, traceroute across an MPLS domain 
does not show core routers. 


Penultimate hop popping optimizes MPLS performance (one less LFIB 
lookup). 

¢ LSR announces a label to an adjacent LSR only once even if there are 
parallel links between them. 
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References 
For additional information, refer to these resources: 
™ RFC 3031, “Multiprotocol Label Switching Architecture” 
m RFC 3036, “LDP Specification” 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Which of the following best describes PHP? 


A) 
B) 
C) 
D) 


PHP works only for TDP and not for LDP. 
PHP works only for LDP and not for TDP. 
PHP optimizes MPLS performance. 

PHP is configurable and by default is disabled. 


Per-platform label allocation is which of the following? 


A) 
B) 
C) 
D) 


default operation for frame-mode MPLS 
an approach that results in larger LIB and LFIB tables 
an approach that results in slower label exchange 


a future enhancement for MPLS 


Which three of the following are contained in the LFIB? (Choose three.) 


A) 
B) 
C) 
D) 


local generated label 
outgoing label 
incoming label 


next-hop address 


When an IP packet is to be label-switched as it traverses an MPLS network, which of 
the following tables will be used to perform the label switching? 


A) 
B) 
C) 
D) 


LIB 
FIB 
FLIB 
LFIB 


Which of the following is correct? 


A) 


B) 


C) 


D) 


An IP forwarding table resides on the data plane, LDP (or TDP) runs on the 
control plane, and an IP routing table resides on the data plane. 


An IP forwarding table resides on the data plane, LDP (or TDP) runs on the 
control plane, and an IP routing table resides on the control plane. 


An IP forwarding table resides on the control plane, LDP (or TDP) runs on the 
control plane, and an IP routing table resides on the data plane. 


An IP forwarding table resides on the control plane, LDP (or TDP) runs on the 
control plane, and an IP routing table resides on the control plane. 
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Q6) 


Q7) 


Q8) 


Q9) 
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Which two of the following tables contain label information? (Choose two.) 


A) 
B) 
C) 
D) 


LIB 

main IP routing label 
FLIB 

LFIB 


Which of the following generates a label update? 


A) 
B) 
C) 
D) 


UDP 
OSPF 
EIGRP 
LDP 


Which two of the following are correct? (Choose two.) 


A) 
B) 
C) 
D) 


Which of the following is correct regarding TTL propagation being disabled? 


A) 
B) 
C) 
D) 


LSPs are bidirectional. 

LSPs are unidirectional. 

LDP advertises labels for the entire LSP. 

LDP advertises labels only for individual segments in the LSP. 


The label TTL is copied back into the IP TTL. 
The IP TTL is copied back into the TTL of the label. 
The IP TTL is not copied back into the TTL of the label. 


None of the above is correct. 
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Quiz Answer Key 
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Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


Q7) 


Q8) 


Q9) 


Cc 


Relates to: 


A 


Relates to: 


A,, B,D 


Relates to: 


D 


Relates to: 


B 


Relates to: 


A,D 


Relates to: 


D 


Relates to: 


B,D 


Relates to: 


Cc 


Relates to: 


Penultimate Hop Popping 


Per-Platform Label Allocation 


Populating LFIB 


Packet Propagation Across an MPLS Network 


MPLS Unicast IP Routing Architecture 


Label Allocation in a Frame-Mode MPLS Network 


Label Distribution and Advertisement 


Label Switched Paths 


Frame-Mode Loop Detection 
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Convergence in Frame-Mode 
MPLS 


Overview 


This lesson presents LDP convergence issues, and describes how routing protocols and MPLS 
convergence interact. The lesson concludes with a look at link failure, convergence after a link 
failure, and link recovery. 


Relevance 


It is important to understand the convergence times for LDP, and also how routing protocols 
interact with MPLS. This information will ensure a clear understanding of how the various 
routing tables are built and refreshed during and after a link failure and how recovery in an 
MPLS network takes place. 


Objectives 


This lesson describes how convergence occurs in a frame-mode MPLS network 


Upon completing this lesson, you will be able to: 

m= Identify the MPLS steady-state environment 

m Describe link failure actions 

= Describe routing protocol convergence after a link failure and recovery 

m= Describe frame-mode MPLS convergence after link failure and link recovery 


m™ Describe link recovery actions 


Learner Skills and Knowledge 


To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 
Successful completion of the “Typical Label Distribution in Frame-Mode MPLS” lesson of 


Outline 
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this module 


This lesson includes these topics: 


Overview 

Steady State 

Link Failure Actions 

Routing Protocol Convergence 
MPLS Convergence 

Link Recovery Actions 
Summary 

Quiz 
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Steady State 


This topic describes an MPLS network steady state operation. 


Steady State Description 


MM WNT TTT TT mT TTT Cisto.com 


Routing Table of B FIB on B 
Network | Next h 
x c BS ES ee 


Oe 


¢ After the LSRs have exchanged the labels, LIB, LFIB, and FIB 
data structures are completely populated. 
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MPLS is fully functional when the IGP and LDP (or TDP) have populated all the tables: 

= Main IP routing table 

= LIB table 

m FIB table 

= LFIB table 

Although it takes longer for LDP to exchange labels (compared with IGP), a network can use 


the FIB table in the meantime, so there is no routing downtime while LDP exchanges labels 
between adjacent LSRs. 


Note The term LDP (Label Distribution Protocol) also applies to TDP (Tag Distribution Protocol). 
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Link Failure Actions 


This topic describes what happens in the routing tables when a link failure occurs. 


Link Failure Actions 
UOMO MOTTON MOTT MOTT TATA TOTTI TATA Cieco.com 


Routing Table of B FIBonB 


Network | Next hop hetwork | LSR_ | Label _| 
. ~ LX | Gettin | 


* Routing protocol neighbors and LDP 
neighbors are lost after a link failure. 


¢ Entries are removed from various data 
structures. 
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The figure illustrates how a link failure is handled in an MPLS domain: 


= The overall convergence fully depends on the convergence of the IGP used in the MPLS 
domain. 


m= When router B determines that router E should be used to reach network X, the label 
learned from router E can be used to label-switch packets. 


LDP stores all labels in the LIB table, even if they are not used, because the IGP has decided to 
use another path. 


This label storage is shown in the figure, where two next-hop labels were available in the LIB 
table on router B: 


m= Label 47 was learned from router C and is currently unavailable; therefore, because of the 
failure it has to be removed from the LIB table. 


m= Label 75 was learned from router E and can now be used at the moment that the IGP 
decides that router E is the next hop for network X. 
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Routing Protocol Convergence 


This topic discusses the routing protocol convergence that occurs in an MPLS network after a 
link failure. 


Protocol Convergence 


Cisco.com 


Routing lable ot B FIB an B 
Natwork |Next h Network | LSR_ | Label__| 


_Latel_| Action |Next hop Tian Routing protocols rebuild the IP routing 
Es Eee table and the IP forwarding table. 
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The figure illustrates how two entries are removed, one from the LIB table and one from the 
LFIB table, when the link between routers B and C fails: 


= Router B has already removed the entry from the FIB table, once the IGP determined that 
the next hop was no longer reachable. 


= Router B has also removed the entry from the LIB table and the LFIB table given that the 
LDP has determined that router C is no longer reachable. 
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MPLS Convergence 


This topic discusses MPLS convergence that occurs in an MPLS network after a link failure. 


MPLS Convergence 
TINO TNT TOTTTTT TTT Cigco.com 
Routing Table of B FIBonB 
Network | Next ho} 
Ee Se 


LFIB on B 


ee ¢ The LFIB and labeling information in 


the FIB are rebuilt immediately after 
the routing protocol convergence, 
based on labels stored in the LIB. 
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After the IGP determines that there is another path available, a new entry is created in the FIB 
table. 


This new entry points toward router E, and there is already a label available for network X via 
router E. 


This information is then used in the FIB table and the LFIB table to reroute the LSP tunnel via 
router E. 
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MPLS Convergence (Cont.) 
After a Link Failure 
: . "all MTN TTT TTT 


e MPLS convergence in frame-mode MPLS does 
not affect the overall convergence time. 


e MPLS convergence occurs immediately after the 
routing protocol convergence, based on labels 
already stored in the LIB. 
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The overall convergence in an MPLS network is not affected by LDP convergence when there 
is a link failure. 


Frame-mode MPLS uses liberal label retention mode, which enables routers to store all 
received labels, even if they are not being used. 


These labels can be used, after the network convergence, to enable immediate establishment of 
an alternative LSP tunnel. 
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Link Recovery Actions 


This topic discusses IP and MPLS convergence after a failure has been resolved. 


Link Recovery Actions 
TOMO MOTTON TOTTI TATA TNT Cieco.com 


Routing Table of B FIBonB 
Network | Next ho 
E Bt BUSI 


LFIB on B 
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¢ Routing protocol neighbors are 
discovered after link recovery. 
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The figure illustrates the state of the routing tables at the time the link between routers B and C 
becomes available again. 
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Link Recovery Actions (Cont.) 


IP Routing Convergence 
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Routing Table of B FIBonB 
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LIB on B 
Network LSR Label 
x local 


LFIB on B 
ESET CCa ss «6° IP routing protocols rebuild the IP 
SES routing table. 
° The FIB and the LFIB are also rebuilt, 
but the label information might be 
lacking. 
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The IGP determines that the link is available again and changes the next-hop address for 
network X to point to router C. However, when router B also tries to set the next-hop label for 
network X, it has to wait for the LDP session between routers B and C to be re-established. 


A pop action is used in the LFIB on router B while the LDP establishes the session between 
routers B and C. This process adds to the overall convergence time in an MPLS domain. The 
downtime for network X is not influenced by LDP convergence because normal IP forwarding 
is used until the new next-hop label is available. 


Note Although this behavior has no significant effect on traditional IP routing, it can significantly 
influence MPLS VPN networks because the VPN traffic cannot be forwarded before the LDP 
session is fully operational. 
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Link Recovery Actions (Cont.) 
MPLS Convergence 
ENT UNM TTT ONT 


¢ Routing protocol convergence optimizes the 
forwarding path after a link recovery. 


¢ The LIB might not contain the label from the new 
next hop by the time the IGP convergence is 
complete. 


e End-to-end MPLS connectivity might be 
intermittently broken after link recovery. 


e Use MPLS Traffic Engineering for make-before-break 
recovery. 
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Link recovery requires that an LDP session be established (re-established), which adds to the 
convergence time of LDP. 


Networks may be temporarily unreachable because of the convergence limitations of routing 
protocols. 


MPLS TE can be used to prevent longer downtime when a link fails or is recovering. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


¢ MPLS is fully functional when LIB, LFIB, and FIB 
tables are populated. 


¢ Overall network convergence is dependent upon 
the IGP. 


¢ Upon a link failure, entries are removed from several 
routing tables. 


¢ MPLS convergence in a frame-mode network does not 
affect overall convergence time. 


¢ MPLS data structures may not contain updated data 
by the time the IGP convergence is complete. 


References 
For additional information, refer to these resources: 
m RFC 3031, “Multiprotocol Label Switching Architecture” 
m RFC 3036, “LDP Specification” 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Which of the following enables routers in a frame-mode MPLS network to store all 
received labels, even if they are not being used? 


A) keep-all-labels mode 
B) liberal label max-all mode 
C) liberal label retention mode 


D) A router in a frame-mode network does not keep all labels. It keeps only the 
labels that it will use. 


Which table is NOT used to determine if MPLS is fully functional? 


A) LB 
B)  LFIB 
Cc) FB 
D)  FLIB 


Upon a link failure what three tables are updated to reflect the failed link? (Choose 
three.) 


A) LB 
B)  LFIB 
Cc) FB 
D)  FLIB 


Which statement best describes how a link failure is handled in an MPLS network? 
A) Overall convergence depends on LDP. 

B) Overall convergence depends on the IGP that is used. 

C) Upon a link failure only LDP convergence is affected. 

D) Upon a link failure only the IGP convergence is affected. 


Upon a link recovery what three tables are updated to reflect the failed link? (Choose 
three.) 


A)  LFIB 
B)  FLIB 
Cc) FB 
D) LB 
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Quiz Answer Key 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Cc 


Relates to: 


D 


Relates to: 


A, B, C 


Relates to: 


B 


Relates to: 


A,C,D 


Relates to: 
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MPLS Convergence 


Steady State 


Routing Protocol Convergence 


Link Failure Actions 


Link Recovery Actions 


Label Assignment and Distribution 
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Typical Label Distribution over 
LC-ATM Interfaces and VC 
Merge 


Overview 


This lesson describes how tables are built and how labels are processed in cell-mode MPLS 
networks. The lesson also introduces a concept called virtual circuit merge (VC merge). 


Relevance 


It is important to understand the differences between label distribution in frame-mode MPLS 
networks and cell-mode MPLS networks. This lesson explores some of the key differences 
when a cell-mode network is deployed. 


Objectives 
This lesson describes typical label distribution over LC-ATM (label controlled-ATM) 
interfaces and VC merge. 
Upon completing this lesson, you will be able to: 
m= Identify issues within cell-mode MPLS networks 
m= Describe how the IP routing table is built in a cell-mode MPLS network 
m= Describe how the IP forwarding table is built in a cell-mode MPLS network 
m= Describe how labels are requested in cell-mode MPLS networks 
m Describe how labels are allocated in cell-mode MPLS networks 
= Describe cell-mode loop detection in MPLS networks 
m= Identify cell interleave issues in cell-mode MPLS networks 
m= Describe the benefits and drawbacks of VC merge 


™ Describe the benefits and drawbacks of per-interface label allocation 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


Outline 
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Successful completion of the “Convergence in Frame-Mode MPLS” lesson of this module 


This lesson includes these topics: 


Overview 

Cell-Mode MPLS Network Issues 
Building the IP Routing Table 
Building the IP Forwarding Table 
Requesting a Label 

Allocating a Label 

Cell Interleave Issues 

VC Merge 

Loop Detection in Cell-Mode MPLS Networks 
Per-Interface Label Allocation 
Summary 

Quiz 
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Cell-Mode MPLS Network Issues 


This topic describes issues that arise in cell-mode MPLS network deployments. 


Cell-Mode MPLS Network Issues 
UN TNT TT TTT TTT | 


¢ An MPLS label is encoded as the VPI/VCI value 
in cell-mode MPLS networks. 


¢ Each VPI/VCI combination represents a virtual 
circuit in ATM. 


e The number of virtual circuits supported by 
router and switch hardware is severely limited. 


¢ Conclusion: Labels in cell-mode MPLS are a 
scarce resource. 


MPLS v2.0—2-4 


Cell-mode MPLS is significantly different from frame-mode MPLS because of some ATM- 
specific requirements: 


= ATM uses cells and not frames. A single packet may be encapsulated into multiple cells. 
Cells are a fixed length, which means that normal labels cannot be used because they would 
increase the size of a cell. The virtual path identifier/virtual channel identifier (VPI/VCI]) 
field in the ATM header is used as the MPLS label. An LSP tunnel is therefore called a 
virtual circuit in ATM terminology. 


= ATM switches and routers usually have a limited number of virtual circuits that they can 
use. MPLS establishes a full mesh of LSP tunnels (virtual circuits), which can result in an 
extremely large number of tunnels. 


Additional mechanisms must be used because of the limitations of ATM hardware. 
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Building the IP Routing Table 


This topic describes how the IP routing table is populated in cell-mode MPLS networks. 


Building the IP Routing Table 
I MOMTNT TOTTI MTT TOIT NATIT TTT TTT TT Cieco.com 
Routing Table ofA Routing TasleofC = Routing Table of D Routing Table of E 
Network |Next Network | Next he Network | Next bo; Network | Next 
x conn 


Network X 


¢ IP routing protocols are used to build IP routing tables 
on all LSRs. 


¢ The routing tables are built as if the ATM switches 
were regular routers. 
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The figure shows how IP- and MPLS-aware ATM switches exchange IP routing information 
with routers. 


On the control plane, each ATM switch acts as an IP router, and the routing tables are built as if 
the ATM switches were routers. 


Because the ATM switch acts as an IP router, it is seen as an extra IP hop in the network. 
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Building the IP Forwarding Table 


This topic describes how the IP forwarding table is populated in cell-mode MPLS networks. 


Building the IP Forwarding Table 


MONT MOTT MT TNT TTT ATT TTT TT Cisco.com 
Routing Table of A = Rouling Table of C = Routing Table of D Routing Table of E 


Network |Next Notwork | Next ho Network | Not ho) Network | Noxt h 
x Cc x D x E x conn 


Routing Table of B 


Next ho} 
x c Network X 


¢ Unlabeled IP packets cannot be propagated across LC- 
ATM interfaces. 


¢ Forwarding tables are not built until the labels are 
assigned to destinations in IP routing tables. 
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Because ATM switches cannot forward IP packets, labels cannot be asynchronously assigned 
and distributed. 


Instead, the router initiates an ordered sequence of requests on the upstream side of the ATM 
network. 


It is not until the request is answered with the label and assigned to destinations in the IP 
routing table that the forwarding table is populated. 
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Requesting a Label 


This topic describes how labels are requested in cell-mode MPLS networks. 


Requesting a Label 
DOT MONAT ONTO MOTT TOT TOTO TOTTI TTT Cleco.com 
Routing Table of A Routing Table of C Routing Table of D Routing Table of E 


An ATM switch can allocate an 
incoming Label only if it already 
has a corresponding outgoing label. 


e Labels have to be explicitly requested over LC-ATM 
interfaces. 


° Arouter requests a label for every destination in the 
routing table with the next hop reachable over an LC- 
ATM interface. 
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In the example here, a request is sent from router A to the ATM switch C. Because the ATM 
switch cannot perform IP lookups, the switch is not allowed to reply with the local label unless 
it already has the next-hop label. If switch C does not have the next-hop label, it must forward 
the request to the next downstream neighbor, ATM switch D. 


If switch D does not have the next-hop label, it must forward the request to the next 
downstream neighbor. 


When the request reaches router E, a reply can be sent because the cell-mode part of the 
network ends on router E (which therefore acts as an ATM edge LSR). 
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Allocating a Label 


This topic describes how labels are allocated in cell-mode MPLS networks. 


Allocating a Label 


TT WMT I TMT Cisco.com 
Routing Table of A Routing Table of C Routing Table of D Routing Table of E 


Network | Next h Network | Next ho: Network | Next 70) Network | Nexth 
x c x in) x E x conn 
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Label Action Nexthop MeNetwork| LSR | Lebel | LFIB on E 
156282 D x |e | ts? Bi nietwork LSR Label 
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5 LFIB on D LFIB on E 
The LFIB is actually the Label Acti Next h Label Action.‘ Next h 
2is2 w3T us? pop — 


An ATM LSR can allocate an incoming label after The egress ATM cdge 
receiving an outgoing label, Itreplies with the LSR allocates a label and 
allocated label to the incoming request. replies to the request. 
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In this figure router E replies with its local label 1/37. The ATM switch D can now generate 
and use its local label 2/82. Switch C receives the next-hop label from switch D and forwards 
its own local label 1/56 to router A. 


As seen in the figure, an ordered sequence of downstream requests is followed by an ordered 


sequence of upstream replies. This type of operation is called downstream-on-demand 
allocation of labels. 
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Allocating a Label 


Cisco.com 
Routing Table of A 


Network X 


2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—2-14 


Processing of LDP replies on router A (also an ATM edge LSR) is similar to processing in 
frame-mode MPLS; the received label is stored in the LIB, FIB, and LFIB tables. 


2-62 Implementing Cisco MPLS (MPLS) v2.0 Copyright © 2003, Cisco Systems, Inc. 


Allocating a Label 
Allocation Requests - Additional LSRs 


TOOT TON TANT OTT TTT TTT Cisco.com 
Routing Table of & Routing Table of C Routing Teble of D Routing Table of E 
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. Label Label Action Next hop 

Routing Table of & 
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Each upstream LSR will request The ATM LSR could reuse an already 
from an ATM LSR a label far allocated downstream label for the 
downstream destinations. second upstream label. 
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The figure shows how another router, router B, requests a label for the same destination that 
router A has previously requested. The ATM switch C already has a next-hop label for network 
X and therefore can immediately reply to router B. 


The figure also shows that the switch used a different local label, 1/43, from the one sent to 


router A, 1/56, because ATM switches use per-interface VPI/VCI values and can now also use 
per-interface label space. 


Copyright © 2003, Cisco Systems, Inc. Label Assignment and Distribution 2-63 


Cell Interleave Issues 


This topic introduces issues that occur with the interleaving of cells in cell-mode MPLS 
networks. 


Cell Interleave Issues 
PWM NNT NTN TTT TT TTT TANT Cisco.com 
LFIB onc 


If an ATM LSR reuses 8 downstream 
label, ce! s from several upstream 
LSRs might become inzereaved. 


* Solution 1: Allocate a separate downstream label for each 
upstream request. 


¢ Solution 2: Prevent cell interleave by blocking incoming cells 
until a whole frame is collected. 
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Analysis of the previous two figures reveals that an unusual situation has developed. Two 
virtual circuits from routers A and B (1/56 and 1/43) merge into one (2/82). 


Standard ATM virtual switching hardware does not support this situation, and as a result, 
segmented packets from the two sources may become interleaved between the ATM switches C 
and D. 


The receiving router E is then unable to correctly reassemble those cells into two packets. 


There are two possible solutions to this problem: 


= Allocate a new downstream label for each request. This solution would result in a greater 
number of labels. 


= Buffer the cells of the second packet until all cells of the first packet are forwarded. This 
solution results in an increased delay of packets because of buffering. 
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Cell Interleave Issues (Cont.) 
Additional Label Allocation 


OOOO MOTTA NTT TTT ATT TTT TTT 
Routing Teble of C te Table of D 


Cisco.com 


Routing Table of A Routing Table of E 


Action Next hop 
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Label Action Next hop 


Routing Table of B 
Network | Next ho) 
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The ATM LSR requests a new label 
trom downstream LSRs tor every 
upstream request. 
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1/56 2/32 
143 2137 


o LIB on E 
D Network | LSR_ | Label __| 
eee ee 
local 138 
The ATI egress router has to allocate 


a unique label for every ATM ingress 
router for every destination. 


F 
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The figure illustrates the first option, where an additional LSP tunnel is created for the same 
destination network X for every upstream ATM edge LSR. 


ATM switch C now has two next-hop labels for network X, one for source router A and the 


other for source router B. 
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VC Merge 


This topic describes what VC merge is, and its benefits and drawbacks. 


VC Merge 


CIECO.COM 


LFIB on > 
Label = Astion = Next hop 
1158 Bez 13) 
1143 282 Bo 


¢ VC merge is a solution in which incoming cells are 
blocked until the last cell in a frame arrives. 


° All buffered cells are then forwarded to the next-hop 
ATM LSR. 
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The figure illustrates the second option, where the ATM switch C buffers cells coming from 
router B until the last cell of the packet coming from router A is forwarded. 


This option reduces the number of labels (virtual circuits) needed in the ATM network but 
increases the average delay across the network. 
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VC Merge (Cont.) 
Benefits and Drawbacks of VC Merge 
UN NT TTT TTT TTT TTT 


Cisca.ce 


Benefits of VC merge: 


e The merging ATM LSR can reuse the same downstream 
label for multiple upstream LSRs. 


Drawbacks of VC merge: 
¢ Buffering requirements increase on the ATM LSR. 
¢ Jitter and delay across the ATM network increase. 


¢ The ATM network is effectively transformed into a frame- 
mode MPLS network. 
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The major benefit of VC merge is that it minimizes the number of labels (VPI/VCI values) 
needed in the ATM part of the network. As identified in the first topic in this lesson, labels are 
a scarce resource in cell-mode MPLS networks. 

The major drawbacks to VC merge are as follows: 

= Buffering requirements increase on the ATM LSR. 

m There is an increase in delay and jitter in the ATM network. 


= ATM networks under heavy load become more like frame-based networks. 
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Loop Detection in Cell-Mode MPLS Networks 


This topic describes how loop detection is managed in cell-mode MPLS networks. 


Loop Detection in Cell-Mode MPLS 
MUTT NTT TOTTI UOT TNT TOTO TOTO TOTTI Cigco.com 


¢ The VPI/VCI field in the ATM header is used for 
label switching. 


° The ATM header does not contain a TTL field. 


e LDP/TDP still primarily relies on IGPs to prevent 
routing loops. 


e There is an additional mechanism built into 
LDP/TDP to prevent loops. 
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Cell-mode MPLS uses the VPI/VCI fields in the ATM header to encode labels. These two 
fields do not include a TTL field. Therefore, cell-mode MPLS must use other ways of 
preventing routing loops. 


Again, most loops are prevented by the IGP, used in the network. However, if there is a loop, 
LDP can identify the LDP requests that were looped. 
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LDP Hop Count TLV 
; 7 


aT TT TIT 
i TN TMM 


e LDP uses an additional TLV to count the number 
of hops in an LSP. 


¢ The TTL field in the IP header or label header is 
decreased by the number of hops by the ingress 


ATM edge LSR before being forwarded through an 
LVC. 


¢ If the TTL field is 0 or less, the packet is discarded. 


e The maximum number of hops can also be 
specified for LDP. 
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LDP uses a hop-count TLV (type, length, value) attribute to count hops in the ATM part of the 
MPLS domain. 


This hop count can be used to provide correct TTL handling on ATM edge LSRs on behalf of 
ATM LSRs that cannot process IP packets. 


A maximum limit in the number of hops can also be set. 
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LDP Hop Count Example 


PMMMNNT MONON ONT AIT TT TTT TTT Cisco.com 


10.0.0.016 12.00.06 10.0.0.0)16 
L=42 L=1/3¢ L=35 
opens ned Hopes 


e LSR A discovers the length of the LSP across the 
ATM domain to LSR D through LDP. 
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The example here illustrates how LDP, in addition to propagating the IP prefix-to-label 
mapping, counts hops across an MPLS-enabled ATM network. 


The next example shows how traceroute is affected by this functionality. 
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Traceroute Through ATM LSRs 


TIL is dacreased by 2. 
The new TTL velue 

wo tld be «2 

The pact bs dropped. 


teacezeoute 16.1.1.1 
1 10 ms A. acme. com 


¢ The first traceroute packet that reaches 
the network is dropped on router A. 


° An ICMP time-to-live exceeded message 
is sent to the source from router A. 
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The following figures illustrate how traceroute works across an IP-aware ATM network that is 
not capable of using the TTL field and generating ICMP replies. 


The example here illustrates how an edge ATM LSR subtracts the hop-count value instead of 
simply decreasing the TTL value. 


The first packet results in a TTL value of —2 (less than or equal to 0), and the packet is dropped. 
An ICMP reply is sent to the source. 
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Traceroute Through ATM LSRs (Cont.) 
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TIL is decreased by 3. 
The new TTL value 
would be =1 

The packet és dropped 


tracecoute 10.1.1.1 
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2 10 mw A. acme: com 


° The second traceroute packet that reaches 
the network is dropped on router A. 


° An ICMP time-to-live exceeded message is 
sent to the source from router A. 
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The second packet is also dropped, and another ICMP reply is sent from router A on behalf of 
ATM switch B, which cannot identify the TTL field and send ICMP replies itself. 
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Traceroute Through ATM LSRs (Cont.) 
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¢ The third traceroute packet that reaches 3 10s A.nema.con 
the network is dropped on router A. 


¢ An ICMP time-to-live exceeded message 
is sent to the source from router A. 
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The third packet is also dropped, and the third ICMP reply is sent from router A on behalf of 
the ATM switch C. 
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Traceroute Through ATM LSRs (Cont.) 
mT TTT TTT 


TTL is decreased by 1. 
e new TTL walve ix 4. 


The packet is forwarded, 


° The fourth traceroute packet that 10 see. 


reaches the network is dropped on A.ecme. 
router D. 


¢ An ICMP time-to-live exceeded message 
is sent to the source from router D. 
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The fourth packet can reach the other edge ATM LSR (a router), which is capable of 
identifying the TTL field and sending ICMP replies. 


The traceroute application receives as many replies as there are hops in the network, even 
though there are two devices in the path that are not capable of identifying the TTL field. 
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Per-Interface Label Allocation 


This topic describes per-interface label allocation. 


Per-Interface Label Allocation 
TTT ONT ONT MONT MITT TTT TTT TT Cisco.com 
LFIB on © 
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¢ The LFIB on an ATM switch (ATM switching matrix) 
always contains the incoming interface. 


¢ Labels have to be assigned for individual interfaces— 
per-interface label allocation. 


¢ The same label can be reused (with a different meaning) 
on different interfaces. 
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Cell-mode MPLS defaults to using per-interface label space because ATM switches support 
per-interface VPI/VCI values to encode labels. 


Therefore, if a single router has two parallel links to the same ATM switch, two LDP sessions 
are established and two separate labels are requested. 
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Per-Interface Label Allocation (Cont.) 


Security of Per-Interface Label Allocation 


MONON OTN MOTT TOT ONAN TTT TAIT TTT 7 Cisto.com 
LFIB onc 


neoming WF VPYVC| Outgoing /F  VPUVC! The packet or cell arriving 
ATM oO 73 ATM 4/3 439 through the proper 
interface is Fonwarded. 


A labeled packet or cell 
coming through a wrong 
interface is dropped. 


¢ Per-interface label allocation is secure—labeled 
packets (or ATM cells) are accepted only from the 
interface where the label was actually assigned. 
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One benefit of per-interface label space is that it prevents label spoofing. In the figure, for 
example, the bottom router has tried to send a cell with a label that was advertised only to 
router A. The switch has failed to forward the cell because it came in through the wrong 
interface. 


The two main forwarding differences between frame-mode and cell-mode MPLS are as 
follows: 
m Frame-mode MPLS forwards packets based solely on labels. 


™ Cell-mode MPLS forwards cells based on the incoming interface and the label (VPI/VCI 
field). 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


lll ON ON TT TTT TTT TI Cisco com 
In cell-mode MPLS networks the label is encoded as the VPI/VCI field 
from the ATM header. 
° Each ATM switch acts as an IP router. 


Routing tables are built only after an ordered sequence of requests, 
from the upstream side, have been answered from downstream 
routers. 


¢ An ATM switch can allocate an incoming label only if it already has a 
corresponding outgoing label. 


An egress ATM edge LSR allocates a label and replies to requests 
from upstream neighbors. 


LDP uses an additional TLV to count the number of hops in an LSP. 


Because it is possible to have two virtual circuits merge into one 
virtual circuit, the interleaving of cells is a potential problem. 


¢ VC merge solves the cell interleaving issue by buffering incoming 
cells from a new packet until all of the cells from the first packet have 
been forwarded. 


¢ Per-Interface label allocation prevents label spoofing. 
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References 
For additional information, refer to these resources: 
™ RFC 3031, “Multiprotocol Label Switching Architecture” 
m RFC 3036, “LDP Specification” 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


What are two possible solutions to the interleaving of cells in cell-mode MPLS? 
(Choose two.) 


A) Allocate a downstream label for each request. 
B) There is no possibility of cells being interleaved if the correct configuration is 
performed on ATM switches. 


C) Buffer the cells of the second packet. 


D) There are no issues with the interleaving of cells. 


In cell-mode MPLS networks, where are labels inserted? 

A) Labels are inserted between the Layer 2 header and Layer 3 header. 
B) Labels are inserted in the VPI/VCI field of the ATM header. 

C) Labels are not used in cell-mode MPLS networks. 

D) Labels are inserted in the Layer 3 header only. 


With regard to VC merge, which statement is NOT true? 


A) Using VC merge, ATM LSRs can reuse the same downstream label for 
multiple upstream LSRs. 


B) ATM networks are effectively transformed into a frame-mode MPLS network. 
C) Jitter and delay across the ATM network decrease. 
D) Buffering requirements increase on the ATM LSR. 


Which of the following pertains to the IP routing table? 
A) NOT built on ATM LSRs 

B) built on the data plane of each ATM switch 

C) built on the control plane of each ATM switch 

D) built on the forwarding plane of each ATM switch 


Which of the following pertains to the IP forwarding table? 


A) built as in a frame-mode MPLS network 


B) built only after the label requests have been answered (with labels) from 
upstream LSRs 


C) built only after the label requests have been answered (with labels) from 
downstream LSRs 


D) There is no need for the IP forwarding table in cell-mode MPLS. Everything is 
done with the IP routing table. 
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Q6) Which of the following statements is NOT true? 


A) 
B) 


C) 


D) 


Frame-mode MPLS forwards labels based solely on the labels. 


Cell-mode MPLS forwards labels based on the incoming interface and 
VPI/VCI field (label). 


If a router has two parallel links to the same ATM switch, one LDP session 
will be established, and one label will be requested. 


Per-interface label allocation prevents label spoofing. 


Q7) AnATM switch will respond to a request for a label in what situation? 


A) 
B) 
C) 
D) 


It will respond when it knows the next-hop label. 
It will always reply to downstream label requests. 
It will always reply to upstream label requests. 
ATM switches do not use MPLS labels. 


Q8) ATMswitches perform which of the following? 


A) 
B) 
C) 
D) 


upstream-on-demand label allocation 
downstream-on-demand label allocation 
unsolicited label allocation 


Labels are not used in cell-mode MPLS networks. 


Q9) Which of the following is used in cell-mode loop detection? 


A) 
B) 
C) 
D) 


the TTL field of the IP packet 

the TTL field in the MPLS label 

a TLV that counts the number of hops 

a TLV that counts the number of packets 
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Quiz Answer Key 
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Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


Q7) 


Q8) 


Q9) 


A, C 


Relates to: 


B 


Relates to: 


Cc 


Relates to: 


Cc 


Relates to: 


B 


Relates to: 


Cc 


Relates to: 


A 


Relates to: 


B 


Relates to: 


Cc 


Relates to: 


Cell Interleave Issues 


Cell-Mode MPLS Network Issues 


VC Merge 


Building the IP Routing Table 


Building the IP Forwarding Table 


Per-Interface Label Allocation 


Requesting a Label 


Allocating a Label 


Loop Detection in Cell-Mode MPLS Networks 
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MPLS Label Allocation, 
Distribution, and Retention 
Modes 


Overview 


In this lesson label distribution parameters are discussed. The differences between them are 
covered, and the default Cisco parameter sets are identified. 


Relevance 


There are different modes of operation for MPLS, and it is important to have a clear idea of 
what mode is used under what condition, and if some situations will allow for multiple 
combinations of these modes. 


Objectives 
This lesson describes the MPLS label allocation, distribution, and retention modes used in 
Cisco MPLS networks. 
Upon completing this lesson, you will be able to: 
m™ Describe the parameters used in Cisco MPLS label distribution and allocation 
m= Describe the two types of label space used in Cisco MPLS label distribution and allocation 
m™ Describe the two types of label distribution used in Cisco MPLS 
= Describe the two types of label allocation used in Cisco MPLS 
m™ Describe the two types of label retention used in Cisco MPLS 
= Describe the standard parameter sets in Cisco IOS platform MPLS implementation 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


= Successful completion of the “Typical Label Distribution over LC-ATM Interfaces and VC 
Merge” lesson of this module 


Outline 


This lesson includes these topics: 

= Overview 

= Label Distribution Parameters 

m™ Label Space 

= Label Distribution 

= Label Allocation 

= Label Retention 

m Standard Parameter Sets in Cisco IOS Platform MPLS Implementation 
= Summary 


= Quiz 
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Label Distribution Parameters 


This topic describes the options in label allocation, propagation, and retention. 


Label Distribution Parameters 
TT NTT TTT TT 


MPLS architecture defines several label allocation 
and distribution parameters: 


¢ Per-interface or per-platform label space 


¢ Unsolicited downstream and downstream-on-demand 
label distribution 


¢ Ordered or independent label allocation control 
¢ Liberal or conservative label retention 
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The two label space options are: 
m= Per-interface label space, where labels must be unique for a specific input interface 


m= Per-platform label space, where labels must be unique for the entire platform (router) 


The two options for label generation and distribution are as follows: 


= Unsolicited downstream distribution of labels is used in frame-mode MPLS, where all 


routers can asynchronously generate local labels and propagate them to adjacent routers. 


= Downstream-on-demand distribution of labels is used in cell-mode MPLS, where ATM 
LSRs have to request a label for destinations found in the IP routing table. 


Another aspect of label distribution focuses on how labels are allocated: 


m Frame-mode MPLS uses independent control mode, where all routers can start propagating 


labels independently of one another. 


m™ Cell-mode MPLS requires LSRs to already have the next-hop label if they are to generate 


and propagate their own local labels. This option is called ordered control mode. 


The last aspect of label distribution looks at labels that are received but not used: 


m Frame-mode MPLS may result in multiple labels being received but only one being used. 
Unused labels are kept, and this mode is usually referred to as liberal label retention mode. 


m™ Cell-mode MPLS keeps only labels that it previously requested. This mode is called 
conservative label retention mode. 


Copyright © 2003, Cisco Systems, Inc. Label Assignment and Distribution 


2-83 


Label Space 


This topic describes how labels are generated, either on a per-interface or per-platform basis. 


Label Space 
Per Interface 
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¢ The LFIB on an LSR contains an incoming interface. 

e Labels have to be assigned for individual interfaces. 

¢ The same label can be reused (with a different meaning) 
on different interfaces. 

e Label allocation is secure—LSRs cannot send packets 
with labels that were not assigned to them. 
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The LFIB table used with cell-mode MPLS maps a local label bound to an input interface to a 
next-hop label pointing to the outgoing interface. The label assigned to an input interface can 
be reused on another interface, and it can have a different meaning (assigned to a different 
destination). 


Per-interface label space prevents label spoofing by not allowing cell forwarding for labels 
(VPI/VCI values) that are not bound to the interface where the cell was received. 
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Label Space (Cont.) 
Per Platform 
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The LFIB on an LSR does not contain an incoming interface. 


The same label can be used on any interface and is announced 
to all adjacent LSRs. 


The label is announced to adjacent LSRs only once and can be 
used on any link. 


Per-platform label space is less secure than per-interface 
label space. 
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Per-platform label space is used with frame-mode MPLS, where one label is assigned to a 
destination network and sent to all LDP peers. This label can then be used on any incoming 
interface. The per-platform label space minimizes the number of LDP sessions and allows 
upstream LSP tunnels to span parallel links because the same label is used on all of them. 
However, per-platform label space is less secure than per-interface label space because 
untrusted routers could use labels that were never allocated to them. 
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Label Distribution 


This topic describes the two ways in which labels are distributed to neighbors. 


Label Distribution 


Unsolicited Downstream 
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Network X 


¢ The label for a prefix is allocated and advertised to 
all neighbor LSRs, regardless of whether the 
neighbors are upstream or downstream LSRs for the 
destination. 
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Unsolicited downstream distribution of labels is a method where each router independently 
assigns a label to each destination IP prefix in its routing table. This mapping is stored in the 
LIB table, which sends it to all LDP peers. There is no control mechanism to govern the 
propagation of labels in an ordered fashion. 


The figure illustrates how router B creates a local label (25) and sends that label to all its 
neighbors. The same action is taken on other routers after the IGP has put network X into the 
main routing table. 

Each neighbor then decides upon one of the following options regarding the label: 

= use the label (if router B is the closest next hop for network X) 

= keep it in the LIB table 


™ ignore it 
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Label Distribution (Cont.) 


Downstream-on-Demand 
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Network X 
¢ An LSR will assign a label to a prefix only when 
asked for a label by an upstream LSR. 


¢ Label distribution is a hop-by-hop parameter— 
different label distribution mechanisms can coexist 
in an MPLS network. 
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Downstream-on-demand distribution of labels requires each LSR to specifically request a label 
from its downstream neighbor. The figure shows how router A requests a next-hop label from 
its downstream LDP peer. 


Unsolicited downstream and downstream-on-demand label distribution can be combined 
because labels are assigned and propagated hop by hop. The usual situation is that frame-mode 
MPLS uses unsolicited downstream label propagation, and cell-mode MPLS uses downstream- 
on-demand label propagation. 
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Label Allocation 


This topic describes the two ways in which labels are allocated to neighbors. 


Label Allocation 


Independent Control 
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' 
¢ An LSR can always assign a label for a prefix, even if 
it has no downstream label. 


° Independent control can be used only for LSRs with 
Layer 3 capabilities. 
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Independent control mode is usually combined with unsolicited downstream propagation of 
labels, where labels can be created and propagated independently of any other LSR. When 
independent control mode is used, an LSR might be faced with an incoming labeled packet 
where there is no corresponding outgoing label in the LFIB table. An LSR using independent 
control mode must therefore be able to perform full Layer 3 lookups. Independent control mode 
can be used only on LSRs with edge LSR functionality. 
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Label Allocation (Cont.) 
Ordered Control 
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¢ An LSR can assign a label only if it has already 


received a label from the next-hop LSR; otherwise, it 
must request a label from the next-hop LSR. 


© 2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—2-15 


Ordered control mode is usually combined with downstream-on-demand propagation of labels, 
where a local label can be assigned and propagated only if a next-hop label is available. This 
requirement results in an ordered sequence of downstream requests until an LSR is found that 
already has a next-hop label or an LSR is reached that uses independent control mode. 


Although ordered control mode could be used with frame-mode MPLS, its use is mandatory on 
ATM switches, which cannot perform Layer 3 lookups. 


The figure illustrates how both ATM LSRs forward requests until an edge is reached. The edge 
LSR uses independent control mode and can respond to the request. 
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Label Retention 


This topic describes the two ways in which labels are retained. 


Label Retention 


Liberal Retention Mode 
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¢ Each LSR stores the received label in its LIB, even 
when the label is not received from a next-hop LSR. 


° Liberal label retention mode improves convergence 
speed. 
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Liberal label retention mode dictates that each LSR keep all labels received from LDP peers 
even if they are not the downstream peers for network X. 


The figure shows how router C receives and keeps the label received from router B for network 
X, even though router D is the downstream peer. 
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Label Retention (Cont.) 


Conservative Retention Mode 
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¢ An LSR stores only the labels received from next- 
hop LSRs; all other labels are ignored. 


¢ Downstream-on-demand distribution is required 
during the convergence phase. 
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Conservative label retention mode keeps only labels that can immediately be used. 


The figure illustrates how routers C and E do not consider router B to be the next hop for 
network X and therefore drop the labels received from router B. 


Note Conservative label retention mode requires downstream-on-demand label allocation after 
network convergence. 
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Standard Parameter Sets in Cisco IOS Platform 
MPLS Implementation 


This topic describes the default parameters of Cisco routers when MPLS is implemented. 


Standard Parameter Sets in Cisco lOS 
Platform MPLS Implementation 
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Routers with frame interfaces: 


¢ Per-platform label space, unsolicited downstream 
distribution, liberal label retention, independent control 


Routers with ATM interfaces: 


° Per-interface label space, downstream-on-demand 
distribution, conservative or liberal label retention, 
independent control 


ATM switches: 


¢ Per-interface label space, downstream-on-demand 
distribution, conservative label retention, ordered control 


The following default operation applies to routers using frame-mode MPLS (LSRs): 


= Per-platform label space: Platform-wide incoming labels are used for interfaces. 
Interfaces can share the same labels. 


= Unsolicited downstream propagation of labels: Every LSR can propagate a label 
mapping to its neighbors without a request. 


= Liberal label retention mode: This mode allows for easy failover if a link fails. 


= Independent control mode: This mode makes label propagation faster (less time needed 
for LDP convergence) because LSRs do not have to wait to get the next-hop label from 
their downstream neighbors. 
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The following default operation applies to ATM switching using cell-mode MPLS (ATM 


LSRs): 
m= Per-interface label space: Provides better security and is already available with standard 
ATM switching functionality. 


= Downstream-on-demand propagation of labels: LFIB tables on ATM switches are really 
ATM switching matrices that require full information before switching can start; full 
information includes next-hop label, which must be requested. 


= Conservative label retention mode: Implicitly achieved by using the downstream-on- 
demand propagation of labels; no label is received unless it is requested. 


= Ordered control mode: Used in combination with downstream-on-demand propagation of 
labels to make sure every ATM LSR has all the information needed to create an entry in the 
LFIB table (ATM switching matrix), including the next-hop label. 


The default operation of routers using cell-mode MPLS (ATM edge LSRs) is similar to those of 


ATM switches except that they use independent control mode, because they are the endpoints 
of the virtual circuits. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


¢ Four MPLS label distribution parameters: 
—Per-interface or per-platform label space 


— Unsolicited downstream or downstream-on-demand 
label distribution 


— Independent control or ordered control label 
allocation 


— Liberal or conservative label retention 


e Standard parameter sets for Cisco IOS platforms 
running MPLS 


MPLS v2.0—2-20 


References 
For additional information, refer to these resources: 
m RFC 3031, “Multiprotocol Label Switching Architecture” 
m RFC 3036, “LDP Specification” 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


Which of the following is NOT a label distribution parameter? 
A) label space 

B) label quality 

C) label retention 

D) label allocation and distribution 


Cell-mode MPLS uses label space, and frame-mode uses 
label space. 


Which two types of label distribution are used in Cisco MPLS networks? (Choose 


two.) 

A) downstream-on-demand 

B) unsolicited downstream 

C) solicited downstream-on-demand 

D) unsolicited downstream-on-demand 

The two modes of label allocation are control and 
control. 


Which two of the following are the label retention modes used in Cisco MPLS 
networks? (Choose two.) 


A) total 

B) light 

C) liberal 

D) conservative 


Which of the following is correct? 

A) By default, ATM switches use independent control. 

B) By default, ATM switches use per-platform label space. 

C) By default, routers with ATM interfaces use per-platform label space. 


D) By default, routers with frame interfaces use per-platform label space. 
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Quiz Answer Key 
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Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


B 
Relates to: Label Distribution Parameters 


per-interface, per-platform 


Relates to: Label Space 


A,B 
Relates to: Label Distribution 


independent, ordered (or ordered, independent) 


Relates to: Label Allocation 


C,D 
Relates to: Label Retention 


D 


Relates to: Standard Parameter Sets in Cisco IOS Platform MPLS Implementation 
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LDP Neighbor Discovery 


Overview 


This lesson takes a more detailed look at the LDP neighbor discovery process via hello 
messages and the type of information that is exchanged. The lesson also describes the events 
that occur during the negotiation phase of LDP session establishment, and concludes with the 
nonadjacent neighbor discovery process. 


Relevance 


This lesson provides an understanding of how an LDP neighbor is discovered, and what type of 
information is sent back and forth between two neighbors. The lesson also discusses situations 
where the neighbor is not directly connected to a peer. This information will provide a further 
understanding of the MPLS technology. 


Objectives 


This lesson describes how LDP neighbors are discovered. 


Upon completing this lesson, you will be able to: 


Describe how LDP sessions are established 

Describe the LDP hello message 

Describe how the label space of an LDP neighbor is announced 
Describe how LDP neighbors are discovered 

Describe the LDP session negotiation between LDP neighbors 
Describe LDP sessions between ATM LSRs 


Describe how LDP discovers nonadjacent neighbors 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


Successful completion of the “MPLS Label Allocation, Distribution, and Retention Modes” 
lesson of this module 


Outline 
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This lesson includes these topics: 


Overview 

LDP Session Establishment 

LDP Hello Message 

Label Space 

LDP Neighbor Discovery 

LDP Session Negotiation 

LDP Sessions Between ATM LSRs 

LDP Discovery of Nonadjacent Neighbors 
Summary 

Quiz 
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LDP Session Establishment 


This topic describes how LDP sessions are established between neighbors. 


LDP Session Establishment 
alll NTT TT TTT | 


¢ LDP establishes a session by performing the 
following: 


— Hello messages are periodically sent on all 
interfaces that are enabled for MPLS. 


If there is another router connected to that 
interface, that it also has MPLS enabled, it will 
respond by trying to establish a session with the 
source of the hello messages. 


¢ UDP is used for hello messages. It is targeted at “all 
routers on this subnet” multicast address (224.0.0.2). 
° TCP is used to establish the session. 


¢ Both TCP and UDP use well-known LDP port number 
646 (711 for TDP). 
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LDP is a standard protocol used to exchange labels between adjacent routers. TDP) is a Cisco 
proprietary protocol that has the same functionality as LDP. 


Although the remainder of this lesson will focus on LDP, it should be noted that TDP, as the 
predecessor of LDP, works in a similar fashion. 


LDP periodically sends hello messages. The hello messages use UDP packets with a multicast 
destination address of 224.0.0.2 (“all routers on a subnet”) and destination port number of 646 
(711 for TDP). 


If another router is enabled for LDP (or TDP), it will respond by opening a TCP session with 
the same destination port number (646 or 711). 
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LDP Hello Message 


This topic describes the LDP hello message. 


LDP Hello Message 
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° Hello messages are targeted at all routers reachable 
through an interface. 


e LDP uses well-known (UDP and TCP) port number 646. 


¢ The source address used for an LDP session can be set 
by adding the transport address TLV to the hello 
message. 


e A6-byte LDP identifier (TLV) identifies the router (first 
four bytes) and label space (last two bytes). 
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The contents of a hello message are as follows: 
= Destination IP address (224.0.0.2), which targets all routes on the subnet 
m= Destination port, which equals the LDP well-known port number 646 


= The actual hello message, which may optionally contain a transport address TLV to instruct 
the peer to open the TCP session to the transport address instead of the source address 
found in the IP header 


The LDP identifier is used to uniquely identify the neighbor and the label space; multiple 
sessions can be established between a pair of LSRs if they use multiple label spaces. 
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Label Space 


This topic describes the label space as it applies to LDP session establishment. 


Label Space — 


e LSRs establish one LDP session per label space. 


— Per-platform label space requires only one LDP 
session, even if there are multiple parallel links 
between a pair of LSRs. 

° Per-platform label space is announced by setting 
the label space ID to 0, for example: 


—LDP ID = 1.0.0.1:0 


e Acombination of frame-mode and cell-mode 
MPLS, or multiple cell-mode links, results in 
multiple LDP sessions. 
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If a pair of routers are connected over two or more parallel links and use frame-mode MPLS, 
they try to establish multiple sessions by using the same LDP identifier. Because they are using 
per-platform label space, this action will result in only one session remaining; the other session 


will be broken. 


Per-platform label space is identified by setting the label space ID to 0 in the LDP identifier 


field. 


If the two routers use different LDP identifiers (for example, if one link uses frame-mode 


MPLS and the other uses cell-mode MPLS), they will keep both sessions. 
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¢ One LDP session is established for each announced LDP 
identifier (router ID + label space). 


¢ The number of LDP sessions is determined by the number of 
different label spaces. 


¢ The bottom right example is not common, because ATM LSRs 
do not use Ethernet for packet forwarding, and frame-mode 
MPLS across ATM uses per-platform label space. 
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The figure illustrates four different combinations with two parallel links between a pair of 
routers. The top routers are frame-mode routers. 


A general rule can be extracted from the four examples: An LDP session is established per 


interface except for all frame-mode interfaces, where only one LDP session between a pair of 
LSRs is used because frame-mode MPLS uses per-platform label space. 


Note The bottom right example is not common, because ATM LSRs do not use Ethernet for 
packet forwarding, and frame-mode MPLS across ATM uses per-platform label space. 
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LDP Neighbor Discovery 


This topic describes the LDP neighbor discovery process. 


LDP Neighbor Discovery 
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¢ An LDP session is established from the router with 
the higher IP address. 
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In the figure, three out of four routers periodically send out LDP hello messages (the fourth 
router is not MPLS-enabled). 


Routers that have the higher IP addresses must initiate the TCP session. 


Note The highest IP address of all loopback interfaces is used. If no loopback interfaces are 
configured on the router, then the highest IP address of a configured interface that was 
operational at LDP startup is used. 


After the TCP session is established, routers will keep sending LDP hello messages to 
potentially discover new peers or to identify failures. 
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LDP Session Negotiation 


This topic describes LDP neighbor session negotiation. 


LDP Session Negotiation 
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° Peers first exchange initialization messages. 


e The session is ready to exchange label 
mappings after receiving the first keepalive. 


© 2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—2-25 


LDP session negotiation is a three-step process: 
Step 1 Establish the TCP session. 
Step 2 Exchange initialization messages. 


Step 3 Exchange initial keepalive messages. 


After these steps have occurred, the two peers will start exchanging labels for networks that 
they have in their main routing tables. 
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LDP Sessions Between ATM LSRs 


This topic describes how sessions are established between ATM LSRs. 


LDP Sessions Between ATM LSRs 
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¢ An IP adjacency between ATM LSRs is established 
through the control virtual circuit (0/32). 


¢ The control virtual circuit is used for LDP as well as 
for IP routing protocols. 


¢ VSI protocol is used to populate the ATM switching 
matrix (LFIB) in the data plane of some ATM 
switches (Cisco implementation). 
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The figure illustrates the operation of LDP in ATM networks. ATM LSRs establish the IP 
adjacency across the MPLS control virtual circuit, which by default has a VPI/VCI value of 
0/32. 


An IP routing protocol and LDP (or TDP) use this control virtual circuit to exchange IP routing 
information and labels. 


Some Cisco devices use the Virtual Switch Interface (VSD protocol to create entries in the 


LFIB table (ATM switching matrix of the data plane) based on the information in the LIB table 
(control plane). This protocol is used to dynamically create virtual circuits for each IP network. 
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LDP Discovery of Nonadjacent Neighbors 


This topic describes how LDP discovers nonadjacent neighbors. 


LDP Discovery of Nonadjacent 
Neighbors 


Intl 


e LDP neighbor discovery of nonadjacent 
neighbors differs from normal discovery only in 
the addressing of hello packets: 

— Hello packets use unicast IP addresses instead of 
multicast addresses. 

e When a neighbor is discovered, the mechanism 
to establish a session is the same. 
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LDP can also be used between nonadjacent routers. However, LDP hello messages use unicast 
IP addresses instead of multicast. The rest of the session negotiation is the same as for adjacent 
routers. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


¢ TCP is used to establish LDP sessions between 
neighbors. 


e LDP hello messages contain an identifier field that 
uniquely identifies the neighbor and the label space. 


¢ Per-platform label space requires only one LDP session. 


¢ Routers that have the higher IP address must initiate the 
TCP session. 


¢ LDP session negotiation is a three-step process. 


¢ LDP sessions between ATM LSRs use the control 
VPI/VCIl, which by default is 0/32. 


¢ Nonadjacent neighbor discovery is accomplished by 
using unicast IP addresses instead of multicast. 


References 
For additional information, refer to these resources: 
m RFC 3031, “Multiprotocol Label Switching Architecture” 
m RFC 3036, “LDP Specification” 
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Quiz 
Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 
Ql) What multicast address does LDP use to send hello messages? 
A) 224.0.0.1 
B) 224.0.0.2 
C) 224.0.0.12 
D) 224.0.20.0 


Q2) __ Per-platform label space requires which of the following? 
A) Oonly one LDP session 
B) one session per interface 
C) multiple sessions for parallel links 
D) “Per-platform” is not a proper term in MPLS terminology 


Q3) What is the purpose of the LDP identifier in a hello message? 
A) contains the source address 
B) contains the multicast address 
C) contains the TCP destination port 
D) uniquely identifies the neighbor and the label space 


Q4) LDP sessions are initiated by using the IP address. 

Q5) Exchanging initialization messages is what step in the LDP session negotiation 
process? 
E) first step in LDP session negotiation 
F) second step in LDP session negotiation 


G) third step in LDP session negotiation 


H) not required in LDP session negotiation 


Q6) By default, ATM LSRs establish IP adjacency across what VPI/VCI virtual circuit? 


A) 0/32 
B) 1/32 
C) 32/0 
D) 32/1 
Q7) LDP discovers nonadjacent neighbors by broadcasting IP addresses. 
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Quiz Answer Key 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


Q7) 


B 


Relates to: 


A 


Relates to: 


D 


Relates to: 


higher 


Relates to: 


B 


Relates to: 


A 


Relates to: 


unicast 


Relates to: 
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LDP Session Establishment 


Label Space 


LDP Hello Message 


LDP Neighbor Discovery 


LDP Session Negotiation 


LDP Sessions Between ATM LSRs 


LDP Discovery of Nonadjacent Neighbors 


Label Assignment and Distribution 
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Module Assessment 


Overview 


Use this assessment to test what you learned in this module. The correct answers and solutions 
are found in the Module Assessment Answer Key. 


Quiz: Label Assignment and Distribution 


Complete the quiz to assess what you have learned in this module. 


Objectives 
This activity tests your knowledge on how to meet these objectives: 
= Describe how the LIB, FIB, and LFIB tables are populated with label information 
™ Describe how convergence occurs in a frame-mode MPLS network 
= Describe typical label distribution over LC-ATM interfaces and VC merge 
= Describe label allocation, distribution, and retention modes 


= Describe how LDP neighbors are discovered 


Instructions 
Complete these steps: 
Step 1 Answer all questions in this quiz by selecting the best answer(s) to each question. 


Step 2 Verify your results against the answer key at the end of this quiz. 


Step 3 Review the related lesson for each question that you answered incorrectly. 
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Quiz 


Answer these questions: 


Ql) ~~ Which table holds all labels assigned by an LSR and their mapping to labels that have 
been received from the neighbors of the LSR? 


A)  FIB 
B) LB 
Cc) FLIB 
D)  LFIB 


Q2) What does the term “pop” mean when you are describing penultimate hop popping? 
A) swap the top label with a new label contained in the LIB 
B) swap the top label with a new label contained in the LFIB 
C) remove the top label instead of swapping it with the next-hop label 
D) remove the bottom label instead of swapping it with the next-hop label 
Q3) Which of the following best describes convergence in a frame-mode MPLS network 
after a link failure has occurred and been restored? 
A) MPLS convergence occurs after IGP convergence. 
B) MPLS convergence occurs before IGP convergence peer-to-peer. 
C) If a failure occurs with the IGP, MPLS convergence is not affected. 


D) If a failure occurs with the IGP, MPLS will not be able to converge after the 
IGP failure has been corrected unless the MPLS process is bounced. 


Q4)___ A solution for cell interleaving that could occur in ATM MPLS networks is which of 
the following? 
A) PHS 
B) VC merge 
C) PC merge 
D) PSS 
Q5) Which two statements are correct? (Choose two.) 
A) By default, cell-mode MPLS uses unsolicited downstream label distribution. 
B) By default, cell-mode MPLS uses downstream-on-demand label distribution. 


C) By default, frame-mode MPLS uses unsolicited downstream label distribution. 
D) By default, frame-mode MPLS uses downstream-on-demand label distribution. 
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Q6) LDP and TDP use what two well-known port-numbers? (Choose two.) 
A) LDP uses 464. 
B) LDP uses 646. 
C) LDP uses 711. 
D) TDP uses 171. 
E) TDP uses 646. 
F) TDP uses 711. 


Q7) In frame-mode MPLS networks the number of LDP sessions that are required between 
neighbors is determined by? 


A) number of interfaces 
B) number of different label spaces 
C) number of LDP processes running a router 
D) the information contained in the source address field of the hello message 
response 
Scoring 
You have successfully completed the quiz for this lesson when you earn a score of 80 percent 
or better. 
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Module Assessment Answer Key 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


Q7) 


B 


Relates to: 


Cc 


Relates to: 


A 


Relates to: 


B 


Relates to: 


B,C 


Relates to: 


B,F 


Relates to: 


B 


Relates to: 


Typical Label Distribution in Frame-Mode MPLS 


Typical Label Distribution in Frame-Mode MPLS 


Convergence in Frame-Mode MPLS 


Typical Label Distribution over LC-ATM Interfaces and VC Merge 


MPLS Label Allocation, Distribution, and Retention Modes 


LDP Neighbor Discovery 


LDP Neighbor Discovery 
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Module 3 | 


Frame-Mode and Cell-Mode 
MPLS Implementation on 
Cisco IOS Platforms 


Overview 


This module provides a review of switching implementations, focusing on Cisco Express 
Forwarding (CEF). It also covers the details of implementing frame-mode and cell-mode 
Multiprotocol Label Switching (MPLS) on Cisco IOS platforms, giving detailed configuration, 
monitoring, and debugging guidelines. In addition, it includes the advanced topics of 
controlling time-to-live (TTL) propagation and label distribution. 


Module Objectives 


Upon completing this module, you will be able to describe the tasks and commands necessary 
to implement MPLS on frame-mode and LC-ATM Cisco IOS platforms. This includes being 
able to do the following: 


m= Explain the basics of CEF switching 

= Configure frame-mode MPLS on Cisco IOS platforms 

= Monitor frame-mode MPLS on Cisco IOS platforms 

= Troubleshoot frame-mode MPLS problems on Cisco IOS platforms 
= Configure LC-ATM MPLS 

= Configure LC-ATM MPLS over ATM Virtual Path 

= Monitor LC-ATM MPLS on Cisco IOS platforms 


Module Outline 


The module contains these lessons: 

m= CEF Switching Review 

= Configuring Frame-Mode MPLS on Cisco IOS Platforms 

= Monitoring Frame-Mode MPLS on Cisco IOS Platforms 

= Troubleshooting Frame-Mode MPLS on Cisco IOS Platforms 
= Configuring LC-ATM MPLS 

= Configuring LC-ATM MPLS over ATM Virtual Path 

= Monitoring LC-ATM MPLS on Cisco IOS Platforms 
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CEF Switching Review 


Overview 


This lesson explains the Cisco IOS platform switching mechanisms by reviewing standard IP 
switching and Cisco Express Forwarding (CEF) switching, including configuration and 
monitoring commands. 


Relevance 


It is important to understand what part CEF switching plays in an MPLS network. CEF must be 
running as a prerequisite to running MPLS on a Cisco router; therefore, an understanding of the 
purpose of CEF and how it functions will provide an awareness of how the network uses CEF 
information when forwarding packets. 


Objectives 
This lesson describes the basics of CEF switching. 


Upon completing this lesson, you will be able to: 


Describe the Cisco IOS platform switch mechanisms 
Describe standard IP switching 

Describe CEF switching 

Configure IP CEF switching 

Monitor IP CEF switching 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


Successful completion of the “Label Assignment and Distribution” module of this course 


Outline 
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This lesson includes these topics: 


Overview 

Cisco IOS Platform Switching Mechanisms 
Standard IP Switching Review 

CEF Switching Review 

Configuring IP CEF 

Monitoring IP CEF 

Summary 

Quiz 
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Cisco IOS Platform Switching Mechanisms 


This topic reviews the various switching mechanisms used by Cisco IOS platforms. 


Cisco IOS Platform Switching 
Mechanisms — 


Cisco.com 


The Cisco IOS platform supports three IP 
switching mechanisms: 
¢ Routing-table-driven switching — process switching 
— Full lookup at every packet 
¢ Cache-driven switching — fast switching 
— Most recent destinations entered in the cache 
— First packet is always process-switched 
° Topology-driven switching 
— CEF (prebuilt FIB table) 
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The first and the oldest switching mechanism available in Cisco routers is process switching. 
Because it has to find a destination in the routing table (possibly a recursive lookup) and 
construct a new Layer 2 frame header for every packet, it is very slow and is normally not used. 


To overcome the slow performance of process switching, Cisco IOS platforms support several 
switching mechanisms that use a cache to store the most recently used destinations. The cache 
uses a faster searching mechanism, and it stores the entire Layer 2 frame header to improve the 
encapsulation performance. The first packet whose destination is not found in the fast- 
switching cache is process-switched, and an entry is created in the cache. The following 
packets are switched in the interrupt code using the cache to improve performance. 


The latest and preferred Cisco IOS platform switching mechanism is CEF, which incorporates 
the best of the previous switching mechanisms. It supports per-packet load balancing 
(previously supported only by process switching), per-source or per-destination load balancing, 
fast destination lookup, and many other features not supported by other switching mechanisms. 


The CEF cache, or Forwarding Information Base (FIB) table, is essentially a replacement for 
the standard routing table. 
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Standard IP Switching Review 


This topic presents a review of standard IP switching on Cisco IOS platforms. 


3-6 


Standard IP Switching Review 
: Tv MT TT TT TTT 
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The figure shows a sequence of events when process switching and fast switching are used for 
destinations learned through Border Gateway Protocol (BGP): 


m When a BGP update is 


received and processed, an entry is created in the routing table. 


m= When the first packet arrives for this destination, the router tries to find the destination in 
the fast-switching cache. Because it is not there, process switching has to switch the packet 
when the process is run. The process performs a recursive lookup to find the outgoing 
interface. It may possibly trigger an Address Resolution Protocol (ARP) request or find the 
Layer 2 address in the ARP cache. Finally, it creates an entry in the fast-switching cache. 


= All subsequent packets 


for the same destination are fast-switched: 


— The switching occurs in the interrupt code (the packet is processed immediately). 


— Fast destination 


lookup is performed (no recursion). 


— The encapsulation uses a pregenerated Layer 2 header that contains the destination 


as well as Layer 
necessary). 


2 source (MAC) address (no ARP request or ARP cache lookup is 


Whenever a router receives a packet that should be fast-switched but the destination is not in 
the switching cache, the packet is process-switched. A full routing table lookup is performed, 
and an entry in the fast-switching cache is created to ensure that the subsequent packets for the 
same destination prefix will be fast-switched. 
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CEF Switching Review 


This topic presents a review of CEF switching on Cisco IOS platforms. 


. CEF Switching Review 
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CEF uses a different architecture from process switching or any other cache-based switching 
mechanism. CEF uses a complete IP switching table, the FIB table, which holds the same 
information as the IP routing table. The generation of entries in the FIB table is not packet- 
triggered but change-triggered. When something changes in the IP routing table, the change is 
also reflected in the FIB table. 


Because the FIB contains the complete IP switching table, the router can make definitive 
decisions based on the information in it. Whenever a router receives a packet that should be 
CEF-switched, but the destination is not in the FIB, the packet is dropped. 


The FIB table is also different from other fast-switching caches in that it does not contain 
information about the outgoing interface and the corresponding Layer 2 header. That 
information is stored in a separate table, the adjacency table. This table is more or less a copy 
of the ARP cache, but instead of holding only the destination MAC address, it holds the Layer 
2 header. 


Note If the router carries full Internet routing (around 100,000+ networks), enabling the CEF may 
consume additional memory. Enabling the distributed CEF will also affect memory utilization 
on Versatile Interface Processor (VIP) modules (Cisco 7500 series routers) or line cards 
(Cisco 12000 series Internet routers), because the entire FIB table will be copied to all VIP 
modules or line cards. 
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Configuring IP CEF 


This topic describes how to configure CEF on Cisco IOS platforms. 


Configuring IP CEF 
mM Mi 


mT TNT TT Cigco.com 


Router (config) # 


ip cef [distributed] 
¢ Starts CEF switching and creates the FIB table. 
¢ The distributed keyword configures distributed CEF 


(running on VIP or line cards). 
° All CEF-capable interfaces run CEF switching. 


Router (config-if) # 


no ip route-cache cef 
° Disables CEF switching on an interface 
e Usually not needed 
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ip cef 
To enable CEF on the route processor card, use the ip cef global command in global 
configuration mode. To disable CEF, use the no form of this command: 
= ip cef [distributed] 
= no ip cef [distributed] 


Syntax Description 
distributed (Optional): Enables the distributed CEF operation. Distributes the CEF information 
to the line cards. The line cards perform express forwarding. 
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Defaults 


On this platform... 


Cisco 7000 series 
Route Switch Processor 
(RSP7000) 


The default is... 


CEF is not enabled. 


Cisco 7200 series 
router 


CEF is not enabled. 


Cisco 7500 series 
router 


CEF is not enabled. 


Cisco 12000 series 
Gigabit Switch Router 
(GSR) 


CEF is not enabled. 


ip route-cache cef 


To enable CEF operation on an interface after the CEF operation has been disabled, use the ip 


route-cache cef command in interface configuration mode. To disable CEF operation on an 


interface, use the no form of this command: 


= ip route-cache cef 


= no ip route-cache cef 


Syntax Description 


This command has no arguments or keywords. 


When standard CEF or distributed CEF operations are enabled globally, all interfaces that 


support CEF are enabled by default. 
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Monitoring IP CEF 


This topic describes how to monitor CEF on Cisco IOS platforms. 


Monitoring IP CEF 
Imm 


TMM Tm TT WM Cigco.com 


Router#show ip cef detail 
IP CEF with switching (Table Version 6), flags=0x0 
6 routes, 0 reresolve, 0 unresolved (0 old, O new) 
9 leaves, 11 nodes, 12556 bytes, 9 inserts, 0 invalidations 
0 load sharing elements, 0 bytes, 0 references 
2 CEF resets, 0 revisions of existing leaves 
refcounts: 543 leaf, 544 node 


Adjacency Table has 4 adjacencies 
0.0.0.0/32, version 0, receive 
192.168.3.1/32, version 3, cached adjacency to Serial0/0.10 
0 packets, 0 bytes 
tag information set 
local tag: 28 
fast tag rewrite with Se0/0.10, point2point, tags imposed: {28} 
via 192.168.3.10, Serial0/0.10, 0 dependencies 
next hop 192.168.3.10, Serial0/0.10 
valid cached adjacency 
tag rewrite with Se0/0.10, point2point, tags imposed: {28} 
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show ip cef 
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To display unresolved entries in the FIB or to display a summary of the FIB, use the following 
form of the show ip cef EXEC command: 


m= show ip cef [unresolved | summary] 
To display specific entries in the FIB based on IP address information, use the following form 
of the show ip cef command in EXEC mode: 


m= show ip cef [network [mask [longer-prefix]]] [detail] 


To display specific entries in the FIB based on interface information, use the following form of 
the show ip cef command in EXEC mode: 


m= = show ip cef [type number] [detail] 
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Syntax Description 


Parameter Description 

unresolved (Optional) Displays unresolved FIB entries. 

summary (Optional) Displays a summary of the FIB. 

network (Optional) Displays the FIB entry for the specified destination 
network. 

mask (Optional) Displays the FIB entry for the specified destination 


network and mask. 


longer-prefix 


(Optional) Displays the FIB entries for all the specific 
destinations. 


detail 


(Optional) Displays detailed FIB entry information. 


type number 


(Optional) Interface type and number for which to display FIB 
entries. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


¢ Three different switching mechanisms are used on Cisco 
10S platforms. 


¢ Entries received with no destination address information 
are process-switched; subsequent packets are 
fast-switched. 


¢ Generation of entries in the FIB table is caused by a 
change trigger; when something in the routing table 
changes, the change is also reflected in the FIB table. 


° CEF is configured globally. 


¢ show ip cef is the command used to monitor CEF 
operation. 
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References 


For additional information, refer to this resource: 


m Search www.cisco.com for “CEF switching” for additional information. 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 
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Topology-driven switching is also known as? 


A) 
B) 
C) 
D) 


CEF 
fast switching 
cache switching 


process switching 


The command to monitor CEF is? 


A) 
B) 
C) 
D) 


Router#show cef 
Router>show ip cef 
Router#show ip cef 
Router(config)#show ip cef 


The command to enable CEF on a Cisco router is? 


A) 
B) 
C) 
D) 


In CEF switching what is the difference between the adjacency table and the ARP 


cache? 
A) 
B) 
C) 
D) 


Router#ip cef 
Router>ip cef 
Router(config)#cef 
Router(config)# ip cef 


The adjacency table holds the Layer 2 header, and the ARP cache does not. 
The ARP cache holds the Layer 2 header, and the adjacency table does not. 
Both the adjacency table and the ARP cache hold the Layer 2 header. 
Neither the adjacency table nor the ARP cache holds the Layer 2 header. 


What happens to a packet that should be fast-switched but the destination is not in the 
switching cache? 


A) 
B) 
C) 
D) 


The packet is dropped. 
The packet is cache-switched. 
The packet is process-switched. 


CEF switching is used. 
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Quiz Answer Key 


Ql) A 
Relates to: Cisco IOS Platform Switching Mechanisms 
Q2) Cc 
Relates to: Monitoring IP CEF 
Q3) D 
Relates to: Configuring IP CEF 
Q4) A 
Relates to: CEF Switching Review 
Q5) Cc 


Relates to: Standard IP Switching Review 


3-14 Implementing Cisco MPLS (MPLS) v2.0 Copyright © 2003, Cisco Systems, Inc. 


Configuring Frame-Mode 
MPLS on Cisco IOS Platforms 


Overview 


This lesson describes how to configure frame-mode MPLS on Cisco IOS platforms. The 
mandatory configuration tasks, and commands and their correct syntax usage are discussed in 
this lesson. The lesson also covers some advanced configurations such as label-switching 
maximum transmission unit (MTU), IP TTL propagation, and conditional label distribution. 
Also discussed in this lesson is the operation of frame-mode MPLS over switched WAN media. 


Relevance 


It is important to understand how to enable and configure MPLS, because it will be required to 
successfully complete the lab for this lesson. 


Objectives 
This lesson describes how to configure frame-mode MPLS on Cisco IOS platforms. 


Upon completing this lesson, you will be able to: 


Describe the MPLS configuration tasks 

Configure the MPLS ID on a router 

Enable and configure MPLS on a frame-mode interface 
Configure a label-switching MTU 

Configure IP TTL propagation 

Configure conditional label distribution 

Configure frame-mode MPLS on switched WAN media 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 
Successful completion of the “CEF Switching Review” lesson of this module 


Outline 
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This lesson includes these topics: 


Overview 

MPLS Configuration Tasks 

Configuring MPLS on a Frame-Mode Interface 
Configuring a Label-Switching MTU 

Configuring IP TTL Propagation 

Conditional Label Distribution 

Configuring Frame-Mode MPLS on Switched WAN Media 
Summary 

Quiz 
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MPLS Configuration Tasks 


This topic describes the mandatory MPLS configuration tasks and those that are optional. 


MPLS Configuration Tasks 
ANN TOT TTT MOTTO 


Mandatory: 

¢ Enable CEF switching. 

¢ Configure TDP or LDP on every label-enabled interface. 
Optional: 

¢ Configure the MPLS ID. 

¢ Configure MTU size for labeled packets. 

¢ Configure IP TTL propagation. 

¢ Configure conditional label advertising. 


To enable MPLS, you must first enable CEF switching. Depending on the Cisco IOS software 
version, you may need to establish the range for the label pool. 


You must enable Tag Distribution Protocol (TDP) or Label Distribution Protocol (LDP) on the 
interface by using either tag switching or label switching. 


Optionally, the maximum size of labeled packets may be changed. 


By default, the TTL field is copied from the IP header and placed in the MPLS label when a 
packet enters an MPLS network. To prevent core routers from responding with (Internet 
Control Message Protocol [ICMP]) TTL exceeded messages, disable TTL propagation. If TTL 
propagation is disabled, the value in the TTL field of the label is 255. 


Note Ensure that all routers have TTL propagation either enabled or disabled. If TTL is enabled in 
some routers and disabled in others, the result may be that a packet leaving the MPLS 
domain will have a larger TTL value than when it entered. 


By default, a router will generate and propagate labels for all networks that it has in the routing 
table. If label switching is required for only a limited number of networks (for example, only 
for router loopback addresses), configure the conditional label advertising. 
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Configuring the MPLS ID on a Router 


Configuring the 
lil 


MPLS ID 
TMT TTT NNT TT 


on a Router 
Mm Tm | 


router (config) # 


mpls ldp router-id interface [force] 12.0(10)ST 


Specifies a preferred interface for determining the 
Label Distribution Protocol (LDP) router ID 


° Parameters: 


— interface Causes the IP address of the specified interface 
to be used as the LDP router ID, provided that the interface 
is operational 


— force Alters the behavior of the mpls Idp router-id command 
to force the use of the named interface as the LDP 
router ID 


mpls Idp router-id 


To specify a preferred interface for determining the LDP router ID, use the mpls Idp router-id 
command in global configuration mode. To remove the preferred interface for determining the 
LDP router ID, use the no form of this command: 


= mpls Idp router-id interface [force] 


= no mpls Idp router-id 


Syntax Description 


Parameter Description 

interface Causes the IP address of the specified interface to be used as 
the LDP router ID, provided that the interface is operational. 

force (Optional) Alters the behavior of the mpls Idp router-id 
command to force the use of the named interface as the LDP 
router ID. 


Defaults 
The mpls Idp router-id command is disabled. 
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Configuring MPLS on a Frame-Mode Interface 


This topic describes how to enable and configure MPLS on a frame-mode interface. 


Configuring MPLS on a Frame-Mode 
Interface 


Router (config-if) # 


mpls ip 


¢ Enables label switching on a frame-mode interface 
° Starts LDP on the interface 


Router (config-if) # 


mpls label protocol [tdp | ldp | both] 


° Starts selected label distribution protocol on the 
specified interface 


mpls ip 


To enable label switching of IP version 4 (IPv4) packets on an interface, use the mpls ip 


command in interface configuration mode. To disable IP label switching on this interface, use 
the no form of this command: 


= mpls ip 
= no mpls ip 
Syntax Description 


This command has no arguments or keywords. 
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Defaults 
Label switching of IPv4 packets is disabled on this interface. 


mpls label protocol [tdp | Idp | both] 


To select the label distribution protocol to be used on an interface, use the mpls label protocol 
command in interface configuration mode. To revert to the default label distribution protocol, 
use the no form of this command: 


= = mpls label protocol <protocol> 


= no mpls label protocol <protocol> 


Syntax Description 


Parameter Description 

tdp Enables TDP on an interface. 

ldp Enables LDP on an interface. 

both Enables TDP and LDP on an interface. 


Defaults 
TDP is the default protocol. 


Note For backward compatibility, using the MPLS syntax will be entered in the tag-switching 
syntax in the configuration by the IOS software. 
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Configuring MPLS on a Frame-Mode Interface (Cont.) 
Example 


MONON MOTT MOTT NAT TNT TTT TTT Cisco.com 
ap cof 
Enable MPLS on all core anberface sexial 2/2 
interfaces in your network. upls ip 
interface fastethernet 0/0 


‘\ 
Provider Network 


interface serial 3/1 

ip access-croup NotDP in 
anterface serial 2/1 

mpis ip 


Use access lists to prevent 
customers from running 
TOP with your routers. 


ip acoasa-list NoTdp deny tap any any eq 711 
ap acomsa-list NoTdy permit ip any any 
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The figure shows the configuration steps needed to enable MPLS on an edge label switch router 
(LSR). The configuration includes an access list that denies any attempt to establish a TDP 
session from an interface that is not enabled for MPLS. 


You must globally enable CEF switching, which automatically enables CEF on all interfaces 
that support it. (CEF is not supported on logical interfaces, such as loopback interfaces.) 


Nonbackbone interfaces have an input access list that denies TCP sessions on the well-known 
port number 711 (TDP). 
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Configuring MPLS on a Frame-Mode Interface (Cont.) 


Example 
OOO 


anterface serial --0 
ms ip 
Ms label pretocel tap 


interface serial 2/1 
m= ip 
upis labwl pretucel ide 


interface fastethernet 4/6 
ms ip 
mpls label pretocel beth 


2 Non-Cisco routers | 
running only LDP |; 
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Provider Network 


When combining Cisco routers with equipment of other vendors, you may need to use standard 
LDP (MPLS). TDP (tag switching) can be replaced by LDP on point-to-point interfaces. 
However, you can also use both protocols on shared media if some devices do not support 
TDP. 


Label switching is more or less independent of the distribution protocol, so there should be no 


problem in mixing the two protocols. TDP and LDP are functionally very similar, and both 
populate the label information base (LIB) table. 
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Configuring a Label-Switching MTU 


mpls mtu 


Defaults 


This topic describes how to change the MTU size in label switching. 


Configuring a Label-Switching MTU 
; mT NN NT MN m mim mM Wl 


Router (config-if) # 


mpls mtu bytes 


Label switching increases the maximum MTU 


requirements on an interface, because of additional label 
header. 


¢ Interface MTU is automatically increased on WAN 
interfaces; IP MTU is automatically decreased on LAN 
interfaces. 
Label-switching MTU can be increased on LAN interfaces 
(resulting in jumbo frames) to prevent IP fragmentation. 


¢ The jumbo frames are not supported by all LAN switches. 
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To set the per-interface MTU for labeled packets, use the mpls mtu interface configuration 
command: 


= mpls mtu bytes 


= no mpls mtu 


Syntax Description 


Description 


Parameter 


MTU in bytes. 


The minimum MTU is 128 bytes. The maximum depends on the type of interface medium. 
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Configuring Label-Switching MTU (Cont.) 
Example 


I mi Wit MMM Cisco.com 


Jumbo frames have to be enabled Rak RE Lew eae aaa 
on the switch. set fort 1/4 jumbo enable 


ip cer 
interface serial 0/0 ig cat 
Sed 
eres interface fastethernet 0/0 
interface fastethernet 0/9 aple ip 
a ain 


mpl spls mtu 1512 
| 


mpls mea 1512 


MPLS MTU is increased to 1512 to support 1500-byte IP packets and MPLS 
stack up to three levels deep. 
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One way of preventing labeled packets from exceeding the maximum size (and being 
fragmented as a result) is to increase the MTU size of labeled packets for all segments in the 
label switched path (LSP) tunnel. The problem will typically occur on LAN switches, where it 
is more likely that a device does not support oversized packets (also called jumbo frames or, 
sometimes, giants or baby giants). Some devices support jumbo frames, and some need to be 
configured to support them. 


The MPLS MTU size is increased automatically on WAN interfaces and needs to be increased 
manually on LAN interfaces. 


The MPLS MTU size has to be increased on all LSRs attached to a LAN segment. 
Additionally, the LAN switches used to implement switched LAN segments need to be 
configured to support jumbo frames. No additional configuration is necessary for shared LAN 
segments implemented with hubs. 


A different approach is needed if a LAN switch does not support jumbo frames. The problem 
may be even worse for networks that do not allow ICMP MTU discovery messages to be 
forwarded to sources of packets and if the Don’t Fragment (DF) bit is strictly used. This 
situation can be encountered where firewalls are used. 
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Configuring IP TTL Propagation 


This topic discusses configuration of IP TTL propagation. 


Configuring IP TTL Propagation 
’ mi TTT TTT TTT 


Router (config) # 


no mpls ip propagate-ttl 


¢ By default, IP TTL is copied into the MPLS label at 
label imposition, and the MPLS label TTL is copied 
(back) into the IP TTL at label removal. 


¢ This command disables IP TTL and label TTL 
propagation. 
— TTL value of 255 is inserted in the label header. 


° The TTL propagation has to be disabled on ingress 
and egress edge LSRs. 
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mpls ip propagate-ttl 


To set the TTL value on output when the IP packets are being encapsulated in MPLS, use the 
mpls ip propagate-ttl command in privileged EXEC mode. To disable this feature, use the no 
form of this command: 


= mpls ip propagate-ttl 
= no mpls ip propagate-ttl 
Syntax Description 


This command has no optional keywords or arguments. 


Defaults 
The MPLS TTL value on packet output is set based on the IP TTL value on packet input. 
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Configuring IP TTL Propagation (Cont.) 
Example 


MONT OTT MOTT MOTT TT TTT TTT TT tg cocom | 


Cltrace C2 .cuat.com 

Tracie the route to C2,caqt.com 

l A.provides.net 44 maes 3G msec 32 mses 
2 B.provicer nek ‘fd caen 172 msec 120 ose 
3 C.provider.net 148 esen 156 masc 152 maec 


ae a4 C2.cust.com 60 csec * 141 mse= 


Provider Network 


The trace command executed on a customer router displays 
all provider routers in the path. 
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The figure illustrates typical traceroute behavior in an MPLS network. Because the label header 
of a labeled packet carries the TTL value from the original IP packet, the routers in the path can 
drop packets when the TTL is exceeded. Traceroute will therefore show all the routers in the 
path. This is the default behavior. 


In the example, router C1 is executing a trace command that results in this behavior: 


Step 1 The first packet is an IP packet with TTL=1. Router A decreases the TTL and drops 
the packet because it reaches 0. An ICMP TTL exceeded message is sent to the 
source. 


Step 2 The second packet sent is an IP packet with TTL=2. Router A decreases the TTL, 
labels the packet (the TTL from the IP header is copied into the label), and forwards 
the packet to router B. 


Step 3 Router B decreases the TTL value, drops the packet, and sends an ICMP TTL 
exceeded message to the source. 


Step 4 The third packet (TTL=3) experiences a similar processing to the previous packets, 
except that router C is not the one dropping the packet based on the TTL in the IP 
header. Router B, because of penultimate hop popping (PHP), previously removed 
the label, and the TTL was copied back to the IP header (or second label). 


The fourth packet (TTL=4) reaches the final destination, where the TTL of the IP packet is 
examined. 
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Configuring IP TTL Propagation (Cont.) 
Disabling IP TTL Propagation 
Example 


MONT MONT OTT TT TTT TT TTT ron Cisco.com 


Cl#trace C2.cust.com 

Tracing =be toate to C2.cust.com 
LA.provider.nmet 44 nsec 26 mesc 32 meec 
2 Cé.cust.ccm i3U osec * 181 mec 


Prowi No rk me pels i> propagate-ttl 


interface serial ¢/¢ 
wpla ip 


Agtreve C7, cust .ocon 
Tracing tre route & Gt. cust, com 
1 C2. cust .cca 180 msec 4 181 msec 


With TTL propagation disabled, the trace command displays only the 
ingress provider router (and sometimes the egress provider router.) 
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If TTL propagation is disabled, the TTL value is not copied into the label header. Instead, the 
label TTL field is set to 255. The probable result is that no router in the TTL field in the label 
header will be decreased to 0 inside the MPLS domain (unless there is a forwarding loop inside 
the MPLS network). 


If the traceroute command is used, ICMP replies are received only from those routers that see 
the real TTL stored in the IP header. 


In the example, router C1 is executing the traceroute command, but the core routers do not 
copy the TTL to and from the label. This situation results in the following behavior: 


Step 1 The first packet is an IP packet with TTL=1. Router A decreases the TTL, drops the 
packet, and sends an ICMP TTL exceeded message to the source. 


Step 2 The second packet is an IP packet with TTL=2. Router A decreases the TTL, labels 
the packet, and sets the TTL to 255. 


Step 3 Router B decreases the TTL in the label to 254 and forwards a labeled packet with 
TTL set to 254. 


Step 4 Router C removes the label, decreases the IP TTL, and sends the packet to the next- 
hop router (C2). The packet has reached the final destination. 


Note The egress MPLS router may, in some cases, be seen in the trace printout, for example, if 
the route toward C2 is carried in BGP, not in the Interior Gateway Protocol (IGP). 
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Configuring IP TTL Propagation (Cont.) 
Extended Options 


mn NNT TMI 
mT NNT TN 


Router (config}# 


no mpls ip propagate-ttl [forwarded | local] 


° Selectively disables IP TTL propagation for: 


— Forwarded traffic (traceroute does not work for 
transit traffic labeled by this router) 


— Local traffic (traceroute does not work from the 
router but works for transit traffic labeled by this 
router) 
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mpls ip propagate-ttl 


Use the mpls ip propagate-ttl command to control generation of the TTL field in the label 
when the label is first added to the IP packet. By default, this command is enabled, which 
means the TTL field is copied from the IP header and inserted into the MPLS label. This aspect 
allows a trace command to show all the hops in the network. 


To use a fixed TTL value (255) for the first label of the IP packet, use the no form of the mpls 
ip propagate-ttl command. This action hides the structure of the MPLS network from a trace 
command. Specify the types of packets to be hidden by using the forwarded and local 
arguments. Specifying no mpls ip propagate-ttl forwarded allows the structure of the MPLS 
network to be hidden from customers but not from the provider. This is the most common 
application of the command: 


= mpls ip propagate-ttl [forwarded | local] 
= no mpls ip propagate-ttl [forwarded | local] 


Syntax Description 


Parameter Description 


forwarded (Optional) Hides the structure of the MPLS network from a trace 
command only for forwarded packets. Prevents the trace 
command from showing the hops for forwarded packets. 


local (Optional) Hides the structure of the MPLS network from a trace 
command only for local packets. Prevents the trace command 
from showing the hops only for local packets. 


Defaults 


By default, this command is enabled. The TTL field is copied from the IP header. A trace 
command shows all the hops in the network. 
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Command Modes 


Global configuration 


Usage Guidelines 


By default, the mpls ip propagate-ttl command is enabled and the IP TTL value is copied to 
the MPLS TTL field during label imposition. To disable TTL propagation for all packets, use 
the no mpls ip propagate-ttl command. To disable TTL propagation only for forwarded 
packets, use the no mpls ip propagate-ttl forwarded command. This action allows the 
structure of the MPLS network to be hidden from customers, but not the provider. 


This feature supports the Internet Engineering Task Force (IETF) document ICMP Extensions 
for Multiprotocol Label Switching. 
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Configuring IP TTL Propagation (Cont.) 
Disabling IP TTL Propagation 
Example 


UOMO MOTTO OTA MOTT TAT OTT TTT Cisco.com 


Cl#trace C2. cust.com 

Tracing the route to C2.cust.cum 

1 A.provicer.met 44 ms2ca 36 msec 32 msec 
2 C2. cust.caom 180 nace * 181 mice 


. ip cef 
Provicer Network | no rpls ip pronagate-rvi 

imter£ace sexial 0/0 

tole ip 
Selective IP TTL = 

rapagation hides the Aftrace C2.cust com 

Pp # ga Tracing the route te CZ, cust.com 
provider network from the L S.provacer.met 164 msec i32 msec 126 msec 
customer but still allows 2 C.provicer net 146 msec 155 msec 152 msec 
troubleshooting. 32 C?, cust com 180 m3ec * 181 rsec 
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The third option for TTL propagation is the no mpls ip propagate-ttl forwarded command. 

Typically, a service provider likes to hide the backbone network from outside users but allow 

inside traceroute to work for easier troubleshooting of the network. 

This goal can be achieved by disabling TTL propagation for forwarded packets only: 

m= Ifa packet originates in the router, the real TTL value is copied into the label TTL. 

m If the packet is received through an interface, the TTL field in a label is assigned a value of 
255. 


The result is that someone using traceroute on a router will see all the backbone routers. Others 
will see only edge routers. 


The opposite behavior can be achieved by using the no mpls ip propagate-ttl local command, 
although this is not usually desired. 
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Conditional Label Distribution 


This topic discusses configuring conditional label distribution. 


Conditional Label Distribution 
Configuration 


Router (config) # 


mpls ldp advertise-labels [for access-list-number [to aln]] 


¢ By default, labels for all destinations are announced to all 
LDP or TDP neighbors. 


° This command enables you to selectively advertise some 
labels to some LDP or TDP neighbors. 


¢ Conditional label advertisement works only over frame- 
mode interfaces. 


° Parameters: 


— for aceess-lis-numle-—The IP access control list (ACL) that selects 
the destinations for which the labels will be generated 


— to sc¢e8s2-list-rimbei—tThe IP ACL that selects the TDP neighbors 
that will receive the labels 


© 2003, Cisco Systems, Inc. All rights reserved. 


MPLS v2.0—3-16 


mpls Idp advertise-labels 


To control the distribution of locally assigned (incoming) labels by means of LDP, use the 
mpls Idp advertise-labels command in global configuration mode. This command is used to 
control which labels are advertised to which LDP neighbors. To prevent the distribution of 
locally assigned labels, use the no form of this command: 


= mopls Idp advertise-labels [for prefix-access-list [to peer-access-list]] 


= no mpls Idp advertise-labels [for prefix-access-list [to peer-access-list]] 


Syntax Description 


Parameter Description 


for access-list number _ | (Optional) Specifies which destinations should have their labels 
advertised. 


to access-list number (Optional) Specifies which LSR neighbors should receive label 
advertisements. A label switch router (LSR) is identified by its 


router ID, which consists of the first four bytes of its six-byte LDP 
identifier. 
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Conditional Label Distribution Configuration (Cont.) 
Example 


The customer is already running IP infrastructure. 
MPLS is needed only to support MPLS VPN 
services; 


e Labels should be generated only for loopback interfaces 
(BGP next hops) of all routers. 


¢ All loopback interfaces are in one contiguous address 
block (192.168.254.0/24). 
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The example here describes where conditional label advertising can be used. The existing 
network still performs normal IP routing, but the MPLS LSP tunnel between the loopback 
interfaces of the LSR routers is needed to enable MPLS Virtual Private Network (VPN) 
functionality. 


Using one contiguous block of IP addresses for loopbacks on provider edge (PE) routers can 
simplify the configuration of conditional advertising. 


3-32 Implementing Cisco MPLS (MPLS) v2.0 Copyright © 2003, Cisco Systems, Inc. 


Conditional Label Distribution 
Configuration (Cont.) | 
AM 


¢ Step 1—Enable CEF and label switching. 


ip cef 

! 

interface serial 0/0 
mpls ip 

! 

interface serial 0/1 
mpls ip 

! 


interface ethernet 1/0 
mpls ip 
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In the first step, CEF switching and MPLS have to be enabled on all core interfaces. The MPLS 
MTU size may be adjusted on the LAN interfaces. 
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Conditional Label Distribution 
Configuration (Cont. 


all WT WT TT] Till 
mil Wit | Hh | 


¢ Step 2— Enable conditional label advertisement. 


! 

! Disable default advertisment mechanism 
! 

no mpls ldp advertise-labels 

! 

! Configure conditional advertisments 

! 

mpls ldp advertise-labels for 90 to 91 

! 

access-list 90 permit 192.168.254.0 0.0.0.255 
access-list 91 permit any 
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In the second step, disable label propagation and enable conditional label advertising. Within 
the mpls Idp advertise-labels command, specify the neighbors to which the labels are to be 
sent and the networks for which the labels are to be advertised. 


In the example, the labels for all networks permitted by access list 90 are sent to all neighbors 
matched by access list 91 (in this example, that would be all TDP or LDP neighbors). 
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Configuring Frame-Mode MPLS on Switched 
WAN Media 


This topic discusses the configuration of frame-mode MPLS on switched WAN media. 


Configuring Frame-Mode MPLS on 
Switched WAN Media 
nll NM WM 


Why: 

¢ Run MPLS over ATM networks that do not support MPLS 
° Potential first phase in ATM network migration 

How: 


¢ Configure MPLS over ATM point-to-point subinterfaces on 
the routers 


When an underlying ATM infrastructure that does not support cell-mode MPLS is used, MPLS 
can still be used across point-to-point permanent virtual circuits (PVCs). The MPLS 
configuration is equal to that on any other Layer 2 media. 


This activity could be the first phase of an ATM network migration. 
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Configuring Frame-Mode MPLS on Switched WAN 
Media (Cont.) 


MPLS over ATM Forum PVCs 
WOT TOA ATT ATTY ATT TTT 


TDP or LDP Session 


e Routers view the ATM PVC as a frame-mode MPLS interface. 
¢ TDP or LDP is run between the adjacent routers. 

e Many LSPs can be established over one ATM PVC. 

¢ The ATM network is not aware of MPLS between the routers. 
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If frame-mode MPLS on an ATM interface is enabled, TDP or LDP neighbor relationships are 
established between the two PVC endpoint routers and not with the attached ATM switch. 


Labeling of packets happens at the process level (in software), while segmentation and 
reassembly happen on the interface (in hardware), regardless of the type of packet. 


Switching is performed based on the virtual path identifier/virtual channel identifier (VPI/VCI) 


value in the ATM header that is used for this particular PVC, and is not related to Layer 3 IP 
information. 
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Configuring Frame-Mode MPLS on Switched WAN 
Media (Cont.) 


MPLS over ATM Forum PVCs (Cont.) 
UMNO MOTT MOTT MATT TTT TTT Cisco.com 


TDP or LDP Session 


ATM Switch 
Non-MPLS ATM Network 


interface atm 0/0.2 noint—to-point 
pve 1/33 

ip unnumbered lccpback O 

mpls ip 


¢ Create a point-to-point ATM subinterface. 
¢ Configure ATM PVC on the subinterface. 
¢ Start label switching and LDP or TDP on the interface. 
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Configuring frame-mode MPLS on an ATM interface involves using the same commands as 
described previously. 


The ATM parameters are not related to MPLS, because the labeled traffic is using a standard 
ATM Forum point-to-point PVC. 


Copyright © 2003, Cisco Systems, Inc. Frame-Mode and Cell-Mode MPLS Implementation on Cisco IOS Platforms 3-37 


Configuring Frame-Mode MPLS on Switched WAN 
Media (Cont.) 


MPLS over Frame Relay Networks 
11 Cieco.com 


TDP or LDP Session 


Frame Relay DLCI 


Frame Relay Network 


interface serial 1/0.3 point-to-point 
frame-relay interface-dlei 202 

ip unnumbered loopback 0 

mpis ap 


¢ Create a point-to-point or multipoint Frame Relay subinterface. 
¢ Configure Frame Relay DLCI on the subinterface. 
¢ Start label switching and LDP or TDP on the interface. 
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Enabling MPLS on a Frame Relay PVC, also called a data-link connection identifier, or DLCI, 
is no different from doing so on any other point-to-point media. 


Routers insert a label between the frame and the IP header. The TDP or LDP session is 
established between the two IP endpoints connected through a Frame Relay network. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


° Two mandatory steps are needed to enable MPLS. 


e Use mpls ip or tag-switching ip to enable MPLS (interface 
level). 

° Label switching increases maximum MTU size on an 
interface. 

¢ TTL propagation must be disabled on ingress and egress 
edge LSRs. 

¢ Conditional label advertisement works only on frame-mode 
interfaces. 


¢ When frame-mode MPLS on an ATM interface is enabled, 
LDP relationships are established between the PVC 
endpoints and not with the attached ATM switch. 
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References 


For additional information, refer to this resource: 


m= Search www.cisco.com for further information regarding the topics covered in this lesson. 
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Quiz 


3-40 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


Implementing Cisco MPLS (MPLS) v2.0 


If IP TTL propagation is allowed what is the value that is placed in the MPLS header? 


A) 0 

B) 1 

C) 254 

D) 255 

The MPLS MTU is increased to to support 1500-byte IP packets and 


MPLS stacks up to three levels deep. 

Which of the following is the correct command to enable MPLS in Cisco IOS 
software? 

A) Router#mpls ip 

B) Router>mpls ip 

C) Router(config)#mpls ip 

D) Router(config-if}#mpls ip 

Which of the following is NOT a mandatory step to enable MPLS? 

A) enable CEF switching 

B) label the pool configuration 

C) configure the MTU size for labeled packets 

D) configure LDP (or TDP) on every interface that will run MPLS 

To specify which neighbors would selectively receive label advertisements, what 
would need to be configured? 

A) controlled label distribution 

B) conditional label distribution 

C) unsolicited label distribution 

D) All neighbors will receive all labels. 


If frame-mode MPLS is run on ATM interfaces, LDP or LDP neighbor relationships 
are established between the routers. 
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Quiz Answer Key 


Ql) D 
Relates to: Configuring IP TTL Propagation 


Q2) 1512 
Relates to: Configuring a Label-Switching MTU 
Q3) D 
Relates to: Configuring MPLS on a Frame-Mode Interface 
Q4) Cc 
Relates to: MPLS Configuration Tasks 
Q5) B 


Relates to: Conditional Label Distribution 


Q6) = PVC endpoint routers 
Relates to: Configuring Frame-Mode MPLS on Switched WAN Media 
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Monitoring Frame-Mode MPLS 
on Cisco IOS Platforms 


Overview 


This lesson covers the procedures for monitoring MPLS on Cisco IOS platforms by listing the 
syntax and parameter descriptions; looking at interfaces, neighbor nodes, and LIB and label 
forwarding information base (LFIB) tables; and outlining the usage guidelines for the 
commands. The lesson also looks at common frame-mode MPLS symptoms and issues. 


Relevance 


It is very important to know what commands you can use to verify correct operation of MPLS 
in the network. The information here will help you when you encounter problems with frame- 
mode interfaces that have MPLS running in the network. 


Objectives 
This lesson describes how to use monitoring commands in frame-mode MPLS on Cisco IOS 
platforms. 
Upon completing this lesson, you will be able to: 
= Describe and use the basic MPLS monitoring commands 
m Describe and use the commands to monitor LDP 
= Describe and use the commands to monitor label switching 


™ Describe and use the commands to debug MPLS and LDP 


Learner Skills and Knowledge 


To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


= Successful completion of the “Configuring Frame-Mode MPLS on Cisco IOS platforms” 
lesson of this module 


Outline 
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This lesson includes these topics: 


Overview 

MPLS Monitoring Commands 
LDP Monitoring Commands 
Monitoring Label Switching 
Debugging MPLS and LDP 
Summary 

Quiz 
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MPLS Monitoring Commands 


This topic describes the basic commands that are used to monitor MPLS. 


MPLS Monitoring Commands 
alll TTT TTT TTT | 


Router# 


show mpls ldp parameters 


¢ Displays LDP parameters on the local router 


Router# 


show mpls interfaces 


¢ Displays MPLS status on individual interfaces 


Router# 


show mpls ldp discovery 


¢ Displays all discovered LDP neighbors 
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show mpls Idp parameters 


To display available LDP parameters, use the show mpls ldp parameters command in 
privileged EXEC mode: 


= show mpls Idp parameters 


show mpls interfaces 


To display information about one or more interfaces that have the MPLS feature enabled, use 
the show mpls interfaces command in EXEC mode: 


= show mpls interfaces [interface] [detail] 


Syntax Description 


Parameter Description 

interface (Optional) The interface about which to display MPLS 
information. 

detail (Optional) Displays information in long form. 


show mpls Idp discovery 


To display the status of the LDP discovery process (Hello protocol), use the show mpls Idp 
discovery command in privileged EXEC mode. This command displays all MPLS-enabled 
interfaces and the neighbors that are present on the interfaces. 
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MPLS Monitoring Commands (Cont.) 
show mpls Idp parameters 


mM WM MM SN SN SIN) INIT Cieco.com 


Router#show mpls ldp parameters 

Protocol version: 1 

Downstream label pool: min label: 16; max label: 
100000 
[Configured: min label: 1000; max label: 1999] 


Session hold time: 180 sec; keep alive interval: 60 
sec 

Discovery hello: holdtime: 15 sec; interval: 5 sec 

Discovery targeted hello: holdtime: 180 sec; interval: 
5 sec 

Downstream on Demand max hop count: 255 

TDP for targeted sessions 

LDP initial/maximum backoff: 15/120 sec 

LDP loop detection: off 
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show mpls Idp parameters 


To display available LDP parameters, use the show mpls ldp parameters command in 
privileged EXEC mode: 


= show mpls Idp parameters 


Syntax Description 
This command has no arguments or keywords. 
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The following table describes the significant fields in the display. 


Field 


Protocol version 


Description 


Indicates the version of LDP running on the platform. 


Downstream label pool 


Describes the range of labels available for the platform to assign 
for label-switching purposes. The available labels range from the 
smallest value (min label) to the largest label value (max label), 
with a modest number of labels at the low end of the range 
(reserved labels), reserved for diagnostic purposes. 


Session hold time 


Indicates the time that an LDP session is to be maintained with 
an LDP peer without receiving LDP traffic or an LDP keepalive 
message from the peer. 


Keepalive interval 


Indicates the interval of time between consecutive transmissions 
of LDP keepalive messages to an LDP peer. 


Discovery hello 


Indicates the amount of time to remember that a neighbor 
platform wants an LDP session without receiving an LDP hello 
message from the neighbor (hold time), and the time interval 
between the transmissions of consecutive LDP hello messages to 
neighbors (interval). 


Discovery targeted hello 


Indicates the amount of time to remember that a neighbor 
platform wants an LDP session when one of the following occurs: 


«The neighbor platform is not directly connected to the router. 


"The neighbor platform has not sent an LDP hello message. 
This intervening interval is known as hold time. 


Also indicates the time interval between the transmissions of 
consecutive hello messages to a neighbor not directly connected 
to the router. 


LDP for targeted sessions 


Reports the parameters that have been set by the show mpls 
atm-Idp bindings command. 


LDP initial/maximum backoff 


Reports the parameters that have been set by the mpls Idp 
backoff command. 
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MPLS Monitoring Commands (Cont.) 


show mpls interfaces 
UIT UONMTT TOTTNNTTONTTT 


Router#show mpls interfaces [interface] [detail] 


Interface Serial0/0: 
IP labeling enabled (ldp) 
LSP Tunnel labeling enabled 
Tag Frame Relay Transport tagging not enabled 
Tagging operational 
Fast Switching Vectors: 
IP to MPLS Fast Switching Vector 
MPLS Turbo Vector 
MTU = 1500 
Interface Serial0/3: 
IP labeling enabled (ldp) 
LSP Tunnel labeling not enabled 
Tag Frame Relay Transport tagging not enabled 
Tagging operational 
Fast Switching Vectors: 
IP to MPLS Fast Feature Switching Vector 
MPLS Feature Vector 
MTU = 1500 


The show mpls interfaces command will show only those interfaces on which MPLS has been 
configured. 


show mpls interfaces 


To display information about one or more or all interfaces that are configured for label 
switching, use the show mpls interfaces command in privileged EXEC mode: 


m= show mpls interfaces [all] 


Syntax Description 


Parameter Description 


interface (Optional) Defines the interface about which to display label- 
switching information. 


detail (Optional) Displays detailed label-switching information for the 
specified interface. 


The following table describes the significant fields in the display. 


Field Description 

Interface Interface name. 

IP “Yes” if IP label switching (sometimes called hop-by-hop label 
switching) has been enabled on this interface. 

Tunnel “Yes” if LSP tunnel labeling has been enabled on this interface. 

Tagging operational Operational state. “Yes” if labeled packets can be sent over this 


interface. Labeled packets can be sent over an interface if an 
MPLS protocol is configured on the interface and required Layer 
2 negotiations have occurred. 
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MPLS Monitoring Commands (Cont.) 


show mpls Idp discovery 
mM I TTT TOT TOT TINT 


Router#, show mpls ldp discovery 
Local LDP Identifier: 
192.168.3.102:0 
Discovery Sources: 
Interfaces: 
Serial1/0.1(ldp): xmit/recv 
LDP Id: 192.168.3.101:0 
Serial1/0.2(ldp): xmit/recv 
LDP Id: 192.168.3.100:0 
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show mpls Idp discovery 


To display the status of the LDP discovery process, use the show mpls Idp discovery 
command in privileged EXEC mode. This command generates a list of interfaces over which 
the LDP discovery process is running: 


= show mpls Idp discovery [vrf vpn-name] 


= show mpls Idp discovery [all] 


Syntax Description 


Parameter Description 


vrf vpn-name (Optional) Displays the neighbor discovery information for the 
specified VPN routing or forwarding instance (vpn-name). 


all (Optional) When the all keyword is specified alone in this 
command, the command displays LDP discovery information for 
all VPNs, including those in the default routing domain. 
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3-50 


The following table describes the significant fields in the display. 


Field 


Local LDP Identifier 


Description 


The LDP identifier for the local router. An LDP identifier is a 6- 
byte construct displayed in the form “IP address:number.” 


By convention, the first four bytes of the LDP identifier constitute 
the router ID; integers, starting with 0, constitute the final two 
bytes of the IP address: number construct. 


Interfaces 


Lists the interfaces that are engaging in LDP discovery activity, 
described here: 


a The xmit field — Indicates that the interface is transmitting LDP 
discovery hello packets. 


a The recv field — Indicates that the interface is receiving LDP 
discovery hello packets. 


a The (Idp) or (tdp) field — Indicates the label distribution protocol 
configured for the interface. 


The LDP (or TDP) identifiers indicate LDP (or TDP) neighbors 
discovered on the interface. 


Targeted Hellos 


Lists the platforms to which targeted Hello messages are being 
sent, described here: 


a The xmit, recv, and (Idp) or (tdp) fields are as described for the 
Interfaces field. 


a The active field indicates that this LSR has initiated targeted 
hello messages. 


u The passive field indicates that the neighbor LSR has initiated 
targeted hello messages and that this LSR is configured to 
respond to the targeted hello messages from the neighbor. 


Note The entry for a given target platform may indicate both active and passive. 
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LDP Monitoring Commands 


This topic describes the commands used to monitor LDP. 


LDP Monitoring Commands 
alll MM NT ITT 


Router# 


show mpls ldp neighbor 


¢ Displays individual LDP neighbors 


Router# 


show mpls ldp neighbor detail 


¢ Displays more details about LDP neighbors 


Router# 


show mpls ldp bindings 


¢ Displays label information base (LIB) 
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show mpls Idp neighbor 


To display the status of LDP sessions, use the show mpls Idp neighbor command in privileged 
EXEC mode: 


m= show mpls ldp neighbor [vrf vpn-name] [address] [interface] [detail] 
= show mpls Idp neighbor [all] 


Syntax Description 


Parameter Description 

vrf vpn-name (Optional) Displays the LDP neighbors for the specified VPN 
routing or forwarding instance (vpn-name). 

address (Optional) Identifies the neighbor with this IP address. 

interface (Optional) Defines the LDP neighbors accessible over this 
interface. 

detail (Optional) Displays information in long form. 

all (Optional) When the all keyword is specified alone in this 


command, the command displays LDP neighbor information for 
all VPNs, including those in the default routing domain. 
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show mpls Idp bindings 


3-52 


To display the contents of the LIB, use the show mpls Idp bindings command in privileged 


EXEC mode. 


= show mpls Idp bindings [network {mask | length} [longer-prefixes]] 
[local-label abel [-Jabel]] [remote-label /abel [-label]] [neighbor address] [local] 


Syntax Description 


Parameter 


vrf vpn-name 


Description 


(Optional) Displays the label bindings for the specified VPN routing or 
forwarding instance (vpn-name). 


network (Optional) Defines the destination network number. 
mask (Optional) Specifies the network mask, written as A.B.C.D. 
length (Optional) Specifies the mask length (1 to 32 characters). 


longer-prefixes 


(Optional) Selects any prefix that matches mask with a length from 1 to 
32 characters. 


local-label /abel-label 


(Optional) Displays entries matching local label values. Use the /abel- 
label argument to indicate the label range. 


remote-label /abel-label 


(Optional) Displays entries matching the label values assigned by a 
neighbor router. Use the /abel-labe/ argument to indicate the label 
range. 


neighbor address 


(Optional) Displays the label bindings assigned by the selected 
neighbor. 


local 


(Optional) Displays the local label bindings. 
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LDP Monitoring Commands (Cont.) 
show mpls Idp neighbor detail 
4 mM TMNT 


Router#: show mpls ldp neighbor detail 
Peer LDP Ident: 192.168.3.100:0; Local LDP Ident 192.168.3.102:0 
TCP connection: 192.168.3.100.646 - 192.168.3.102.11000 
State: Oper; Msgs sent/rcvd: 3117/3112; Downstream; 
Last TIB rev sent2 
Up time: 2w4d; UID: 4; Peer Id 0; 


LDP discovery sources: 
Serial0/0; Src IP addr: 130.0.0.2 
holdtime: 15000 ms, hello interval: 5000 ms 
Addresses bound to peer LDP Ident: 
192.168.3.10 192.168.3.14 192.168.3.100 
Peer holdtime: 180000 ms; KA interval: 60000 ms; Peer 
state: estab 
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The status of the LDP (TDP) session is indicated by “State: Oper” (operational). 


show mpls Idp neighbor 


To display the status of LDP sessions, issue the show mpls Idp neighbor command in 
privileged EXEC mode: 


= show mpls Idp neighbor [vrf vpn-name] [address] [interface] [detail] 
= show mpls Idp neighbor [all] 


Usage Guidelines 


The show mpls Idp neighbor command can provide information about all LDP neighbors, or 
the information can be limited to the following: 


@ Neighbor with specific IP address 


= LDP neighbors known to be accessible over a specific interface 
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The following table describes the significant fields in the display. 


Field Description 

Peer LDP Ident LDP identifier of the neighbor (peer) for this session. 

Local LDP Ident LDP identifier for the local LSR for this session. 

TCP connection TCP connection used to support the LDP session, shown in the 


following format: 
= peer IP address.peer port 


a local IP address.local port 


State State of the LDP session. Generally, this is “Oper” (operational), 
but “transient” is another possible state. 


Msgs sent/rcvd Number of LDP messages sent to and received from the session 
peer. The count includes the transmission and receipt of periodic 
keepalive messages, which are required for maintenance of the 
LDP session. 


Downstream on demand Indicates that the downstream-on-demand method of label 
distribution is being used for this LDP session. When the 
downstream-on-demand method is used, an LSR advertises its 
locally assigned (incoming) labels to its LDP peer only when the 
peer requests them. 


Downstream Indicates that the downstream method of label distribution is 
being used for this LDP session. When the downstream method 
is used, an LSR advertises all of its locally assigned (incoming) 
labels to its LDP peer (subject to any configured access list 


restrictions). 

Up time Length of time that the LDP session has existed. 

LDP discovery sources Source(s) of LDP discovery activity that led to the establishment 
of this LDP session. 

Addresses bound to peer LDP Known interface addresses of the LDP session peer. These are 

Ident addresses that might appear as next-hop addresses in the local 
routing table. They are used to maintain the LFIB. 

Peer holdtime Displays the time that it takes to remove the relationship if no 
keepalives are received within this period. 

KA interval Displays the keepalive interval. 

Peer state Shows the status of the neighbor relationship. 
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LDP Monitoring Commands (Cont.) 
show mpls Idp bindings 
ml WM TT TM 


10.102.0.0/16, rev 29 
local binding: 


10.211.0.7/32, rev 32 
local binding: 


10.220.0.7/32, rev 33 
local binding: 
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show mpls Idp bindings 


Router#; Show mpls ldp bindings 


label: 26 


remote binding: lsr: 172.27.32.29:0, label: 


label: 27 


remote binding: lsr: 172.27.32.29:0, label: 


label: 28 


remote binding: lsr: 172.27.32.29:0, label: 
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To display the contents of the LIB, use the show mpls ldp bindings command in privileged 


EXEC mode: 


m= show mpls Idp bindings [vrf vpn-name] [network {mask | length} [longer-prefixes]] 
[local-label /abel [-label]] [remote-label Jabel [-/abel]] [neighbor address] [local] 


Syntax Description 


Parameter 


vrf vpn-name 


Description 


(Optional) Displays the label bindings for the specified VPN 
routing or forwarding instance (vpn-name). 


network (Optional) Defines the destination network number. 
mask (Optional) Specifies the network mask, written as A.B.C.D. 
length (Optional) Specifies the mask length (1 to 32 characters). 


longer-prefixes 


(Optional) Selects any prefix that matches mask with a length 
from 1 to 32 characters. 


local-label /abel-label 


(Optional) Displays entries matching local label values. Use the 
label-label argument to indicate the label range. 


remote-label /abel-label 


(Optional) Displays entries matching the label values assigned 
by a neighbor router. Use the /abel-label argument to indicate the 
label range. 


neighbor address 


(Optional) Displays the label bindings assigned by the selected 
neighbor. 


local 


(Optional) Displays the local label bindings. 


Copyright © 2003, Cisco Systems, Inc. Frame-Mode and Cell-Mode MPLS Implementation on Cisco IOS Platforms 3-55 


Usage Guidelines 


The show mpls Idp bindings command displays label bindings learned by the LDP or TDP. 


Examples 


The following sample output from the show mpls ldp bindings command displays the contents 
of the entire LIB. 


Routerl#show mpls ldp bindings 
10.92.0.0/16, rev 28 


local binding: label: 


remote binding: lsr: 172.27.32.29:0, label: imp-null 


10.102.0.0/16, rev 29 


local binding: label: 


remote binding: lsr: 172.27.32.29:0, label: 26 


10.105.0.0/16, rev 30 


local binding: label: 


remote binding: lsr: 172.27.32.29:0, label: imp-null 


10.205.0.0/16, rev 31 


local binding: label: 


remote binding: lsr: 172.27.32.29:0, label: imp-null 


10.211.0.7/32, rev 32 


local binding: label: 


remote binding: lsr: 172.27.32.29:0, label: 28 


10.220.0.7/32, rev 33 


local binding: label: 


remote binding: lsr: 172.27.32.29:0, label: 29 


99.101.0.0/16, rev 35 


local binding: label: 


remote binding: lsr: 172.27.32.29:0, label: imp-null 


100.101.0.0/16, rev 36 


local binding: label: 


remote binding: lsr: 172.27.32.29:0, label: imp-null 


171.69.204.0/24, rev 37 


local binding: label: 


remote binding: lsr: 172.27.32.29:0, label: imp-null 


172.27.32.0/22, rev 38 


local binding: label: 


remote binding: lsr: 172.27.32.29:0, label: imp-null 


210.10.0.0/16, rev 39 


local binding: label: 
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Monitoring Label Switching 


This topic discusses commands used to monitor the LFIB and CEF tables. 


Monitoring Label Switching 
a MTT TTT TTT | 


Router# 


show mpls forwarding-table 


¢ Displays contents of LFIB 


Router# 


show ip cef detail 


¢ Displays label(s) attached to a packet during label 
imposition on edge LSR 
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show mpls forwarding-table 


To display the contents of the MPLS LFIB, use the show mpls forwarding-table command in 
privileged EXEC mode: 


m= show mpls forwarding-table [ {network {mask | length} | labels label [-label]| interface 
interface | next-hop address | Isp-tunnel [tunnel-id]} ] [detail] 
show ip cef 


To display entries in the FIB that are unresolved or to display a summary of the FIB, use this 
form of the show ip cef in privileged EXEC mode: 


m= show ip cef [unresolved | summary] 

To display specific entries in the FIB based on IP address information, use this form of the 
show ip cef in privileged EXEC mode: 

m= show ip cef [network [mask [longer-prefix]]] [detail] 

To display specific entries in the FIB based on interface information, use this form of the show 
ip cef in privileged EXEC mode: 

m= = show ip cef [type number] [detail] 


Copyright © 2003, Cisco Systems, Inc. Frame-Mode and Cell-Mode MPLS Implementation on Cisco IOS Platforms 3-57 


Monitoring Label Switching (Cont.) 


show mpls forwarding-t 
AUNT TOMATO NTT TT 


Router# show mpls forwarding-table ? 
A.B.C.D Destination prefix 
detail Detailed information 
interface Match outgoing interface 
labels Match label values 
lsp-tunnel LSP Tunnel id 
next-hop Match next hop neighbor 
vrt Show entries for a VPN 

Routing/Forwarding instance 

| Output modifiers 
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show mpls forwarding-table 


To display the contents of the MPLS LFIB, use the show mpls forwarding-table command in 
privileged EXEC mode: 


m= show mpls forwarding-table [ {network {mask | length} | labels label [-label]| interface 
interface | next-hop address | Isp-tunnel [tunnel-id]}] [detail] 
Syntax Description 
Parameter Description 
network (Optional) Destination network number. 
mask IP address of destination mask whose entry is to be shown. 
length Number of bits in mask of destination. 
labels /abel-label (Optional) Shows only entries with specified local labels. 
interface interface (Optional) Shows only entries with specified outgoing interface. 
next-hop address een Shows only entries with specified neighbor as next 
op. 
Isp-tunnel tunne!-id (Optional) Shows only entries with specified LSP tunnel, or all 
LSP tunnel entries. 
detail (Optional) Displays information in long form (includes length of 
encapsulation, length of MAC string, MTU, and all labels). 
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Examples 


The following is a sample output from the show mpls forwarding table command. 


Router#show mpls forwarding-table 


Local Outgoing Prefix Bytes 
tag Outgoing Next Hop 
tag tag or VC or Tunnel Id switched interface 
26 Untagged 10.253.0.0/16 0 
Et4/0/0 172.27.232.6 
28 1/33 10.15.0.0/16 0 
ATO/0.1 point2point 
29 Pop tag 10.91.0.0/16 0 
Hs5/0 point2point 

1/36 10.91.0.0/16 0 
ATO/0.1 point2point 
30 32 10.250.0.97/32 0 
Et4/0/2 10.92.0.7 

32 10.250.0.97/32 0 
Hs5/0 point2point 
34 26 10.77.0.0/24 0 
Et4/0/2 point 2point 

26 10.77.0.0/24 0 
Hs5/0 point 2point 
35 Untagged [T] 10.100.100.101/32 0 
Tul point 2point 
36 Pop tag 168.1.0.0/16 0 
Hs5/0 point 2point 

1/37 168.1.0.0/16 0 
ATO/0.1 point2point 

[T] = Forwarding through a LSP tunnel. 
Note View additional tagging information with the detail option. 
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Monitoring Label Switching (Cont.) 
show mpls forwarding-table detail 


MUNIN MONAT TOTTI NTT OTMTTT TTT 


Router# show mpls forwarding-table detail 
Local Outgoing Prefix Bytes tag Outgoing Next Hop 
tag tag or vc or Tunnel Id switched interface 
70 Pop tag 192.168.3.3/32 0 Se0/0 
MAC/Encaps=4/4, MTU=1504, Tag Stack{} 
OF008847 
No output feature configured 
Per-packet load-sharing 
71 Pop tag 192.168.3.4/32 0 Se0/0 
MAC/Encaps=4/4, MTU=1504, Tag Stack{} 
OF008847 
No output feature configured 
Per-packet load-sharing 


point2point 


point2point 
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The following table describes the significant fields in the display. 


Field Description 
Local tag Label assigned by this router. 
Outgoing tag or VC Label assigned by next hop, or VPI/VCI used to get to next hop. 


Some of the entries that you can specify in this column are as 
follows: 


a [T]: Forwarding is through an LSP tunnel. 


mu untagged: There is no label for the destination from the next 
hop, or label switching is not enabled on the outgoing 
interface. 


= Pop tag: The next hop advertised an implicit NULL label for 
the destination, and this router popped the top label. 


Prefix or Tunnel ID 


Address or tunnel to which packets with this label are going. 


Bytes tag switched 


Number of bytes switched with this incoming label. 


Outgoing interface 


Interface through which packets with this label are sent. 


Next Hop IP address of neighbor that assigned the outgoing label. 

MAC/Encaps Length in bytes of Layer 2 header, and length in bytes of packet 
encapsulation, including Layer 2 header and label header. 

MTU Maximum transmission unit of labeled packet. 

Tag Stack All the outgoing labels. If the outgoing interface is transmission 
convergence-ATM (TC-ATM), the virtual circuit descriptor (VCD) 
is also shown. 

00020900 00002000 The actual encapsulation in hexadecimal form. There is a space 


shown between Layer 2 and the label header. 
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Monitoring Label Switching (Cont.) 
show ip cef detail 
ul] m 


Router#; show ip cef 192.168.20.0 detail 
192.168.20.0/24, version 23, cached adjacency to Serial1/0.2 
0 packets, 0 bytes 
tag information set 
local tag: 33 
tag rewrite with Sel/0.2, point2point, tags imposed: {32} 
via 192.168.3.10, Serial1/0.2, 0 dependencies 
next hop 192.168.3.10, Serial1/0.2 
valid adjacency 
tag rewrite with Sel/0.2, point2point, tags imposed: {32} 
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show ip cef detail 


To display detailed FIB entry information for all FIB entries, use the show ip cef detail 
command in privileged EXEC mode: 


m= show ip cef [type number] [detail] 


Syntax Description 


Parameter Description 

unresolved (Optional) Displays unresolved FIB entries. 

summary (Optional) Displays summary of the FIB. 

network (Optional) Displays the FIB entry for the specified destination 
network. 

mask (Optional) Displays the FIB entry for the specified destination 
network and mask. 

longer-prefix (Optional) Displays FIB entries for all more specific destinations. 

detail (Optional) Displays detailed FIB entry information. 

type number oe) Interface type and number for which to display FIB 
entries. 


Usage Guidelines 


The show ip cef command without any keywords or arguments shows a brief display of all FIB 
entries. 


The show ip cef detail command shows detailed FIB entry information for all FIB entries. 
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Debugging MPLS and LDP 


This topic describes commands that are used to debug MPLS and LDP. 


Debugging MPLS and LDP 
TTT TTT TTT TMT 


mM WM NM Cigco.com 


Router# 


debug mpls ldp ... 


¢ Debugs TDP adjacencies, session establishment, 
and label bindings exchange 


Router# 


debug mpls 1fib ... 


¢ Debugs LFIB events: label creations, removals, 
rewrite and so on 


Router# 


debug mpls packets [ interface ] 


¢ Debugs labeled packets switched by the router 
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A large number of debug commands are associated with MPLS on Cisco IOS platforms. The 
debug mpls Idp set of commands debug various aspects of LDP protocol, from label 
distribution to exchange of the application-layer data between adjacent LDP-speaking routers. 


The debug mpls Ifib set of commands display LFIB-related events (allocation of new labels, 
removal of labels, and so on). 


The debug mpls packets command displays all labeled packets switched by the router (through 
the specified interface). 


Use this command with care because it generates output for every packet processed. 
Furthermore, enabling this command causes fast and distributed label switching to be disabled 
for the selected interfaces. To avoid adversely affecting other system activity, use this 
command only when traffic on the network is at a minimum. 


debug mpls packets 


To display labeled packets switched by the host router, use the debug mpls packets in 
privileged EXEC mode. To disable debugging output, use the no form of this command: 


= debug mpls packets [interface] 
= no debug mpls packets [interface] 
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Syntax Description 


Field Description 

Hs0/0 The identifier for the interface on which the packet was received 
or transmitted. 

Recvd Packet received. 

Xmit Packet transmitted. 

CoS Class of service field from the packet label header. 

TTL Time-to-live field from the packet label header. 

(no tag) Last label popped off the packet and transmitted unlabeled. 

Tag(s) A list of labels on the packet, ordered from the top of the stack to 
the bottom. 


Copyright © 2003, Cisco Systems, Inc. Frame-Mode and Cell-Mode MPLS Implementation on Cisco IOS Platforms 3-63 


Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


¢ The show mpls interfaces command will show only 
those interfaces that have had mpls enabled. 


¢ Use show mpls Idp bindings display the LIB table. 


e Use show mpls forwarding-table to display the LFIB 
table. 


¢ Use debug mpls packets with care because it causes 
fast and distributed switching to be disabled. 
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References 


For additional information, refer to this resource: 


m Search www.cisco.com for additional resources covering the topics discussed in this lesson. 


3-64 Implementing Cisco MPLS (MPLS) v2.0 Copyright © 2003, Cisco Systems, Inc. 


Quiz 
Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 
Q1) Which command is used to display information about the LDP hello protocol? 
A) show ip cef 
B) show mpls Idp parameters 
C) show lIdp forwarding-table 
D) show mpls Idp discovery 


Q2) Which command is used to display the contents of the LIB table? 
A) show mpls Idp labels 
B) show mpls Idp bindings 
C) show mpls Idp neighbors 
D) show mpls forwarding-table 


Q3) Which command is used to display the contents of the LFIB table? 
A) show mpls Idp labels 
B) show mpls Idp bindings 
C) show mpls Idp neighbors 
D) show mpls forwarding-table 
Q4) ~=—~ Which of the following commands would NOT be used to debug MPLS or LDP? 
A) debug mpls Idp 
B) debug mpls lIfib 
C) debug mpls packets 
D) debug mpls Idp neighbors 
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Quiz Answer Key 


Ql) D 

Relates to: MPLS Monitoring Commands 
Q2) B 

Relates to: LDP Monitoring Commands 
Q3) =D 

Relates to: Monitoring Label Switching 
Q4) =D 


Relates to: Debugging MPLS and LDP 
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Troubleshooting Frame-Mode 
MPLS on Cisco IOS Platforms 


Overview 


This lesson looks at some of the common problem issues that arise in MPLS networks. For 
each issue discussed, there is a recommended troubleshooting procedure to resolve the issue. 


Relevance 


It is very important to know what commands that you can use to verify correct operation of 
MPLS in the network. The information here will help you when you encounter problems with 
frame-mode interfaces that have MPLS running in the network. 


Objectives 
This lesson describes how to troubleshoot frame-mode MPLS problems on Cisco IOS 
platforms. 
Upon completing this lesson, you will be able to: 
m= Identify the common problem issues that are found in MPLS 
m= Identify and troubleshoot session startup issues 
m= Identify and troubleshoot label allocation issues 
= Identify and troubleshoot label distribution issues 
m= Identify and troubleshoot packet labeling issues 
= Identify and troubleshoot intermittent MPLS failures after interface failure 


m= Identify and troubleshoot packet propagation issues 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


Outline 
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Successful completion of the “Monitoring Frame-Mode MPLS on Cisco IOS Platforms” 


lesson of this module 


This lesson includes these topics: 


Overview 

Common Frame-Mode MPLS Issues 

LDP Session Startup Issues 

Label Allocation Issues 

Label Distribution Issues 

Packet-Labeling Issues 

Intermittent MPLS Failures After Interface Failure 
Packet Propagation Issues 

Summary 

Quiz 
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Common Frame-Mode MPLS Issues 


This topic describes some of the common frame-mode issues that arise in MPLS networks. 


Symptoms of Common Frame-Mode 
MPLS Issues 


LDP session does not start. 
Labels are not allocated. 
Labels are not distributed. 


° Packets are not labeled although the labels have 
been distributed. 


MPLS intermittently breaks after an interface 
failure. 


> Large packets are not propagated across the 
network. 
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A number of common issues can be encountered while you are troubleshooting a frame-mode 
MPLS network: 


The LDP session does not start. 
The LDP session starts, but the labels are not allocated or distributed. 
Labels are allocated and distributed, but the forwarded packets are not labeled. 


MPLS stops working intermittently after an interface failure, even on interfaces totally 
unrelated to the failed interface. 


Large IP packets are not propagated across the MPLS backbone even though they were 
successfully propagated across the pure IP backbone. 


The following topics describe each of these issues and provide recommended steps for 
troubleshooting them. 
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LDP Session Startup Issues 


This topic describes LDP session startup issues found in MPLS networks. 


| LDP Session Startup Issues 


PONT TIAN TOTTI TNT TOOT ONT TTT Cieco.com 


Symptom 
¢ LDP neighbors are not discovered. 
— show mpls Idp discovery does not display expected LDP neighbors 


Diagnosis 

¢ MPLS is not enabled on the adjacent router. 
Verification 

¢ Verify with show mpls interface on the adjacent router. 
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Diagnosis: If MPLS is enabled on an interface, but no neighbors are discovered, it is likely that 
MPLS is not enabled on the neighbor. 


The router is sending discovery messages, but the neighbor is not replying because it does not 
have LDP enabled. 


Solution: Enable MPLS on the neighboring router. 
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LDP Session Startup Issues (Cont.) 


TT NTN TTT TNT TTT 


Symptom 
e LDP neighbors are not discovered. 
Diagnosis 


¢ Label distribution protocol mismatch—TDP on one end, 
LDP on the other end. 


Verification 
¢ Verify with show mpls interface detail on both routers. 
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Diagnosis: Another possibility is that the neighbor has a different label distribution protocol 
enabled on the interface. 

Solution: Use one of the following solutions: 

m™ Change the label distribution protocol on this end. 

m™ Change the label distribution protocol on the other end. 

m= Enable both label distribution protocols on this end. 

= Enable both label distribution protocols on the other end. 
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LDP Session Startup 


ee TT ATT AT 


Issues (Cont.) 
moO 


Symptom 
¢ LDP neighbors are not discovered. 
Diagnosis 


¢ Packet filter drops LDP neighbor discovery packets. 


Verification 
¢ Verify access list presence with show ip interface. 
¢ Verify access list contents with show access-list. 
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Diagnosis: MPLS configurations match on both ends, but the session still does not get 
established. Check whether there are any input access lists that deny discovery messages. 


Solution: Remove or change the access list to allow User Datagram Protocol (UDP) packets 
with source and destination port number 646 (711 for TDP). 


Make sure that the access list also allows TCP to and from port 646 (711 for TDP). 
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LDP Session Startup Issues (Cont.) 
alll | 


Symptom 


¢ LDP neighbors are discovered; LDP session is not 
established. 


— show Idp neighbor does not display a neighbor in Oper state. 


Diagnosis 


¢ Connectivity between loopback interfaces is broken— 
LDP session is usually established between loopback 
interfaces of adjacent LSRs. 


Verification 
° Verify connectivity with extended ping command. 
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Diagnosis: LDP neighbors are exchanging hello packets, but the LDP session is never 
established. 


Solution: Check the reachability of the loopback interfaces, because they are typically used to 


establish the LDP session. Make sure that the loopback addresses are exchanged via the IGP 
used in the network. 
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Label Allocation Issues 


This topic describes issues that could arise in the allocation of labels in MPLS networks. 


| Label Allocation Issues 


MONOTT UNNI ATTN UOT ATTN TTT Cigco.com 


Symptom 


e Labels are not allocated for local routes. 
— show mpls forwarding-table does not display any labels 


Diagnosis 

° CEF is not enabled. 
Verification 

° Verify with show ip cef. 
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Diagnosis: Labels are not allocated for any or some of the local routes. Use the show ip cef 
command to verify whether CEF switching is enabled on all MPLS-enabled interfaces. 


Solution: Enable CEF switching by using the ip cef command in global configuration mode or 
the ip route-cache cef command in interface mode. 
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Label Distribution Issues 


This topic describes issues that could arise in the distribution of labels in MPLS networks. 


Label Distribution Issues 
TTT 
Symptom 
° Labels are allocated, but not distributed. 


— show mpls Idp bindings on adjacent LSR does not display labels 
from this LSR. 


Diagnosis 


¢ Problems with conditional label distribution. 
Verification 


¢ Debug label distribution with debug mpls Idp 
advertisement. 


¢ Examine the neighbor LDP router IP address with 
show mpls Idp discovery. 


° Verify that the neighbor LDP router IP address is matched 
by the access list specified in the mpls advertise 
command. 
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Symptom: Labels are generated for local routes but are not received on neighboring routers. 


Solution: Check whether conditional label advertising is enabled and verify both access lists 
that are used with the command. 
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Packet-Labeling Issues 


This topic describes issues that can arise in packet labeling in MPLS networks. 


Packet Labeling Issues 


MONTY VONMTN TNT MONT TOOT OTT TOTTI Cigco.com 


Symptom 
° Labels are distributed, but packets are not labeled. 
— show interface statistic does not show labeled packets being sent 


Diagnosis 
¢ CEF is not enabled on input interface (potentially due to 
conflicting feature being configured). 


Verification 
° Verify with show cef interface. 
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Symptom: Labels exist, but packets are not labeled. 


Solution: Enable CEF switching by using the ip route-cache cef interface command and make 
sure that there is no feature enabled on the interface that is not supported in combination with 
CEF switching. Verify whether CEF is enabled on an individual interface with the show cef 
interface command. 
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Packet Labeling Issues (Cont.) 


show cef interface 
MOO WTO TTT 


ml 


Router#show cef interface 
Serial1/0.1 is up (if_number 15) 
Internet address is 192.168.3.5/30 
ICMP redirects are always sent 
Per packet loadbalancing is disabled 
IP unicast RPF check is disabled 
Inbound access list is not set 
Outbound access list is not set 
IP policy routing is disabled 
Interface is marked as point to point interface 
Hardware idb is Seriall1/0 
Fast switching type 5, interface type 64 
IP CEF switching enabled 
IP CEF VPN Fast switching turbo vector 
Input fast flags 0x1000, Output fast flags 0x0 
ifindex 3 (3) 
Slot 1 Slot unit 0 vc -1 
Transmit limit accumulator 0x0 (0x0) 
IP MTU 1500 
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show cef interface 


The show cef interface command is used to display CEF interface information. This command 
is executed in privileged EXEC mode: 


m= show cef interface type number [detail] 


Syntax Description 


Parameter Description 

type number Interface number and number about which to display CEF-related 
information. 

detail (Optional) Displays detailed CEF information for the specified 
interface port number. 


Usage Guidelines 


This command is available on routers that have route processor (RP) cards and line cards. 
The detail keyword displays more CEF information for the specified interface. 


You can use this command to show the CEF state on an individual interface. 


Copyright © 2003, Cisco Systems, Inc. Frame-Mode and Cell-Mode MPLS Implementation on Cisco IOS Platforms 3-77 


3-78 


The following table describes the significant fields in the display. 


Field 


interface type number is {up | 
down} 


Description 


Indicates status of the interface. 


Internet address 


Internet address of the interface. 


ICMP redirects are {always sent | 
never sent} 


Indicates how packet forwarding is configured. 


Per-packet load balancing 


Status of load balancing in use on the interface (enabled or 
disabled). 


Inbound access list {# | Not set} 


Number of access lists defined for the interface. 


Outbound access list 


Number of access lists defined for the interface. 


Hardware idb is type number 


Interface type and number configured. 


Fast switching type 


Used for troubleshooting; indicates switching mode in use. 


IP Distributed CEF switching 
{enabled | disabled} 


Indicates the switching path used. 


Slot n Slot unit n 


The slot number. 


Transmit line accumulator 


Indicates the maximum number of packets allowed in the transmit 
queue. 


IP MTU 


The value of the MTU size set on the interface. 
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Intermittent MPLS Failures After Interface Failure 


This topic describes intermittent issues that can arise after an interface failure in MPLS 
networks. 


Intermittent MPLS Failures After 
Interface Failure — 


Symptom 


¢ Overall MPLS connectivity in a router intermittently 
breaks after an interface failure. 


Diagnosis 


¢ IP address of a physical interface is used for LDP (or 
TDP) identifier. Configure a loopback interface on the 
router. 


Verification 
¢ Verify local LDP identifier with show mpls Idp neighbors. 
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Symptom: MPLS connectivity is established, labels are exchanged, and packets are labeled 
and forwarded. However, an interface failure can sporadically stop an MPLS operation on 
unrelated interfaces in the same router. 


Details: LDP sessions are established between IP addresses that correspond to the LDP LSR 
identifier. The LDP LSR identifier is assigned using the algorithm that is also used to assign an 
Open Shortest Path First (OSPF) or a BGP router identifier. 


This algorithm selects the highest IP address of an active interface if there are no loopback 
interfaces configured on the router. If that interface fails, the LDP LSR identifier is lost and the 
TCP session carrying the LDP data is torn down, resulting in loss of all neighbor-assigned label 
information. 


The symptom can be easily verified with the show mpls ldp neighbors command, which 
displays the local and remote LSR identifiers. Verify that both of these IP addresses are 


associated with a loopback interface. 


Solution: Configure a loopback interface on the LSR. 


Note The LDP LSR identifier will change only after the router is reloaded. 
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Packet Propagation Issues 


This topic describes possible packet propagation issues in an MPLS network. 


Packet Propagation Issues 
ml 


FUT WOTTON TNT MOON TOOT OTT Cigco.com 


Symptom 
¢ Large packets are not propagated across the network. 
— extended ping with varying packet sizes fails for packet sizes close to 1500 


¢ In some cases, MPLS might work, but MPLS VPN will fail. 


Diagnosis 


¢ Label MTU issues or switches that do not support jumbo 
frames in the forwarding path. 


Verification 


e Issue the traceroute command thru the forwarding path; 
identify all LAN segments in the path. 


¢ Verify label MTU setting on routers attached to LAN segments. 
¢ Check for low-end switches in the transit path. 
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Symptom: Packets are labeled and sent, but they are not received on the neighboring router. A 
LAN switch between the adjacent MPLS-enabled routers may drop the packets if it does not 
support jumbo frames. 


Solution: Change the MPLS MTU size, taking into account the maximum number of labels 
that may appear in a packet. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


¢ Several common issues that arise in MPLS networks 


¢ If no neighbors are discovered ensure MPLS is enabled on 
the neighbor and ensure that label distribution protocol is 
the same between adjacent routers 


¢ CEF needs to be enabled for MPLS to function properly 


If using conditional label advertisement ensure access- 
lists have correct IP addresses 


e Ensure there are no conflicts between CEF and any other 
configured features — could cause packets not to 
be labeled 


e Use loopback IP addresses and not a configured interface 
IP address 


References 


For additional information, refer to this resource: 


m= Search www.cisco.com for additional resources covering the topics discussed in this lesson. 
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Quiz 
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Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 
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Which two of the following would cause an LDP (or TDP) session not to be established 
between two LSRs? (Choose two.) 


A) 
B) 
C) 
D) 


an access list that allows TCP/UDP port number 646 
an access list that allows TCP/UDP port number 711 
an access list that does not allow TCP/UDP port number 646 
an access list that does not allow TCP/UDP port number 711 


Which command is issued to troubleshoot label allocation issues? 


A) 
B) 
C) 
D) 


show cef 
show Ifib 
show ip cef 


show mpls lfib 


Which command is issued to see if labels are being distributed from the local LSR? 


A) 
B) 
C) 
D) 


show mpls Idp lib on the local router 
show mpls Idp lib on the remote router 
show mpls Idp bindings on the local router 


show mpls Idp bindings on the remote router 


Which of the following is correct? 


A) 
B) 
C) 
D) 


router>show cef interface 
router#show cef interface 
router(config)#show cef interface 


router(config-router))#show cef interface 


To reduce the chances of having intermittent MPLS failures because of an interface 
failing, a address should be configured. 


A LAN switch is in the network path between two LSRs. It has been discovered that 
large packets are not being propagated across the network. The most possible cause 
would be which of the following: 


A) 
B) 
C) 
D) 


The precedence bit has not been set in the MPLS label. 

The TTL has not been set correctly to address this issue. 

The MTU size has not been set correctly to address this issue. 
This is not a legal configuration. LSRs must be directly connected. 
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Quiz Answer Key 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


C,D 


Relates to: 


Cc 


Relates to: 


D 


Relates to: 


B 


Relates to: 


loopback 


Relates to: 


Cc 


Relates to: 


Copyright © 2003, Cisco Systems, Inc. 


LDP Session Startup Issues 


Label Allocation Issues 


Label Distribution Issues 


Packet-Labeling Issues 


Intermittent MPLS Failures After Interface Failure 


Packet Propagation Issues 
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Configuring LC-ATM MPLS 


Overview 


This lesson explains how to configure MPLS on router label—controlled ATM (LC-ATM) 
interfaces and Cisco IOS software-based ATM switches. It presents configuration tasks, syntax 
definitions, and example configurations. 


Relevance 


It is important to understand the differences between frame-based MPLS configuration and 
cell-based MPLS configuration. This lesson will explain some issues regarding the two 
technologies and, in particular, how they relate to cell-based MPLS. 


Objectives 
This lesson describes how to configure LC-ATM MPLS Cisco IOS platforms. 


Upon completing this lesson, you will be able to: 


m= Describe the configuration tasks for MPLS on LC-ATM interfacesDescribe how to 
configure an LC-ATM interface on a routerDescribe how to configure an LC-ATM 
interface on a Catalyst ATM switchDescribe basic LC-ATM configuration between a 
router and a Catalyst ATM switch 


= Describe what additional LC-ATM parameters can be configured 


™ Describe how to perform the configuration to disable VC merge Learner Skills 
and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


= Successful completion of the “Troubleshooting Frame-Mode MPLS on Cisco IOS 
Platforms” lesson of this module 


Outline 
This lesson includes these topics: 
= Overview 
= Configuration Tasks for MPLS on LC-ATM Interfaces 
= Configuring an LC-ATM Interface on a Router 
™ Configuring an LC-ATM Interface on a Catalyst ATM Switch 
m™ Basic LC-ATM Configuration 
= Configuring Additional LC-ATM Parameters 
= Disabling VC Merge 
= Summary 


= Quiz 
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Configuration Tasks for MPLS on LC-ATM 


Interfaces 
This topic lists the configuration tasks for configuring MPLS on LC-ATM interfaces. 


Configuration Tasks for MPLS on 
LC-ATM Interfaces 
ANT TTT TTT 


¢ Configuration tasks on routers: 
— Create an LC-ATM subinterface 
— Enable LDP on the subinterface 
¢ Configuration tasks on Catalyst 8510 and Catalyst 
8540 ATM switches: 
— Configure MPLS on the ATM interface 


¢ Configure additional LC-ATM parameters 


Configuration of cell-mode MPLS differs from configuration of frame-mode MPLS. An 
additional command specifies the type of subinterface that is to be used. 


Instead of enabling a point-to-point or multipoint connection, you set the interface to MPLS 
mode (this approach enables cell-mode MPLS instead of the default frame-mode). 


When the ATM subinterface type is specified, use the MPLS configuration commands to 


enable MPLS on the interface. MPLS type (cell-mode versus frame-mode) is determined from 
the type of subinterface. 


Note On ATM switches, there is no need for an additional command because these switches run 
only cell-mode MPLS. 
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Configuring an LC-ATM Interface on a Router 


This topic describes how to configure an LC-ATM interface on a router. 


Configuring an LC-ATM Interface on a 
Router 


INTONNT TITTY Cigco.com 


Router (config) # 


interface atm number.sub-number mp1l1s 


¢ Creates an LC-ATM subinterface. 


° By default, this subinterface uses VC 0/32 for label 
control protocols and VP=1 for label allocation. 


Router (config-if) # 


mpls ip 
mpls label protocol [ldp | tdp | both] 


¢« Enables MPLS on an LC-ATM subinterface 
¢ Starts LDP on an LC-ATM subinterface 


On Cisco IOS platform routers, subinterfaces are typically used. Use the mpls keyword to 
specify the type of subinterface when you are entering interface configuration mode. This 
command specifies that cell-mode MPLS should be used instead of frame-mode (which is the 
default). 


Use the mpls ip command in configuration mode to enable MPLS. 


After the mpls ip command is issued, the router creates the control virtual circuit with 
VPI/VCI=0/32 to establish an IP adjacency with the directly connected ATM switch. This 
virtual circuit is used for LDP and the routing protocol used in the network. 


Optionally, the label distribution protocol can be changed. By default, Cisco routers use TDP. 
There should be no need to enable both LDP and TDP, because there is only one device on the 
other side of the link. 


To enable MPLS forwarding of IPv4 packets, along normally routed paths for a particular 
interface, use the mpls ip command in interface configuration mode. To disable this feature, 
use the no form of this command: 


= mpls ip 


= no mpls ip 
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mpls label protocol [tdp | Idp | both] 


To specify the label distribution protocol to be used on a given interface, use the mpls label 
protocol command in interface configuration mode. To disable this feature, use the no form of 
this command: 


= mpls label protocol [Idp | tdp | both] 
= no mpls label protocol [Idp | tdp | both] 


Syntax Description 


Parameter Description 

Idp Specifies use of LDP on the interface. 

tdp Specifies use of TDP on the interface. 

both Specifies use of both label distribution protocols on the interface. 


Defaults 
TDP is the default protocol. 
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Configuring an LC-ATM Interface on a Catalyst 
ATM Switch 


This topic explains how to configure an LC-ATM interface on an ATM switch. 


Configuring an LC-ATM Interface on a 
Catalyst ATM Switch 


Router (config) # 


interface atm number 
mpls ip 
mpls label protocol [ldp | tdp | both] 


¢ Enables LC-ATM control on an ATM interface 
° Starts LDP on the interface 
¢ Default control VC=0/32, label allocation uses VPI=1 


Use these commands to enable MPLS on an interface of a Catalyst ATM switch. Cell-mode 
MPLS is implied. Enabling both distribution protocols can be useful in a mixed environment 
when the supported protocol for every device connected to the switch does not need to be 
determined. 


When the LDP or TDP adjacency is established (over virtual circuit 0/32), the devices start 
negotiating label switched controlled virtual circuits (LVCs). By default, all LVCs use VPI 
value of 1. 

mpls ip 


To enable MPLS forwarding of IPv4 packets along normally routed paths for a particular 
interface, use the mpls ip command in interface configuration mode. To disable this feature, 
use the no form of this command: 


= mpls ip 


= no mpls ip 


mpls label protocol [tdp | Idp | both] 


To specify the label distribution protocol to be used on a given interface, use the mpls label 
protocol command in interface configuration mode. To disable this feature, use the no form of 
this command: 


= mpls label protocol [Idp | tdp | both] 
= no mpls label protocol [Idp | tdp | both] 


3-90 Implementing Cisco MPLS (MPLS) v2.0 Copyright © 2003, Cisco Systems, Inc. 


Syntax Description 


Parameter Description 

Idp Specifies use of LDP on the interface. 

tdp Specifies use of TDP on the interface. 

both Specifies use of both label distribution protocols on the interface. 
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Basic LC-ATM Configuration 


This topic describes the basic steps of configuring MPLS between a router and a switch. 


Basic LC-ATM Configuration 


LU Cleco.com 


Ss 
MPLS-Enabled ATM Network 


interlace atm 0/1/3 
mpls ip 
ip unnumbered Leopbhack D 


ip cet 
! 
interface atm 0/0.2 mpls 


mpls ip 
ip unnumbered Loopback |: 
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To enable cell-mode MPLS between a router and a switch, ensure that the router uses the 
MPLS type for the subinterface. 


For successful establishment of a label distribution session, both devices need to use the same 
protocol: LDP (or TDP). 


Both devices should use the same parameters for the control virtual circuit (VPI/VCI=0/32). 
There should be an intersection between the proposed ranges of VPI and VCI values. 


By default, all Cisco devices use a VPI value of 1 for dynamically established LVCs. 


Additionally, Cisco routers require CEF switching to enable MPLS. 
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Configuring Additional LC-ATM Parameters 


This topic describes additional LC-ATM parameters that can be configured. 


Configuring Additional LC-ATM Parameters 
wil Ton | 


Cisco.com 
Router (config-if) # 


mpls atm control-ve vpi vci 


¢ Configures control virtual circuit between LC-ATM peers. 
° Default value is 0/32. 


° The setting has to match between LC-ATM peers. 


Router (config-if) # 


mpls atm vpi start-vpi [- end-vpi] 


¢ Configures the virtual path values that can be used for 
label allocation. 


¢ Default value is 1-1 (only virtual path value 1 is used). 


e LC-ATM peers need at least some overlapping virtual 
path values to start a TDP or LDP session. 
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Use the mpls atm control-ve command to change the default VPI and VCI numbers used for 


the control VC. Use the mpls atm vpi command to change the default VPI values for the 
LVCs. 


mpls atm control-vc 


To configure VPI and VCI to be used for the initial link to the label-switching peer device, use 
the mpls atm control-ve command in interface configuration mode. The initial link is used to 


establish the LDP session and to carry non-IP traffic. To clear the interface configuration, use 
the no form of this command: 


= mpls atm control-ve vpi vci 


= no mpls atm control-ve vpi vci 


Syntax Description 


Parameter Description 
vpi Virtual path identifier. 
vei Virtual channel identifier. 


Defaults 


If the subinterface has not changed to a virtual path tunnel, the default is 0/32. If the 
subinterface corresponds to the virtual path tunnel VPI x, the default is x/32. 
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mpls atm vpi 


To configure the range of values to be used in the VPI field for LVCs, use the mpls atm vpi 
command in interface configuration mode. To clear the interface configuration, use the no form 
of this command: 


= = mpls atm vpi vpi [- vpi] 


= no mpls atm vpi vpi [- vpi] 


Syntax Description 


Parameter Description 
vpi Virtual path identifier (low end of range). 
- vpi (Optional) Virtual path identifier (high end of range). 


Defaults 
The default is 1-1. 
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Configuring Additional LC-ATM 


Parameters (Cont.) 
WOOO ONT TTT TANT TTT TT TTT TET Cisco.com | 


MPLS-Enabled ATM Network 


interface atm 0/1/33 

mpls ip 

interface ata 0/0.2 mple mple atm vpi 5-6 

mpls ip Mpls ata control-ve 5 32 

mpls atm vpi ip unnumbered Loopback 0 

maples ate control-ve 5 32 H 

ip unnussewred Loouback 0 interface leopback 0 

! ip sddress 1.6.0.2 255.255.255.255 
1 


ip cef 
' 


interfans loopback 0 
55 


ip address 1.0.0.1 255.255.755.255 router ospt 1 
' 


network 1.0.0.2 0.9.9.0 area 0 


router nant 1 
netvork 1.0.9.1 6.9.0.0 area 0 
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The example shows how to change the default VPI range from 1-1 to 5-6. The control virtual 
circuit can also use the VPI value used for LVCs. 


In this example, the control virtual circuit is using VPI=5 and VCI=32. Note that the values 
must match on each neighbor. 
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Configuring Additional LC-ATM 


Parameters (Cont.) 
ENT TONMTT TTT TONNTT 


Router (config) # 


no mpls ldp atm vc-merge 


e VC merge is enabled by default on all ATM 
switches that support the VC merge functionality. 


¢ This command disables VC merge. 


Router (config) # 


mpls ldp maxhops max-hops 


¢ This command configures the maximum-hops 
value for downstream-on-demand LDP loop 
detection. 


mpls Idp atm vc-merge 


To control whether the VC merge (multipoint-to-point) capability is supported for unicast 


LVCs, use the mpls Idp atm ve-merge command in global configuration mode. To disable this 
feature, use the no form of this command: 


= moplsIdp atm vce-merge 


= no mpls ldp atm ve-merge 


Usage Guidelines 


A large ATM network using cell-mode MPLS may experience the problem of having too many 
LVCs. MPLS itself is very similar to ATM, but it normally merges multiple sources into one 
destination (label). This is an unusual situation for ATM and can cause mixing of cells 
belonging to different packets. The end device that needs to reassemble the cells into a packet is 


not able to differentiate between cells, because they use the same VPI/VCI value pair. There are 
two solutions: 


™ Create a distinct label for every source-destination pair (may require a large number of 
LVCs). 


= Merge multiple sources to use the same destination label, by buffering the incoming cells in 
the ATM switch and forwarding them when the complete frame has been assembled. This 
option is called VC merge. 


VC merge is enabled by default on all devices that support it, and must be explicitly disabled if 
it is not desired. 


Note The ATM switch that does the VC merge function buffers the entire ATM adaptation layer 5 
(AAL5) frame as the individual cells are received and then forwards them contiguously, 
without mixing cells. The end device, therefore, has no problem reassembling each 
individual frame correctly. The drawback of using VC merge is the increased store-and- 
forward delay incurred by the ATM switch. 
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mpls Idp maxhops 


To limit the number of hops permitted in an LSP established by the downstream-on-demand 
method of label distribution, use the mpls ldp maxhops command in global configuration 
mode. To disable this feature, use the no form of this command: 


= mpls ldp maxhops number 


= no mpls ldp maxhops 


Syntax Description 


Parameter Description 


Number from 1 to 255, inclusive, that defines the maximum-hop 
count. The default is 254. 


number 


Usage Guidelines 


When an ATM LSR initiates a request for a label binding, it sets the hop-count value in the 
label request message to 1. Subsequent ATM LSRs along the path to the edge of the ATM 
label-switching region increment the hop count before forwarding the label request message to 
the next hop. 


When an ATM LSR receives a label request message, it does not send a label-mapping 
message in response, nor does it propagate the request to the destination next hop if the hop in 
the request equals or exceeds the maximum-hops value. Instead, the ATM LSR returns an error 
message that specifies that the maximum allowable hop count has been reached. This threshold 
is used to prevent forwarding loops in the setting up of LSPs across an ATM region. 
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Disabling VC Merge 


This topic describes the configuration needed to disable VC merge. 


Disabling VC Merge 


LU Cleco.com 


no mpls idp atm vo-merqe 


no mpls idp atm vc-merge |- 


¢ VC merge is enabled by default on switches supporting it. 


¢ VC merge prevents interleaving of cells toward a common 
destination when they traverse the ATM network. 


e VC merge has to be disabled to allow cell interleaving. 
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The VC merge feature is enabled by default on all switches that support it. If the feature is not 
required (that is, small network, different line speeds, buffering not desired), it can be disabled. 


Disabling VC merge results in the ability to interleave cells, but an LVC must be created for 
every source-destination pair. 


3-98 Implementing Cisco MPLS (MPLS) v2.0 Copyright © 2003, Cisco Systems, Inc. 


Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


¢ To run MPLS on an LC-ATM router a subinterface needs to 
be created. 


e On LC-ATM routers use the mpls keyword to specify the 
type of subinterface when you are entering interface 
configuration mode. This command specifies that cell- 
mode MPLS should be used. 


¢« Use the command interface atm number on a Cisco 
Catalyst switch. 


¢ The default VPI/VCI value is 0/32. 


¢ Disabling VC merge (which is enabled by default) allows 
cells to be interleaved. 


References 


For additional information, refer to this resource: 


m= Search www.cisco.com for additional references for the topics covered in this lesson. 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 


found in the Quiz Answer Key. 

Ql) A must be created on an LC-ATM router to support MPLS. 
Q2) On Cisco IOS platform routers, mode MPLS is the default. 
Q3) By default, all LVCs use which VPI value? 


Q4) 


Q5) 


Q6) 


A) 0 
B) 1 
Cc) 32 
D) 100 


For successful establishment of a label distribution session between an LC router and 
an ATM switch, both devices need to use the same of which item? 


A) IGP 
B) VRI/VDI 
C) subinterface number 


D) label distribution protocol 

Which command sets the threshold that will prevent forwarding loops in the setting up 

of label switch paths across an ATM region? 

A) mpls vpi 

B) mpls atm vpi 

C) mpls maxhops 

D) mpls Idp maxhops 

Which two statements are correct? (Choose two.)VC merge is enabled by default on all 
ATM switches. 

B) VC merge is disabled by default on all ATM switches. 


C) Disabling VC merge results in the ability to interleave cells, but an LVC must 
be created for every source-destination pair. 


D) Disabling VC merge results in the ability to interleave cells, but an LVC will 
NOT be created for every source-destination pair. 


3-100 Implementing Cisco MPLS (MPLS) v2.0 Copyright © 2003, Cisco Systems, Inc. 


Quiz Answer Key 
Ql) __ subinterface 
Relates to: Configuration Tasks for MPLS on LC-ATM Interfaces 


Q2) _frame- 
Relates to: Configuring an LC-ATM Interface on a Router 
Q3) 8B 
Relates to: Configuring an LC-ATM Interface on a Catalyst ATM Switch 
Q4) D 
Relates to: Basic LC-ATM Configuration 
Q5) OD 


Relates to: Configuring Additional LC-ATM Parameters 


Q6) A,c 
Relates to: Disabling VC Merge 
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Configuring LC-ATM MPLS 
over ATM Virtual Path 


Overview 


This lesson explains what ATM Virtual Path (ATM VP) is and why it might be used. Also, the 
configuration of ATM VP for both routers and switches is covered in this lesson. 


Relevance 


This lesson explains what to do when an MPLS network must travel across an ATM network 
that does not support MPLS. This situation is somewhat typical when you are migrating from a 
standard ATM network to an IP+ATM network, or when the need arises to connect sites across 
a public ATM network. 


Objectives 
This lesson describes how to configure LC-ATM MPLS over ATM VP. 


Upon completing this lesson, you will be able to: 


Describe ATM Virtual Path 

Describe ATM Virtual Path usages 

Describe how to configure MPLS over ATM Virtual Path for switches 
Describe how to configure MPLS over ATM Virtual Path for routers 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


Successful completion of the “Configuring LC-ATM MPLS” lesson of this module 


Outline 
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This lesson includes these topics: 


Overview 

Introduction to ATM Virtual Path 

ATM Virtual Path Usages 

Configuring MPLS over ATM Virtual Path—Switches 
Configuring MPLS over ATM Virtual Path—Routers 
Summary 

Quiz 
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Introduction to ATM Virtual Path 


This topic introduces ATM VP. 


Introduction to ATM Virtual Path 


e ATM VP was designed to establish switch-to- 
switch connectivity between parts of a private 
ATM network over a public ATM network. 


° The same concept can be used to link two LC- 
ATM domains across a public network. 


¢ The public network switches all cells belonging 
to a path, and the ATM LSRs at each end of the 
path establish individual virtual circuits inside 
the path using LC-ATM procedures. 


A virtual path is a collection of virtual circuits with a common VPI. 


ATM switches forward cells based on the VPI value only (the VCI is ignored). This approach is 
useful if one or more switches in the network do not support MPLS. 


A static virtual path can be established between switches that support MPLS. They can 
establish a control virtual circuit across the virtual path and negotiate LVCs with the virtual 
path VPI used to set the label range. 


This solution is typically used when a public ATM network interconnects remote sites that use 
ATM switches. 
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ATM Virtual Path Usages 


This topic describes how ATM Virtual Path can be used. 


ATM Virtual Path Usages 
TTT TNT TTT TT 


ut Cleco.com 


¢ Connecting two LC-ATM domains across a 
public network: 


— ATM PVC can be used to link two routers. 


— ATM VP has to be used to link an ATM switch to 
another switch or a router. 


¢ Network migration toward IP+ATM: 


— Parts of the network already migrated can be linked 
with virtual paths during the transition period. 


There are two options available to enable two MPLS domains across a public ATM network: 


= Virtual circuit: Frame-mode MPLS has to be used because ATM switches in the path do 
not support MPLS. Only routers support frame-mode MPLS. Switches cannot use frame- 
mode MPLS and therefore cannot use virtual circuits. 


= Virtual path: Cell-mode MPLS can be used between routers or switches on both ends of 
the virtual path. 


Virtual paths can also be used in the migration when sites are being reconnected to MPLS- 
enabled switches. 


Virtual paths can be established from an MPLS-enabled switch to all devices connected to 
ATM switches that do not support MPLS. The network can then slowly be migrated toward 
IP+ATM without the need for an “overnight” full migration. 
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ATM Virtual Path Usages (Cont.) 
Example 


PWM NTT TTT TTT TTT Cisco.com 


MPLS data is sent in cells with ATM VP is created across the 
the VP value of the virtual path. sublic ATM network. 

Public ATM switches switch on 

VP value only. 


LOP Session 


“ 
Public ATM Network MPLS-Enabled Network 
The LOP session runs directly 
between endpoints of the virtual path. 


© 2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—3-6 


To enable cell-mode MPLS across a virtual path, the control virtual circuit should use the VPI 
of the virtual path. 


A router or a switch will then establish an adjacency with a router or a switch on the other end 
of the virtual path. 


It is mandatory that the same VPI be used on both ends of the path because the VPI value is 
part of the LDP virtual path range negotiation. 
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ATM Virtual Path Usages (Cont.) 
Scenarios 


These combinations are supported: 
—ATM switch to ATM switch 
—ATM switch to a router 


— Router to router (not advisable; use frame-mode 
MPLS over ATM PVC instead) 
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A virtual path can be used to connect any pair of devices across a public ATM network: 
= Switch to switch 
= Switch to router 


= Router to router (PVCs with frame-mode MPLS are usually used in this case) 
The first two options allow MPLS to run across a public ATM network. 


The third option can also be used, but it has no advantage over using frame-mode MPLS across 
PVCs. However, the router-to-router solution requires a reservation of a large number of virtual 
circuits (a virtual path carries 65,536 virtual circuits). 
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Configuring MPLS over ATM Virtual Path— 


Switches 
This topic shows how to configure MPLS over ATM VP for switches. 


Configuring MPLS over ATM Virtual 
__Path—Switches 


AUN TMT TT 


¢ ATM VP is configured on an ATM interface. 
¢ An MPLS-enabled subinterface is created. The virtual path 
number equals the subinterface number. 


¢ The virtual path number has to match between peers. 


' Confiqure LC-ATM MPLS over VP 17 
' 
interface atm 0/1/3 
atm pvp 17 
' 


interface atm 0/1/3.17 point-to-point 
ip unnumbered loopback 0 
mpls ip 
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In this example, a virtual path with a VPI of 17 is created. 


A subinterface is configured with the VPI number, which equals the subinterface number and 
has cell-mode MPLS functionality. 


Note The virtual path number has to match between peers. 
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Configuring MPLS over ATM Virtual 
Path—Switches (Cont.) 


MONON ONT MTT TAT TT TTT TTT TT 


| ' 
MPLS-Enabled Network || Public ATM Network || MPLS-Enabled Network 


interface am=n 0/1/21 
description MPLS row ter 
ple ip 
ap unnmumoered Loopback v 


anterface atm 31/1/43 
deeoriptian MPLS router 
mpie ip 
2p unmunberca loopback 
! 1 
anterface atm 1/0/] interface acm 2/0/32 
description Public ATH network descripticn Public ATH network 


ata pyp 35 ate pyp 35 
bY 
interface ace 0/0.35 posnt-to-point 


pls ip 
Ip unmmmeret Loophack 0 


‘ 

anterface atm 1/0.38 poirt-te-point 
npla ip 

‘fp unrunbared loephack C 
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This example shows the configuration of both MPLS-enabled ATM switches connected by a 
virtual path across a public ATM network. 


The VPI value has to be the same on the first and last hop in the path. The ATM provider can 
use any VPI on any other link. 


The example shows that the subinterface that is created, on both switches, has a subinterface 


number equal to the VPI number. 


Note The example does not change the parameters of the control virtual circuit. PVCs will need to 
be established for the control virtual circuit (0/32). 
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Configuring MPLS over ATM Virtual Path— 
Routers 
This topic shows how to configure MPLS over ATM VP for routers. 


Configuring MPLS over ATM Virtual 


Path—Routers 
Ce aT 


MPLS-Enabled Network 


Confsqure LO-ATy tag awitching ovar VP 17 


inverfare atm O/C... tag-awitching 
ap urtathered leepion 
agls lap ate com 
arls 14> stn vpi TT- 
aple ip 
¢ AnLC-ATM interface is created. 
° The ATM VPI value is set to the virtual path number. 
¢ The control virtual circuit needs to be established within the virtual path. 


¢ The virtual path number has to match between peers. 
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To simplify the provisioning of the connection across a public ATM network, you can also put 
the control virtual circuit into the virtual path. 


The example shows how to change the control virtual circuit to use the same VPI value used to 
establish the virtual path. 


If the public network is forwarding cells for VPI=17, then the control virtual circuit should be 
put into this virtual path (17/32) and the label range has to be set to use the same VPI value (17- 
17). 


Note The virtual path number has to match between peers. 
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Configuring MPLS over ATM Virtual 
Path—Routers (Cont.) 


MONON OTT TTT MONT 


I 
fMiPLS-Enabled Network | | Public ATM Network || MPLS-Enabled Network 


interface atm O/-/3 ip voef 

Gescriplion MPLS router LJ 

mpls ip interface am 5/9/0 

ip umusbered leopback 0 description Public ATM network 


interface ate 1/0/75 interfere atm F/0/0_1 taq-asuitching 
@eacription Pablic AIM network opls iz 

ata gvp 35 ip wwnusbered locpback O CO 

! opls ldp at vpi 35 

anterctace atm 0/0.35 poant-te-poant wpls idp am contreoli-ve 35 SZ 

zels ip 

ip unnumbered lcopback 9 
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When you connect a router and a switch through a virtual path, you need to set only the 
parameters for the control virtual circuit and the label range on the router. 


The router is unaware that the control virtual circuit is not terminated on the directly connected 


switch. The public ATM network simply forwards all cells based on the VPI value to the other 
endpoint, where an MPLS-enabled switch continues forwarding based on VPI and VCI values. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


¢ A virtual path is a collection of virtual circuits with a 
common virtual path identifier (VPI). 
° Two main usages for ATM Virtual Path: 
— Connecting two LC-ATM domains across a public network 
— Network migration toward IP+ATM 
¢ When you are configuring ATM Virtual Path on switches, 


the virtual path number equals the subinterface number 
that is created. 


e When you are configuring ATM Virtual Path on routers, the 
control virtual circuit needs to be established within the 
virtual path. 


References 


For additional information, refer to this resource: 


= Search www.cisco.com for additional resources for the items covered in this lesson. 
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Quiz 
Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Ql) ~=What is a virtual path? 
A) a pool of MPLS labels 


B) a collection of virtual circuits with a common VDI 
C) a collection of virtual circuits with a common VPI 
D) a collection of virtual circuits with a common VCI 


Q2) Why is it mandatory that the VPI be used on both ends of the virtual path you are 
connecting two ATM switches? 


A) because the VPI value is part of the LDP virtual path range negotiation 
B) because the VCI value is part of the LDP virtual circuit range negotiation 
C) because the TTL value would not be able to be propagated 
D) It is not mandatory, but only recommended. 
Q3) Which two of the following statements are correct when describing the configuration of 
ATM Virtual Path between two ATM switches? (Choose two.) 
A) The virtual path number has to match between peers. 
B) The virtual path number does not have to match between peers. 


C) The MPLS-enabled subinterface number is the same as the virtual path 
number. 


D) The MPLS-enabled subinterface number cannot be the same as the virtual path 
number. 
Q4) Which two of the following statements are correct when describing the configuration of 
ATM Virtual Path between two ATM routers? (Choose two.) 
A) The virtual path number has to match between peers. 
B) The virtual path number does not have to match between peers. 
C) The control virtual circuit cannot be established within the virtual path. 
D) The control virtual circuit can be established within the virtual path. 
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Quiz Answer Key 


Ql) c 
Relates to: Introduction to ATM Virtual Path 
Q2) A 


Relates to: ATM Virtual Path Usages 


Q3) A,Cc 
Relates to: Configuring MPLS over ATM Virtual Path—Switches 


Q4) AD 
Relates to: Configuring MPLS over ATM Virtual Path—Routers 
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Monitoring LC-ATM MPLS on 
Cisco IOS Platforms 


Overview 


This lesson describes the commands that are used to monitor LC-ATM functions, including 
command syntax, definitions, and examples. 


Relevance 


It is important to understand the network that you have just configured. This lesson will help 
when you are looking at LC-ATM connections in your network and verifying that the network 
is running smoothly. The lesson will also help you to identify and isolate problems with the 
network. 


Objectives 
This lesson describes how to monitor LC-ATM MPLS on Cisco IOS platforms. 


Upon completing this lesson, you will be able to: 

= Use IOS commands to monitor LC-ATM-specific label-switching functions 
= Describe and use the show mpls atm-Idp summary IOS command 

= Describe and use the show mpls atm-Idp bindings IOS command 

= Describe and use the show mpls atm-Idp capability IOS command 

m= Describe and use IOS debug commands for ATM-specific LDP functions 


Learner Skills and Knowledge 


To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


= Successful completion of the “Configuring LC-ATM MPLS over ATM Virtual Path” 
lesson of this module 


Outline 
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This lesson includes these topics: 


Overview 

Monitoring Specific LC-ATM Label-Switching Functions 
show mpls atm-ldp summary 

show mpls atm-ldp bindings 

show mpls atm-ldp capability 

Debugging Specific ATM LDP Functions 

Summary 

Quiz 
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Monitoring Specific LC-ATM Label-Switching 
Functions 


This topic introduces the Cisco IOS commands that you can use to monitor specific LC-ATM 
switching functions. 


Monitoring Specific LC-ATM Label-Switching 
Functions 


WIM UNM Th Cisco.com 


Router# 


show mpls atm-ldp summary 


¢ Displays the summary of ATM LDP 


Router# 


show mpls atm-ldp bindings 
¢ Displays ATM LDP label information base (LIB) 


Router# 


show mpls atm-ldp capability 


¢ Displays the LC-ATM capabilities of this label 
switch router (LSR) and peering LC-ATM LSRs 


Several other commands display labels in ATM format. 
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These commands, while similar to the show mpls Idp commands, display ATM-specific 
parameters. Use a question mark to see all of the subcommands or use the show mpls atm Idp 
command. 


show mpls atm-Idp summary 


To display summary information about all the entries in the ATM label-binding database, use 
the show mpls atm-ldp summary command in privileged EXEC mode: 


= show mpls atm-ldp summary 


show mpls atm-Idp bindings 


To display specified entries from the ATM label-binding database, use the show mpls atm-ldp 
bindings command in privileged EXEC mode. The ATM label-binding database contains 
entries for LVCs on LC-ATM interfaces: 


= show mpls atm-ldp bindings [network {mask | length}] [local-label vpi vci] [remote- 
label vpi vci] [neighbor interface] 
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Syntax Description 


Parameter Description 

network (Optional) Defines the destination network number. 

mask (Optional) Defines the network mask in the form A.B.C.D 
(destination prefix). 

length (Optional) Defines the mask length (1 to 32). 

local-label vpi vci (Optional) Selects the label values assigned by this router. (VPI 


range is 0 to 4095. VCI range is 0 to 65535.) 


remote-label vpi vci (Optional) Selects the label values assigned by the other router. 
(VPI range is 0 to 4095. VCI range is 0 to 65535.) 


neighbor interface (Optional) Selects the label values assigned by the neighbor on a 
specified interface. 


show mpls atm-Idp capability 


To display the MPLS ATM capabilities negotiated with LDP neighbors for LC-ATM 
interfaces, use the show mpls atm-ldp capability command in privileged EXEC mode: 


= show mpls atm-ldp capability 
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show mpls atm-ldp summary 


This topic shows the results of issuing the show mpls atm-ldp summary IOS command. 


show mpls atm-Ildp summary 
mT Ano | 


Router# show mpls atm-ldp summary 


Total number of destinations: 788 
ATM label bindings summary 
interface total active local remote Bwait Rwait 
ATMO/0/0 594 594 296 298 0 0 
ATMO/0/1 590 590 296 294 
ATMO /0/2 1179 1179 591 588 
ATMO /0/3 1177 1177 592 585 
ATMO/1/0 1182 1182 590 592 


t) t) 
t) 0 
t) t) 
t) t) 


MPLS v2.0—3-5 


To display summary information about all the entries in the ATM label-binding database, use 
the show mpls atm-ldp summary command in privileged EXEC mode. 


The following table describes the significant fields in the display. 


Field Description 

Total number of destinations Number of known destination address prefixes. 

interface Name of an interface with associated ATM label bindings. 

total Total number of ATM labels on this interface. 

active Number of ATM labels in an “active” state, ready to use for data 
transfer. 

local Number of ATM labels assigned by this LSR on this interface. 

remote Number of ATM labels assigned by the neighbor LSR on this 
interface. 

Bwait Number of bindings that are waiting for a label assignment from 
the neighbor LSR. 

Rwait Number of bindings that are waiting for resources (VPI/VCI 
space) to be available on the downstream device. 

|Fwait Number of bindings that are waiting for learned labels to be 
installed for switching use. 
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show mpls atm-Idp bindings 


This topic shows the results of issuing the show mpls atm-ldp bindings IOS command. 


show mpls atm-Idp bindings 
ull Wi WHT | 


WN WM NT Cigco.com 


Router# show mpls atm-ldp bindings 
Destination: 6.6.6.6/32 

Tailend Switch ATMO/0/3 1/34 Active -> Terminating Active 
Destination: 150.0.0.0/16 

Tailend Switch ATM0/0/3 1/35 Active -> Terminating Active 
Destination: 4.4.4.4/32 

Transit ATMO/0/3 1/33 Active -> ATMO/1/1 1/33 Active 


To display current label bindings, use the show mpls atm-ldp bindings command in privileged 
EXEC mode. 


The following table describes the significant fields in the display. 


Field Description 

Destination Destination (network/mask). 

Headend Router Indicates types of virtual circuits. Options include the following: 
Tailend Router a Headend: virtual circuit that originates at this router 
Tailend Switch = Tailend: virtual circuit that terminates at this platform 
Transit a Transit: virtual circuit that passes through a switch 
ATMO0/0/3 Interface. 

1/34 VPINVCI. 

Active Indicates the virtual circuit state. Options include the following: 


= Active: Set up and working 
a Bindwait: Waiting for a response 


= Remote Resource Wait: Waiting for resources (VPI/VCI 
space) to be available on the downstream device 


= Parent Wait: Transit virtual circuit input side waiting for output 
side to become active 


vcD Virtual circuit descriptor number. 
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show mpls atm-ldp capability 


This topic shows the results of issuing the show mpls atm-ldp capability IOS command. 


show mpls atm-ldp capability 
MITT TUT NN TTT TTT NTT TT 


ATMO /1/0 
Negotiated 
Local 
Peer 


ATMO /1/1 
Negotiated 
Local 
Peer 


VPI 

Range 

[100 - 101] 
[100 - 101] 
[100 - 101] 


VPI 

Range 
[201 - 
[201 - 
[201 - 
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ver 

Range 
[33 - 
[33 - 
[33 - 


ver 

Range 
[33 - 
[33 - 
[33 - 


Router# show mpls atm-ldp capability 


1023] 
16383] 
1023] 


Alloc 

Scheme 
UNIDIR 
UNIDIR 
UNIDIR 


Alloc 
Scheme 
BIDIR 
UNIDIR 
BIDIR 


Odd/Even 
Scheme 


Odd/Even 
Scheme 


ODD 
EVEN 


vc Merge 
IN out 


vc Merge 
IN out 
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When two LSRs establish an LDP session, they negotiate parameters for the session, that is, a 
range of VPIs and VCIs that will be used as labels. 


The show mpls atm-ldp capability command displays the MPLS ATM capabilities negotiated 


by LDP: 


= The first line shows the negotiated (active) parameters. 


m= The second line shows the parameters proposed by this router. 


m= The third line shows the parameters proposed by the neighbor. 
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The following table describes the significant fields in the display. 


Parameter Description 

VPI Range Minimum and maximum number of VPIs supported on this 
interface. 

VCI Range Minimum and maximum number of VCls supported on this 


interface. 


Alloc Scheme 


Indicates the applicable allocation scheme, as follows: 


a UNIDIR: Unidirectional capability indicates that the peer can, 
within a single VPI, support binding of the same VCI to 
different prefixes on different directions of the link. 


a BIDIR: Bidirectional capability indicates that within a single 
VPI, a single VCI can appear in one binding only. In this case, 
one peer allocates bindings in the even VCI space, and the 
other in the odd VCI space. The system with the lower LDP 
identifier assigns even-numbered VCls. 


The negotiated allocation scheme is UNIDIR, but only if both 
peers have UNIDIR capability. Otherwise, the allocation scheme 
is BIDIR. 


NOTE: These definitions for “unidirectional” and “bidirectional” 
are consistent with normal ATM usage of the terms; however, 
they are exactly opposite from the definitions for them in the IETF 
LDP specification. 


Odd/Even Scheme 


Indicates whether the local device or the peer is assigning an 
odd- or even-numbered VCI when the negotiated scheme is 
BIDIR. It does not display any information when the negotiated 
scheme is UNIDIR. 


VC Merge 


Indicates the type of VC merge support available on this 
interface. There are two possibilities, as follows: 


IN: Indicates the input interface merge capability. IN accepts the 
following values: 


a EN: The hardware interface supports VC merge, and VC 
merge is enabled on the device. 


a DIS: The hardware interface supports VC merge, and VC 
merge is disabled on the device. 


au NO: The hardware interface does not support VC merge. 


OUT: Indicates the output interface merge capability. OUT 
accepts the same values as the input merge side. 


The VC merge capability is meaningful only on ATM switches. 
This capability is not negotiated. 


Negotiated 


Indicates the set of options that both LDP peers have agreed to 
share on this interface. For example, the VPI or VCI allocation on 
either peer remains within the negotiated range. 


Local 


Indicates the options supported locally on this interface. 


Peer 


Indicates the options supported by the remote LDP peer on this 
interface. 
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Debugging Specific ATM LDP Functions 


This topic describes IOS debug commands that you can use when troubleshooting ATM LDP 
issues. 


Debugging Specific ATM LDP Functions 
zc A OT mm 


Cisco.com 


Router# 


debug mpls atm-ldp routes 


e Debugs LDP requests over LC-ATM interfaces 


Router# 


debug mpls atm-ldp states 


¢ Details LVC state transition debugging 
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debug mpls atm-ldp routes 


The debug mpls atm-ldp routes command displays information about the state of the routes 
for which VCI requests are being made. 


When there are many routes and system activities (shutting down interfaces, learning new 
routes, and so on), the debug mpls atm-Idp routes command displays extensive information 
that might interfere with system timing. Most commonly, this interference affects normal LDP 
operation. To avoid this problem, increase the LDP hold time with the mpls Idp holdtime 
command. 


debug mpls atm-ldp states 


The debug mpls atm-ldp states command displays information about LVC state transitions as 
they occur. 


When there are many routes and system activities (shutting down interfaces, learning new 
routes, and so on), the debug mpls atm-Idp states command displays extensive information 
that might interfere with system timing. Most commonly, this interference affects normal LDP 
operation. To avoid this problem, increase the LDP hold time with the mpls Idp holdtime 
command. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


° Cisco lOS commands used to monitor LC-ATM 
label-switching functions are similar to show mpls Idp 
commands. 


¢ show mpls atm-ldp summary shows information about 
all entries in the label-binding database. 


e show mpls atm-Idp bindings shows current label 
bindings. 


¢ show mpls atm-Idp capability shows parameters that 
have been negotiated between two LSRs. 


° Specific LC-ATM debug commands will not need to be 
used during normal operation. 
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References 


For additional information, refer to this resource: 


m= Search www.cisco.com for additional information about the topics covered in this lesson. 


Next Steps 


For the associated lab exercise, refer to these sections of the course Lab Guide: 
m Lab Exercise 3-1: Establishing the Service Provider IGP Routing Environment 
m Lab Exercise 3-2: Establishing the Core MPLS Environment 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Which of the following is NOT used to monitor LC-ATM label-switching functions? 


A) show mpls atm-ldp labels 

B) show mpls atm-ldp bindings 
C) show mpls atm-ldp summary 
D) show mpls atm-ldp capability 


Which of the following provides summary information about all entries in the label- 


binding database? 

A) show mpls atm-ldp bindings 

B) show mpls atm-ldp summary 

C) show mpls atm-ldp capability 

D) show mpls atm-ldp labels-summary 


Which of the following shows the current label bindings? 
A) show mpls atm-ldp bindings 

B) show mpls atm-ldp summary 

C) show mpls atm-ldp capability 

D) show mpls atm-ldp labels-bindings 


Which of the following shows the negotiated parameters between LSRs? 
A) show mpls atm-ldp Isr 

B) show mpls atm-ldp bindings 

C) show mpls atm-ldp summary 

D) show mpls atm-lIdp capability 


Which of the following is used to debug an LC-ATM issue? 
A) debug mpls atm-ldp Isrs 

B) debug mpls atm-ldp routes 

C) debug mpls atm-Idp nodes 

D) debug mpls atm-ldp switches 
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Quiz Answer Key 
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Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


A 


Relates to: 


B 


Relates to: 


A 


Relates to: 


D 


Relates to: 


B 


Relates to: 


Monitoring Specific LC-ATM Label-Switching Functions 


show mpls atm-idp summary 


show mpls atm-Idp bindings 


show mpls atm-Idp capability 


Debugging Specific ATM LDP Functions 
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Module 4| 


MPLS Virtual Private Networks 
Technology 


Overview 


This module introduces Virtual Private Networks (VPNs) and two major VPN design options: 
the overlay VPN and the peer-to-peer VPN. The module also introduces VPN terminology and 
topologies, and then describes Multiprotocol Label Switching (MPLS) VPN architecture and 
operations. It details various customer edge-provider edge (CE-PE) routing options and Border 
Gateway Protocol (BGP) extensions (route targets and extended community attributes) that 
allow Internal Border Gateway Protocol (IBGP) to transport customer routes over a provider 
network. The MPLS VPN forwarding model is also covered together with how it integrates 
with core routing protocols. 


Module Objectives 


Upon completing this module, you will be able to describe the MPLS peer-to-peer architecture 
and explain the routing and packet-forwarding model in this architecture. This ability includes 
being able to do the following: 


m= Identify the major VPN topologies, their characteristics, and usage scenarios 


m= Describe the differences between an overlay VPN and peer-to-peer VPN, identifying the 
implementation, benefits, and drawbacks 


m= Describe the major VPN topology categories and their implementation 


™ Describe the major architectural blocks of MPLS VPNs, identifying the functions of route 
information propagation, route distinguisher, route target, and virtual routing tables 


m= Identify the routing requirements for MPLS VPNs by describing, from the customer and 
provider perspective, how routing tables appear on provider edge routers, how customer 
routes are propagated, and how end-to-end information flows 


m= Describe how packets are forwarded in an MPLS VPN environment, identifying how VPN 
labels get propagated, and explaining label imposition and the effect of summarization in 
the core 


Module Outline 


The module contains these lessons: 


4-2 


Introduction to Virtual Private Networks 
Overlay and Peer-to-Peer VPNs 

VPN Categorization 

MPLS VPN Architecture 

MPLS VPN Routing Model 

MPLS VPN Packet Forwarding 
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Introduction to Virtual Private 
Networks 


Overview 


This lesson explains the concept of Virtual Private Networks (VPNs), including the 
terminology. The lesson also looks at why VPNs were first introduced. 


Relevance 


It is important to understand the background of VPNs, because moving forward, you should be 
able to determine the need for a VPN and explain how MPLS VPNs can help save time and 
money for a customer. 


Objectives 


This lesson identifies the major VPN topologies, their characteristics, and usage scenarios. 


Upon completing this lesson, you will be able to: 

m= Describe the connectivity of traditional router-based networks 

™ Describe how VPNs replace the connectivity of traditional router-based networks 
m= Identify the major network elements in a VPN 


= Describe how virtual circuits are used in switched WANs to create a VPN 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


= Basic understanding of routing principles and concepts 


Outline 
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This lesson includes these topics: 


Overview 

Traditional Router-Based Networks 
Virtual Private Networks 

VPN Terminology 

Switched WANs VPN Terminology 
Summary 

Quiz 
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Traditional Router-Based Networks 


This topic describes the connectivity of traditional router-based networks. 


Traditional Router-Based Networks 
WNT NT MTT TTT TTT TTT Cisco.com 


° Traditional router-based networks connect 
customer sites through routers connected via 
dedicated point-to-point links. 
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Traditional router-based networks were implemented with dedicated point-to-point links 
connecting customer sites. The cost of this approach was comparatively high for these reasons: 


= The dedicated point-to-point links prevented any form of statistical infrastructure sharing 
on the service provider side, resulting in high costs for the end user. 


m Every link required a dedicated port on a router, resulting in high equipment costs. 
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Virtual Private Networks 


This topic describes how the connectivity of VPNs replaces the connectivity of traditional 
router-based networks. 


Virtual Private Networks 
Oooo 


ProwicerEdg@= Device Provider Core 
(Frame Relay Switch) Deviez 


Service Provider Network Large Cus:omer Site Fy 


° VPNs replace dedicated point-to-point links 
with emulated point-to-point links sharing 
common infrastructure. 


¢ Customers use VPNs primarily to reduce their 
operational costs. 
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VPNs were introduced very early in the history of data communications with technologies such 
as X.25 and Frame Relay, which use virtual circuits to establish the end-to-end connection over 
a shared service provider infrastructure. These technologies, although sometimes considered 
legacy technologies and obsolete, still share these basic benefits with modern VPNs: 


m™ The dedicated links of traditional router-based networks have been replaced with a 
common infrastructure that emulates point-to-point links for the customer, resulting in 
statistical sharing of the service provider infrastructure. 


m Statistical sharing of the infrastructure enables the service provider to offer connectivity for 
a lower price, resulting in lower operational costs for the end user. 


The figure shows the statistical sharing, where the customer premises equipment (CPE) router 
on the left has one physical connection to the service provider and two virtual circuits 
provisioned. Virtual circuit #1 provides connectivity to the top CPE router on the right. Virtual 
circuit #2 provides connectivity to the bottom CPE router on the right. 
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VPN Terminology 


This topic describes VPN devices and terminology. 


VPN Terminology 
WNT WOU MOTT WNT TTT TTT TTT 


Prov der network (P-network): The service provider 


infrastructure used to provide VPN services 


Customer network (C-network): The pert of the 
network still under customer contro! 


Customer site: A cantiquous part of the customer 
network (can encomsass many physical locations) |; 
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There are many conceptual models and terminologies describing various VPN technologies and 
implementations. This lesson focuses on the terminology introduced by MPLS VPN 
architecture. The terminology is generic enough to cover nearly any VPN technology or 


implementation and is thus extremely versatile. 
The major parts of an overall VPN solution are always the following: 


= Provider network (P-network): The common infrastructure that the service provider uses 
to offer VPN services to customers 


= Customer network (C-network): The part of the overall customer network that is still 
exclusively under customer control 


= Customer sites: Contiguous parts of the C-network 


A typical C-network implemented with any VPN technology would contain islands of 
connectivity under customer control (customer sites) connected together via the service 
provider infrastructure (P-network). 
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VPN Terminology (Cont.) a 
Mill 


rim TMM TM 


Cisco.com 


Provider (P) device: “he device in the 

P-neteork wilh no customer connectivity 

Provider edge (PE) dsvice: The device in the 
P-network to which the CE devices are connected 


Customer edge (CE) device: The device in the 
C-network that links "o the P-network; alsa called 
CUStmer premices equipment (CPF) 
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The devices that enable the overall VPN solution are named based on their position in the 
network: 


m= The customer router that connects the customer site to the service provider network is 


called a customer edge (CE) router, or CE device. Traditionally, this device is called 
customer premises equipment (CPE). 


Note If the connecting device is not a router but, for example, a packet assembler/disassembler 
(PAD), it is still called a CE device. 


m™ Service provider devices to which customer devices are attached are called provider edge 


(PE) devices. In traditional switched WAN implementations, these devices would be Frame 
Relay or X.25 edge switches. 


Service provider devices that provide only data transport across the service provider backbone, 
and have no customers attached to them, are called provider (P) devices. In traditional switched 
WAN implementations, these would be core (or transit) switches. 
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Switched WANs VPN Terminology 


This topic describes how virtual circuits are used in switched WANs to create a VPN. 


Switched WANs VPN Terminology 


MMT NT TTT TNT ma TNT Cisco.com 


Provider Edgo Device = Presi der Core 
(Frarte Reisy Switch) Device 


Othor 
Custoner 
Rowers 


=x 
| CPE Sourer 

% = 
Service Provider Network Large Customer Site 


——j Virtval Greuit Emufated point-to-point link , 
esta dished across shared Layer 2infrastructure |- 


¢ A PVC is established through out-of-band means (network 
management) and is always active. 


¢ An SVC is established through CE-PE signaling on demand from 
the CE device. 
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Switched WAN technologies introduced the virtual circuit, an emulated point-to-point link 
established across the Layer 2 infrastructure (for example, a Frame Relay network). Virtual 
circuits are further differentiated into permanent virtual circuits (PVCs), which are pre- 
established by means of network management or manual configuration, and switched virtual 
circuits (SVCs), which are established on demand through a call setup request from the CE 
device. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


° Traditional router-based networks connect customer 
sites through routers connected via dedicated point- 
to-point links. 


¢ VPNs replaced dedicated point-to-point links with 
emulated point-to-point links sharing a 
common infrastructure. 


¢ Device names based on their position in the network 
are as follows: 
— CE 
— PE 
—P 
° APVC is established and is always active. An SVC is 


established through CE-PE signaling on demand from the 
CE device. 
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References 


For additional information, refer to this resource: 


m™ Access www.cisco.com for additional information about VPNs. 
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Quiz 
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Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Traditional router-based networks were implemented using what type of links? 


A) PVC 
B) dedicated point-to-point 
C) SVC 


D) emulated point-to-point 

VPNs are implemented using what type of links? 
A) emulated point-to-point 

B) dedicated point-to-point 

C) PVC 

D) PSTN 

Which two network elements are contained in the P-network? (Choose two.) 
A) P device 

B) CE device 

C) PE device 

D) CPE device 


What are the two types of virtual circuit supported by switched WAN technologies? 


MPLS Virtual Private Networks Technology 
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Quiz Answer Key 


Ql) B 
Relates to: Traditional Router-Based Networks 
Q2) A 


Relates to: Virtual Private Networks 


Q3) A,c 
Relates to: VPN Terminology 


Q4) switched virtual circuits (SVCs), permanent virtual circuits (PVCs) 
Relates to: Switched WANs VPN Terminology 
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Overlay and Peer-to-Peer 
VPNs 


Overview 


This lesson explains the differences between the overlay and peer-to-peer VPN models, how 
they are implemented, and the benefits and drawbacks of each implementation. The lesson also 
discusses the various virtual networking concepts. 


Relevance 


It is important to understand the different types of VPNs, and how each one is used. This 
understanding will allow you to recognize where the various types of VPNs would be best used 
in their associated networks. 


Objectives 
This lesson describes the differences between overlay VPNs and peer-to-peer VPNs, explaining 
their implementation, benefits, and drawbacks. 
Upon completing this lesson, you will be able to: 
m= Identify the two major VPN models 
m= Describe the implementation of overlay VPNs 
= Describe the implementation of peer-to-peer VPNs 
m™ Describe the benefits each type of VPN model 
m= Describe the drawbacks of each VPN model 
m= Describe the drawbacks of the traditional peer-to-peer VPN model 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


m= Basic understanding of MPLS components as well as basic routing and ATM principles 
and concepts 


Outline 


4-14 


This lesson includes these topics: 


Overview 

VPN Implementation Technologies 

Overlay VPNs 

Peer-to-Peer VPNs 

Benefits of VPN Implementations 
Drawbacks of VPN Implementations 
Drawbacks of Traditional Peer-to-Peer VPNs 
Summary 

Quiz 
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VPN Implementation Technologies 


This topic describes the two major VPN models. 


VPN Implementation Technologies 
mT TMI NI TT TMM | 


VPN services can be offered based on two 
major models: 
e Overlay VPNs, in which the service provider 


provides virtual point-to-point links between 
customer sites 


¢ Peer-to-peer VPNs, in which the service provider 
participates in the customer routing 


Traditional VPN implementations were all based on the overlay model, in which the service 
provider sold virtual circuits between customer sites as a replacement for dedicated point-to- 
point links. The overlay model had a number of drawbacks, which are identified in this lesson. 
To overcome these drawbacks (particularly in IP-based customer networks), a new model 
called the peer-to-peer VPN was introduced, in which the service provider actively participates 
in customer routing. 
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Overlay VPNs 


This topic describes the implementation of overlay VPNs. 


Overlay VPNs 
Layer 1 Implementation 


NUTT NNTTT TATTOO NNT TTT TT Cisco.com 


E1,T1,D0S0 | |SDH, SONET|- 


This is the traditional TDM solution: 


e Service provider establishes physical-layer 
connectivity between customer sites. 


e Customer is responsible for all higher layers. 
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In the Layer 1 overlay VPN implementation, the service provider sells Layer 1 circuits (bit 
pipes) implemented with technologies such as ISDN, digital service zero (DSO), E1, T1, 
Synchronous Digital Hierarchy (SDH), or SONET. The customer is responsible for Layer 2 
encapsulation between customer devices and the transport of IP data across the infrastructure. 
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Overlay VPNs (Cont.) 
Layer 2 Implementation 


UTEP MEE E Cee en GT XK eT) I] Il] | I] Ill ] ] | Il ll Ml 


SSS == 


This is the traditional switched WAN solution: 


¢ Service provider establishes Layer 2 virtual circuits 
between customer sites. 


e Customer is responsible for all higher layers. 


© 2003, Cisco Systems, Inc. All rights reserved. MPLS v 204-6 


A Layer 2 VPN implementation is the traditional switched WAN model, implemented with 
technologies such as X.25, Frame Relay, ATM, and Switched Multimegabit Data Service 
(SMDS). The service provider is responsible for transport of Layer 2 frames between customer 
sites, and the customer is responsible for all higher layers. 
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Overlay VPNs (Cont.) 


Frame Relay Example 
Im TOOT TOT TTT TT Cisco.com 


I Virtual Clrcult 92 l 


Customer Site Customer Site 
== 


Router C 


Custamer Site Customer Site 
>< == 


Router B Frame Relay Frame Relay Router D 
Edge Switch Edge Seltch 


Service Provider Network 
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The figure shows a typical overlay VPN implemented by a Frame Relay network. The customer 
needs to connect three sites to site A (central site, or hub) and orders connectivity between site 
A (hub) and site B (spoke), between site A and site C (spoke), and between site A and site D 
(spoke). The service provider implements this request by providing two permanent virtual 
circuits (PVCs) across the Frame Relay network. 


It should be noted that this implementation does not provide full connectivity. Data flow 
between spoke sites is through the hub. 
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Overlay VPNs (Cont.) 
IP Tunneling 


WHT rant rev onthe Furese) I] Il] | I] Ill I] T I] || ll Ml 
mill | | | ii 


¢ VPN is implemented with IP-over-IP tunnels: 
— Tunnels are established with GRE or IPSec. 


— GRE is simpler (and quicker); IPSec provides 
authentication and security. 
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With the success of IP and associated technologies, some service providers started to 
implement pure IP backbones to offer VPN services based on IP. In other cases, customers 
wanted to take advantage of the low cost and universal availability of the Internet to build low- 
cost private networks over it. 


Whatever the business reasons behind it, Layer 3 VPN implementations over the IP backbone 
always involve tunneling: encapsulation of protocol units at a certain layer of the Open Systems 
Interconnection (OSI) reference model into protocol units at the same or higher layer of the OSI 
model. 


Two well-known tunneling technologies are IP Security (IPSec) and generic routing 
encapsulation (GRE). GRE is fast and simple to implement and supports multiple routed 
protocols, but it provides no security and is thus unsuitable for deployment over the Internet. 
An alternative tunneling technology is IPSec, which provides network-layer authentication and 
optional encryption to make data transfer over the Internet secure. IPSec supports only the IP 
routed protocol. 
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Overlay VPNs (Cont.) 
etter 2 Forwarding 


NUTT NNN NTI MTT TMNT TMNT OTT TT 


¢ VPN is implemented with PPP-over-IP tunnels. 


e Usually used in access environments (dialup, 
digital subscriber line). 
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Yet another tunneling technique was first implemented in dialup networks, where service 
providers wanted to tunnel customer dialup data encapsulated in PPP frames over an IP 
backbone to the customer central site. To make the service provider transport transparent to the 
customer, PPP frames are exchanged between the customer sites (usually a dialup user and a 
central site) and the customer is responsible for establishing Layer 3 connectivity above PPP. 
There are three well-known PPP forwarding implementations: 

m Layer 2 Forwarding Protocol (L2F Protocol) 

m= Layer 2 Tunneling Protocol (L2TP) 


= Point-to-Point Tunneling Protocol (PPTP) 
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Overlay VPNs (Cont.) 
Layer 3 Routing 


a TT MT TTT TTT TT 


Router B Router C Router D 


¢ Service provider infrastructure appears as point-to- 
point links to customer routes. 


¢ Routing protocols run directly between customer 
routers. 


° Service provider does not see customer routes and 
is responsible only for providing point-to-point 
transport of customer data. 
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From the Layer 3 perspective, the P-network is invisible to the customer routers, which are 
linked with emulated point-to-point links. The routing protocol runs directly between customer 
routers that establish routing adjacencies and exchange routing information. 


The service provider is not aware of customer routing and has no information about customer 


routes. The responsibility of the service provider is purely the point-to-point data transport 
between customer sites. 
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Peer-to-Peer VPNs 


This topic describes the peer-to-peer VPN model. 


Peer-to-Peer VPNs 


TNO TTT OTT TNT ATT TTT TTT 


Routing information is exchanged 
between GE and PE routers. 


Servics Provider Network 


PE routers exchange 
customer routes through 
the core network. 


Finally, the customer routes propagated 
through the PE network are sent to other 
CE routers. 
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The overlay VPN model has a number of drawbacks, most significantly the need for customers 
to establish point-to-point links or virtual circuits between sites. The formula to calculate how 
many point-to-point links or virtual circuits are needed in the worst case is ([r7][#-1])/2, where # 
is the number of sites to be connected. For example, if you need to have full-mesh connectivity 
between four sites, you will need a total of six point-to-point links or virtual circuits. To 
overcome this drawback and provide the customer with optimum data transport across the 
service provider backbone, the peer-to-peer VPN concept was introduced. Here, the service 
provider actively participates in customer routing, accepting customer routes, transporting them 
across the service provider backbone, and finally propagating them to other customer sites. 
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Peer-to-Peer VPNs (Cont.) 
Packet Filters 


La oe 


Service Provider Network 


Point of Presense (POP) 


POP router carries all 
customer routes. 


Isolation between customers is 
achieved with packet filters on 
PE-CE interfaces. 
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The first peer-to-peer VPN solutions appeared with the widespread deployment of IP in service 
provider networks. Architectures similar to that of the Internet were used to build them. Special 
provisions were taken into account to transform the architecture, which was targeted toward 
public backbones (Internet), into a solution in which customers would be totally isolated and 
able to exchange corporate data securely. 


The more common peer-to-peer VPN implementation allowed a PE router to be shared between 
two or more customers. Packet filters were used on the shared PE routers to isolate the 
customers. In this implementation, it was common for the service provider to allocate a portion 
of its address space to each customer and manage the packet filters on the PE routers to ensure 
full reachability between sites of a single customer and isolation between separate customers. 
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Peer-to-Peer VPNs (Cont.) 


Controlled Route Distribution 
MUNN MONONA TTT ONT AOTTTT NTT 


wi tees vetlel | The P-router contains 
Paint of Presence (POP) all customer routes. 
= 


Each customer has a dedicated 

PE router that carries only its routes. 
Customer isolation is achieved through lack 
of routing intommation on the PE router. 
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Maintaining packet filters is a mundane and error-prone task. Some service providers have thus 
implemented more innovative solutions based on controlled route distribution. In this approach, 
the customer has a dedicated PE router. The core service provider routers (P routers) contain all 
customer routes, and the dedicated PE routers contain only the routes of a single customer. This 
approach requires a dedicated PE router per customer per point of presence (POP). Customer 
isolation is achieved solely through lack of routing information on the PE router. 


In the example here, the PE router for customer A, using route filtering between the P router 
and the PE routers, learns only routes belonging to customer A, and the PE router for customer 
B learns only routes belonging to customer B. BGP with BGP communities is usually used 
inside the provider backbone, because it offers the most versatile route-filtering tools. 


Note Default routes used anywhere in the C-network or P-network break isolation between 
customers and have to be avoided. 
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Benefits of VPN Implementations 
This topic describes some of the benefits of each type of MPLS VPN implementation. 


Benefits of VPN Implementations 
MITT MUTT TNT MTT TNT TT 


° Overlay VPN: 
— Well-known and is easy to implement. 
— Service provider does not participate in customer routing. 


— Customer network and service provider network are well 
isolated. 


e Peer-to-peer VPN: 


— Guarantees optimum routing between customer sites. 
— Easier to provision an additional VPN. 
— Only the sites are provisioned, not the links between them. 
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Each VPN model has a number of benefits. For example, overlay VPNs have these advantages: 


m= They are well-known and easy to implement from both customer and service provider 
perspectives. 


m= The service provider does not participate in customer routing, making the demarcation 
point between service provider and customer easier to manage. 

On the other hand, peer-to-peer VPNs provide the following: 

= Optimum routing between customer sites without any special design or configuration effort 


m Easy provisioning of additional VPNs or customer sites, because the service provider 
provisions only individual sites, not the links between individual customer sites 
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Drawbacks of VPN Implementations 


This topic describes the drawbacks of each VPN implementation model. 


Drawbacks of VPN Implementations 
' mM NTT Il 


mu TMT MT NINN TTT TOTTI Cieco.com 


° Overlay VPN: 


— Implementing optimum routing requires full mesh of 
virtual circuits. 


— Virtual circuits have to be provisioned manually. 
— Bandwidth must be provisioned on a site-to-site basis. 
— Overlay VPNs always incur encapsulation overhead. 


° Peer-to-peer VPN: 


— Service provider participates in customer routing. 


— Service provider becomes responsible for customer 
convergence. 


— PE routers carry all routes from all customers. 
— Service provider needs detailed IP routing knowledge. 


©2003, Cisco Systems, Inc. All rights reserved. MPLS v 20—4-15 


Each VPN model also has a number of drawbacks. Overlay VPNs have these disadvantages: 


m= They require a full mesh of virtual circuits between customer sites to provide optimum 
intersite routing. 


= All virtual circuits between customer sites have to be provisioned manually, and the 
bandwidth must be provisioned on a site-to-site basis (which is not always easy to achieve). 


m= The IP-based overlay VPN implementations (with IPSec or GRE) incur high encapsulation 
overhead (ranging from 20 to 80 bytes per transported datagram). 
The major drawbacks of peer-to-peer VPNs arise from service provider involvement in 


customer routing: 


m™ The service provider becomes responsible for correct customer routing and for fast 
convergence of the C-network following a link failure. 


m The service provider PE routers have to carry all customer routes that were hidden from the 
service provider in the overlay VPN model. 


m The service provider needs detailed IP routing knowledge, which is not readily available in 
traditional service provider teams. 
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Drawbacks of Traditional Peer-to-Peer VPNs 


This topic describes the drawbacks of the traditional peer-to-peer VPN implementation model. 


Drawbacks of Traditional 
Peer-to-Peer VPNs 
UN TN TT 


¢ Shared PE router: 


— All customers share the same (provider-assigned or public) 
address space. 


— High maintenance costs are associated with packet filters. 

— Performance is lower—each packet has to pass a packet filter. 
° Dedicated PE router: 

— All customers share the same address space. 

— Each customer requires a dedicated router at each POP. 
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Pre-MPLS VPN implementations or peer-to-peer VPNs all share a common drawback. 
Customers have to share the same global address space, either using their own public IP 
addresses or relying on provider-assigned IP addresses. In both cases, connecting a new 
customer to a peer-to-peer VPN service usually requires IP renumbering inside the 
C-network—an operation most customers are reluctant to perform. 


Peer-to-peer VPNs based on packet filters also incur high operational costs associated with 
packet filter maintenance as well as performance degradation because of heavy use of packet 
filters. 


Peer-to-peer VPNs implemented with per-customer PE routers are easier to maintain and can 
provide optimum routing performance, but they are usually more expensive because every 
customer requires a dedicated router in every POP. Thus, this approach is usually used where 
the service provider has only a small number of large customers. 


Copyright © 2003, Cisco Systems, Inc. MPLS Virtual Private Networks Technology 4-27 


Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


¢ The two major VPN models are overlay and peer- 
to-peer. 


¢ Overlay VPNs can be implemented using 
Layer 1, Layer 2, and Layer 3 technologies. 


° Traditional peer-to-peer VPNs are implemented 
using IP routing technology. 


¢ Overlay VPNs use well-known technologies and 
are easy to implement, but require a full mesh of 
virtual circuits to provide optimum routing. 


Cleco.com 


° Peer-to-peer VPNs guarantee optimum routing 
between customer sites but require that the service 
provider participates in customer routing. 


¢ Both shared PE router and dedicated PE router 
implementations of peer-to-peer VPNs require the 
customers to share a common address space. 


References 
For additional information, refer to this resource: 


= Access www.cisco.com for additional information about VPNs. 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


In the traditional switched WAN model for Layer 2 VPN implementation, what are the 
service provider and customer responsible for? 


The service provider is responsible for 
The customer is responsible for 


The peer-to-peer VPN concept was introduced to help overcome what type of 
drawback? 


How is a peer-to-peer VPN implemented using packet filters? 


How do you implement a peer-to-peer VPN based on controlled route distribution? 


Which VPN type does not require the service provider to participate in customer 
routing? 


A) overlay 

B) peer-to-peer 

For which VPN type is it easier to provision an additional VPN? 

A) overlay 

B) peer-to-peer 

Which VPN type requires the PE router to carry all routes from all customers? 


A) overlay 
B) peer-to-peer 
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Q7) Which VPN type requires the service provider to participate in customer routing? 
A) overlay 
B) peer-to-peer 


Q8) Describe the use of address space and packet routing in each of the following peer-to- 
peer implementations: 


m Shared PE router 


= Dedicated PE router 
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Quiz Answer Key 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


Q7) 


Q8) 


providing end-to-end connectivity, routing updates 
The need for customers to establish point-to-point links or virtual circuits between sites. 


Relates to: Overlay VPNs; Peer-to-Peer VPNs 


The service provider allocates portions of its address space to the customers and manages the packet filters 


on the PE routers to ensure full reachability between sites of a single customer and isolation between 
customers. 


Relates to: Peer-to-Peer VPNs 


The core service provider routers (P routers) contain all customer routes, and the PE routers contain only 


routes of a single customer. 
Relates to: Peer-to-Peer VPNs 


A 
Relates to: Benefits of VPN Implementations 


D 
Relates to: Benefits of VPN Implementations 


B 
Relates to: Drawbacks of VPN Implementations 


B 
Relates to: Drawbacks of VPN Implementations 


Shared PE router - All customers share the same (provider-assigned or public) address space. The PE 
router contains all customer routes. Packet filters are used to provide isolation between customers. 


Dedicated PE router - All customers share the same address space. The P routers contain all customer 
routes. A route filter is used to forward the routes of each customer to the dedicated PE router of that 
customer. 


Relates to: Drawbacks of Traditional Peer-to-Peer VPNs 
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VPN Categorization 


Overview 


This lesson explains the different VPN topology categories, taking a closer look at each 
topology type, and how VPNs can be categorized based on business need or connectivity 
requirement. 


Relevance 


It is important to understand the different categories of VPNs, and to know into which 
environments those VPNs can be applied. 


Objectives 
This lesson describes the characteristics of the different VPN topology categories. 


Upon completing this lesson, you will be able to: 


Identify the major components of the overlay VPN topology category 

Describe the characteristics of the hub-and-spoke overlay VPN topology 

Describe the characteristics of the partial mesh overlay VPN topology 

Identify the major components of the VPN business category 

Describe the characteristics of the extranet component of the VPN business category 
Identify the major components of the VPN connectivity category 


Describe the characteristics of the central services extranet component of the VPN 
connectivity category 


Describe the characteristics of the managed network component of the VPN connectivity 
category 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


m Basic understanding of MPLS components as well as basic routing and ATM principles 


Outline 
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and concepts 


This lesson includes these topics: 


Overview 

Overlay VPN Category 
Hub-and-Spoke Overlay VPN Topology 
Partial Mesh Overlay VPN Topology 
VPN Business Category 

Extranet VPNs 

VPN Connectivity Category 

Central Services Extranet 

Managed Network Implementation 
Summary 

Quiz 
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Overlay VPN Category 


This topic identifies the major components of the overlay VPN topology category. 


Overlay VPN Topology Category 
: mT TTT TT WT 


Overlay VPNs are categorized based on the 
topology of the virtual circuits: 


e (Redundant) hub-and-spoke 
¢ Partial mesh 
° Full mesh 


¢ Multilevel—combines several levels of overlay VPN 
topologies 
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The oldest VPN category is based on the topology of point-to-point links in an overlay VPN 
implementation: 


= Hub-and-spoke: Hub-and-spoke topology is the ultimate reduction of partial mesh 
topology: many sites (spokes) are connected only with the central site(s), or hub(s), with no 
direct connectivity between the spokes. To prevent single points of failure, hub-and-spoke 
topology is sometimes extended to redundant hub-and-spoke topology. 


= Full mesh: Full mesh topology provides a dedicated virtual circuit between any two CE 
routers in the network. 


= Partial mesh: Partial mesh topology reduces the number of virtual circuits, usually to the 
minimum number that provides optimum transport between major sites. 

Large networks usually deploy a layered combination of these technologies. Here are some 

examples: 

m= Partial mesh in the network core 


= Redundant hub-and-spoke topology for larger branch offices (spokes) connected to 
distribution routers (hubs) 


m= Simple hub-and-spoke topology for noncritical remote locations (for example, home 
offices) 
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Hub-and-Spoke Overlay VPN Topology 


This topic describes the characteristics of the hub-and-spoke overlay VPN topology category. 


Hub-and-Spoke Overlay VPN Topology 


TUONO ONT TOMA ATTN TTT Cieco.com 


Remote Site (Spoke) 


=_=- 
—_—~ 


Remote Site (Spoke) 


Remote Site (Spoke) 
=.= 


Remote Site (Spoke) 


~- 
— 
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The hub-and-spoke topology is the simplest overlay VPN topology—all remote sites are linked 
with a single virtual circuit to a central CE router. The routing is also extremely simple—static 
routing or a distance vector protocol such as Routing Information Protocol (RIP) is more than 
adequate. If a dynamic routing protocol such as RIP is used, split-horizon updates must be 
disabled at the hub router or point-to-point subinterfaces must be used at the hub router to 
overcome the split-horizon problem. 
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Hub-and-Spoke Overlay VPN Topology (Cont.) 


Redundant Hub-and-Spoke Topology 
TOON WITT MOT NNT TOT TOTTTT TTT Cisco.com 


Remote Site (Spoke) 
Contral Site 
(Hua) 
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Remote Site (Spoke) 
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© 2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—4-6 


A typical redundant hub-and-spoke topology introduces central site redundancy (more complex 
topologies might also introduce router redundancy at spokes). 


Each remote site is linked with two central routers via two virtual circuits. The two virtual 
circuits can be used for load sharing or in a primary/backup configuration. 
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Partial Mesh Overlay VPN Topology 


This topic describes the characteristics of the partial mesh overlay VPN topology. 


Partial Mesh Overlay VPN Topology 


LU Cieco.com 


New York 
a 


Virtual Circuits (Frame Relay ee 
Data-Link Gonnectior Identifier) 


Hong Kong 
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Partial mesh topology is used in environments where cost or complexity factors prevent a full 
mesh between customer sites. The virtual circuits in a partial mesh can be established based on 
a wide range of criteria: 


= Traffic pattern between sites 
@ Availability of physical infrastructure 


= Cost considerations 
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VPN Business Category 


This topic describes how VPNs can be categorized based on business needs. 


VPN Business Category 
NN TN TT TTT TTT TTT 


VPNs can be categorized on the business needs 
that they fulfill: 


e Intranet VPN: Connects sites within an organization. 


¢ Extranet VPN: Connects different organizations in a 
secure way. 


¢ Access VPN: VPDN provides dialup access into a 
customer network. 
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Another very popular VPN category classifies VPNs based on the business needs that they 
fulfill: 


= Intranet VPN: Intranet VPNs connect sites within an organization. Security mechanisms 
are usually not deployed in an intranet, because all sites belong to the same organization. 


m Extranet VPN: Extranet VPNs connect different organizations. Extranets usually rely on 
security mechanisms to ensure the protection of participating individual organizations. 
Security mechanisms are usually the responsibility of individual participating 
organizations. 


m Access VPN: Access VPNs are virtual private dial-up networks (VPDNs) that provide 
dialup access into a customer network. 


The following two figures compare an overlay VPN implementation of an extranet with a peer- 
to-peer implementation. Similar comparisons can be made for intranets as well. 
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Extranet VPNs 


This topic describes the characteristics of the extranet component of the VPN business 
category. 


Extranet VPNs 


Overlay VPN Implementation 
ION TNT ATT TTT TTT TT Cisco.com 


Frame Relay Virtual Clecults (DLCI 


GlobalMators 
celal 
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> 
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In an overlay implementation of an extranet, organizations are linked with dedicated virtual 
circuits. Traffic between two organizations can flow only if one of the following conditions is 
met: 


= There is a direct virtual circuit between the organizations. 


# A third organization linked with both organizations is willing to provide transit traffic 
capability to them. Because establishing virtual circuits between two organizations is 
always associated with costs, the transit traffic capability is almost never granted free of 
charge. 
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Extranet VPNs (Cont.) 


Peer-to-Peer VPN Implementation 
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Peer-to-peer VPN implementation of an extranet VPN is very simple compared with overlay 
VPN implementation—all sites are connected to the P-network, and optimum routing between 
sites is enabled by default. 


The cost model of peer-to-peer implementation is also simpler—usually every organization 


pays its connectivity fees for participation in the extranet and gets full connectivity to all other 
sites. 
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VPN Connectivity Category 


This topic identifies the major components of the VPN connectivity category. 


VPN Connectivity Category 
aN OT TTT TT | MW 


mM WM WNT Cigco.com 


VPNs can also be categorized according to the 
connectivity required between sites: 


¢ Simple VPN: Every site can communicate with every other 
site. 


¢ Overlapping VPN: Some sites participate in more than one 
simple VPN. 


° Central services VPN: All sites can communicate with 
central servers but not with each other. 


° Managed network: A dedicated VPN is established to 
manage CE routers. 
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The VPNs discussed so far have usually been very simple in terms of connectivity: 


= In most cases, full connectivity between sites is required. (In an overlay implementation of 
either an intranet or extranet VPN, this requirement usually means that a common site acts 
as a transit site). 


= Inan overlay implementation of an extranet VPN, the connectivity is limited to sites that 
have direct virtual circuits established between them. 

There are, however, a number of advanced VPN topologies with more complex connectivity 

requirements: 

™ Overlapping VPNs, in which a site participates in more than one VPN 


= Central services VPNs, in which the sites are split into two classes: server sites, which can 
communicate with all other sites, and client sites, which can communicate only with the 
servers, not with other clients 


m Network management VPNs, which are used to manage CE devices in scenarios where the 
service provider owns and manages the devices 
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Central Services Extranet 


This topic describes the characteristics of the central services extranet component of the VPN 
connectivity category. 


Central Services Extranet 
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The figure shows a central services extranet implementing international Voice over IP (VoIP) 
service. Every customer of this service can access voice gateways in various countries but 
cannot access other customers using the same service. 
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Central Services Extranet (Cont.) 


Hybrid (Overlay + Peer-to-Peer) Implementation 
HAT TTT Sean 


Service Provider Excranet 
Infrastructure 
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The network diagram shows an interesting scenario where peer-to-peer VPN and overlay VPN 
implementation can be used together to provide end-to-end service to the customer. 


The VoIP service is implemented with a central services extranet topology, which is in turn 
implemented with a peer-to-peer VPN. Connectivity between PE routers in the peer-to-peer 
VPN and customer routers is implemented with an overlay VPN based on Frame Relay. The PE 
routers of the peer-to-peer VPN and the CE routers act as CE devices of the Frame Relay 
network. 
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Managed Network Implementation 


This topic describes the characteristics of the managed network component of the VPN 
connectivity category. 


Managed Network 


Overlay VPN Implementation 
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A managed network VPN is traditionally implemented in combination with overlay VPN 
services. Dedicated virtual circuits are deployed between any managed CE router and the 
central network management system (NMS) router to which the NMS is connected. 


This managed network VPN implementation is sometimes called a “rainbow” implementation 
because the physical link between the NMS router and the core of the service provider network 
carries a number of virtual circuits—one circuit per managed router. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


e Major VPN topologies consist of the following: 
— Hub-and-spoke — simplest topology 
— Partial mesh — cost/complexity factors dictate 
— Full mesh - connections between all sites 
— Multilevel — can be used for large-scale networks 
¢ VPNs can be based on business needs: 
— Intranet 
— Extranet 
— Access 
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References 


For additional information, refer to this resource: 


m™ Access www.cisco.com for additional information about VPNs. 
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Quiz 
Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Ql) Name the VPN topology that has many sites connecting to a central site. 


Q2) When you are using a dynamic routing protocol such as RIP in a redundant hub-and- 
spoke topology, which of the following is true? 


A) Static routing must be used to provide remote-site-to-remote-site connectivity. 


B) Split-horizon updates must be disabled at the hub router if static routing is 
used. 


C) Split-horizon updates must be disabled at the hub router if point-to-point 
subinterfaces are not used. 


D) Split-horizon updates must be enabled at the remote site router when point-to- 
point subinterfaces are not used. 


Q3) Identify the criteria that a customer should consider when determining where virtual 
circuits are established in a partial mesh topology. 


Q4) Which component of the VPN business category is used to connect different 
organizations? 
A) intranet VPNs 
B) Internet VPNs 
C) access VPNs 
D) extranet VPNs 
Q5) Which component of the VPN business category relies on security mechanisms to 
ensure protection of participating individual organizations? 
A) intranet VPNs 
B) Internet VPNs 
C) access VPNs 
D) extranet VPNs 


Copyright © 2003, Cisco Systems, Inc. MPLS Virtual Private Networks Technology 4-47 


4-48 


Q6) 


Q7) 


Q8) 


Q9) 


Which implementation of the VPN business category provides the most cost-effective 


model? 


A) overlay 
B) peer-to-peer 


Which component of the VPN connectivity category provides full connectivity 


between sites? 


A) simple 

B) overlapping 

C) central services 
D) managed services 


Describe the connectivity in a central services extranet. 


Describe the connectivity in a managed network VPN. 
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Quiz Answer Key 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


Q7) 


Q8) 


Q9) 


hub-and-spoke 

Relates to: Overlay VPN Category 

Cc 

Relates to: Hub-and-Spoke Overlay VPN Topology 

The virtual circuits in a partial mesh can be established based on a wide range of criteria such as traffic 
pattern between sites, availability of physical infrastructure, and cost considerations. 


Relates to: Partial Mesh Overlay VPN Topology 


D 
Relates to: VPN Business Category 


D 
Relates to: VPN Business Category 


B 
Relates to: Extranet VPNs 


A 
Relates to: VPN Connectivity Category 
All customer sites can connect to the server sites. 


All server sites cannot connect to the customer sites. 
Customer sites can connect to each other. 


Relates to: Central Services Extranet 


Dedicated virtual circuits are deployed between any managed CE router and the central NMS router. 


Relates to: Managed Network Implementation 
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MPLS VPN Architecture 


Overview 


This lesson explains the MPLS VPN architecture, as well as route information propagation, 
route distinguishers (RDs), route targets (RTs), and virtual routing tables. 


Relevance 


It is important to understand how the MPLS VPN architecture is structured, what the 
components of that architecture are, and how the components are used. This knowledge will 
help later when you begin to look at design issues and configuration parameters. 


Objectives 


This lesson describes the major architectural components of an MPLS VPN, identifying the 
functions of route information propagation, RDs, RTs, and virtual routing tables. 


Upon completing this lesson, you will be able to: 


Describe the MPLS VPN architecture, identifying network elements such as the CE, PE, 
and P routers 


Describe how MPLS VPNs are implemented in the PE router architecture 


Describe different methods of propagating routing information across the P-network, 
identifying the drawbacks of each method 


Explain the need for route distinguishers and how they are implemented 
Explain the need for route targets and how they are implemented 
Describe how complex VPNs have redefined the meaning of VPNs 
Describe the impact of complex VPN topologies on virtual routing tables 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


Basic understanding of MPLS components as well as basic routing and ATM principles 
and concepts 


Outline 
This lesson includes these topics: 
m= Overview 
m= MPLS VPN Architecture 
= PE Router Architecture 
= Propagation of Routing Information Across the P-Network 
= Route Distinguishers 
= Route Targets 
= Virtual Private Networks Redefined 
= Impact of Complex VPN Topologies on Virtual Routing Tables 
= Summary 


= Quiz 
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MPLS VPN Architecture 


This topic describes the MPLS VPN architecture, identifying network elements such as the CE, 
PE, and P routers. 


MPLS VPN Architecture 
; mT TTT TT 


An MPLS VPN combines the best features of an 
overlay VPN and a peer-to-peer VPN: 


° PE routers participate in customer routing, guaranteeing 
optimum routing between sites and easy provisioning. 


¢ PE routers carry a separate set of routes for each 
customer (similar to the dedicated PE router approach). 


¢ Customers can use overlapping addresses. 


The MPLS VPN architecture offers service providers a peer-to-peer VPN architecture that 
combines the best features of overlay VPNs (support for overlapping customer address spaces) 
with the best features of peer-to-peer VPNs: 


= PE routers participate in customer routing, guaranteeing optimum routing between 
customer sites. 


m= PE routers carry a separate set of routes for each customer, resulting in perfect isolation 
between customers. 


m™ Customers can use overlapping addresses. 
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MPLS VPN Architecture (Cont.) 
Terminology 
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Customer A 
Site #1 


Gustemer B Customer B 
Site #1 Site Md 
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As discussed earlier, MPLS VPN terminology divides the overall network into a customer- 
controlled part (the customer network, or C-network) and a provider-controlled part (the 
provider network, or P-network). Contiguous portions of the C-network are called sites and are 
linked with the P-network via CE routers. The CE routers are connected to the PE routers, 
which serve as the edge devices of the P-network. The core devices in the P-network, the P 
routers, provide transit transport across the provider backbone and do not carry customer 
routes. 
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PE Router Architecture 


This topic describes how MPLS VPNs are implemented in the PE router architecture. 


PE Router Architecture 


DOONAN TTT TTT TTT 


Virlual Router for Virtual Rouler for 
ev 4 Customer A Customer A 


Customer 4 
Site #2 Virtual |P Routing 


Table for Customer A 


Virtual Router for MPLS VPN architecture is very similar 

Customer B to the dedicated PE router peer-to-peer 
model, but the dedicated per-customer 
routers are implemented as virtual 
routing tebles within the PE router. 


Virtual IP Roarting 
Table for Customer B PE Router 
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The architecture of a PE router in an MPLS VPN is very similar to the architecture of a POP in 
the dedicated PE router peer-to-peer model; the only difference is that the whole architecture is 
condensed into one physical device. Each customer is assigned an independent routing table 
(virtual routing table) that corresponds to the dedicated PE router in the traditional peer-to-peer 
model. Routing across the provider backbone is performed by another routing process that uses 
a global IP routing table corresponding to the intra-POP P router in the traditional peer-to-peer 
model. 


Note Cisco IOS software implements isolation between customers via virtual routing and 
forwarding tables. The whole PE router is still configured and managed as a single device, 
not as a set of virtual routers. 
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Propagation of Routing Information 
Across the P-Network 


This topic describes the different methods of propagating routing information across the P- 
network, identifying the drawbacks of each method. 


Propagation of Routing Information 
: Actoss the P. -Network 
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IGP for Customer A IGP for Custe ner A 


IGP for Custorner 6 IGP for CustenerB 
| IGP for Custormear C | IGP for Custo war C 


Customer C Customer A 
Question: How will PE routers exchange customer routing information? 


Answer #1: Run a dedicated Interior Gateway Protocol (IGP) for each customer 
across the P-network. 


This is the wrong answer for the following reasons: 
° The solution does not scale. 
¢ P routers carry all customer routes. 
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Although virtual routing tables provide isolation between customers, the data from these 
routing tables still needs to be exchanged between PE routers to enable data transfer between 
sites attached to different PE routers. Therefore, a routing protocol is needed that will transport 
all customer routes across the P-network while maintaining the independence of individual 
customer address spaces. 


An obvious solution, implemented by various VPN vendors, is to run a separate routing 
protocol for each customer. There are two common implementations. Both require a per- 
customer routing protocol be run between PE routers. In one implementation, the P routers 
participate in customer routing and pass the customer routing information between PE routers. 
In the other implementation, the PE routers are connected via point-to-point tunnels, for 
example IPSEC, thereby hiding the customer routing from the P routers. 


This solution, although very simple to implement (and often used by some customers), is not 
appropriate in service provider environments because it simply does not scale. The specific 
problems are as follows: 


m= The PE routers have to run a large number of routing protocols. 


m= The P routers have to carry all customer routes. 
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Propagation of Routing Information 
Across the P-Network (Cont.) 
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Cisc o.com 


A dedicated routing protocol 
used to carry customer routes 


4 


Customer C Customer A 
Question: How will PE routers exchange customer routing information? 


Answer #2: Run a single routing protocol that will carry all customer routes 
inside the provider backbone. 


Better answer, but still not good enough: 
¢ P routers carry all customer routes. 
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A better approach to the route propagation problem is to deploy a single routing protocol that 
can exchange all customer routes across the P-network. Although this approach is better than 
the previous one, the P routers are still involved in customer routing, so the proposal retains 
some of the same scalability issues of the previous one. 
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Propagation of Routing Information 
Across the P-Network (Cont.) 
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A dedicated routing protocol used 
to carry customer routes between PE routers 


Customer G Customer A 


Question: How will PE routers exchange customer routing information? 


Answer #3: Run a single routing protocol that will carry all customer routes 
between PE routers. Use MPLS labels to exchange packets 
between PE routers. 


The best answer: 
¢ P routers do not carry customer routes; the solution is scalable. 


© 2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—4-15 


The best solution to the customer route propagation issue is to run a single routing protocol 
between PE routers that will exchange all customer routes without the involvement of the P 
routers. This solution is scalable: 


= The number of routing protocols running between PE routers does not increase with an 
increasing number of customers. 


= The P routers do not carry customer routes. 
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Propagation Routing Information 
Across the P-Network (Cont.) 
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A dedicated routing protocol used 
to carry customer routes between PE routers 


Customer G Gustomer A 


Question: Which protocol can be used to carry customer routes between 
PE routers? 


Answer: The number of customer routes can be very large. BGP is the only 
routing protocol that can scale to a very large number of routes. 


Conclusion: 
BGP is used to exchange customer routes directly between PE routers. 
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The next design decision to be made is the choice of the routing protocol running between PE 
routers. Given that the total number of customer routes is expected to be very large, the only 
well-known protocol with the required scalability is BGP. And, in fact, BGP is used in MPLS 
VPN architecture to transport customer routes directly between PE routers. 
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Propagation of Routing Information 
Across the P-Network (Cont.) 


PVN NUTT MOTT MOTT NANT mT TTT TT 


A dedicated routing protocol used 
to carry customer routes between PE routers 
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Question: How will information about the overlapping subnets of two 
customers be propagated via a single routing protocol? 


Answer: Extend the customer addresses to make them unique. 
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MPLS VPN architecture differs in an important way from traditional peer-to-peer VPN 
solutions: the support of overlapping customer address spaces. 


With the deployment of a single routing protocol (BGP) exchanging all customer routes 
between PE routers, an important issue arises: how can BGP propagate several identical 
prefixes, belonging to different customers, between PE routers? 


The only solution to this dilemma is the expansion of customer IP prefixes with a unique prefix 
that makes them unique even if they had previously overlapped. A 64-bit prefix called the route 
distinguisher (RD) is used in MPLS VPNs to convert non-unique 32-bit customer addresses 
into 96-bit unique addresses that can be transported between PE routers. 
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Route Distinguishers 


This topic describes what a route distinguisher (RD) is and how it is used. 


Route Distinguishers 
ill! nM WM I 


° The 64-bit route distinguisher (RD) is prepended 
to an IPv4 address to make it globally unique. 


¢ The resulting address is a VPNv4 address. 


e VPNV4 addresses are exchanged between PE 
routers via BGP. 


— BGP that supports address families other than IPv4 
addresses is called Multiprotocol BGP (MP-BGP). 
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The RD is used only to transform nonunique 32-bit customer IP version 4 (IPv4) addresses into 
unique 96-bit VPNv4 addresses (also called VPN IPv4 addresses). 


VPNV4 addresses are exchanged only between PE routers; they are never used between CE 
routers. BGP between PE routers must therefore support exchange of traditional IPv4 prefixes 
as well as exchange of VPNV4 prefixes. A BGP session between PE routers is consequently 
called a Multiprotocol BGP (MP-BGP) session. 


Note Initial MPLS VPN implementation in Cisco IOS software supports only MPLS VPN services 
within a single autonomous system (AS). In such a scenario, the BGP session between PE 
routers is always an IBGP session. 


Copyright © 2003, Cisco Systems, Inc. MPLS Virtual Private Networks Technology 4-61 


Route Distinguishers (Cont.) 
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A 64-bit RD Is prepended to the 
customer IPv4 prefix to make 

it globally unique, resulting In a 
96-bit VPNv4 prefix. 


A 96-bit VPNv4 prefix is propagated 
via MP-BGP to the other PE router. 


Customer A 
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The CE router sencs an IPv4 routng 
update to the PE reuter. 
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Customer route propagation across an MPLS VPN network is done using the following 
process: 


Step 1 The CE router sends an IPv4 routing update to the PE router. 


Step 2 The PE router prepends a 64-bit RD to the IPv4 routing update, resulting in a 
globally unique 96-bit VPNV4 prefix. 


Step 3 The VPNV4 prefix is propagated via a Multiprotocol Internal Border Gateway 
Protocol (MP-IBGP) session to other PE routers. 
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Route Distinguishers (Cont.) 
TTT WOT TTT WATT TTT TTT TTT Cisco.com 


The RD Is removed from the 
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32-bit IPv4 prefix. eae 


P-Network 


Customer B 


t 
The PE router sends the reeulting 
IPv4 prefix to the CE router. 
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Step 4 The receiving PE routers strip the RD from the VPNV4 prefix, resulting in an IPv4 
prefix. 


Step 5 The IPv4 prefix is forwarded to other CE routers within an IPv4 routing update. 
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Route Distinguishers (Cont.) 
Usage in an MPLS VPN 
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¢ The RD has no special meaning. 
e Used only to make potentially overlapping IPv4 


addresses globally unique. 


¢ The RD could serve as a VPN identifier, but this 
design could not support all topologies required 
by the customers. 


© 2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—4-27 


The RD has no special meaning or role in MPLS VPN architecture; its only function is to make 
overlapping IPv4 addresses globally unique. 


Note Because there has to be a unique one-to-one mapping between RD and virtual routing and 
forwarding instances (VRFs), the RD could be viewed as the virtual routing and forwarding 
(VRF) identifier in the Cisco implementation of an MPLS VPN. 


The RD is configured at the PE router as part of the setup of the VPN site. It is not configured 
on the CPE and is not visible to the customer. 


Simple VPN topologies require only one RD per customer, raising the possibility that the RD 


could serve as a VPN identifier. This design, however, would not allow implementation of 
more complex VPN topologies, such as when a customer site belongs to multiple VPNs. 


Note This topic will be discussed in greater detail later in this lesson. 
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Route Targets 


This topic explains the need for route targets (RTs) and how they are implemented. 


Route Targets 


VoIP Service Sample 
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Why is the RD not used to identify the VPN? 


Customer A ustomer A, 
Cental Site : Site 2 


<—~ ‘~ ee gr —~— 


Customer B 
Central Site 


a. 
em 


Customer C Customer B 
Site 1 Site 2 


Requirements: 
° All sites of one customer need to communicate. 


¢ Central sites of both customers need to communicate with VoIP 
gateways and other central sites. 


¢ Other sites from different customers do not communicate with each other. 
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To illustrate the need for a more versatile VPN indicator than the RD, consider the VoIP 
service in the figure. The connectivity requirements of this service are as follows: 


= All sites of a single customer need to communicate. 


m= The central sites of different customers subscribed to the VoIP service need to 
communicate with the VoIP gateways (to originate and receive calls in the public voice 
network) as well as with other central sites to exchange intercompany voice calls. 


Note Additional security measures would have to be put in place at central sites to make sure that 
the central sites exchange only VoIP calls with other central sites. Otherwise, the corporate 
network of a customer could be compromised by another customer who is using the VoIP 
service. 
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Route Targets (Cont.) 
Connectivity Requirements 
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The connectivity requirements of the VoIP service are illustrated in the figure. Three VPNs are 
needed to implement the desired connectivity: two customer VPNs and a shared VoIP VPN. 
Central customer sites participate in the customer VPN as well as in the VoIP VPN. 
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Route Targets (Cont.) 
Why Are They Needed? 


¢ Some sites have to participate in more than 
one VPN. 


° The RD cannot identify participation in more 


than one VPN. 
¢ RTs were introduced in the MPLS VPN 
architecture to support complex VPN topologies. 


— A different method is needed in which a set of 
identifiers can be attached to a route. 


The RD (again, a single entity prepended to an IPv4 route) cannot indicate that a site 
participates in more than one VPN. A method is needed in which a set of VPN identifiers can 
be attached to a route to indicate its membership in several VPNs. 


RTs were introduced into the MPLS VPN architecture to support this requirement. 
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Route Targets (Cont.) 
What Are They? 
ma Mi 


¢ RTs are additional attributes attached to VPNv4 
BGP routes to indicate VPN membership. 


°« Extended BGP communities are used to encode 
these attributes. 


—Extended communities carry the meaning of 
the attribute together with its value. 


e Any number of RTs can be attached to a single 
route. 
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RTs are attributes that are attached to a VPNv4 BGP route to indicate its VPN membership. 
The extended BGP communities of a routing update is used to carry the RT of that update, thus 
identifying which VPN the update belongs to. 


As with standard BGP communities, a set of extended communities can be attached to a single 
BGP route, satisfying the requirements of complex VPN topologies. 


Extended BGP communities are 64-bit values. The semantics of the extended BGP community 
are encoded in the high-order 16 bits of the value, making them useful for a number of different 
applications, such as MPLS VPN RTs. 
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Route Targets (Cont.) 
How Do They Work? 
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¢ Export RTs: 
— Identifying VPN membership 


— Appended to the customer route when it is converted 
into a VPNv4 route 


¢ Import RTs: 
— Associated with each virtual routing table 


— Select routes to be inserted into the virtual routing 
table 
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MPLS VPN RTs are attached to a customer route at the moment that it is converted from an 
IPv4 route to a VPNv4 route by the PE router. The RTs attached to the route are called export 
RTs and are configured separately for each virtual routing table in a PE router. Export RTs 
identify a set of VPNs in which sites associated with the virtual routing table belong. 


When the VPNv4 routes are propagated to other PE routers, those routers need to select the 
routes to import into their virtual routing tables. This selection is based on import RTs. Each 
virtual routing table in a PE router can have a number of configured import RTs that identify 
the set of VPNs from which the virtual routing table is accepting routes. 


In overlapping VPN topologies, RTs are used to identify VPN membership. Advanced VPN 
topologies (for example, central services VPNs) use RTs in more complex scenarios. 
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Virtual Private Networks Redefined 


This topic describes how complex VPNs have redefined the meaning of VPNs. 


Virtual Private Networks Redefined 
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With the introduction of complex VPN topologies, 
VPNs have had to be redefined: 


¢ AVPN is a collection of sites sharing common routing 
information. 


¢ Asite can be part of different VPNs. 


¢ AVPN can be seen as a community of interest (closed 
user group, or CUG). 


¢ Complex VPN topologies are supported by multiple 
virtual routing tables on the PE routers. 
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With the introduction of complex VPN topologies, the definition of a VPN has needed to be 
changed. A VPN is simply a collection of sites sharing common routing information. In 
traditional switched WAN terms (for example, in X.25 terminology), such a concept would be 
called a closed user group (CUG). 


In the classic VPN, all sites connected to a VPN shared a common routing view. In complex 
VPNs, however, a site can be part of more than one VPN. This results in differing routing 
requirements for sites that belong to a single VPN and those that belong to more than one 
VPN. These routing requirements have to be supported with multiple virtual routing tables on 
the PE routers. 
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Impact of Complex VPN Topologies on Virtual 
Routing Tables 


This topic describes the impact of complex VPN topologies on the virtual routing tables. 


Impact of Complex VPN Topologies 
on Virtual Routing Tables 
lll WM TNT TT TM 


¢ A virtual routing table in a PE router can be used 
only for sites with identical connectivity 
requirements. 


° Complex VPN topologies require more than one 
virtual routing table per VPN. 


¢ As each virtual routing table requires a distinct 
RD value, the number of RDs in the MPLS VPN 
network increases. 


A single virtual routing table can be used only for sites with identical connectivity 
requirements. Complex VPN topologies, therefore, require more than one virtual routing table 
per VPN. 


Note If sites with different requirements are associated with the same virtual routing table, some 
of them might be able to access destinations that should not be accessible to them. 


Because each virtual routing table requires a distinctive RD, the number of RDs in an MPLS 
VPN network increases with the introduction of overlapping VPNs. Moreover, the simple 
association between RD and VPN that was true for simple VPNs is also gone. 
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Impact of Complex VPN Topologies 
on Virtual Routing Tables (Cont.) 
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To illustrate the requirements for multiple virtual routing tables, consider a VoIP service with 
three VPNs (customer A, customer B, and a VoIP VPN). The virtual routing table needs of this 
service are as follows: 


= All sites of customer A (apart from the central site) can share the same virtual routing table 
because they belong to a single VPN. 


m The same is true for all sites of customer B (apart from the central site). 


m= The VoIP gateways participate only in the VoIP VPN and can belong to a single virtual 
routing table. 


= Central site A has unique connectivity requirements—it has to see sites of customer A and 
sites in the VoIP VPN, and consequently requires a dedicated virtual routing table. 


m= Likewise, central site B requires a dedicated virtual routing table. 


So, in this example, five different VRF tables are needed to support three VPNs. There is no 
one-to-one relationship between the number of VRFs and the number of VPNs. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cisco. com 
¢ MPLS VPN architecture combines the best features of the 
overlay and peer-to-peer VPN models. 
¢ Virtual routing tables are created for each customer. 


¢ BGP is used to exchange customer routes between PE 
routers. 


¢ Route distinguishers transform non-unique 
32-bit addresses into 96-bit unique addresses. 


¢ Route targets are used to identify VPN membership in 
overlapping topologies. 


¢ Placing sites with different routing requirements in the 
same virtual routing table will result in inconsistent 
routing. 


References 


For additional information, refer to this resource: 


™ Access www.cisco.com for additional information about VPNs. 
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Quiz 
Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Ql) ~=Which routers are MPLS VPN-aware? 


Q2) Which traditional VPN module can the architecture of a PE router in an MPLS VPN be 
compared to? 


Q3) = Which protocol is used to transport customer routes directly between PE routers? 


A) RP 
B) VPN 
C) BGP 
D) OSPF 


Q4) What is the function of the RD in an MPLS VPN? 


Q5) What is the function of the RT in MPLS VPNs? 


Q6) Howhas the introduction of complex VPN topologies redefined the meaning of a 
VPN? 


Q7) What could happen if two different sites with different requirements are associated 
with the same virtual routing table? 
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Quiz Answer Key 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


Q7) 


P routers 
Relates to: MPLS VPN Architecture 


the dedicated PE router peer-to-peer model 


Relates to: PE Router Architecture 


Cc 


Relates to: Propagation of Routing Information Across the P-Network 


The RD is used to transform the nonunique IP addresses of the customer into unique VPNv4 addresses. 


Relates to: Route Distinguishers 


The RT attaches a set of VPN identifiers to a route that indicate its membership in several VPNs. This 
capability allows one site to be a member of more than one VPN. 


Relates to: Route Targets 


A site can be part of more than one VPN, resulting in differing routing requirements for sites that belong to 
a single VPN. and those belonging to multiple VPNs. 


Relates to: Virtual Private Networks Redefined 


Some of the sites might be able to access destinations that they should not be able to access. 


Relates to: Impact of Complex VPN Topologies on Virtual Routing Tables 
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MPLS VPN Routing Model 


Overview 


This lesson explains the routing requirements for MPLS VPNs. It offers address and routing 
perspectives from the customer and service provider side, and discusses how routing tables 
appear on PE routers. The lesson also discusses MPLS VPN end-to-end information flow, MP- 
BGP, updates, and display formats. 


Relevance 


It is important to understand how information is routed in an MPLS VPN, and how the routing 
tables are viewed and interpreted. This lesson will help you get a clear understanding of the 
similarities and differences between the global routing table and the virtual routing tables that 
are created in an MPLS VPN. 


Objectives 
This lesson identifies the routing requirements for MPLS VPNs by describing, from the 
perspective of the customer and provider, how routing tables appear on PE routers, how 
customer routes are propagated, and how end-to-end information flows. 
Upon completing this lesson, you will be able to: 
= Describe the routing requirements of an MPLS VPN 
m= Describe the MPLS VPN routing model of CE routers, PE routers, and P routers 
= Describe how IPV4 is used to provide support for existing Internet routing 
= Identify the routing tables implemented in the PE router to support MPLS VPNs 
™ Describe the end-to-end flow of routing updates in an MPLS VPN 
m= Describe how an MPLS VPN determines which routes are distributed to a CE router 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 
m™ Basic understanding of MPLS components, and an understanding of basic VPN 


Outline 
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implementations 


This lesson includes these topics: 


Overview 

MPLS VPN Routing Requirements 
MPLS VPN Routing 

Support for Existing Internet Routing 
Routing Tables on PE Routers 
End-to-End Routing Update Flow 
Route Distribution to CE Routers 
Summary 

Quiz 
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MPLS VPN Routing Requirements 


This topic describes the routing requirements for MPLS VPNs. 


MPLS VPN Routing Requirements 
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¢ CE routers have to run standard IP routing 
software. 


¢ PE routers have to support MPLS VPN services 
and Internet routing. 


° P routers have no VPN routes. 


The designers of MPLS VPN technology were faced with the following routing requirements: 
= CErouters should not be MPLS VPN-aware. They should run standard IP routing software. 
= PErouters must support MPLS VPN services and traditional Internet services. 


= To make the MPLS VPN solution scalable, P routers must not carry VPN routes. 
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MPLS VPN Routing 


This topic identifies the MPLS VPN routing model of CE routers, PE routers, and P routers. 


MPLS VPN Routing 
__CE Router Perspective 
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a 


a 


ee 


CE Router 


¢ The CE routers run standard IP routing software and 
exchange routing updates with the PE router. 


— EBGP, OSPF, RIPv2, EIGRP, and static routes are 
supported. 


¢ The PE router appears as another router in the C-network. 
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The MPLS VPN backbone should look like a standard corporate backbone to the CE routers. 
The CE routers run standard IP routing software and exchange routing updates with the PE 
routers, which appear to them as normal routers in the C-network. 


Note In Cisco IOS Release 12.2, the choice of routing protocols that can be run between a CE 
router and a PE router is limited to static routes, RIP version 2 (RIPv2), Open Shortest Path 
First (OSPF), and external Border Gateway Protocol (EBGP). 
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MPLS VPN Routing (cont.) 


Overall Customer Perspective 
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BGP Backbone 


° To the customer, the PE routers appear as core routers 
connected via a BGP backbone. 


¢ The usual BGP and IGP design rules apply. 
¢ The P routers are hidden from the customer. 
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From the customer perspective, the MPLS VPN backbone looks like an intracompany BGP 
backbone with PE routers performing route redistribution between individual sites and the core 
backbone. The standard design rules used for enterprise BGP backbones can be applied to the 
design of the C-network. 


The P routers are hidden from customer view; the internal topology of the BGP backbone is 
therefore transparent to the customer. 
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MPLS VPN Routing (Cont.) 
P Router Perspective 
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MPLS VPN Backbone 


¢ P routers do not participate in MPLS VPN 
routing and do not carry VPN routes. 


¢ P routers run backbone IGP with the PE 
routers and exchange information about 
global subnets (core links and loopbacks). 
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From the P router perspective, the MPLS VPN backbone looks even simpler—the P routers do 
not participate in MPLS VPN routing and do not carry VPN routes. They run only a backbone 
Interior Gateway Protocol (IGP) with other P routers and with PE routers, and exchange 
information about core subnets. BGP deployment on P routers is not needed for proper MPLS 
VPN operation; it might be needed, however, to support traditional Internet connectivity that 
has not yet been migrated to MPLS. 
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MPLS VPN Routing (Cont.) 


PE Router Perspective 
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MPLS VPN Backbone 
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CE Router CE Router | 


PE routers: 
e Exchange VPN routes with CE routers via per-VPN routing protocols 
e Exchange core routes with P routers and PE routers via core IGP 
¢ Exchange VPNV4 routes with other PE routers via MP-IBGP sessions 
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The PE routers are the only routers in MPLS VPN architecture that see all routing aspects of 
the MPLS VPN: 


m They exchange IPv4 VPN routes with CE routers via various routing protocols running in 
the virtual routing tables. 


m They exchange VPNV4 routes via MP-IBGP sessions with other PE routers. 


m They exchange core routes with P routers and other PE routers via core IGP. 
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Support for Existing Internet Routing 


This topic describes how IPv4 is used to provide support for existing Internet routing. 


xisting Internet Routing 
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MPLS VPN Backbone 


CE Router CE Router 


PE routers can run standard IPv4 BGP in the global routing table: 
¢ PE routers exchange Internet routes with other PE routers. 
¢ CE routers do not participate in Internet routing. 
¢ P routers do not need to participate in Internet routing. 
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The routing requirements for PE routers also extend to supporting Internet connectivity—PE 
routers have to exchange Internet routes with other PE routers. The CE routers cannot 
participate in Internet routing if the Internet routing is performed in global address space. The P 
routers could participate in Internet routing; however, Internet routing should be disabled on the 
P routers to make the network core more stable. 
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Routing Tables on PE Routers 


This topic identifies the routing tables implemented in the PE router to support MPLS VPNs. 


Routing Tables on PE Routers 
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CE Router IPv4 BGP for Internet CE Router : 


PE routers contain a number of routing tables: 


¢ Global routing table, which contains core routes (filled with core IGP) 
and Internet routes (filled with IPv4 BGP) 


¢ VRF tables for sets of sites with identical routing requirements 


¢ VREs filled with information from CE routers and MP-BGP information 
from other PE routers 
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The PE routers fulfill various routing requirements imposed on them by using a number of IP 
routing tables: 


= The global IP routing table (the IP routing table that is always present in a Cisco IOS 
software-based router even if it is not supporting an MPLS VPN) contains all core routes 
(inserted by the core IGP) and the Internet routes (inserted from the global IPv4 BGP 
table). 


m= The VRF tables contain sets of routes for sites with identical routing requirements. The 
VRFs are filled with intra- VPN IGP information exchanged with the CE routers and with 
VPNV4 routes received through MP-BGP sessions from the other PE routers. 
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End-to-End Routing Update Flow 


This topic describes the end-to-end flow of routing updates in an MPLS VPN. 


End-to-End Routing Update Flow | 
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MPLS VPN Backbone 


EN 


pdate 
4 PE Router P Router PE Router 


CE Router CE Router « 


¢ PE routers receive IPv4 routing updates from CE routers 
and install them in the appropriate VRF table. 


© 2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—4-11 
The next few figures provide an overview of end-to-end routing information flow in an MPLS 


VPN network. The PE routers receive IPv4 routing updates from the CE routers and install 
them in the appropriate VRF table. 
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End-to-End Routing Update Flow (Cont.) 
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¢ PE routers export VPN routes from VRF tables into 
MP-BGP and propagate them as VPNV4 routes to other 
PE routers. 
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The customer routes from VRF tables are exported as VPNv4 routes into MP-BGP and 
propagated to other PE routers. 


Initial MPLS VPN implementation in Cisco IOS software (Cisco IOS Releases 12.0 T and 
12.1) supports MPLS VPN services only within the scope of a single AS. The MP-BGP 
sessions between the PE routers are therefore IBGP sessions and are subject to the IBGP split- 
horizon rules. Thus, either a full mesh of MP-IBGP sessions is required between PE routers, or 
route reflectors need to be used to reduce the full mesh IBGP requirement. 
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End-to-End Routing Update Flow (Cont.) 
MP-BGP Update 
en TM 


An MP-BGP update contains the following: 
° VPNV4 address 


¢ Extended communities 
(route targets, optionally SOO) 


¢ Label used for VPN packet forwarding 


¢ Any other BGP attribute (for example, AS path, local 
preference, MED, standard community) 
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An MP-BGP update exchange between PE routers contains the following: 
m VPNV4 address 
m Extended BGP communities (RTs required; Site of Origin, or SOO, optional) 


m™ Label used for VPN packet forwarding (the “MPLS VPN Packet Forwarding” lesson 
follows this lesson and explains how the label is used) 


= Mandatory BGP attributes (for example, AS path) 


Optionally, the MP-BGP update can contain any other BGP attribute; for example, local 
preference, multi-exit discriminator (MED), or standard BGP community. 
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End-to-End Routing Update Flow (Cont.) 
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MPLS VPN Backbone 


MP-EGP Update 


CE Router > 


¢ Receiving PE router imports incoming VPNv4 
routes into the appropriate VRF based on route 
targets attached to the routes. 


° Routes installed in VRF are propagated to CE 
routers. 
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The PE routers receiving MP-BGP updates import the incoming VPNV4 routes into their VRFs 
based on RTs attached to the incoming routes and on import RTs configured in the VRFs. The 
VPNV4 routes installed in VRFs are converted to IPv4 routes and then propagated to the CE 
routers. 
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Route Distribution to CE Routers 


This topic describes how an MPLS VPN determines which routes are distributed to a CE 
router. 


Route Distribution to CE Routers 
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¢ Route distribution to sites is driven by the 
following: 


— $00 
— RT BGP communities 


¢ Aroute is installed in the site VRF that matches 
the RT attribute. 


VPNV4 routes are installed into VRFs on the receiving PE router—the incoming VPNv4 route 
is imported into the VRF only if at least one RT attached to the route matches at least one 
import RT configured in the VRF. 


The SOO attribute attached to the VPNv4 route controls the IPv4 route propagation to the CE 
routers. A route inserted into a VRF is not propagated to a CE router if the SOO attached to the 
route is equal to the SOO attribute associated with the CE router. The SOO can thus be used to 
prevent routing loops in MPLS VPN networks with multihomed sites. The RTs attached to a 
route and the import RTs configured in the VRF drive the import of the routes to the CE router. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


¢ MPLS VPNs technology does the following: 
— Supports the use of standard IP routing between devices 
— Provides scalable solutions 
— Supports both MPLS VPNs and traditional Internet services 


¢ The internal service provider topology is transparent to the 
customer. 


¢ PE routers alone see all routing aspects of the MPLS VPN. 


¢ VRF tables contain sets of routes for sites with identical routing 
requirements. 


¢ Routes are transported using the following: 
— IGP (internal core routes) 
— BGP IPv4 (core Internet routes) 
— BGP VPNV4 (PE-to-PE VPN routes) 
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References 


For additional information, refer to this resource: 


™ Access www.cisco.com for additional information about VPNs. 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


Which routing protocol does the CE router run? 
A) any IP routing protocol 

B) any VPN-aware BGP protocol 

C) any VPN-aware IP routing protocol 

D) any VPN-aware link-state protocol 


Which routers exchange VPNV4 routes? 


A) P 
B) CE 
C) PE 


Which protocol would a PE router use to support an existing Internet routing scheme? 
A) IS-IS 

B) EIGRP 

C) BGP IPv4 

D) BGP VPNv4 


Identify the routing tables implemented in the PE router to support an MPLS VPN and 
describe their contents. 


What BGP function do MPLS VPNs use to transport RTs? 


How does the PE router know in which VRF table to install received routes for a 
customer? 
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Quiz Answer Key 


Ql) A 

Relates to: MPLS VPN Routing Requirements 
Q2) Cc 

Relates to: MPLS VPN Routing 
Q3) Cc 


Relates to: Support for Existing Internet Routing 


Q4) global IP routing table—contains all core IGP routes and the IPv4 routes; VRFs—contain CE routes and 
VPNV4 routes 


Relates to: Routing Tables on PE Routers 


Q5) extended communities 


Relates to: End-to-End Routing Update Flow 


Q6) the RT contained in the extended BGP community 


Relates to: Route Distribution to CE Routers 
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MPLS VPN Packet Forwarding 


Overview 


This lesson explains how forwarding across an MPLS VPN backbone occurs, identifies how 
labels get propagated, and explains the effects of summarization in the core. 


Relevance 


It is important to understand how packets are forwarded across an MPLS VPN backbone, 
because this understanding will help you when you try to isolate problems in the network. This 
lesson explains how the far-end label is sent to the ingress PE router and how that information 
is shared. 


Objectives 
This lesson describes how packets are forwarded in an MPLS VPN environment, identifying 
how VPN labels get propagated and explaining the effects of summarization in the core. 
Upon completing this lesson, you will be able to: 
m= Describe the end-to-end MPLS VPN forwarding mechanisms, detailing label assignments 
m= Describe the operation of PHP in an MPLS VPN environment 
™ Describe the MPLS VPN and backbone label propagation process 
= Describe the effects of MPLS VPNs on label propagation 
m= Describe the effects of MPLS VPNs on packet forwarding 


Learner Skills and Knowledge 


To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


m= Basic understanding of MPLS components, and an understanding of basic VPN 
implementations 


Outline 
This lesson includes these topics: 
= Overview 
m VPN Packet Forwarding Across an MPLS VPN Backbone 
m VPN Penultimate Hop Popping 
m VPN Label Propagation 
m Effects of MPLS VPNs on Label Propagation 
m Effects of MPLS VPNs on Packet Forwarding 
= Summary 


= Quiz 
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VPN Packet Forwarding Across an MPLS VPN 
Backbone 


This topic describes the end-to-end MPLS VPN forwarding mechanisms, detailing label 
assignments. 


VPN Packet Forwarding Across an 


MPLS VPN Backbone 
a in mn mM MT Th ES Cisco.com 


CE Router 
Question: How will the PE routers forward the VPN packets across the 
MPLS VPN backbone? 
Answer #1: They will label the VPN packets with an LDP label for the egress 
PE router and forward the labeled packets across the MPLS backbone. 


Results: 
The P routers perform the label switching, and the packet reaches the 
egress PE router. 

e However, the egress PE router does not know which VRF to use for packet 
switching, so the packet is dropped. 

* How about using a label stack? 
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An MPLS-oriented approach to MPLS VPN packet forwarding across the MPLS VPN 
backbone would be to label the customer packet with the label assigned by Label Distribution 
Protocol (LDP) for the egress PE router. The core routers consequently would never see the 
customer IP packet; instead, they would see just a labeled packet targeted toward the egress PE 
router. They would perform simple label-switching operations, finally delivering the customer 
packet to the egress PE router. Unfortunately, the customer IP packet would contain no VPN or 
VRF information that could be used to perform VRF lookup on the egress PE router. The 
egress PE router would not know which VRF to use for packet lookup and would therefore 
have to drop the packet. 
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VPN Packet Forwarding Across an 
MPLS VPN Backbone (Cont.) 
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Question: How will the PE routers forward the VPN packets across the 
MPLS VPN backbone? 

Answer #2: They will label the VPN packets with a label stack, using the LDP label for 
the egress PE router as the top label, and the VPN label assigned by the 
egress PE router as the second label in the stack. 

Result: 

* The P routers perform label switching, and the packet reaches the egress 

PE router. 

° The egress PE router performs a lookup on the VPN label and forwards the packet 

toward the CE router. 
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An MPLS label stack can be used to tell the egress PE router what to do with the VPN packet. 
When using the label stack, the ingress PE router labels the incoming IP packet with two labels. 
The top label in the stack is the LDP label for the egress PE router; this label guarantees that the 
packet will traverse the MPLS VPN backbone and arrive at the egress PE router. The second 
label in the stack is assigned by the egress PE router and tells the router how to forward the 
incoming VPN packet. The second label could point directly toward an outgoing interface, in 
which case the egress PE router would perform label lookup only on the VPN packet. The 
second label could also point to a VRF, in which case the egress PE router would first perform 
a label lookup to find the target VRF and then perform an IP lookup within the VRF. 


Both methods are used in Cisco IOS software. The second label in the stack points toward an 
outgoing interface whenever the CE router is the next hop of the VPN route. The second label 
in the stack points to the VRF table for aggregate VPN routes, VPN routes pointing to a null 
interface, and routes for directly connected VPN interfaces. 


The two-level MPLS label stack satisfies all MPLS VPN forwarding requirements: 


= The P routers perform label switching on the LDP-assigned label toward the egress PE 
router. 


m The egress PE router performs label switching on the second label (which it has previously 
assigned) and either forwards the IP packet toward the CE router or performs another IP 
lookup in the VRF pointed to by the second label in the stack. 
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VPN Penultimate Hop Popping 


This topic describes operation of PHP in an MPLS VPN environment. 


en Penultimate Hop Popping 
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CE Router CE Router 
¢ Penultimate hop popping on the LDP label can be 
performed on the last P router. 


The egress PE router performs label lookup only on the 
VPN label, resulting in faster and simpler label lookup. 


IP lookup is performed only once—in the ingress PE 
router. 
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Penultimate hop popping, or PHP (the removal of the top label in the stack on the hop prior to 
the egress router), can be performed in frame-based MPLS networks. In these networks, the last 
P router in the label switched path (LSP) tunnel pops the LDP label (as previously requested by 
the egress PE router through LDP), and the PE router receives a labeled packet that contains 
only the VPN label. In most cases, a single label lookup performed on that packet in the egress 
PE router is enough to forward the packet toward the CE router. The full IP lookup through the 
Forwarding Information Base (FIB) is performed only once, in the ingress PE router, even 
without PHP. 


Copyright © 2003, Cisco Systems, Inc. MPLS Virtual Private Networks Technology 4-99 


VPN Label Propagation 


This topic describes how labels get propagated between PE routers. 


VPN Label Propagation 
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Question: How will the ingress PE router get the second label in the 
label stack from the egress PE router? 


Answer: Labels are propagated in MP-BGP VPNV4 routing updates. 
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The previous figures showed that an MPLS label stack with the second label is required for 
proper MPLS VPN operation. This label was allocated by the egress PE router. This label has 
to be propagated from the egress PD router to the ingress PE routers to enable proper packet 
forwarding. MP-BGP was chosen as the propagation mechanism. Every MP-BGP update thus 
carries a label assigned by the egress PE router together with the 96-bit VPNv4 prefix. 
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VPN Label Propagation (Cont. ) 
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Step 1: A VPN label is assigned to every VPN route by the egress 
PE router. 

Step 2: The VPN label is advertised to all other PE routers in an MP-BGP 
update. 

Step 3: A label stack is built in the VFR table. 
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The figure illustrates VPN label propagation between PE routers. 


Step 1 The egress PE router assigns a label to every VPN route received from attached CE 
routers and to every summary route summarized inside the PE router. This label is 
then used as the second label in the MPLS label stack by the ingress PE routers 
when labeling VPN packets. 


The VPN labels assigned locally by the PE router can be inspected with the show mpls 
forwarding vrf xxx command (where “xxx” is the name of the VRF). 


Step 2 VPN labels assigned by the egress PE routers are advertised to all other PE routers 
together with the VPNv4 prefix in MP-BGP updates. 


The labels can be inspected with the show ip bgp vpnv4 all tags command on the ingress PE 
router. 


The routes that have an input label but no output label are the routes received from CE routers 
(and the input label was assigned by the local PE router). The routes with an output label but no 
input label are the routes received from the other PE routers (and the output label was assigned 
by the remote PE router). 


For example, the VPN label for destination 192.188.10.0 is 38 and was assigned by the egress 
PE router). 


Note Like many Cisco IOS software show commands, the show ip bgp vpnv4 all tags command 
uses the old terminology labels called “tags.” 
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Step 3 The ingress PE router has two labels associated with a remote VPN route: a label for 
the BGP next hop assigned by the next-hop P router via LDP (and taken from the 
local label information base, or LIB) as well as the label assigned by the remote PE 
router and propagated via MP-BGP update. Both labels are combined in a label 
stack and installed in the VRF table. 


The label stack in the VRF table can be inspected using the show ip cef vrf detail command. 
The tags imposed part of the printout displays the MPLS label stack. The first label in the 
MPLS label stack is the LDP label forwarded toward the egress PE router, and the second label 
is the VPN label advertised by the egress PE router. 
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Effects of MPLS VPNs on Label Propagation 


This topic describes the effects of MPLS VPNs on label propagation. 


MPLS VPNs and Label Propagation 
alll TTT TTT TTT 


° The VPN label must be assigned by the BGP next hop. 


¢ The BGP next hop should not be changed in the MP- 
IBGP update propagation. 


—Do not use next-hop-self on confederation boundaries. 
¢ The PE router must be the BGP next hop. 
—Use next-hop-self on the PE router. 


° The label must be reoriginated if the next hop is 
changed. 


—A new label is assigned every time that the MP-BGP 
update crosses the AS boundary where the next hop 
is changed. 


MPLS VPN packet forwarding works correctly only if the router specified as the BGP next hop 
in the incoming BGP update is the same router as the one that assigned the second label in the 
label stack. Three scenarios can cause the BGP next hop to be different from the IP address of 
the PE router assigning the VPN label: 


m= Ifthe customer route is received from the CE router via an EBGP session, the next hop of 
the VPNv4 route is still the IP address of the CE router (the BGP next hop of an outgoing 
IBGP update is always identical to the BGP next hop of the incoming EBGP update). You 
have to configure next-hop-self on the MP-BGP sessions between PE routers to make sure 
that the BGP next hop of the VPNv4 route is always the IP address of the PE router, 
regardless of the routing protocol used between the PE router and the CE router. 


= The BGP next hop should not change inside an AS. It can change, however, if you use 
next-hop-self on an inter-AS boundary inside a BGP confederation or if you use inbound 
route-map on a PE route to change the next hop (a strongly discouraged practice). To 
prevent this situation, never change the BGP next hop with route-map or next-hop-self 
inside an AS. 


= The BGP next hop is always changed on an EBGP session. If the MPLS VPN network 
spans multiple public autonomous systems (not just autonomous systems within a BGP 
confederation), special provisions must be made in the AS boundary routers to reoriginate 
the VPN label at the same time the BGP next hop is changed. This functionality is 
supported by Cisco IOS Releases 12.1(4) T, 12.2, and later. 


Copyright © 2003, Cisco Systems, Inc. MPLS Virtual Private Networks Technology 4-103 


Effects of MPLS VPNs on Packet Forwarding 


This topic describes the effects of MPLS VPNs on packet forwarding. 
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° The VPN label is understood only by the egress PE 
router. 


¢ An end-to-end LSP tunnel is required between the 
ingress and egress PE routers. 


¢ BGP next hops must not be announced as BGP 
routes. 


¢ LDP labels are not assigned to BGP routes. 


¢ BGP next hops announced in IGP must not be 
summarized in the core network. 


—Summarization breaks the LSP tunnel. 


For successful propagation of MPLS VPN packets across an MPLS backbone, there must be an 
unbroken LSP tunnel between PE routers. This is because the second label in the stack is 
recognized only by the egress PE router that has originated it and will not be understood by any 
other router should it ever become exposed. 


Two scenarios could cause the LSP tunnel between PE routers to break: 


m= Ifthe IP address of the PE router is announced as a BGP route, it will have no 
corresponding LDP label and the label stack will not be built correctly. 


m= Ifthe P routers perform summarization of the address range within which the IP address of 
the egress PE router lies, the LSP tunnel will be disrupted at the summarization point, as 
illustrated in the next figure. 
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MPLS VPNs and Packet Forwarding (Cont.) 
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In the figure, the P router summarizes the loopback address of the egress PE router. The LSP 
tunnel is broken at a summarization point, so the summarizing router needs to perform full IP 
lookup. In a frame-based MPLS network, the P router would request PHP for the summary 
route, and the upstream P router (or a PE router) would remove the LDP label, exposing the 
VPN label to the P router. Because the VPN label is assigned not by the P router but by the 
egress PE router, the label will not be understood by the P router and the VPN packet will be 
dropped or misrouted. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


¢ PE routers forward packets across the MPLS VPN 
backbone using label stacking. 


¢ Labels are propagated between PE routers using 
MP-BGP. 


¢ BGP next hops should not be announced as BGP 
routes. 


° LDP labels are not assigned to BGP routes. 


References 
For additional information, refer to this resource: 


™ Access www.cisco.com for additional information about VPNs. 
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Quiz 
Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Ql) ~~ Why does the label stack contain two labels when supporting MPLS VPNs? 


Q2) Why is the VPN label not popped during the PHP process? 


Q3) Which protocol is used to transport VPN labels between PE routers? 


A) LDP 
B) RSVP 
C) _-MP-BGP 


D) the core IGP 


Q4) InMPLS VPNs, why must the BGP next hop be set to the egress router in all MP- 
IBGP updates? 


Q5) What scenarios would cause the LSP tunnel between PE routers to break? 
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Quiz Answer Key 


4-108 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


The first label indicates the LSP that will be used to reach the egress router. The second label indicates the 
VPN that the packet belongs to. 


Relates to: VPN Packet Forwarding Across an MPLS VPN Backbone 


The egress router needs the label to identify which VPN the packet belongs to. 
Relates to: VPN Penultimate Hop Popping 


Cc 
Relates to: VPN Label Propagation 


The BGP next hop is used to identify which LSP will be used to get to the egress router. If the IP address 
of the PE router is announced as a BGP route, it will have no corresponding LDP label and the label stack 
will not be built correctly. 


Relates to: Effects of MPLS VPNs on Label Propagation 


If the IP address of the PE router is announced as a BGP route, it will have no corresponding LDP label 
and the label stack will not be built correctly. 

If the P routers perform summarization of the address range within which the IP address of the egress PE 
router lies, the LSP tunnel will be disrupted at the summarization point. 


Relates to: Effects of MPLS VPNs on Packet Forwarding 
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Module Assessment 


Overview 


Use this assessment to test what you learned in this module. The correct answers and solutions 
are found in the Module Assessment Answer Key. 


Quiz: MPLS Virtual Private Networks Technology 


Complete the quiz to assess what you have learned in this module. 


Objectives 


This activity tests your knowledge on how to meet these objectives: 
= Identify the major VPN topologies, their characteristics, and usage scenarios 


™ Describe the differences between an overlay VPN and peer-to-peer VPN, identifying the 
implementation, benefits, and drawbacks 


= Describe the major VPN topology categories and their implementation 


™ Describe the major architectural blocks of MPLS VPNs, identifying the functions of route 
information propagation, route distinguisher, route target, and virtual routing tables 


= Identify the routing requirements for MPLS VPNs by describing, from the customer and 
provider perspective, how routing tables appear on provider edge routers, how customer 
routes are propagated, and how end-to-end information flows 


™ Describe how packets are forwarded in an MPLS VPN environment, identifying how VPN 
labels get propagated, and explaining label imposition and the effect of summarization in 
the core 


Instructions 
Complete these steps: 


Step 1 Answer all questions in this quiz by selecting the best answer(s) to each question. 
Step 2 Verify your results against the answer key at the end of this quiz. 


Step 3 Review the related lesson for each question that you answered incorrectly. 
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Quiz 
Answer these questions: 


Ql) ~=——~ Which of the following is a characteristic of an overlay VPN? 


A) PE routers carry all routes from all customers. 
B) It guarantees optimum routing between customer sites. 
C) The service provider participates in the customer routing. 


D) The service provider provides virtual point-to-point links between customer 
Sites. 


Q2) Which connectivity category should you use if all sites must have connectivity with 
each other? 
A) simple 
B) overlapping 
C) peer-to-peer 
D) hub-and-spoke 
E) central services 
Q3) Which connectivity category should you use if all sites must have connectivity to a 
server provided by the service provider? 
A) simple 
B) overlapping 
C) peer-to-peer 
D) hub-and-spoke 


E) central services 


Q4) What are the connectivity requirements of a managed network VPN? 


A) The service provider is restricted to access of the P-network. 

B) The service provider is granted access to the entire C-network. 

C) The service provider is restricted to access of the managed CE routers. 

D) The service provider grants the customer access to the PE routers but not the P 
routers. 


Q5) In what two ways do MPLS VPNs support overlapping customer address spaces? 


(Choose two.) 

A) by implementing unique RDs for each customer 

B) by implementing unique RTs for each customer 

C) by implementing different LSPs for each customer 

D) by implementing virtual routing spaces for each customer 
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Q6) Which of the following is true if you use the P-network IPG to propagate customer 
routing information across the P-network? 


A) The PE router must be VPN-aware. 
B) The P router must be VPN-aware. 
C) Customers can use overlapping address spaces. 


D) The P router must carry all of the customer routes. 
Q7) Why do MPLS VPNs implement route targets? 

A) to identify different customer VPNs 

B) to allow a site to participate on more than one VPN 


C) to convert a customer address to an MP-BGP address 


D) to convert a nonunique IP address into a unique VPNv4 address 


Q8) What is the impact of an MPLS VPN on CE routers? 
A) They must support BGP. 
B) They must run a link-state protocol. 
C) They can run any standard IP routing protocol. 


D) Their IGP must be upgraded to a VPN-aware IGP. 


Q9) Why would IPv4 routing be enabled on the PE router? 
A) to support the MPLS VPN route update 
B) to support the MPLS VPN route target exports 
C) to support an existing Internet routing scheme 


D) to support the transport of MP-BGP extended communities 


Q10) Which two types of route would an MPLS VPN install into the VRF? (Choose two.) 
A) those received via an IPv4 update 
B) those received via a VPNv4 update 
C) those received via the core IGP update 
D) those received via the customer IGP update 
Q11) What will happen if the SOO attached to the route is equal to the SOO attribute 
associated with the CE router? 
A) The route will not insert into the VRF. 
B) The route will not be inserted into the global table. 
C) The route will be inserted into a VRF but not propagated to a CE router. 


D) The route will be inserted into a VRF but not propagated to neighboring PE 
routers. 
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Q12) 


Q13) 


Q14) 


Q15) 


Scoring 


How can P routers forward VPN packets if they do not have VPN routes? 


A) 
B) 
C) 
D) 


They forward based upon the LSP label. 

They forward based upon the VPN label. 

They forward based upon the MP-BGP next hop. 

They forward based upon a routing table lookup of the IP address. 


Which router assigns the VPN label? 


A) 
B) 
C) 
D) 
E) 


P 

egress CE 
egress PE 
ingress CE 
ingress PE 


What is used to identify the label that will be used to transport the VPN packet to the 
egress router? 


A) the IGP least-cost path 

B) the EBGP next-hop address 

C) the MP-IBGP next-hop address 

D) the VPN label entry in the LFIB 

What is the impact of changing a BGP next hop on an MP-BGP update at 

confederation boundaries? 

A) The packet will be forwarded but over a suboptimal route. 

B) Packet forwarding for the affected destination will be interrupted. 

C) The P router at the point of summarization will have to perform a routing table 
lookup to identify the MP-IBGP next hop. 

D) The ingress PE router will forward an MPLS packet to the router identified as 


the next hop, where it will be converted to an IP packet and forwarded via MP- 
IBGP. 


You have successfully completed the quiz for this lesson when you earn a score of 80 percent 
or better. 
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Module Assessment Answer Key 
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Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


Q7) 


Q8) 


Q9) 


Q10) 


Qi1) 


Q12) 


Q13) 


Q14) 


Q15) 


D 


Relates to: 


A 


Relates to: 


E 


Relates to: 


Cc 


Relates to: 


A,D 


Relates to: 


D 


Relates to: 


B 


Relates to: 


Cc 


Relates to: 


Cc 


Relates to: 


B,D 


Relates to: 


Cc 


Relates to: 


A 


Relates to: 


Cc 


Relates to: 


Cc 


Relates to: 


B 


Relates to: 


Introduction to Virtual Private Networks; Overlay and Peer-to-Peer VPNs 


Overlay and Peer-to-Peer VPNs; VPN Categorization 


Overlay and Peer-to-Peer VPNs; VPN Categorization 


Overlay and Peer-to-Peer VPNs; VPN Categorization 


MPLS VPN Architecture 


MPLS VPN Architecture 


MPLS VPN Architecture 


MPLS VPN Routing Model 


MPLS VPN Routing Model 


MPLS VPN Routing Model 


MPLS VPN Routing Model 


MPLS VPN Packet Forwarding 


MPLS VPN Packet Forwarding 


MPLS VPN Packet Forwarding 


MPLS VPN Packet Forwarding 
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Module 5| 


MPLS VPN Implementation 


Overview 


This module covers Multiprotocol Label Switching (MPLS) Virtual Private Network (VPN) 
implementation on Cisco IOS platforms. It describes the concepts of virtual routing and 
forwarding (VRF) tables, the interaction between customer-to-provider routing protocols, and 
Multiprotocol Border Gateway Protocol (MP-BGP) in the service provider backbone, as well as 
advanced MPLS VPN-specific routing protocol features. The module continues with a 
description of MPLS VPN monitoring and debugging commands available on Cisco IOS 
platforms and concludes with a troubleshooting lesson describing failure scenarios, identifying 
symptoms, and providing remedial action. 


Module Objectives 


Upon completing this module, you will be able to use a diagram of a typical simple MPLS 
VPN solution to identify the Cisco IOS command syntax required to successfully configure, 
monitor, and troubleshoot VPN operations. This ability includes being able to do the following: 


m™ Describe the usage of VRF tables in an MPLS VPN environment 
m= Identify the command syntax required to configure VRF tables 


m= Identify the Cisco IOS command syntax required to successfully configure MP-BGP 
sessions between PE routers 


m= Identify the Cisco IOS command syntax required to successfully configure small-scale 
routing protocols (static, RIP, and EIGRP) between CE and PE routers 


m= Identify the Cisco IOS command syntax required to successfully configure BGP as the 
routing protocol between CE and PE routers 


m= Identify the Cisco IOS command syntax required to successfully configure OSPF as the 
routing protocol between CE and PE routers 


m= Identify the Cisco IOS command syntax required to monitor VPN operations 


m= Identify the Cisco IOS command syntax required to successfully troubleshoot VPN 
operations 


Module Outline 
The module contains these lessons: 
m™ MPLS VPN Mechanisms of Cisco IOS Platforms 
= Configuring VRF Tables 
= Configuring an MP-BGP Session Between PE Routers 
= Configuring Small-Scale Routing Protocols Between PE and CE Routers 
= Monitoring MPLS VPN Operations 
= Configuring OSPF as the Routing Protocol Between PE and CE Routers 
= Configuring BGP as the Routing Protocol Between PE and CE Routers 
= Troubleshooting MPLS VPNs 
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MPLS VPN Mechanisms of 
Cisco IOS Platforms 


Overview 


This lesson first introduces the VRF table, the major data structure associated with MPLS VPN 
implementation on Cisco IOS platforms. It describes the other MPLS VPN attributes that are 
associated with a virtual routing and forwarding instance (VRF), and explains the need for 
routing protocol contexts and the interaction of routing protocol contexts, VRFs, and MP-BGP. 


Relevance 


Having a clear understanding of how information is exchanged using VRFs and routing 
protocol contexts will make it easier to configure VRFs in your network. 


Objectives 
This lesson describes the usage of VRF tables in an MPLS VPN environment. 


Upon completing this lesson, you will be able to: 


Describe the concept of and need for VRF tables in MPLS VPN implementations 
Describe the concept and use of routing protocol contexts in MPLS VPN implementations 
Identify the VRF-aware routing protocols 

Describe the implementation of VRFs in an MPLS VPN implementation 


Describe the outbound interaction between PE-CE routing protocols, backbone MP-BGP, 
and VRF tables 


Describe the inbound interaction between PE-CE routing protocols, backbone MP-BGP, 
and VRF tables 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 
m™ Basic understanding of MPLS components, and an understanding of basic VPN 


Outline 


5-4 


implementation and routing protocols 


This lesson includes these topics: 


Overview 

Virtual Routing and Forwarding Table 
Need for Routing Protocol Contexts 
VPN-Aware Routing Protocols 

Contents and Use of the VRF Table 

BGP Route Propagation—Outbound 
Non-BGP Route Propagation—Outbound 
Route Propagation—Inbound 

Summary 

Quiz 
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Virtual Routing and Forwarding Table 


This topic describes what a VRF table is and what it does in an MPLS VPN. 


Virtual Routing and Forwarding Table 
wlll ITT NTT NATTY TT TT TT 


Cisco. com 


¢ AVRF is the routing and forwarding instance for a set of 
sites with identical connectivity requirements. 


¢ Data structures associated with a VRF are as follows: 
— IP routing table 
— CEF table 


— Set of rules and routing protocol parameters 
(routing protocol contexts) 


— List of interfaces that use the VRF 

¢ Other information associated with a VRF is as follows: 
— Route distinguisher 
— Set of import and export route targets 


The major data structure associated with MPLS VPN implementation on Cisco IOS platforms 
is the virtual routing and forwarding instance (VRF) table. This data structure encompasses an 
IP routing table identical in function to the following: 


= The global IP routing table in Cisco IOS software 


= A Cisco Express Forwarding (CEF) table identical in function to the global CEF 
forwarding table (Forwarding Information Base, or FIB) 


= Specifications for routing protocols running inside the VRF 

A VRF is thus a routing and forwarding instance that you can use for a single VPN site or for 
many sites connected to the same provider edge (PE) router as long as these sites share exactly 
the same connectivity requirements. 

Other MPLS VPN attributes associated with a VRF are as follows: 


m= The route distinguisher (RD), which is prepended (for example, RD + IP Address) to all 
routes exported from the VRF into the global VPNv4 (also called VPN IPv4) Border 
Gateway Protocol (BGP) table 


= A set of export route targets (RTs), which are attached to any route exported from the VRF 


= A set of import route targets, which are used to select VPNv4 routes that are to be imported 
into the VRF 
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Need for Routing Protocol Contexts 


This topic describes the concept of routing protocol contexts. 


_ Need for Routing Protocol Contexts 


TTL Cieco.com 


VPN A ¢ There are two backbones with 


overlapping addresses. 
10.1.1.0v24 


MPLS VPN Backbone 


CE-VPN-A am Mp 


10.14.W2d ° RIP is running in both VPNs. 
¢ RIP in VPN A has to be different from RIP 
in VPN B. 


° Cisco IOS software supports 
only one RIP process per router. 
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Traditional Cisco IOS software can support a number of different routing protocols. In some 
cases even several completely isolated copies of the same routing protocol are supported. For 
example, several Open Shortest Path First (OSPF) processes can be used. 


It is important to understand that for several important routing protocols, such as Routing 
Information Protocol (RIP), Enhanced Interior Gateway Routing Protocol (EIGRP), or BGP, 
Cisco IOS software supports only a single copy of the protocol running in the router. These 
protocols cannot be used directly between PE and customer edge (CE) routers in VPN 
environments because each VPN (or, more precisely, each VRF) needs a separate, isolated 
copy of the routing protocol to prevent undesired route leakage between VPNs. Furthermore, 
VPNs can use overlapping IP address spaces (for example, each VPN could use subnets of 
network 10.0.0.0), which would also lead to routing confusions if all VPNs shared the same 
copy of the routing protocol. 
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VPN-Aware Routing Protocols 


This topic identifies the VPN-aware routing protocols. 


VPN-Aware Routing Protocols 
; AUNT TUTTO MTT TTT TT 


Routing context = routing protocol run in one VRF: 
¢ Supported by VPN-aware routing protocols: 


— External BGP (EBGP), EIGRP, OSPF, RIP version 2 
(RIPv2), static routes 


° Implemented as several instances of a single routing 
process (EBGP, RIPv2) or as several routing 
processes (OSPF) 


¢ Independent per-instance router variables for each 
instance 


“Routing contexts” were introduced in Cisco IOS software to support the need for separate 
isolated copies of VPN routing protocols. They can be implemented as separate routing 
processes (OSPF), similar to traditional Cisco IOS software implementation, or as separate 
isolated “instances” of the same routing protocol. 


If the routing contexts are implemented as instances of the same routing protocol, each instance 
contains its own independent routing protocol parameters. Examples would include networks 
over which the routing protocol is run, timers, authentication parameters, passive interfaces, 
and neighbors. This independence allows the network designer maximum flexibility in 
implementing routing protocols between PE and CE routers. 
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Contents and Use of the VRF Table 


This topic describes the contents and use of VRF tables. 


VRF Table 


Cleco.com 


¢ Contains routes that should be available to a 
particular set of sites 


¢ Analogous to standard Cisco IOS software routing 
table; supports same set of mechanisms 


° VPN interfaces (physical interface, subinterfaces, 
logical interfaces) assigned to VRFs: 


— Many interfaces per VRF 
—Each interface assignable to only one VRF 
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The routes received from VRF routing protocol instances or from dedicated VRF routing 
processes are inserted into the IP routing table contained within the VRF. This IP routing table 
supports exactly the same set of mechanisms as the standard Cisco IOS software routing table. 
These mechanisms include filter mechanisms (distribute lists or prefix lists) and interprotocol 
route selection mechanisms (administrative distances). 


The per-VRF forwarding table (FIB) is built from the per-VRF routing table. This table is used 
to forward all the packets received through the interfaces associated with the VRF. Any 
interface can be associated with a VRF, be it a physical interface, subinterface, or a logical 
interface, as long as it supports CEF switching. 


Note The requirement to support CEF switching on inbound VRF interfaces prevents certain 
media or encapsulation types from being used for VPN connectivity. More notable examples 
in mainstream Cisco IOS Release 12.1 include dialer interfaces, ISDN interfaces, and 
Switched Multimegabit Data Service (SMDS) interfaces. Some restrictions are already lifted 
in Cisco IOS Release 12.1 T. Refer to the release notes of the Cisco IOS platform that you 
are using for details of interfaces and media types supporting CEF switching. 


There is no limit to the number of interfaces associated with one VRF (other than the number of 
interfaces supported by the router). However, in practice, each interface can be assigned to only 
one VRF because the router needs to uniquely identify the forwarding table to be used for 
packets received over an interface. 
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BGP Route Propagation—Outbound 


This topic describes the outbound BGP route propagation process in an MPLS VPN 
implementation. 


BGP Route Propagation—Outbound 
T_T 


PE Router 


VRF.A Routing Table BGP Routing Process 


Backbone 
Multiprotocal 
BGP 


VRF-B Routing Taste 


Ingtance for VRF A 


° Two VPNs are attached to the same PE router. 
¢ Each VPN is represented by a VRF. 
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This figure and the following figures illustrate the interactions between VRF instances of 
routing processes, VRF routing tables, and the global VPNv4 BGP routing process. 


The network contains two VPN customers. Ordinarily, the customer sites would be connected 
to a number of PE routers. This example focuses only on a single PE router, which contains two 
VRFs—one for each customer. Each customer is connected to the PE router, which is running 
BGP. CE-BGPA is the CE router for Customer A and is associated with VRF-A (VPN-A). CE- 
BGPB is the CE router for Customer B and is associated with VRF-B (VPN-B). 
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BGP Route Propagation—Outbound (Cont.) 


Cisco.com 
VRF-A Routing Table BGP Routing Process 
Backbone 


Multipretocol 
GP 


Instance for VRF-4 


Instence for VRF-E 


¢ BGP-speaking CE routers announce their prefixes to the PE router via BGP. 

¢ Instance of BGP process associated with the VRF to which the PE-CE 
interface belongs collects the routes and inserts them into VRF routing 
table. 
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The BGP-speaking CE routers announce their networks via EBGP sessions to the PE router. 
The CE BGP neighbors of the PE router are associated with individual VRFs that enable the 
various instances of the BGP routing process to put the received routing updates into the proper 
per-VRF routing table. 
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BGP Route Propagation—Outbound (Cont.) 


HTT TOT TT TTT TTT TUT Cisco.com 


VRF-A Routing Table BGP Routing Process 


Backbone 
Multiprotoce! 
ece 


Instance for VRF-A 


To 
Sof 


¢ Route distinguisher is prepended during route export to the BGP routes 
from VRF instance of BGP process to convert them into VPNV4 prefixes. 
Route targets are attached to these prefixes. 

¢ VPNV4 prefixes are propagated to other PE routers. 
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The routes illustrated here are being copied into the Multiprotocol Border Gateway Protocol 
(MP-BGP) table for further propagation to other PE routers. 


The IP prefixes are prepended with the RD, and the set of RTs (extended BGP communities) 
configured as export RTs for the VRF is attached to the resulting VPNV4 route. 


Note The difference between the per-VRF BGP table and the global MP-BGP table holding 
VPNvV4 routes is displayed only to illustrate the steps in the route propagation process. In 
reality, there is no separate per-VRF BGP table in Cisco IOS software. 
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Non-BGP Route Propagation—Outbound 


This topic describes the outbound non-BGP route propagation process in an MPLS VPN 
implementation. 


Non-BGP Route propagation Outbound 
WOME MTT MOTT MAT TAT TTT TTT Creco.ccm 


RIP Routing Process WRF-4 Routing Table BGP Rouling Process 


Instance for VRF A rect Backbone 
=== Multiprotocol 
BGP 
eee AgRF-E Routing Table 


Instance for VRF-A 


Instance for VRF-B 


¢ RIP-speaking CE routers announce their prefixes to the PE router via RIP. 

° Instance of RIP process associated with the VRF to which the PE-CE 
interface belongs collects the routes and inserts them into VRF routing 
table. 


RIP-speaking CE routers identify the correct instance of RIP on the PE router when an inbound 


PE interface is associated with a VRF. This association allows CE routers to announce their 
networks to the appropriate per-VRF routing table. 
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Non-BGP Route propagation—Outbound 


MUM TT TTT TT mM TNT Cisco.com 


RIP Hauting Process VRF A Routing Tablo AGP Routing Process 


Ingtance for VRF A at ah Backbone 


acest 
ot ol eal 


Multiprotocol 
BGP 


Instance for VRF-A 


Inatance fer VRF-B 


¢ RIP routes entered in the VRF routing table are redistributed into BGP 
for further propagation into the MPLS VPN backbone. 


¢ Redistribution between RIP and BGP has to be configured for proper 
MPLS VPN operation. 
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MP-BGFP is used in the MPLS VPN backbone to carry VPN routes (prefixed with the RD) as 
96-bit VPNv4 routes between the PE routers. The backbone BGP process looks exactly like a 
standard Internal Border Gateway Protocol (IBGP) setup from the perspective of the VRF. The 
per-VRF RIP routes therefore must be redistributed into the per-VRF instance of the BGP 
process to allow them to be propagated through the backbone MP-BGP process to other PE 
routers. 


Caution Failure to redistribute non-BGP routes into the per-VRF instance of BGP is one of the most 
common MPLS VPN configuration failures. 


Should there be an overlap between an inbound RIP update and an inbound EBGP update, the 
standard route selection mechanism (administrative distance) is used in the per-VRF IP routing 
table and the EBGP route takes precedence over the RIP route. EBGP precedence results from 
the fact that the administrative distance of EBGP routes (20) is better than the administrative 
distance of RIP routes (120). 
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Route Propagation—Inbound 


This topic describes the inbound route propagation process in an MPLS VPN implementation. 


Route Propagation—Inbound (Cont.) 
WONTON TNT TOTANT TOTT TATTTTTTTTTTT 


VRF-A Routiag Table BGP Routing Process 


Backbone 
Muliipeutoce! 
BGP 


Instance fer VRF«A 


Instance for VRF-B 


¢ VPNV4 prefixes are received from other PE routers. 

¢ The VPNV4 prefixes are inserted into proper VRF routing tables based 
on their route targets and import route targets configured in VRFs. 

¢ Route distinguisher is removed during this process. 
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As other PE routers start originating VPNV4 routes, the MP-BGP process in the PE router here 
receives the routes. The routes are filtered based on RT attributes attached to them, and are 
inserted into the proper per-VRF IP routing tables based on the import RTs configured for 
individual VRFs. The RD that was prepended by the originating PE router is removed before 
the route is inserted into the per-VRF IP routing table. 
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Route Propa ation—Inbound (Cont.) 


WONT OTT TTT TTT TTT TAT 


Cisco.com 


VRF-A Routing Table BGP Routing Process 


Instance for VRF-A 


slance for VRF-B 


e Routes are received from backbone MP-BGP and imported into a VRF. 
¢ IPv4 routes are forwarded to EBGP CE neighbors attached to that VRF. 
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The Multiprotocol Internal Border Gateway Protocol (MP-IBGP) VPNv4 routes received from 
other PE routers and selected by the import RTs of a VRF are automatically propagated as 32- 
bit IPv4 (IP version 4) routes to all BGP-speaking CE neighbors of the PE router. 
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Route Propagation—Inbound (Cont.) 
TOTO TOT TOT ONAN TTT TOTTI Cieco.com 


RIP Routing Prococe VRF-A Routi ag Table BGP Routing Procoee 


Instenes for VRF-A Backbone 
Multipretecal 
BGP 


Nraleriwe for VRF-A 
S553 
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¢ MP-IBGP routes imported into a VRF are redistributed into the instance 
of RIP configured for that VRF. 

¢ Redistribution between BGP and RIP has to be configured for end- 
to-end RIP routing between CE routers. 
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The MP-IBGP routes, although they are inserted in the per-VRF IP routing table, are not 
propagated to RIP-speaking CE routers automatically. To propagate these MP-IBGP routes to 
the RIP-speaking CE routers, you must manually configure the redistribution between per-VRF 
instance of BGP and per-VRF instance of RIP. 
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RIP Routing Process 


Instance lor VRF-A Backbone 


Multipratacal 
BOP 


VRF-B Rowing Table 


Instance for VRF A 


en] 


¢ Routes redistributed from BGP into a VRF instance of RIP are sent to 
RIP-speaking CE routers. 
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When the IBGP routes from the per-VRF IP routing table are successfully redistributed into the 
per-VRF instance of the RIP process, the RIP process announces these routes to RIP-speaking 
CE routers, thus achieving transparent end-to-end connectivity between the CE routers. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


° A VRF is a routing and forwarding instance that 
you can use for a single VPN site or for many 
sites connected to the same PE router. 


° Routing contexts were introduced in Cisco IOS 
software to support the need for separate 
isolated copies of VPN routing protocols. 


° No limit to the number of interfaces associated 
with one VRF, but in practice, each interface can 
be assigned to only one VRF. 


References 


For additional information, refer to this resource: 


™ Access www.cisco.com for additional information about VPNs. 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


In an MPLS VPN implementation, what is a VRF? 


A) 
B) 


C) 


D) 


the routing and forwarding instance for all sites belonging to a single customer 


the routing and forwarding instance for all sites belonging to a single customer 
location 


the routing and forwarding instance for all sites using a common routing 
protocol 


the routing and forwarding instance for a set of sites with identical connectivity 
requirements 


Why are VRFs used to establish separate routing protocol contexts? 


Which two protocols are VPN-aware? (Choose two.) 


A) 
B) 
C) 
D) 


RIPv2 
IS-IS 
OSPF 
EIGRP 


True or False? VRFs are assigned to an interface. 


A PE router is supporting site A for a VPN on one interface using RIP as the routing 
protocol. Site B belongs to the same VPN and is being supported on a second interface 
using EBGP as the routing protocol. Why is it necessary to redistribute the RIP-learned 
route into the per-VRF instance of the BGP process? 


A) 
B) 
C) 
D) 


to allow site A and B to communicate with each other 
to allow the RIP route to be propagated to the VRF routing tables 
to allow the RIP routes to be propagated to the local EBGP session 


to allow the RIP routes to be propagated through the backbone MP-BGP 
process to other PE routers 


How are VPNV4 routers propagated to a RIP-speaking CE router? 
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Quiz Answer Key 


5-20 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


D 


Relates to: Virtual Routing and Forwarding Table 


because with routing protocols like RIP and BGP, only a single copy of the protocol may be running in the 
router 


Relates to: Need for Routing Protocol Contexts 


A,D 
Relates to: VPN-Aware Routing Protocols 


False. Interfaces are assigned to a VRF. 
Relates to: Contents and Use of the VRF Table 


D 
Relates to: BGP Route Propagation—Outbound 


They are redistributed from the global BGP table to the per-instance BGP table and then to the per-instance 
RIP, which is propagated to the CE. 


Relates to: Route Propagation—Inbound 
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Configuring VRF Tables 


Overview 


This lesson explains how to configure VRF tables, listing the configuration tasks, syntax, and 
definitions of commands used for creation of VRFs. The lesson also provides an example of a 
VPN configuration. 


Relevance 


It is important to know how to configure and apply a VRF table onto a routing interface. It is 
essential to understand the command syntax for the configurations that you want to deploy in 
your network. This lesson will provide you with the information that will enable you to succeed 
at such tasks. 


Objectives 
This lesson describes the command syntax that is required to configure VRF tables. 


Upon completing this lesson, you will be able to: 


Identify the tasks that are required to configure a VRF table 

Identify the command syntax that is required to create a VRF table 

Identify the command syntax that is required to specify export and import RTs 
Identify the command syntax that is required to assign an interface to a VRF table 
Describe a typical Cisco IOS configuration that enables VRFs 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


Basic understanding of MPLS components and VPN implementation, and familiarity with 
Cisco IOS platforms 


Outline 
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This lesson includes these topics: 


Overview 

VRF Configuration Tasks 

Creating VRF Tables and Assigning RDs 
Specifying Export and Import RTs 
Assigning an Interface to a VRF Table 
MPLS VPN Network Example 

Summary 

Quiz 
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VRF Configuration Tasks 


This topic identifies the tasks required to configure VRF tables. 


VRF Configuration Tasks 


VRF configuration tasks: 
e Create a VRF table 


¢ Assign RD to the VRF 
e Specify export and import route targets 
¢ Assign interfaces to VRFs 
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Configuring a VRF table and starting deployment of an MPLS VPN service for a customer 
consists of four mandatory steps: 


m™ Create a new VRF table. 
m= Assign a unique RD to the VRF. 


Note You must assign a unique RD to every VRF created in a PE router. The same RD right be 
used in multiple PE routers, based on customer connectivity requirements. The same RD 
shoud be used on all PE routers for simple VPN service. Refer to the “MPLS VPN 
Architecture” module for more details on RD assignment for different VPN topologies. 


m= Specify import and export RTs for the VRF. 


Note Import and export RTs should be equal to the RD for simple VPN service. 


= Assign interfaces to VRFs. 


Copyright © 2003, Cisco Systems, Inc. MPLS VPN Implementation 5-23 


Creating VRF Tables and Assigning RDs 


ip vrf 


Defaults 


rd 


This topic identifies the command syntax required to create a VRF table. 


Creating VRF Tables and Assigning 
—RDs 


a an mm TT TTT 


ClECO.cOM 


Router (config) # 


ip vrf name 


Creates a new VRF or enters configuration of an 
existing VRF. 

VRF names are case-sensitive. 

VRF is not operational unless you configure RD. 
VRF names have only local significance. 


Router (config-vrf£) # 


rd route-distinguisher 


¢ Assigns a route distinguisher to a VRF. 
¢ You can use ASN:nn or A.B.C.D:nn format for RD. 
¢ Each VRF in a PE router has to have a unique RD. 
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To configure a VRF routing table, use the ip vrf command in global configuration mode. To 
remove a VRF routing table, use the no form of this command: 


ip vrf vraag 


= no ip vrf verse 


Syntax Description 


Parameter Description 


vrf -name Name assigned to a VRF. 


No VRFs are defined. No import or export lists are associated with a VRF. No route maps are 
associated with a VRF. 


To create routing and forwarding tables for a VRF, use the rd command in VRF configuration 
submode: 


Bord toute-distingnisrer 
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Syntax Description 


Parameter Description 


reuia-distinguisher Adds an 8-byte value to an IPv4 prefix to create a VPNV4 prefix. 


The RD can be specified in one of two formats: 
= 16-bit autonomous system (AS) number followed by a 32-bit decimal number (ASN:nn) 
m= 32-bit IP address followed by a 16-bit decimal number (A.B.C.D:nn) 


Defaults 


There is no default. An RD must be configured for a VRF table to be functional. 


Note Once a VRF has been define using the ip vr£ command and a RD has been assigned 
using the rd command, the VRF is operational. At this point, any locally active interface will 
appear in the vrf's routing display. 
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Specifying Export and Import RTs 


This topic identifies the tasks required to configure VRF tables. 


Specifying Export and Import RTs 
ss MOVNTT UNNI OAT TOTTI TOTO TITTTTT 


Router (config-vrf£) # 


route-target export RT 


¢ Specifies an RT to be attached to every route exported from 
this VRF to MP-BGP 

¢ Allows specification of many export RTs—all to be attached to 
every exported route 


Router (config-vrf) # 


route-target import RT 


¢ Specifies an RT to be used as an import filter—only routes 
matching the RT are imported into the VRF 


¢ Allows specification of many import RTs—any route where at 
least one RT attached to the route matches any import RT is 
imported into the VRF 


Due to implementation issues, at least one export route target must 
also be an import route target of the same VRF in Cisco IOS Release 12.0 T. 
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route-target 


To create an RT extended community for a VRF, use the route-target command in VRF 
submode. To disable the configuration of an RT community option, use the no form of this 
command: 

= route-target {import | export | both} fruie-fareer-exrtoomnnaty 


= no route-target {import | export | both} Mite-iersef-extcomaunlty 


Syntax Description 


Parameter Description 

import VPNV4 routes that contain an extended community value that 
matches the route-target-ext-community field that will be imported 
into the VRF 

export The value in the route-target-ext-community field that will be 
inserted into the extended community for routes exported from 
the VRF to VPNv4 

both Sets the value used by both the import and export process to the 
valued indicated in the route-target-ext-community field 

foute-lage-exbcominniti The RT extended community attribute for the VRF 


Similar to RDs, the RTs can be specified in one of two formats: 
m 16-bit AS number followed by a 32-bit decimal number (ASN:nn) 
m 32-bit IP address followed by a 16-bit decimal number (A.B.C.D:nn) 
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Defaults 


There are no defaults. A VRF has no RT extended community attributes associated with it until 
specified by the route-target command. 
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Specifying Export and Import RTs 
(Cont.) 


Router (config-vrf£) # 


route-target both RT 


e In cases where the export RT matches the import 
RT, use this form of route-target command. 


Sample router configuration for simple customer VPN: 


ip vrf Customer_ABC 

rd 12703:15 

route-target export 12703:15 
route-target impert 12703:15 


Whenever an RT is both an import and an export RT for a VRF, you can use the route-target 
both command to simplify the configuration. For example, the two route-target configuration 
lines in the sample router configuration in the figure could be reduced to a single command— 
route-target both 12703:15. 


5-28 Implementing Cisco MPLS (MPLS) v2.0 Copyright © 2003, Cisco Systems, Inc. 


Assigning an Interface to a VRF Table 


This topic identifies the command syntax required to assign an interface to a VRF table. 


Assigning an Interface to VRF Table 
ee i TT TTT 


Router (config-if) # 


ip vrf forwarding vrf-name 


¢ Associates an interface with the specified VRF. 
¢ Existing IP address removed from the interface 
when interface is put into VRF—IP address must be 


reconfigured. 
¢ CEF switching must be enabled on the interface. 


Sample router configuration: 


ip cef 
y 
interface serial 0/0 


ip vet forwarding Customer_ABC 
ip addvese 10.0.0.1 255.255.255.252 


MPLS v2.0—5-8 
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ip vrf forwarding 


To associate a VRF with an interface or subinterface, use the ip vrf forwarding command in 
interface configuration mode. To disassociate a VRF, use the no form of this command: 


= ip vrf forwarding \'F-Hne 


= no ip vrf forwarding 1F/-1cHne 


Syntax Description 


Description 


Parameter 


vrnaime Name assigned to a VRF. 


Defaults 
The default for an interface is the global routing table. 
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MPLS VPN Network Example 


This topic provides a sample MPLS VPN network and then describes a typical Cisco IOS 
configuration that would be used to enable VRFs. 


MPLS VPN Network Example 
mre TTT TT Cieco.em 


CE-RIP-AZ2 


ez |S “Al 
eza ae: era 


CE-RIP-B1 CE-RIP-B2 


¢ The network supports two VPN customers. 


e Customer A runs RIP and BGP with the service 
provider; customer B uses only RIP. 


¢ Both customers use network 10.0.0.0. 
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To illustrate the use of MPLS VPN configuration commands, here is a configuration of the PE 
router in a sample network with two VPN customers. Customer A (with four sites) is using 
BGP and RIP as the provider edge-customer edge (PE-CE) routing protocol, and customer B 
(with two sites) is using only RIP. Both customers use private IP address space (subnets of 
network 10.0.0.0). 
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MPLS VPN Network Example (Cont.) 


WOON WONT TT TTT TTT TTT TTT 


MPLS VPN Backhone 


~ 


ES 


CE-BGP-A1 


CE-RIP-B1 
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ip vri Customer_A 

20 115-43 

route-target both 115:43 

i 

ip wef Castomer 3 

xa 115:47 

route-target both 115:47 

! 

interface serial 1/6/1 

ip forwardiag wrf Customer A 

ip adéress 10.1.0.1 255.255.255 
! 

interface serial 1/0/2 

ip vrf forwardisg Customer A 

ap address 10.1.0.5 255.255.2558. 
! 

interface serial 1/1/% 

ip vri forwarding Customer B 

ip address 16.2.6.1 258.255.2858. 
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The configuration steps that you can perform on the PE router so far are as follows: 


Configure VRFs for customer A and customer B. 


Assign RDs and RTs to the VRFs. Only one RD per customer is used on all PE 


routers in the MPLS VPN backbone because these customers require only simple 
VPN connectivity. To simplify the configuration and troubleshooting process, the 


Step 1 
Step 2 
RTs are made equal to the RDs. 
Step 3 Assign PE-CE interfaces to individual VRFs. 


Copyright © 2003, Cisco Systems, Inc. 


MPLS VPN Implementation 


5-31 


Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


e Aunique RD must be assigned to every VRF 
created in a PE router. 


e The same RD could be used on all PEs for simple 
VPN service. 
¢ For simple VPN service, import and export RT 
values should be the same. 
° Two formats for RD and RT are as follows: 
— ASN:nn 
—A.B.C.D:nn 


References 


For additional information, refer to this resource: 


m™ Access www.cisco.com for additional information about VPNs. 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Which command do you use to create a VRF named VPNA? 

A) ip vrf VPNA 

B) ip rt vrf VPNA 

C) ip rd vrf VPNS 

D) ip vrf forwarding VPNA 

Which two VRF parameters must be specified for a VRF to become operational? 
(Choose two.) 

A) rd route-distinguisher 

B) route-target export RT 

C) route-target import RT 


D) ip vrf forwarding vrf-name 


Which command do you use to associate interface e0/0 with a VRF named VPNA? 
A) ip vrf VPNA 

B) ip vrf VPNA int e0/0 

C) ip vrf forwarding VPNA 

D) ip vrf VPNA forwarding e0/0 

What happens to the interface of an existing IP address when you associate the 
interface with a VRF? 

A) It will remain unchanged. 

B) It will be removed from the interface. 

C) It will be changed to the loopback 0 address. 

D) It will be moved to under the VRF configuration. 

You have created a configuration that defines three import route targets (650001:01, 


650002:02, and 650003:03) for a VRF. A route update has three RTs (650003:03, 
650004:04, and 650005:05) attached to it. How will this update be processed and why? 


A) It will be accepted by the VRF because it matches the import RD of 03. 
B) It will be discarded by the VRF because it does not match all of the RTs in the 


import list. 

C) It will be accepted by the VRF because it matches at least one of the RTs in the 
import list. 

D) It will be discarded by the VRF because it does not match all of the RDs in the 
import list. 
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Quiz Answer Key 


Ql) A 
Relates to: Creating VRF Tables and Assigning RDs 


Q2) B,C 

Relates to: Specifying Export and Import RTs 
Q3) C 

Relates to: Assigning an Interface to a VRF Table 
Q4) 8B 

Relates to: Assigning an Interface to a VRF Table 
Q5) Cc 


Relates to: Specifying Export and Import RTs 
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Configuring an MP-BGP 
Session Between PE Routers 


Overview 


This lesson explains the BGP process in an MPLS VPN-enabled router, listing the 
configuration tasks, steps, syntax, and descriptions. It also discusses BGP community 
propagation and provides an MP-IBGP configuration example. 


Relevance 


Most of the configuration in an MPLS VPN depends on how the PE routers are configured. 
Having a good grasp of exactly what is being configured and why will help greatly to ensure 
that your MPLS VPN network operates as smoothly as possible. 


Objectives 


This lesson identifies the command syntax that is required to configure MP-BGP in an MPLS 
VPN backbone. 

Upon completing this lesson, you will be able to: 

m= Identify the command syntax that is required to configure BGP address families 

m= Describe the requirements for enabling BGP neighbors in an MPLS VPN environment 


m= Identify the command syntax that is required to configure MP-BGP in an MPLS VPN 
environment 


m= Identify the command syntax that is required to configure MP-IBGP in an MPLS VPN 
environment 


m= Identify the command syntax that is required to configure MP-BGP BGP community 
propagation in an MPLS VPN environment 


m= Identify the command syntax that is required to disable IPv4 route exchange in an MPLS 
VPN environment 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


=m Basic understanding of MPLS components and VPN implementation, and familiarity with 


Outline 
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Cisco IOS platforms 


This lesson includes these topics: 


Overview 

Configuring BGP Address Families 
BGP Neighbors 

Configuring MP-BGP 

Configuring MP-IBGP 

MP-BGP BGP Community Propagation 
Disabling IPv4 Route Exchange 
Summary 

Quiz 
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Configuring BGP Address Families 


This topic identifies the command syntax required to configure BGP address families. 


Configuring BGP Address Families 
’ wlll TT TT NTT TT TT TT 


° The BGP process in an MPLS VPN-enabled router 
performs three separate tasks: 


— Global BGP routes (Internet routing) are exchanged as in 
traditional BGP setup. 


—VPNV4 prefixes are exchanged through MP-BGP. 


—VPN routes are exchanged with CE routers through per- 
VRF EBGP sessions. 


e Address families (routing protocol contexts) are 
used to configure these three tasks in the same 
BGP process. 


MPLS v2.0—5-4 


Independently from the MPLS VPN architecture, the PE router can use BGP IPv4 route updates 
to receive and propagate Internet routes in scenarios where the PE routers are also used to 
provide Internet connectivity to customers. 


The MPLS VPN architecture uses the BGP routing protocol in two different ways: 


m VPNYv4 routes are propagated across an MPLS VPN backbone using MP-BGP between the 
PE routers. 


= BGP can be used as the PE-CE routing protocol to exchange VPN routes between the PE 
routers and the CE routers. 


All three route exchange mechanisms take place in one BGP process (because only one BGP 
process can be configured per router). The routing protocol contexts (called “address families” 
from the router configuration perspective) are used to configure all three independent route 
exchange mechanisms. 
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router bgp 


Defaults 


Configuring BGP Address Families (Cont.) 


mu TT WT 
mt TNT 


Router (config) # 


router bgp as-number 


° Selects global BGP routing process 


Router (config-router) # 


address-family vpnv4 


° Selects configuration of VPNv4 prefix exchanges 
under MP-BGP sessions 


Router (config-router) # 


address-family ipv4 vrf vrf-name 


° Selects configuration of per-VRF PE-CE EBGP 
parameters 
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Use the address-family command in router configuration mode to select the routing context 
that you would like to configure: 


= Internet routing (global IP routing table) is the default address family that you configure 
when you start configuring the BGP routing process. 


= To configure MP-BGP sessions between the PE routers, use the vpnv4 address family. 


= To configure BGP between the PE routers and the CE routers within individual VRF tables, 
use the ipv4 vrf vrf-name address family. 


To configure the BGP routing process, use the router bgp command in global configuration 
mode. To remove a routing process, use the no form of this command: 


= router bgp as-number 


™ no router bgp as-number 


Syntax Description 


Parameter Description 


Number of an AS that identifies the router to other BGP routers 
and tags the routing information passed along. 


as-number 


No BGP routing process is enabled by default. 
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address-family 


To enter the address family submode for configuring routing protocols, such as BGP, RIP, and 
static routing, use the address-family command in global configuration mode. To disable the 
address family submode for configuring routing protocols, use the no form of this command: 


m VPNV4 unicast: 
—  address-family vpnv4 [unicast] 
— no address-family vpnv4 [unicast] 
m= IPv4 unicast: 
—  address-family ipv4 [unicast] 
— no address-family ipv4 [unicast] 
m= JPv4 unicast with CE router: 
—  address-family ipv4 [unicast] vrf v7f-name 


— no address-family ipv4 [unicast] vrf vrf-name 


Syntax Description 


Parameter Description 

ipv4 Configures sessions that carry standard IPv4 address prefixes. 

vpnv4 Configures sessions that carry customer VPNV4 prefixes, each of 
which has been made globally unique by adding an 8-byte RD. 

unicast (Optional) Specifies unicast prefixes. 

vrf vrf-name Specifies the name of a VPN VRF to associate with submode 
commands. 
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BGP Neighbors 


This topic describes the requirements for enabling BGP neighbors in an MPLS VPN 
environment. 


BGP Neighbors 
mun TTT 


e MP-BGP neighbors are configured under the BGP 
routing process: 


— These neighbors need to be activated for each global 


address family that they support. 


— Per-address-family parameters can be configured for 
these neighbors. 


° VRF-specific EBGP neighbors are configured 
under corresponding address families. 
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MPLS VPN architecture defines two types of BGP neighbors: 


= Global BGP neighbors (other PE routers), with which the PE router can exchange multiple 
types of routes. These neighbors are defined in the global BGP definition and only have to 
be activated for individual address families. 


m Per-VRF BGP neighbors (the CE routers), which are configured and activated within the 
ipv4 vrf vrf-name address family. 
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Configuring MP-BGP 


This topic identifies the command syntax required to configure MP-BGP in an MPLS VPN 
environment. 


Configuring MP-BGP 
F : mill HT 


MPLS VPN MP-BGP configuration steps: 
¢ Configure MP-BGP neighbor under BGP routing process. 
¢ Configure BGP address family VPNv4. 


° Activate configured BGP neighbor for VPNv4 route 
exchange. 


° Specify additional parameters for VPNv4 route exchange 
(filters, next hops, and so on). 


Configure BGP connectivity between two PE routers in four steps: 


Step 1 Configure the remote PE router as a global BGP neighbor in BGP router 
configuration mode. 


Step 2 Define the parameters that affect all BGP route exchange (for example, source 
address for the TCP session) on the global BGP neighbor. 


Step 3 Select the VPNv4 address family and activate the BGP neighbor for VPNv4 route 
exchange. 


Step 4 Configure additional VPNv4-specific BGP parameters (filters, next-hop processing, 
route maps) within the VPNv4 address family. 


Note IPv4-specific BGP parameters are still configured under the BGP router configuration 
mode—there is no special IPv4 address family. 
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Configuring MP-IBGP 


This topic identifies the command syntax required to configure MP-IBGP in an MPLS VPN 
environment. 


Configuring MP-IBGP 
PNT NT TTI 


Router (config) # 


router bgp as-number 
neighbor ip-address remote-as as-number 


neighbor ip-address update-source loopback-type interface number 


¢ All MP-BGP neighbors have to be configured under global 
BGP routing configuration. 


e MP-IBGP sessions have to run between loopback interfaces. 


Router (config-router) # 


address-family vpnv4 


¢ Starts configuration of MP-BGP routing for VPNv4 route 
exchange. 


¢ Parameters that apply only to MP-BGP exchange of VPNv4 
routes between already configured IBGP neighbors are 
configured under this address family. 
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The initial commands needed to configure an MP-IBGP session between PE routers are as 
follows: 


= The neighbor ip-address remote-as as-number command configures the neighboring PE 
router. 


= The neighbor ip-address update-source interface-type interface-number command 
configures the source address used for the TCP session carrying BGP updates as well as the 
IP address used as the BGP next hop for VPNv4 routes. 


m= The address-family vpnv4 command allows you to enter VPNv4 configuration mode, 
where the additional VPNv4-specific parameters have to be configured on the BGP 
neighbor. 


neighbor remote-as 


To add an entry to the BGP neighbor table, use the neighbor remote-as command in router 
configuration mode. To remove an entry from the table, use the no form of this command: 


= neighbor {ip-address | peer-group-name} remote-as as-number 


™ no neighbor {ip-address | peer-group-name} remote-as as-number 
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Syntax Description 


Parameter Description 
ip-address Neighbor IP address. 
peer-group-name Name of BGP peer group. 
as-number AS to which the neighbor belongs. 
Defaults 
There are no BGP neighbor peers. 
neighbor update-source 
To have the Cisco IOS software allow internal BGP sessions to use any operational interface 
for TCP connections, use the neighbor update-source command in router configuration mode. 
To restore the interface assignment to the closest interface, which is called the “best local 
address,” use the no form of this command: 
= neighbor {ip-address | peer-group-name} update-source interface-type 
= no neighbor {ip-address | peer-group-name} update-source interface-type 
Syntax Description 
Parameter Description 
ip-address IP address of the BGP-speaking neighbor. 
peer-group-name Name of BGP peer group. 
interface-type Loopback interface. 
Defaults 


The default is the best local address. 
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Configuring MP-IBGP (Cont.) 
MUTT ONETTT TOVNONT WOOTTON TOTTI TOTTI 


Router (config-router-af) # 


neighbor ip-address activate 


¢ The BGP neighbor defined under BGP router 
configuration has to be activated for VPNv4 route 
exchange. 


Router (config-router-af) # 


neighbor ip-address next-hop-self 


° The next-hop-self keyword can be configured on the 
MP-IBGP session for MPLS VPN configuration if 
EBGP is being run with a CE neighbor. 
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After you define the remote PE router as a global BGP neighbor, you must activate it for 
VPNV4 route exchange. 


neighbor activate 


To enable the exchange of information with a BGP neighboring router, use the neighbor 
activate command in router configuration mode. To disable the exchange of an address with a 
neighboring router, use the no form of this command: 


= neighbor {ip-address | peer-group-name} activate 


™ no neighbor {ip-address | peer-group-name} activate 


Syntax Description 


Parameter Description 
ip-address IP address of the neighboring router. 
peer-group-name Name of BGP peer group. 
Defaults 
The exchange of addresses with neighbors is enabled by default for the IPv4 address family. 
For all other address families, address exchange is disabled by default. You can explicitly 
activate the default command by using the appropriate address family submode. 
neighbor next-hop-self 


To disable next-hop processing of BGP updates on the router, use the neighbor next-hop-self 
command in router configuration mode. To disable this feature, use the no form of this 
command: 


= neighbor {ip-address | peer-group-name} next-hop-self 


™ no neighbor {ip-address | peer-group-name} next-hop-self 
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Syntax Description 


Parameter Description 
ip-address IP address of the BGP-speaking neighbor. 
peer-group-name Name of BGP peer group. 
Defaults 
Default is disabled. 
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MP-BGP BGP Community Propagation 


This topic identifies the command syntax required to configure MP-BGP BGP community 
propagation in an MPLS VPN environment. 


MP-BGP BGP Community Propagation 
; , mn UT mi 1 


all! Mm Ml 


Router (config-router-af) # 


neighbor ip-address send-community [extended | both] 


¢ This command configures propagation of standard 
and extended BGP communities attached to VPNv4 
prefixes. 


¢ Default value: only extended communities are sent. 


° Usage guidelines: 


— Extended BGP communities attached to VPNV4 prefixes 
have to be exchanged between MP-BGP neighbors for 
proper MPLS VPN operation. 

— To propagate standard BGP communities between MP- 
BGP neighbors, use the both option. 
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MPLS v2.0—5-10 


MPLS VPN architecture introduced the “extended community” BGP attribute. BGP still 
supports the “standard community” attribute, which has not been superseded by the extended 
communities. The default community propagation behavior for standard BGP communities has 
not changed. Community propagation still needs to be configured manually. Extended BGP 


communities are propagated by default because their propagation is mandatory for successful 
MPLS VPN operation. 


The neighbor send-community command was extended to support standard and extended 
communities. Use this command to configure propagation of standard and extended 
communities if your BGP design relies on use of standard communities. An example of this 
would be to propagate quality of service (QoS) information across the network. 


neighbor send-community 


To specify that BGP community attributes that are attached to a BGP route should be sent to a 
BGP neighbor, use the neighbor send-community command in router configuration mode. To 
remove the entry, use the no form of this command: 


= neighbor {ip-address | peer-group-name} send-community [extended | both] 


™ no neighbor {ip-address | peer-group-name} send-community 
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Syntax Description 


Parameter 


ip-address 


Description 


Neighbor IP address. 


peer-group-name 


Name of BGP peer group. 


Defaults 


BGP communities are not propagated to any neighbor. 
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MP-BGP BGP Community Propagation 
(Cont.) 


LL Cieco.com 


interface Loophack 
ip address 192.16.1.1 255.255.255.255 
CE-RIP-B1 ! 
router bap 115 
neighbor 192 : remote-as 115 
neighbor 172 .1.2 updale=source loopback 0 
' 
address-family vpnvé 
neighbor 172.16.1.2 activate 
neighbor 172,16.1.2 next-hop-seltf 
neighbor 172,16.1.2 send-community both 
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The configuration example that you looked at earlier in the “Configuring VRF Tables” lesson 
continues here with configuration of MP-IBGP sessions on the PE router. You need to perform 
these steps: 


Configuration of MP-IBGP sessions 


Step Action 

1 Define a loopback interface that will serve as the BGP next 
hop for VPNv4 routes and as the source address for the IBGP 
session. 

2 Configure the remote PE router as the global BGP neighbor. 

3 Specify the source address for the TCP session. 

4 Select the VPNv4 address family. 

5 Activate the remote PE router for VPNv4 route exchange. 

6 Disable next-hop processing for VPNv4 route exchange. This 
action guarantees that the loopback 0 interface will always 
be the BGP next hop for VPNv4 routes propagated by this 
router to its MP-IBGP neighbors. 

7 Configure propagation of standard and extended communities. 
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Disabling IPv4 Route Exchange 


This topic identifies the command syntax required to disable IPv4 route exchange in an MPLS 
VPN environment. 


Disabling IPv4 Route Exchange 
F , , All NNN NTT TTT TT TTT 


Router (config-router) # 


no bgp default ipv4 unicast 


¢ Exchange of IPv4 routes between BGP neighbors is 
enabled by default—every configured neighbor will 
also receive IPv4 routes. 


¢ This command disables default exchange of IPv4 
routes—neighbors that need to receive IPv4 routes 
have to be activated for IPv4 route exchange. 


> Use this command when the same router carries 
Internet and VPNv4 routes and you do not want to 
propagate Internet routes to some PE neighbors. 


The BGP configuration discussed so far is appropriate for scenarios where the PE routers 
provide Internet and VPN connectivity. If the PE routers provide only VPN connectivity, they 
do not need Internet routing and the IPv4 route exchange should be disabled. There are two 
ways of disabling IPv4 route exchange: 


= To disable IPv4 route exchange for only a few neighbors, your best option is to disable the 
IPv4 route exchange on a neighbor-by-neighbor basis by using the no neighbor activate 
command. 


= To disable IPv4 route exchange for most (or all) of the neighbors, you can use the no bgp 
default ipv4 unicast command. After you enter this command, you must manually activate 
IPv4 route exchange for each configured global BGP neighbor. 
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Disabling IPv4 Route Exchange (Cont.) 


TTT vINUNNT UNNI WONT WOOTTON TITTY 


¢ Neighbor 172.16.32.14 receives only Internet routes. 
¢ Neighbor 172.16.32.15 receives only VPNv4 routes. 
¢ Neighbor 172.16.32.27 receives Internet and VPNv4 routes. 


reuter bgp 12703 

ne bgp default ipv4 unicast 

neighbor 172.1¢6.32.14 remete-as 12703 
neighbor 172.16.32.15 remete-as 12703 
neighbor 172.16.32.27 remete-as 12703 


l Activate IPpv4 route exchange 


neighbor 172.16.32.14 activate 
neighbor 172.16.32.27 activate 


l Step#2 - VPNV4 route exchange 


address-family vpnv4 
neighbor 172.16.32.15 activate 
neighbor 172.16.32.27 activate 


MPLS v2.0—5-13 
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In the figure, only a subset of BGP neighbors needs to receive IPv4 routes. The default 
propagation of IPv4 routes is thus disabled. IPv4 route exchange, as well as VPNV4 route 


exchange, is manually activated on a neighbor-by-neighbor basis. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cisco. com 


° MPLS VPN architecture uses the BGP routing 
protocol in two ways: 


— VPNv4 routes are propagated across an MPLS VPN 
backbone using MP-BGP between the PE routers. 


— BGP can be used as the PE-CE routing protocol to 
exchange VPN routes between the PE routers and the 
customer edge (CE) routers. 


e Only one BGP process can be configured 
per router. 


° Routing protocol contexts are used to configure 
independent route exchange mechanisms. 


References 


For additional information, refer to this resource: 


™ Access www.cisco.com for additional information about VPNs. 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


In which two ways does the MPLS VPN architecture use the BGP routing protocol? 


What is a BGP address family? 


What are the two types of BGP address families that can be configured on a PE router? 


Which mandatory parameters do you have to configure on an MP-BGP neighbor? 


Why is it necessary to enable extended BGP communities when you are supporting 
MPLS VPNs? 


Why would you want to disable propagation of IPv4 routing updates between MP-BGP 
neighbors? 
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Quiz Answer Key 


Q1) 


Note 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


EBGP is used to carry routing updates between the PE and the CE. 
IBGP (VNPvV4) is used to carry VPN route updates between PE routers. 


IBGP (IPv4) is used to carry an-'P route updates between PE routers. 


Relates to: BGP Neighbors; Configuring MP-IBGP; and Configuring MP-IBGP Propagation of 


All VPNv4 Routes 


A BGP address family is a routing protocol context that is used to configure global BGP routing, VPN 


routing, and CE-to-PE routing into the same BGP process. 
Relates to: Configuring BGP Address Families 


VPNV4 and IPv4 
Relates to: Configuring BGP Address Families 


neighbor ip-address remote-as as-number 

neighbor ip-address update-source interface-type interface number 
address-family vpnv4 

neighbor ip-address activate 

neighbor ip-address next-hop-self 


Relates to: BGP Neighbors 


Extended BGP communities attached to VPNV4 prefixes have to be exchanged between MP-BGP 
neighbors because they contain the RT information. 


Relates to: MP-BGP BGP Community Propagation 


when you are supporting only VPN routes 
Relates to: Disabling IPv4 Route Exchange 
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Configuring Small-Scale 
Routing Protocols Between PE 
and CE Routers 


Overview 


This lesson explains the PE-CE routing protocol configuration steps, and the various routing 
protocols that you can run between PE and CE routers. These protocols include RIP, EIGRP, 
and static routes. 


Relevance 


It is important to understand not only what you can configure between PE and CE routers when 
you are setting up MPLS VPNs, but also how to accomplish the configuration successfully. 
This lesson looks at the configuration parameters that you need in order to configure MPLS 
VPN PE-CE routing exchange. 


Objectives 
The lesson identifies the command syntax that is required to configure PE-CE routing 
protocols. 


Upon completing this lesson, you will be able to: 

m= Identify the requirements for configuring PE-CE routing protocols 

m= Identify the command syntax that is used to select VRF routing context within BGP 

m= Identify the command syntax that is used to configure per-VRF static routes 

m= Identify the command syntax that is used to configure a RIP PE-CE routing session 

m= Identify the command syntax that is used to configure an EIGRP PE-CE routing session 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


=m Basic understanding of MPLS components and VPN implementation, and familiarity with 


Outline 


5-56 


Cisco IOS platforms 


This lesson includes these topics: 


Overview 

Configuring PE-CE Routing Protocols 

Selecting the VRF Routing Context for BGP and RIP 
Configuring Per-VRF Static Routes 

Configuring RIP PE-CE Routing 

Configuring EIGRP PE-CE Routing 

Summary 

Quiz 
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Configuring PE-CE Routing Protocols 


This topic identifies the requirements for configuring PE-CE routing protocols. 


PE-CE Routing Protocols 
mill TN NT NT TTT 


¢ PE-CE routing protocols are configured for 
individual VRFs. 


¢ Per-VRF routing protocols can be configured in 
two ways: 


— Per-VRF parameters are specified in routing contexts, 
which are selected with the address-family command. 
— A separate OSPF process has to be started for each 
VRF. 
° The overall number of routing processes per 
router is limited to 32, of which only 28 are 
available for VRF assignment. 
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After you configure VRFs and establish MP-IBGP connectivity between PE routers, you have 
to configure routing protocols between the PE router and the attached CE routers. The PE-CE 
routing protocols need to be configured for individual VRFs. Sites in the same VPN but in 
different VRFs cannot share the same PE-CE routing protocol. 


Note The per-VRF configuration of the PE-CE routing protocols is another good reason for 
grouping as many sites into a VRF as possible. 


The per-VRF routing protocols can be configured in two ways: 


= As individual address families belonging to the same routing process (similar to what you 
have already seen for BGP). 


m= As separate routing processes. This option is used for more complex routing protocols that 
need to maintain a separate topology database for each VRF (for example, OSPF). 


Note Current Cisco IOS software implementation limits the overall number of routing protocols in 
a router to 32. Two routing methods are predefined (static and connected), and two routing 
protocols are needed for proper MPLS VPN backbone operation (BGP and backbone 
Interior Gateway Protocol [IGP]). The number of PE-CE routing processes is therefore 
limited to 28. 
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Selecting the VRF Routing Context for BGP and 
RIP 


This topic identifies the command syntax used to select the VRF routing context for BGP and 
RIP. 


Configuring the VRF Routing Context 
Within BGP 


Router (config) # 


router bgp as-number 
address-family ipv4 vrf vrf-name 
- Non-BGP redistribution ... 


° Select per-VRF BGP context with the address- 


family command. 
¢ Configure CE EBGP neighbors in VRF context, 
not in the global BGP configuration. 


e All non-BGP per-VRF routes have to be 
redistributed into per-VRF BGP context to be 
propagated by MP-BGP to other PE routers. 


Select the VRF routing context with the address-family ipv4 vrf vr/-name command in the 
RIP and BGP routing processes. All per-VRF routing protocol parameters (network numbers, 
passive interfaces, neighbors, filters, and so on) are configured under this address family. 


Note Common parameters defined in router configuration mode are inherited by all address 
families defined for this routing process and can be overridden for each individual address 
family. 

address-family ipv4 


To enter address family configuration mode for configuring routing sessions, such as BGP, that 
use standard IPv4 address prefixes, use the address-family ipv4 command in router 
configuration mode. To disable address family configuration mode, use the no form of this 
command: 


= address-family ipv4 [multicast | unicast | vrf vrf-name] 


= no address-family ipv4 [multicast | unicast | vrf vrf-name] 
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Syntax Description 


Parameter Description 
multicast (Optional) Specifies IPv4 multicast address prefixes. 
unicast (Optional) Specifies IPv4 unicast address prefixes. 

C (Optional) Specifies the name of the VRF instance to associate 
vrf vif RUS with subsequent IPv4 address family configuration mode 


commands. 


Defaults 


IPv4 address prefixes are not enabled. Unicast address prefixes are the default when IPv4 


address prefixes are configured. 


Command Modes 


Router configuration 
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Configuring Per-VRF Static Routes 


This topic identifies the command syntax used to configure per-VRF static routes. 


Configuring Per-VRF Static Routes 
= = vn TTT NNT TTT NTT Cieto.com 


Router (config) # 


ip route vrf name static route parameters 


¢ This command configures per-VRF static routes. 

¢ The route is entered in the VRF table. 

¢ You must always specify the outgoing interface, 
even if you specify the next hop. 


Sample router configuration: 


ip route vrf Customer _ABC 10.0.0.0 255.0.0.0 10.250.0.2 serial 0/0 
y 


reuter bgp 12703 
addvess-family ipv4 vrf Customer_ABC 
redistribute static 
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ip route vrf 


To establish static routes for a VRF, use the ip route vrf command in global configuration 
mode. To disable static routes, use the no form of this command: 


= ip route vrf vrf-name prefix mask [next-hop-address] [interface {interface-number}] 
[global] [distance] [permanent] [tag tag] 


= no ip route vrf vrf-name prefix mask [next-hop-address] [interface {interface-number}] 
[global] [distance] [permanent] [tag tag] 
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Syntax Description 


Parameter Description 

vrf-name Name of the VRF for the static route. 

prefix IP route prefix for the destination, in dotted decimal notation. 
mask Prefix mask for the destination, in dotted decimal notation. 


next -hop-address 


(Optional) IP address of the next hop (the forwarding router that 
can be used to reach that network). 


interface 


Type of network interface to use: ATM, Ethernet, loopback, POS 
(Packet over SONET), or null. 


interface-number 


Number identifying the network interface to use. 


global (Optional) Specifies that the given next-hop address be in the 
non-VRF routing table. 

distance (Optional) An administrative distance for this route. 

permanent (Optional) Specifies that this route will not be removed, even if 
the interface shuts down. 

tag tag (Optional) Label (tag) value that can be used for controlling 


redistribution of routes through route maps. 
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Configuring RIP PE-CE Routing 


This topic identifies the command syntax used to configure a RIP PE-CE routing session. 


Configuring RIP PE-CE Routing 
WOON TT MUTANT MONAT MONT TTT 


° Arouting context is configured for each VRF 
running RIP. 


¢ RIP parameters have to be specified in the VRF. 


e Some parameters configured in the RIP process are 
propagated to routing contexts 
(for example, RIP version). 


e Only RIPv2 is supported. 
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Configuring RIP as the PE-CE routing protocol is even easier than configuring BGP. Start the 
configuration of individual routing context with the address-family ipv4 vrf vrf-name 
command in router configuration mode. You can enter all standard RIP parameters in the per- 
VRF routing context. Global RIP parameters entered in the scope of RIP router configuration 
are inherited by each routing context and can be overwritten if needed in each routing context. 


Note Only RIPv2 is supported as the PE-CE routing protocol. It is good configuration practice to 
configure RIP version as a global RIP parameter using the version 2 command in router 


configuration mode. 
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Configuring RIP PE-CE Routing (Cont.) 
RIP Metric Propagation 
ae rr 0 Mi a Tm 


Router (config) # 


router rip 
address-family ipv4 vrf vrf-name 
redistribute bgp as-number metric transparent 


BGP routes must be redistributed back into RIP. 
The RIP hop count has to be manually set for routes redistributed 


into RIP. 
For end-to-end RIP networks, the following applies: 


— On the sending end, the RIP hop count is copied into the BGP 
multi-exit discriminator attribute (default BGP behavior). 


— On the receiving end, the metric transparent option copies 
the BGP MED into the RIP hop count, resulting in a consistent 
end-to-end RIP hop count. 


¢ When you are using RIP with other protocols, the metric must be 
manually set. 
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The IGP metric is always copied into the multi-exit discriminator (MED) attribute of the BGP 
route when an IGP route is redistributed into BGP. Within standard BGP implementation, the 
MED attribute is used only as a route selection criterion. It is not copied back into the IGP 
metric. The IGP metric has to be specified in the redistribute command or by using the 
default-metric command in router configuration mode. 


The MPLS VPN extension to the redistribute command (metric transparent option) allows 
the MED attribute to be inserted as the IGP metric of a route redistributed from BGP back into 
RIP. This extension gives transparent end-to-end (from the customer perspective) RIP routing: 


m= By default, the RIP hop count is inserted into the BGP attribute MED when the RIP route is 
redistributed into BGP by the ingress PE router. 


™ You can configure the value of the MED attribute (the original RIP hop count) to be copied 
into the RIP hop count when the BGP route is redistributed back into RIP. This action 
causes the whole MPLS VPN backbone to appear as a single hop to the CE routers. 


Note You should not change the MED value within BGP if you use the redistribute metric 
transparent command. 
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Configuring RIP PE-CE Routing (Cont.) 


MONT OTT TTT TTT TTT ITT Cieco.com 


MPLS VPN Backbone 
CE-RIP-A1 CE-RIP-A2 


CE-BGP-At PE-Site-X PE-Site-Y CE-BGP-A2 


CE-RIP-B1 CE-RIP-B2 

router rip 

version 2 

address-family ipvd vrf Custome=_ABC 
network 10.0.0.0 
redistribute bgp 12703 metric cxransparent 

' 

reuter bep 12753 

address-family ipv4d vrf Custome=_ABC 
redastrabute rip 
no auto-summary 
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The RIP configuration in this sample network is exceedingly simple: 


= The RIP routing process is configured. The RIP version is configured as the global RIP 
parameter. 


= The RIP routing context is configured for every VRF where you want to run RIP as the 
PE-CE routing protocol. The directly connected networks (configured on interfaces in the 
VRF) over which you want to run RIP are specified to have standard RIP configuration. 


= Redistribution from BGP into RIP with metric propagation is configured. 


= The BGP routing context is configured for every VRF. Redistribution of RIP routes into 
BGP has to be configured for every VRF for which you have configured the RIP routing 
context. 
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Configuring EIGRP PE-CE Routing 


This topic identifies the command syntax used to configure an EIGRP PE-CE routing session. 


Configuring EIGRP PE-CE Routing 


Se TN OT OTT 


° Provides EIGRP with the capability to 
redistribute routes through a VPN cloud. 


¢ Configuration of only the PE routers is required. 


¢ No upgrade or configuration changes to 
customer equipment. 


Note: Due to current limitations with route 
redistribution, backdoor links are not supported. 
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MPLS VPN support for EIGRP between PE and CE provides EIGRP with the capability to 
redistribute routes through a BGP VPN cloud. This feature is configured only on PE routers, 
requiring no upgrade or configuration changes to customer equipment. This feature also 
introduces EIGRP support for MPLS and BGP extended community attributes. 


Note Due to current limitations with route redistribution, backdoor links are not supported. If a 
backdoor link is implemented, it may become active and override selection of the VPN links. 
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Configuring EIGRP PE-CE Routing (Cont.) 
| EIGRP Metric Propagation 


MONIT TOMATO NTT TOTTI TTT 
Router (config)# 


router eigrp as-number 
address-family ipv4 vrf vrf-name 
autonomous-system as-number 
redistribute bgp as-number metric 


¢ Enables the CE’s the EIGRP AS number of the CE 


under the address family. 


¢ Configure per-instance AS number. 

¢ Configure router redistribution. 

¢ External routes received without the configured 
metric are not to be advertised to the CE router. 


— The metric can be configured in the redistribute statement 
using the redistribute command or configured with the 
default-metric command. 
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The IGP metric is always copied into the MED attribute of the BGP route when an IGP route is 
redistributed into BGP. Within standard BGP implementation, the MED attribute is used only 
as a route selection criterion. It is not copied back into the IGP metric. The metric must be 
configured for routes from external EIGRP autonomous systems and non-EIGRP networks 
before these routes can be redistributed into an EIGRP CE router. The metric can be configured 
in the redistribute statement using the redistribute (IP) command or configured with the 
default-metric (EIGRP) command. 


Implementing Cisco MPLS (MPLS) v2.0 Copyright © 2003, Cisco Systems, Inc. 


Configuring EIGRP PE-CE Routing (Cont.) 


OO MONO TTT MTT TTT TTT TTT TTT TTT Cisco.com | 


CE-BGP-A2 


CE-RIP-B1 CE-RIP-B2 


router etgrp 1 
address-Feraly opvé vrt Costomw>_ABC 
wutonenous-system 101 
network 172.16.0.0 255.2&5.0.6 
redistribute SGE 12703 metric 10000 100 255 1 1500 
' 
router bgp 12703 
address-family ipvé vrf Cestere=_ABC 
redistribute eigrp 101 
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The EIGRP configuration in this sample network is exceedingly simple: 


m= The EIGRP routing process is configured. The EIGRP version is configured as the global 
EIGRP parameter. 


= The EIGRP routing context is configured for every VRF where you want to run EIGRP as 
the PE-CE routing protocol. The directly connected networks (configured on interfaces in 
the VRF) over which you want to run EIGRP are specified to have standard EIGRP 
configuration. 


= Redistribution from BGP into EIGRP with metric propagation is configured. 


= The BGP routing context is configured for every VRF. Redistribution of EIGRP routes into 
BGP has to be configured for every VRF for which you have configured the EIGRP routing 
context. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


MOUNT MONAT TOTTI TNT OTM ITNT TTT Cisco.com 
¢ PE-CE routing protocols need to be configured for 
individual VRFs. 
e Per-VRF routing protocols can be configured in 
two ways: 


— As individual address families belonging to the same 
routing process 


— As separate routing processes 
° Small-scale PE-CE routing can be one of the 
following: 
— RIPv2 
— EIGRP 
— Static 
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References 
For additional information, refer to this resource: 


m™ Access www.cisco.com for additional information about VPNs. 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Ql)  Howdo you configure the routing context in RIP? 


Q2) How do you propagate static VRF routes between PE routers? 


Q3) | Howwould you configure redistribution to propagate customer RIP routing updates 
across the MPLS VPN backbone? 
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Quiz Answer Key 


Ql) On the CE enable RIP. On the PE enable RIP and use the address-family ipv4 vrf v7/-name command 
under the router RIP section. 


Relates to: Selecting the VRF Routing Context for BGP and RIP 


Q2) _ by enabling the static route using the ip route vrf name static route parameters command 


Relates to: Configuring Per-VRF Static Routes 


Q3) By using the redistribute rip command under the BGP address family on the ingress PE router to 
redistribute the RIP updates into MP-BGP. MP-BGP uses VPNv4 updates to propagate the updates to the 
egress PE router. The redistribute bgp metric transparent command under the RIP address family is 
used on the egress PE to redistribute the updates back into RIP. 


Relates to: Configuring RIP PE-CE Routing 
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Monitoring MPLS VPN 
Operations 


Overview 


This lesson presents the commands, syntax, and descriptions for monitoring VRF routing, MP- 
BGP sessions, and VPN status. 


Relevance 


It is important to understand the network that you have just configured and ensure that it is 
operating optimally. This lesson will explain how to monitor an MPLS VPN network to ensure 
that it is functioning smoothly. 


Objectives 
This lesson identifies the command syntax that is used to monitor MPLS VPN operations. 


Upon completing this lesson, you will be able to: 


Identify the command syntax that is used to monitor VRF information 

Identify the command syntax that is used to monitor VRF routing 

Identify the command syntax that is used to monitor MP-BGP sessions 

Identify the command syntax that is used to monitor an MP-BGP VPNV4 table 

Identify the command syntax that is used to monitor per-VRF CEF and LFIB structures 
Identify the command syntax that is used to monitor labels associated with VPNvV4 routes 
Identify the command syntax that is used with other MPLS VPN monitoring commands 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


Basic understanding of MPLS components and VPN implementation, and familiarity with 
Cisco IOS platforms 


Outline 
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This lesson includes these topics: 


Overview 

Monitoring VRFs 

Monitoring VRF Routing 

Monitoring MP-BGP Sessions 

Monitoring an MP-BGP VPNv4 Table 

Monitoring Per-VRF CEF and LFIB Structures 
Monitoring Labels Associated with VPNv4 Routes 
Other MPLS VPN Monitoring Commands 
Summary 

Quiz 
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Monitoring VRFs 


This topic identifies the command syntax that is used to monitor VRF information. 


Monitoring VRFs 


Router# 


show ip vrf 


¢ Displays the list of all VRFs configured in the router 


Router# 


show ip vrf detail 


¢ Displays detailed VRF configuration 


Router# 


show ip vrf interfaces 


¢ Displays interfaces associated with VRFs 


show ip vrf 


To display the set of defined VRFs and associated interfaces, use the show ip vrf command in 
EXEC mode: 


m= show ip vrf [ {brief | detail | interfaces} ] [vr/-name] [output-modifiers] 


Syntax Description 


Parameter Description 

brief (Optional) Displays concise information on the VRF(s) and 
associated interfaces. 

detail (Optional) Displays detailed information on the VRF(s) and 
associated interfaces. 

interfaces (Optional) Displays detailed information about all interfaces 
bound to a particular VRF or to any VRF. 

vrf -name (Optional) Name assigned to a VRF. 

output -modifiers (Optional) For a list of associated keywords and arguments, use 


context-sensitive help. 


Defaults 
When no optional parameters are specified, the command shows concise information about all 
configured VRFs. 


Copyright © 2003, Cisco Systems, Inc. MPLS VPN Implementation 5-73 


Monitoring VRFs (Cont.) 
show ip vrf 


Router#show ip vrf 
Default RD Interfaces 
103:30 Seriall1/0.20 
103:11 Serial1/0.100 
103:20 Ethernet0/0 
Router# 


The show ip vrf command displays concise information about the VRF(s) and associated 
interfaces. The following table describes the fields displayed by this command. 


Fields Description 

Name Specifies the VRF name. 
Default RD Specifies the default RD. 
Interfaces Specifies the network interfaces. 
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Monitoring VRFs (Cont.) 
show ip vrf detail 


Router#show ip vrf detail 
VRF SiteA2; default RD 103:30 
Interfaces: 
Serial1/0.20 
Connected addresses are not in global routing table 
No Export VPN route-target communities 
Import VPN route-target communities 
RT: 103:10 
No import route-map 
Export route-map: A2 
VRF SiteB; default RD 103:11 
Interfaces: 
Serial1/0.100 
Connected addresses are not in global routing table 
Export VPN route-target communities 
RT:103:11 
Import VPN route-target communities 
RT:103:11 RT:103:20 
No import route-map 
No export route-map 
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To display detailed information on the VRFs and associated interfaces, use the show ip vrf 


detail command. The following table describes the additional fields shown by this command. 


Field Description 

Interfaces Specifies the network interfaces. 
Export Specifies VPN RT export communities. 
Import Specifies VPN RT import communities. 
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Monitoring VRFs (Cont.) 


show ip vrf interfaces 
AUT TINT TMT 


Router#show ip vrf interfaces 

Interface IP-Address Protocol 
Serial1/0.20 150.1.31.37 

Serial1/0.100 150.1.32.33 

Ethernet0/0 192.168.22.3 


To display the interfaces bound to a particular VRF (or interfaces bound to any VRF), use the 
show ip vrf interfaces command, which displays the fields described in the following table. 


Field Description 

Interface Specifies the network interfaces for a VRF. 

IP-Address Specifies the IP address of a VRF interface. 

VRF Specifies the VRF name. 

Protocol Displays the state of the protocol (up/down) for each VRF 
interface. 
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Monitoring VRF Routing 


This topic identifies the command syntax that is used to monitor VRF routing. 


Monitoring VRF Routing 
ill NM TTT TTT TTT 


Router# 
show ip protocols vrf name 


¢ Displays the routing protocols configured in a VRF 


Router# 


show ip route vrf name 


¢ Displays the VRF routing table 
Router# 
show ip bgp vpnv4 vrf name 


¢ Displays per-VRF BGP parameters 
(PE-CE neighbors ...) 


Three commands can be used to monitor VRF routing: 

= show ip protocols vrf displays the summary information about routing protocols running 
in a VRF. 

= show ip route vrf displays the VRF routing table. 

m= show ip bgp vpnv4 vrf displays the VRF BGP table. 


show ip protocols vrf 


To display the routing protocol information associated with a VRF, use the show ip protocols 
vrf command in EXEC mode: 


= show ip protocols vrf vrf-name 


Syntax Description 


Description 


Parameter 


vrf -name Name assigned to the VRF. 


show ip route vrf 
To display the IP routing table associated with a VRF, use the show ip route vrf command in 
EXEC mode: 


m= show ip route vrf vrf-name [connected] [protocol [as-number] [tag] [output-modifiers]] 
[list number [output-modifiers]] [profile] [static [output-modifiers]] [summary [output- 
modifiers]] [supernets-only [output-modifiers]] [traffic-engineering [output-modifiers]] 
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Syntax Description 


Parameter Description 

vrf -name Name assigned to the VRF. 

connected (Optional) Displays all connected routes in a VRF. 

protocol (Optional) To specify a routing protocol, use one of the following 


keywords: bgp, egp, eigrp, hello, igrp, isis, ospf, or rip. 


as-number 


(Optional) Autonomous system number. 


tag 


(Optional) Cisco IOS software routing area label. 


output -modifiers 


(Optional) For a list of associated keywords and arguments, use 
context-sensitive help. 


list number 


(Optional) Specifies the IP access list to display. 


profile (Optional) Displays the IP routing table profile. 
static (Optional) Displays static routes. 
summary (Optional) Displays a summary of routes. 


supernets-only 


(Optional) Displays supernet entries only. 


traffic-engineering 


(Optional) Displays only traffic-engineered routes. 


show ip bgp vpnv4 
To display VPN address information from the BGP table, use the show ip bgp vpnv4 
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command in EXEC mode: 


m= show ip bgp vpnv4 {all | rd route-distinguisher | vrf vrf-name} [ip-prefix/length [longer- 
prefixes] [output-modifiers]| [network-address [mask] [longer-prefixes] [output- 
modifiers]] [cidr-only] [community] [community-list] [dampened-paths] [filter-list] 
[flap-statistics] [inconsistent-as] [neighbors] [paths [/ine]] [peer-group] [quote-regexp] 


[regexp] [summary] [labels] 
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Syntax Description 


Parameter 


all 


Description 


Displays the complete VPNv4 database. 


rd route-distinguisher 


Displays Network Layer Reachability Information (NLRI) prefixes 
that have a matching RD. 


vrf vrf-name 


Displays NLRI prefixes associated with the named VRF. 


ip-prefix/length 


(Optional) IP prefix address (in dotted decimal notation) and 
length of mask (0 to 32). 


longer-prefixes 


(Optional) Displays the entry, if any, that exactly matches the 
specified prefix parameter, as well as all entries that match the 
prefix in a “longest-match” sense—that is, prefixes for which the 
specified prefix is an initial substring. 


output -modifiers 


(Optional) For a list of associated keywords and arguments, use 
context-sensitive help. 


network-address 


(Optional) IP address of a network in the BGP routing table. 


mask 


(Optional) Mask of the network address, in dotted decimal 
notation. 


cidr-only 


(Optional) Displays only routes that have non-natural net masks. 


community 


(Optional) Displays routes matching this community. 


community-list 


(Optional) Displays routes matching this community list. 


dampened-paths 


(Optional) Displays paths suppressed on account of dampening 
(BGP route from peer is up and down). 


filter-list 


(Optional) Displays routes conforming to the filter list. 


flap-statistics 


(Optional) Displays flap statistics of routes. 


inconsistent-as 


(Optional) Displays only routes that have inconsistent 
autonomous systems of origin. 


neighbors (Optional) Displays details about TCP and BGP neighbor 
connections. 

paths (Optional) Displays path information. 

line (Optional) A regular expression to match the BGP AS paths. 


peer-group 


(Optional) Displays information about peer groups. 


quote-regexp 


(Optional) Displays routes matching the AS path “regular 
expression.” 


regexp (Optional) Displays routes matching the AS path “regular 
expression.” 

summary (Optional) Displays BGP neighbor status. 

tags (Optional) Displays incoming and outgoing BGP labels for each 


NLRI. 
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Monitoring VRF Routing (Cont.) 
show ip protocols vrf 


nll MT NNT TT | | | | Cieco.com 


Router#show ip protocol vrf Sitex 
Routing Protocol is "rip" 
Sending updates every 30 seconds, next due in 10 seconds 
Invalid after 180 seconds, hold down 180, flushed after 240 
Outgoing update filter list for all interfaces is 
Incoming update filter list for all interfaces is 
Redistributing: rip, bgp 3 
Default version control: send version 2, receive version 2 
Interface Send Recv Triggered RIP Key-chain 
Ethernet0/0 2 2 
Routing for Networks: 
192.168.22.0 
Routing Information Sources: 
Gateway Distance Last Update 
Distance: (default is 120) 
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The show ip protocols vrf command displays summary information about all routing protocol 
instances active in the specified VRF. The fields displayed by this command are shown in the 


following table. 


Description 


Displays the IP address of the router identifier for all routers in the 


Gateway eo 
network. 


Distance Displays the metric used to access the destination route. 


Displays the last time that the routing table was updated from the 
source. 


Last Update 
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Monitoring VRF Routing (Cont.) 
show ip route vrf 


alll | | 


Router#show ip route vrf SiteA2 

Codes: C - connected, S - static, I - IGRP, R - RIP, M - mobile, B - BGP 
D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF inter area 
Nl - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2 
El - OSPF external type 1, E2 - OSPF external type 2, E - EGP 
i - IS-IS, L1 - IS-IS level-1, L2 - IS-IS level-2, 
* - candidate default, U - per-user static route, o - ODR 
P - periodic downloaded static route 


Gateway of last resort is not set 


° 203.1.20.0/24 [110/782] via 150.1.31.38, 02:52:13, Serial1/0.20 
203.1.2.0/32 is subnetted, 1 subnets 

° 203.1.2.1 [110/782] via 150.1.31.38, 02:52:13, Serial1/0.20 
203.1.1.0/32 is subnetted, 1 subnets 

203.1.1.1 [200/1] via 192.168.3.103, 01:14:32 

203.1.135.0/24 [200/782] via 192.168.3.101, 02:05:38 
203.1.134.0/24 [200/1] via 192.168.3.101, 02:05:38 
203.1.10.0/24 [200/1] via 192.168.3.103, 01:14:32 


. rest deleted .. 
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The show ip route vrf command displays the contents of the VRF IP routing table in the same 
format used by the show ip route command. 


Copyright © 2003, Cisco Systems, Inc. MPLS VPN Implementation 5-81 


Monitoring VRF Routing (Cont.) 
show ip bgp vpnv4 vrf neighbors 


mu TTT WNT 


WT WNT MMT Cisco.com 


Router#show ip bgp vpnv4 vrf SiteB neighbors 
BGP neighbor is 150.1.32.34, vrf SiteB, remote AS 65032, external link 
BGP version 4, remote router ID 203.2.10.1 
BGP state = Established, up for 02:01:41 
Last read 00:00:56, hold time is 180, keepalive interval is 60 seconds 
Neighbor capabilities: 
Route refresh: advertised and received 
Address family IPv4 Unicast: advertised and received 
Received 549 messages, 0 notifications, 0 in queue 
Sent 646 messages, 0 notifications, 0 in queue 
Route refresh request: received 0, sent 0 
Minimum time between advertisement runs is 30 seconds 


For address family: VPNv4 Unicast 

Translates address family IPv4 Unicast for VRF SiteB 
BGP table version 416, neighbor version 416 

Index 4, Offset 0, Mask 0x10 

Community attribute sent to this neighbor 

2 accepted prefixes consume 120 bytes 

Prefix advertised 107, suppressed 0, withdrawn 63 


~ rest deleted .. 
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show ip bgp vpnv4 vrf neighbors 


To display BGP neighbors configured in a VRF, use the show ip bgp vpnv4 vrf neighbors 
command in privileged EXEC mode: 
m= show ip bgp vpnv4 {all | vrf vr/-name} neighbors 


Syntax Description 


Description 


Parameter 


vpnv4 Specifies VPNv4 information. 


all Displays the complete VPNv4 database. 


vrf vrf-name Displays neighbors associated with the named VRF. 


neighbors Displays details about TCP and BGP neighbor connections. 


Defaults 


This command has no default values. 


Usage Guidelines 


Use this command to display detailed information about BGP neighbors associated with the 
MPLS VPN architecture. 
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Monitoring MP-BGP Sessions 


This topic identifies the command syntax that is used to monitor MP-BGP sessions. 


Monitoring MP-BGP Sessions 
ml TMT TMM NTT | 


Router# 


show ip bgp neighbors 


¢ Displays global BGP neighbors and the protocols 
negotiated with these neighbors 


The show ip bgp neighbors command is described in detail in the Cisco IOS documentation. It 
is used to monitor BGP sessions with other PE routers, as well as the address families 
negotiated with these neighbors. 
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Monitoring MP-BGP Sessions (Cont.) 
Show Ip bgp neighbors 


NNT TTT TTT TTT TT TTT TT Cisco.com 


Router#show ip bgp neighbor 192.168.3.101 
BGP neighbor is 192.168.3.101, remote AS 3, internal link 
BGP version 4, remote router ID 192.168.3.101 
BGP state = Established, up for 02:15:33 
Last read 00:00:33, hold time is 180, keepalive interval is 60 seconds 
Neighbor capabilities: 
Route refresh: advertised and received 
Address family IPv4 Unicast: advertised and received 
Address family VPNv4 Unicast: advertised and received 
Received 1417 messages, 0 notifications, 0 in queue 
Sent 1729 messages, 2 notifications, 0 in queue 
Route refresh request: received 9, sent 29 
Minimum time between advertisement runs is 5 seconds 


For address family: IPv4 Unicast 
BGP table version 188, neighbor version 188 
Index 2, Offset 0, Mask 0x4 
1 accepted prefixes consume 36 bytes 
Prefix advertised 322, suppressed 0, withdrawn 230 


- Continued 
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Monitoring MP-BGP Sessions (Cont.) 
__ show ip bgp neighbors 


NTN MUNN NNT TTT TTT TTT TT] Cisco.com 


Router#show ip bgp neighbor 192.168.3.101 
- Continued 


For address family: VPNv4 Unicast 

BGP table version 416, neighbor version 416 

Index 2, Offset 0, Mask 0x4 

NEXT_HOP is always this router 

Community attribute sent to this neighbor 

6 accepted prefixes consume 360 bytes 

Prefix advertised 431, suppressed 0, withdrawn 113 


Connections established 7; dropped 6 
Last reset 02:18:33, due to Peer closed the session 


- Rest deleted 
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show ip bgp neighbors 


To display information about the TCP and BGP connections to neighbors, use the show ip bgp 
neighbors command in EXEC mode: 


m= show ip bgp neighbors [neighbor-address] [received-routes | routes | advertised-routes | 
{paths regexp} | dampened-routes] 
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Example 


Parameter 


neighbor-address 


Syntax Description 


Description 


(Optional) Address of the neighbor whose routes you have 
learned from. If you omit this argument, all neighbors will be 
displayed. 


received-routes 


(Optional) Displays all received routes (both accepted and 
rejected) from the specified neighbor. 


(Optional) Displays all routes that are received and accepted. 
This parameter is a subset of the output from the received- 
routes keyword. 


advertised-routes 


(Optional) Displays all the routes that the router has advertised to 
the neighbor. 


paths regexp 


(Optional) Regular expression that is used to match the paths 
received. 


dampened-routes 


(Optional) Displays the dampened routes to the neighbor at the 
IP address specified. 


The following is sample output from the show ip bgp neighbors command: 


Router# sh ip bgp nei 192.168.100.129 


BGP neighbor is 192.168.100.129, remote AS 65001, internal 
link 


BGP version 4, remote router ID 192.168.100.129 
BGP state = Established, up for 5d01h 


Last read 00:00:56, hold time is 180, keepalive interval is 
60 seconds 


Neighbor capabilities: 
Route refresh: advertised and received(old & new) 
Address family IPv4 Unicast: advertised and received 


Address family VPNv4 Unicast: advertised and received 


(output continued) 
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The following table describes the fields shown in the sample output. 


Description 


BGP neighbor IP address of the BGP neighbor and its AS number. If the 
neighbor is in the same AS as the router, the link between them 


is internal; otherwise, it is considered external. 


remote AS Autonomous system of the neighbor. 


external link Indicates that this peer is either an EBGP peer or an IBGP peer. 


internal link 


BGP version BGP version being used to communicate with the remote router; 


the router ID (an IP address) of the neighbor is also specified. 


remote router ID IP address of the neighbor. 


BGP state Internal state of this BGP connection. 


up for Amount of time, in seconds, that the underlying TCP connection 


has been in existence. 


Last read Time that BGP last read a message from this neighbor. 


hold time Maximum amount of time that can elapse between messages 


from the peer. 


keepalive interval Time period, in seconds, between sending keepalive packets, 


which help ensure that the TCP connection is up. 


Neighbor capabilities BGP capabilities advertised and received from this neighbor. 


Note: A state of advertised and received indicates a active 
neighbor relationship. 


Router# show ip bgp neighbors 192.168.100.129 (Example continued) 
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For address family: IPv4 Unicast 
BGP table version 31, neighbor version 31 
Index 1, Offset 0, Mask 0x2 


Sent Revd 
Prefix activity: ---- ---- 
Prefixes Current: 0 30 (Consumes 
1440 bytes) 
Prefixes Total: 0 30 
Implicit Withdraw: 0 0 
Explicit Withdraw: (0) (0) 
Used as bestpath: n/a 30 
Used as multipath: n/a 0 
Outbound Inbound 
Local Policy Denied Prefixes:  -------- ------- 
Bestpath from this peer: 30 n/a 
Total: 30 0 


Number of NLRIs in the update sent: max 0, min 0 


For address family: VPNv4 Unicast 
BGP table version 30, neighbor version 30 
Index 4, Offset 0, Mask 0x10 
NEXT_HOP is always this router 
Community attribute sent to this neighbor 
Sent Revd 
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Prefix activity: ---- oss 


Prefixes Current: 9 1 (Consumes 256 
bytes) 
Prefixes Total: 18 af 
Implicit Withdraw: 9 0 
Explicit Withdraw: 0 0 
Used as bestpath: n/a 4 
Used as multipath: n/a 0 
Outbound Inbound 


Local Policy Denied Prefixes:  -------- ------- 


VPN Imported prefix: 3 n/a 

Bestpath from this peer: 1 n/a 

Total: 4 0 
Number of NLRIs in the update sent: max 4, min 0 


(output omitted) 


The following table describes the fields shown in the sample output. 


Description 


Address family IPv4 IP Version 4 unicast-specific properties of this neighbor. 


Unicast: 


Address family VPNv4 VPNv4-specific properties of this neighbor. 


Note For detailed information, please consult the Cisco IOS reference manual. 
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Monitoring an MP-BGP VPNv4 Table 


This topic identifies the command syntax used to monitor an MP-BGP VPNv4 table. 


Monitoring an MP-BGP VPNvé4 Table 
OTT TTT TTT TTT TT MUNIN | 


Router# 


show ip bgp vpnv4 all 


¢ Displays whole VPNvé4 table. 


Router# 


show ip bgp vpnv4 vrf vrf -name 


¢ Displays only BGP parameters (routes or neighbors) 
associated with specified VRF. 

¢ Any BGP show command can be used with these 
parameters. 


Router# 


show ip bgp vpnv4 rd value 


¢ Displays only BGP parameters (routes or neighbors) 
associated with specified RD. 
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The show ip bgp vpnv4 command displays IPv4 BGP information as well as VPNv4 BGP 
information. To display VPNv4 BGP information, use one of these keywords: 


= all to display the whole contents of the VPNv4 BGP table 
= vrf vrf-name to display VPNV4 information associated with the specified VRF 
= rd route-distinguisher to display VPNV4 information associated with the specified RD 
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Monitoring an MP-BGP VPNv4 Table (Cont.) 
show ip bgp vpnv4 vrf ... 


Router#show ip bgp vpnv4 vrf SiteA2 

BGP table version is 416, local router ID is 192.168.3.102 

Status codes: s suppressed, d damped, h history, * valid, > best, i - internal 
Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf Weight Path 
Route Distinguisher: 103:30 (default for vrf SiteA2) 
*> 150.1.31.36/30 0.0.0.0 0 32768 ? 
*>1150.1.31.128/30 192.168.3.101 100 ? 
*>1150.1.31.132/30 192.168.3.101 100 ? 
*>1203.1.1.1/32 192.168.3.103 100 65031 i 
*> 203.1.2.1/32 150.1.31.38 ? 
*>1203.1.10.0 192.168.3.103 100 65031 i 
? 
*>1203.1.127.3/32 192.168.3.101 100 ? 
*>1203.1.127.4/32 192.168.3.101 ? 
*>1203.1.134.0 192.168.3.101 ? 
? 


1 
1 
1 
1 
1 
*> 203.1.20.0 150.1.31.38 
1 
1 
1 
*>1203.1.135.0 192.168.3.101 
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show ip bgp vpnv4 vrf 


Defaults 


To display VPNv4 information from the BGP database associated with a VRF, use the show ip 
bgp vpnv4 vrf command in privileged EXEC mode: 


= = show ip bgp vpnv4 vrf vrf-name [ip-prefix/length [longer-prefixes] [output-modifiers]] 
[network-address [mask] [longer-prefixes] [output-modifiers]] [cidr-only] 
[community][community-list] [dampened-paths] [filter-list] [flap-statistics] 
[inconsistent-as] [neighbors] [paths [/ine]] [peer-group] [quote-regexp] [regexp] 
[summary] [tags] 


Syntax Description 


Parameter Description 


vrf vrf-name Displays NLRI prefixes associated with the named VRF. 


This command has no default values. 


Usage Guidelines 


Use this command to display VPNv4 information that is associated with a VRF from the BGP 
database. A similar command—show ip bgp vpnv4 all—displays all available VPNv4 
information. The show ip bgp vpnv4 summary command displays BGP neighbor status. 
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Monitoring an MP-BGP VPNV4 Table (Cont.) 
show ip bgp vpnvé4 rd ... 
AT TET TTT TMT 


Router#show ip bgp vpnv4 rd 103:30 203.1.127.3 
BGP routing table entry for 103:30:203.1.127.3/32, version 164 
Paths: (1 available, best #1, table SiteA2) 
Not advertised to any peer 
Local, imported path from 103:10:203.1.127.3/32 
192.168.3.101 (metric 10) from 192.168.3.101 (192.168.3.101) 
Origin incomplete, metric 1, localpref 100, valid, 
internal, best 
Extended Community: RT:103:10 


show ip bgp vpnv4 rd foufe-cistinguisher 


Defaults 


To display all VPNv4 routes that contain a specified RD, use the show ip bgp vpnv4 rd 
command in privileged EXEC mode: 


m= show ip bgp vpnv4 rd route-distinguisher [ip-prefix/length [longer-prefixes] [output- 
modifiers]] [network-address [mask] [longer-prefixes] [output-modifiers]] [cidr-only] 
[community ][community-list] [dampened-paths] [filter-list] [flap-statistics] 
[inconsistent-as] [paths [/ine]] [quote-regexp] [regexp] [summary] [tags] 


Syntax Description 


Parameter Description 


Displays NLRI prefixes that have a matching RD. 


rd route-distinguisher 


There is no default. A route distinguisher (RD) must be configured for a VRF to be functional. 
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Usage Guidelines 


A RD creates routing and forwarding tables and specifies the default route distinguisher for a 
VPN. The RD is added to the beginning of the customer's IPv4 prefixes to change them into 
globally unique VPN-IPV4 prefixes. 


Either RD is an ASN-relative RD, in which case it is composed of an autonomous system 
number and an arbitrary number, or it is an IP-address-relative RD, in which case it is 
composed of an IP address and an arbitrary number. 


You can enter an RD in either of these formats: 


16-bit AS number: your 32-bit number 
For example, 101:3. 


32-bit IP address: your 16-bit number 
For example, 192.168.122.15:1. 


Examples 


The following example shows how to configure a default RD for two VRFs. It illustrates the 
use of both AS-relative and IP-address-relative RDs: 


Router (config)# ip vrf vrf_blue 
Router (config-vrf)# rd 100:3 
Router (config-vrf)# exit 
Router (config)# ip vrf vrf_red 


Router (config-vrf)# rd 173.13.0.12:200 
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Monitoring Per-VRF CEF and LFIB Structures 


This topic identifies the command syntax that is used to monitor per-VRF CEF and label 
forwarding information base (LFIB) structures. 


Monitoring Per-VRF CEF and LFIB 
Structures 


Router# 


show ip cef vrf vrf-name 


¢ Displays per-VRF CEF table 


Router# 


show ip cef vrf vrf-name ip-prefix detail 


¢ Displays details of an individual CEF entry, 
including label stack 


Router# 


show mpls forwarding vrf vrf-name 


° Displays labels allocated by an MPLS VPN for 
routes in the specified VRF 


Three commands can be used to display per-VRF FIB and LFIB structures: 
= The show ip cef vrf command displays the VRF FIB. 


= The show ip cef vrf detail command displays detailed information about a single entry in 
the VRF FIB. 


= The show mpls forwarding vrf command displays all labels allocated to VPN routes in the 
specified VRF. 
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Monitoring Per-VRF CEF and LFIB 
Structures (Cont.) 
; RUT TOTTI NTT TOTO ITT 


Cisco. com 


Router#show ip cef vrf SiteA2 203.1.1.1 255.255.255.255 detail 
203.1.1.1/32, version 57, cached adjacency to Serial1/0.2 
0 packets, 0 bytes 
tag information set 
local tag: VPN-route-head 
fast tag rewrite with Se1/0.2, point2point, tags imposed: {26 39} 
via 192.168.3.103, 0 dependencies, recursive 
next hop 192.168.3.10, Serial1/0.2 via 192.168.3.103/32 
valid cached adjacency 
tag rewrite with Sel/0.2, point2point, tags imposed: {26 39} 


The show ip cef command can also display the 
label stack associated with the MP-IBGP route. 


show ip cef vrf 


To display the CEF forwarding table associated with a VRF, use the show ip cef vrf command 
in privileged EXEC mode: 


m= = show ip cef vrf vr/-name [ip-prefix [mask [longer-prefixes]] [detail] [output-modifiers]] 


[interface interface-number] [adjacency [interface interface-number] [detail] [discard] 
[drop] [glean] [null] [punt] [output-modifiers]] [detail [output-modifiers]| [non-recursive 
[detail] [output-modifiers]] [summary [output-modifiers]] [traffic [prefix-length] [output- 
modifiers]| [unresolved [detail] [output-modifiers]| 
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Syntax Description 


Parameter Description 

vrf -name Name assigned to the VRF. 

ip-prefix (Optional) IP prefix of entries to show, in dotted decimal notation 
(A.B.C.D). 

mask (Optional) Mask of the IP prefix, in dotted decimal notation. 

longer-prefixes (Optional) Displays table entries for all the more specific routes. 

detail (Optional) Displays detailed information for each CEF table entry. 

output -modifiers (Optional) For a list of associated keywords and arguments, use 
context-sensitive help. 

interface (Optional) Type of network interface to use: ATM, Ethernet, 
loopback, POS, or null. 

interface-number Number identifying the network interface to use. 

adjacency (Optional) Displays all prefixes resolving through adjacency. 

discard Discards adjacency. 

drop Drops adjacency. 

glean Gleans adjacency. 

null Null adjacency. 

punt Punts adjacency. 

non-recursive (Optional) Displays only nonrecursive routes. 

summary (Optional) Displays a CEF table summary. 

traffic (Optional) Displays traffic statistics. 

prefix-length (Optional) Displays traffic statistics by prefix size. 

unresolved (Optional) Displays only unresolved routes. 


Defaults 


This command has no default values. 


Usage Guidelines 


Used with the vrf-name argument, the show ip cef vrf command shows a shortened display of 
the CEF table. 


Used with the detail keyword, the show ip cef vrf command shows detailed information for all 
CEF table entries. 
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Monitoring Per-VRF CEF and LFIB 
Structures (Cont.) 
; ai 


Router#show mpls forwarding vrf SiteA2 

Local Outgoing Prefix Bytes tag Outgoing Next Hop 
tag tag or vc or Tunnel Id switched interface 

26 Aggregate 150.1.31.36/30I[V] 0 

37 Untagged 203.1.2.1/32[v] () Se1/0.20 point2point 
38 Untagged 203.1.20.0/24[vV] 0 Se1/0.20 point2point 


Router#show mpls forwarding vrf SiteA2 tags 37 detail 
Local Outgoing Prefix Bytes tag Outgoing Next Hop 
tag or vc or Tunnel Id switched interface 
Untagged 203.1.2.1/32[v] 0 Se1/0.20 point2point 
MAC/Encaps=0/0, MTU=1504, Tag Stack{} 
VPN route: SiteA2 
Per-packet load-sharing 


show mpls forwarding vrf 


To display label-forwarding information for advertised VRF routes, use the show mpls 
forwarding vrf command in EXEC mode. To disable the display of label-forwarding 
information, use the no form of this command: 


= show mpls forwarding vrf vrf-name [ip-prefix/length [mask]] [detail] [output-modifiers] 


= no show mpls forwarding vrf vrf-name [ip-prefix/length [mask]] [detail] [output- 
modifiers] 


Syntax Description 


Parameter Description 

vrf-name Displays NLRI prefixes associated with the named VRF. 

ip-prefix/length (Optional) IP prefix address (in dotted decimal notation) and 
length of mask (0 to 32). 

mask (Optional) Destination network mask in dotted decimal notation. 

detail (Optional) Displays detailed information on the VRF routes. 

output -modifiers (Optional) For a list of associated keywords and arguments, use 
context-sensitive help. 


Defaults 


This command has no default behavior or values. 


Usage Guidelines 


Use this command to display label-forwarding entries associated with a particular VRF or IP 
prefix. 
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Monitoring Labels Associated with VPNv4 
Routes 


This topic identifies the command syntax that is used to monitor labels associated with VPNv4 
routes. 


Monitoring Labels Associated with 
VPNv4 Routes 
mI 


Router# 


FOUN UOVNNT TTT WOT NATIT TOTTI Cisco.com 


show ip bgp vpnv4 [ all | rd value | vrf-name ] tags 


° Displays labels associated with VPNv4 routes 


Router#show ip bgp vpnv4 all tags 


Network Next Hop In tag/Out tag 
Route Distinguisher: 100:1 (vrf1) 
2.0.0.0 10.20.0.60 34/notag 
10.0.0.0 10.20.0.60 35/notag 
12.0.0.0 10.20.0.60 26/notag 
10.20.0.60 26/notag 
13.0.0.0 10.15.0.15 notag/26 


You can use the show ip bgp vpnv4 tags command to display tags assigned to local or remote 
VRF routes by the local or remote PE router. This command displays tags associated with all 
VPNV4 routes when you use the all keyword. It can also display tags associated with a 
specified RD or VRF. 


The following table describes the fields displayed by this command. 


Field Description 

Network Displays the network address from the BGP table. 
Next Hop Specifies the BGP next-hop address. 

In tag Displays the label (if any) assigned by this router. 

Out tag Displays the label assigned by the BGP next-hop router. 
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Other MPLS VPN Monitoring Commands 


This topic identifies the command syntax that is used with other MPLS VPN monitoring 
commands. 


Other MPLS VPN Monitoring 
Commands 


1 


Router# 


telnet host /vrf vrf-name 


¢ Performs PE-CE Telnet through specified VRF 


Router# 


ping vrf vrf-name ... 


¢ Performs ping based on VRF routing table 


Router# 


trace vrf vrf-name ... 


¢ Performs VRF-based traceroute 


Three additional Cisco IOS software monitoring commands are VRF-aware: 


m= The telnet command can be used to connect to a CE router from a PE router using the /vrf 
option. 


= The ping vrf command can be used to ping a destination host reachable through a VRF. 


m= The trace vrf command can be used to trace a path toward a destination reachable through 
a VRF. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 
Cleco.com 

° Monitoring VRF: 
— show ip vrf 
— show ip vrf detail 
— show ip vrf interfaces 

° Monitoring VRF routing: 
— show ip protocols vrf 
— show ip route vrf 
— show ip bgp vpnvé4 vrf 

* Monitoring MP-BGP sessions: 
— show ip bgp neighbors 


Summary 


Cleco.com 


° Monitoring an MP-BGP VPNvV4 table: 
— show ip bgp vpnv4 
¢ Monitoring per-VRF CEF and LFIB structures: 
— show ip cef vrf 
— show ip cef vrf detail 
— show mpls forwarding vrf 


Other MPLS VPN monitoring commands: 
— telnet 


— ping vrf 
—trace vrf 


e 


References 
For additional information, refer to this resource: 


= Access www.cisco.com for additional information about VPNs. 
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Quiz 
Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Ql) ~=Which three commands do you use to display all configured VRFs on the router? 


Q2) How do you verify the contents of a VRF routing table? 


Q3) Why is the BGP protocol always running in every VRF and how would you display the 
BGP parameter related to a VRF? 


Q4) How do you verify that a session has been established between two VPNV4 neighbors? 


Q5)  Howdo you verify the contents of a BGP VPNV4 routing table? 


Q6) Which three commands can be used to display per-VRF FIB and LFIB information? 


Copyright © 2003, Cisco Systems, Inc. MPLS VPN Implementation 5-99 


Q7) Which command can be used to display tags assigned to local or remote VRF routes by 
the local or remote PE router? 


Q8) Which command do you use to perform the following traceroutes? 


Ingress CE to egress PE— 


Ingress CE to egress CE— 


Ingress PE to egress PE— 


Ingress PE to egress CE— 


Ingress P to egress PE— 


Ingress P to egress CE— 
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Quiz Answer Key 


Ql) show ip vrf 
show ip vrf detail 
show ip vrf interfaces 


Relates to: Monitoring VRFs 


Q2) _ Use the show ip route vrf command. 


Relates to: Monitoring VRF Routing 


Q3) It is needed to carry the VPNv4 routes. Use the show ip bgp vpnv4 vrf command. 
Relates to: Monitoring MP-BGP Sessions 


Q4) Use the show ip bgp neighbors command and verify that the VPNV4 status is “advertised and received.” 
Relates to: Monitoring MP-BGP Sessions 


Q5) Use the show ip bgp vpnv4 vrf v7/-name command. 
Relates to: Monitoring an MP-BGP VPNV4 Table 


Q6) show ip cef vrf 
show ip cef vrf detail 
show mpls forwarding vrf 


Relates to: Monitoring Per-VRF CEF and LFIB Structures 


Q7) _ show ip bgp vpnv4 tags 
Relates to: Monitoring Labels Associated with VPNv4 Routes 


Q8) _Ingress CE to egress PE—trace 
Ingress CE to egress CE—trace 
Ingress PE to egress PE—trace 
Ingress PE to egress CE—trace vrf vrf-name 
Ingress P to egress PE—trace 
Ingress P to egress CE—You cannot do a traceroute from a P router to any CE router. The P router does 
not have the CE routing information in its routing table. 


Relates to: Other MPLS VPN Monitoring Commands 
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Configuring OSPF as the 
Routing Protocol Between PE 
and CE Routers 


Overview 


This lesson explains the issues encountered and the PE-CE routing protocol configuration steps 
required when you are running OSPF between PE and CE routers. 


Relevance 


It is important to understand not only what you can configure between PE and CE routers when 
you are setting up MPLS VPNs, but also how to accomplish the configuration successfully. 
This lesson looks at the configuration parameters that you need in order to configure MPLS 
VPN PE-CE routing exchange. 


Objectives 
The lesson identifies the command syntax that is required to configure PE-CE routing 


protocols. 
Upon completing this lesson, you will be able to: 
m Describe the enhanced OSPF hierarchical model 


= Describe the propagation of OSPF customer routes across the MPLS VPN backbone and 
the issues that might be encountered 


™ Describe how an MPLS VPN is implemented as an OSPF superbackbone 
m= Identify the command syntax that is used to configure a PE-CE OSPF routing session 


™ Describe the route loop issue that may result from the redistribution of routes between 
OSPF and BGP in an MPLS VPN environment and how the OSPF down bit is used to 
address this issue 


= Describe how optimizing of packet forwarding is accomplished across the MPLS VPN 
backbone 


Describe the route loop issue that may result from advertising routes across multiple OSPF 
domains in an MPLS VPN environment and how the OSPF tag field is used to address this 
issue 


Describe the function of a sham link and how it is implemented 


Identify the command syntax that is used to configure a sham link 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


Outline 
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Basic understanding of MPLS components and VPN implementation, and familiarity with 
Cisco IOS platforms 


This lesson includes these topics: 


Overview 

OSPF Hierarchical Model 

OSPF in an MPLS VPN Routing Model 
OSPF Superbackbone 

Configuring OSPF PE-CE Routing 
OSPF Down Bit 

Optimizing of Packet Forwarding Across the MPLS VPN Backbone 
OSPF Tag Field 

Sham Link 

Configuring a Sham Link 

Summary 

Quiz 
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OSPF Hierarchical Model 


This topic describes the enhanced OSPF hierarchical model. 


OSPF Hierarchical Model 


WUT WOT MOTT TTT TTT TTT TTT 


¢ OSPF divides a network into areas, all of them linked 
through the backbone (Area 0). 


¢ Areas could correspond to individual sites from MPLS 
VPN perspective. 
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The Open Shortest Path First (OSPF) routing protocol was designed to support hierarchical 
networks with a central backbone. The network running OSPF is divided into “areas.” All areas 
have to be directly connected to the “backbone area” (Area 0). The whole OSPF network 
(backbone area and any other areas connected to it) is called the OSPF domain. 


The OSPF areas in the customer network could correspond to individual sites, but there are also 
other options that are often encountered: 


= A single area could span multiple sites (for example, the customer decides to use an area 
per region, but the region contains multiple sites) 


m The backbone area could be extended into individual sites 


Note Please refer to the Building Scalable Cisco Networks (BSCN) course or OSPF curriculum for 
background information on OSPF. 
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OSPF in an MPLS VPN Routing Model 


5-106 


This topic describes the propagation of OSPF customer routes across the MPLS VPN backbone 
and the issues that might be encountered. 


OSPF | in an MPLS VPN Routing Model 
pe TN TAT Cuzosam 


BGP Backbone 


PE Router 


ss —__ © 


SP ~. 


° From the customer perspective, an MPLS VPN-based network 
has a BGP backbone with IGP running at customer sites. 


¢ Redistribution between IGP and BGP is performed to 
propagate customer routes across MPLS VPN backbone. 
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The MPLS VPN routing model introduces a BGP backbone into the customer network. Isolated 
copies of IGP run at every site, and MP-BGP is used to propagate routes between sites. 
Redistribution between customer IGP—running between PE routers and CE routers—and the 
backbone MP-BGP, is performed at every PE router. 
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OSPF in an MPLS VPN Routing Model (Cont.) 
OSPF-BGP Redistribution Issue 


MP-BGP route is propagated to other 
FE routers. 


MP-BGP route is 
redistibuted into OSPF. 


OSPF route is 


ropagated as external 
4} route into other sites. 
—=_— 


Local subnet is announced to the 
PE router as type 1 or type 2 LSA. 


Mi 
© 2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—5-10 


The IGP-BGP redistribution introduced by the MPLS VPN routing model does not fit well into 
customer networks running OSPF. When an OSPF customer is migrated to an MPLS VPN 
service, any route that is redistributed into OSPF from another routing protocol will now be 
redistributed as an external OSPF route. The OSPF routes received by one PE router are 
propagated across the MPLS backbone and redistributed back into OSPF at another site as 
external OSPF routes. 
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OSPF in an MPLS VPN Routing Model (Cont.) 
_ Classic OSPF-BGP Redistribution 


nN! NNT TTT TTT WITT NNT ITTY 


° OSPF route type is not preserved when OSPF 
route is redistributed into BGP. 


¢ All OSPF routes from a site are inserted as 


external (type 5 LSA) routes into other sites. 


° Result: OSPF route summarization and stub 
areas are hard to implement. 


¢ Conclusion: MPLS VPN must extend the 
classic OSPF-BGP routing model. 
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With the traditional OSPF-BGP redistribution, the OSPF route type (internal or external route) 
is not preserved when the OSPF route is redistributed into BGP. When that same route is 
redistributed back into OSPF, it is always redistributed as an external OSPF route. 

There are a number of caveats associated with external OSPF routes: 

= External routes cannot be summarized. 

= External routes are flooded across all OSPF areas. 

m= External routes could use a different metric type that is not comparable to OSPF cost. 

m= External routes are not inserted in stub areas or not-so-stubby areas (NSSAs). 

= Internal routes are always preferred over external routes, regardless of their cost. 

Because of all these caveats, migrating an OSPF customer toward an MPLS VPN service might 


severely impact the routing of that customer. The MPLS VPN architecture must therefore 
extend the classic OSPF-BGP routing model to support transparent customer migration. 
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OSPF Superbackbone 


This topic describes how an MPLS VPN is implemented as an OSPF superbackbone. 


OSPF Superbackbone 
OSPF-BGP Hierarchy Issue 
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BGP Backbone 


¢ OSPF Area 0 might extend into individual sites. 
° MPLS VPN backbone has to become a superbackbone for OSPF. 
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The MPLS VPN architecture extends the OSPF architecture by introducing another backbone 
above OSPF Area 0, the superbackbone. The OSPF superbackbone is implemented with MP- 
BGP between the PE routers but is otherwise completely transparent to the OSPF routers. The 
architecture even allows disjoint OSPF backbone areas (Area 0) at MPLS VPN customer sites. 
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OSPF in MPLS VPNs 
Goals 


¢ OSPF between sites shall not use normal OSPF- 
BGP redistribution. 


e OSPF continuity must be provided across MPLS 
VPN backbone: 


—Internal OSPF routes should remain internal 
OSPF routes. 


—External routes should remain external routes. 
—OSPF metrics should be preserved. 
¢ CE routers run standard OSPF software. 
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The goals that have to be met by the OSPF superbackbone are as follows: 
m™ The superbackbone shall not use standard OSPF-BGP redistribution. 
= OSPF continuity must be provided between OSPF sites: 

— Internal OSPF routes must remain internal OSPF routes. 

— External OSPF routes must remain external OSPF routes. 


— Non-OSPF routes redistributed into OSPF must appear as external OSPF routes in 
OSPF. 


— OSPF metrics and metric types (external 1 or external 2) have to be preserved. 


m The OSPF superbackbone shall be transparent to the CE routers that run standard OSPF 
software. 
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OSPF Superbackbone (Cont.) 


Route Propagation Example 
3 mesg RUNNY TUTTO TTT MITTIN MONON MOTT OTT TTT 


PE router propagates the route into 
superbackbone. Route summarization 
can be performed on area boundary. 


5 back Route fram superbackbone 
PUPETDACKBONE | | is inserted into other areas 


~~ 


oN | as interarea route. 


Interarea route is 
propagated into 
other areas. 


Local subnet is announced to the 
PE router as type 1 or type 2 LSA. |' 
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The MPLS VPN superbackbone appears as another layer of hierarchy in the OSPF architecture. 
The PE routers that connect regular OSPF areas to the superbackbone therefore appear as OSPF 
Area Border Routers (ABRs) in the OSPF areas to which they are attached. In Cisco IOS 
implementation, they also appear as Autonomous System Boundary Routers (ASBRs) in 
nonstub areas. 


From the perspective of a standard OSPF-speaking CE router, the PE routers insert interarea 
routes from other areas into the area in which the CE router is present. The CE routers are not 
aware of the superbackbone or of other OSPF areas present beyond the MPLS VPN 
superbackbone. 


With the OSPF superbackbone architecture, the continuity of OSPF routing is preserved: 


= The OSPF intra-area route (described in the OSPF router link-state advertisement [LSA] or 
network LSA) is inserted into the OSPF superbackbone by redistributing the OSPF route 
into MP-BGP. Route summarization can be performed on the redistribution boundary by 
the PE router. 


= The MP-BGP route is propagated to other PE routers and inserted as an OSPF route into 
other OSPF areas. Because the superbackbone appears as another area behind the PE router 
(acting as ABR), the MP-BGP route derived from the intra-area route is always inserted as 
an interarea route. The interarea route can then be propagated into other OSPF areas by 
ABRs within the customer site. 


Copyright © 2003, Cisco Systems, Inc. MPLS VPN Implementation 5-111 


OSPF Superbackbone (Cont.) 
OSPF Superbackbone Rules 
MUNN TON ITT TNT 


OSPF superbackbone behaves exactly like 
Area 0 in regular OSPF: 


° PE routers are advertised as Area Border 
Routers. 


¢ Routes redistributed from BGP into OSPF 


appear as interarea summary routes or as 
external routes (based on their original LSA 
type) in other areas. 


¢ Routes from Area 0 at one site appear as 
interarea routes in Area 0 at another site. 
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The OSPF superbackbone rules could be summarized as follows: 


= PE routers advertise themselves as ABRs. The superbackbone appears as another area to 
the CE routers. 


= Routes redistributed into MP-BGP from OSPF will appear as interarea routes in other 
OSPF sites if the original route was an intra-area or interarea route and as external routes if 
the original route was an external route. 


As a consequence of the second rule, routes from the backbone area at one site appear as 
interarea routes (not as backbone routes) in backbone areas at other sites. 
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OSPF Superbackbone (Cont.) 
Implementation 


e Extended BGP communities are used to 
propagate OSPF route type across BGP 
backbone. 


° OSPF cost is copied into MED attribute. 


The OSPF superbackbone is implemented with the help of several BGP attributes: 


A new BGP extended community was defined to carry OSPF route type and OSPF area across 
the BGP backbone. The format of this community is defined in the following table. 


Field Number of Bytes | Comments 
Community type 2 The community type is 0x8000. 
OSPF area 4 This field carries the OSPF area from which the route was 


redistributed into MP-BGP. 


LSA type 1 This field carries the OSPF LSA type from which the route 
was redistributed into MP-BGP. 


Option 1 This field is used for external metric type. The low-order 
bit is set for external 2 routes. 


Note The option field in the OSPF route type extended community is not equivalent to the option 
field in the OSPF LSA. 


As in the standard OSPF-BGP redistribution, the OSPF cost is carried in the MED attribute. 


Copyright © 2003, Cisco Systems, Inc. MPLS VPN Implementation 5-113 


5-114 


OSPF Superbackbone (Cont.) 


Implementation 
PWM TT TTT TTT TNT TM TMM Cieco.com 


BGP Backbone 


18h type t 
OSPF cost 768 


Area 1 Area 2|: 


¢ OSPF route type is copied into extended BGP community on 
redistribution into BGP. 


¢ Egress PE router performs interarea transformation. 
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This figure illustrates the propagation of internal OSPF routes across the MPLS VPN 
superbackbone. The sending PE router redistributes the OSPF route into MP-BGP, copies 
OSPF cost into the MED attribute, and sets the BGP extended community to indicate the LSA 
type from which the route was derived. 


The receiving PE router redistributes the MP-BGP route back into OSPF and uses the original 
LSA type and the MED attribute to generate an interarea summary LSA. An interarea summary 
LSA is always generated, because the receiving PE router acts as an ABR between the 
superbackbone and the OSPF area(s). 
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OSPF Superbackbone (Cont.) 


External Routes 
WONT NTT ATT TTT TTT NTT TAT Crco.com 


10.00.08 
1S type 5 


¢ External OSPF routes are propagated in the same way as 
internal OSPF routes across superbackbone. 


¢ External metric and route type are preserved. 
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OSPF Superbackbone (Cont.) 


External Routes 
ml TOT TTT NATIT TOTTI TAIT Cigco.com 


BGP Backbone 


¢ External OSPF routes are propagated in the same way as 
internal OSPF routes across superbackbone. 


¢ External metric and route type are preserved. 
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The external OSPF routes are redistributed into the MP-BGP in exactly the same way as the 
internal OSPF routes. The process changes slightly on the receiving PE router: 


= For external routes (type 5 LSA), the LSA is reoriginated, with the receiving PE router 
being the ASBR. The external metric type is copied from the BGP extended community, 
and the external cost is copied from the MED. 


= For NSSA external routes (type 7 LSA), the route is announced to the other OSPF sites as a 
type 5 LSA external route, because the route has already crossed the area boundary. 
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OSPF Superbackbone 


Mixing Routing Protocols 
Pm TTT TTT TTT Cisco.com 


BGP Backbone 


¢ Routes from MP-BGP backbone that did not originate in OSPF 
are still subject to standard redistribution behavior when 
inserted into OSPF. 
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The MPLS VPN superbackbone still retains the traditional OSPF-BGP route redistribution 
behavior for routes that did not originate in OSPF at other sites (and therefore do not carry the 
OSPF extended BGP community). These routes are inserted into the OSPF topology database 
as type 5 external routes (or type 7 external routes for NSSA areas), with the default OSPF 
metric (not the value of MED). 
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Configuring OSPF PE-CE Routing 


This topic identifies the command syntax that is used to configure a PE-CE OSPF routing 
session. 


Configuring PE-CE OSPF Routing 
mess ON TOT TM mr 


Follow these steps to configure OSPF as the PE- 
CE routing protocol: 


¢ Configure per-VRF copy of OSPF 
¢ Configure redistribution of MP-BGP into OSPF 
¢ Configure redistribution of OSPF into MP-BGP 


To configure OSPF as a PE-CE routing protocol, you need to start a separate OSPF process for 
each VRF in which you want to run OSPF. The per-VRF OSPF process is configured in the 
same way as a standard OSPF process. You can use all OSPF features available in Cisco IOS 
software. 


You need to redistribute OSPF routes into BGP and redistribute BGP routes into OSPF if 
necessary. Alternatively, you can originate a default route into a per-VRF OSPF process by 
using the default-information originate always command in router configuration mode. 


MP-BGP propagates more than just OSPF cost across the MPLS VPN backbone. The 
propagation of additional OSPF attributes into MP-BGP is automatic and requires no extra 
configuration. 
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Configuring PE-CE OSPF Routing 
(Cont.) 


router (config) # 


router ospf process-id vrf vrf-name 
. Standard OSPF parameters ... 


° This command starts per-VRF OSPF routing 
process. 

° The total number of routing processes per router is 
limited to 32. 


router (config-router) # 


redistribute bgp as-number subnets 


¢ This command redistributes MP-BGP routes into 
OSPF. The subnets keyword is mandatory for proper 
operation. 


OSPF is the only PE-CE routing protocol that is not fully VPN-aware. A separate OSPF 
process is run for every VRF. 


router ospf 


To configure an OSPF routing process within a VRF, use the router ospf command in global 
configuration mode. To terminate an OSPF routing process, use the no form of this command: 


= router ospf process-id vrf vrf-name 


= no router ospf process-id vrf vrf-name 


Syntax Description 


Parameter Description 


process-id Internally used identification parameter for an OSPF routing 
process. It is locally assigned and can be any positive integer. A 
unique value is assigned for each OSPF routing process. 


vrf-name The name of the VRF where the OSPF process will reside. 


Defaults 
No OSPF routing process is defined. 
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Configuring PE-CE OSPF Routing 
(Cont.) 


router (config) # 


router bgp as-number 
address-family ipv4 vrf vrf-name 


redistribute ospf process-id [match [internal] 
[external-1] [external-2] ] 


° OSPF-BGP route redistribution is configured with the 
redistribute command under the proper address-family. 

° Without the OSPF match keyword specified, only 
internal OSPF routes are redistributed into OSPF. 


Use the standard BGP redistribution commands. 
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OSPF Down Bit 


This topic describes the route loop issue that may result from the redistribution of routes 
between OSPF and BGP in an MPLS VPN environment and how the OSPF down bit is used to 
address this issue. 


OSPF Down Bit 
OSPF-BGP Routing Loops 


a i an mM TM 


The OSPF route is received by a PE router, 
redistributed into MP-BGP and propagated 
across the MPLS VPN backbone. 

T 

Is 


he route from superbackbone 
inserted as Interarea route. 


= 
> 


5: 


outer| The other PE router 
would redistribute the 
route back into BGP. 


The OSPF route is 
propagated across 
the area. 


Local subnet is announced to the PE router. |" 
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OSPF developers took many precautions to avoid routing loops between OSPF areas—for 
example, intra-area routes are always preferred over interarea routes. These rules do not work 
when the superbackbone is introduced. Consider, for example, a network in the figure here, 
where the receiving OSPF area has two PE routers attached to it. 


The following table indicates the process steps that could produce a routing loop. 


Step Action 


41 The sending PE router receives an intra-area OSPF route. 


2 The intra-area OSPF route is redistributed into MP-BGP. An OSPF community is 
attached to the route to indicate that it was an OSPF route before being redistributed. 


3 The receiving PE router redistributes the MP-BGP route into OSPF as an internal 
interarea summary route. 


4 The summary route is propagated across the OSPF area and received by the other PE 
router attached to the same area. 


5 The administrative distance of the OSPF route is better than the administrative distance 
of the MP-BGP route; therefore, the PE router selects the OSPF route and redistributes 
the route back into the MP-BGP process, potentially resulting in a routing loop. 
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OSPF Down Bit (Cont.) 


Tv NTN TNT WT TT 


e An additional bit (down bit) has been 
introduced in the options field of the OSPF 
LSA header. 


¢ PE routers set the down bit when redistributing 
routes from MP-BGP into OSPF. 


¢ PE routers never redistribute OSPF routes with 
down bit set into MP-BGP. 
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Two mechanisms were introduced to prevent route redistribution loops between OSPF (running 
between PE and CE routers) and MP-BGP running between PE routers: 


= BGP Site of Origin (SOO), which is covered in the “MPLS VPN Routing Model” lesson of 
the “MPLS Virtual Private Networks Technology” module and detailed further in the 
“Configuring BGP as the Routing Protocol Between PE and CE Routers” lesson of the 
“MPLS VPN Implementation” module 


= The down bit in the options field of the OSPF LSA header 


The down bit is used between the PE routers to indicate which routes were inserted into the 
OSPF topology database from the MPLS VPN superbackbone and thus shall not be 
redistributed back in the MPLS VPN superbackbone. The PE router that redistributes the MP- 
BGP route as OSPF route into the OSPF topology database sets the down bit. Other PE routers 
use the down bit to prevent this route from being redistributed back into MP-BGP. 
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OSPF Down Bit (Cont.) 
Sy a TT TTT TTT TT 


An OSPF route is received by a PE router, 
redistributed into MP-BGP, and propagated 
across the MPLS VPN backbone. 


The route from superbackbone 
Is Inserted as Interarea route 
va a 


The route is never 
redistributed back into 
MP-BGP backbone. 


The OSPF route is 
propagated with the 
down bit set. 
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The typical usage of the down bit is shown in the figure, and the process steps that show how it 
prevents routing loops is detailed in the following table. 


Step Action 


1 PE router receives an OSPF route. 


2 PE router redistributes OSPF route into MP-BGP. The MP-BGP route is propagated to 
other PE routers. 


3 The MP-BGP route is inserted as an interarea route into an OSPF area by the receiving PE 
router. The receiving PE router sets the down bit in the summary (type 3) LSA. 


4 When the other PE routers receive the summary LSA with the down bit set, they do not 
redistribute the route back into MP-BGP. 
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Optimizing of Packet Forwarding Across the 
MPLS VPN Backbone 


This topic describes how the optimizing of packet forwarding is accomplished across the MPLS 
VPN backbone. 


Optimizing of Packet Forwarding 


Across the MPLS VPN Backbone 
darian = PM OVO TTT OTT OT OTT TTT Cisco.com 
The OSFF route is propagated 
with the down bit set. Due to administrative distances, 


an OSPF route is preferred over 
an MP-IBGP route. 


Packet flow across the network is optimal. 
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The OSPF superbackbone implementation with MP-BGP has other implications beyond the 
potential for routing loops between OSPF and BGP. Consider, for example, the network in the 
figure here. 


The following table indicates a typical flow for routing updates. 


Step Action 


1 The PE router redistributes the OSPF route into MP-BGP. The route is 
propagated to other PE routers as an MP-BGP route. It is also redistributed 
into other OSPF areas. 


2 The redistributed OSPF route is propagated across the OSPF area with the 
down bit set. 
3 The ingress PE router receives an MP-IBGP route with an administrative 


distance of 200 and an OSPF route with an administrative distance of 110. 
The OSPF route is preferred over the MP-IBGP route, and the data packets 
flow across customer sites, not directly over the MPLS VPN backbone. 
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Optimizing of Packet Forwarding Across 
the MPLS VPN Backbone (Cont.) 


NM NT TTT Cisco.com 


e PE routers ignore OSPF routes with down bit 
set for routing purposes: 


—These routes originated at other sites; 
therefore, the traffic toward them should go 


via MP-BGP backbone. 


° Routing bit is not set on OSPF routes with 
down bit set: 


—These routes do not enter IP routing table 
even when they are selected as the best 
routes using the SPF algorithm. 


To prevent the customer sites from acting as transit parts of the MPLS VPN network, the OSPF 
route selection rules in PE routers need to be changed. The PE routers have to ignore all OSPF 
routes with the down bit set, because these routes originated in the MP-BGP backbone and the 
MP-BGP route should be used as the optimum route toward the destination. 


This rule is implemented with the routing bit in the OSPF LSA. For routes with the down bit 


set, the routing bit is cleared and these routes never enter the IP routing table, even if they are 
selected as the best routes by the shortest path first (SPF) algorithm. 


Note The routing bit is the Cisco extension to OSPF and is used only internally in the router. It is 
never propagated between routers in LSA updates. 
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Optimizing of Packet Forwarding Across 
the MPLS VPN Backbone (Cont.) 


DMO OOOO ONT MOTT TTT TITTY TTT 


The OSPF route is propagated 
with the down bit set. The OSPF route is ignored 


BGP Backbone because the down bit is set. 


a 


asd aed 


Packet flow across the network is optimal, 
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With the new route OSPF selection rules in place, the packet forwarding in the network shown 
here follows the desired path. 


Step Action 


1 The OSPF route is redistributed into MP-BGP by a PE router and 
propagated to other PE routers. 


2 The receiving PE routers redistribute the MP-BGP route into OSPF. 


Other PE routers might receive the MP-BGP and OSPF routes but will ignore the OSPF route 
for routing purposes because it has the down bit set. The data packets will flow across the 
MPLS VPN backbone, following only the MP-BGP routes, not the OSPF routes derived from 
the MP-BGP routes. 
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OSPF Tag Field 


This topic describes the route loop issue that may result from advertising routes across multiple 
OSPF domains in an MPLS VPN environment and how the OSPF tag field is used to address 
this issue. 


OSPF Tag Field 
Routing Loops Across OSPF Domains 


POUT OTTO TTT ONTO TMT MITT OTT TTT Cisco.com 


4 non-USPt route is reciestaibuted as an external 
OSPF route into the OSPF domain by a PE router. 


BGP Backbone 


The route fs redistributed back 


into MP-BGP. 


OSPF Domain 1 OSPF Domain 2 


External OSPF route is redistributed inte another 
OSPF domain. Dowm bit is cleared. 
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The down bit stops the routing loops between MP-BGP and OSPF. It cannot, however, stop the 
routing loops when redistribution between multiple OSPF domains is involved, as is the case in 
the network in the figure here. 


The routing loop in this network occurs as part of the steps outlined in the table. 


Step Action 


1 The PE router redistributes a non-OSPF route into an OSPF domain as an external route. 
The down bit is set because the route should not be redistributed back into MP-BGP. 

2 ACE router redistributes the OSPF route into another OSPF domain. The down bit is lost 
if the CE router does not understand this OSPF extension. 

3 The OSPF route is propagated through the other OSPF domain with the down bit cleared. 

4 A PE-router receives the OSPF route; the down bit is not set, so the route is redistributed 


back into the MP-BGP backbone, resulting in a routing loop. 
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OSPF Tag Field (Cont.) 
AIT TOTO TTT NTT TTT TNT 


° The tag field in external OSPF routes is used 
to detect cross-domain routing loops 


¢ PE routers set the tag field to the BGP AS- 
number when redistributing non-OSPF routes 
from MP-BGP into OSPF 


° Tag field is propagated between OSPF 
domains when the external OSPF routes are 
redistributed between OSPF domains 


e MP-BGP, OSPF routers with the tag field equal 
to the BGP AS number never redistribute 
OSPF routes with tag field equal to their BGP 
AS-number into MP-BGP 
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The routing loops introduced by route redistribution between OSPF domains can be solved with 
the help of the tag field, using standard -OSPF-BGP redistribution rules. 
In standard -OSPF-BGP or OSPF-OSPF redistribution, the following rules apply: 


m Whenever a router redistributes a BGP route into OSPF, the tag field in the type 5 
(or type 7) LSA is set to the AS number of the redistributing router. 


m The tag field from an external OSPF route is propagated across OSPF domains when the 
external OSPF route is redistributed into another OSPF domain. 


= In addition to these standard mechanisms, PE routers filter external OSPF routes based on 
their tag field and do not redistribute, into MP-BGP, routes with a tag field equal to the 
BGP AS number. 
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OSPF Tag Field (Cont.) 
Usage Guidelines 
ull Ml 


° Internal OSPF routes have no tag field 


¢ This technique does not detect cross-domain 
routing information loops for routes inserted as 
internal OSPF routes by the PE routers 


° Tag field can be set manually on the router, 
redistributing routes between OSPF domains 
with redistribute ... tag command 


° Alternatively, only internal OSPF routes can be 
redistributed into MP-BGP on the PE routers 


The OSPF tag field is present only in the external OSPF routes (type 5 LSA or type 7 LSA). 
This technique, therefore, cannot detect cross-domain loops involving internal OSPF routes. 
There are two manual methods that you can use to overcome this OSPF limitation: 


™ You can set the tag field manually on the router, redistributing routes between OSPF 
domains using the redistribute ospf source-process-id tag value command. 


m= The PE router can be configured to redistribute only internal OSPF routes into MP-BGP. 
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OSPF Tag Field (Cont.) 


Routing Loop Prevention 
DOT OMT MOTT NTN WNT TOT TTT TTT 


Anon-USP route is redistributed as an external 
CSPF route into the OSPF domain by a PE router. 


The extama OSPF route has the down 
bit set end tve tag field set to 6. 


Tay fiwk. coalecliees AS rece releer—Ll nee 
route is not redistributed back into 
F 


The raute is propagated with tag 
sal 70 6. 


Extemal OSPF route is redistributed into another 
OSPF domain. Down bitis cleared. The value 
ef the tag field is retained. 
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The figure illustrates how the OSPF tag field can be used to prevent routing loops when the 
redistribution is done between OSPF domains. 


Step Action 


1 Anon-OSPF route is redistributed as an external OSPF route by a PE router. The tag 
field is set to the BGP AS number and the down bit is set. 

2 The redistributed route is propagated across the OSPF domain. 

3 When the route is redistributed into another OSPF domain, the tag field is propagated, but 


the down bit is cleared. 


4 Another PE router receives the external OSPF route and filters the route based on the tag 
field. The route is not redistributed into MP-BGP. 
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Sham Link 


This topic describes the function of a sham link and how it is implemented. 


Sham Link 


MUNN NT TTT TNT mT TT Cisco.com 


High-Bandwidth 
BGP Backbone 


PP eee vececevecssescuseuecoes 


PE Router 


Low-Bandw dth 


Backdoor Link gee. 
eo 


Area 1 Site 2 


¢ OSPF prefers intra-area paths to interarea paths. 


¢ The path over a backdoor link will always be 
selected. 
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Although OSPF PE-CE connections assume that the only path between two client sites is across 
the MPLS VPN backbone, backdoor paths between VPN sites (shown in the figure) may exist. 
If these sites belong to the same OSPF area, the path over a backdoor link will always be 
selected because OSPF prefers intra-area paths to interarea paths. (PE routers advertise OSPF 
routes learned over the VPN backbone as interarea paths.) For this reason, OSPF backdoor 
links between VPN sites must be taken into account so that routing is performed based on 
policy. 


Because each site runs OSPF within the same Area 1 configuration, all routing between the 
sites follows the intra-area path across the backdoor links, rather than over the MPLS VPN 
backbone. 
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Sham Link (Cont.) 
UT TINT ITT 


° A logical intra-area link. 
¢ Carried by the superbackbone. 


¢ Required only between two VPN sites that 
belong to the same area AND have a backdoor 
link for backup purposes. 


° OSPF adjacency is established across the 
sham link. 


e LSA flooding occurs across the sham link. 
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If the backdoor links between sites are used only for backup purposes and do not participate in 
the VPN service, then the default route selection shown in the preceding figure is not 
acceptable. To re-establish the desired path selection over the MPLS VPN backbone, you must 
create an additional OSPF intra-area (logical) link between ingress and egress VRFs on the 
relevant PE routers. This link is called a sham link. 


A sham link is required between any two VPN sites that belong to the same OSPF area and 


share an OSPF backdoor link. If no backdoor link exists between the sites, no sham link is 
required. 
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Sham Link (Cont.) 
mu TIM NT 


When a sham-link route is preferred by OSPF: 
¢ The OSPF route is not redistributed to MP-BGP. 


e Instead, the router on the other end of the 
sham link performs the redistribution. 


° The forwarding information from the MP-BGP 
route is used. 


MPLS v2.0—5-57 


A cost is configured with each sham link and is used to decide whether traffic will be sent over 
the backdoor path or the sham-link path. When a sham link is configured between PE routers, 
the PEs can populate the VRF routing table with the OSPF routes learned over the sham link. 
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Sham Link Cont.) | ena 


This PE routar Is redistr auting the 
OSPF ‘ute into M?-BGF uecause 

the selected OSPF roure was NOT 

received via a sham link. 


PE Router 


The LSA Is propagated into 
Sita 2 to allow it to medect 
the nest path 


Area 1 
je“ LSA4 


Low-Bandwicith 
Backcoor Link 


Site 1 
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Cisco.com 


The PE router now receives the OSPF type 
1 LSA from two directions. The OSPF cost 
of the sham link can be configured to 
conmrol whihdirection is preferred. 


ODL tnis pe router te NOT 


r redistributing the OSPF 

= route into MP-BGP because 
The selected OSPF roure was 
received via a sham link. 
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Because the sham link is seen as an intra-area link between PE routers, an OSPF adjacency is 
created and database exchange (for the particular OSPF process) occurs across the link. The PE 
router can then flood LSAs between sites from across the MPLS VPN backbone. As a result, 
the desired intra-area connectivity is created. 
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Sham Link Cont.) 
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Cisco.com 


High Bandwidth 
BGP Backbone 


Area 1 


Low-Bandwidth 
Backdoor Link 


Another Site 
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The implementation results in optimum packet flow. 
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Configuring a Sham Link 


This topic describes how to implement a sham link. 


Configuring a Sham Link 
mT TTT TTT TTT 


mM WM WNT Cigco.com 


° A separate /32 address space is required in each PE 
router for the sham link. 


° This /32 address space: 


— Is required so that OSPF packets can be sent over 
the VPN backbone to the remote end of the shamlink 


— Must belong to the VRF 
— Must not be advertised by OSPF 
— Must be advertised by BGP 
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When you are implementing a sham link, a separate /32 address space is required in each PE 
router. 
The following criteria apply to this /32 address space: 


m™ Is required so that OSPF packets can be sent over the VPN backbone to the remote end of 
the sham link 


= Must belong to the VRF 
= Must not be advertised by OSPF 
= Must be advertised by BGP 
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Configuring a Sham Link (Cont.) 


router (config-router) # 


area area-id sham-link source-address destination-address cost number 


¢ This command was introduced in Cisco IOS 
Release 12.2(8) T. 


¢ The sham link belongs to the specified area. 


¢ Sham-link packets sent across the MPLS/VPN 
backbone will have the specified source and 
destination addresses. 


e When the SPF algorithm is executed, the sham-link 
will have the specified cost. 
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To configure a sham-link interface on a PE router in an MPLS VPN backbone, use the area 
sham-link cost command in global configuration mode. To remove the sham link, use the no 
form of this command: 


= area area-id sham-link source-address destination-address cost number 


™ no area area-id sham-link source-address destination-address cost number 


Syntax Description 


Parameter Description 

area-id ID number of the OSPF area assigned to the sham link. Valid 
values: numeric value or valid IP address. There is no default. 

source-address IP address of the source PE router in the format: jp-address 
[mask]. 

destination-address IP address of the destination PE router in the format: jp-address 
[mask]. 

number OSPF cost to send IP packets over the sham-link interface. Valid 


values are from 1 to 65535. 


Defaults 


There is no default behavior or values. 


Command Modes 


Global configuration 
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Sample Sham-Link Configuration 
I TOON OTTO MOTT NATIT TATE TTT TTT TH I 


BGP Backbone AS3 aaa 
roscte target both 115:43 


cxzftace Loopbackil 
forwarding vr= Customer_A 
address 19.2.1.1 255.255.255.255 
PE Router iS 
interface gorial 1/0/1 
ip 2orwarding vr> Customer A 
ip addewee 19,1.0.1 255.255.255.252 
' 
reuter ospf 11 vr= Customer Rh 
network 190.1.0.1 0.0,0.3 area 1 
redistribute oF = subnets 
arca 1 oham-danit 2U.2.4.1 1U.2.1.2 csot 1U 
' 
router bap J 
ade=eas-famaly apwS vet Customer A 
matwork 10.2.2.) mask 255.255.255.255 
redistribute ogpf 11 match internal 
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The example here shows how a sham link is used only to affect the OSPF intra-area path 


selection of the PE and CE routers. The PE router also uses the information received from MP- 
BGP to set the outgoing label stack of incoming packets, and to decide to which egress PE 


router to label-switch the packets. 


The figure shows a sample MPLS VPN topology in which a sham-link configuration is 


necessary. A VPN client has two sites connected by a backdoor link. A sham link has been 


configured between the two PE routers. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


° 
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The MPLS VPN architecture introduces a routing model where a 
BGP backbone is inserted into the customer network. 


Traditional OSPF-BGP interactions would imply that the OSPF 
routes received from one customer site would be inserted as 
external OSPF routes into other customer sites. 


The OSPF superbackbone was introduced in MPLS VPN 
architecture to support the transparency requirements. 


The OSPF route type carried in the MP-BGP update received by 
the PE router is used to generate a summary LSA in the OSPF 
topology database. 


An additional bit (called the down bit) is used in the Options field 
of the OSPF header to prevent routing loops between MP-BGP 
and OSPF. 


The same bit is also used on the PE routers to prefer MP-BGP 
routes over OSPF routes derived from MP-BGP routes through 
redistribution. 
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For additional information, refer to this resource: 


™ Access www.cisco.com for additional information about VPNs. 


Copyright © 2003, Cisco Systems, Inc. 


MPLS VPN Implementation 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Ql) Why is the OSPF superbackbone needed in MPLS VPN environments? 


Q2) What is the interaction between Area 0 and a superbackbone? 


Q3) What is the interaction between a superbackbone and other areas? 


Q4) Howare OSPF route attributes propagated across an MPLS VPN backbone? 


Q5) What is the purpose of the down bit in an LSA header? 
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Quiz Answer Key 


Ql) Because MPLS VPNs use BGP to propagate routes between sites, internal OSPF routers in one area will 
appear as external routes in another area unless the superbackbone makes the MPLS VPN backbone 


transparent to OSPF. 
Relates to: OSPF Hierarchical Model; OSPF in an MPLS VPN Routing Model; 
OSPF Superbackbone 


Q2) The superbackbone is transparent to Area 0. 
Relates to: OSPF in an MPLS VPN Routing Model; OSPF Superbackbone 


Q3) The superbackbone appears as Area 0 to non-Area 0 areas. 
Relates to: OSPF in an MPLS VPN Routing Model; OSPF Superbackbone 


Q4) _ The OSPF routes are propagated into BGP. 
The OSPF metrics and LSA information are carried in the BGP community attribute. 


Relates to: OSPF in an MPLS VPN Routing Model; OSPF Superbackbone 


Q5) The down bit is used to prevent routing loops. 
Relates to: OSPF Down Bit 
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Configuring BGP as the 
Routing Protocol Between PE 
and CE Routers 


Overview 


This lesson explains the PE-CE routing protocol configuration steps required when you are 
using BGP as the routing protocol between PE and CE routers. 


Relevance 


It is important to understand not only what you can configure between PE and CE routers when 
you are setting up MPLS VPNs, but also how to accomplish the configuration successfully. 
This lesson looks at the configuration parameters that you need in order to configure MPLS 
VPN PE-CE routing exchange. 


Objectives 
The lesson identifies the command syntax that is required to configure PE-CE routing 
protocols. 


Upon completing this lesson, you will be able to: 
m= Identify the command syntax that is used to configure a per-VRF BGP routing context 


= Describe the reason for limiting the number of routes in a VRF and identify the command 
syntax that is required to enable this feature 


™ Describe the reason for limiting the number of prefixes received from a BGP neighbor and 
identify the command syntax that is required to enable this function 


m™ Describe the reason for limiting the total number of VRF routes and identify the command 
syntax that is required to configure VRF route limits 


m™ Describe the issues encountered when a customer wants to reuse the same AS number on 
several sites and describe how the AS-override feature is implemented to solve these issues 


m™ Describe the issues encountered when a customer site links two VPNs and how the 
allowas-in feature is used to address these issues 


= Describe how the BGP SOO attribute can be used as a loop prevention mechanism in an 
MPLS VPN environment 


Learner Skills and Knowledge 


To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


m Basic understanding of MPLS components and VPN implementation, and familiarity with 
Cisco IOS platforms 


Outline 
This lesson includes these topics: 
m= Overview 
= Configuring Per-VRF BGP Routing Context 
= Limiting the Number of Routes in a VRF 
= Limiting the Number of Prefixes Received from a BGP Neighbor 
= Limiting the Total Number of VRF Routes 
= AS-Override 
m= Allowas-in 
= Implementing SOO for Loop Prevention 
= Summary 


= Quiz 
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Configuring Per-VRF BGP Routing Context 


This topic identifies the command syntax that is used to select the VRF routing context for 
BGP. 


Configuring Per-VRF BGP Routing Context 


IT TNT WT TT TTT Cisco.com 


Router (config) # 


router bgp as-number 
address-family ipv4 vrf vrf-name 
- Per-VRF BGP definitions ... 


Select per-VRF BGP context with the address-family command. 
Configure CE EBGP neighbors in VRF context, not in the 


global BGP configuration. 


CE neighbors have to be activated with the neighbor activate 
command. 
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Select the VRF routing context with the address-family ipv4 vrf vrf-name command in the 
RIP and BGP routing processes. All per-VRF routing protocol parameters (network numbers, 
passive interfaces, neighbors, filters, and so on) are configured under this address family. 


When you configure BGP as the PE-CE routing protocol, you must start with the per-VRF BGP 
configuration. Use the address-family ipv4 vrf vrf-name command in router configuration 
mode. Enter the address family configuration mode, and then define and activate the BGP 
neighbors. You also have to configure redistribution from all other per-VRF routing protocols 


into BGP. 

Note You always have to configure a BGP address family for each VRF and configure route 
redistribution into BGP for each VRF even if you do not use BGP as the PE-CE routing 
protocol. 


Several BGP options have different default values when you configure the per-VRF BGP 
routing context: 


= BGP synchronization is disabled (default = enabled). 


= Autosummarization (automatic generation of classful networks out of subnets redistributed 
into BGP) is disabled (default = enabled), because the MPLS VPN backbone has to 
propagate customer subnets unchanged to facilitate transparent end-to-end routing between 
customer sites. 


Redistribution of internal BGP routes into IGP is enabled (default = disabled). 
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Note Common parameters defined in router configuration mode are inherited by all address 
families defined for this routing process and can be overridden for each individual address 
family. 


address-family ipv4 


To enter address family configuration mode for configuring routing sessions, such as BGP, that 
use standard IPv4 address prefixes, use the address-family ipv4 command in router 
configuration mode. To disable address family configuration mode, use the no form of this 
command: 


= address-family ipv4 [multicast | unicast | vrf vrf-name] 


= no address-family ipv4 [multicast | unicast | vrf vrf-name] 


Syntax Description 


Parameter Description 

multicast (Optional) Specifies IPv4 multicast address prefixes. 

unicast (Optional) Specifies IPv4 unicast address prefixes. 

vrf vrf-name (Optional) Specifies the name of the VRF instance to associate 
with subsequent IPv4 address family configuration mode 
commands. 


Defaults 


IPv4 address prefixes are not enabled. Unicast address prefixes are the default when IPv4 
address prefixes are configured. 


Command Modes 


Router configuration 
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Configuring Per-VRF BGP Routing Context 


MUO MOT TT ATT TTT TTT TTT Cisco.com 


router bap $5001 

aeighbor LD. 200.1.2 remotenar 
115 

network 10,1.0,.0 mack 
255.255.0.0 


ers ce | «9 
CE-BSP-A1 CE-BGP-A2 


CE-RIP-B1 


ip vrf Bate A 

=d 115-317 

soute-target beth 115:317 
maximum routes 4 75 
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The figure here shows BGP that is activated on the CE router. The PE router is defined as a 
BGP neighbor. Similarly, the CE router is defined as a BGP neighbor and activated under 
address-family ipv4 vrf Customer_A. 
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Limiting the Number of Routes in a VRF 


This topic presents the reason for limiting the number of routes in a VRF and identifies the 
command syntax that is required to enable this feature. 


Limiting the Number of Routes in a VRF 
IMI TTA Crecouae 


PeTNNT TMNT TNT TTT TN 


¢ Service providers offering MPLS VPN services are at risk 
of denial-of-service attacks similar to those aimed at ISPs 
offering BGP connectivity: 


— Any customer can generate any number of routes, 
using resources in the PE routers. 


¢ Therefore, resources used by a single customer have to 
be limited. 


° Cisco IOS software offers two solutions: 


— It can limit the number of routes received from a BGP 
neighbor. 


— It can limit the total number of routes in a VRF. 
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MPLS VPN architecture achieves a very tight coupling between the customer and the service 
provider network, resulting in a number of advantages. The tight coupling might also result in a 
few disadvantages, because the service provider network is exposed to design and configuration 
errors in customer networks, as well as a number of new denial-of-service attacks based on 
routing protocol behavior. 


To limit the effect of configuration errors as well as malicious user behavior, Cisco IOS 
software offers two features that limit the number of routes and resource consumption that a 
VPN user can take advantage of at a PE router: 


= The BGP maximum-prefix feature limits the number of routes that an individual BGP peer 
can send. 


= The VRF route limit limits the total number of routes in a VRF regardless of whether they 
are received from CE routers or from other PE routers via MP-IBGP. 
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Limiting the Number of Prefixes Received from a 
BGP Neighbor 


This topic presents the reason for limiting the number of prefixes received from a BGP 
neighbor and identifies the command syntax that is required to enable this function. 


Limiting the Number of Prefixes Received 
from a BGP Neighbor 
nl ITT WITT Tn 


Router (config-router-af) # 


nm mM Cisco.com 


neighbor ip-address maximum-prefix maximum [threshold] 
[warning-only] 


¢ Controls how many prefixes can be received from a 
neighbor 


¢ Optional threshold parameter specifies the 
percentage where a warning message is logged 
(default is 75 percent) 


¢ Optional warning-only keyword specifies the action 
on exceeding the maximum number (default is to 
drop peering) 


neighbor maximum-prefix 


To control how many prefixes can be received from a neighbor, use the neighbor maximum- 
prefix command in router configuration mode. To disable this function, use the no form of this 
command: 


= neighbor {ip-address | peer-group-name} maximum-prefix maximum [threshold] 
[warning-only] 


= no neighbor {ip-address | peer-group-name} maximum-prefix maximum [threshold] 
[warning-only] 
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Syntax Description 


Parameter Description 

ip-address IP address of the neighbor. 

peer-group-name Name of a BGP peer group. 

maximum Maximum number of prefixes allowed from this neighbor. 
threshold (Optional) Integer specifying at what percentage of maximum the 


router starts to generate a warning message. The range is 1 to 
100; the default is 75 (percent). 


warning-only (Optional) Allows the router to generate a log message when the 
maximum is exceeded instead of terminating the peering. 


Defaults 


Default is disabled; there is no limit on the number of prefixes. 
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Limiting the Total Number of VRF Routes 


This topic describes the reason for limiting VRF routes and identifies the command syntax that 
is required to configure VRF route limits. 


Limiting the Total Number of VRF Routes 
mT On TOT ATTTTTT 


Cieco.com 


The VRF route limit command limits the number 
of routes that are imported into a VRF: 


° Routes coming from CE routers 
¢ Routes coming from other PEs 


(imported routes) 
The route limit is configured for each VRF. 
If the number of routes exceeds the route limit: 


° Syslog message is generated. 


¢ The Cisco IOS software can be configured to reject 
routes (optional). 


The VRF route limit, contrary to the BGP maximum-prefix limit, limits the overall number of 
routes in a VRF regardless of their origin. Similar to the BGP maximum-prefix feature, the 
network operator might be warned via a syslog message when the number of routes exceeds a 
certain threshold. Additionally, you can configure Cisco IOS software to ignore new VRF 
routes when the total number of routes exceeds the maximum configured limit. 


The route limit is configured for each individual VRF, providing maximum design and 


configuration flexibility. 

Note The per-VRF limit could be used to implement add-on MPLS VPN services. A user desiring 
a higher level of service might be willing to pay to be able to insert more VPN routes into the 
network. 
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Limiting the Total Number of VRF Routes 
(Cont.) 


Cieco.com 


Router (config-vrf) # 


maximum routes limit {warn threshold | warn-only} 


This command configures the maximum 
number of routes accepted into a VRF: 


— limit is the route limit for the VRF. 


—warn threshold is the percentage value over 
which a warning message is sent to syslog. 
—With warn-only the PE continues accepting routes 
after the configured limit. 
Syslog messages generated by this command 
are rate-limited. 
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maximum routes 


To limit the maximum number of routes in a VRF to prevent a PE router from importing too 
many routes, use the maximum routes command in VRF configuration submode. To remove 
the limit on the maximum number of routes allowed, use the no form of this command: 


= maximum routes Jimit {warn threshold | warn-only} 


= no maximum routes 


Syntax Description 


Parameter Description 

limit Specifies the maximum number of routes allowed in a VRF. You 
may select from 1 to 4,294,967,295 routes to be allowed ina 
VRF. 

warn threshold Rejects routes when the threshold limit is reached. The threshold 


limit is a percentage of the limit specified, from 1 to 100. 


warn-only Issues a syslog error message when the maximum number of 
routes allowed for a VRF exceeds the threshold. However, 
additional routes are still allowed. 


Defaults 


This command has no default behavior or values. 
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Limiting the Total Number of VRF Routes 


Cisco.com 


7 
SPM et update: = fl VPN-IPV4 update: 
PDA182 16h. 8.0fed AD 192 168 6O.O2d 
Risso? Rim1ts:317 
PE-Site-¥ 
(Pvt updiore : 
192 108 38 012d 
ap vrf Sate A 
rd 115:317 
route-target both 115-317 
maxima coutes 4 75 


*olPRT-3-ROUTELIMITWARNING: IP routing table Hmit warning - ypnot 
*eIPRT-3-ROUTELIMITWARNING ; IP routing table limit warning - vpn01 
SIPRT-S-ROUTELIMITEXCEEDED: IP routing table limit exceeded -Site A, 192.168.55.0¥24 3 
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In this example, the network designer has decided to limit the number of routes in a VRF to 
four, with the warning threshold being set at 75 percent (or three routes). 


When the first two routes are received and inserted into the VRF, the router accepts them. 


When the third route is received, a warning message is generated, and the message is repeated 
with insertion of the fourth route. 


Note The syslog messages are rate-limited to prevent indirect denial-of-service attacks on the 
network management station. 


When the PE router receives the fifth route, the maximum route limit is exceeded and the route 
is ignored. The network operator is notified through another syslog message. 
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AS-Override 


This topic uses a sample MPLS VPN network to identify the issues encountered when a 
customer wants to reuse the same AS number on several sites. 


AS-override 
The Issue 


Cieco.gom 


CE-BGP-A1 J resex reaer | CE-BGP-A2 
UW10.016 115 243 e's 


10.1.0,0116 213 110.5.0,0/°6 213 


The customer wants to reuse the same AS number 
on several sites: 


¢ CE-BGP-A1 announces network 10.1.0.0/16 to PE-Site-X. 
° The prefix announced by CE-BGP-A1 is propagated to PE-Site-Y 
as an internal route through MP-BGP. 
¢ PE-Site-Y prepends AS 115 to the AS path and propagates the prefix 
to CE-BGP-A2. 
¢ CE-BGP-A2 drops the update because AS 213 is already in the AS path. 
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There are two ways that an MPLS VPN customer can deploy BGP as the routing protocol 
between PE and CE routers: 


m= If the customer has used any other routing protocol in the traditional overlay VPN network 
before, there are no limitations on the numbering of the customer autonomous systems. 
Every site can be a separate AS. 


m™ Ifthe customer has used BGP as the routing protocol before, there is a good chance that all 
the sites (or a subset of the sites) are using the same AS number. 


BGP loop prevention rules disallow discontiguous autonomous systems. Two customer sites 
with the identical AS number cannot be linked by another AS. If such a setup happens (as in 
this example), the routing updates from one site are dropped when the other site receives them. 
There is no connectivity between the sites. 
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AS-override (Cont.) 
ull Mm TM 


e New AS path update procedures have been 
implemented in order to reuse the same AS 
number on all VPN sites. 


° The procedures allow the use of private as well 
as public AS numbers. 


° The same AS number may be used for all sites. 


MPLS v2.0—5-23 


When you are migrating customers from traditional overlay VPNs to MPLS VPNs, it is not 
uncommon to encounter a customer topology that requires the same customer AS number to be 
used at more than one site. This requirement can cause issues with the loop prevention rules of 
BGP. However, the AS path update procedure in BGP has been modified to address this issue. 
The new AS path update procedure supports the use of one AS number at many sites (even 
between several overlapping VPNs) and does not rely on a distinction between private and 
public AS numbers. 
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AS-override (Cont.) 


Implementation 
mu TMNT I 


With AS-override configured, the AS path update 
procedure on the PE router is as follows: 


¢ If the first AS number in the AS path is equal to the 
neighboring AS, it is replaced with the provider AS 


number. 


° If the first AS number has multiple occurrences (due to 
AS path prepend), all occurrences are replaced with 
the provider AS number. 


¢ After this operation, the provider AS number is 
prepended to the AS path. 
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The modified AS path update procedure is called AS-override and is extremely simple: 


m= The procedure is used only if the first AS number in the AS path is equal to the AS number 
of the receiving BGP router. 


= In this case, all leading occurrences of the AS number of the receiving BGP router are 
replaced with the AS number of the sending BGP router. Occurrences further down the AS 
path of the AS number of the receiving router are not replaced because they indicate a real 
routing information loop. 


m An extra copy of the sending router AS number is prepended to the AS path. The standard 
AS number prepending procedure occurs on every EBGP update. 
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AS-override (Cont.) 
ull WM WNT 


mT | Cisco.com 


Router (config-router-af) # 


neighbor ip-address as-override 


¢ This command configures the AS-override AS path 
update procedure for the specified neighbor. 


e AS-override is configured for CE EBGP neighbors 
in the VRF address family of the BGP process. 


neighbor as-override 


Defaults 
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To configure a PE router to override a site AS number with a provider AS number, use the 
neighbor as-override command in router configuration mode. To remove VPNV4 prefixes 
from a specified router, use the no form of this command: 


= neighbor ip-address as-override 


= no neighbor ip-address as-override 


Syntax Description 


Description 


Parameter 


Specifies the router IP address to override with the AS number 


ip-address 
provided. 


This command has no default behavior or values. 
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5-158 


AS-override Cont.) 


TTT TMNT TINY mm Cigco.com 


rocbtes bgp 115 

acddreso-family apvd vrr Guotomer A 
seighbor 10.200.2.1 remote=-as 213 
reighbor 10.200.2.1 activate 
neighbor 10.200.2.1 as-override 


CE-BGP-A1 | PE-Site-X PE-Site-¥ | CE-BGP-A2 


10.1.0.086 213 110.1.0.06 213 10.1.0.096 115 115 


¢ PE-Site-Y replaces AS 213 with AS 115 in the AS path, prepends another 
copy of AS115 to the AS path, and propagates the prefix. 
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In the figure, customer sites A and B use BGP to communicate with the MPLS VPN backbone. 
Both sites use AS 213. Site B would drop the update sent by site A without the AS-override 
mechanism. 


The AS-override mechanism, configured on the PE-Site-Y router, replaces the customer AS 
number (213) with the provider AS number (115) before sending the update to the customer 
site. An extra copy of the provider AS number is prepended to the AS path during the standard 
EBGP update process. 
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AS-override (Cont.) 
AS-Path Prepending HOTT AT 


MMM TM 


Cisco.com 


router bgp 115 

acddiress-family ipvé vrt Custome= A 
neighbor 10.200.2.1 remote-as 213 
neighbor 10.200.2.1 activate 
neighbor 10.200.2.1 as-overrice 


CE-BGP-A1 PE-Site-X PE-Site-Y | CE-BGP-A2 


10.1.0.0/16 213 213 170.1.0.096 213 213 10.1.0.096 115115 115 


4 


¢ PE-Site-Y replaces all occurrences of AS 213 with AS 115 in the AS path, 
prepends another copy of AS 115 to the AS path, and propagates 
the prefix. 


© 2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—5-31 


In this figure, the customer is using AS prepending to influence BGP path selection within the 
MPLS VPN backbone. The PE router has to send a route with an AS path containing multiple 
copies of the customer AS number to the CE router. In this case, all the leading copies of the 
customer AS number are replaced with the provider AS number (resulting in two occurrences 
of the provider AS number in the example), and the third occurrence of the provider AS 
number is prepended to the BGP update before it is sent to the CE router. 


Copyright © 2003, Cisco Systems, Inc. MPLS VPN Implementation 5-159 


Allowas-in 


This topic uses a sample MPLS VPN network to describe the issues encountered when a 
customer site links two VPNs. 


Allowas-in 
The Issue 


OO a 


Cisco.com 


VPN-A VPN-B 


¢ Customer site links two VPNs. 


¢ Not a usual setup—traffic between VPNs should not flow 
over the customer site. 


¢ Sometimes used for enhanced security. 
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In some security-conscious implementations, customer VPNs are linked by a customer router 
that performs security functions such as access filtering or access logging. 


Note This setup is not usual because it deviates from the basic goal of MPLS VPN—replacing the 
hub-and-spoke routing of a traditional overlay VPN with optimum any-to-any routing. 
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Allowas-in (Cont.) 


mm TN Mm WM TM Cisco.com 


¢ VPN perspective: VPN-A connected to VPN-B via CE-BGP-A1. 

¢ Physical topology: CE router is connected to PE routers. 

e MPLS VPN perspective: CE router has two links into the P-network. 
¢ BGP perspective: CE router has two connections to AS 115. 
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The setup in which a customer router links two VPNs in an MPLS VPN backbone can be 
viewed from several different perspectives: 


= From the VPN perspective, a CE router links two VPNs. 


m= From the physical perspective, the CE router is connected through two separate links 
(physical or logical interface) to one or two PE routers. 


= In MPLS VPN terms, the CE router has two links into the P-network. 
There is no problem with the proposed customer setup if the setup is analyzed through these 
perspectives. They all represent valid connectivity or routing options. The problem occurs 


when the setup is analyzed through the BGP perspective, in which the CE router has to 
propagate routes between two PE routers, which are both in the same AS. 
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5-162 


Allowas-in (Cont.) 
FWOMONT AONNONT ONT MOTTA ATTN TUT Cisco.com 


© 101.0016 115 on ; 


CE-BGP-A1 


C-Network ) P-Network 
AS 213 AS 115 


¢ PE-1 announces network 10.1.0.0/16 to CE-BGP-A1. 
¢ CE-BGP-A1 prepends its AS number to the AS path and propagates 
the prefix to PE-2. 
e PE-2 drops the update because its AS number is already in the AS path. 
¢ AS-override is needed on CE-BGP-A1, but that would require a Cisco IOS 
software upgrade on the CE router. 
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This example is similar to the situation in which two customer sites use the same AS number. 
The BGP loop prevention rules prevent a PE router from accepting the routing update sent by 
the CE router if that routing update already contains the AS number of the MPLS VPN 
backbone (which it will if the CE router is propagating routes between two VPNs). 


The solution to this BGP routing problem is identical to the previous one presented in this 
lesson. AS-override has to be used on the CE router. This solution requires a very recent 
version of Cisco IOS software (Cisco IOS Release 12.0 T or later) on the CE router. It is not 
enforceable in every customer situation. 
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Allowas-in (Cont.) 
ill m 


The allowas-in BGP option disables the AS 
path check on the PE router: 


¢ The number of occurrences of the PE router AS 
number is limited to suppress real routing loops. 


° The limit has to be configured. 


¢ The PE router will reject the update only if its AS 
number appears in the AS path more often than the 
configured limit. 


Networks need to support topologies in which a CE router with no AS-override support links 
two VPNs. A specific need exists to modify the BGP loop prevention mechanism on the PE 
routers. The allowas-in feature supports situations in which the PE router receives routes with 
its own AS number already in the AS path. 


With this feature configured on a BGP neighbor of the PE router, the PE router would not drop 
incoming BGP updates with its AS number in the AS path if the updates are received from that 
neighbor. To prevent real BGP routing information loops, the number of occurrences of the 
MPLS VPN backbone AS number can be limited and incoming updates that exceed the limit 
can be dropped. 
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Allowas-in (Cont.) 
MUTT ET HTT 


Router (config-router) # 


neighbor allowas-in number 


¢ This command disables the traditional BGP AS 
path check. 

¢ An incoming update is rejected only if the AS 
number of the PE router appears in the AS path 
more often than the configured limit. 


neighbor allowas-in 


Defaults 


To configure PE routers to allow readvertisement of all prefixes containing duplicate AS 
numbers, use the neighbor allowas-in command in router configuration mode. To disable 
readvertisement of the AS number of a PE router, use the no form of this command: 


= neighbor allowas-in number 


= no neighbor allowas-in number 


Syntax Description 


Description 


Parameter 


Specifies the number of times to allow advertisement of the AS 
number of a PE router. Valid values are from 1 to 10 times. 


This command has no default behavior or values. 
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Implementing SOO for Loop Prevention 


This topic describes the function of the Site of Origin (SOO) feature and identifies the 
command syntax to enable this feature. 


Implementing SOO for Loop Prevention 
MON OO MTT TAT TT TAIT TTT Cisco.com 


10,1,0.0'16 116 116 — 
Site B 


=I c=. O48 213 
AS 213 ia 


— CE-BGP-A: 
—sT 


CE-BGP-A1 =a 
—_—_s~ 


as 
= 
= 
= 
= 
o> 
=e 
—_ 
oa 
_~ 
—_ 
o 


CE-BGP-Az 


10.1.0.016 2°3 i104.0.0n6 213 10.1.0.016 115 115 


AS path-based BGP loop prevention is bypassed 
with AS-override and allowas-in features. 


2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—5-42 


Most aspects of BGP loop prevention are bypassed when either the AS-override or the 
allowas-in feature is used. The routing information loops can still be detected by manually 
counting occurrences of an AS number in the AS path in an end-to-end BGP routing scenario 
then ensuring that the number field in the neighbor allowas-in command is set low enough to 
prevent loops. 


This ability to still detect loops can present a particular problem when BGP is mixed with other 
PE-CE routing protocols. The SOO extended BGP community can be used as an additional 
loop prevention mechanism in these scenarios. 


Note SOO and any other loop prevention mechanisms are needed only for customer networks 
with multihomed sites. Loops can never occur in customer networks that have only stub 
sites. 
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Implementing SOO for Loop Prevention 
(Cont.) 


¢ The SOO (extended BGP community) can be used to 
prevent loops in these scenarios. 


¢ The SOO is needed only for multihomed sites. 


e When EBGFP is run between PE and CE routers, the 
SOO is configured through a route map command. 


¢ For other routing protocols, the SOO can be applied 
to routes learned through a particular VRF interface 
during the redistribution into BGP. 
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There are two ways to set the SOO attribute on a BGP route: 


= For routes received from BGP-speaking CE routers, the SOO is configured by the incoming 
route map on the PE router. 


= For all other routes, a route map setting the SOO is applied to the incoming interface. The 
SOO, as set by the route map, is attached to the BGP route when an IGP route received 
through that interface is redistributed into BGP. 


Outgoing filters based on the SOO attribute also depend on the routing protocol used: 


m Where EBGP is used as the PE-CE routing protocol, outbound route maps can be used on 
the PE router to deny routes matching particular SOO values. 


= For all other routing protocols, filtering is performed on the basis of the SOO route map 
configured on the outgoing interface before the update is sent across that interface to the 
CE router. 
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Implementing SOO for Loop Prevention 
(Cont.) 


Inbound EBGP Update 


Router (config) # 


route-map name permit seq 
match conditions 
set extcommunity soo extended-community-value 


¢ Creates a route map that sets the SOO attribute 


Router (config-router-af) # 


neighbor ip-address route-map name in 


¢ Applies inbound route map to CE EBGP neighbor 


set extcommunity 


To set the extended communities attribute, use the set extcommunity command in route map 
configuration mode. To delete the entry, use the no form of this command: 


m set extcommunity {rt extended-community-value [additive] | soo extended-community- 


value} 


™ no set extcommunity 


= set extcommunity extcommunity-type community-number [additive] 


= no set extcommunity extcommunity-type community-number [additive] 


Syntax Description 


Parameter Description 
rt Specifies the route target (RT) extended community attribute. 
s00 Specifies the Site of Origin extended community attribute. 


extended-community- 
value 


Specifies the value to be set. The value can be one of the 
following combinations: 


= autonomous-system-number:network-number 
mu ip-address:network-number 
The colon is used to separate the autonomous system number 


from the network number or the IP address from the network 
number. 


additive 


(Optional) Add space after the closing parenthesis. Adds the 
extended community to the already existing extended 
communities. 
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Defaults 


No BGP extended community attributes are set by the route map. 


neighbor route-map 
To apply a route map to incoming or outgoing routes, use the neighbor route-map command 
in address family or router configuration mode. To remove a route map, use the no form of this 
command: 
= neighbor {ip-address | peer-group-name} route-map map-name {in | out} 


™ no neighbor {ip-address | peer-group-name} route-map map-name {in | out} 


Syntax Description 


Parameter Description 

ip-address IP address of the neighbor. 
peer-group-name Name of a BGP or MP-BGP peer group. 
map-name Name of a route map. 

in Applies route map to incoming routes. 
out Applies route map to outgoing routes. 
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Implementing SOO for Loop Prevention 
(Cont.) 


Other Inbound Routing Updates 


Router (config) # 


route-map name permit seq 
match conditions 
set extcommunity soo extended-community-value 


° Creates a route map that sets the SOO attribute 


Router (config-if) # 


ip vrf sitemap route-map-name 


¢ Applies route map that sets SOO to inbound routing 
updates received from this interface 


ip vrf sitemap 


Defaults 
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To set the SOO extended community attribute, use the ip vrf sitemap command in interface 
configuration mode. To delete the entry, use the no form of this command: 


= ip vrf sitemap route-map-name 


= no ip vrf sitemap route-map-name 


Syntax Description 


Parameter Description 


route-map-name Sets the name of the route map to be used. 


No route map is used to set the SOO extended community. 
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Implementing SOO for Loop Prevention 
(Cont.) 


Router (config) # 


ip extcommunity-list number permit soo value 
! 

route-map name deny seq 

match extcommunity number 

! 

route-map name permit 9999 


¢ Defines a route map that discards routes with 
desired SOO value 


Router (config-router-af) # 


neighbor ip-address route-map name out 


° Applies the route map to outbound updates sent to 
EBGP CE neighbor 
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In this example, a route map matching a specific SOO value was defined using ip 
extcommunity-list to establish a SOO filter. The route-map command was used to define the 
route map based on the filter. 


The newly defined route map is then applied to a BGP neighbor (CE router) on the PE router. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


¢ PE-CE routing protocols need to be configured for 
individual VRFs 


¢ Per-VRF routing protocols are configured as individual 
address families belonging to the same routing 
process 


¢ An AS number can be reused using: 
—As-override 
—Allowas-in 


¢ The SOO can be used to provide protection from 
routing loops. 


References 


For additional information, refer to this resource: 


™ Access www.cisco.com for additional information about VPNs. 
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Quiz 
Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Ql) ~=Why do you need a VRF route limit command? 


Q2) When would you need the AS-override feature? 


Q3) How does the AS-override feature work? 


Q4) When would you need the allowas-in feature? 


Q5) When is it necessary to use the AS-override feature instead of the allowas-in feature? 
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Q6) Howdo you prevent BGP loops when using AS-override? 


Q7) How do you prevent BGP loops when using allowas-in? 


Q8) What is the Site of Origin? 


Q9) When would you have to use the Site of Origin? 


Q10) Where can you set the Site of Origin? 
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Quiz Answer Key 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


Q7) 


Q8) 


Q9) 


Q10) 


You need a VRF route limit command because of tight coupling of the customer and the service provider 
network in the MPLS VPN architecture. This tight coupling might also result in the service provider 
network being exposed to design and configuration errors in customer networks as well as to a number of 
new denial-of-service attacks based on routing protocol behavior. 


Relates to: Limiting the Total Number of VRF Routes 


When you need to connect two or more sites that use the same AS number via a VPN 
Relates to: AS-Override 


All leading occurrences of the AS number of the receiving BGP router are replaced with the AS number of 
the sending BGP router. Any other occurrences (farther down the AS path) of the AS number of the 
receiving router are not replaced because they indicate a real routing information loop. 


Relates to: AS-Override 


In some security-conscious implementations, customer VPNs are linked by a customer router that performs 
security functions such as access filtering or access logging. 


Relates to: Allowas-in 


In solutions where customer VPNs are linked by a customer router that do not support the AS-override 
feature 


Relates to: Allowas-in 


Only the leading occurrences of the AS number of the receiving BGP router are replaced with the AS 
number of the sending BGP router. Any other occurrences (farther down the AS path) of the AS number of 
the receiving router are not replaced because they indicate a real routing information loop. 


Relates to: AS-Override 


Allowas-in specifies the number of times to allow advertisement of an AS number of a PE router. Valid 
values are from 1 to 10 times using the number parameter of the allowas-in command. 


Relates to: Allowas-in 


The SOO is an extended BGP community that is used to indicate the site that has originated the routing 
update. 


Relates to: Implementing SOO for Loop Prevention 


It is used as an additional loop prevention mechanism in scenarios when the allowas-in feature is enabled. 


Relates to: Implementing SOO for Loop Prevention 


For routes received from BGP-speaking CE routers, the SOO is configured by the incoming route map on 
the PE router. For all other routes, a route map setting the SOO is applied to the incoming interface and the 
SOO is attached to the BGP route when an IGP route received through that interface is redistributed into 
BGP. 


Relates to: Implementing SOO for Loop Prevention 
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Troubleshooting MPLS VPNs 


Overview 


This lesson explains the preliminary steps for troubleshooting an MPLS VPN. It also looks at 
routing information flow troubleshooting and VPN data flow troubleshooting. 


Relevance 


It is important to be able to determine what steps you should take when trying to solve a 
problem with your MPLS VPN network. This lesson looks at how to go about correcting MPLS 
VPN network problems. 


Objectives 
This lesson describes the process used to troubleshoot MPLS VPN implementation. 


Upon completing this lesson, you will be able to: 
m= Identify the preliminary steps in MPLS VPN troubleshooting 


m= Identify the issues that you should consider when verifying the routing information flow in 
an MPLS VPN 


m= Describe the process used to validate CE-to-PE routing information flow 

m™ Describe the process used to validate PE-to-PE routing information flow 

m= Describe the process used to validate PE-to-CE routing information flow 

m= Identify the issues that you should consider when verifying the data flow in an MPLS VPN 
m= Identify the issues that you should consider when validating CEF status 

m™ Describe the process used to validate the end-to-end label switched path 


= Describe the process used to validate the LFIB status 


Learner Skills and Knowledge 


To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


m= Basic understanding of MPLS components and VPN implementation, and familiarity with 
Cisco IOS platforms 


Outline 


5-176 


This lesson includes these topics: 


Overview 

Preliminary Steps in MPLS VPN Troubleshooting 
Verifying the Routing Information Flow 
Validating CE-to-PE Routing Information Flow 
Validating PE-to-PE Routing Information Flow 
Validating PE-to-CE Routing Information Flow 
Verifying the Data Flow 

Validating CEF Status 

Validating the End-to-End Label Switched Path 
Validating the LFIB Status 

Summary 

Quiz 
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Preliminary Steps in MPLS VPN Troubleshooting 


This topic identifies the Preliminary steps in MPLS VPN troubleshooting. 


Preliminary steps in MPLS VPN 
Troubleshooting | 


Perform basic MPLS troubleshooting: 
° Is CEF enabled? 
° Are labels for IGP routes generated and propagated? 


¢ Are large labeled packets propagated across the MPLS 
backbone (maximum transmission unit issues)? 


MPLS v2.0—5-5 


Before you start in-depth MPLS VPN troubleshooting, you should ask the following standard 
MPLS troubleshooting questions: 


m™ Is CEF enabled on all routers in the transit path between the PE routers? 

m= Are labels for BGP next hops generated and propagated? 

m= Are there any maximum transmission unit (MTU) issues in the transit path (for example, 
LAN switches not supporting a jumbo Ethernet frame)? 

MPLS VPN troubleshooting consists of two major steps: 

= Verifying the routing information flow using the checks outlined in the figure 


= Verifying the data flow, or packet forwarding 
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Verifying the Routing Information Flow 


This topic identifies the issues that you should consider when verifying the routing information 
flow in an MPLS VPN. 


Verifying the Routing Information Flow 
MUU ONO ONTO TTT ONT UOT TOT Cieco.com 


° Verify the routing information flow: 
— Are CE routes received by a PE? 
— Are routes redistributed into MP-BGP with proper 


extended communities? 
— Are VPNV4 routes propagated to other PE routers? 
—Is the BGP route selection process working correctly? 


— Are VPNVv4 routes inserted into VRFs on other PE 
routers? 


— Are VPNVv4 routes redistributed from BGP into the 
PE-CE routing protocol? 


— Are VPNV4 routes propagated to other CE routers? 
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Verification of the routing information flow should be done systematically, starting at the 
ingress CE and moving to the egress CE. 
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Validating CE-to-PE Routing Information Flow 


This topic describes the process that is used to validate CE-to-PE routing information flow. 


Validating CE-to-PE Routing Information 


mT TTT TT NTT TTT TTT TT I Cisco.com 


CE-Spoke 


Are CE routes received by PE? 
¢ Verify with show ip route vrf vr-name on PE-1. 
¢ Perform traditional routing protocol troubleshooting if needed. 
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Routing information flow troubleshooting requires the verification of end-to-end routing 
information propagation between CE routers. The first step is to check the routing information 
exchange from CE routers to PE routers. Use the show ip route vrf vrf-name command to 
verify that the PE router receives customer routes from the CE router. Use traditional routing 
protocol troubleshooting if needed. Troubleshooting of standard enterprise routing protocols is 
described in the Cisco Internetwork Troubleshooting (CIT) course. BGP-specific 
troubleshooting is described in the individual modules of the Configuring BGP on Cisco Routers 
(BGP) course. 
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Validating PE-to-PE Routing Information Flow 


Describe the process that is used to validate PE-to-PE routing information flow. 


Validating PE-to-PE Routing 
Information Flow 


SSE ae, ' - 
; a BUNUN MONON TANT OTT NATIT WATT TOTTI Cleo 


CE-Spoke } 


Are routes redistributed into MP-BGP with proper 
extended communities? 


¢ Verify with show ip bgp vpnv4 vrf vrf-name ip-prefix on PE-1. 
* Troubleshoot with debug ip bgp commands. 


© 2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—5-8 


The CE routes received by the PE router need to be redistributed into MP-BGP; otherwise, they 
will not get propagated to other PE routers. Common configuration mistakes in this step include 
the following: 


= Failing to configure redistribution between the PE-CE routing protocol and the per-VRF 
routing context of the BGP 


= Using a route map on redistribution that filters CE routes 


Proper redistribution of CE routes into a per-VRF instance of BGP can be verified with the 
show ip bgp vpnv4 vrf vrf-name command. The RD prepended to the IPv4 prefix and the RTs 
attached to the CE route can be verified with the show ip bgp vpnv4 vrf vrf-name ip-prefix 
command. 
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Validating PE-to-PE Routing 


Information Flow (Cont.) 
i PTT WITT NNT TT TTT TTT TTT TTT 


CE-Spcke 


Are VPNv4 routes propagated to other PE routers? 
¢ Verify with show ip bgp vpnv4 all jp-prefix/length. 


¢ Troubleshoot PE-to-PE connectivity with traditional BGP 
troubleshooting tools. 
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The CE routes redistributed into MP-BGP need to be propagated to other PE routers. Verify 
proper route propagation with the show ip bgp vpnv4 all ip-prefix command on the remote PE 
router. 


Note Routes sent by the originating PE router might not be received by a remote PE router 
because of automatic RT-based filters installed on the remote PE router. 


Automatic route filters are based on RTs. Verify that the RTs attached to the CE route in the 
originating PE router match at least one of the RTs configured as import RTs in the VRF on the 
receiving PE router. 
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Validating PE-to-PE Routing 


Information Flow (Cont.) 
PONT TONTNT UNAOOT ONT TNT MONON TITTY TT 


Is the BGP route selection process working correctly 
on PE-2? 


¢ Verify with show ip bgp vpnv4 vrf vrf-name ip-prefix. 
¢ Change local preference or weight settings if needed. 


¢ Do not change MED if you are using IGP-BGP redistribution 
on PE-2. 
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In complex environments with multihomed customer sites, the BGP route selection process 
might affect proper MPLS VPN operation. Use standard BGP route selection tools (weights or 
local preference) to influence BGP route selection. The MED attribute should not be changed 
inside the MPLS VPN backbone if you plan to use two-way route redistribution between the 
PE-CE routing protocol and BGP. 


Refer to the “BGP Filtering and Route Selection” module in the Configuring BGP on Cisco 
Routers (BGP) course for more information on BGP weights. Refer to the “Advanced BGP 
Configuration” module in the Configuring BGP on Cisco Routers (BGP) course for more 
information on BGP local preference and the MED attribute. 
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Validating PE-to-PE Routing 
_Information Flow (Cont.) 


er TON ANT TTT 


Are VPNv4 routes inserted into VRFs on PE-2? 
¢ Verify with show ip route vrf. 
¢ Troubleshoot with show ip bgp jp-prefix and show ip vrf detail. 
¢ Perform additional BGP troubleshooting if needed. 
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The VPNv4 routes received by the PE router have to be inserted into the proper VRF. This 
insertion can be verified with the show ip route vrf command. Common configuration 
mistakes in this step include the following: 


m= The wrong import RTs are configured in the VRF. 


m= The route map configured as the import route map is rejecting the VPNv4 routes. Refer to 
the “Advanced VRF Import and Export Features” lesson in the “Complex MPLS VPNs” 
module for more information on import route maps. 


The validity of the import RTs can be verified with the show ip bgp vpnv4 all ip-prefix 
command, which displays the RTs attached to a VPNV4 route, and with the show ip vrf detail 
command, which lists the import RTs for a VRF. At least one RT attached to the VPNv4 route 
needs to match at least one RT in the VRF. 


Note Be patient when troubleshooting this step. The import of VPNv4 routes into VRFs is not 
immediate and can take more than a minute in the worst circumstances. 
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Validating PE-to-PE Routing 


Information Flow (Cont.) 
PONT WONTNT UNAOOT OOT ONT TONNE TANT UT 


CE-Spoke ! 


Are VPNv4 routes redistributed from BGP into the 
PE-CE routing protocol? 


¢ Verify redistribution configuration—is the IGP metric specified? 
¢ Perform traditional routing protocol troubleshooting. 
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Finally, the BGP routes received via MP-BGP and inserted into the VRF need to be 
redistributed into the PE-CE routing protocol. A number of common redistribution mistakes 
can occur here, starting with missing redistribution metrics. 


Refer to the Building Scalable Cisco Networks (BSCN) and Cisco Internetwork 
Troubleshooting (CIT) courses for more information on route redistribution troubleshooting. 
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Validating PE-to-CE Routing Information Flow 


This topic describes the process used to validate PE-to-CE routing information flow. 


Validating PE-to-CE Routing 
__ Inform Flow 


wT OTTO TT NTT NNT MOTT TITTY TTT Cisco.com 


CE-Spcke 


Are VPNv4 routes propagated to other CE routers? 
¢ Verify with show ip route on CE Spoke. 
¢ Alternatively, does CE Spoke have a default route toward PE-2? 
¢ Perform traditional routing protocol troubleshooting if needed. 
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Last but not least, the routes redistributed into the PE-CE routing protocol have to be 
propagated to CE routers. You may also configure the CE routers with a default route toward 
the PE routers (see note). Use standard routing protocol troubleshooting techniques in this step. 


Note When using a default route on the CE routers, verify that the CE routers use classless 
routing configured with the ip classless command. 
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Verifying the Data Flow 


This topic identifies the issues that you should consider when verifying the data flow in an 
MPLS VPN. 


Verifying the Data Flo 
MTU MONTY NTI INT 


° Verify proper data flow: 
—Is CEF enabled on the ingress PE router interface? 


Is the CEF entry correct on the ingress PE router? 


—Is there an end-to-end label switched path tunnel 
(LSP tunnel) between PE routers? 


—Is the LFIB entry on the egress PE router correct? 


After you have verified proper route exchange, start MPLS VPN data flow troubleshooting 
using the checks listed in the following figures. 
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Validating CEF Status 


This topic identifies the issues that you should consider when validating CEF status. 


_ Validating CEF Status 


WONT TOON TTT TTTT Cisco.com 


CE-Spoke 
Is CEF enabled on the ingress PE router interface? 


¢ Verify with show cef interface. 


¢ MPLS VPN needs CEF enabled on the ingress PE router 
interface for proper operation. 


¢ CEF might become disabled because of additional features 
deployed on the interface. 
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One of the most common configuration mistakes related to data flow is the failure to enable 
CEF in the ingress PE router interface. The presence of CEF can be verified with the show cef 
interface command. CEF is the only switching method that can perform per-VRF lookup and 
thus support MPLS VPN architecture. 


Assuming that CEF is enabled on the router, there are three common reasons for CEF 
configuration mistakes: 
= CEF is manually disabled on an interface. 


m= The interface is using an encapsulation method that is not supported by CEF, such as X.25 
or Multilink PPP (MLP) with interleaving. 


= Another feature has been configured on the interface that disables CEF (for example, IP 
precedence accounting). 
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Validating CEF Status (Cont.) 


show cef interface 
jon Li we ONT ATT TTT 


Router#show cef interface serial 1/0.20 
Seriall/0.20 is up (if number 18) 
Taternet address is 150.1.31.37/30 
ICMP redirects are always sent 
Per packet leadbalancing is disabled 
IP unicast RPF check is disabled 
Inbound access list is not set 
Outbound access list is not set 
IP pelicy reuting is disabled 
Interface is marked as point to point interface 
Hardwexe idb is Seriali/o 
Fast switching type 5, interface type 64 
IP CEF switching enabled 
IP CEF VPN Fast switching turbo vector 
VON Forwarding table "Sitea2" 
Input fast flags 0x1000, Output fast flags 0x0 
ifindex 3 (3) 
Slet 1 Slot unit 0 Ve -1 
Transmit limit accumulater 0x0 (0x0) 
IP MIU 1500 
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show cef interface 


To display detailed CEF information for all interfaces, use the show cef interface command in 
EXEC mode: 


m= show cef interface type number [statistics ][detail] 


Syntax Description 


Parameter Description 

type number Interface type and number for displaying CEF information. 

statistics (Optional) Displays switching statistics for the line card. 

detail (Optional) Displays detailed CEF information for the specified 
interface type and number. 


Usage Guidelines 


This command is available on routers that have route processor (RP) cards and line cards. 


The detail keyword displays more CEF information for the specified interface. You can use 
this command to show the CEF state on an individual interface. 
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The following table describes the fields shown in the output. 


Parameter 


interface type number 
is {up | down} 


Description 


Indicates status of the interface. 


Internet address 


Internet address of the interface. 


ICMP redirects are 
{always sent | never 
sent} 


Indicates how packet forwarding is configured. 


Per-packet load 
balancing 


Status of load balancing in use on the interface (enabled or 
disabled). 


IP unicast RPF check 


Indicates status of IP unicast Reverse Path Forwarding (RPF) 
check on the interface. 


Inbound access list {# 
| Not set} 


Number of access lists defined for the interface. 


Outbound access list 


Number of access lists defined for the interface. 


IP policy routing 


Indicates the status of IP policy routing on the interface. 


Hardware idb is type 
number 


Interface type and number configured. 


Fast switching type 


Used for troubleshooting; indicates switching mode in use. 


IP CEF switching 
{enabled | disabled} 


Indicates the switching path used. 


Slot n Slot unit n 


Slot number. 


Hardware transmit 
queue 


Indicates the number of packets in the transmit queue. 


Transmit limit 
accumulator 


Indicates the maximum number of packets allowed in the transmit 


queue. 


IP MTU 


Value of the MTU size set on the interface. 
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Validating CEF Status (Cont.) 


LU Ceco.com 


Is the CEF entry correct on the ingress PE router? 


¢ Display the CEF entry with show ip cef vrf vr-name 
ip-prefix/ength detail. 


° Verify the label stack in the CEF entry. 
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If CEF switching is enabled on the ingress interface, you can verify the validity of the CEF 
entry and the associated label stack with the show ip cef vrf vrf-name ip-prefix detail 
command. The top label in the stack should correspond to the BGP next-hop label as displayed 
by the show tag forwarding command on the ingress router. The second label in the stack 
should correspond to the label allocated by the egress router. You can verify this by using the 
show tag forwarding command on the egress router. 
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Validating the End-to-End Label Switched Path 


This topic describes the process that is used to validate the end-to-end label switched path 


(LSP). 


Validating the End-to-End Label 
: 


L ath 


= a WN mM a ONT TTT Cisco.com 


Is there an end-to-end label switched path tunnel (LSP tunnel) 
between PE routers? 
* Check summarization issues—BGP next hop should be reachable as host route. 


* Quick check—if time-to-live (TTL) propagation is disabled, the trace from PE-2 
to PE-1 should contain only one hop. 


° If needed, check LFIB values hop by hop. 


* Check for MTU issues on the path—MPLS VPN requires a larger label header 
than pure MPLS. 
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If CEF is enabled on the ingress interface and the CEF entry contains proper labels, the data 
flow problem might lie inside the MPLS core. Two common mistakes include summarization 
of BGP next hops inside the core IGP and MTU issues. 


The quickest way to diagnose summarization problems is to disable IP time-to-live (TTL) 
propagation into the MPLS label header using the no mpls ip ttl-propagate command. The 
traceroute command toward the BGP next hop should display no intermediate hops when TTL 
propagation is disabled. If intermediate hops are displayed, the LSP tunnel between PE routers 
is broken at those hops and the VPN traffic cannot flow. 
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Validating the LFIB Status 


This topic describes the process that is used to validate the LFIB status. 


Validating the LFIB Status 


PMO MTT TANT TOT TTT TT Cieco.com 


CE-Spoxe CE-Spoke # 


Is the LFIB entry on the egress PE router correct? 
¢ Find out the second label in the label stack on PE-2 with show 
ip cef vrf vrf-name ip-prefix detail. 


¢ Verify correctness of LFIB entry on PE-1 with show mplis 
forwarding vrf vrname value detail. 
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As a last troubleshooting measure (usually not needed), you can verify the contents of the LFIB 
on the egress PE router and compare them with the second label in the label stack on the 
ingress PE router. A mismatch indicates an internal Cisco IOS software error that you will need 


to report to the Cisco Technical Assistance Center (TAC). 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


| Cisco.com 
¢ MPLS troubleshooting can be divided into two main 
steps: 
— Verify routing information flow 
— Verify proper data flow 


¢ Routing information flow troubleshooting requires 
verification of end-to-end routing information 
propagation between CE routers. 


° Verification of the routing information flow should be 
done systematically, starting at the routing ingress 
CE and moving to the egress CE. 


° Verification of the data flow should be done 
systematically, starting at the data flow ingress CE 
and moving to the egress CE. 
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References 


For additional information, refer to these resources: 


= Access www.cisco.com for additional information about VPNs. 


= “BGP Filtering and Route Selection” module in the Configuring BGP on Cisco Routers 


(BGP) course 
m “Advanced BGP Configuration” module in the Configuring BGP on Cisco Routers 
(BGP) course 


= Building Scalable Cisco Networks (BSCN) 


™ Cisco Internetwork Troubleshooting (CIT) course 


Next Steps 
For the associated lab exercise, refer to these sections of the course Lab Guide: 
m Lab Exercise 5-1: Initial MPLS VPN Setup 
m= Lab Exercise 5-2: Running EIGRP Between PE and CE Routers 
m Lab Exercise 5-3: Running OSPF Between PE and CE Routers 
m= Lab Exercise 5-4: Running BGP Between PE and CE Routers 
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Quiz 
Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Ql) = What are the preliminary MPLS VPN troubleshooting steps? 


Q2) Which command do you use to verify that the PE router is receiving customer routes 
from the CE router? 


Q3) How do you verify routing information exchange between PE routers? 


Q4)  Howdo you verify redistribution of VPNv4 routes into the PE-CE routing protocol? 


Q5) How do you test end-to-end data flow between PE routers? 


Q6) How do you verify that the PE router ingress interface supports CEF switching? 
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Q7) How do you verify that there is an end-to-end LSP? 


Q8) How do you verify that the LFIB entry on the egress PE router is correct? 
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Quiz Answer Key 


5-196 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


Q7) 


Q8) 


Is CEF enabled? 
Are labels for IGP routes generated and propagated? 
Are large labeled packets propagated across the MPLS backbone (MTU issues)? 


Relates to: Preliminary Steps in MPLS VPN Troubleshooting 


show ip route vrf vr/-name 


Relates to: Validating CE-to-PE Routing Information Flow 


Use the show ip bgp vpnv4 all ip-prefix/length command to verify proper route propagation. 
Relates to: Validating PE-to-PE Routing Information Flow 


Use the show ip bgp vrf v7f-name ip-prefix command on the egress PE router or use show ip route on the 
egress CE router. 


Relates to: Validating PE-to-CE Routing Information Flow 


From the ingress PE router, use the ping wrf vrf-name command to ping the interface that supports the CE 
router. 


Relates to: Verifying the Data Flow 


Use the show cef interface command. 
Relates to: Validating CEF Status 


Check LFIB values hop by hop or use the trace vrf vrf-name command from the ingress PE router. 
Relates to: Validating the End-to-End Label Switched Path 


Find out the second label in the label stack on the ingress PE with the show ip cef vrf v7/-name ip-prefix 
detail command. Verify the correctness of the LFIB entry on the egress PE with the show mpls 
forwarding vrf vrf-name value detail command. 


Relates to: Validating the LFIB Status 
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Module 6| 


Complex MPLS VPNs 


Overview 


This module discusses some advanced configuration features that can help increase the stability 
of the Multiprotocol Label Switching (MPLS) Virtual Private Network (VPN) backbone. The 
module also discusses various MPLS VPN features that a service provider might use to help 
meet service requirements, and looks at various types of VPN solutions and topologies. 


Module Objectives 


Upon completing this module, you will be able to use diagrams of a typical MPLS VPN 
solution to identify the Cisco IOS command syntax that is required to successfully configure 
VPN operations to support the overlapping model. You will also be able to describe how this 
model can be used to implement managed services and Internet access. This ability includes 
being able to do the following: 


Identify the command syntax that is required to configure advanced VRF import and export 
features 


Identify the characteristics of overlapping VPNs 
Identify the characteristics of the central services VPN solutions 
Identify the characteristics of the managed CE router service 


Identify and describe the Cisco MPLS VPN managed services 


Module Outline 


The module contains these lessons: 


6-2 


Advanced VRF Import and Export Features 
Overlapping VPNs 

Central Services VPNs 

Managed CE Routers Service 

MPLS Managed Services 
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Advanced VRF Import and 
Export Features 


Overview 


Some virtual routing and forwarding (VRF) features allow you to be more selective with routes, 
either by specifying which routes will or will not be added. You may also limit the number of 
routes that a customer can insert into the virtual routing and forwarding instance (VRF). This 
lesson presents the command syntax that is used to limit each type of route, and shows 
configuration examples of these commands. 


Relevance 


It is important to understand how to fine-tune the MPLS VPN parameters that will enhance 
operation of the network. Customer service-level agreements (SLAs) should be adhered to so 
that they provide the best possible solutions for each specific customer. This lesson looks at 
some key areas regarding the use of VRF import and export features. 


Objectives 


This lesson identifies the command syntax that is required to configure advanced VRF import 
and export features. 

Upon completing this lesson, you will be able to: 

m= Identify advanced VRF features and their usage 

m= Identify the command syntax that is required to configure selective VRF imports 

m= Identify the command syntax that is required to configure selective VRF exports 


Learner Skills and Knowledge 


To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


m™ Basic understanding of MPLS components and VPN implementations, and familiarity with 
Cisco IOS platforms 


Outline 
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This lesson includes these topics: 


Overview 

Advanced VRF Features 
Configuring Selective VRF Import 
Configuring Selective VRF Export 
Summary 

Quiz 
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Advanced VRF Features 


This topic identifies the advanced VRF features and their usage. 


Advanced VRF Features 
MT TT TTT TTT 


Selective import: 


° Specify additional criteria for importing routes into 
the VRF. 


Selective export: 
° Specify additional RTs attached to exported routes. 
VRF route limit: 


¢ Specify the maximum number of routes in a VRF to 
prevent memory exhaustion on PE routers or 
denial-of-service attacks. 
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These advanced VRF features allow you to deploy advanced MPLS VPN topologies or increase 
the stability of the MPLS VPN backbone: 


= The “selective import” feature allows you to select routes to be imported into a VRF based 
on criteria other than the RT of the VRF 


m= The “selective export” feature allows you to attach specific RTs to a subset of routes 
exported from a VRF. By default, the same RTs get attached to all exported routes. 


m= The “VRF route limit” feature allows you to limit the number of routes that the customer 
(or other PE routers) can insert in the VRF. This feature prevents undesirable consequences 
like configuration errors or denial-of-service attacks. 
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Configuring Selective VRF Import 


This topic presents the command syntax that is required to configure selective VRF import. 


Configuring Selective VRF Import 
I MOTT TTT 


nl WN WM TNT Cieco.com 


VRF import criteria might be more 
specific than just the match on the 
RT—for example: 


¢ Import only routes with specific BGP 
attributes (community, and so on). 


e Import routes with specific prefixes or subnet 
masks (only loopback addresses). 


A route map can be configured in a VRF 
to make route import more specific. 


Selective route import into a VRF allows you to narrow the route import criteria. It uses a route 
map that can filter the routes selected by the route target (RT) import filter. The routes imported 
into a VRF are Border Gateway Protocol (BGP) routes, so you can use match conditions in a 
route map to match any BGP attribute of a route. These attributes include communities, local 
preference, multi-exit discriminator (MED), autonomous system (AS) path, and so on. 


The import route map filter is combined with the RT import filter. A route has to pass the RT 
import filter first and then the import route map. The necessary conditions for a route to be 
imported into a VRF are as follows: 


= At least one of the RTs attached to the route matches one of the import RTs configured in 
the VRF. 


m= The route is permitted by the import route map. 
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Configuring Selective VRF Import 
(Cont.) 


Router (config-vrf) # 


import map route-map 


¢ This command attaches a route map to the VRF 
import process. 

¢ A route is imported into the VRF only if at least one 
RT attached to the route matches one RT 
configured in the VRF and the route is accepted by 
the route map. 


import map 
To configure an import route map for a VRF, use the import map command in VRF 
configuration submode. 


= import map (eure -meap 


Syntax Description 


Description 


Parameter 


Specifies the route map to be used as an import route map for 


route-map 
the VRF. 


Defaults 


There is no default. A VRF has no import route map unless one is configured using the import 
map command. 
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Configuring Selective VRF Import 


MONT MOTT MTT MOTT TTT TTT TTT 


‘The fratupdats has ” meatcnil 
RT and ieeeconieet Fe se 


Site A 


AS 213 (PL Pv upeate: 
PE-SitaX< RD. 192.1 GU, JO. LL 
re RT=145:317 
—_——s 


VPN Pv upuate: 
CE-BGP-A1 RD 192.758, 30.32 
[RT=195:387 


ip v=f Site A 
h 
ra 115:317 qT ihe scene pony me 
import map ETMAP alia the route rap. 
router bLarget beth 115:317 
' 
access-list 2¢ permit 152.168.10.5 3.0.6.285 
' 


sonte-aap RTMAP permit 1° 
matoh ip addrese 2) 
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The figure shows an example in which an import route map is used to match the IP version 4 
(IPv4) portion of incoming VPN IPv4 (VPNv4) routes and import into the VRF only routes 
matching a certain prefix. A configuration similar to this one could be used to accomplish the 


following: 


Deploy advanced MPLS VPN topologies (for example, a managed router services topology 
that is detailed later in this module) 


Note 


Increase the security of an extranet VPN by allowing only predefined subnets to be inserted 
into a VRF, thus preventing an extranet site from inserting unapproved subnets into the 
extranet 


A similar function is usually not needed in an intranet scenario because all customer routers 


in an intranet are usually under common administration. 
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Configuring Selective VRF Export 


This topic identifies the command syntax that is required to configure selective VRF export. 


Configuring Selective VRF Export 
’ il | | M 1 


Routes from a VRF might have to be exported 
with different RTs: 


e An example would be export management routes with 
particular RTs. 


An export route map can be configured on VRF: 
° This route map can set extended community RTs. 


° No other set operations can be performed by this route 
map. 
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Some advanced MPLS VPN topologies are easiest to implement if you can attach a variety of 
RTs to routes exported from the same VRF. This capability allows only a subset of the routes 
exported from a VRF to be imported into another VRF. Most services in which customer 
routers need to connect to a common server (for example, network management stations, voice 
gateways, and application servers) fall into this category. 


The export route map function provides exactly this functionality. A route map can be specified 
for each VRF to attach additional RTs to routes exported from that VRF. The export route map 
performs only the attachment of RTs. It does not perform any filtering function. 


Attributes attached to a route with an export route map are combined with the export RT 
attributes. If you specify export RTs in a VRF and set RTs with an export route map, all 
specified RTs will be attached to the exported route. 


Note The export route map provides functionality almost identical to that of the import route map, 
but applied to a different VRF. Any requirement that can be implemented with an export 
route map can also be implemented with an import route map However, the implementation 
of export maps can be more complicated and harder to manage 
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Configuring Selective VRF Export 
(Cont.) 


Router (config) # 


route-map name permit seq 
match condition 
set extcommunity rt extended-community-value [additive] 


¢ This command creates a route map that matches 
routes based on any route map conditions, and sets 
RTs. 
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set extcommunity 


To set the BGP extended communities attribute, use the set extcommunity command in route- 
map configuration mode. To delete the entry, use the no form of this command: 


@ set extcommunity {rt eafesded-comminniiv-viriue [additive] | soo extended-comumuniqe 
vette} 


= noset extcommunity {rt cafendectconmminit-raine [additive] | soo exfended-canmmmn unity. 
vette} 


Syntax Description 


Parameter Description 

rt Specifies the RT extended community attribute. 

soo Specifies the SOO extended community attribute. 
extended-community- Specifies the value to be set. The value can be one of the 
value following combinations: 


= autonomous-system-number: network-number 
mu ip-address: network-number 


The colon is used to separate the AS number from the network 
number or the IP address from the network number. 


additive (Optional) Adds an RT to the existing RT list without replacing 
any RTs. 


Defaults 
No BGP extended community attributes are set by the route map. 
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Configuring Selective VRF Export 
(Cont.) 


A | mM 
il | te 


router (config-vrf£) # 


export map name 


¢ This command attaches a route map to the VRF 
export process. 

¢ All exported routes always get RTs configured with 
route-target export in the VRF. 

° Aroute that is matched by the export route map will 
have additional RTs attached. 
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export map 


To apply a route map in order to filter and modify exported routes, use the export map 
command in VRF configuration mode. To remove the route map from the VRF, use the no 
form of this command: 


™ export map Féite-1nap 


= no export map iiife-tiry? 


Syntax Description 


Description 


Parameter 


route-map Specifies the name of the route map to be used. 


Defaults 


No route map is used. 


Copyright © 2003, Cisco Systems, Inc. Complex MPLS VPNs 6-11 


Configuring Selective VRF Export 


MONT OTT MOTT ANT TTT TTT TTT 


CE-BGP-A1 


ip wrf Site_a 

ed 115:31/ 

cxport met RIMAP 

route-target both 115:317 

! 

access-list 10 permat 152.168.30.0 0.0.0. 
' 

route-map STMAP permit 20 

mateh ip address 10 

seat exbeommunity £t 113.273 additive 
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The example here mirrors the earlier example in this lesson. This time the configuration is 
implemented with an export route map. In the earlier example, selective import of routes into a 
VRF was achieved with an import route map in the receiving VRF that allowed only routes 
from a certain address block to be inserted into the VRF. In this example, routes from a certain 
address block are marked with an additional RT in the originating VRF and are automatically 
inserted into the receiving VRF on the basis of their RT. 


The main difference between import and export route maps is therefore the deployment point: 
= The import route map is deployed in the receiving VRF. 

m= The export route map is deployed in the originating VRF. 

m= Based on the network design, one or the other functionality might be preferred. 


Note Import and export route maps can increase the number of routes processed by a router. The 
BGP maximum-prefix function can be used to ensure the number of routes does not exceed 
the network design. (See the “Configuring BGP as the Routing Protocol Between PE and CE 
Routers” lesson in the “MPLS VPN Implementation” module for further details.) 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


¢ Route import and export within VRFs can be 
controlled with import and export route maps. 


e You can limit the number of prefixes received 


from a BGP neighbor using the neighbor 
ijp-address maximum-prefix maximum command. 


¢ You can limit the number of routes that are 


imported into a VRF using the maximum route 
limit command. 


References 
For additional information, refer to this resource: 


™ Access www.cisco.com for additional information about VPNs. 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Ql) ~=Why do you need a selective VRF import command? 


Q2) How does the import route map affect the VRF import process? 


Q3) Why do you need a selective VRF export command? 


Q4) How does the export route map affect the VRF export process? 


Q5) Which BGP attributes can be set with an export route map? 
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Quiz Answer Key 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


It allows you to select routes to be imported into a VRF based on criteria other than the VRF RT. 
Relates to: Configuring Selective VRF Import 


The import route map filter is combined with the RT import filter—a route has to pass the RT import filter 
first and then the import route map to be imported into the VRF. 


Relates to: Configuring Selective VRF Import 


It allows you to attach specific RTs to a subset of routes exported from a VRF (by default, the same RTs 
get attached to all exported routes). 


Relates to: Configuring Selective VRF Export 


A route map can be specified for each VRF to attach additional RTs to routes exported from a VRF. The 
export route map performs only the attachment of RTs; it does not perform any filtering function, and you 
cannot change any other route attributes with it. 


Relates to: Configuring Selective VRF Export 


extended community RTs 


Relates to: Configuring Selective VRF Export 
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Overlapping VPNs 


Overview 


Overlapping VPNs are usually used to connect parts of two separate VPNs. A third VPN is 
created within the MPLS VPN network that contains sites from both VPNs. A new RT 
extended community is used for networks originating in the sites that are also in the new VPN. 
This action may require a new VRF, resulting in a new route distinguisher (RD). Networks 
originating in these sites are exported with two RT extended communities: one for the original 
VPN and one for the overlapping VPN. This lesson looks at the requirements, usage, and 
solutions associated with overlapping VPNs. 


Relevance 


It is important to understand customer needs and how to best fit those needs. This lesson looks 
at an area that helps to clarify some solutions regarding multiple separate VPNs. 


Objectives 


This lesson identifies the characteristics of overlapping VPNs. 


Upon completing this lesson, you will be able to: 

= Identify the participants in overlay VPNs 

= Identify typical overlapping VPN usages 

= Describe the routing update flow in an overlapping VPN 

m= Describe the data flow in an overlapping VPN 

m= Identify the tasks that are required to enable an overlapping VPN 

m= Identify the command syntax that is required to enable overlapping VPN VRFs 


Learner Skills and Knowledge 


To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


m= Basic understanding of MPLS components and VPN implementations, and familiarity with 
Cisco IOS platforms 


Outline 
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This lesson includes these topics: 


Overview 

Overlapping VPNs 

Typical Overlapping VPN Usages 
Overlapping VPN Routing 

Overlapping VPN Data Flow 
Overlapping VPNs—Configuration Tasks 
Configuring Overlapping VPN VRFs 
Summary 

Quiz 


Implementing Cisco MPLS (MPLS) v2.0 


Copyright © 2003, Cisco Systems, Inc. 


Overlapping VPNs 


This topic identifies the participants in overlapping VPNs. 


Overlapping VPNs 


a Tc 


CE routers participate in simple VPNs. 


Some CE routers participate in more than one 
simple VPN: 


¢ Here, A-Central talks to B-Central. 


© 2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—6-4 


When two VPN customers want to share some information, they may decide to interconnect 
their central sites. To achieve this, two simple VPNs are created, each containing a customer 
central site and its remote sites. Then a third VPN that partially overlaps with the customer 
VPNs but connects only their central sites is created . The central sites can talk to each other. 
They can also talk to the remote sites in their simple VPN, but not to the remote sites belonging 
to the other customer simple VPN. The addresses used in the central sites, however, have to be 
unique in both VPNs. 


Another option is to use dual Network Address Translation (NAT) with a registered address to 
be imported and exported between the two central sites. 
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Typical Overlapping VPN Usages 


This topic identifies typical overlapping VPN usages. 


Typical Overlapping VPN Usages 
MOUNT MONMTTT TOVNNNT UOT TOTTI TTT 


Cleco.com 


e Companies where central sites participate in a 
corporate network and in an extranet 


e Acompany with several security-conscious 
departments that exchange data between their 
servers 
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There are two typical uses for overlapping VPNs: 


™ Companies that use MPLS VPNs to implement both intranet and extranet services might 
use overlapping VPNs. In this scenario, each company participating in the extranet VPN 
would probably deploy a security mechanism on its customer edge (CE) routers to prevent 
other companies participating in the VPN from gaining access to other sites in the customer 
VPN. 


m= A security-conscious company might decide to limit visibility between different 
departments in the organization. Overlapping VPNs might be used as a solution in this 
case. 


Note Security issues might force an enterprise network to be migrated to an MPLS VPN even if it 
is not using MPLS VPN services from a service provider. 
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Overlapping VPN Routing 


This topic describes the routing update flow in an overlapping VPN. 


Overlapping VPN Routing 
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port impor 
Expo: Export 
W370 123:760 


Ancentecal \mport 
BD 23:75 Export 
123:100C 
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The figure shows how to implement overlapping VPNs: 


m Each VPN has its own RT (123:750, 123:760) that the sites participating in the VPN import 
and export. 


m™ Sites that participate in more than one VPN import routes with RTs from any VPN in 
which they participate and export routes with RTs for all VPNs in which they participate. 

Site A-1 and Site A-2 (participating only in VPN-A): 

= Export all networks with RT 123:750 

= Import all networks that carry RT 123:750 (VPN-A) 


Site B-1 and Site B-2 (participating only in VPN-B): 
= Export all networks with RT 123:760 
= Import all networks that carry RT 123:760 (VPN-B) 


Site A-Central (participating in VPN-A and the overlapping VPN): 

m Exports all networks with RTs 123:750 anut 100:1000 

= Imports all networks that carry RT 123:750 (VPN-A) «" 100:1000 (overlapping VPN) 
Site B-Central (participating in VPN-B and the overlapping VPN): 

m= Exports all networks with RTs 123:760 aut 100:1000 

= Imports all networks that carry RT 123:760 (VPN-B) «+ 100:1000 (Overlapping VPN) 


Copyright © 2003, Cisco Systems, Inc. Complex MPLS VPNs 6-21 


Overlapping VPN Data Flow 


This topic describes the data flow in an overlapping VPN. 


Overlapping VPN Data Flow 
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site B-2 
FD 123-760 
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Because sites belonging to different VPNs do not share routing information, they cannot talk to 
each other. 


The simple VPN for customer A contains routes that originate from the following: 


— A-Central site 


—  Aremotes 
m The simple VPN for customer A contains routes that originate from the following: 
—  B-Central site 
—  Bremotes 
m The overlapping VPN .contains routes that originate from the following: 
—  A-Central site 
—  B-Central site. 
m= All of the customer A sites can communicate with each other 
= All of the customer B sites can communicate with each other 
= A-Central and B-Central can communicate with each other 
m The customer A remote site cannot communicate with the customer B remote sites 
Note If a site participating in more than one VPN is propagating a default route to other sites, it 


can attract traffic from those sites and start acting as a transit site between VPNs, enabling 


sites that were not supposed to communicate to establish two-way communication. 
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Overlapping VPNs—Configuration Tasks 


This topic identifies the tasks that are required to enable an overlapping VPN. 


Overlapping VPNs—Confi iguration Tasks 


a i mn mM TTT 


LF 


8-Spoke-2 A-Spoke-2 


oe oan —- 


A-Central Bentral 


¢ Configure one VRF per set of sites with the same VPN 
membership per PE router. 


° For every set of sites with the same VPN membership, use 
the same RD. 


¢ Configure RTs based on VPN membership of sites in 
each VRF. 
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The figure shows four types of sites with different VPN memberships. This situation requires at 
least four VRFs: 


m A-Spoke-1 and A-Spoke-2 are members of VPN-A only. (They need two VRFs because 
they are not connected to the same PE router; they can, however, use the same RD.) 


m B-Spoke-1 and B-Spoke-2 are members of VPN-B only. (They need two VRFs because 
they are not connected to the same PE router; they can, however, use the same RD.) 


= A-Central is a member of VPN-A and overlapping VPN-AB. (They need an additional 
RD.) 


= B-Central is a member of VPN-B and overlapping VPN-AB. (They cannot use the same 
RD as A-Central because B-Central has different routing requirements from A-Central.) 


The following table shows an RT and RD numbering scheme for PE-1. 


Table 1: PE-1 RT and RD Numbering Scheme 


VRF RD Import RT Export RT 
VPN-A 123:750 123:750 123:750 
VPN-B 123:760 123:760 123:760 
VPN-A-Central 123:751 123:750 123:750 
123:1001 123:1001 
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The following table shows an RT and RD numbering scheme for PE-2. 


Table 2: PE-2 RT and RD Numbering Scheme 


VRF RD Import RT Export RT 
VPN-A 123:750 123:750 123:750 
VPN-B 123:760 123:760 123:760 
VPN-B-Central 123:761 123:760 123:760 
123:1001 123:1001 


Implementing Cisco MPLS (MPLS) v2.0 


Copyright © 2003, Cisco Systems, Inc. 


Configuring Overlapping VPN VRFs 


This topic identifies the command syntax that is required to enable overlapping VPN VRFs. 


Configuring Overlapping VPN VRFs | 
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ip vet VPHLA 

rd 123750 se 123:75U 

route tasqget both 123:750 scute- tarcet both 123:750 
' ' 

ip vrf VFN_B ip vrf VPH_EB 

rd 123:760 ré 123:760 

route-taznget both 123:760 coute-tarcet both 123-760 
' ' 

ay ver VPH_A_Cantral ap vet VPH_B_Central 

sd 123:751 oe 123-761 

route-tanget both 129: 740 roube-barget bath 123:750 
toute tasget both Lild:1U1 scute target both 12:3:1002 
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The Cisco IOS software configuration for PE-1 and PE-2 reflects the RT and RD numbering 
scheme from Tables 1 and 2. The example shows only VRF configuration and does not show 
VPN routing or Multiprotocol Border Gateway Protocol (MP-BGP) routing between the 
provider edge (PE) routers. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


° Overlapping VPNs are used to provide 
connectivity between segments of two VPNS. 


° Only selected sites belong to the overlapping 
VPN. 


¢ RTs are used to control the routing updates that 
are passed between the selected sites. 


e Asite can reach only a destination that has been 
advertised. 


References 


For additional information, refer to this resource: 


m™ Access www.cisco.com for additional information about VPNs. 
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Quiz 
Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Ql) = Who are the typical users of overlapping VPNs? 


Q2) What are the connectivity requirements for overlapping VPNs? 


Q3) What is the expected data flow within an overlapping VPN? 


Q4) Howmany VRFs do you need at most to implement three partially overlapping VPNs? 
How many route distinguishers? How many route targets? 
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Quiz Answer Key 
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Q1) 


Q2) 


Q3) 


Q4) 


companies that use MPLS VPNs to implement both intranet and extranet services, or a security-conscious 
company that wishes to limit visibility between different departments in the organization 


Relates to: Typical Overlapping VPN Usages 


Selected sites in a VPN can communicate only with sites within their VPN. Other selected sites can 
communicate with sites in their VPN and selected sites in a second VPN. 


Relates to: Overlapping VPN Routing; Overlapping VPN Data Flow 


Selected sites in a VPN can communicate only with sites within their VPN. Other selected sites can 
communicate with sites in their VPN and selected sites in a second VPN. 


Relates to: Overlapping VPN Routing; Overlapping VPN Data Flow 
VRFs - 3 


Route distinguishers — 4 
Route targets - 3 


Relates to: Overlapping VPNs—Configuration Tasks; Configuring Overlapping VPN VRFs 
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Central Services VPNs 


Overview 


A central services VPN is used when more VPNs need to share a common set of servers. These 
servers reside in the central services VPN, and all other VPNs have access to this VPN. Those 
VPNs, however, are not able to see one another. The central services VPN is implemented 
using two RT extended communities, where one imports networks into the VPN and the other 
exports networks. The client sites do the opposite. Two RT extended communities are needed 
to prevent client sites from exchanging routing information. This lesson looks at central 
services VPN solution topologies and how routing updates within that topology would flow, 
and discusses the implications of combining a central services VPN with a simple customer 
VPN. 


Relevance 


It is important to fully understand the topologies that make the most sense for the customer, and 
to be able to configure or recommend alternative options. This lesson looks at one of those 
solution topologies. 


Objectives 


This lesson identifies the characteristics of the central services VPN solution. 


Upon completing this lesson, you will be able to: 


Describe the access characteristics of a central services VPN 

Describe the routing characteristics of a central services VPN 

Describe the data flow within a central services VPN 

Identify the steps to configuring a central services VPN 

Identify the command syntax that is required to configure a central services VPN 


Identify the connectivity requirements when you are integrating a central services VPN 
with a simple VPN 


Identify the RD requirements when you are integrating a central services VPN with a 
simple VPN 


Identify the RT requirements when you are integrating a central services VPN with a 


simple VPN 


Identify the command syntax that is required when you are integrating a central services 


VPN with a simple VPN 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


m Basic understanding of MPLS components and VPN implementations, and familiarity with 


Outline 
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Cisco IOS platforms 


This lesson includes these topics: 


Overview 

Central Services VPN 

Central Services VPN Routing 

Central Services VPN Data Flow Model 

Steps to Configuring a Central Services VPN 
Configuring a Central Services VPN 

Central Services VPN and Simple VPN Requirements 
Configuring RDs in a Central Services and Simple VPN 
Configuring RTs in a Central Services and Simple VPN 
Configuring VRFs in a Central Services and Simple VPN 
Summary 

Quiz 
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Central Services VPN 


This topic describes the access characteristics of a central services VPN. 


Central Services VPN 
’ ¥ wT TN TTT ATT TTT TTT 


— [ MPLS | — 
Soe) Backbone “—~ 


Chient-6 


Server-4 Server-? 


¢ Clients need access to central servers. 


¢ Servers can communicate with each other. 


¢ Clients can communicate with all servers, but not 
with each other. 
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A central services VPN is a topology with the following characteristics: 
m™ Some sites (“server sites”) can communicate with all other sites 


m= All the other sites (“client sites”) can communicate only with the server sites 


This topology can be used in the following situations: 


m= The service provider offers services to all customers by allowing them access to a common 
VPN. 


= Two (or more) companies want to exchange information by sharing a common set of 
servers. 


m= A security-conscious company separates its departments and allows them access only to 
common servers. 
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Central Services VPN Routing 


This topic describes the routing characteristics of a central services VPN. 


_ Central Services VPN Routing 


PUNT NNT TTT MTT MONAT MONAT OTT TTT Cieco.com 


° Client routes need 
tens to be exported to 
BD 100:1062 server site. 


¢ Server routes need 


to be exported to 
client and server 
sites. 


° No routes are 
exchanged between 
client sites. 

Route Route Target |: 
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The figure illustrates the MPLS VPN routing model that is used to implement a central services 
VPN: 


™ Client 1 and Client 2 have their own RTs (100:101, 100:102) that they import and export; 
they also export networks with RT 100:303 and import networks with RT 100:203. 


Note Client-specific RTs were introduced to comply with the implementation requirements of 
Cisco IOS Release 12.0 T, in which each VRF has to have at least one of its export RTs 
configured as its import RT. 


= The central site imports and exports networks with the RT of its VPN, but it also imports 
networks with RT 100:303 and exports networks with RT 100:203. 


Client 1: 
= Exports all networks with RTs 100:101 «#4? 100:303 
= Imports all networks that carry RT 100:101 «7 100:203 


Client 2: 
= Exports all networks with RTs 100:102 «#4? 100:303 
= Imports all networks that carry RT 100:102 «+ 100:203 


Central site: 
= Exports all networks with RT 100:203 
= Imports all networks that carry RT 100:303 
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Central Services VPN Data Flow Model 


This topic describes the data flow within a central services VPN. 


Central Services VPN Data Flow Model 


WOOT MOTT OT ATT TTT TTT TT Cisco.com 


¢ Client VRFs contain 
server routes—clients 
fers 4 can talk to servers. 


ant ators Server VRFs contain 
client routes—servers 
can talk to clients. 


Client VRFs do not 
contain routes from 
other clients—clients 
cannot communicate. 


Server Make sure there is no 
Se akai se client-to-client leakage 
across server sites. 
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In the central services VPN topology, the client VRF contains only routes from the client site 
and routes from the server sites. This setup precludes the client sites from communicating with 
other client sites. 


A server VRF in this topology contains routes from the site or sites attached to the VRF, as well 
as routes from all other client and server sites. Hosts in server sites can therefore communicate 
with hosts in all other sites. 


Note If the central site is propagating a default route to other sites, it can result in client sites 
seeing each other through the CE router in the central site. 
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Steps to Configuring a Central Services VPN 


This topic identifies the steps to configuring a central services VPN. 


Steps to Configuring a Central 
Services VPN 
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Client< 


——— 


Servee-1 Sorvar-z 
¢ Client sites: 
— Separate VRF per client site 
— A unique RD on each client site 


— Import and export routes with an RT that is the same value as the 
RD for each client site (client’s VPN) 


— Export routes with an RT (clients-to-server) associated with 
the server site 


— Import routes with the RT (server-to-clients) into client VRFs 
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To configure a central services VPN, you need to address the following requirements: 
m You need a separate VRF for each client. 

™ You need one VRF per PE router connecting a server site. 

™ You need a unique RD on each client site. 

™ You need a unique RD on each set of server sites. 


™ You need an import-export RT with the same value as the RD, for each client site. 
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Steps to Configuring a Central 
Services VPN (Cont.) 


etl de TT TTT TT TNT MT TTT TT THT 


P-Nwtwork 


| MPLS | 


Bu ckbore 


a *- 
a, ne Oe 


¢ Server sites: 
— One VRF for each different service type 
— Unique RD on each different service type 


— Import and export routes with an RT that is the same value as 
the RD for each server site (server’s VPN) 


— Export server site routes with an RT (server-to-client) 
— Import routes with the RT (clients-to-server) into the server VRFs 
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This table shows an RD and RT numbering scheme for PE-1. 


PE-1 RD and RT Numbering Scheme 


VRF RD Import RT Export RT 

Client-1 123:101 123:101 123:101 
123:203 123:303 

Client-2 123:102 123:102 123:102 
123:203 123:303 


This table shows an RD and RT numbering scheme for PE-2. 


PE-2 RD and RT Numbering Scheme 


VRF RD Import RT Export RT 

Client-4 123:111 123:111 123:111 
123:203 123:303 

Client-5 123:112 123:112 123:112 
123:203 123:303 
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This table shows an RD and RT numbering scheme for PE-CS-1. 


PE-CS-1 RD and RT Numbering Scheme 


123:103 123:103 
123:303 


Export RT 


123:103 
123:203 


This table shows an RD and RT numbering scheme for PE-CS-2. 


PE-CS-2 RD and RT Numbering Scheme 


123:103 123:103 
123:303 


Export RT 


123:103 
123:203 
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Configuring a Central Services VPN 


This topic identifies the command syntax that is required to configure a central services VPN. 


Configuring a Central Services VPN 
MOTT TO MO MOT TTT TTT TT TTT Cisco.com 


Client4 


ap vrt C_isnt_l ap vr Secover 

ed 123:.91 rd 123-102 

rouve-target both 125-i01 routs-tacyet both 123-103 
reute-target expert 123-303 routs-tasget export 123:203 
rcute-target impert 123:202 route-tazyet import 123:303 
' 


ap vee Coient_z 

rd 123:.92 

route-target both 123:102 
rouve-tarqet expert 123-303 
Toute target imperr 125:205 
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The figure shows a fraction of the configuration according to the RD and RT numbering 
scheme presented in the previous tables. 
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Central Services VPN and Simple VPN 
Requirements 


This topic identifies the connectivity requirements when you are integrating a central services 
VPN with a simple VPN. 


Central Services VPN and Simple VPN 
ee DONT TINT TANT OTT TANT TTT 
a an av TTT MT Cisco.com 


Central Serwer 


¢ Customers run a simple VPN: 
- All A-Spoke sites in A-VPN 


- All B-Spoke sites in B-VPN 
¢ Only A-Central and B-Central need access to central 
servers. 


¢ This situation results in a combination of rules from 
overlapping VPN and central services VPN. 
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In this design, some of the customer sites need access to the central server. All other sites just 
need optimal intra-VPN access. The design is consequently a mixture of simple VPN topology 
and central services VPN topology. 
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Central Services VPN and Simple VPN 
Requirements (Cont.) 


° For all sites participating in a simple VPN, configure a 
separate VRF per set of sites participating in the same 
VPNs per PE router. 

¢ For sites that are only clients of central servers, create 
a VRF per site. 


¢ Create one VRF for central servers per PE router. 
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When integrating a central services VPN with a simple VPN, you need one VRF per VPN for 
sites that have access to other sites in the customer VPN but no access to the central services 
VPN. You need one VRF per VPN for sites that have access to the central services VPN. 
Finally, you need one VRF for the central services VPN. This VPN is on another PE router in 
our example. 
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Configuring RDs in a Central Services and 
Simple VPN 


This topic identifies the RD requirements when you are integrating a central services VPN with 
a simple VPN. 


Configuring RDs in a Central Services 


and Simple VPN 
1 


=—s 
Coatral Seaver 


¢ Configure a unique RD for every set of VRFs with unique membership 
requirements: 


— A-Spoke-1 and A-Spoke-2 can share the same RD. 
— B-Spoke-1 and B-Spoke-2 can share the same RD. 
— A-Central needs a unique RD. 
— B-Central needs a unique RD. 

¢ Configure one RD for all central server VRFs. 
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For this design, you need two RDs per VPN: 


= One RD for simple VPN sites; the same value should also be used for import and export 
RT 


= One RD for the central services VRFs 
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Configuring RTs in a Central Services and Simple 


VPN 


This topic identifies the RT requirements when you are integrating a central services VPN with 


a simple VPN. 


Configuring RTs in a Central Services 
and Simple VPN 


a! in mn mn mM nM Mm Cisco.com 


G-Cartral 
Central Server 


¢ Configure customer VPN import-export route target in all 
VRFs participating in customer VPN 


¢ Configure a unique import-export route target in every VRF 
that is only a client of central servers 


¢ Configure central services import and export route targets in 
VRFs that participate in central services VPN 
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This table shows an RD and RT numbering scheme for PE-1: 


PE-1 RD and RT Numbering Scheme 


VRF RD Import RT Export RT 
VPN-A 123:750 123:750 123:750 
VPN-B 123:760 123:760 123:760 
VPN-A-Central 123:751 123:750 123:750 
123:101 123:100 
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This table shows an RD and RT numbering scheme for PE-2. 


PE-2 RD and RT Numbering Scheme 


VRF RD Import RT Export RT 
VPN-A 123:750 123:750 123:750 
VPN-B 123:760 123:760 123:760 
VPN-B-Central 123:761 123:760 123:760 
123:101 123:100 


This table shows an RD and RT numbering scheme for PE-CS. 


PE-CS RD and RT Numbering Scheme 


123:101 123:101 
123:100 


Export RT 


123:101 
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Configuring VRFs in a Central Services and 
Simple VPN 


This topic identifies the command syntax that is required when you are integrating a central 
services VPN with a simple VPN. 


Configuring VRFs in a Central Services 


and Simple VPN 
MN NOT MO MTT TT TTT l i Cisco.com 


| 


Cent! Sever 


ip vrf Vn A ip vrE Server 

rd 123-750 ra 123:10i 

routs-target beth 123:750 reute-target both 123:101 

' route=target import 125:100 
ip vet VPR_A Central 

rd 123-751 

rowte-terget beth 123; 750 

route-target expert 123-190 

route-target agpert 123:101 


ip vrt v?n_B 
rd 123-760 
Toute-target beth 123:760 
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The example shows a fraction of the configuration according to the RD and RT numbering 
scheme presented in the previous tables. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


¢ Acentral services VPN is used to provide access to 
one or more servers that are shared between 
customers. 


¢ Each client has its own separate VRF. 
¢ Each client has its own unique RD. 


¢ You need an import-export RT with the same value as 
the RD for each client site. 


¢ Acentral services VPN can be combined with simple 
VPNS. 


References 


For additional information, refer to this resource: 


m™ Access www.cisco.com for additional information about VPNs. 


6-44 Implementing Cisco MPLS (MPLS) v2.0 Copyright © 2003, Cisco Systems, Inc. 


Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Ql) What are the typical usages for a central services VPN topology? 


Q2) What is the connectivity model for a central services VPN topology? 


Q3) | What command syntax do you use to implement a central services VPN topology that 
supports two clients? 


Client PE router Server PE router 


Client PE router Server PE router 
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Q4) How many route distinguishers do you need for a central services VPN solution with 
50 client sites and three server sites? How many route targets? 


route distinguishers = route targets = 


Q5) Howdo you combine a central services VPN topology with a simple VPN topology? 
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Quiz Answer Key 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


in solutions where some sites (server sites) can communicate with all other sites, but all the other sites 
(client sites) can communicate only with the server sites 


Relates to: Central Services VPN 


The clients have their own RTs that they import and export; they also export networks with an RT that will 
be used by the services VRF and import networks with an RT that identifies the routes of the services site. 
The services site imports and exports networks with the RT of its VPN, but it also imports networks with 
RTs that identify the client sites. 


Relates to: Central Services VPN Routing; Central Services VPN Data Flow Model 


Client PE router Server PE router 
ip vrf Client_1 ip vrf Server 

rd 123:101 rd 123:103 

route-target both 123:101 route-target both 123: 203 
route-target export 123:303 route-target import 123:303 


route-target import 123:203 
ip vrf Client_2 

rd 123:102 

route-target both 123:102 
route-target export 123:303 
route-target import 123:203 


Relates to: Steps to Configuring a Central Services VPN; Configuring a Central Services VPN 


route distinguishers = 51 route targets = 52 

You need one RD for each client (50) and one RD (1) shared by both server sites. You need one RT for 
each client (50) to export its routes to its VPN, one RT (1) for all of the clients to export their routes to the 
server, and one RT (1) that is shared by both server sites to export their routes to the clients. 


Relates to: Configuring a Central Services VPN 


Create a simple VPN that provides connectivity for all of the customer sites that do not need access to the 
central services. 

Create a simple VPN that provides access between all of the server sites that are in the service. 

Create an overlapping VPN that contains the sites that must have access to both the customer VPNs and 
the services VPN. 


Relates to: Central Services VPN and Simple VPN Requirements; 
Configuring RDs in a Central Services and Simple VPN 
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Managed CE Routers Service 


Overview 


A service provider can use a separate network management VPN to manage the CE routers of 
all the VPNs. A pair of RT extended communities is used to accomplish this goal. One RT 
exports CE router loopback addresses and is imported into the VRF of the network 
management VPN. The other RT exports the networks from the VRF associated with the 
network management VPN and imports them into all other VRFs. This lesson explains some of 
the requirements and the implementation solution for the managed CE routers service. 


Relevance 


It is important to be able to recognize the requirements of the network and to match them up 
with customer requests. This lesson looks at one such requirement and explains how to handle 
it. 


Objectives 


This lesson identifies the characteristics of the managed CE routers service. 


Upon completing this lesson, you will be able to: 

m= Identify the overall requirements of a managed CE routers VPN 

m= Identify the VRF and RD requirements of a managed CE routers VPN 

m= Identify the RT requirements of a managed CE routers VPN 

= Identify the command syntax that is required to configure a managed CE routers VPN 


Learner Skills and Knowledge 


To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


m= Basic understanding of MPLS components and VPN implementations, and familiarity with 
Cisco IOS platforms 


Outline 


6-50 


This lesson includes these topics: 


Overview 

Managed CE Routers 

VRF Creation and RD Overview 
Configuring Route Targets 
Configuring VRFs 

Summary 

Quiz 
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Managed CE Routers 


This topic identifies the overall requirements of a managed CE routers VPN. 


__ Managed CE Routers 


ee i mm mn mM 


Central Server 


¢ Central server network management system (NMS) 
needs access to loopback addresses of all CE routers 


¢ Very similar to central services and simple VPN: 
— All CE routers participate in central services VPN. 


— Only loopback addresses of CE routers need to be exported 
into central services VPN. 
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If the service provider is managing the customer routers, it is convenient to have a central point 
that has access to all CE routers but not to the other destinations at customer sites. This 
requirement is usually implemented by deploying a separate VPN for management purposes. 
This VPN needs to see all the loopback interfaces of all the CE routers. All CE routers have to 
see the network management VPN. The design is very similar to that of the central services 
VPN; the only difference is that you mark only loopback addresses to be imported into the 
network management VPN. 


Note The topology described in this lesson is sometimes referred to as a “gray” network 
management VPN implementation because all CE routers are accessed through a single 
link between the network management system (NMS) CE router and the network core. An 
alternative solution (a “rainbow” network management VPN), in which the NMS CE router 
has separate connections to each managed CE router, is usually used in combination with 
overlay VPNs (for example, Frame Relay networks). 
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VRF Creation and RD Overview 


This topic identifies the VRF and RD requirements of a managed CE routers VPN. 


VRF Creation and RD Overview 
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Central Server 


¢ Create one VRF per customer VPN per PE router. 
¢ Assign the same RD to each customer VRF. 

¢ Create an NMS VRF on the PE-CS router. 

¢ Assign a unique RD to the NMS VRF. 
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The VRF and RD design is the same as with central services VPNs. The only difference 
between this topology and the central services VPN topology combined with a simple VPN 
topology is the RT marking process during route export. 
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Configuring Route Targets 


This topic identifies the RT requirements of a managed CE routers VPN. 


_ Configuring Route Targets 


| vi mm mT TT 


Central Server : 
¢ Configure per-customer import-export route target in all 
customer VRFs 


¢ Configure NMS import-export route target in NMS VRF 
¢ Import routes with NMS RT into customer VRF 


¢ Export loopback addresses from customer VRF with RT 
NMS_Client 


¢ Import routes with RT NMS_Client into NMS VRF 
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This table shows an RD and RT numbering scheme for PE-1. 


PE-1 RD and RT Numbering Scheme 


VRF RD Import RT Export RT 
VPN-A 123:750 123:750 123:750 
123:101 123:100 
(NMS_ Client) 
VPN-B 123:760 123:760 123:760 
123:101 123:100 
(NMS_Client) 


This table shows an RD and RT numbering scheme for PE-CS. 


PE-CS RD and RT Numbering Scheme 


123:101 123:101 


123:100 
(NMS_ Client) 


Export RT 


123:101 
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Configuring VRFs 


This topic identifies the command syntax that is required to configure a managed CE routers 
VPN. 


Configuring VRFs 
NNN NTT Cietoam 


Meni 
Conta Server 


ip vrF Server 
md 1235756 wd 1235302 
rocte-target both 124: 75¢ roeute-tarnget both 125:101 
ravte-target. import 123:102 rente-target impert 123:100 
export ronto<msp MS 


sp vert VPH_D 

ed 123.75) 

route-target both 1£3:75i 

roate-map §ME 

matoh ap addrose 19 

@et extcommunity rt 123:100 additive 
access-list 10 permit 199.12.5.0 6.0.7 258 
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The figure shows a sample configuration for a customer VRF with differentiated RT export for 
loopback addresses according to the numbering scheme shown on the previous page. An export 
route map is used to match one part of the IP address space and attach an additional RT to the 
routes within this address space (CE router loopback addresses). 


Note The routing protocol between PE and CE routers has to be secured (with distribute lists or 
prefix lists) to prevent customers from announcing routes in the address space dedicated to 
network management; otherwise, customers can gain two-way connectivity to the network 
management station. 


The CE router loopback addresses are then imported into the server VPN based on the 
additional RT attached to them during the export process. 


Note This design allows client sites to send packets to the network management VPN regardless 
of the source address. Special precautions should be taken to protect the network 
management VPN from potential threats and denial-of-service attacks coming from 
customer sites. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


e The managed CE routers service allows the 
service provider to access the CE router for 
management purposes. 


° The service provider is given access to the CE 
router loopback address via an access list in the 
router export statement. 


¢ The VRF and RD design is the same as with 
central services VPNs. 


References 
For additional information, refer to this resource: 


™ Access www.cisco.com for additional information about VPNs. 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Ql) = Why do you need the managed CE routers service? 


Q2) What is the main difference between the managed CE routers service and the typical 
central services VPN topology? 


Q3) What syntax would you use for an export statement that limits the export to the 
loopback address of 192.168.10.1? 
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Quiz Answer Key 


Ql) If the service provider is managing the customer routers, it is convenient to have a central point that has 
access to all CE routers but not to the other destinations at customer sites. 


Relates to: Managed CE Routers 


Q2) The VRF and RD design is similar to that of a central services VPN. The managed CE routers service 
combines a service VPN and simple VPN topology like the central services VPN. However, the route 
export statement uses an access list to limit the exported addresses to the loopback address of the managed 
routers. 


Relates to: VRF Creation and RD Overview; Configuring Route Targets 


Q3) ip wrf VPN_A 
export route-map NMS 
route-map NMS 
match ip access-list 10 
set extcommunity rt 123:100 additive 
access-list 10 permit 192.160.10.1 0.0.0.255 


Relates to: VRF Creation and RD Overview; Configuring Route Targets; Configuring VRFs 
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MPLS Managed Services 


Overview 


Market forces are driving service providers to provide additional centralized services to their 
customers. In addition, these services need to be integrated with existing VPN service. To meet 
this need, Cisco has provided a set of VPN-aware managed services. This lesson discusses 
Cisco MPLS managed services, focusing on which service provider needs that they meet, and 
how they are implemented in an MPLS network. 


Relevance 


To successfully implement managed services, you need to understand the needs of the service 
provider, which kind of service can meet those needs, and how that service is implemented. 


Objectives 


This lesson identifies the features of Cisco managed services, focusing on where they can be 
applied and how they are implemented. 

Upon completing this lesson, you will be able to: 

m= Identify the Cisco MPLS VPN managed services 

= Describe the implementation of managed Network Address Translation 

= Describe the implementation of managed DHCP relay 

= Describe the implementation of managed on-demand address pools 

= Describe the implementation of managed HSRP and VRRP 


= Describe the implementation of managed multicast VPNs 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 
m™ Core MPLS knowledge 
™ MPLS VPN technology and configuration knowledge 
m= Basic NAT functionality and configuration knowledge 
m™ Basic DHCP relay functionality and configuration knowledge 
m= Basic on-demand address pools (ODAP) functionality and configuration knowledge 
= Basic Hot Standby Router Protocol (HSRP) functionality and configuration knowledge 


= Basic Virtual Router Redundancy Protocol (VRRP) functionality and configuration 
knowledge 


Outline 
This lesson includes these topics: 
m= Overview 
m Managed Services Overview 
m Network Address Translation 
= DHCP Relay 
= On-Demand Address Pools 
= HSRP and VRRP 
= Multicast VPNs 
= Summary 


= Quiz 
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Managed Services Overview 


This topic provides an overview of the Cisco MPLS VPN managed services. 


Managed Services Overview 
WOON OTT MOTT NTT TTT TTT TTT Cisco.com 


in-POP tN pai i 


Services MPLS Network 


c CE-B2 am 
10.88.2.0 10.88.2.0 ; 
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In modern networks, many end users have a need to connect to common services like e-mail, 
DHCP servers, and so on. Typically, these services have been provided by individual 
enterprises as part of their network. 


Cisco MPLS for Managed Shared Services is a set of features delivered in Cisco IOS software 
for enabling managed shared services for MPLS VPNs. Building on leading Cisco MPLS 
capabilities, service providers now can provide their enterprise clients all the connectivity 
benefits associated with Cisco MPLS VPNs while creating additional revenue streams by also 
providing economically attractive, IP services. 


Copyright © 2003, Cisco Systems, Inc. Complex MPLS VPNs 6-61 


Managed Services Overview (Cont.) 
: MOT ONAON TOT TTT OTTO TTT 


e Network Address Translation (NAT) 


¢ Dynamic Host Configuration Protocol (DHCP) 
relay for MPLS VPNs 


° On-demand address pools (ODAP) for MPLS 


VPNs 


¢ Hot Standby Router Protocol (HSRP) for MPLS 
VPNs 


° Virtual Router Redundancy Protocol (VRRP) for 
MPLS VPNs 


e Multicast VPNs 


Cisco has expanded its widely deployed MPLS VPN solution to include the following 
technologies in Cisco IOS software: 


Network Address Translation (NAT) for MPLS VPNs 

Dynamic Host Configuration Protocol (DHCP) relay for MPLS VPNs 
Ondemand address pools (ODAP) for MPLS VPNs 

Hot Standby Router Protocol (HSRP) for MPLS VPNs 

Virtual Router Redundancy Protocol (VRRP) for MPLS VPNs 
Multicast VPNs 


With these key new technologies, enterprise IP services can now be moved from the enterprise 
network into the MPLS VPN network of the service provider, and shared across multiple VPNs 
for greater operational leverage and economies of scale. 
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Managed Services Overview (Cont.) 
. RTT MUTI TTT ITT TNT TT 


¢ Cisco MPLS for Managed Shared Services can 
eliminate the following problems commonly 
associated with delivering advanced services to 
MPLS VPN customers: 


— Inefficiency in resource utilization 


—High traffic loads 
— Management complexity 
¢ Cisco MPLS technology incorporates features for: 
—More effectively managing shared IP services 
— Delivering multicast-based services 
— Adding flexibility to client service selection 
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Cisco MPLS for Managed Shared Services eliminates many of the problems—such as 
inefficiency in resource utilization, high traffic loads, and management complexity—commonly 
associated with delivering advanced services to MPLS VPN customers. The Cisco MPLS 
technology incorporates features for more effectively managing shared IP services, delivering 
multicast-based services, and adding flexibility to client service selection. 


The Cisco MPLS offering includes a number of VRF features that present opportunities for 
new IP services revenue streams, as well as for cost savings. NAT for MPLS VPNs, for 
instance, lets service providers more cost-effectively support services such as content hosting, 
enterprise resource planning (ERP) application hosting, and managed Internet access. Other 
features add support in the MPLS network for industry-standard protocols, as well as improve 
or automate routing control. The comprehensive collection of functions can help service 
providers eliminate many customer-expressed barriers to entry by ensuring that MPLS VPN 
business clients have access to the robust functionality that they expect in the enterprise 
environment. 


Cisco MPLS for Managed Shared Services also incorporates multicast VPN functionality to 
help service providers meet enterprise market demands for IP services essential in applications 
such as telecommuting. By reducing packet replication in the MPLS network, multicast VPN 
technology allows for massively scalable distribution of data, voice, and video streams. 
Utilizing multicast VPN features, service providers can leverage existing infrastructure 
resources to offer competitive services in videoconferencing, e-learning, and other Internet- 
based streaming applications. 


Taken together, the Cisco MPLS for Managed Shared Services features give service providers 


powerful new MPLS VPN functionality and versatility—without deployment or management 
complexity. 
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Network Address Translation 


This topic describes the implementation of NAT services in an MPLS VPN environment. 


Network Address Translation 
_ NAT Today 


nT TNT TT NNT TOT TTT 


ClECO.coM 


VPN A [y _Cy vena 


VPN ACY ez 
~~. ‘MPLS VPN Network 


¢ Enterprise pays for: 
— Leased links and router ports for Internet connectivity 
— Operations expenses and manageability of NAT 


* No revenues for service providers for NAT services or other shared 
services 
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In modern MPLS networks, enterprises have to pay for leased links and router ports for Internet 
connectivity in addition to VPN connectivity, as well as the operational expenses associated 
with internally managing NAT. While service providers can currently provide NAT services to 
their enterprise clients with additional router and NAT devices, it is a highly complex design. 
NAT for MPLS VPNs is a simpler and more flexible way to integrate NAT services within 
MPLS VPNs with a single network connection that provides both MPLS VPN connectivity and 
access to shared services. 


Because NAT for MPLS VPNs provides more economical NAT services, these services can be 
made more appealing to enterprise clients with a resulting revenue opportunity for service 
providers. 
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Network Address Translation (Cont.) 
NAT for Shared Services 


mr TTT ATO 


San 


— sot ——_Anat ce 
= MPLS VPN Network 


_- es 


Internet 


Mearacengerel beetles) vert 


o 
Managec Secunty Service 
vis Managed Firewall 


¢ Reduced CapEx and OpEx for the enterprise: 
— Leased lines and router ports for Internet connectivity go away 


— Reduces network complexity; and operations and 
manageability cost 


° Increased revenues for service providers: 
— Can provide outsourced NAT services to enterprises 


© 2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—6-8 


The integration of NAT with MPLS VPNs allows multiple MPLS VPNs to be configured on a 
single device to work together. NAT can differentiate which MPLS VPN that it receives IP 
traffic from even if the MPLS VPNs are all using the same IP addressing scheme. This 
enhancement enables multiple MPLS VPN customers to share services while ensuring that each 
MPLS VPN is completely separate from the other. 


MPLS service providers would like to provide value-added services such as Internet 
connectivity, Domain Name System (DNS) servers, and Voice over IP (VoIP) to their 
customers. These additions require that customer IP addresses be different when reaching the 
services. Because MPLS VPNs allow customers to use overlapped IP addresses in their 
networks, NAT must be implemented to make the services possible. 

Cisco NAT for MPLS VPNs provides the following: 

= A simple and more flexible way of integrating NAT with MPLS VPNs 


= Automatic management of the overlapping of VPN address spaces (allowable in MPLS 
VPNs) to ensure that addresses are mapped correctly in shared-services applications 


= Centralized delivery of full-VPN NAT services 
m NAT redundancy (NAT can be configured on one or more PE routers) 


Cisco NAT for MPLS VPNs eliminates the requirement for physical connectivity between a 
shared service and the provider network that is performing NAT. 
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Network Address Translation (Cont.) 
=a SO TANT TT OTT TTT 
° Inside interface can be any type of interface 
(both MPLS and non-MPLS). 


¢ Outside interface: 


— Can be part of a VRF or a regular “generic” physical or 
logical interface. 


— MPLS label switching cannot be enabled on these 


interfaces. 
¢ NAT can be configured on one or more PEs for redundancy: 


— The ‘shared service’ does not need to be physically 
connected to the PE device performing NAT. 
— NAT pools must be unique. 
¢ NAT will inspect all traffic routed VRF-to-VRF or 
VRF-to-global. 


¢ Maintains support for all existing applications and protocols 
in an MPLS VPN environment. 
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NAT can be implemented on the PE route in the following scenarios: 


Service point: Shared access can be from a generic interface or from a VPN interface. 


NAT point: NAT can be configured on the PE router that is directly connected to the 
shared access gateway, or on the PE router that is not directly connected to the shared 
access gateway. 


NAT interface: The shared access gateway interface is most often configured as the 
outside interface of NAT. The inside interface of NAT can be either the provider edge- 
customer edge (PE-CE) interface of a VPN, the interface to the MPLS backbone, or both. 
The shared access gateway interface can also be configured as the inside interface. 


Routing type: Common service can be Internet connectivity or a common server. For 
Internet connectivity, a default route should be propagated to all the VPN customers that 
use the service. For common server access, a static or dynamically learned route should be 
propagated to the VPN customers. 


NAT configuration: NAT can have different configurations: static, dynamic, 
pool/interface overloading, and route map. 


The concept of VPN-aware NAT is very similar to classic NAT. Inside and outside interfaces 
serve the same function as in classic NAT; only the location of the NAT service is changed. An 
inside interface can be any type of interface. An outside interface can be part of a VRF or a 
regular “generic” physical or logical interface, but MPLS cannot be enabled on these interfaces. 


The “shared service” does not need to be physically connected to the PE device performing 
NAT. In addition, NAT can be configured on one or more PEs for redundancy. 


NAT will inspect all traffic routed VRF-to-VRF or VRF-to-global to determine when and 
where NAT should be applied. 


VPN-aware NAT also maintains support for all existing applications and protocols in an MPLS 
VPN environment. 
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Network Address Translation n (Cont. ) 


NT TTT TTT TONE TH THM Cisco.com 


Shared Services |VRF| INSIDE | OUTSIDE | 
| A | 10.88.11 | 172.0.0.1 


B 10.86.1.1 1720.11 


10.88.3.1 172.0.1.2 
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There are two approaches to implementing NAT in the MPLS VPN network. NAT can be 
implemented on the CE router, which is already supported by NAT, or it can be implemented 
on a PE router. Integration of NAT with MPLS VPNs enables the implementation of NAT on a 
PE router in an MPLS cloud. 


The figure presents an example of VPN-aware NAT. CE-A1, CE-A2, CE-B1, and CE-B2 are 
clients in VRF-A and VRF-B. Packets from these clients destined for the shared service are 
routed to the inside interface of the NAT PE over their respective VPNs. At the NAT PE, the 
address translation process replaces the inside source address with the outside source address 
from the NAT table and forwards the packet to the shared service. 
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Network Address Translation (Cont.) 


Implementation with Multiple NAT pools 
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interface seriall 
igi nak inside 
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The figure presents an example of VPN-aware NAT configuration for two VPNs, A and B. 
NAT services are being configured on the PE router connected to the shared services. As 
indicated earlier, the NAT services can also be configured on any other router that is part of the 
VPN. 


NAT pools are configured with a standard NAT configuration command: ip nat pool. Only one 
NAT pool is required; however, in this example, there are two pools, one for each VPN in order 
to allow for easy address administration. The NAT pools are assigned to their respective VPNs 
using the ip nat inside pool command. 


NAT services are applied to the interfaces using the ip nat command. 


Because the outside interface is not participating in the VPN, the VPN VRF would not 
normally know of its existence. A static default route is created, pointing to the next-hop 
address of the shared services for each VPN, by using the ip route vrf command with the 
global keyword. 


For further information see the following: 


= = http://www.cisco.com/en/US/partner/products/sw/iosswrel/ps1839/products_ feature _guide 
09186400801 145f5.html#22289 
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DHCP Relay 


This topic describes the implementation of managed DHCP relay services in an MPLS VPN 
environment. 


DHCP Relay 
DHCP Today 


MOUNT MTT TTT TT TTT 


VPNA | J 
a 


‘MPLS VPN Network 


i 


DHCP 
Request and Reply 
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Current implementations of DHCP suffer from a couple issues: 
m= Even if they are collocated, there is a replication of DHCP servers per VPN. 


m There is no added value from the service provider. 
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DHCP Relay (Cont.) 
DHCP Support for Shared Services 
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Service providers can take advantage of another centralized service to support DHCP clients. 
DHCP Relay for MPLS VPNs enables a DHCP relay agent to forward information about the 
DHCP request and the VPN association when forwarding client-originated DHCP packets to a 
DHCP server. The DHCP server can then use that information to interpret IP addresses or other 
parameter-assignment policies. The DHCP relay agent information option is organized as a 
single DHCP option that contains one or more suboptions (VPN identifier, subnet selection, 
and server identifier override) to convey information known by the relay agent. 


The DHCP relay agent information option (option 82) enables a DHCP relay agent to include 
information about itself when forwarding client-originated DHCP packets to a DHCP server. 
The DHCP server can use this information to implement IP address or other parameter- 
assignment policies. The DHCP relay agent information option is organized as a single DHCP 
option that contains one or more suboptions that convey information known by the relay agent. 


In some environments, a relay agent resides in a network element that also has access to one or 
more MPLS VPNs. A DHCP server that wants to offer service to DHCP clients on those 
different VPNs needs to know the VPN in which each client resides. The network element that 
contains the relay agent typically knows about the VPN association of the DHCP client and 
includes this information in the relay agent information option. 
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DHCP Relay (Cont.) 
Corporate DHCP Server 
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In this two-VPN example, a corporate DHCP server and a DHCP client have been added to 
VPN A. The client broadcasts a DHCP request to the local relay. The local relay converts the 
broadcast to a unicast request for the DHCP server and adds the VPN ID. This request is 
forwarded to the egress PE router based upon the DHCP server address. From the egress PE 
router, it is forwarded to the DHCP server. 


The DHCP server assigns the client an address and replies to the DHCP relay, which in turn 
forwards the reply to the client. 


The relay agent uses the VPN identifier suboption to tell the DHCP server the VPN for every 
DHCP request that it passes on to the DHCP server. This suboption is also used to properly 
forward any DHCP reply that the DHCP server sends back to the relay agent. The VPN 
identifier suboption contains the VPN ID configured on the incoming interface to which the 
client is connected. If you configure the VRF name but not the VPN ID, the VRF name is used 
as the VPN identifier suboption. If the interface is in global routing space, the VPN suboptions 
are not added. 


The subnet selection suboption allows the separation of the subnet where the client resides from 
the IP address used to communicate with the relay agent. In typical DHCP processing, the 
gateway address specifies both the subnet on which a DHCP client resides and the IP address 
that the server can use to communicate with the relay agent. Situations exist where the relay 
agent needs to specify a subnet on which a DHCP client resides that is different from the IP 
address that the server can use to communicate with the relay agent. The subnet selection 
suboption is included in the relay agent information option and passed on to the DHCP server. 
The gateway address is changed to the outgoing interface of the relay agent toward the DHCP 
server. The DHCP server uses this gateway address to send reply packets back to the relay 
agent. 
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The server identifier override suboption value is copied in the reply packet from the DHCP 
server instead of the normal server ID address. The server identifier override suboption 
contains the incoming interface IP address, which is the IP address on the relay agent that is 
accessible from the client. Using this information, the DHCP client sends all renew and release 
packets to the relay agent. The relay agent adds all of the VPN suboptions and then forwards 
the renew and release packets to the original DHCP server. 


After the relay agent has added these suboptions to the DHCP relay agent information option, 
the gateway address is changed to the outgoing interface of the relay agent toward the DHCP 
server. When the packets are returned from the DHCP server, the relay agent removes the relay 
agent information options and forwards the packets to the DHCP client on the correct VPN. 
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DHCP Relay (Cont.) 
Shared DHCP Server 
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In this example, the corporate DHCP server has been replaced with a shared DHCP server 
provided by the service provider. Because the server is shared between VPNs, a NAT PE could 
also be included to provide address translation. 


The client broadcasts a DHCP request to the local relay. The local relay converts the broadcast 
to a unicast request for the shared DHCP server and adds the VPN ID. This request is 
forwarded to the egress PE router via the NAT PE based upon the DHCP server address. At the 
NAT PE, an address translation is performed and the request is forwarded to the DHCP server. 


The DHCP server assigns the client an address from the VPN pool and replies to the DHCP 
relay, which in turn forwards the reply to the client. 
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DHCP Relay (Cont.) 
Configuration 
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The figure presents an example of a typical DHCP relay configuration. 


The dhep relay information option vpn command enables the system to insert VPN 
suboptions into the DHCP relay agent information option in forwarded BOOTREQUEST 
messages to a DHCP server and sets the gateway address to the outgoing interface toward the 
DHCP server. The VPN suboptions are also added to the BOOTP broadcast packets when the 
command is configured. 


The DHCP server address is configured using the ip helper-address vrf command. 


Note For simplicity, this example uses two separate interfaces for the VPNs. They could also be 
supported using Inter-Switch Link Protocol (ISL) and subinterfaces. Additional DHCP 
configuration options are available. See the Cisco |OS documentation for further information. 


For further information see the following: 


= = http://www.cisco.com/en/US/partner/products/sw/iosswrel/ps1839/products feature guide 
09186a0080087d3c.html 
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On-Demand Address Pools 


This topic describes the implementation of managed ODAP services in an MPLS VPN 
environment. 
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Today, service providers face the following challenges when it comes to efficient management 
of IP address space for customers: 


m Address management is independent but inefficient. 


m™ Providers need to manage addresses manually and allocate them to RADIUS or DHCP 
servers. 


™ Once site thresholds are reached, new addresses have to be manually allocated. 
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On-Demand Address Pools (Cont.) 
Shared Service 
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With MPLS VPNs, service providers have to allocate their IP address pools to independent 
RADIUS or DHCP servers for each VPN. Once the site threshold has been reached, new 
addresses have to be provided manually. With ODAP for MPLS VPNs, this process can now be 
fully automated and provided as a shared service on one or more servers. When the site 
threshold is exceeded, ODAP automates the process of expanding the overall address pool, 
reducing network loading, and performing configuration. 


The Cisco ODAP for MPLS VPNs feature provides the following: 
= Capabilities for automated control 


= Support for MPLS VPNs, with addresses assigned per subnet, per interface 


m Easy monitoring capabilities (pool manager can assess address utilization and expand the 
pool as needed) 


= Simplified VPN setup (upon configuration, pool manager can request an initial subnet from 
the address pool server) 
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On-Demand Address Pools (Cont.) 


Provisioning and Startup 
MOON TNT MOTT MATT ATT TTT TTT TT Cisco.com 


10.88.1.0/25 
use 10.68 1.126/25 _ e (CNR 5.5) 
RAMILS Server 
eo DECP+ (ii) 
Fez) 


0.88.10 MPLS-VPN 


— 
CE-81 


10.86.10 


105 DHCP 


bladed Sarver 


¢ PE router is configured for ODAP. 
* ODAP requests initial pool for VRF-A from server. 


¢ Server replies with the initial address pool. 
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As soon as the DHCP server is enabled on the PE router that has ODAP enabled, the PE router 
will request an initial address pool from its designated server. 
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On-Demand Address Pools (Cont.) 
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¢ End station makes DHCP request. 


¢ DHCP server fulfills request from pool — 
reaches 90 percent. 
* ODAP pool manager requests expansion. 


¢ Server allocates another subnet and replies. 
¢ PE adds subnet routing information to VRF. 
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The PE router will honor DHCP requests and assign addresses until its address pool is 90 
percent depleted. At this point it will request an extension of the address pool from its 
designated server. 
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On-Demand Address Pools (Cont.) 
_VRF Pool Example 
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In this example, the PE router is configured as a DHCP server with ODAP, and a second router 
is configured to be a subnet allocation server for VNP A. 


On the PE router, a DHCP pool named “A_pool” has been created. This pool is associated with 
VPN A. Three new commands have been introduced to the DHCP command presented in the 
previous topic. To configure an address pool as an ODAP, use the origin command. The 
subnet size initial size option is used to set the initial size of the first requested subnet. You can 
enter size as either the subnet mask (nnnn.nnnn.nnnn.nnnn) or prefix size (/nn). The autogrow 
size option is used to specify that the pool can grow incrementally. The size argument is the 

size of the requested subnets when the pool requests additional subnets (upon detection of high 


utilization). You can enter size as either the subnet mask (nnnn.nnnn.nnnn.nnnn) or prefix size 
(/nn). 


To configure the high-utilization mark of the current address pool size, use the utilization 
mark high command in DHCP pool configuration mode. To configure the low utilization mark 
of the current address pool size, use the utilization mark low command in DHCP pool 
configuration mode. 


On the ODAP server, a VRF subnet allocation pool named “VRF-POOL,” which allocates 
subnets from the 172.16.0.0/16 network, has been configured to match the VRF named “A.” 
The configuration of the subnet prefix-length command in this example configures the size of 
each subnet that is allocated from the subnet pool to support 62-host IP addresses. 


Note Additional DHCP and ODAP configuration options are available. Reference the Cisco l|OS 
documentation for further information. 
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HSRP and VRRP 


This topic describes the implementation of managed HSRP and VRRP services in an MPLS 
environment. 


HSRP and VRRP Today 
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° Benefits: 
— Protect against first-hop router failure. 


= noe access a virtual IP Address that represents a cluster of gateway 
routers. 


— If a gateway router fails, others in the cluster automatically take over. 
— There are special considerations when used with MPLS VPNs. 
° Limits: 
— CE redundancy only. 
— Dual homing to PEs can be done but does not provide fast failover. 


© 2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—6-41 


Today, service providers face challenges when it comes to implementing an efficient 
redundancy scheme. To address many of these issues, Cisco has offered HSRP and VRRP, 
which have provided several benefits: 


= Both protocols protect against first-hop router failure. 
= Hosts access a virtual IP address that represents a cluster of gateway routers. 


m= Ifa gateway router fails, others in the cluster automatically take over. 


However, when implemented in a VPN environment, these protocols have limitations: 
m™ They provide CE redundancy only. 


= Dual homing to PEs can be done but does not provide fast failover. 
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HSRP and VRRP Today (Cont.) 
Support for MPLS VPNs 
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¢ Improved network availability 
« HSRP: 
— Transparent network topology modifications 
— Simple, centralized control of hot standby parameters 
¢ VRRP: 
— Standards-based protocol 
— The flexibility to choose the protocol that best suits each environment 
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Cisco MPLS for Managed Shared Services also provides HSRP support on MPLS VPN 
interfaces. This feature provides transparent “first-hop IP routing” redundancy for workstations 
or routers connected to interfaces within the MPLS VPN. HSRP creates a hot standby router 
group with a lead router that services all packets sent to the hot standby address. Other routers 
within the group monitor the lead router. If the lead fails, a standby router inherits the lead 
position as well as the hot standby address. The HSRP protocol allows specification of active 
routers, pre-emption delays, hold times, and interface status tracking. 


The benefits of HSRP for MPLS VPNs include the following: 

= Improved network availability 

m= Transparent network topology modifications 

= Simple, centralized control of hot standby parameters 

Similar to HSRP, VRRP allows a group of routers to function as one virtual router. Cisco 
MPLS for Managed Shared Services includes VRRP for MPLS VPNs by enabling the group of 
routers to share one virtual IP address and one virtual MAC address. One master router 
performs packet forwarding for the local hosts, and the rest of the routers within the group can 
act as backup routers to protect from failures of the master. With VRRP, the backup routers 
stay idle as far as packet forwarding is concerned. 

The benefits of VRRP for MPLS VPNs include: 

= Improved network availability 

m Standards-based protocol 


= The flexibility to choose the protocol that best suits each environment 
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HSRP and VRRP Today (Cont.) 


VPN A HSRP Example 
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The creation of a VPN-aware HSRP is a combination of the standard MPLS VPN and HSRP 
commands. In this example, a VPN-aware HSRP is created for VPN A. MPLS forwarding has 
been enabled on Ethernet0, and the virtual IP address has been configured as 10.2.0.20. 


Implementing Cisco MPLS (MPLS) v2.0 
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Multicast VPNs 


This topic describes the implementation of managed multicast VPN services in an MPLS VPN 
environment. 


_ Multicast VPNs Today 
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¢ Scalability — an issue 
¢ Highly inefficient 
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Historically, IPinIP generic routing encapsulation (GRE) tunnels were the only way to connect 
through a service provider network. Although such tunneled networks tend to have scalability 
issues, they represented the only means of passing IP multicast traffic through a VPN. 


MPLS was derived from tag switching, and various other vendor methods of IP switching 
support enhancements in the scalability and performance of IP-routed networks by combining 
the intelligence of routing with the high performance of switching. MPLS is now used for 
VPNs, which is an appropriate combination because MPLS decouples information used for 
forwarding of the IP packet (the label) from the information carried in the IP header. 


A multicast VPN allows an enterprise to transparently interconnect its private network across 
the network backbone of a service provider. The use of a multicast VPN to interconnect an 
enterprise network in this way does not change the way that the enterprise network is 
administered nor does it change general enterprise connectivity. 


The multicast VPN feature in Cisco IOS software provides the ability to support the multicast 
feature over a Layer 3 VPN. As enterprises extend the reach of their multicast applications, 
service providers can accommodate these enterprises over their MPLS core network. IP 
multicast is used to stream video, voice, and data to an MPLS VPN network core. 


A VPN represents network connectivity across a shared infrastructure, such as an Internet 
service provider (ISP). Its function is to provide the same policies and performance as a private 
network, at a reduced cost of ownership, thus creating many opportunities for cost savings 
through operations and infrastructure. 


Copyright © 2003, Cisco Systems, Inc. Complex MPLS VPNs 6-83 


6-84 


Multicast VPNs Today (Cont.) 
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Enabling service providers with MPLS VPN networks to offer multicast 
services to their enterprise clients 


Minimizing configuration time and complexity—configuration is 
required only at edge routers 


Ensuring transparency of the service provider network 


Providing the ability to oon build advanced enterprise-friendly 
services such as virtual multicast networks 


Increasing network scalability 
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By implementing native multicast functionality inside their MPLS VPN networks, service 
providers can now monetize multicast services. Service providers can utilize current resources 
to support bandwidth-hungry streaming services such as telecommuting, videoconferencing, e- 
learning, and a host of other business applications. Cisco multicast VPN technology helps 
improve the efficiency of the bandwidth-hungry applications of enterprise networks by 
eliminating the packet replication and performance issues associated with distribution of 
multicast traffic. 


Multicast VPNs benefit service providers by accomplishing the following: 


Enabling service provider with MPLS VPN networks to offer multicast services to their 
enterprise clients 


Minimizing configuration time and complexity—configuration is required only at edge 
routers 


Ensuring transparency of the service provider network 


Providing the ability to easily build advanced enterprise-friendly services such as virtual 
multicast networks 


Increasing network scalability 
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Multicast VPNs Today (Cont.) 
Terminology 
wll 


e mVPN: VPN that supports multicast natively 


¢ Multicast VRF (MVRF): VRF that supports unicast and 
multicast tables 


e Multicast distribution tree (MDT): A multicast tree, built in 
the core network between PE and P routers, that 
distributes multicast traffic between sites 


¢ Default MDT: Default MDT group used for control traffic 
and flooding channel for dense-mode and low-bandwidth 
groups. 


e Data MDT: MDT group created on demand for mVPN (S,G) 
pairs, usually high-bandwidth traffic 
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VPN-aware multicast technology has introduced a new set of terminology. 


Multicast VPNs introduce multicast routing information to the VRF table. When a PE router 
receives multicast data or control packets from a CE router, forwarding is performed according 
to information in the multicast virtual routing and forwarding instance (MVRF). 


A set of MVRFs that can send multicast traffic to each other constitutes a multicast domain. For 
example, the multicast domain for a customer that wanted to send certain types of multicast 
traffic to all global employees would consist of all CE routers associated with that enterprise. 
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Multicast VPNs Today (Cont.) 
Default MDT 
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Multicast VPNs establish a static default MDT for each multicast domain. The default MDT 
defines the path used by PE routers to send multicast data and control messages to every other 
PE router in the multicast domain. 


In the example here, a service provider has a multicast customer with offices in San Francisco, 
Los Angeles, New York, and Dallas. A one-way multicast presentation is occurring in Los 
Angeles. The service provider network supports all three sites associated with this customer, in 
addition to the site of a different enterprise customer. 


The default MDT for the enterprise customer consists of provider routers and their associated 


PE routers. The other PE router is not part of the default MDT, because it is associated with a 
different customer. 


6-86 Implementing Cisco MPLS (MPLS) v2.0 Copyright © 2003, Cisco Systems, Inc. 


Multicast VPNs Today (Cont.) 
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Multicast VPNs also support the dynamic creation of MDTs for high-bandwidth transmission. 
Data MDTs are a feature unique to Cisco IOS software. Data MDTs are intended for high- 
bandwidth sources such as full-motion video inside the VPN to ensure optimal traffic 
forwarding in the MPLS VPN core. The threshold at which the data MDT is created can be 
configured on a per-router or a per-VRF basis. 


When the multicast transmission exceeds the defined threshold, the sending PE router creates 
the data MDT and sends a User Datagram Protocol (UDP) message that contains information 
about the data MDT to all routers in the default MDT. The statistics to determine whether a 
multicast stream has exceeded the data MDT threshold are examined once every 10 seconds. If 
multicast distributed switching is configured, the time period can be up to twice as long. 


Data MDTs are created only for (S, G) multicast route entries within the VRF multicast routing 
table. They are not created for (*, G) entries regardless of the value of the individual source 
data rate. 


In the example here, an employee joins the multicast session. The PE router associated with the 
employee site sends a join request that flows across the default MDT for the multicast domain 
of the customer. The PE router associated with the multicast session source receives the 
request. 


The source CE router begins to send the multicast data to the associated PE router, which sends 
the multicast data along the default MDT. Immediately after sending the multicast data, the 
source PE router recognizes that the multicast data exceeds the bandwidth threshold at which a 
data MDT should be created. Therefore, the PE router creates a data MDT, sends a message to 
all routers using the default MDT that contains information about the data MDT, and, 3 seconds 
later, begins sending the multicast data for that particular stream using the data MDT. Only the 
PEs routers that have interested receivers for this source will join the data MDT and receive 
traffic on it. 


PE routers maintain a Protocol Independent Multicast (PIM) relationship with other PE routers 
over the default MDT, and a PIM relationship with their directly attached PE routers. 


Copyright © 2003, Cisco Systems, Inc. Complex MPLS VPNs 6-87 


The figure depicts the final flow of multicast data sourced from the multicast sender in Los 
Angeles to the multicast clients in New York and Dallas. Multicast data sent from the multicast 
sender is delivered in its original format to its associated PE router using sparse mode, bidir, or 
Source Specific Multicast (SSM). This PE router then encapsulates the multicast data and sends 
it across the data MDT using the configured MDT data groups. The mode used to deliver the 
multicast data across the data MDT is determined by the service provider and has no direct 
correlation with the mode used by the customer. The PE router in New York receives the data 
along the data MDT. That PE router de-encapsulates the packet and forwards it in its original 
format toward the multicast client using the mode configured by the customer. 
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Multicast VPNs Today (Cont.) 
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PIM Adjacency 


° Pand PE routers multicast-enabled. 
* Global multicast routing tables in the provider network. 
¢ Globally, PEs configured to run PIM (global instance) with adjacent P routers. 
¢ Multicast-enabled VPNs have a VPN multicast routing table (MVRF). 
e No requirement to run same multicast protocols in the customer and provider network. 
° If PIMis configured, PEs maintain PIM adjacencies with CE devices: 
— No PIM adjacency between CEs devices non directly connected 
Normal PIM configuration in customer network: 
— RPs, and so on 
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For every multicast domain of which an MVRF is a part, the PE router creates a multicast 
tunnel interface. A multicast tunnel interface is an interface that the MVRF uses to access the 
multicast domain. It can be thought of as a conduit that connects an MVRF and the global 
MVRF. One tunnel interface is created per MVRF. 


To support VPN-aware multicast systems, PIM multicast (PIM, SSM, and so on) capability 
must be enabled on all affected P and PE routers. This addition results in a global multicast 
routing table being created in the provider network routers. The PE routes that have been 
configured to run PIM (global instance) will establish a PIM adjacency with neighboring P 
routers. 


Multicast-enabled VPNs will create a VPN multicast routing table ©MVRF). 

There is no requirement to run the same multicast protocols in the customer and provider 
network. If PIM is configured as the CE-to-PE multicast protocol, the PE devices maintain PIM 
adjacencies with CE devices. No PIM adjacency will be established between CE devices that 


are not directly connected. 


Normal PIM configuration (for example, rendezvous point [RP], RR, confederations) is 
accomplished in the customer network. 
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Multicast VPNs Today (Cont.) 
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Configuring VPN-aware multicast capability is a combination of standard VPN, standard 
multicast, and new VPN-aware multicast commands. 


Enabling a VPN for Multicast Routing 
This task enables a VPN for multicast routing. 


PIM 


PIM can operate in dense mode or sparse mode. It is possible for the router to handle both 
sparse groups and dense groups at the same time. 


In dense mode, a router assumes that all other routers want to forward multicast packets for a 
group. If a router receives a multicast packet and has no directly connected members or PIM 
neighbors present, a prune message is sent back to the source. Subsequent multicast packets are 
not flooded to this router on the pruned branch. PIM builds source-based multicast distribution 
trees. 


In sparse mode, a router assumes that other routers do not want to forward multicast packets for 
a group, unless there is an explicit request for the traffic. When hosts join a multicast group, the 
directly connected routers send PIM join messages toward the RP. The RP keeps track of 
multicast groups. Hosts that send multicast packets are registered with the RP by the first-hop 
router of that host. The RP then sends join messages toward the source. At this point, packets 
are forwarded on a shared distribution tree. If the multicast traffic from a specific source is 
sufficient, the first-hop router of the host may send join messages toward the source to build a 
source-based distribution tree. 
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Fast Switching and IP Multicast 


Fast switching of IP multicast packets is enabled by default on all interfaces (including GRE 
and Distance Vector Multicast Routing Protocol [DVMRP] tunnels), with one exception: It is 
disabled and not supported over X.25 encapsulated interfaces. Note the following properties of 
fast switching: 


= If fast switching is disabled on an incoming interface for a multicast routing table entry, the 
packet is sent at process level for all interfaces in the outgoing interface list. 


= If fast switching is disabled on an outgoing interface for a multicast routing table entry, the 
packet is process-level switched for that interface, but may be fast-switched for other 
interfaces in the outgoing interface list. 


Disable fast switching if you want to log debug messages, because when fast switching is 
enabled, debug messages are not logged. 


Prerequisites 


You must enable PIM sparse mode on the interface that is used for BGP peering. Configure 
PIM on all interfaces used for IP multicast. Cisco recommends configuring PIM sparse mode 
on all physical interfaces of PE routers connecting to the backbone. Cisco also recommends 
configuring PIM sparse mode on all loopback interfaces if they are used for BGP peering or if 
their IP address is used as an RP address for PIM. 


In order to be able to use Auto-RP within a VRF, the interface facing the CE must be 
configured for PIM sparse-dense mode. 


In this example, multicast and MPLS capability have been enabled at the global and interface 
levels using the standard commands. A VPN named “A” has been created and multicast- 
enabled using the new ip multicast-routing vrf command. The default MDT group for a VRF 
is configured using the mdt default command. The multicast group address range for data 
MDT groups is configured using the mdt data group-address-range wildcard-bits [threshold 
threshold-value] [list access-list] command. 


For further information see the following: 
m@ = http://www.cisco.com/en/US/partner/tech/tk828/tk363/tech_digest09186a00801a64a3 html 


m= = http://www.cisco.com/en/US/partner/products/sw/iosswrel/ps1829/products_ feature guide 
09186a00801039b0.html 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


¢ Support for expanded VPN-aware service offerings to 
meet service provider needs to implement central 
services 


¢ Simpler implementation and scaling of full-mesh 
topologies than that provided by classic central service 
implementations 


¢ Improved utilization of existing resources resulting in 
reduced capital expenditures 


° Services offered: 
— Network Address Translation 
— DHCP Relay 
— On-Demand Address Pools 
—HSRP and VRRP 
— Multicast VPNs 
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References 


For additional information, refer to this resource: 


m Access www.cisco.com for additional information about Cisco managed services. 


Next Steps 
For the associated lab exercise, refer to these sections of the course Lab Guide: 
m= Lab Exercise 6-1: Overlapping VPNs 
m Lab Exercise 6-2: Merging Service Providers 


= Lab Exercise 6-3: Common Services VPN 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


Q6) 


Q7) 


What are the steps that you need to take to enable a VPN-aware NAT service on an 


existing MPLS network? 


When you are implementing a VPN-aware DHCP relay service, which command do 


you use to configure the DHCP server address? 


When you are implementing a VPN-aware DHCP relay service, how does the DHCP 


server know which VPN that a request comes from? 


When you are implementing a VPN-aware ODAP service, where does the DHCP 


server get its initial address pool from? 

A) It requests it from the ODAP server. 

B) It requests it from the DHCP relay agent. 

C) It is configured with the ip nat pool command on the DHCP server. 
D) It is configured with the ip dhcp pool command on the ODAP server. 


How is a VPN-aware HSRP or VRRP service implemented? 


Which type of traffic flows over the default MDT? 


What is a data MDT? 
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Quiz Answer Key 


Ql) Create the NAT address pool (ip nat pool ) 
Assign the address pool to the VRF (ip nat inside source) 
Enable NAT on the interfaces (ip nat outside and ip nat inside) 
Create a static address to the next hop (ip route vrf) 


Relates to: Network Address Translation 


Q2) _ ip helper-address vrf 
Relates to: DHCP Relay 


Q3) = The DHCP relay agent inserts the VPN ID into the DHCP request. 
Relates to: DHCP Relay 


Q4) A 


Relates to: On-Demand Address Pools 


Q5) Enable a VRF on the interface and then configure the HSRP or VRRP service using the standard 
commands. 


Relates to: HSRP and VRRP 


Q6) Control traffic and flooding channel for dense-mode and low-bandwidth groups. 
Relates to: Multicast VPNs 


Q7) an MDT group created on demand for mVPN (S,G) pairs, usually high-bandwidth traffic 
Relates to: Multicast VPNs 
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Module 7 | 


Internet Access from an MPLS 
VPN 


Overview 


Integrating Internet access with a Multiprotocol Label Switching (MPLS) Virtual Private 
Network (VPN) solution is one of the most common service provider business requirements. 
This module provides a good understanding of underlying design issues, several potential 
design scenarios, and some sample configurations. Various topologies and implementation 
methods are discussed, along with ways to separate Internet access from VPN services. 


Module Objectives 


Upon completing this module, you will be able to describe the various Internet access 
implementations available and the benefits and drawbacks of each model. This ability includes 
being able to do the following: 


= Describe MPLS VPN Internet topologies 
= Describe VPN Internet access implementation methods 
m= Describe methods to separate Internet access from VPN services 


™ Describe the characteristics of Internet access solutions in which Internet access is provided 
through a separate VPN 


Module Outline 


The module contains these lessons: 

m VPN Internet Access Topologies 

m VPN Internet Access Implementation Methods 
m Separating Internet Access from VPN Services 


m Internet Access as a Separate VPN 
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VPN Internet Access 
Topologies 


Overview 


This lesson identifies the characteristics of the different modules that are used to combine 
Internet access with VPN services. 


Relevance 


This lesson is a crucial one for learners planning to enhance their usage of network resources 
using MPLS VPNs. 


Objectives 
This lesson identifies the characteristics of the different modules that are used to combine 
Internet access with VPN services. 
Upon completing this lesson, you will be able to: 
m= Describe the characteristics of classical Internet access for a VPN customer 
m= Describe the characteristics of Internet access from every customer site 
m= Describe the characteristics of Internet access through a central firewall service 


= Describe the characteristics of a wholesale Internet access service 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 
= Successful completion of the “Complex MPLS VPNs” module of this course 


Outline 


7-4 


This lesson includes these topics: 


Overview 

Classical Internet Access for a VPN Customer 
Internet Access from Every Customer Site 

Internet Access Through a Central Firewall Service 
Wholesale Internet Access 

Summary 

Quiz 
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Classical Internet Access for a VPN Customer 


This topic describes the typical way that VPN customers who have not implemented MPLS 
access the Internet. 


Classical Internet Access for a VPN 
Customer 
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. | Customer VPN Internet 
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° The VPN customer connects to the Internet only through a 
central site (or a few central sites). 


° A firewall between the customer VPN and the Internet is 
deployed only at the central site. 
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Classical Internet access is implemented through a (usually central) firewall that connects the 
customer network to the Internet in a secure fashion. The private network of the customer (or 
VPN if the customer is using a VPN service) and the Internet are connected only through the 
firewall. 
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Classical Internet Access Addressing 
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Public Addresses 


¢ Customer can use private address space. 


¢ The firewall provides Network Address Translation (NAT) 
between the private address space and the small portion 
of public address space assigned to the customer. 
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Addressing requirements for this type of connection are very simple: 
m The customer is assigned a small block of public address space used by the firewall. 
m™ The customer typically uses private addresses inside the customer network. 


= The firewall performs Network Address Translation (NAT) between the private addresses 
of the customer and the public addresses assigned to the customer by the Internet service 
provider (ISP). Alternatively, the firewall might perform an application-level proxy 
function that isolates private and public IP addresses. 
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Classical Internet Access for a VPN 


Customer 
Cisco.com 


Customer VPN 


Benefits: 


¢ Simple, well-known setup. 
e Only a single point needs to be secured. 
Drawback: 


¢ All Internet traffic from all sites goes across 
the central site. 
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There are a number of benefits associated with the classical design: 


m= It is a well-known setup used worldwide for Internet connectivity from a corporate 
network. Access to expertise needed to implement such a setup is thus simple and 
straightforward. 


m= There is only one interconnection point between the secure customer network and the 
Internet. Security of the Internet access needs to be managed only at this central point. 


The major drawback of this design is the traffic flow—all traffic from the customer network to 
the Internet has to pass through the central firewall. While this might not be a drawback for 
smaller customers, it can be a severe limitation for large organizations with many users, 
especially when the users are geographically separated. 
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Internet Traffic Flow in an MPLS VPN 


| CE-internet 


r Pi 


Firewall 


CE-Site-3 SI CE-Central - 


¢ Internet traffic flow becomes a more serious issue 
in combined VPN and Internet backbones. 


¢ Some customers would like to optimize traffic flow 
and gain access to the Internet from every site. 
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The traffic flow issue becomes even more pronounced when the customer VPN (based on, for 
example, MPLS VPN services) and the Internet traffic share the same service provider 
backbone. In this case, the traffic from a customer site may have to traverse the service 
provider backbone as VPN traffic, and then return into the same backbone by the corporate 
firewall, ending up at a server very close to the original site. 


Based on this analysis, the drawbacks of the central firewall design can be summarized as 
follows: 


= The link between the central site and the provider backbone has to be over-dimensioned, 
because it has to transport all of the customer Internet traffic. 


m= The provider backbone is overutilized, because the same traffic crosses the backbone twice, 
first as VPN traffic and then as Internet traffic (or vice versa). 


m™ Response times and quality of service (QoS) may suffer because the traffic between the 
customer site and an Internet destination always has to cross the central firewall, even when 
the Internet destination is very close to the customer site. 


These drawbacks have prompted some large users and service providers to consider alternate 
designs in which every customer site can originate and receive Internet traffic directly. 
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Internet Access from Every Customer Site 


This topic describes ways in which customers may access the Internet from their own sites. 


Internet Access from Every Customer 
Site 


ee ii ii 


Customers want to gain access to the Internet directly 
from every site. 
Benefits: 

¢ Optimum traffic flow to and from Internet sites 


Drawbacks: 
° Each site has to be secured against unauthorized 
Internet access. 
¢ Easier to achieve in extranet scenarios, because 
every site is already secured against other sites. 
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To bypass the limitations of Internet access through a central firewall, some customers are 
turning toward designs in which each customer site has its own independent Internet access. 
While this design clearly solves all traffic flow issues, the associated drawback is higher 
exposure—each site has to be individually secured against unauthorized Internet access. This 
design is applicable primarily for larger sites (concentrating traffic from nearby smaller sites) or 
for extranet VPNs, in which each site is already secured against the other sites participating in 
the extranet VPN. 
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Internet Access from Every Site— 
Addressing 


WT MTT TTT OTT ATTN 
Private Addresses 
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Two addressing options: 


e Every CE router performs NAT functionality—a small part of 
public address space has to be assigned to each CE router. 


e Customer uses only public IP addresses in the private 
network—not realistic for many customers. 
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In order to gain Internet access from every site, each site requires at least some public IP 
addresses. Two methods can be used to achieve this goal: 


= A small part of public address space can be assigned to each customer site. NAT between 
the private IP addresses and the public IP addresses needs to be performed at each site. 


m™ Ifthe customer is already using public IP addresses in the VPN, NAT functionality is not 
needed. Unfortunately, this option is open only to those customers that own large address 
blocks of public IP addresses. 
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Internet Access from Every Site— 
_ MPLS Backbone 
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¢ Internet and VPN traffic are flowing over PE-CE link— 
additional security needed on CE routers. 


° Traffic flow between an individual site and Internet 
destinations is always optimal. 
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To achieve Internet access from every customer site, each customer edge (CE) router must 
forward VPN traffic toward other customer sites, and forward Internet traffic toward Internet 
destinations. The two traffic types are usually sent over the same physical link to minimize 
costs. Switched WAN encapsulation (Frame Relay or ATM) can be used to separate the VPN 
and Internet traffic onto different virtual circuits, or the traffic can share the same logical link as 
well, resulting in reduced security. On the other hand, the weaker (and less complex) security 
of this design is offset by optimal traffic flow between every site and Internet destinations. 
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Internet Access Through a Central Firewall 
Service 


This topic describes how Internet access is obtained when a central firewall service has been 
implemented. 


Internet Access Through Central 


Firewall Service 
ee aN NN OTT TT TTT Cisco.com 


VPN =x 
Customer A _ 


VPN 
Customer B 


Internet 


Internet Access VPN 


e Some customers want a service-provider-managed firewall 
to the Internet. 


¢ Using a central firewall is the most cost-effective way to 
provide this service. 
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For customers who do not want the complexity of managing their own firewall, a managed 
firewall service offered by the service provider is a welcome relief. These customers typically 
want the service provider to take care of the security issues of their connection to the Internet. 


The service provider can implement the managed firewall service by deploying a dedicated 


firewall at each customer site or (for a more cost-effective approach) by using a central firewall 
that provides secure Internet access to all customers. 
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Cisc a.com 


VPN 
Customer A 


Coordinated Addresses PL Public Addresses 
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sz = 


° All customers have to use coordinated addresses, which 
can also be private. 


¢ Central firewall provides NAT for all customers. 
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The central firewall, hosted by the service provider, has to use public addresses toward the 
Internet. Private addresses can be used between the central firewall and the individual 
customers. However, these addresses need to be coordinated between the service provider and 
the customers to prevent routing conflicts and overlapping addresses visible to the central 
firewall. Customers using a central firewall service are thus limited to IP addresses assigned to 
them by the service provider, much in the same way that Internet customers are limited to the 
public IP addresses assigned by their ISP. 
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Central Firewall Service Addressing (Cont.) 
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Coordinated Addresses 


¢ Each customer can use private address space if the CE 
routers provide address translation between private and 
coordinated address space. 
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Customers of a central firewall service that still want to retain their own private addresses 
inside their network can use NAT on the CE routers, connecting their private network to the 
transit network that links customer sites to the central firewall. 


Note Service providers usually use private IP addresses as the address space between the 
central firewall and the customers. There is always a potential for overlapping addresses 
between the coordinated address space and the address space of an individual customer. 
The CE device providing NAT functionality therefore has to support address translation 
between overlapping sets of IP addresses. 
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Central Firewall Service—tTraffic Flow 
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° Traffic can flow from customer sites to the Internet and back; 
customer sites are protected by a central firewall. 
° Traffic between sites of one customer should flow inside VPN. 


¢ Traffic between customers is not allowed; a security breach 
could occur. 
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MPLS v2.0—7-22 


The traffic flow between sites participating in a central firewall service is limited by the 
security requirements of the service: 


= Traffic between the customer sites and the Internet must flow freely, restricted only by the 
security functions of the central firewall. 


m= Traffic between sites of an individual customer should never flow across the VPN that links 
the customer sites with the central firewall. This traffic must flow inside the customer VPN. 


= Traffic between customers using the central firewall is not allowed, because the individual 
customers are not protected from outside access (this is the task of the service provider, 
handled by the central firewall). Intercustomer traffic could lead to potential security 
problems. 


Note The restrictions on intercustomer traffic prevents customers from deploying publicly 
accessible servers in their networks, because these servers would not be available to other 
customers of the same service. 
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Wholesale Internet Access 


This topic describes wholesale Internet access. 


_ Wholesale Internet Access 
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Customer C 


¢ Some service providers want to offer access to the 
Internet, not the Internet service itself. 


¢ Their customers should have a wide range of ISPs to 
choose from. 


¢ The ISP selection process and corresponding 
configuration should be made as easy as possible. 
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Similar to wholesale dial service (where an ISP uses the modem pools of other service 
providers) is the wholesale Internet access service, where an ISP uses the IP transport 
infrastructure of another service provider to reach the end users. The business model of this 
service varies—the end users might be customers of the service provider that owns the 
transport backbone (for example, a cable operator), who offers Internet access through a large 
set of ISPs as a value-added service. Alternatively, the service provider owning the Internet 
access backbone might act as a true wholesaler, selling transport infrastructure to Internet 
service providers, who then charge end users for the whole package. 


When a service provider owns the backbone and provides Internet access to customers, it 
usually wants to offer a wide range of upstream ISPs to choose from, in order to satisfy various 
customer connectivity and reliability requirements. The selection of upstream ISPs and the 
corresponding configuration process should therefore be as easy as possible. 
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Wholesale Internet Access 
Addressing 
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¢ Customers get address space from the ISP that they 
connect to. 


e When using dynamic addresses, the wholesale Internet 
access provider has to use a different address pool for 
every upstream service provider. 
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Regardless of the business model used in the wholesale Internet access service, the addressing 
requirements are always the same: the upstream ISP allocates a portion of its address space to 
the end users connected to the Internet access backbone. The wholesale Internet access provider 
consequently has to use a different address pool for every upstream ISP. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


¢ The major drawback of using classical Internet access 
with VPNs and a centralized firewall is that all traffic 
from the customer network to the Internet has to pass 
through the central firewall. 


° To bypass the limitations of Internet access through a 
central firewall, some customers are turning toward 
designs in which each customer site has its own 
independent Internet access. 


¢ For customers who do not want the complexity of 
managing their own firewall, a managed firewall 
service offered by the service provider is an option. 


¢ With a wholesale Internet access service, an ISP uses 
the IP transport infrastructure of another service 
provider to reach end users. 
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References 


For additional information, refer to this resource: 


m Access www.cisco.com for additional information about this topic. 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Ql) = What is the major drawback of the classical Internet access model? 


A) 
B) 
C) 
D) 


All of the customer traffic passes through the central firewall service. 
None of the customer traffic passes through the central firewall service. 
Only some of the customer traffic passes through the central firewall service. 


There is no drawback. 


Q2) Which two of the following statements are NOT correct regarding Internet access from 


every customer site? (Choose two.) 


A) 
B) 
C) 
D) 


It is easier to achieve in intranet scenarios. 
It provides optimum traffic flow to and from Internet sites. 
It is more difficult to achieve in extranet scenarios. 


Each site has to be secured against unauthorized Internet access. 


Q3) Customers of a central firewall service who still want to retain their own private 


addresses inside their network can use NAT in which of the following ways? 


A) 
B) 
C) 
D) 


NAT on the CE routers 
NAT on the PE routers 
NAT on both the CE and PE routers 


NAT is not required if customers use their own private IP addresses. 


Q4) = When the wholesale Internet access solution is implemented, which of the following 


statements is correct? 


A) 


B) 


C) 


D) 


The downstream ISP allocates a portion of its address space to the end users 
connected to the Internet access backbone. 


The upstream ISP allocates a portion of its address space to the end users 
connected to the Internet access backbone. 


Both the upstream and downstream ISPs must allocate a portion of their 
address space to the end users connected to the Internet access backbone. 


None of the above is correct. 
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Quiz Answer Key 
Ql) A 


Relates to: Classical Internet Access for a VPN Customer 


Q2) Ac 

Relates to: Internet Access from Every Customer Site 
Q3) A 

Relates to: Internet Access Through a Central Firewall Service 
Q4) B 


Relates to: Wholesale Internet Access 


7-20 Implementing Cisco MPLS (MPLS) v2.0 Copyright © 2003, Cisco Systems, Inc. 


VPN Internet Access 
Implementation Methods 


Overview 


This lesson identifies different design models for combining Internet access with VPN services. 
It lists the benefits and drawbacks of these models, and then explains the implications of their 
use. 


Relevance 


This lesson is a crucial one for learners planning to enhance their usage of network resources 
using MPLS VPNs. 


Objectives 


This lesson identifies the different design models used with VPN services. 


Upon completing this lesson, you will be able to: 

m= Describe the major design models for combining Internet access with VPN services 
m Describe the characteristics of Internet access in VPNs 

m= Describe the characteristics of Internet access through global routing 


™ Describe the characteristics of Internet access through a separate (sub)interface 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 
= Successful completion of the “Complex MPLS VPNs” module of this course 


Outline 
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This lesson includes these topics: 


Overview 

Major Design Models 

Internet Access in VPNs 

Internet Access Through Global Routing 

Internet Access Through Separate (Sub)interfaces 
Summary 

Quiz 
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Major Design Models 


This topic describes two major design models for combining Internet access with VPN 
services. 


Major Design Models 
TT MT TT 


mM NM WT Cisco.com 


Two major design models: 


° Internet access is offered through yet another 
VPN. 


e Internet access is offered through global routing 
on the PE routers. 
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Network designers that want to offer Internet access and MPLS VPN services in the same 
MPLS backbone can choose between two major design models: 


= Internet routing that is implemented as yet another VPN 


= Internet routing that is implemented through global routing on the provider edge (PE) 
routers 
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Internet Access in VPNs 


This topic describes the benefits and drawbacks of having Internet access in VPNs. 


Internet Access 
ill 


in VPNs 
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Benefits: 


¢ Provider backbone is isolated from the Internet; 
increased security is realized. 


Drawbacks: 


° All Internet routes are carried as VPN routes; full 
Internet routing cannot be implemented because 
of scalability problems. 


The major benefit of implementing Internet access as a separate VPN is increased isolation 
between the provider backbone and the Internet, which results in increased security. The 
flexibility of MPLS VPN topologies also provides for some innovative design options that 
allow the service providers to offer services that were simply not possible to implement with 
pure IP routing. 


The obvious drawback of running the Internet as a VPN in the MPLS VPN architecture is the 
scalability of such a solution. An Internet VPN simply cannot carry full Internet routing 
because of scalability problems associated with carrying close to a hundred thousand routes 
inside a single VPN. 
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Internet Access Through Global Routing 


This topic describes the implementation options for providing Internet access using global 
routing. 


Internet Access Through Global 
Routing 


ll 


Implementation option: 


e Internet access is implemented via separate 
interfaces that are not placed in any VRF 
(traditional Internet access setup). 


Implementing Internet access through global routing is identical to building an IP backbone 
offering Internet services. IP version 4 (IPv4) Border Gateway Protocol (BGP) is deployed 
between the PE routers to exchange Internet routes, and the global routing table on the PE 
routers is used to forward the traffic toward Internet destinations. 


VPN customers can reach the global routing table by this method: 


m The customers can use a separate logical link for Internet access. This method is equivalent 
to traditional VPN and Internet access. 
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Internet Access Through Separate 
(Sub)interfaces 


This topic describes the use of separate interfaces and subinterfaces to provide Internet access. 


Internet Access Through Separate 
(Sub)interfaces 
it 


Benefits: 


¢ Well-known setup; equivalent to classical Internet 
service 


e Easy to implement; offers a wide range of design 
options 


Drawback: 


e Requires separate physical links or WAN 
encapsulation that supports subinterfaces 
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Internet access through separate logical links is easy to set up, because it is equivalent of the 
classical combination of Internet and VPN services that many customers are using today. This 
setup is also compatible with all the Internet services required by some customers (for example, 
the requirement to receive full Internet routing from a service provider). 


The drawback of this design is the increased complexity, or cost, of the provider edge-customer 
edge (PE-CE) connectivity. Separation of Internet and VPN connectivity requires either two 
separate physical links or a single physical link with WAN encapsulation that supports 
subinterfaces (for example, Frame Relay). 


Note Some customers might be reluctant to change their encapsulation type to Frame Relay, 
because the IP QoS mechanisms on Frame Relay differ from those provided on PPP links. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


° There are two major design models for combining Internet 
access with VPNs. 


° The major benefits of having Internet access via VPNs are as 
follows: 


— The provider backbone is isolated from the Internet. 
— Security is increased. 


¢ The main implementation option for providing Internet 
access using global routing is using separate interfaces that 
are not placed in any VRF. 


° The main benefits of using separate interfaces or 
subinterfaces to provide Internet access are the following: 


— Well-known 
— Easy to implement 
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For additional information, refer to this resource: 


m Access www.cisco.com for additional information about this topic. 
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Quiz 


7-28 


Use the practice items here to review what you learned in this lesson. The correct answers are 


found in the Quiz Answer Key. 
Ql) ‘The two major design models for implementing Internet access via VPNs are using 
another and using on PE routers. 
Q2) The two major benefits of using VPNs to provide Internet access are that the 
is isolated from the Internet and that is increased. 
Q3) When you are using global routing to provide Internet access, the main implementation 
option is that separate interfaces not be placed in a 
Q4) ‘The main benefits of using separate interfaces or subinterfaces to provide Internet 


access are that they are and are to implement. 
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Quiz Answer Key 


Q1) 


Q2) 


Q3) 


Q4) 
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VPN, global routing 


Relates to: Major Design Models 


provider backbone, security 


Relates to: Internet Access in VPNs 


VRF 


Relates to: Internet Access Through Global Routing 


well-known, easy 


Relates to: Internet Access Through Separate (Sub)interfaces 
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Separating Internet Access 
from VPN Services 


Overview 


This lesson describes the characteristics of an Internet access service in which the Internet 
access is totally separate from MPLS VPN services. It identifies the PE-CE requirements for 
this solution and how to implement the solution in an MPLS VPN network. 


Relevance 


This lesson is a crucial one for learners planning to enhance their usage of network resources 
using MPLS VPNs. 


Objectives 
Describe methods to separate Internet access from VPN services. 
Upon completing this lesson, you will be able to: 
m™ Describe the characteristics of Internet access separated from VPNs 
= Describe the characteristics of implementing separate subinterfaces 
m Describe the characteristics of classical Internet access for a VPN customer 
m™ Describe the characteristics of Internet access from every customer site 


m= Identify the limitations of separate Internet access 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 
= Successful completion of the “Complex MPLS VPNs” module of this course 


Outline 
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This lesson includes these topics: 


Overview 

Designing Internet Access Separated from VPNs 
Implementing Separate Subinterfaces 

Classical Internet Access for a VPN Customer 
Internet Access from Every Customer Site 
Limitations of Separate Internet Access 
Summary 

Quiz 
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Designing Internet Access Separated from VPNs 


This topic describes how Internet access is separated from traditional VPN services. 


Designing Internet Access Separated 
from VPNs 


Customer Internet access is implemented 
over different interfaces than VPN access is: 


e Represents the traditional Internet access 


implementation model 


e Requires separate physical links or separate 
subinterfaces 


e Maximum design flexibility; Internet access is 
totally independent from MPLS VPNs 


Internet access can always be implemented with the traditional implementation model, with two 
links between the customer site(s) and the service provider network: a VPN link and an Internet 
link. The two links can be implemented with one physical link if you use a Layer 2 
encapsulation that supports subinterfaces (Frame Relay, ATM, or a VLAN). 


The traditional Internet access implementation model provides maximum design flexibility, 
because the Internet access is completely separated from the MPLS VPN services. 
Nevertheless, the limitations of traditional IP routing prevent this implementation method from 
being used for innovative Internet access solutions such as wholesale Internet access. 
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Implementing Separate Subinterfaces 


This topic describes some implementation methods for using subinterfaces to provide Internet 
access. 


Implementing Separate Subinterfaces 
TT 0 TTT OT 


° Separate physical links for VPN and Internet traffic 
are sometimes not acceptable because of high cost. 


° Subinterfaces can be used over WAN links using 
Frame Relay or ATM encapsulation (including xDSL). 


¢ A tunnel interface could be used; however, there are 
problems: 


—Tunnels are not VRF-aware: VPN traffic must run 
over a global tunnel. 


—This setup could lead to security leaks because 
global packets could end up in VPN space. 


In situations where the cost factor prohibits separate physical links for VPN and Internet traffic, 
subinterfaces can be used to create two logical links over a single physical link. Subinterfaces 
can be configured only on WAN links using Frame Relay or ATM encapsulation (including 
xDSL) and on LAN links using any VLAN encapsulation (Inter-Switch Link Protocol [ISL] or 
802.1q). For all other encapsulation types, a tunnel interface can be used between the CE and 
the PE router. 


However, the use of tunnel interfaces is strongly discouraged for security reasons: 


= A tunnel interface on a PE router is not VRF-aware. The endpoints of the tunnel have to be 
in a global routing table—the VPN traffic must be tunneled across an Internet interface. 


m™ Itis also very easy to spoof generic routing encapsulation (GRE) tunnels (if the tunnel key 
is configured, and the key is known). An intruder from the Internet could easily generate 
traffic that could appear as if it were coming over the GRE tunnel from the CE router and 
would therefore be forwarded into the customer VPN. 
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Example of Internet Access Through a 
Dedicated Subinterface 
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The example here illustrates the configuration needed to implement Internet access through a 
dedicated Frame Relay interface. The following configuration steps are performed: 


= The customer virtual routing and forwarding instance (VRF) (VPN-A) is created. 
m Frame Relay encapsulation is configured on the PE-CE link (Serial0). 


m The VPN subinterface (Serial0.1) is created and associated with data-link connection 
identifier (DLCT) 101. 


m= The Internet subinterface (Serial0.2) is created and associated with DLCI 102. 


m= The CE router is configured as a BGP neighbor in both the global BGP process and inside 
the VPN in the VRF VPN-A. 


Note The allowas-in feature needs to be configured on the PE router if the customer is 
propagating individual site routes to the Internet through BGP. 
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Internet Access Through a Dedicated 
Subinterface—traffic Flow 


PE Global Tabla 
Internet reuters «<> 197 BAN 14 
192.966.1.1, Label=3 


CE Routing Table 
Site-2 routes ---> Seriaid1 
Intemet routes ---> Seriatl.2 
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The Internet traffic flow in this setup is identical to the traditional Internet traffic flow—when a 
packet is received from the CE router through the Internet subinterface, a lookup is performed 
in the global Forwarding Information Base (FIB) on the PE router and the packet is forwarded 
toward the BGP next hop. 
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Classical Internet Access for a VPN Customer 


This topic describes how classical Internet access is achieved by a VPN customer. 


Classical Internet Access for a VPN 
Customer 
= cle ts as TT 


: ml Customer VPN Internet 


= Hw oF 
of Firewall CE-Internet 


° A separate link for Internet access is a perfect 
match for this customer type. 
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The classical Internet access setup for a VPN customer is based on a separated Internet access 
design model. This design model is thus a perfect match for customers looking for classical 
Internet access service. 
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Internet Access from Every Customer Site 


This topic describes how Internet access is obtained from every customer site. 


Internet Access from Every Customer Site 


ee NTT ONO TUTTO OMT TNT TTT 


ClEcO.coM 


Customer VPN 


CE-Site-2 CE-Site-3 


¢ Using separate link(s) for Internet access will lead to 
a complex setup for this customer type. 


¢ Every CE router needs two links (or subinterfaces) to 
its PE router. 


© 2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—7-10 


For customers that need Internet access from every site, two physical (or logical) links between 
every CE router and its PE router might prove to be too complex or too expensive. 
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Limitations of Separate Internet Access 


This topic describes some of the limitations of having separate Internet access. 


Limitations of Separate Internet Access 


WM TTT TNT TTT TTT TT Cisco. com 


Drawbacks: 
¢ Requires separate physical link or specific WAN 
encapsulation. 
¢ PE routers must be able to perform Internet routing 
(and potentially carry full Internet routing). 


¢ Wholesale Internet access or central firewall 
service cannot be implemented with this model. 
Benefits: 
° Well-known model 
¢ Supports all customer requirements 


° Allows all Internet services implementation, 
including a BGP session with the customer 


MPLS v2.0—7-11 


The benefits of a separate Internet access design model are obvious: 
m= It is a well-known and widely understood model. 


= It supports all customer requirements, including multihomed customer connectivity with 
full Internet routing. 


= In addition it allows all Internet services implementation, including BGP sessions with 
customers. 
The drawbacks of this model are as follows: 


m= It requires two dedicated physical links between the PE and the CE router or specific WAN 
or LAN encapsulations that might not be suitable for all customers. 


= The PE routers must be able to perform hop-by-hop Internet routing and use either the 
default route to reach the Internet or carry the full Internet routing table. 


m Advanced Internet access services (central managed firewall service or wholesale Internet 
access service) cannot be realized with this model at all. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


¢ Customer Internet access is implemented over different 
interfaces than VPN access. 


¢ Separate physical links for VPN and Internet traffic are 
sometimes not acceptable because of high cost. 

° Classical Internet access setup for a VPN customer is 
based on a separated Internet access design model. 


¢ For customers that need Internet access from every site, 
two physical (or logical) links between every CE router 
and its PE router might prove to be too complex or too 
expensive. 
° The benefits of separate Internet access are as follows: 
— Well-known model 
— Supports all customer requirements 
— Allows all Internet services implementation, including 
a BGP session with the customer 
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References 


For additional information, refer to this resource: 


m Access www.cisco.com for additional information about this topic. 
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Quiz 


Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


The traditional Internet access implementation model provides 
flexibility because the Internet access is completely separated from the 
MPLS VPN services. 


In situations where the cost factor prohibits separate physical links for VPN and 


Internet traffic, can be used to create two logical links over a single 
physical link. 
The setup for a VPN customer is based on a 


separated Internet access design model. 


For customers that need Internet access from every site, two physical (or logical) links 
between every CE router and its PE router might prove to be too or too 
to implement. 


One of the drawbacks of a separate Internet access design model is that PE routers must 
be able to perform hop-by-hop Internet routing and use to 
reach the Internet or carry the full Internet routing table. 
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Quiz Answer Key 


7-42 


Q1) 


Q2) 


Q3) 


Q4) 


Q5) 


maximum design 


Relates to: Designing Internet Access Separated from VPNs 


subinterfaces 


Relates to: Implementing Separate Subinterfaces 


classical Internet access 


Relates to: Classical Internet Access for a VPN Customer 


complex, expensive 


Relates to: Internet Access from Every Customer Site 


default route 


Relates to: Limitations of Separate Internet Access 
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Internet Access as a Separate 


VPN 


Overview 


This lesson describes the characteristics of Internet access solutions in which the Internet access 
is provided as a separate VPN. It identifies the scaling issues of this design and discusses how 
to implement the design in an MPLS VPN network. 


Relevance 


This lesson is a crucial one for learners planning to improve their usage of network resources 
using MPLS VPNs. 


Objectives 


This lesson describes the characteristics of Internet access solutions in which the Internet access 
is provided as a separate VPN. 


Upon completing this lesson, you will be able to: 


Describe the characteristics of Internet access as a separate VPN 

Describe the characteristics of a redundant Internet access implementation 
Describe the characteristics of classical Internet access for a VPN customer 
Describe the characteristics of Internet access from every customer site 
Describe the characteristics of Internet access through a central firewall service 
Describe the characteristics of wholesale Internet access 


Identify the limitations of running an Internet backbone in a VPN 


Learner Skills and Knowledge 
To benefit fully from this lesson, you must have these prerequisite skills and knowledge: 


Successful completion of the “Complex MPLS VPNs” module of this course 


Outline 
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This lesson includes these topics: 


Overview 

Internet Access as a Separate VPN 

Redundant Internet Access 

Classical Internet Access for a VPN Customer 

Internet Access from Every Customer Site 

Internet Access Through a Central Firewall Service 
Wholesale Internet Access 

Limitations of Running an Internet Backbone in a VPN 
Summary 

Quiz 
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Internet Access as a Separate VPN 


This topic considers how to use the Internet as a separate VPN. 


Internet Access as a Separate VPN 
AUN TN TTT TT NTT TTT 


This design facilitates Internet access by using 
MPLS VPN features: 


¢ An Internet gateway is connected as a CE router to 
the MPLS VPN backbone. 


¢ An Internet gateway shall not insert full Internet 
routing into the VPN; only the default route and the 
local (regional) routes can be inserted. 


° Every customer that needs Internet access is 
assigned to the same VPN as the Internet gateway. 


MPLS v2.0—7-4 


MPLS VPN architecture suggests an obvious solution to Internet access for VPN customers: 
define the Internet as another VPN and use various MPLS VPN topologies to implement 
various types of Internet access. Under this design model, the Internet gateways appear as CE 
routers to the MPLS VPN backbone and customer Internet access is enabled by combining an 
Internet VPN with a customer VPN in the VRFs of the customer (overlapping VPN topology). 


The Internet VPN should not contain the full set of Internet routes, because that would make 
the solution completely nonscalable. The Internet gateway routers (CE routers) should 
announce a default route toward the PE routers. To optimize local routing, the local (or 
regional) Internet routes should also be inserted in the Internet VPN. 
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Internet Access as a Separate VPN (Cont.) 
a 


MPLS VPN Backbone Internet Backbone 
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¢ The Internet backbone is separate from the VPN backbone. 


¢ VPN customers are connected to the Internet through a 
proper VPN VRF setup. 
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When you are implementing Internet access as a separate VPN, the Internet backbone is kept 
separate from the MPLS VPN backbone, resulting in increased security for the MPLS VPN 
backbone (for example, Internet hosts can reach only PE routers, but not the provider routers 


[P routers]). The VPN customers are connected to the Internet simply through proper VRF 
setup. 
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Redundant Internet Access 


This topic describes how to implement redundant Internet access. 


Redundant Internet Access 


ee i mm MT TM 


MPLS VPN Backbone Internet Backbone 


PE-Reuter 
CE Site 2 feed 


> 
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° Multiple CE-Internet routers can be used for redundancy 
— All CE-Internet routers advertise default route 
— Internet VPN will recover from CE-Internet router failure 
— Preferred default route can be indicated via MED attribute 


° Default route should be advertised conditionally to achieve 
higher resilience 
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Redundant Internet access is easy to achieve when the Internet service is implemented as a 
VPN in the MPLS VPN backbone: 


= Multiple Internet gateways (acting as CE routers) have to be connected to the MPLS VPN 
backbone to ensure router and link redundancy. 


m= All Internet gateways advertise the default route to the PE routers, resulting in routing 
redundancy. 


m= The Internet gateways also announce local Internet routes. Because these routes are 
announced with different BGP attributes (most notably multi-exit discriminator [MED]), 
the PE routers select the proper customer edge-Internet (CE-Internet) router as the exit 
point toward those destinations. 


= The MED attribute can also be used to indicate the preferred default route to the PE routers. 
In this setup, one CE-Internet router acts as a primary Internet gateway and the other CE- 
Internet routers act as a backup. 


m= The redundancy established so far covers the path between customer sites and the CE- 
Internet routers. A failure in the Internet backbone might break the Internet connectivity for 
the customers if the CE-Internet routers announce the default route unconditionally. 
Conditional advertisement of the default route is therefore configured on the CE-Internet 
routers—they announce the default route to the PE routers only if they can reach an 
upstream destination. 
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Redundant Internet Access (Cont.) 
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Example: CE-Inet-A should advertise default route only if it can 
reach network 172.16.0.0/16 (upstream ISP core). 
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The figure shows a sample configuration of a CE-Internet router with conditional default route 
advertisement. Router CE-Inet-A will advertise the default route to the PE router only if it can 
reach the network 172.16.0.0/16. 


The following steps are used to configure this functionality: 


Step 1 A static default route is configured toward a next hop in network 172.16.0.0. If the 
network 172.16.0.0 is not reachable, this static route will not enter the IP routing 


table. 


Step 2 The default route origination is configured in the BGP routing process with the 
network command. The default route will be originated in BGP only if it is present 
in the IP routing table (which, based on the previous step, means that the network 
172.16.0.0/16 is reachable). 


Step 3 Prefix lists are used to filter BGP routing updates—the default route is sent only to 
the PE routers, not to the other Internet routers. 
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Classical Internet Access for a VPN Customer 


This topic describes the characteristics of classical Internet access for a VPN customer. 


Classical Internet Access for a VPN 
Customer 


=npes cn 
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Extremely easy setup: 


e Link between CE-Central and PE router is assigned to the 
customer VRF. 


e Link between CE-Internet and PE router is assigned to the 
Internet VRF. 
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The classical Internet access model can be easily implemented with the Internet configured as a 
VPN over the MPLS VPN backbone. The link between a PE router and the CE-Internet router 
is assigned to the Internet VRF, and the link between a PE router and the CE-Central router is 
assigned to the customer VRF. The external Border Gateway Protocol (EBGP) multihop 
session can be configured between the Internet gateway (CE-Internet router in the previous 
figure) and the CE-Internet router in this figure to give full Internet routing to the customer. 
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Internet Access from Every Customer Site 


This topic describes the characteristics of having Internet access from every customer site. 


Internet Access from Every Customer Site 


OO 


ClECO.cOM 


Customer VPN 


CE-Site-2 CE-Site-3 


Simple setup using overlapping VPNs: 


¢ Customer and Internet routes are imported into the 
customer VRF. 


¢ All customer routes are exported into the customer VPN. 
¢ Public customer routes are exported into the Internet VPN. 


Internet access from every customer site is best implemented with an overlapping VPN 
solution: 

™ Customer routes are marked with a customer-specific (customer) route target (RT). 
= Internet routes are marked with a special (Internet) RT. 


™ Customer sites that need to reach the Internet are placed in a separate VRF. Customer and 
Internet routes are imported into this VRF, and the routes exported from this VRF are 
marked with customer and Internet RTs. 
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Internet Access Through a Central Firewall 
Service 


This topic describes the characteristics of Internet access through a central firewall service. 
Internet Access Through a Central 


Firewall Service 
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° An Internet access VPN is implemented as a central services 
VPN, resulting in no connectivity between customers. 


¢ Connectivity between the central firewall and the Internet is 
implemented in the same way as for classical Internet access 
customers. 
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The central managed firewall service should be implemented with the central services VPN 
topology, with the central firewall being the server site and all customer CE routers residing in 
client sites. For customers with their own VPNs implemented over the same MPLS VPN 
backbone, the topology that overlaps customer VPN and central services VPN should be used. 


The central services VPN prevents direct exchange of traffic between client sites, resulting in 
effective security for the customers of this service. 


Connectivity between the central firewall and the Internet is implemented in the same way as 
Internet access for classical Internet customers. If the Internet is configured in a VPN, the 
public interface of the firewall is connected to an interface on a PE router, which is placed in 
the Internet VRF. 
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Wholesale Internet Access 


This topic describes the characteristics of implementing the Wholesale Internet Access model. 


_ Wholesale Internet Access 
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¢ Separate VPN is created for each upstream ISP 
¢ Each ISP (CE router) announces the default route to the VPN 


¢ Customers are assigned into the VRF that corresponds to the 
VPN of the desired upstream ISP 


¢ Changing an ISP is as easy as reassigning an interface into a 
different VRF (and attending to address allocation issues) 
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Wholesale Internet access is implemented by creating a separate VPN for every upstream ISP. 
The Internet gateway of the upstream ISP (acting as a CE router toward the MPLS VPN-based 
Internet access backbone) announces a default route, which is used for routing inside the VPN. 


Customers are tied to upstream service providers simply by placing the PE-CE link into the 
VRF associated with the upstream service provider. Changing an ISP becomes as easy as 
reassigning the interface into a different VRF and attending to address allocation issues. For 
customers using access methods supporting dynamic address allocation (for example, dialup or 
cable), the new customer IP address is assigned automatically from the address space of the 
new ISP. 
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Limitations of Running an Internet Backbone in a 
VPN 


This topic describes the benefits and limitations of running an Internet backbone in a VPN. 


Limitations of Running an Internet 
Backbone in a VPN 
a 
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Drawbacks: 


¢ Full Internet routing cannot be carried in the VPN; 
default routes are needed that can lead to 
suboptimal routing 

¢ Internet backbones act as CE routers to the VPN 


backbone; implementing overlapping Internet + 
VPN backbones is tricky 


Benefits: 
¢ Supports all Internet access service types 


e Can support all customer requirements, including a 
BGP session with the customer, accomplished 
through advanced BGP setup 


Internet access implemented as a separate VPN has a few drawbacks: 


= Full Internet routing cannot be carried inside a VPN, and therefore default routing toward 
the Internet gateways has to be used, potentially resulting in suboptimal routing. 


Note With future MPLS VPN extensions, called “recursive VPN,” or “Carrier’s Carrier model,” even 
full Internet routing will be able to be propagated across a VPN. 


= The Internet backbone is positioned as a customer toward the MPLS VPN backbone. If the 
service provider runs Internet service and MPLS VPN service on the same set of routers, 
the interconnection between the two services requires special considerations. 


The benefits of this design far outweigh the limitations: 


= This design model supports all Internet access services, ranging from traditional Internet 
access to innovative services like wholesale Internet access. 


= Italso supports all customer requirements, including full Internet routing on the customer 
routes. 
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Summary 


This topic summarizes the key points discussed in this lesson. 


Summary 


Cleco.com 


MPLS VPN architecture suggests an obvious solution to Internet Access for 
VPN customers — define the Internet as yet another VPN and use various 
MPLS VPN topologies to implement various types of Internet access. 


¢ Redundant Internet access is easy to achieve when the Internet service is 
implemented as a VPN in the MPLS VPN backbone. 


The classical Internet access model can be easily implemented with the 
Internet configured as a VPN over MPLS VPN backbone. 


° Internet access from every customer site is best implemented with an 
overlapping VPN solution. 


The central managed firewall service should be implemented with the 
Central Services VPN topology, with the central firewall being the server site 
and all customer CE routers residing in client sites. 


e Wholesale Internet Access is implemented by creating a separate VPN for 
every upstream ISP. 


One of the benefits pf implementing Internet Access as a separate VPN is 
that It supports all customer requirements, including full Internet routing on 
the customer routes. 
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References 


For additional information, refer to this resource: 


m Access www.cisco.com for additional information about this topic. 


Next Steps 


For the associated lab exercise, refer to these sections of the course Lab Guide: 
m Lab Exercise 7-1: Separate Interface for Internet Connectivity 

m= Lab Exercise 7-2: Multisite Internet Access 

m= Lab Exercise 7-3: Internet Connectivity in an MPLS VPN 
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Quiz 
Use the practice items here to review what you learned in this lesson. The correct answers are 
found in the Quiz Answer Key. 


Ql) ‘The Internet VPN should not contain the full set of routes because that 
would make the solution completely nonscalable. 


Q2) All Internet gateways (CE routers) advertise the route to the PE routers, 
which results in routing redundancy. 


Q3)  Inaclassical Internet access for a Customer VPN model, the link between a PE router 
and the CE-Internet router is assigned to the VRF, and the link between a 
PE router and the CE-Central router is assigned to the VRF. 


Q4) ‘The main benefits of having Internet access from every customer site is best 
implemented with an VPN solution. 


Q5) The central managed firewall service should be implemented with the 
VPN topology. 


Q6) Wholesale Internet access is implemented by creating a separate VPN for every 


Q7) One of the drawbacks of Internet access that is implemented as a separate VPN is that 
routing cannot be carried inside a VPN. Therefore, default 
routing toward the Internet gateways has to be used, which can potentially result in 
suboptimal routing. 
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Quiz Answer Key 
Ql) _Internet 


Relates to: Internet Access as a Separate VPN 


Q2) default 
Relates to: Redundant Internet Access 


Q3) Internet, customer 
Relates to: Classical Internet Access for a VPN Customer 


Q4) overlapping 
Relates to: Internet Access from Every Customer Site 


Q5) __ central services 


Relates to: Internet Access Through a Central Firewall Service 


Q6) upstream ISP 
Relates to: Wholesale Internet Access 


Q7) ‘Full Internet 


Relates to: Limitations of Running an Internet Backbone in a VPN 
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MPLS | 


Course Glossary 


The Course Glossary for Implementing Cisco MPLS (MPLS) v2.0 highlights and defines key 
terms and acronyms used throughout this course. Many of these terms are also described in the 
Cisco Internetworking Terms and Acronyms resource, available via http://www.cisco.com. 


Acronym or Term 


access control list 


Definition 


See ACL. 


ACL access control list. A filter list kept by routers to control access to or from the router for a 
number of services (for example, to prevent packets with a certain IP address from 
leaving a particular interface on the router). 

AF Assured Forwarding. There are four AF classes, AF1x through AF4x. Within each class, 
there are three drop probabilities. Depending on the policy of a given network, packets 
can be selected for a PHB based on required throughput, delay, jitter, or loss, or 
according to priority of access to network services. 

Any Transport over MPLS | See AtoM. 

Assured Forwarding See AF. 

Asynchronous Transfer See ATM. 


Mode 


ATM 


Asynchronous Transfer Mode. The international standard for cell relay, in which multiple 
service types (such as voice, video, or data) are conveyed in fixed-length (53-byte) cells. 
Fixed-length cells allow cell processing to occur in hardware, thereby reducing transit 
delays. ATM is designed to take advantage of high-speed transmission media, such as 
E3, SONET, and T3. 


ATM edge LSR 


A label switch router that is connected to the ATM-LSR cloud through LSC-ATM 
interfaces. The ATM edge LSR adds labels to unlabeled packets and strips labels from 
labeled packets. See a/so LSR. 


ATM-LSR 


A label switch router with a number of LSC-ATM interfaces. The router forwards the cells 
among these interfaces using labels carried in the VPI/VCI field. See also LSR. 


AToM 


Any Transport Over MPLS. Allows service providers who offer Layer 2 connectivity to 
expand service offerings by connecting Ethernet, ATM, Frame Relay, and serial and PPP 
networks through an MPLS backbone. AToM is a scalable architecture based on label 
switching that allows multiplexing of connections. It is also a standards-based open 
architecture and can be extended to other transport types. 


BA 


Behavior Aggregate. A collection of packets with the same codepoint crossing a link ina 
particular direction. The terms "aggregate" and "behavior aggregate" are used 
interchangeably. 


Behavior Aggregate 


See BA. 


BGP 


Border Gateway Protocol. Interdomain routing protocol that replaces EGP. BGP 
exchanges reachability information with other BGP systems. It is defined by RFC 1163. 


Border Gateway Protocol 


See BGP. 


CAR 


committed access rate. A traffic policing and marking mechanism. The CAR and DCAR 
(distributed CAR) services limit the input or output transmission rate on an interface or 
subinterface based on a flexible set of criteria. 


CBWFQ 


class-based weighted fair queuing. CBWFQ extends the standard WFQ functionality to 
provide support for user-defined traffic classes. Allows the user to define traffic classes 
based on customer-defined match criteria such as access control lists (ACLs), input 
interfaces, protocol, and quality of service (QoS) label. When traffic classes have been 
defined, they can be assigned a bandwidth, queue limit, or drop policy such as weighted 
random early detection (WRED). 


CE 


customer edge. A CE is part of a customer network and connects to a provider edge 
router (PE router). A CE can join any set of virtual private networks (VPNs). Each CE 
connects a customer site to a PE, obtaining the VPN service for that customer site, and 
belongs to exactly one customer. CE routers are not aware of associated VPNs. Each CE 
may have many configlets and may be configured by multiple SRVC service requests. 
See also PE. 


cell-loss priority 


See CLP. 
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Acronym or Term 


CE router 


Definition 


customer edge router. A router that is part of a customer network and that interfaces to a 
provider edge router (PE router). See a/so PE router. 


CEF 


Cisco Express Forwarding. An advanced Layer 3 IP switching technology. CEF optimizes 
network performance and scalability for networks with large and dynamic traffic patterns. 
Virtual routing and forwarding tables (VRFs) use CEF technology; therefore, MPLS VPNs 
must be enabled with CEF. 


CIR 


committed information rate. The rate at which a Frame Relay network agrees to transfer 
information under normal conditions, averaged over a minimum increment of time. CIR, 
measured in bits per second, is one of the key negotiated tariff metrics. 


Cisco Express 
Forwarding 


See CEF. 


Cisco IOS software 


Cisco system software that provides common functionality, scalability, and security for all 
products under the CiscoFusion architecture. Cisco IOS software allows centralized, 
integrated, and automated installation and management of internetworks while ensuring 
support for a wide variety of protocols, media, services, and platforms. 


class-based weighted fair 
queuing 


See CBWFQ. 


classification 


Packet classification features provide the capability to partition network traffic into multiple 
priority levels or classes of service. For example, by using the three precedence bits in 
the type of service (ToS) field of the IP packet header—two of the values are reserved for 
other purposes—packets can be categorized into a limited set of up to six traffic classes. 
After packet classification, other QoS features can be used to assign the appropriate 
traffic-handling policies, including congestion management, bandwidth allocation, and 
delay bounds for each traffic class. 


class of service 


See CoS. 


CLI command-line interface. An interface that allows the user to interact with the operating 
system by entering commands and optional arguments. The UNIX operating system and 
DOS provide CLIs. 

CLP cell loss priority. Field in the ATM cell header that determines the probability of a cell 


being dropped if the network becomes congested. Cells with CLP = 0 are insured traffic, 
which is unlikely to be dropped. Cells with CLP = 1 are best-effort traffic, which might be 
dropped in congested conditions to free up resources to handle insured traffic. 


command-line interface 


See CLI. 


committed access rate 


See CAR. 


committed information 
rate 


See CIR. 


congestion 


Traffic in excess of network capacity. 


congestion avoidance 


Mechanism by which an ATM network controls the traffic entering the network to minimize 
delays. To use resources most efficiently, lower-priority traffic is discarded at the edge of 
the network if conditions indicate that it cannot be delivered. 


Constraint Route-LDP 


See CR-LDP. 


CoS 


class of service. CoS refers to the methods that provide “differentiated service,” in which 
the network delivers a particular kind of service based on the class of service specified for 
each packet. CoS provides specific categories of service such as Gold, Silver, and Best- 
Effort service classes. 


CoS is a set of concrete device features in which a single network router treats traffic in 
different classes differently. CoS techniques provide a means of specifying policies to 
control network resource allocation in support of customer and applications requirements. 
The implementation of CoS techniques delivers measurable quality of service (QoS). See 
also QoS. 
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CR-LDP 


Definition 


Constraint Route-LDP. See a/so LDP. 


customer edge 


See CE. 


customer edge router 


See CE router. 


data-link connection See DLCI. 
identifier 

differentiated services See DiffServ. 
differentiated services See DSCP. 


code point 


DiffServ 


differentiated services. A paradigm for providing QoS on the Internet by employing a 
small, well-defined set of building blocks from which a variety of services can be built. 


DLCI 


data-link connection identifier. Value that specifies a PVC or an SVC in a Frame Relay 
network. In the basic Frame Relay specification, DLCls are locally significant (connected 
devices might use different values to specify the same connection). In the LMI extended 
specification, DLCls are globally significant (DLCIs specify individual end devices). 


DSCP 


differentiated services code point . In the IP header, this octet classifies the packet service 
level. The DSCP maps to a particular observable forwarding behavior called a per-hop 
behavior (PHB). The DSCP replaces the ToS octet in the IPv4 header, and the Class 
octet in the IPv6 header. Currently, only the first six bits are used, allowing up to 64 
different classifications for service levels. The DSCP is unstructured, but it does reserve 
some values to maintain limited backward compatibility with the precedence bits in the 
ToS octet. 


EBGP 


Exterior Border Gateway Protocol. EBGP communicates among different network 
domains or autonomous systems. The primary function of EBGP is to exchange network 
reachability information between autonomous systems, including information about the list 
of autonomous system routes. The autonomous systems use EGBP border edge routers 
to distribute the routes, which include label-switching information. Each border edge 
router rewrites the next-hop and MPLS labels. 


EF 


Expedited Forwarding. The EF PHB can be used to build a low-loss, low-latency, low- 
jitter, assured-bandwidth, end-to-end service through DiffServ (DS) domains. Such a 
service appears to the endpoints like a point-to-point connection or a "virtual leased line." 
This service has also been described as a premium service. Codepoint 101110 is 
recommended for the EF PHB. 


Expedited Forwarding 


See EF. 


Exterior Border Gateway 
Protocol 


See EBGP. 


EXP 


MPLS EXP bit. MPLS is a switching method that forwards IP traffic using a label. This 
label instructs the routers and the switches in the network where to forward the packets 
based on pre-established IP routing information. 


FEC 


forwarding equivalence class. An FEC is a group of IP packets that are forwarded in the 
same manner, over the same path, and with the same forwarding treatment. An FEC 
might correspond to a destination IP subnet, but it also might correspond to any traffic 
class that the edge LSR considers significant. For example, all traffic with a certain value 
of IP precedence might constitute an FEC. 


FIB 


Forwarding Information Base. The FIB is conceptually similar to a routing table or 
information base. It maintains a mirror image of the forwarding information contained in 
the IP routing table. When routing or topology changes occur in the network, the IP 
routing table is updated, and those changes are reflected in the FIB. The FIB maintains 
next-hop address information based on the information in the IP routing table. 


Because there is a one-to-one correlation between FIB entries and routing table entries, 
the FIB contains all known routes and eliminates the need for route cache maintenance 
that is associated with switching paths such as fast switching and optimum switching. 
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Acronym or Term Definition 
forwarding equivalence See FEC. 
class 

Forwarding Information See FIB. 


Base 


Frame Relay 


Industry-standard, switched data link layer protocol that handles multiple virtual circuits 
using HDLC encapsulation between connected devices. Frame Relay is more efficient 
than X.25, the protocol for which it is generally considered a replacement. 


Frame Relay traffic 
shaping 


See FRTS. 


FRF.11 


Frame Relay Forum implementation agreement for Voice over Frame Relay (v1.0 May 
1997). This specification defines multiplexed data, voice, fax, DTMF digit-relay, and CAS 
and robbed-bit signaling frame formats, but does not include call setup, routing, or 
administration facilities. See www.frforum.com. 


FRF.12 


Frame Relay Forum implementation agreement for Frame Relay Fragmentation. The 
FRF.12 Implementation Agreement (also known as FRF.11 Annex C) was developed to 
allow long data frames to be fragmented into smaller pieces and interleaved with real-time 
frames. In this way, real-time voice and nonreal-time data frames can be carried together 
on lower speed links without causing excessive delay to the real-time traffic. See 

www. frforum.com. 


FRTS 


Frame Relay traffic shaping. Queuing method that uses queues on a Frame Relay 
network to limit surges that can cause congestion. Data is buffered and sent into the 
network in regulated amounts to ensure that the traffic can fit within the promised traffic 
envelope for the particular connection. 


generic routing 
encapsulation 


See GRE. 


Generic Traffic Shaping 


See GTS. 


GRE 


generic routing encapsulation. Tunneling protocol developed by Cisco that can 
encapsulate a wide variety of protocol packet types inside IP tunnels, creating a virtual 
point-to-point link to Cisco routers at remote points over an IP internetwork. By connecting 
multiprotocol subnetworks in a single-protocol backbone environment, IP tunneling using 
GRE allows network expansion across a single-protocol backbone environment. 


GTS 


Generic Traffic Shaping. Provides a mechanism to control the traffic flow on a particular 
interface. It reduces outbound traffic flow to avoid congestion by constraining specified 
traffic to a particular bit rate (also known as the token bucket approach), while queuing 
bursts of the specified traffic. Thus, traffic adhering to a particular profile can be shaped to 
meet downstream requirements, eliminating bottlenecks in topologies with data-rate 
mismatches. 


IETF 


Internet Engineering Task Force. Task force consisting of more than 80 working groups 
responsible for developing Internet standards. The IETF operates under the auspices of 
ISOC. 


integrated services See IntServ. 
Internet Engineering Task | See IETF. 
Force 

Internet service provider See ISP. 


IntServ 


integrated services. 


IP 


Internet Protocol. Network layer protocol in the TCP/IP stack offering a connectionless 
internetwork service. IP provides features for addressing, type of service specification, 
fragmentation and reassembly, and security. Defined in RFC 791. 


IP precedence 


A 3-bit value in the type of service (TOS) byte used for assigning precedence to IP 
packets. 
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IPSec 


Definition 


IP Security. A framework of open standards that provides data confidentiality, data 
integrity, and data authentication between participating peers. IPSec provides these 
security services at the IP layer. IPSec uses IKE to handle the negotiation of protocols 
and algorithms based on local policy and to generate the encryption and authentication 
keys to be used by IPSec. IPSec can protect one or more data flows between a pair of 
hosts, between a pair of security gateways, or between a security gateway and a host. 


IP Security 


See IPSec. 


ISP 


Internet service provider. Provider of Internet access and services through a single BGP 
autonomous system. 


L2F Protocol 


Layer 2 Forwarding Protocol. Protocol that supports the creation of secure virtual private 
dialup networks over the Internet. 


L2TP 


Layer 2 Tunneling Protocol. Protocol used for implementing VPDNs and VPNs by 
tunneling PPP with multivendor interoperability and acceptance. This protocol was 
proposed as an alternative to IPSec but is often used with IPSec for authentication. This 
protocol merges Microsoft PPTP and Cisco Layer 2 Forwarding (L2F) technologies. See 
also IPSec. 


label 


A label is a header used by an LSR to forward packets. The header format depends upon 
network characteristics. In router networks, the label is a separate, 32-bit header. In ATM 
networks, the label is placed into the virtual path identifier/virtual channel identifier 
(VPI/VVCl) cell header. In the core, LSRs read only the label, not the packet header. One 
key to the scalability of MPLS is that labels have only local significance between two 
devices that are communicating. 


label-controlled ATM See LC-ATM. 
Label Distribution See LDP. 
Protocol 

label forwarding See LFIB. 


information base 


label imposition 


The act of putting the first label on a packet. 


label information base See LIB. 
label switched path See LSP. 
label switch router See LSR. 


LAN 


local-area network. High-speed, low-error data network covering a relatively small 
geographic area (up to a few thousand meters). LANs connect workstations, peripherals, 
terminals, and other devices in a single building or other geographically limited area. LAN 
standards specify cabling and signaling at the physical and data link layers of the OSI 
model. Ethernet, FDDI, and Token Ring are widely used LAN technologies. 


Layer 2 Forwarding 
Protocol 


See L2F Protocol. 


Layer 2 Tunneling 
Protocol 


See L2TP. 


LC-ATM 


label-controlled ATM. An interface on a router or switch that uses label distribution 
procedures to negotiate label virtual channels. 


LDP 


Label Distribution Protocol. Provides communication between edge and core devices. It 
assigns labels in edge and core devices to establish label switched paths (LSPs) in 
conjunction with routing protocols such as OSPF, IS-IS, Enhanced Interior Gateway 
Routing Protocol (EIGRP), or BGP. 


LFIB 


label forwarding information. base. A data structure and way of managing forwarding in 
which destinations and incoming labels are associated with outgoing interfaces and 
labels. 


LIB 


label information base. A database used by an LSR to store labels learned from other 
LSRs, as well as labels assigned by the local LSR. 
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Acronym or Term 


local-area network 


Definition 


See LAN. 


LSP label switched path. A sequence of hops (RO...Rn) in which a packet travels from RO to 
Rn through label-switching mechanisms. A label switched path can be established 
dynamically, based on normal routing mechanisms, or it can be established through 
configuration. 

LSP tunnel A configured connection between two routers in which MPLS is used to carry the packet. 

LSR label switch router. The core device that switches labeled packets according to 


precomputed switching tables. It can also be a switch or a router. 


Management Information 
Base 


See MIB. 


MIB 


Management Information Base. Database of network management information that is 
used and maintained by a network management protocol, such as SNMP or CMIP. The 
value of a MIB object can be changed or retrieved using SNMP or CMIP commands, 
usually through a GUI network management system. MIB objects are organized in a tree 
structure that includes public (standard) and private (proprietary) branches. 


Modular QoS CLI 


See MQC. 


MP-BGP 


Multiprotocol Border Gateway Protocol. An extension to the BGP protocol that allows VPN 
information to remain unique within the MPLS VPN backbone. MP-BGP also allows BGP 
speakers to identify routing updates that do not carry standard IPv4 prefix information. 


Internal Border Gateway Protocol (IBGP) refers to BGP running within a single 
autonomous system. Exterior Border Gateway Protocol (EBGP) refers to BGP running 
between autonomous systems. See also EBGP. 


MPLS 


Multiprotocol Label Switching. Switching method that forwards IP traffic using a label. This 
label instructs the routers and the switches in the network where to forward the packets 
based on pre-established IP routing information. 


MPLS EXP bit 


See EXP. 


MPLS-TE 


MPLS Traffic Engineering. The techniques and processes used to cause routed traffic to 
travel through the network on a path other than the one that would have been chosen if 
standard routing methods had been used. 


MPLS Traffic Engineering 


See MPLS-TE. 


MPLS VPN 


Multiprotocol Label Switching Virtual Private Network. For the MPLS VPN solution, it is a 
set of PEs that are connected via a common “backbone” network to supply private IP 
interconnectivity between two or more customer sites for a given customer. Each VPN 
has a set of provisioning templates and policies and can span multiple provider 
administrative domains (PADs). CE routing communities (CERCs) in a VPN break down 
complex topologies into manageable subgroups. 


MQC 


Modular QoS CLI. The Modular QoS CLI is a CLI structure that allows users to create 
traffic polices and attach these polices to interfaces. A traffic policy contains a traffic class 
and one or more QoS features. A traffic class is used to classify traffic, while the QoS 
features in the traffic policy determine how to treat the classified traffic. See also CLI and 
QoS. 


Multiprotocol Border See MP-BGP. 
Gateway Protocol 

Multiprotocol Label See MPLS. 
Switching 

Multiprotocol Label See MPLS VPN. 


Switching Virtual Private 
Network 
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NBAR 


Definition 


network-based application recognition. A new classification engine that can recognize a 
wide variety of application-level protocols, including HTTP via universal resource 
locator/Multipurpose Internet Mail Extensions (URL/MIME) type and protocols that use 
dynamic port assignments. When the traffic is classified by NBAR, appropriate quality of 
service (QoS) policies can be applied to the traffic classes using existing Cisco |OS QoS 
features. 


network-based 
application recognition 


See NBAR. 


packet 


Logical grouping of information that includes a header containing control information and 
(usually) user data. Packets most often are used to refer to network layer units of data. 
The terms “datagram,” “frame,” “message,” and “segment” also are used to describe 
logical information groupings at various layers of the OSI reference model and in various 
technology circles. 


payload 


Portion of a cell, frame, or packet that contains upper-layer information (data). 


PBR 


policy-based routing. Routing scheme that forwards packets to specific interfaces based 
on user-configured policies. Such policies might specify that traffic sent from a particular 
network should be forwarded out one interface, while all other traffic should be forwarded 
out another interface. 


PE 


provider edge. A router at the edge of a provider network that interfaces to the CE routers 
of a customer. All VPN processing occurs in the PE router. Each PE belongs to exactly 
one region of a provider administrative domain and connects to one or more customer 
sites. Each PE can have many VRF definitions and configlets, and each can be 
configured by many SRVC service requests. See also CE. 


per-hop behavior See PHB. 

permanent virtual circuit See PVC. 

permanent virtual See PVC. 

connection 

PE router provider edge router. A router that is part of a service provider network and that is 
connected to a customer edge (CE) router. The PE router function is a combination of an 
MLS edge label switch router (LSR) function and some additional functions to support 
VPNs. See also CE router. 

PHB per-hop behavior. RFC 2475 defines PHB as the externally observable forwarding 
behavior applied at a DiffServ-compliant node to a DiffServ Behavior Aggregate (BA). 
With the ability of the system to mark packets according to DSCP setting, collections of 
packets with the same DSCP setting, and sent in a particular direction, can be grouped 
into a BA. Packets from multiple sources or applications can belong to the same BA. 

In other words, a PHB refers to the packet scheduling, queuing, policing, or shaping 
behavior of a node on any given packet belonging to a BA, as configured by a service- 
level agreement (SLA) or a policy map. See also BA. 

PIM Protocol Independent Multicast. Multicast routing architecture that allows the addition of 
IP multicast routing on existing IP networks. PIM is unicast routing protocol independent 
and can be operated in two modes: dense and sparse. 

point of presence See POP. 

Point-to-Point Protocol See PPP. 

Point-to-Point Tunneling See PPTP. 

Protocol 

policy-based routing See PBR. 


POP 


point of presence. The access point, or device, into which the user dials to a service. 
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Acronym or Term 


PPP 


Definition 


Point-to-Point Protocol. Successor to SLIP that provides router-to-router and host-to- 
network connections over synchronous and asynchronous circuits. Whereas SLIP was 
designed to work with IP, PPP was designed to work with several network layer protocols, 
such as IP, IPX, and ARA. PPP also has built-in security mechanisms, such as CHAP and 
PAP. PPP relies on two protocols: LCP and NCP. 


PPTP 


Point-to-Point Tunneling Protocol. RFC 2637 describes the PPTP protocol. 


Protocol Independent 
Multicast 


See PIM. 


provider edge 


See PE. 


provider edge router 


See PE router. 


PVC 


permanent virtual circuit. Virtual circuit that is permanently established. PVCs save 
bandwidth associated with circuit establishment and teardown in situations where certain 
virtual circuits must exist all the time. In ATM terminology, called a permanent virtual 
connection. 


quality of service 


See QoS. 


QoS 


quality of service. The goal of QoS is to provide better and more predictable network 
service by providing dedicated bandwidth, controlled jitter and latency, and improved loss 
characteristics. QoS achieves these goals by providing tools for managing network 
congestion, shaping network traffic, using expensive wide-area links more efficiently, and 
setting traffic policies across the network. 


random early detection 


See RED. 


RD 


route distinguisher. An RD creates routing and forwarding tables and specifies the default 
route distinguisher fora VPN. The RD is an 8-byte value added to the beginning of the 
IPv4 prefixes of the customer to change them into globally unique VPN IPv4 prefixes. 


An RD is either ASN-relative, in which case it is composed of an autonomous system 
number and an arbitrary number, or it is IP-address-relative, in which case it is composed 
of an IP address and an arbitrary number. 


Each virtual routing and forwarding table (VRF) has an RD. Prefixes should use the same 
RD if they are associated with the same set of route targets (RTs). The community of 
interest association is based on the route target (RT) extended community attributes 
distributed with the Network Layer Reachability Information (NLRI). The RD value must be 
a globally unique value to avoid conflict with other prefixes. 


Real-Time Transport 
Protocol 


See RTP. 


RED 


random early detection. This class of algorithms is designed to avoid congestion in 
internetworks before it becomes a problem. RED works by monitoring traffic load at points 
in the network and stochastically discarding packets if the congestion begins to increase. 
The result of the drop is that the source detects the dropped traffic and slows its 
transmission. RED is designed to work primarily with TCP in IP internetwork 
environments. 


Resource Reservation See RSVP. 

Protocol 

route distinguisher See RD. 

route target See RT. 

RSVP Resource Reservation Protocol. Protocol that supports the reservation of resources 


across an IP network. Applications running on IP end systems can use RSVP to indicate 
to other nodes the nature (bandwidth, jitter, maximum burst, and so on) of the packet 
streams that they want to receive. RSVP depends on IPvé6. Also known as Resource 
Reservation Setup Protocol. 
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RT 


Definition 


route target. A 64-bit value by which Cisco IOS software discriminates routes for route 
updates in VRFs. 


An RT defines the destination of the route by specifying a target VPN community. RTs 
identify a group of sites that exchange routing information. BGP uses the RT value when 
determining the eligibility of routes for installation to a local routing table. 


RTP 


Real-Time Transport Protocol. Commonly used with IP networks. RTP is designed to 
provide end-to-end network transport functions for applications transmitting real-time data, 
such as audio, video, or simulation data, over multicast or unicast network services. RTP 
provides such services as payload type identification, sequence numbering, time- 
stamping, and delivery monitoring to real-time applications. 


service class 


Collection of service types required for a specific service offered. Each service class 
includes the attributes and values that define the type or quality of service associated with 
a given class. For example, data connectivity is a service class you might define that 
includes the service type data-bandwidth. 


service-level agreement See SLA. 

Site of Origin See SOO. 

SLA service-level agreement. SLAs are negotiated contracts between VPN providers and their 
subscribers. An SLA defines the criteria for the specific services that the subscriber 
expects the provider to deliver. The SLA is the only binding mechanism at the disposal of 
the subscriber to ensure that the VPN provider delivers the services as agreed. 

soo Site of Origin. SOO is a concept in MPLS VPN architecture that prevents routing loops in 


a site that is multihomed to the MPLS VPN backbone and in a site that uses AS-override. 
SOO is a BGP extended community attribute used to identify an IP address that 
originated from a site to prevent that IP address from being advertised back to the site. 
This attribute uniquely identifies the site from which the PE router learned the route. SOO 
is tagged at a PE in peering with BGP neighbors using an inbound route map and works 
in conjunction with the BGP CE-PE routing protocol. 


SOO must be unique for each customer site for each VPN. Therefore, the same value of 
SOO must be used on PE routers connected to the same CE router or to the same 
customer site. 


Tag Distribution Protocol 


See TDP. 


TCB transaction control block. 

TCP Transmission Control Protocol. Connection-oriented transport layer protocol that provides 
reliable full-duplex data transmission. TCP is part of the TCP/IP protocol stack. 

TDP Tag Distribution Protocol. The protocol used to distribute label bindings to LSRs. (Cisco 
proprietary version of LDP) 

ToS type of Service. A byte in the IPv4 header. 


traffic engineering tunnel 


A label switched path tunnel that is used for engineering traffic. It is set up through means 
other than normal Layer 3 routing and is used to direct traffic over a path different from 
the one that Layer 3 routing would cause it to take. 


transaction control block 


See TCB. 


Transmission Control 
Protocol 


See TCP. 


tunnel 


Secure communication path between two peers, such as two routers. 
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Acronym or Term 


tunneling 


Definition 


Architecture providing the services necessary to implement any standard point-to-point 
data encapsulation scheme. 


type of service 


See ToS. 


UDP 


User Datagram Protocol. Connectionless transport layer protocol in the TCP/IP protocol 
stack. UDP is a simple protocol that exchanges datagrams without acknowledgments or 
guaranteed delivery, requiring that error processing and retransmission be handled by 
other protocols. UDP is defined in RFC 768. 


User Datagram Protocol 


See UDP. 


VC merge 


virtual circuit merge. VC merge allows the switch to transmit cells coming from different 
VCls over the same outgoing VCI toward the same destination. In other words, it allows 
multipoint-to-point connections. 


VC merge is accomplished by queuing complete AAL5 frames in input buffers until the 
end of the frame has been received. The cells from the same AAL5 frame are all 
transmitted before sending cells from any other frame. This approach requires sufficient 
buffering capabilities inside the switch, but no more buffering than is required in IP 
networks. 


Versatile Interface See VIP. 
Processor 
VIP Versatile Interface Processor. Interface card used in Cisco 7000 and Cisco 7500 series 


routers. The VIP provides multilayer switching and runs Cisco IOS software. The most 
recent version of the VIP is VIP2. 


virtual channel 


See virtual circuit. 


virtual circuit 


Logical circuit created to ensure reliable communication between two network devices. A 
virtual circuit is defined by a VPI/VCI pair, and can be either permanent (PVC) or switched 
(SVC). Virtual circuits are used in Frame Relay and X.25. In ATM, a virtual circuit is called 
a virtual channel. 


virtual circuit merge 


See VC merge. 


virtual LAN See VLAN. 
virtual path See VPI/VCI. 
identifier/virtual channel 

identifier 

Virtual Private Network See VPN. 
virtual routing and See VRF. 


forwarding instance 


VLAN 


virtual LAN. Group of devices on one or more LANs that are configured (using 
management software) so that they can communicate as if they were attached to the 
same wire, when in fact they are located on a number of different LAN segments. 
Because VLANs are based on logical instead of physical connections, they are extremely 
flexible. 


Voice over IP 


See VoIP. 


VoIP 


Voice over IP. The capability to carry normal telephony-style voice over an IP-based 
Internet with POTS-like functionality, reliability, and voice quality. VoIP enables a router to 
carry voice traffic (for example, telephone calls and faxes) over an IP network. In VoIP, 
the DSP segments the voice signal into frames, which then are coupled in groups of two 
and stored in voice packets. These voice packets are transported using IP in compliance 
with ITU-T specification H.323. 
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VPI/VCI 


Definition 


virtual path identifier/virtual channel identifier . 

VPI - virtual path identifier. 8-bit field in the header of an ATM cell. The VPI, together with 
the VCI, is used to identify the next destination of a cell as it passes through a series of 
ATM switches on its way to its destination. 

VCI_ - virtual channel identifier. 16-bit field in the header of an ATM cell. The VCI, together 


with the VPI, is used to identify the next destination of a cell as it passes through a series 
of ATM switches on its way to its destination. 


VPN 


Virtual Private Network. Enables IP traffic to travel securely over a public TCP/IP network 
by encrypting all traffic from one network to another. A VPN uses "tunneling" to encrypt all 
information at the IP level. 


VPNv4 


Used as a keyword in commands to indicate VPN IPv4 prefixes. These prefixes are 
customer VPN addresses, each of which has been made unique by the addition of an 8- 
byte route distinguisher. 


VRF 


virtual routing and forwarding instance. A VRF consists of an IP routing table, a derived 
forwarding table, a set of interfaces that use the forwarding table, and a set of rules and 
routing protocols that determine what goes into the forwarding table. In general, a VRF 
includes the routing information that defines a customer VPN site that is attached to a PE 
router. 


WAN 


wide-area network. Data communications network that serves users across a broad 
geographic area and often uses transmission devices provided by common carriers. 
Frame Relay, SMDS, and X.25 are examples of WANs. 


weighted fair queuing 


See WFQ. 


WFQ 


weighted fair queuing. Congestion management algorithm that identifies conversations (in 
the form of traffic streams), separates packets that belong to each conversation, and 
ensures that capacity is shared fairly between these individual conversations. WFQ is an 
automatic way of stabilizing network behavior during congestion and results in increased 
performance and reduced retransmission. 


wide-area network 


See WAN. 
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MPLS | 


Lab Guide 


Overview 


Use the tasks here to complete the lab exercises for this course. The solutions information is 
found in the Lab Exercise Answer Key. 


Outline 


This Lab Guide includes these exercises: 


Lab Exercise 3-1: 
Lab Exercise 3-2: 
Lab Exercise 5-1: 
Lab Exercise 5-2: 
Lab Exercise 5-3: 
Lab Exercise 5-4: 
Lab Exercise 6-1: 
Lab Exercise 6-2: 
Lab Exercise 6-3: 
Lab Exercise 7-1: 
Lab Exercise 7-2: 
Lab Exercise 7-3: 


Establishing the Service Provider IGP Routing Environment 
Establishing the Core MPLS Environment 
Initial MPLS VPN Setup 

Running EIGRP Between PE and CE Routers 
Running OSPF Between PE and CE Routers 
Running BGP Between PE and CE Routers 
Overlapping VPNs 

Merging Service Providers 

Common Services VPN 

Separate Interface for Internet Connectivity 
Multisite Internet Access 

Internet Connectivity in an MPLS VPN 


Lab Exercise 3-1: Establishing the Service 
Provider IGP Routing Environment 


Complete this lab exercise to practice what you learned in the related lesson. 


Exercise Objectives 


In this exercise, you will use the tasks and commands necessary to implement the service 
provider Interior Gateway Protocol (IGP) and routing environment. After completing this 
exercise, you will be able to meet these objectives: 


m™ Verify the service provider IP addressing scheme, data-link connection identifier (DLCTI) 
assignment, and interface status 


m Enable the service provider IGP and configure appropriate IP addressing 


Visual Objective 


The figure illustrates what you will accomplish in this exercise. This exercise contains 
information about your laboratory setup, and details of the physical and logical connectivity in 
the laboratory, as well as information about the addressing scheme and IGP routing. The 

class will be divided into workgroups; each workgroup has its own customer edge (CE), 
provider edge (PE), and P routers that will provide service to two customers, customer A and 
customer B. 


The names of all routers in your workgroup follow the naming convention detailed in this table. 


Router Naming Convention 


Router Role Description 


Routers of customer A CEwg1A and CEwg2A, where wg equals your assigned 
workgroup number. 


Routers of customer B CEwg1B and CEwg2B, where wg equals your assigned 
workgroup number. 

Provider edge router PEwg11 and PEwg2, where wg equals your assigned workgroup 
number. 

Provider router Pwg1 and Pwg2, where wg equals your assigned workgroup 
number. 
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MPLS Lab Physical Connection Diagram 
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The first serial interface of each routers is connected to a Frame Relay switch. Logical 
connectivity has been provided by preconfigured permanent virtual circuits (PVCs), or DLCIs. 


Copyright © 2003, Cisco Systems, Inc. Lab Guide 


4 


The DLCI values for all Frame Relay virtual circuits are shown in Table 2. 


DLCI Identification 


Source Router Type | Destination Router Type DLCI 
CEwg1A PEwg1 101 
CEwg1B PEwg1 102 
CEwg2A PEwg2 101 
CEwg2B PEwg2 102 
PEwg1 CEwg1A 101 
PEwg1 CEwg1B 102 
PEwg1 Pwo! 111 
PEwg2 CEwg2A 101 
PEwg2 CEwg2B 102 
PEwg2 Pwg2 111 
Pwo! PEwg1 111 
Pwgt Pow2 112 
Pwg2 PEwg2 111 
Pwg2 Pgw2 112 
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MPLS Lab Logical Connection Diagram 
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Each workgroup has two points of presence (POPs), POPwgland POPwg2, where wg equals 
your workgroup number. For example: 


= Workgroup 1 has POP11 and POP12 

= Workgroup 2 has POP21 and POP22 

m™ andsoon 

Each POP contains three routers. The “A” CE router provides support for customer A, and the 


“B” CE router provides support for customer B. Routing Information Protocol version 2 
(RIPv2) is running on all CE routers. 


The PE router provides connectivity to the core for both customers. 


In addition to the three routers located in each POP, each workgroup also has two provider 
routers (P routers), one supporting each POP, in the core. 


Each workgroup is further divided into two teams: team A and team B. Team A will configure 


the PE router on POPwg!1 and its associated P router. Team B will configure the PE router on 
POPwg2 and its associated P router. 
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The routers in your workgroup have different roles as detailed in the following table. 


Workgroup Router Roles 


Router Router Role in the Laboratory 

Name 

CEwg1A, Customer routers of customer A. The customer has two sites connected to different 
CEwg2A PE routers. 

CEwg1B, Customer routers of customer B. The customer has two sites connected to different 
CEwg2B PE routers. 

PEwg1, PE routers—routers in your service provider backbone that connect to customer 
PEwg2 routers and to other service providers or customers. 

Pwg1 Provider core routers—routers in your service provider backbone that connect to PE 


routers and to other provider core routers. 
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MPLS Lab IP Addressing Scheme 
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The addressing of customer routers has been performed using the IP allocations scheme 
detailed in the following table. 


Service Provider Address Space 


Parameter Value 

PEwgl (S0/0.101) 150.wg.pop. 18/28 
PEwgl (S0/0.102) 150.wg.pop.33/28 
PEwgl (loopback0O) 192.168.wg. 17/32 
PEwgl (S0/0.111) 192.168.wg.49/28 
PEwg2 (S0/0.101) 150.wg.pop. 18/28 
PEwgl (S0/0.102) 150.wg.pop.33/28 
PEwg2 (loopbacko) 192.168.wg.33/32 
PEwgl (S0/0.111) 192.168.wg.65/28 
Pwgl (S0/0.111) 192.168.wg.50/28 
Pwgl (S0/0.112) 192.168.wg.113/28 
Pwg2 (S0/0.111) 192.168.wg.66/28 
Pwgl (S0/0.112) 192.168.wg.114/28 
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Note The above addressing scheme has been selected for ease of use in the labs. It does not 
optimize the use of the address space. 


Required Resources 


m Cisco JOS documentation 


Command List 


8 


These are the resources and equipment required to complete this exercise: 


The commands used in this exercise are described in the table here. 


IP, IGP, and Interface Commands 


Command 


network network-number 
[network-mask] 

no network network- 
number [network-mask] 


Description 


To specify a list of networks for the Enhanced Interior Gateway 
Routing Protocol (EIGRP) routing process, use the network 
router configuration command. To remove an entry, use the no 
form of this command. 


router eigrp as-number 
no router eigrp as- 
number 


To configure the EIGRP routing process, use the router eigrp 
global configuration command. To shut down a routing process, 
use the no form of this command. 


show frame-relay pvc 


To display statistics about PVCs for Frame Relay interfaces, use 
the show frame-relay pve privileged EXEC command. 


show interfaces serial 
[slot/port] 


To display information about a serial interface, use the show 
interfaces serial command in privileged EXEC mode. When 
using Frame Relay encapsulation, use the show interfaces 
serial command in EXEC mode to display information about the 
multicast DLCI, the DLCls used on the interface, and the DLCI 
used for the Local Management Interface (LMI). 


show ip protocols 


To display the parameters and current state of the active routing 
protocol process, use the show ip protocols EXEC command. 


show ip route [ip- 
address [mask] 
[longer-prefixes]] | 
[protocol [process- 
id]] 


To display the current state of the routing table, use the show ip 
route EXEC command. 


Implementing Cisco MPLS (MPLS) v2.0 


Copyright © 2003, Cisco Systems, Inc. 


Task 1: Verifying the Service Provider IP Interfaces 


The physical interfaces, subinterfaces, DLCI assignments, and IP addressing have been 
preconfigured on all PE and P routers. Your task is to verify the addressing and ensure that the 
proper interfaces are enabled. 


Note 


The enable password on all routers is “mpls.” 


Exercise Procedure 


Complete these steps: 

Step 1 If you are team B, skip to Step 6. 

Step 2 On PEwg!1 verify and record the IP address scheme, DLCI assignment, and interface 
status of the interfaces indicated in Table 6. 

Step 3 On Pwg1 verify and record the IP address scheme, DLCI assignment, and interface 
status of the interfaces indicated in Table 6. 

Step 4 Ensure that team B has the information that you recorded in Table 6. 

Step 5 Proceed to Task 2. 

Step 6 On PEwg? verify and record the IP address scheme, DLCI assignment, and interface 
status of the interfaces indicated in Table 6. 

Step 7 On Pwg? verify and record the IP address scheme, DLCI assignment, and interface 
status of the interfaces indicated in Table 6. 

Step 8 Ensure that team A has the information that you recorded in Table 6. 

Step 9 Proceed to Task 2. 
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Service Provider Interface Information 


Router 


PEwg1 


Interface 


S0/0.101 


Subnet Address 


IP Address 


DLCI | Status 


S0/0.102 


S0/0.111 


PEwg2 


Loopback0O 


S0/0.101 


S0/0.102 


S0/0.111 


Pwg1 


Loopback0O 


S0/0.111 


S0/0.112 


Pwg2 


Loopback0O 


S0/0.111 


S0/0.112 


Loopback0O 
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Task 2: Configuring the Service Provider IGP 


Your next task is to establish the service provider IGP routing environment. This task will 
involve enabling the EIGRP routing protocol. 


Exercise Procedure 


Complete these steps: 


Step 1 If you are team B, skip to Step 5. 


Step 2 On PEwg1 and Pwg1, enable the EIGRP routing process, using 1 as the autonomous 


system (AS) number, and ensure that the service provider networks are configured 
and are being advertised by the EIGRP process. 


Step 3 Ensure that team B has completed its configuration tasks. 


Step 4 Proceed to the Exercise Verification. 


Step 5 On PEwg2 and Pwg2, enable the EIGRP routing process, using 1 as the AS number, 


and ensure that the service provider networks are configured and are being 
advertised by the EIGRP process. 


Step 6 Ensure that team A has completed its configuration. 


Step 7 Proceed to the Exercise Verification. 


Exercise Verification 


You have completed this exercise when you attain these results: 


On each P and PE router, verify that the EIGRP router process is active. 


On each P and PE router, verify that the EIGRP router process is enabled on all serial 
interfaces. 


On each P and PE router, verify that the loopback interfaces of all P and PE routers are 
displayed in the IP routing table. 


On each P and PE router, verify that 192.168.wg.0 subnets of all P and PE routers are 
displayed in the IP routing table. 


On each PE router, verify that 150.wg.pop.0 subnets of all P and PE routers are displayed 
in the IP routing table. 
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Lab Exercise 3-2: Establishing the Core MPLS 
Environment 


Complete this lab exercise to practice what you learned in the related lesson. 


Exercise Objectives 


In this exercise, you will use the tasks and commands necessary to implement MPLS on frame- 
mode Cisco IOS platforms. After completing this exercise, you will be able to meet these 
objectives: 


m Enable LDP on your PE and P routers 
m™ Disable MPLS TTL propagation 
= Configure conditional label distribution 


Visual Objective 


The figure illustrates what you will accomplish in this exercise. 


MPLS Lab Core LDP Scheme 
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Required Resources 


These are the resources and equipment required to complete this exercise: 


= Cisco IOS documentation 
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Command List 


The commands used in this exercise are described in the table here. 


MPLS Commands 


Command 


access-list access- 
list-number {permit | 
deny} {type-code wild- 
mask | address mask} 
no access-list access- 
list-number {permit | 
deny} {type-code wild- 
mask | address mask} 


Description 


To configure the access list mechanism for filtering frames by 
protocol type or vendor code, use the access-list global 
configuration command. To remove the single specified entry 
from the access list, use the no form of this command. 


ip cef To enable Cisco Express Forwarding (CEF) on the route 
processor (RP) card, use the ip cef command in global 
configuration mode. To disable CEF, use the no form of this 
command. 

mpls ip To enable MPLS forwarding of IP version 4 (IPv4) packets along 


no mpls ip 


normally routed paths for the platform, the mpls ip command can 
be used in global configuration mode (for traffic engineering [TE]) 
but must be used at the interface configuration mode for Label 
Distribution Protocol (LDP) to become active. To disable this 
feature, use the no form of this command. 


mpls ip propagate-ttl 
no mpls ip propagate- 
ttl [forwarded | 
local] 


To control the generation of the time-to-live (TTL) field in the 
MPLS header when labels are first added to an IP packet, use 
the mpls ip propagate-ttl global configuration command. To use 
a fixed TTL value (255) for the first label of the IP packet, use the 
no form of this command. 


mpls label protocol 
{ldp | tdp | both } 
[no] mpls label 
protocol 


To specify the label distribution protocol to be used on a given 
interface, use the mpls label protocol interface configuration 
command. Use the no form of the command to disable this 
feature. 


show mpls interfaces 
[interface] [detail] 


To display information about one or more interfaces that have 
been configured for label switching, use the show mpls 
interfaces privileged EXEC command. 


show mpls ldp 
discovery 


To display the status of the LDP discovery process, use the 
show mpls Idp discovery privileged EXEC command. This 
command generates a list of interfaces over which the LDP 
discovery process is running. 


show mpls ldp neighbor 
[address | interface] 
[detail] 


To display the status of LDP sessions, issue the show mpls Idp 
neighbor privileged EXEC command. 


show mpls ldp bindings 
[network {mask | 
length} [longer- 
prefixes]] [local- 
label label [- 
labe1]} [remote-label 
label [- label] 
[neighbor address] 
[local] 


To display the contents of the label information base (LIB), use 
the show mpls Idp bindings privileged EXEC command. 
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Command Description 


mpls 1ldp advertise- To control the distribution of locally assigned (incoming) labels by 

labels [for prefix- means of LDP, use the mpls Idp advertise-labels command in 

access-list [to peer- global configuration mode. This command is used to control 

access-list] ] which labels are advertised to which LDP neighbors. To prevent 
the distribution of locally assigned labels, use the no form of this 
command. 


no mpls ldp advertise- 
labels [for prefix- 
access-list [to peer- 
access-list] ] 
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Task 1: Enabling LDP on Your PE and P Routers 


Your next task is to establish MPLS within the service provider routing environment. This task 
will involve enabling CEF and MPLS. 


Exercise Procedure 


Complete these steps: 


Step 1 


Step 2 


Step 3 


On your assigned PE router: 

m Enable CEF. 

m= Enable LDP on the subinterface that is connected to your assigned P router. 
On your assigned P router: 

m Enable CEF. 

m= Enable LDP on the subinterface that is connected to your assigned PE router. 


= Enable LDP on the subinterface that is connected to the P router of the other 
team. 


Verify that the other team has completed its configuration. 


Exercise Verification 


You have completed this exercise when you attain these results: 


™ On each of your routers, verify that the interfaces in question have been configured to use 


LDP. 


P1ll#sh mpls interface 


Interface IP Tunnel Operational 
Serial0/0.111 Yes (ldp) No Yes 
Serial0/0.112 Yes (ldp) No Yes 


= On each of your routers, verify that the interface is up and has established an LDP neighbor 
relationship. 


P1ll#show mpls ldp discovery 
Local LDP Identifier: 
192.168.1.81:0 
Discovery Sources: 
Interfaces: 
Serial0/0.111 (ldp): xmit/recv 
LDP Id: 192.168.1.17:0 
Serial0/0.112 (ldp): xmit/recv 
LDP Id: 192.168.1.97:0 


P1l#show mpls ldp nei 
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Peer LDP Ident: 192.168.1.17:0; Local LDP Ident 
192.168.1.81:0 


TCP connection: 192.168.1.17.646 - 192.168.1.81.11000 
State: Oper; Msgs sent/rcvd: 20/23; Downstream 
Up time: 00:08:03 
LDP discovery sources: 
Serial0/0.111, Src IP addr: 192.168.1.49 
Addresses bound to peer LDP Ident: 


192.168.1.17 192.168.1.49 150.wg.11.18 
150.wg.11.34 


Peer LDP Ident: 192.168.1.97:0; Local LDP Ident 
192.168.1.81:0 


TCP connection: 192.168.1.97.11000 - 192.168.1.81.646 
State: Oper; Msgs sent/rcvd: 18/18; Downstream 
Up time: 00:06:15 
LDP discovery sources: 
Serial0/0.112, Src IP addr: 192.168.1.114 
Addresses bound to peer LDP Ident: 
192.168.1.97 192.168.1.66 192.168.1.114 


™ On each of your routers, verify that LDP has allocated a label for each prefix in its IP 
routing table. 
PE11#sh ip route 
Codes: C - connected, S - static, R - RIP, M - mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 
Gateway of last resort is not set 


192.168.1.0/24 is variably subnetted, 8 subnets, 3 masks 


D 192.168.1.97/32 [90/2809856] via 192.168.1.50, 
00:49:50, Serial0/0.111 


D 192.168.1.112/28 


[90/2681856] via 192.168.1.50, 00:49:50, 
Serial0/0.111 
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D 
00:49 


D 
00:49 


D 
00:47 


Cc 
D 
Cc 


1] 


P11#sh mpls 


192.168.1.64/28 
:50, Serial0/0.111 


192.168.1.81/32 
:50, Serial0/0.111 


192.168.1.33/32 
:00, Serial0/0.111 


192.168.1.48/28 
192 
192 
150.wg. 
150 
150 
150 


[90/3193856] via 192.168.1.50, 


[90/659968] via 192.168.1.50, 


[90/3321856] via 192.168.1.50, 


is directly connected, Serial0/0.111 
.168.1.0/24 is a summary, 


.wg.0.0/16 is a summary, 


ldp bindings 


tib entry: 150.wg.0.0/16, rev 16 


tib 


tib 


tib 


tib 


tib 


tib 


tib 
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local binding: 
remote binding: 
remote binding: 
entry: 150.wg.11. 
remote binding: 
entry: 150.wg.11. 
remote binding: 
entry: 192.168.1. 
remote binding: 
entry: 192.168.1 
local binding: 
remote binding: 
remote binding: 
entry: 192.168.1. 
local binding: 
remote binding: 
remote binding: 
entry: 192.168.1. 
local binding: 
remote binding: 
remote binding: 
entry: 192.168.1. 
local binding: 
remote binding: 


remote binding: 


tag: 
tsr: 
tsr: 
16/28, 
tsr: 
32/28, 
tsr: 
0/24, 


tsr: 


.17/32, 


tag: 
tsr: 
tsr: 
33/32, 
tag: 
tsr: 
tsr: 
48/28, 
tag: 
tsr: 
tsr: 
64/28, 
tag: 
tsr: 


tsr: 


20 


192.168.1. 
192.168.1. 


rev 18 


192.168.1. 


rev 19 


192.168.1. 


rev 17 


192.168.1. 


rev 14 


19 


192.168.1. 
192.168.1. 


rev 10 


18 


192.168.1. 
192.168.1. 


rev 12 


imp-null 


192.168.1. 
192.168.1. 


rev 6 


17 


192.168.1. 
192.168.1. 


17: 
97: 


17: 


17: 


17: 


a ly Be 
97: 


Lh: 
97: 


17: 
97: 


17: 
97: 


00:49:20, 


00:49:20, 


Nu110 

.168.1.17/32 is directly connected, Loopbacko 
0.0/16 is variably subnetted, 3 subnets, 2 masks 
-wg.11.16/28 is directly connected, Serial0/0.101 


Nullo 


tag: 
tag: 


tag: 


tag: 


tag: 


tag: 
tag: 


tag: 
tag: 


tag: 
tag: 


tag: 
tag: 


-wg.11.32/28 is directly connected, Serial0/0.102 


imp-null 


20 


imp-null 


imp-null 


imp-null 


imp-null 


19 


20 
17 


imp-null 


18 


18 


imp-null 
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17 


18 


tib 


tib 


tib 


entry: 192.168.1.81/32, rev 8 
local binding: tag: imp-null 
remote binding: tsr: 192.168.1. 
remote binding: tsr: 192.168.1. 

entry: 192.168.1.97/32, rev 2 
local binding: tag: 16 
remote binding: tsr: 192.168.1. 
remote binding: tsr: 192.168.1. 

entry: 192.168.1.112/28, rev 4 
local binding: tag: imp-null 
remote binding: tsr: 192.168.1. 
remote binding: tsr: 192.168.1. 


17:0, tag: 19 
97:0, tag: 16 
17:0, tag: 16 
97:0, tag: imp-null 
17:0, tag: 17 
97:0, tag: imp-null 


™ On each of your routers, verify that LDP has received a label of the subnets and loopback 
interfaces of the other core routers. 


P1l#sh mpls ldp bindings 


tib entry: 150.wg.0.0/16, rev 16 


tib 


tib 


tib 


tib 


tib 


tib 


tib 


local binding: 
remote binding: 
remote binding: 
entry: 150.wg.11 
remote binding: 
entry: 150.wg.11. 
remote binding: 
entry: 192.168.1 
remote binding: 
entry: 192.168.1. 
local binding: 
remote binding: 
remote binding: 
entry: 192.168.1 
local binding: 
remote binding: 
remote binding: 
entry: 192.168.1. 
local binding: 
remote binding: 
remote binding: 
entry: 192.168.1. 


local binding: 
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tag: 
tsr: 


tsr: 


.16/28, 


tsr: 
32/28, 


tsr: 


.0/24, 


tsr: 
17/32, 

tag: 

tsr: 


tsr: 


.33/32, 


tag: 
tsr: 
tsr: 
48/28, 
tag: 
tsr: 
tsr: 
64/28, 
tag: 


20 
192.168.1. 
192.168.1. 
rev 18 
192.168.1. 
rev 19 
192.168.1. 
rev 17 
192.168.1. 
rev 14 

19 
192.168.1. 
192.168.1. 
rev 10 

18 
192.168.1. 
192.168.1. 
rev 12 
imp-null 
192.168.1. 
192.168.1. 
rev 6 


17 


17:0, tag: imp-null 
97:0, tag: 20 
17:0, tag: imp-null 
17:0, tag: imp-null 
17:0, tag: imp-null 
17:0, tag: imp-null 
97:0, tag: 19 
17:0, tag: 20 
97:0, tag: 17 
17:0, tag: imp-null 
97:0, tag: 18 
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remote binding: 


remote binding: 


tib entry: 192.168.1 


local binding: 


remote binding: 


remote binding: 


tib entry: 192.168.1 


local binding: 


remote binding: 


remote binding: 


tib entry: 192.168.1 


local binding: 


remote binding: 


remote binding: 


Perform a traceroute from your PE router to the loopback address of the PE router of the 


tsr: 
tsr: 
.81/32, 
tag: 
tsr: 
tsr: 
97/32, 
tag: 
tsr: 


tsr: 


192.168.1. 
192.168.1. 
rev 8 
imp-null 
192.168.1. 
192.168.1. 
rev 2 

16 
192.168.1. 
192.168.1. 


.112/28, rev 4 


tag: 
tsr: 


tsr: 


imp-null 
192.168.1. 
192.168.1. 


17: 
97: 


17: 
97: 


17: 
97: 


17: 
97: 


0, 
0, 


other team and verify that the results display the associated labels. 


Tracing the route to 192.168.1.33 


1 192.168.1.50 [MPLS: Label 18 Exp 0] 


msec 


2 192.168.1.114 [MPLS: Label 17 Exp 0] 56 msec 56 msec 56 


msec 


3 192.168.1.65 40 msec 40 msec 
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164 msec 196 msec 200 


tag: 
tag: 


tag: 
tag: 


tag: 
tag: 


tag: 
tag: 


18 


imp-null 


19 
16 


16 


imp-null 


17 


imp-null 
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Task 2: Disabling TTL Propagation 


In this task, you will disable MPLS TTL propagation and verify the results. Team A will 
configure PEwg1 and Pwg1. Team B will configure PEwg2 and Pwg?. 


Exercise Procedure 
Complete these steps: 
Step 1 On your assigned PE router, disable MPLS TTL propagation. 
Step 2 On your assigned P router, disable MPLS TTL propagation. 


Step 3 Verify that the other team has completed its configuration. 


Exercise Verification 


You have successfully completed this exercise when you attain these results: 


= Perform a traceroute from your PE router to the loopback address of the PE router of the 
other team and compare this display to the display obtained in the previous task. 


PE11#traceroute 192.168.1.33 
Type escape sequence to abort. 


Tracing the route to 192.168.1.33 


1 192.168.1.65 40 msec 40 msec * 


Note When you are troubleshooting, it may become necessary to view the core routes when 
doing traces. If so, it will be necessary to re-enable TTL propagation. Doing so may affect 


the results of the traces shown in the lab exercise verification because additional hops and 
labs will be displayed. 
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Task 3: Configuring Conditional Label Distribution 


For the label binding displays that you did in Task 2, you can see that a label is assigned to 
every prefix that is in the IP routing table of a router. This label assignment results in wasted 
label space and resources necessary to build unused label switched paths (LSPs). In this task 
you will use conditional label advertising to restrict the distribution of labels related to the 
WAN interfaces in the core. 


Team A will configure PEwg1 and Pwg1. Team B will configure PEwg2 and Pwg?2. 


Exercise Procedure 
Complete these steps: 
Step 1 On your PE router, display the LSPs that are being built. 


PE11#sh mpls for 


Local Outgoing Prefix Bytes tag Outgoing 
Next Hop 

tag tag or VC or Tunnel Id switched interface 
16 16 192.168.1.97/32 0 Se0/0.111 
pointlpoint 

17 Pop tag 192.168.1.112/28 0 Se0/0.111 
pointlpoint 

18 17 192.168.1.64/28 0 Se0/0.111 
pointlpoint 

19 Pop tag 192.168.1.81/32 0 Se0/0.111 
pointilpoint 

20 18 192.168.1.33/32 0 Se0/0.111 
pointlpoint 


Step 2 Note that an LSP has been built to the WAN interface that connects the other PE and 
P router. This LSP will never be used because traffic will not normally terminate at 
this point. 


Step 3 On your assigned P and PE routers, configure conditional label distribution to allow 
only the distribution of labels related to the core loopback addresses and the 
interfaces that provide direct customer support. 


Step 4 Verify that the other team has completed its configuration tasks. 
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Exercise Verification 
You have completed this exercise when you attain these results: 
= On your PE router, display the LSPs that are being built. 


PE11#sh mpls f 


Local Outgoing Prefix Bytes tag Outgoing 
Next Hop 

tag tag or VC or Tunnel Id switched interface 
16 16 192.168.1.97/32 0 Se0/0.111 
pointlpoint 

17 Untagged 192.168.1.112/28 0 Se0/0.111 
pointlpoint 

18 Untagged 192.168.1.64/28 0 Se0/0.111 
pointlpoint 

19 Pop tag 192.168.1.81/32 0 Se0/0.111 
pointlpoint 

20 18 192.168.1.33/32 0 Se0/0.111 
pointlpoint 

Note An LSP is no longer built to the WAN interface that connects the other PE and P routers. 


= On your P router display the LDP bindings. 


P1l#sh mpls ldp bind 
tib entry: 150.wg.0.0/16, rev 31 
local binding: tag: 20 
remote binding: tsr: 192.168.1.97:0, tag: 20 
remote binding: tsr: 192.168.1.17:0, tag: imp-null 
tib entry: 150.wg.11.16/28, rev 36 
remote binding: tsr: 192.168.1.17:0, tag: imp-null 
tib entry: 150.wg.11.32/28, rev 37 
remote binding: tsr: 192.168.1.17:0, tag: imp-null 
tib entry: 192.168.1.17/32, rev 35 
local binding: tag: 19 
remote binding: tsr: 192.168.1.97:0, tag: 19 
remote binding: tsr: 192.168.1.17:0, tag: imp-null 
tib entry: 192.168.1.33/32, rev 32 
local binding: tag: 18 
remote binding: tsr: 192.168.1.97:0, tag: 17 
remote binding: tsr: 192.168.1.17:0, tag: 20 
tib entry: 192.168.1.48/28, rev 26 
local binding: tag: imp-null 
tib entry: 192.168.1.64/28, rev 27 
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local binding: tag: 17 

tib entry: 192.168.1.81/32, rev 34 
local binding: tag: imp-null 
remote binding: tsr: 192.168.1.97:0, tag: 16 
remote binding: tsr: 192.168.1.17:0, tag: 19 

tib entry: 192.168.1.97/32, rev 33 
local binding: tag: 16 
remote binding: tsr: 192.168.1.97:0, tag: imp-null 
remote binding: tsr: 192.168.1.17:0, tag: 16 

tib entry: 192.168.1.112/28, rev 30 
local binding: tag: imp-null 

Note The prefix assigned to the WAN interface connecting the other P and PE routers no longer 


has a remote label assigned. Further, none of the core WAN interfaces have remote labels 
assigned. This lessening of assignments results in a reduced label space, which saves 


memory resources. 
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Task 4: Removing Conditional Label Distribution 


For the conditional label distribution displays that you did in Task 2, you can see that a label is 
not assigned to every prefix that is in the IP routing table of a router. In this task you will 
remove conditional label advertising so no restrictions are on the distribution of labels related 
to the WAN interfaces in the core. 


Team A will configure PEwg1 and Pwg1. Team B will configure PEwg2 and Pwg?. 


Exercise Procedure 
Complete these steps: 
Step 1 Remove conditional label distribution. 


Step 2 Verify that the other team has completed its configuration task. 


Exercise Verification 
You have completed this exercise when you attain these results: 
= On your PE router, display the LSPs that are being built. 


PE11#sh mpls for 


Local Outgoing Prefix Bytes tag Outgoing 
Next Hop 

tag tag or VC or Tunnel Id switched interface 
16 16 192.168.1.97/32 0 Se0/0.111 
pointlpoint 

17 Pop tag 192.168.1.112/28 0 Se0/0.111 
pointlpoint 

18 17 192.168.1.64/28 0 Se0/0.111 
pointlpoint 

19 Pop tag 192.168.1.81/32 0 Se0/0.111 
pointlpoint 

20 18 192.168.1.33/32 0 Se0/0.111 
pointlpoint 


Next Step 


™ Module 4: MPLS Virtual Private Networks Technology 
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Lab Exercise 5-1: Initial MPLS VPN Setup 


Complete this lab exercise to practice what you learned in the related lesson. 


Exercise Objectives 


The company that you work for is a small service provider. Your workgroup has been tasked 
with creating two simple VPNs to support two new customers (customer A and customer B) 
who have just signed with you. 


In this exercise, you will create a simple VPN for your customer. After completing this 
exercise, you will be able to meet these objectives: 


= Configure Multiprotocol BGP to establish routing between the PE routers of your 
workgroup 


= Configure the virtual routing and forwarding tables necessary to support your customer and 
establish your customer RIP routing using a simple VPN 


Visual Objective 


The figure illustrates what you will accomplish in this exercise. 


MPLS Lab IP Addressing Scheme 
= eT TT TM mm AN MM] 


*0.4 pop.16/28 10.2.pop 16/28 10.4 pop. 16/28 10.2 _pop.16/28 


4 


102.pop.48i32_| +0.1 pop.4m32 . 10.2. pop.48/32 


“92.1 BB.wg 112/28 


Core 
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These exercises rely on the “Frame-Mode MPLS Configuration” lab exercises, where you 
established MPLS connectivity in your backbone. If this is the first set of exercises that you are 
undertaking, please refer to Task 1 in the lab exercise “Establishing the Service Provider IGP 
Routing Environment” to familiarize yourself with the IP addressing and routing in your 
workgroup. 


Please also verify that MPLS has been enabled on all core interfaces in your backbone and that 
it has not been enabled on interfaces toward the customer workgroup routers or other service 
providers. 
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MPLS Lab Core BGP Scheme 


TOOUNNT ONTO TT ATTN TANT Cisco.com 


Customer IGP 
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This exercise contains tasks that enable you to configure your core MPLS VPN infrastructure 
and to establish a simple any-to-any VPN service for a customer. 


You will also test various provider edge-customer edge (PE-CE) routing options, ranging from 


RIP and Open Shortest Path First (OSPF) to running Border Gateway Protocol (BGP) between 
the PE and the CE routers. 


Required Resources 


These are the resources and equipment required to complete this exercise: 


= Cisco IOS documentation 
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Command List 


The commands used in this exercise are described in the table here. 


VPN-Related Commands 


Command 


address-family ipv4 
vrf vrf-name 


Description 


Selects a per-VRF instance of a routing protocol. 


address-family vpnv4 


Selects VPNv4 address family configuration. 


ip vrf forwarding vrf- 
name 


Assigns an interface to a VRF. 


ip vrf vrf-name 


Creates a virtual routing and forwarding table (VRF). 


neighbor ip-address 
activate 


Activates exchange of routes from address family under 
configuration for specified neighbor. 


neighbor ip-address 
route-reflector-client 


Configures a route reflector client on a route reflector. 


neighbor next-hop-self 


To configure the router as the next hop for a BGP-speaking 
neighbor or peer group, use the neighbor next-hop-self router 
configuration command. To disable this feature, use the no form 
of this command. 


neighbor remote-as 


To add an entry to the BGP or Multiprotocol Border Gateway 
Protocol (MP-BGP) neighbor table, use the neighbor remote-as 
router configuration command. To remove an entry from the 
table, use the no form of this command. 


neighbor send- 
community 


To specify that a communities attribute should be sent to a BGP 
neighbor, use the neighbor send-community command in 
address family or router configuration mode. To remove the entry, 
use the no form of this command. 


neighbor update-source 


To have the Cisco IOS software allow Internal Border Gateway 
Protocol (IBGP) sessions to use any operational interface for 
TCP connections, use the neighbor update-source router 
configuration command. To restore the interface assignment to 
the closest interface, which is called the “best local address,” use 
the no form of this command. 


ping vrf vrf-name host 


Pings a host reachable through the specified VRF. 


rd value 


Assigns a route distinguisher (RD) to a VRF. 


redistribute bgp as- 
number metric 
transparent 


Redistributes BGP routes into RIP with propagation of the multi- 
exit discriminator (MED) into the RIP hop count. 


router bgp as-number 


Selects BGP configuration. 


route-target 
import |export value 


Assigns a route target (RT) to a VRF. 


show ip bgp neighbor 


Displays information on global BGP neighbors. 


show ip bgp vpnv4 vrf 
vrf-name 


Displays VPN IPv4 (VPNv4) routes associated with the specified 
VRF. 


show ip route vrf vrf- 
name 


Displays an IP routing table of the specified VRF. 


show ip vrf detail 


Displays detailed VRF information. 
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telnet host /vrf vrf- Telnets to a CE router connected to the specified VRF. 
name 
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Task 1: Configuring Multiprotocol BGP 


In this section of the exercise, you will configure MP-BGP between the PE routers in your 
workgroup. 


Team A will configure MP-BGP on PEwg1, and team B will perform the same task on PEwg2. 


Exercise Procedure 
Complete these steps: 


Step 1 Activate the BGP process on your assigned router using AS 65001 as the AS 
number. 


Step 2 Activate VPNv4 BGP sessions between your assigned PE router and the PE router 
being configured by the other team. 


Step 3 Verify that the other team has completed its configuration tasks. 


Exercise Verification 
You have completed this exercise when you attain these results: 


= Display the BGP neighbor information and ensure that BGP sessions have been established 


between the two PE routers. 
Note The following displays are showing WG 4. Your display should be the same except where 
you see a “4” in the host name or in the addresses displayed. That number will be your 
WG #. 


PEpop#sh ip bgp sum 
BGP router identifier 192.168.wg.17, local AS number 65001 
BGP table version is 1, main routing table version 1 


Neighbor Vv AS MsgRcvd MsgSent TblVer InQ OutQ 
Up/Down State/Pf£xRcd 


192 .168.wg.33 4 65001 6 6 1 0 0 
00:02:23 0 


PEpop#sh ip bgp sum 
BGP router identifier 192.168.wg.33, local AS number 65001 


BGP table version is 1, main routing table version 1 


Neighbor V AS MsgRcvd MsgSent TblVer InQ OutQ 
Up/Down State/Pf£xRcd 

192.168 .wg.17 4 65001 9 9 1 0 0 
00:05:24 0 
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PEpop#sh bgp nei 

BGP neighbor is 192.168.wg.33, remote AS 65001, internal link 
BGP version 4, remote router ID 192.168.wg.33 
BGP state = Established, up for 00:03:39 


Last read 00:00:39, hold time is 180, keepalive interval is 
60 seconds 


Neighbor capabilities: 
Route refresh: advertised and received(old & new) 
Address family IPv4 Unicast: advertised and received 
IPv4 MPLS Label capability: 

Received 7 messages, 0 notifications, 0 in queue 

Sent 7 messages, 0 notifications, 0 in queue 


Default minimum time between advertisement runs is 5 seconds 


For address family: IPv4 Unicast 

BGP table version 1, neighbor version 1 
Index 1, Offset 0, Mask 0x2 

Route refresh request: received 0, sent 0 
0 accepted prefixes consume 0 bytes 


Prefix advertised 0, suppressed 0, withdrawn 0 


Connections established 1; dropped 0 
Last reset never 


Connection state is ESTAB, I/O status: 1, unread input bytes: 
0 


Local host: 192.168.wg.17, Local port: 11022 


Foreign host: 192.168.wg.33, Foreign port: 179 


Enqueued packets for retransmit: 0, input: 0 mis-ordered: 0 
(0 bytes) 


Event Timers (current time is 0xA12E784): 


Timer Starts Wakeups Next 
Retrans 8 0 0x0 
TimeWait 0 0) 0x0 
AckHold 7 5 0x0 
SendwWnd 0 0 0x0 
KeepAlive 0 0 0x0 
GiveUp ) ) 0x0 
PmtuAger 0 0 0x0 
DeadWait 0) 0 0x0 
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iss: 1596106025 snduna: 1596106185 sndnxt: 1596106185 
sndwnd: 16225 


irs: 2134453172 revnxt: 2134453332 rcvwnd: 16225 
delrcvwnd: 159 


SRTT: 197 ms, RTTO: 984 ms, RTV: 787 ms, KRIT: O ms 
minRTT: 44 ms, maxRTT: 300 ms, ACK hold: 200 ms 


Flags: higher precedence, nagle 


Datagrams (max data segment is 536 bytes): 
Revd: 8 (out of order: 0), with data: 7, total data bytes: 159 


Sent: 14 (retransmit: 0, fastretransmit: 0), with data: 7, 
total data bytes: 159 
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Task 2: Configuring Virtual Routing and Forwarding Tables 


In this task and the following task, you will establish simple VPNs for customer A and 
customer B. Team A will establish a VPN between CEwg1A and CEwg2A, and team B will 
establish a VPN between CEwg1B and CEwg2B. Each team is responsible for all PE router 
configurations related to its customer. This division of work between teams applies to all future 
exercises. 


Exercise Procedure 
Complete these steps: 


Step 1 Design your VPN networks—decide on the RD and the RT numbering. Coordinate 
your number with the other team. 


Note The easiest numbering plan would be to use the same values for the RD and the RT. Use 
simple values, for example, wg:10 for customer A and wg:20 for customer B. 


Step 2 Create VRFs on the PE routers and associate the PE-CE interfaces into the proper 
VRFs; use simple yet descriptive VRF names (for example, “CewgA” and 
“CewgB”). 


Step 3 Your customer is using RIP as its IGP, so enable RIP for the VRF that you have 
created. 

Step 4 Configure redistribution of RIP into BGP within the ipv4 vrf address family. 

Step 5 Configure redistribution of BGP into RIP within the ipv4 vrf address family. 


Step 6 Configure RIP metric propagation through MP-BGP by using the redistribute bgp 
metric transparent command in the RIP process. 


Step 7 Ensure that RIP is enabled on all the CE routers. Make sure that all the networks 
(including loopbacks) are active in the RIP process. 


Exercise Verification 
You have completed this exercise when you attain these results: 


= Verify that you have the proper configuration of your virtual routing and forwarding (VRF) 
tables with show ip vrf detail. You should get a printout similar to the one here: 


PEpop#sh ip vrf detail 
VRF Customer_A; default RD wg:10; default VPNID <not set> 
Interfaces: 
Serial0/0.101 
Connected addresses are not in global routing table 
Export VPN route-target communities 
RT: wg:10 
Import VPN route-target communities 
RT: wg:10 


No import route-map 
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No export route-map 
VRF Customer_B; default RD wg:20; default VPNID <not set> 
Interfaces: 
Serial0/0.102 
Connected addresses are not in global routing table 
Export VPN route-target communities 
RT: wg:20 
Import VPN route-target communities 
RT: wg:20 
No import route-map 


No export route-map 


= Check the routing protocols running in your VRF with the show ip protocol vrf command. 
When executed on WG2PE2, it will produce a printout similar to the one here: 
PEpop#sh ip prot vrf Customer_A 
Routing Protocol is "bgp 65001" 
Outgoing update filter list for all interfaces is not set 
Incoming update filter list for all interfaces is not set 
IGP synchronization is disabled 
Automatic route summarization is disabled 
Redistributing: rip 
Maximum path: 1 
Routing Information Sources: 
Gateway Distance Last Update 
192.168 .wg.33 200 15:05:06 


Distance: external 20 internal 200 local 200 


Routing Protocol is "rip" 
Sending updates every 30 seconds, next due in 26 seconds 
Invalid after 180 seconds, hold down 180, flushed after 240 
Outgoing update filter list for all interfaces is not set 
Incoming update filter list for all interfaces is not set 
Redistributing: bgp 65001, rip 
Default version control: send version 2, receive version 2 
Interface Send Recv Triggered RIP Key-chain 
Serial0/0.101 2 2 
Maximum path: 4 
Routing for Networks: 
Interface Send Recv Triggered RIP Key-chain 
7 10.0.0.0 
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150.wg.0.0 
Routing Information Sources: 
Gateway Distance Last Update 
150.wg.pop.17 120 00:00:27 
Distance: (default is 120) 


PEpop#sh ip prot vrf Customer_B 
Routing Protocol is "bgp 65001" 
Outgoing update filter list for all interfaces is not set 
Incoming update filter list for all interfaces is not set 
IGP synchronization is disabled 
Automatic route summarization is disabled 
Redistributing: rip 
Maximum path: 1 
Routing Information Sources: 
Gateway Distance Last Update 
192.168 .wg.33 200 15:04:27 


Distance: external 20 internal 200 local 200 


Routing Protocol is "rip" 
Sending updates every 30 seconds, next due in 20 seconds 
Invalid after 180 seconds, hold down 180, flushed after 240 
Outgoing update filter list for all interfaces is not set 
Incoming update filter list for all interfaces is not set 
Redistributing: bgp 65001, rip 
Default version control: send version 2, receive version 2 
Interface Send Recv Triggered RIP Key-chain 
Serial0/0.102 2 2 
Maximum path: 4 
Routing for Networks: 
Interface Send Recv Triggered RIP Key-chain 
10.0.0.0 
150.wg.0.0 
Routing Information Sources: 
Gateway Distance Last Update 
150.wg. pop. 33 120 00:00:07 
Distance: (default is 120) 
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m™ Verify the per-VRF routing table on the PE router with the show ip route vrf command. It 
will produce a printout similar to the one here: 


PEpop#sh ip route vrf Customer_A 
Codes: C - connected, S - static, R - RIP, M - mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 


Gateway of last resort is not set 


10.0.0.0/8 is variably subnetted, 4 subnets, 2 masks 


B 10.1.pop.49/32 [200/1] via 192.168.wg.33, 15:10:04 
R 10.1.pop.49/32 [120/1] via 150.wg.pop.17, 00:00:24, 
Serial0/0.101 

B 10.1.pop.16/28 [200/1] via 192.168.wg.33, 15:10:04 
R 10.1.pop.16/28 [120/1] via 150.wg.pop.17, 00:00:24, 


Serial0/0.101 

150.wg.0.0/28 is subnetted, 2 subnets 
B 150.wg.pop.16 [200/0] via 192.168.wg.33, 15:46:04 
Cc 150.wg.pop.16 is directly connected, Serial0/0.101 


PEpop#sh ip route vrf Customer_B 
Codes: C - connected, S - static, R - RIP, M - mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 
Gateway of last resort is not set 


10.0.0.0/8 is variably subnetted, 4 subnets, 2 masks 
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R 10.2.pop.49/32 [120/1] via 150.wg.pop.33, 00:00:01, 
Serial0/0.102 


B 10.2.pop.49/32 [200/1] via 192.168.wg.33, 15:09:26 

R 10.2.pop.16/28 [120/1] via 150.wg.pop.33, 00:00:01, 

Serial0/0.102 

B 10.2.pop.16/28 [200/1] via 192.168.wg.33, 15:09:26 
150.wg.0.0/28 is subnetted, 2 subnets 

B 150.wg.pop.32 [200/0] via 192.168.wg.33, 15:46:11 

Cc 150.wg.pop.32 is directly connected, Serial0/0.102 


= Use the show ip bgp vpnv4 vrf command to display the BGP routing table associated with 
a VRF. The printout from the WG2PE4 router is shown here: 


PEpop#show ip bgp vpnv4 vrf Customer_A 
BGP table version is 47, local router ID is 192.168.wg.17 


Status codes: s suppressed, d damped, h history, * valid, > 
best, i -internal, 


r RIB-failure 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf Weight 
Path 


Route Distinguisher: wg:10 (default for vrf Customer_A) 


*> 10.1.pop.16/28 150.wg.pop.17 1 

32768 ? 

*> 10.1.pop.49/32 150.wg.pop.17 1 

32768 ? 

*>i10.1.pop.16/28 192.168.wg.33 1 100 0 
? 

*>110.1.pop.49/32 192.168.wg.33 1 100 0 
? 

*> 150.wg.pop.16/28 0.0.0.0 0 32768 
? 

*>1150.wg.pop.16/28 192.168.wg.33 0 100 

0 ? 


PEpop#show ip bgp vpnv4 vrf Customer_B 
BGP table version is 47, local router ID is 192.168.wg.17 


Status codes: s suppressed, d damped, h history, * valid, > 
best, i - internal, 


r RIB-failure 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf Weight 
Path 
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Route Distinguisher: wg:20 (default for vrf Customer_B) 


*> 10.2.pop.16/28 150.wg.pop.33 1 

32768 ? 

*> 10.2.pop.49/32 150 .wg.pop.33 1 

32768 ? 

*>i10.2.pop.16/28 192 .168.wg.33 1 100 
0? 

*>110.2.pop.49/32 192.168.wg.33 af 100 
0 ? 

*> 150.wg.pop.32/28 0.0.0.0 0 

32768 ? 

*>1150.wg.pop.32/28 192.168.wg.33 0 100 
0? 


= Ona CE router, use the show ip route command to verify that the router is receiving all 
VPN routes. Also verify that no routes from the other customer or the MPLS core are being 
received. On CEwg1A, the printout is similar to the one here: 
CEpopA#sh ip route 


Codes: C - connected, S - static, I - IGRP, R - RIP, M - 
mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2, E 
- EGP 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 


Gateway of last resort is not set 


10.0.0.0/8 is variably subnetted, 4 subnets, 2 masks 


R 10.1.pop.49/32 [120/2] via 150.wg.pop.18, 00:00:14, 
Serial0/0.101 

Cc 10.1.pop.49/32 is directly connected, LoopbackO 

R 10.1.pop.16/28 [120/2] via 150.wg.pop.18, 00:00:14, 


Serial0/0.101 
Cc 10.1.pop.16/28 is directly connected, Ethernet0/0 
150.wg.0.0/28 is subnetted, 2 subnets 


R 150.wg.pop.16 [120/1] via 150.wg.pop.18, 00:00:14, 
Serial0/0.101 


Cc 150.wg.pop.16 is directly connected, Serial0/0.101 
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Use ping and trace on the CE routers to verify connectivity 
across the VPN. 


CEpopA#traceroute 150.wg.pop.17 


Type escape sequence to abort. 


Tracing the route to 150.wg.pop.17 


1 150.wg.pop.18 12 msec 12 msec 12 msec 
2 150.wg.pop.18 60 msec 60 msec 60 msec 
3 150.wg.pop.17 77 msec 72 msec * 


CEpopA#ping 150.wg.pop.17 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 150.wg.pop.17, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
144/146/148 ms 


= Use the show ip route command on the PE routers to verify that the customer routes are 
not in the global IP routing table. 


PEpop#sh ip route 
Codes: C - connected, S - static, R - RIP, M - mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 


Gateway of last resort is not set 


192.168.wg.0/24 is variably subnetted, 7 subnets, 2 masks 


D 192.168.wg.97/32 [90/2809856] via 192.168.wg.50, 
19:14:54, Serial0/0.111 


D 192 .168.wg.112/28 


[90/2681856] via 192.168.wg.50, 19:14:54, 
Serial0/0.111 


D 192.168.wg.64/28 [90/3193856] via 192.168.wg.50, 
19:14:54, Serial0/0.111 
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D 192.168.wg.81/32 [90/2297856] via 192.168.wg.50, 
19:14:54, Serial0/0.111 


D 192 .168.wg.33/32 [90/3321856] via 192.168.wg.50, 
19:14:54, Serial0/0.111 

Cc 192.168.wg.48/28 is directly connected, Serial0/0.111 
Cc 192.168.wg.17/32 is directly connected, LoopbackO 


m= Use ping and trace on the PE routers to verify that you cannot reach your customer 
networks from global address space. 


PEpop#ping 150.wg.pop.17 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 150.wg.pop.17, timeout is 2 
seconds: 


Success rate is 0 percent (0/5) 


PEpop#ping 150.wg.pop.33 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 150.wg.pop.33, timeout is 2 
seconds: 


= Use the ping vrf command on the PE routers to verify that you can reach your customer 
networks from global address space. 


PEpop#ping vrf Customer_A 150.wg.pop.17 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 150.wg.pop.17, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
28/31/36 ms 


PEpop#ping vrf Customer_B 150.wg.pop.33 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 150.wg.pop.33, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
28/28/32 ms 


PEpop#ping vrf Customer_B 150.wg.pop.33 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 150.wg.pop.33, timeout is 2 
seconds: 
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Success rate is 100 percent (5/5), round-trip min/avg/max = 
116/118/120 ms 


PEpop#ping vrf Customer_A 150.wg.pop.17 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 150.wg.pop.17, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
116/117/120 ms 
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Lab Exercise 5-2: Running EIGRP Between PE 
and CE Routers 


Complete this lab exercise to practice what you learned in the related lesson. 


Exercise Objectives 


Some customers use EIGRP as the routing protocol in their VPN; sometimes it is even 
combined with RIP or BGP at other sites. In this exercise, the customers of the service provider 
have decided to migrate some of their sites to EIGRP. 


You will deploy EIGRP as the PE-CE routing protocol in the VPN of your customer. After 
completing this exercise, you will be able to meet these objectives: 


= Convert one of each of the customer sites to EIGRP (from RIP) and establish VPN routing 
using EIGRP. The other site will remain running RIP as the IGP. 


Visual Objective 


The figure illustrates what you will accomplish in this exercise. 


MPLS Lab Customer EIGRP Scheme 


Cisco.com 


Customer IGP 
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Required Resources 
These are the resources and equipment required to complete this exercise: 


™ Cisco IOS documentation 
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Command List 


The commands used in this exercise are described in the table here. 
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OSPF Commands 


Command 


address-family ipv4 
[multicast | unicast | 
vrf vrf-name] 


Description 


Enters address family configuration mode and creates a VRF. The 
VRF name (or tag) must match the VRF name that was created in 
Step 3 from Task 2 above. 


network ip-address 
network-mask 


Specifies the network for the VRF. The network statement is used 
to identify which interfaces to include in EIGRP. The VRF must be 
configured with addresses that fall within the subnet range of the 
configured network statement. 


redistribute protocol 
[process-id] {level-1 | 
level-1-2 | level-2} 
[as-number] [metric 
metric-value] [metric- 
type type-value] [route- 
map map-name] [match 
{internal | external 1 | 
external 2}] 

[tag tag-value] [route- 
map map-tag] [subnets] 


Redistributes BGP into the EIGRP. The AS number and metric of 
the BGP network are configured in this step. BGP must be 
redistributed into EIGRP in order for the CE site to accept the BGP 
routes that carry the EIGRP information. A metric must also be 
specified for the BGP network and is configured in this step. 


router eigrp as-number 


Enters router configuration mode and creates an EIGRP routing 
process. 


show ip eigrp vrf vrf- 
name interfaces 


Displays EIGRP interfaces that are defined under the specified 
VRF. If an interface is specified, only that interface is displayed. 
Otherwise, all interfaces on which EIGRP is running as part of the 
specified VRF are displayed. 


show ip eigrp vrf vrf- 
name neighbors 


Displays when VRF neighbors become active and inactive. This 
command can be used to help debug transport problems. 


show ip eigrp vrf vrf- 
name topology 


Displays VRF entries in the EIGRP topology table. This command 
can be used to determine Diffusing Update Algorithm (DUAL) 
states and to debug possible DUAL problems. 


show ip vrf 


Displays the set of defined VRFs and associated interfaces. This 
command is used to verify that the correct RDs are configured for 
the VRF. 
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Task 1: Enabling an EIGRP VPN 


In this task your customer has decided to convert its IGP from RIP to EIGRP. Team A will 
convert the customer A site 1, CEwg1A, from RIP to EIGRP and establish a simple VPN. 
Team B will convert the customer B site 2, CEwg2B, from RIP to EIGRP and establish a 
simple VPN. 


Each team is responsible for all PE router configurations related to its customer. 


Exercise Procedure 


Complete these steps: 


Step 1 Disable RIP and configure EIGRP on the router of your customer. Team A will 
configure CEwg1A, and team B will configure CEwg2B. Use your wg# as the AS 
number for EIGRP. 


Note Do not forget to remove the address family from the RIP routing process. This action will 
disable the sites still running RIP as the customer edge-provider edge (CE-PE) routing 
protocol. 


Step 2 On your assigned PE router, configure redistribution of EIGRP into BGP within the 
ipv4 vrf address family. 


Step 3 On your assigned PE router, configure redistribution of BGP into EIRGP within the 
ipv4 vrf address family. 


Exercise Verification 


You have completed this exercise when you attain these results: 

m= Verify that EIGRP has been activated on the proper interfaces. 
PEpop#sh ip eigrp int 
IP-EIGRP interfaces for process 1 


Xmit Queue Mean Pacing Time 


Multicast Pending 

Interface Peers Un/Reliable SRTT Un/Reliable Flow 
Timer Routes 

Se0/0.111 1 0/0 600 0/15 

2991 0 

Lod 0 0/0 0 0/10 

0 0 


= Verify that EIGRP adjacencies have been established between the CE and PE routers. 


PEpop#sh ip eigrp vrf Customer_A nei 
IP-EIGRP neighbors for process 4 


H Address Interface Hold Uptime SRTT RTO 
Q Seq Type 
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(sec) (ms) 


Cnt Num 
0 150.wg.pop.17 Se0/0.101 14 00:pop:51 340 
2040 0 4 


PEpop#sh ip eigrp vrf Customer_B nei 
IP-EIGRP neighbors for process 4 


H Address Interface Hold Uptime SRTT RTO 
Q Seq Type 

(sec) (ms) 
Cnt Num 
0 150.wg.pop.33 Se0/0.102 14 00:02:29 1050 
5000 0 2 


m™ Check the EIGRP topology database on the CE routers. 


PEpop#sh ip eigrp vrf Customer_A topology 


IP-EIGRP Topology Table for AS(4)/ID(150.wg.pop.18) Routing 
Table: Customer_A 


Codes: P - Passive, A - Active, U - Update, Q - Query, R - 
Reply, 


r - reply Status, s - sia Status 


P 10.1.pop.49/32, 1 successors, FD is 281600 

via Redistributed (281600/0) 
P 10.1.pop.49/32, 1 successors, FD is 2297856 

via 150.wg.pop.17 (2297856/128256), Serial0/0.101 
P 10.1.pop.16/28, 1 successors, FD is 281600 

via Redistributed (281600/0) 
P 10.1.pop.16/28, 1 successors, FD is 2195456 

via 150.wg.pop.17 (2195456/281600), Serial0O/0.101 
P 150.wg.pop.16/28, 1 successors, FD is 281600 

via Redistributed (281600/0) 
P 150.wg.pop.16/28, 1 successors, FD is 2169856 


via Connected, Serial0/0.101 


PEpop#sh ip eigrp vrf Customer_B topology 


IP-EIGRP Topology Table for AS(4)/ID(150.wg.pop.34) Routing 
Table: Customer_B 


Codes: P - Passive, A - Active, U - Update, Q - Query, R - 
Reply, 


r - reply Status, s - sia Status 
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P 10.2.pop.49/32, 1 successors, FD is 281600 

via Redistributed (281600/0) 
P 10.2.pop.49/32, 1 successors, FD is 2297856 

via 150.wg.pop.33 (2297856/128256), Serial0/0.102 
P 10.2.pop.16/28, 1 successors, FD is 281600 

via Redistributed (281600/0) 
P 10.2.pop.16/28, 1 successors, FD is 2195456 

via 150.wg.pop.33 (2195456/281600), Serial0/0.102 
P 150.wg.pop.32/28, 1 successors, FD is 2169856 

via Connected, Serial0/0.102 
P 150.wg.pop.32/28, 1 successors, FD is 281600 

via Redistributed (281600/0) 


m= Verify connectivity across the VPN by using ping and trace commands on the CE routers 
and ping vrf and trace vrf commands on the PE routers. 


CEpopBH¥ping 150.wg.pop.33 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 150.wg.pop.33, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
144/147/152 ms 


CEpopA#ping 150.wg.pop.17 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 150.wg.pop.17, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
144/147/152 ms 


CEpopBH¥trace 150.wg.pop.33 

Type escape sequence to abort. 

Tracing the route to 150.wg.pop.33 

1 150.wg.pop.34 12 msec 12 msec 12 msec 
2 150.wg.pop.34 64 msec 60 msec 60 msec 
3 150.wg.pop.33 77 msec 76 msec * 


CEpopA#trace 150.wg.pop.17 
Type escape sequence to abort. 


Tracing the route to 150.wg.pop.17 
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1 150.wg.pop.18 12 msec 12 msec 12 msec 
2 150.wg.pop.18 64 msec 60 msec 64 msec 
3 150.wg.pop.17 76 msec 76 msec * 


PEpop#ping vrf Customer_A 10.1.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.1.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
116/119/120 ms 


PEpop#ping vrf Customer_A 10.1.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.1.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
28/29/32 ms 


PEpop#ping vrf Customer_B 10.2.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.2.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
116/118/120 ms 


PEpop#trace vrf Customer_A 10.2.pop.49 
Type escape sequence to abort. 
Tracing the route to 10.1.pop.49 

1 150.wg.pop.17 12 msec 12 msec * 


PEpop#trace vrf Customer_B 10.2.pop.49 
Type escape sequence to abort. 
Tracing the route to 10.2.pop.49 

1 150.wg.pop.33 12 msec 12 msec * 


PEpop#trace vrf Customer_B 10.2.pop.49 
Type escape sequence to abort. 
Tracing the route to 10.2.pop.49 

1 150.wg.pop.33 60 msec 60 msec * 
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PEpop#trace vrf Customer_A 10.1.pop.49 
Type escape sequence to abort. 
Tracing the route to 10.1.pop.49 

1 150.wg.pop.17 60 msec 60 msec * 
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Lab Exercise 5-3: Running OSPF Between PE 
and CE Routers 


Complete this lab exercise to practice what you learned in the related lesson. 


Exercise Objectives 


Some customers insist on using OSPF as the routing protocol in their VPN, sometimes even 
combined with RIP or BGP at other sites. 


= Convert one of each of the customer sites to OSPF (from RIP) and establish VPN routing 
using OSPF. 


= Complete the OSPF migration. 


Visual Objective 


The figure illustrates what you will accomplish in this exercise. 


MPLS Lab Customer OSPF Scheme 


i Tm PMMNNT MONT NAT TTT TTT TT 


~ Cleco.com 


Customer IGP 
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Required Resources 


These are the resources and equipment required to complete this exercise: 


= Cisco IOS documentation 
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Command List 


The commands used in this exercise are described in the table here. 


OSPF Commands 


Command 


address-family ipv4 
vrf vrf-name 


Description 


Selects a per-VRF instance of a routing protocol. 


default-information 
originate always 


Generates a default route into OSPF. 


ip vrf forwarding vrf- 
name 


Assigns an interface to a VRF. 


ip vrf vrf-name 


Creates a virtual routing and forwarding table (VRF). 


ping vrf vrf-name host 


Pings a host reachable through the specified VRF. 


rd value 


Assigns an RD to a VRF. 


redistribute bgp as- 
number subnets 


Redistributes BGP routes (including subnet routes) into OSPF. 


router bgp as-number 


Selects BGP configuration. 


router ospf process 
vrf vrf-name 


Starts an OSPF process within the specified VRF. 


route-target 
import |export value 


Assigns an RT to a VRF. 


show ip bgp vpnv4 vrf 
vrf-name 


Displays VPNV4 routes associated with the specified VRF. 


show ip ospf database 


Displays OSPF database information. 


show ip route vrf vrf- 
name 


Displays an IP routing table of the specified VRF. 


show ip vrf detail 


Displays detailed VRF information. 


telnet host /vrf vrf- 
name 


Telnets to a CE router connected to the specified VRF. 
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Task 1: Configuring Virtual Routing and Forwarding Tables 


The customer is performing a phase conversion of its IGP to OSPF. In this task your customer 
has decided to convert the site running RIP to OSPF. Team A will convert the customer A site 
2, CEwg2A, from RIP to OSPF and establish a simple VPN. Team B will convert the customer 
B site 1, CEwg/B, from RIP to OSPF and establish a simple VPN. 


Each team is responsible for all PE router configurations related to its customer. 


Exercise Procedure 
Complete these steps: 


Step 1 


Step 2 


Step 3 


Step 4 


Step 5 


Disable RIP on the CE routers of your customer. 


Configure OSPF on the CE routers of your customer. (Use an OSPF process ID of 1 
for team A [CEwg2A] and a process ID of 2 for team B [CEwg1B)). Use the areas in 
the CE router as detailed here. 


Area Interface(s) 


Area 0 WAN interface toward PE router 
Loopback 0 


Area 1 E0/0 


Configure OSPF (use an OSPF process ID of 1 for team A and a process ID of 2 for 
team B) in the VRFs on PE routers using the router ospf vrf command. Use OSPF 
Area 0 on the PE-CE link. 


Configure redistribution from OSPF to MP-BGP using the redistribute ospf 
command inside the VRF address family configuration. 


Configure redistribution from MP-BGP to OSPF using the redistribute bgp subnets 
command in the OSPF router configuration. 
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Exercise Verification 


You have completed this exercise when you attain these results: 


m Verify the OSPF adjacency on the PEwg1 and PEwg? routers using the show ip ospf 


neighbor command. 


PEpop#sh ip ospf nei 


Neighbor ID 
Interface 


10.2.pop.49 
150.wg.pop.33 


PEpop#sh ip ospf nei 


Neighbor ID 
Interface 


10.1.pop.49 
150.wg.pop.17 


Pri State Dead Time Address 
0 FULL/ - 00:00:39 

Serial0/0.102 

Pri State Dead Time Address 


0 FULL/ - 00:00:33 


Serial0/0.101 


m Check the OSPF topology database on CEwg1B and CEwg2A. You should see router link 
states (resulting from OSPF connectivity between the PE and the CE routers) and type 5 
external link states (all other VPN routes originated in RIP or BGP), but no summaries. A 
sample printout from CEpopB and CEpopA are shown here: 


CEpopB#sh ip ospf data 


OSPF Router with ID (10.2.pop.49) 


Link ID 


(Process ID 1) 


Router Link States (Area 0) 


ADV Router Age Seq# 


Checksum Link count 


10.2.pop.49 
3 


150.wg.pop.34 
2 


Link ID 
Checksum 


10.2.pop.16 
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10.2.pop.49 920 0x8000000D OxA60D 


150.wg.pop.34 1684 0x80000008 0x6449 


Summary Net Link States (Area 0) 


ADV Router Age Seq# 


10.2.pop.49 920 0x80000003 OxDDB6 


Router Link States (Area 1) 
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Link ID 


ADV Router Age Seq# 


Checksum Link count 


10.2.pop.49 
1 


Link ID 
Checksum 


10.2.pop.49 
150.wg.pop.32 


Link ID 
Checksum 


150.wg.pop.34 


10.2.pop.49 920 0x80000003 Ox36EC 


Summary Net Link States (Area 1) 


ADV Router Age Seq# 
10.2.pop.49 920 0x80000003 O0x92DA 
10.2.pop.49 920 0x80000003 Ox209F 


Summary ASB Link States (Area 1) 


ADV Router Age Seq# 


10.2.pop.49 921 0x80000003 0x5855 


Type-5 AS External Link States 


Link ID ADV Router Age Seq# 
Checksum Tag 

10.2.pop.16 150.wg.pop.34 329 0x80000001 
0x7BC1 3489725929 

10.2.pop.49 150.wg.pop.34 329 0x80000001 
OxA6D4 3489725929 

150.wg.pop.32 150.wg.pop.34 329 0x80000001 
0x1C23 3489725929 


CEpopA#sh ip ospf data 


OSPF Router with ID (10.1.pop.49) 


Link ID 


(Process ID 1) 


Router Link States (Area 0) 


ADV Router Age Seq# 


Checksum Link count 


10.1.pop.49 
3 


150.wg.pop.18 
0x32B6 2 
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10.1.pop.49 1941 0x80000005 0xE305 


150.wg.pop.18 885 0x80000009 


Summary Net Link States (Area 0) 
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Link ID ADV Router Age Seq# 


Checksum 

10.1.pop.16 10.1.pop.49 1941 0x80000002 OxE1B3 
Router Link States (Area 1) 

Link ID ADV Router Age Seq# 

Checksum Link count 

10.1.pop.49 10.1.pop.49 1941 0x80000002 

0x3BE8 1 


Summary Net Link States (Area 1) 


Link ID ADV Router Age Seq# 

Checksum 

10.1.pop.49 10.1.pop.49 1941 0x80000002 0x96D7 
150.wg.pop.16 10.1.pop.49 1941 0x80000002 0xB817 


Summary ASB Link States (Area 1) 


Link ID ADV Router Age Seq# 
Checksum 
150.wg.pop.18 10.1.pop.49 1944 0x80000002 OxFOCC 


Type-5 AS External Link States 


Link ID ADV Router Age Seq# 
Checksum Tag 


10.1.pop.16 150.wg.pop.18 347 0x80000001 
OxEB62 3489725929 


10.1.pop.49 150.wg.pop.18 347 0x80000001 
0x1775 3489725929 


150.wg.pop.16 150.wg.pop.18 347 0x80000001 
0x213E 3489725929 


m™ Verify connectivity across the VPN by using ping and trace commands on the CE routers 
and ping vrf and trace vrf commands on the PE routers. 


CEpopA#ping 10.1.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.1.pop.49, timeout is 2 
seconds: 


CEpopBH¥ping 10.2.pop.49 


Type escape sequence to abort. 
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Sending 5, 100-byte ICMP Echos to 10.2.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
144/147/152 ms 


PEpop#ping vrf Customer_A 10.1.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.1.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
116/119/120 ms 


PEpop#ping vrf Customer_A 10.1.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.1.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
28/29/32 ms 


PEpop#ping vrf Customer_B 10.2.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.2.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
116/121/132 ms 


PEpop#ping vrf Customer_B 10.2.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.2.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
28/29/32 ms 


PEpop#ping vrf Customer_A 10.1.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.1.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
28/28/32 ms 
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PEpop#ping vrf Customer_A 10.1.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.1.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
116/118/120 ms 


PEpop#ping vrf Customer_B 10.2.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.2.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
28/29/32 ms 


PEpop#ping vrf Customer_B 10.2.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.2.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
116/118/120 ms 


PEpop#trace vrf Customer_A 10.1.pop.49 
Type escape sequence to abort. 


Tracing the route to 10.1.pop.49 


1 150.wg.pop.17 60 msec 60 msec * 
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Task 2: Completing the OSPF Migration 


In this task your customer has decided to have one IGP, OSPF. This decision means that the 
sites that are running EIGRP will have to be converted to OSPF. Team A will convert the 
customer A site 1, CEwg1A, from EIGRP to OSPF and establish a simple VPN. Team B will 
convert the customer B site 2, CEwg2B, from EIGRP to OSPF and establish a simple VPN. 


Each team is responsible for all PE router configurations related to its customer. 


Exercise Procedure 
Complete these steps: 


Step 1 Disable EIGRP and configure OSPF on the CE routers of your customer. Configure 
OSPF (use an OSPF process ID of 1 for team A and a process ID of 2 for team B) 
areas in the CE router according to the information here. 


Area Interface(s) 
Area 0 WAN interface toward PE router Loopback 0 
Area 1 E0/0 


Step 2 Configure OSPF (use an OSPF process ID of 1 for team A and a process ID of 2 for 
team B) in the VRFs on PE routers using the router ospf vrf command. Use OSPF 
Area 0 on the PE-CE link. 


Step 3 Configure redistribution from OSPF to MP-BGP using the redistribute ospf 
command inside the VRF address family configuration. 


Step 4 Configure redistribution from MP-BGP to OSPF using the redistribute bgp 
subnets command in the OSPF router configuration. 


Exercise Verification 
You have completed this exercise when you attain these results: 


m Verify the OSPF adjacency on PEwg1 and PEwg? routers using the show ip ospf neighbor 
command. 


PEpop#sh ip ospf nei 


Neighbor ID Pri State Dead Time Address 
Interface 

10.1.pop.49 0 FULL/ - 00:00:36 
150.wg.pop.17 Serial0/0.101 

10.2.pop.49 0 FULL/ - 00:00:37 

150.wg. pop. 33 Serial0/0.102 


PEpop#sh ip ospf nei 
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Neighbor ID 
Interface 


10.2.pop.49 
150.wg.pop.33 


10.1.pop.49 
150.wg.pop.17 


Pri State Dead Time Address 
0 FULL/ - 00:00:30 
Serial0/0.102 
0 FULL/ - 00:00:39 


Serial0/0.101 


Check the OSPF topology database on CEwg1A and CEwg2B. You should see router link 


states (resulting from OSPF connectivity between the PE and the CE routers) and type 5 


external link states (all other VPN routes originated in RIP or BGP), but no summaries. A 


sample printout from CEpopA and CEpopB are shown here: 


CEwg2B#sh ip ospf data 


OSPF Router with ID (10.2.pop.49) 


Router Link States (Area 0) 


(Process ID 2) 


Link ID ADV Router Age Seq# 
Checksum Link count 
10.2.pop.49 10.2.pop.49 140 0x80000003 
0x347A 2 
150.4.pop.34 150.4.pop.34 141 0x80000002 
0x8925 2 

Summary Net Link States (Area 0) 
Link ID ADV Router Age Seq# 
Checksum 
10.2.pop.16 150.4.pop.34 146 0x80000001 
Ox2F26 
10.2.pop.49 150.4.pop.34 146 0x80000001 
OxE34A 
10.2.pop.16 10.2.pop.49 1129 0x80000001 
OxCFC4 
150.4.pop.32 150.4.pop.34 146 0x80000001 
0x7689 

Router Link States (Area 1) 
Link ID ADV Router Age Seq# 
Checksum Link count 
10.2.pop.49 10.2.pop.49 1139 0x80000001 


0x31F0 1 


Summary Net Link States (Area 1) 
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Link ID 
Checksum 


10.2.pop.16 
0x6 7EC 


10.2.pop.49 
0x1C11 


150.4.pop.32 
OxAE50 


150.4.pop.32 
0x9965 


Link ID 
Checksum 


150.4.pop.34 
0xD11B 


ADV Router Age Seq# 
10.2.pop.49 136 0x80000001 
10.2.pop.49 157 0x80000001 
10.2.pop.49 157 0x80000001 
10.2.pop.49 1160 0x80000001 


Summary ASB Link States (Area 1) 


ADV Router Age Seq# 


10.2.pop.49 157 0x80000001 


CEwglA#sh ip ospf data 


Link ID 


OSPF Router with ID (10.1.pop.65) (Process ID 1) 


Router Link States (Area 0) 


Checksum Link count 


10.1.pop.65 
0xD678 3 


150.4.pop.18 
0xC71D 2 


Link ID 
Checksum 


10.1.pop.16 
Ox95F2 


10.1.pop.16 
0x97CE 


10.1.pop.49 
Ox4CF2 


150.4.pop.16 
0x73AC 
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ADV Router Age Seq# 
10.1.pop.65 965 0x80000003 
150.4.pop.18 964 0x80000002 


Summary Net Link States (Area 0) 


ADV Router Age Seq# 
10.1.pop.65 1271 0x80000001 
150.4.pop.18 969 0x80000001 
150.4.pop.18 969 0x80000001 
150.4.pop.18 969 0x80000001 
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Router Link States (Area 1) 


Link ID ADV Router Age Seq# 
Checksum Link count 

10.1.pop.65 10.1.pop.65 1280 0x80000001 
0x45C2 1 


Summary Net Link States (Area 1) 


Link ID ADV Router Age Seq# 
Checksum 

10.1.pop.49 10.1.pop.65 1281 0x80000001 
0x4A17 

10.1.pop.16 10.1.pop.65 983 0x80000001 
0x172F 

10.1.pop.49 10.1.pop.65 983 0x80000001 
0xCB53 

150.4.pop.16 10.1.pop.65 1303 0x80000001 
OxF30E 

150.4.pop.16 10.1.pop.65 983 0x80000001 
OxF20D 


Summary ASB Link States (Area 1) 


Link ID ADV Router Age Seq# 
Checksum 

150.4.pop.18 10.1.pop.65 983 0x80000001 
0x2CC3 


m= Check the IP routing table on CEwg1A and CEwg2B and note the OSPF interarea (IA) 
routes in the routing table. 
CEwglA#sh ip route 


Codes: C - connected, S - static, I - IGRP, R - RIP, M - 
mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2, E 
- EGP 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 
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Gateway of last resort is not set 


10.0.0.0/8 is variably subnetted, 5 subnets, 2 masks 


oO IA 10.1.pop.49/32 [110/66] via 150.4.pop.18, 00:31:44, 
Serial0/0.101 


Cc 10.1.pop.49/32 is directly connected, LoopbackO 


oO IA 10.1.pop.16/28 [110/75] via 150.4.pop.18, 00:31:44, 
Serial0/0.101 


Cc 10.1.pop.16/28 is directly connected, Ethernet0/0 
Cc 10.1.pop.64/28 is directly connected, Loopback1 
150.4.0.0/28 is subnetted, 2 subnets 


Oo IA 150.4.pop.16 [110/2] via 150.4.pop.18, 00:32:14, 
Serial0/0.101 


Cc 150.4.pop.16 is directly connected, Serial0/0.101 


CEwg2B#sh ip route 


Codes: C - connected, S - static, I - IGRP, R - RIP, M - 
mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2, E 
- EGP 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 
Gateway of last resort is not set 


10.0.0.0/8 is variably subnetted, 4 subnets, 2 masks 
10.0.0.0/8 is variably subnetted, 4 subnets, 2 masks 


oO IA 10.2.pop.49/32 [110/66] via 150.4.pop.34, 00:55:59, 
Serial0/0.102 


Cc 10.2.pop.49/32 is directly connected, LoopbackO 


oO IA 10.2.pop.16/28 [110/75] via 150.4.pop.34, 00:55:59, 
Serial0/0.102 


Cc 10.2.pop.16/28 is directly connected, Ethernet0/0 
150.4.0.0/28 is subnetted, 2 subnets 
Cc 150.4.pop.32 is directly connected, Serial0/0.102 


oO IA 150.4.pop.32 [110/2] via 150.4.pop.34, 00:55:59, 
Serial0/0.102 
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m™ Verify connectivity across the VPN by using ping and trace commands on the CE routers 
and ping vrf and trace vrf commands on the PE routers. 


CEpopA#ping 10.1.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.1.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
148/148/149 ms 


CEpopBH¥ping 10.2.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.2.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
144/148/153 ms 


PEpop#ping vrf Customer_A 10.1.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.1.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
116/119/120 ms 


PEpop#ping vrf Customer_A 10.1.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.1.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
28/29/32 ms 


PEpop#ping vrf Customer_B 10.2.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.2.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
116/121/132 ms 


PEpop#ping vrf Customer_B 10.2.pop.49 


Copyright © 2003, Cisco Systems, Inc. Lab Guide 61 


Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.2.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
28/29/32 ms 


PEpop#ping vrf Customer_A 10.1.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.1.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
28/28/32 ms 


PEpop#ping vrf Customer_A 10.1.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.1.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
116/118/120 ms 


PEpop#ping vrf Customer_B 10.2.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.2.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
28/29/32 ms 


PEpop#ping vrf Customer_B 10.2.pop.49 
Type escape sequence to abort. 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
116/118/120 ms 


PEpop#trace vrf Customer_A 10.1.pop.49 
Type escape sequence to abort. 


Tracing the route to 10.1.pop.49 


1 150.wg.pop.17 60 msec 60 msec * 
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PEpop#trace vrf Customer_B 10.2.pop.49 
Type escape sequence to abort. 


Tracing the route to 10.2.pop.49 


1 150.wg.pop.33 60 msec 60 msec * 
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Lab Exercise 5-4: Running BGP Between PE and 
CE Routers 


Complete this lab exercise to practice what you learned in the related lesson. 


Exercise Objectives 


Your customer has indicated that it wants to have a backup link for a selected site for 
redundancy. This addition will produce a multihomed environment. As a result, it is necessary 
to use BGP as the CE-to-PE routing protocol. The provider has decided to do this conversion in 
a phased implementation. The existing links will be converted to BGP and then the backup 
links will be added and activated. 


In this exercise, you will convert the CE-to-PE routing protocol of your customer to BGP. After 
completing this exercise, you will be able to meet these objectives: 


m Enable EBGP as the CE-to-PE link routing protocol 
m Enable a backup link 
= Configure BGP to control the selection of primary and backup links 


Visual Objective 


Team A will configure BGP between CEwg1A and PEwg1 and between CEwg2A and PEwg?. 
Team B will configure BGP between CEwg1B and PEwg1 and between CEwg2B and PEwg2. 


The figure illustrates what you will accomplish in this exercise. 


MPLS Lab Customer BGP Scheme 


MT NOT TTT OTN TTT TAT TTT TTT TTT | Cieco.com 
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Required Resources 


These are the resources and equipment required to complete this exercise: 


= Cisco JOS documentation 


Command List 


The commands used in this exercise are described in the table here. 


BGP Commands 


Command 


address-family ipv4 
vrf vrf-name 


Description 


Selects a per-VRF instance of a routing protocol. 


ip vrf forwarding vrf- 
name 


Assigns an interface to a VRF. 


ip vrf vrf-name 


Creates a virtual routing and forwarding table (VRF). 


neighbor ip-address 
as-override 


To configure a PE router to override the AS number of a site with 
the AS number of a provider, use the neighbor as-override 
command in router configuration mode. To remove VPNV4 prefixes 
from a specified router, use the no form of this command. 


neighbor ip-address 
route-map name in|out 


Applies a route map to BGP updates received from or sent to the 
specified neighbor. 


no neighbor ip-address 
shutdown 


Enables a BGP neighbor previously disabled with the neighbor 
shutdown command. 


ping vrf vrf-name host 


Pings a host reachable through the specified VRF. 


rd value 


Assigns an RD to a VRF. 


route-map name permit 
seq 


Creates an entry in a route map. 


router bgp as-number 


Selects BGP configuration. 


route-target 
import |export value 


Assigns an RT to a VRF. 


set metric value 


Sets the BGP MED attribute in a route map. 


show ip bgp vpnv4 vrf 
vrf-name 


Displays VPNV4 routes associated with the specified VRF. 


show ip route vrf vrf- 
name 


Displays an IP routing table of the specified VRF. 


telnet host /vrf vrf- 
name 


Telnets to a CE router connected to the specified VRF. 
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Task 1: Configuring BGP as the PE-CE Routing Protocol 


In this task you will make BGP the routing protocol between the PE and your customer routers. 
OSPF will remain the customer IGP. You will need to redistribute from BGP to OSPF and from 
OSPF to BGP on the routers of your customer. You will establish simple VPNs for customer A 
and customer B. Team A will establish a VPN between CEwg1A and CEwg2A, and team B 
will establish a VPN between CEwg1B and CEwg2B. Each team is responsible for all PE router 
configurations related to its customer. 


Step 1 Activate the BGP routing process on the CE routers of your customer using 
AS650wg1 for customer A and AS 650wg2 for customer B. 


Step 2 Remove OSPF on the associated PE router and activate the BGP neighbor 
relationship between each CE router and its associated PE router. 


Step 3 Because both of your customer sites are using the same AS number, you will need to 
re-enable the allowas-in feature. 


Exercise Verification 


You have completed this exercise when you attain these results: 


™ Check BGP connectivity with the show ip bgp summary command on the CE routers. 


CEpopA#sh ip bgp sum 

BGP router identifier 10.1.pop.49, local AS number 6500wg 
BGP table version is 10, main routing table version 10 
network entries and 9 paths using 1197 bytes of memory 
BGP path attribute entries using 120 bytes of memory 
BGP AS-PATH entries using 24 bytes of memory 


BGP route-map cache entries using 0 bytes of memory 


o Oo FF N WO 


BGP filter-list cache entries using 0 bytes of memory 


BGP activity 9/30 prefixes, 9/0 paths, scan interval 60 secs 


Neighbor Vv AS MsgRcvd MsgSent TblVer InQ OutQ 
Up/Down State/Pf£xRcd 

150.wg.pop.18 4 650wgl1 617 618 10 ) ) 
09:50:35 3 


CEpopA#sh ip bgp 
BGP table version is 63, local router ID is 10.1.pop.49 


Status codes: s suppressed, d damped, h history, * valid, > 
best, i - internal 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf Weight 
Path 
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*> 10.1.41.16/28 0.0.0.0 0 32768 ? 


*> 10.1.41.49/32 0.0.0.0 0 32768 ? 
*> 10.1.42.16/28 150.4.41.18 0 
65001 65001 ? 

*> 10.1.42.49/32 150.4.41.18 0 
65001 65001 ? 

*> 150.4.41.16/28 0.0.0.0 0 32768 ? 
*> 150.4.42.16/28 150.4.41.18 0 


65001 65001 ? 


CEpopA#sh ip bgp sum 

BGP router identifier 10.1.pop.49, local AS number 6500wg 
BGP table version is 22, main routing table version 22 

7 network entries and 7 paths using 931 bytes of memory 

2 BGP path attribute entries using 120 bytes of memory 

1 BGP AS-PATH entries using 24 bytes of memory 

0 BGP route-map cache entries using 0 bytes of memory 

0 BGP filter-list cache entries using 0 bytes of memory 


BGP activity 14/33 prefixes, 14/7 paths, scan interval 60 secs 


Neighbor Vv AS MsgRcvd MsgSent TblVer InQ OutQ 
Up/Down State/Pf£xRcd 

150.wg.pop.18 4 65001 638 637 22 0 0 
10:10:56 4 


CEpopA#sh ip bgp 
BGP table version is 38, local router ID is 10.1.pop.49 


Status codes: s suppressed, d damped, h history, * valid, > 
best, i - internal 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf Weight 
Path 
*> 10.1.41.16/28 150.4.42.18 0 
65001 65001 ? 
*> 10.1.41.49/32 150.4.42.18 0 
65001 65001 ? 
*> 10.1.42.16/28 0.0.0.0 0 32768 ? 
*> 10.1.42.49/32 0.0.0.0 0 32768 ? 
*> 150.4.41.16/28 150.4.42.18 0 


65001 65001 ? 
*> 150.4.42.16/28 0.0.0.0 0 32768 ? 


PEpop#sh ip bgp vpn all 
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BGP table version is 145, local router ID is 192.168.wg.17 


Status codes: s suppressed, d damped, h history, * valid, > 
best, i - internal, 


r RIB-failure, S Stale 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf Weight 
Path 


Route Distinguisher: wg:10 (default for vrf Customer_A) 


*> 10.1.pop.16/28 150.wg.pop.17 0 0 
6500wg ? 
*> 10.1. pop.49/32 150.wg.pop.17 0 0 
6500wg ? 
* i110.1.pop.16/28 192 .168.wg.33 0 100 0 
6500wg ? 
* i110.1.pop.49/32 192 .168.wg.33 0 100 0 
6500wg ? 
r> 150.wg.pop.16/28 150.wg.pop.17 0 0 
6500wg ? 
r i150.wg.pop.48/28 192.168.wg.33 0 100 0 
6500wg ? 
* i1150.wg.pop.16/28 192.168.wg.33 0 100 0 
6500wg ? 


Route Distinguisher: wg:20 (default for vrf Customer_B) 


* 110.0.0.0 192.168.wg.33 0 100 0 
6500wg ? 
¥> 150.wg.pop.33 0 0 
6500wg ? 
*>110.2.pop.16/28 192.168.wg.33 0 100 0 
6500wg ? 
* 1150.wg.0.0 192.168.wg.33 0 100 0 
6500wg ? 
*> 150.wg.pop.33 0 0 
6500wg ? 
*>1150.wg.pop.32/28 192.168.wg.33 0 100 0 
6500wg ? 


PEpop#sh ip bgp vpnv4 all 
BGP table version is 74, local router ID is 192.168.wg.33 


Status codes: s suppressed, d damped, h history, * valid, > 
best, i - internal, 


r RIB-failure, S Stale 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf Weight 
Path 
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Route Distinguisher: wg:10 (default for vrf Customer_A) 


*>110.1.41.16/28 
65041 ? 


*>110.1.41.49/32 
65041 ? 


*> 10.1.42.16/28 
65041 ? 


*> 10.1.42.49/32 
65041 ? 


*>1150.4.41.16/28 
65041 ? 


r> 150.4.42.16/28 
65041 ? 


Route Distinguisher: 


*>110.2.41.16/28 
65042 ? 


*>110.2.41.49/32 
65042 ? 


*> 10.2.42.16/28 
65042 ? 


*> 10.2.42.49/32 
65042 ? 


*>1150.4.41.32/28 
65042 ? 


r> 150.4.42.32/28 
65042 ? 
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4.42.33 
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Task 2: Configuring the Backup PE-CE Link 


In this task you will enable the backup links on the PE routers. Team A will establish the link 
between its CEwg2A router and the PEwg1 router, and team B will establish the link between 
its CEwg1B router and the PEwg? router. Ensure that the interface is added to the proper VRF 


and BGP is activated. 


Exercise Procedure 
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Complete these steps: 
Step 1 Configure an additional subinterface on the existing serial interfaces on your PE and 
CE routers. 


Step 2 Add the backup link to the appropriate VRF. 


Which VRF is CEwg1B added to? 


Which VRF is CEwg2A added to? 


Step 3 Configure IP addresses and DLCIs on this interface using the parameters in the table 
here, where x = PEwg2 POP number and y = PEwg1 POP number. 


Backup Link Configuration Parameters 


Source IP Address DLCI | Destination IP Address DLCI 
Router Router 

CEwg1B 150.wg.x.49/28 | 113 PEwg2 150.wg.x.50/28 113 
CEwg2A 150.wg.y.49/28 | 113 PEwg1 150.wg.y.50/28 113 


Step 4 Activate the BGP neighbor relationship between your CE router and the appropriate 


PE router. 
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Exercise Verification 


You have completed this exercise when you attain these results: 
= Verify point-to-point connectivity over the new subinterface. 
CEpopB#¥ping 150.wg.pop.50 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 150.wg.pop.50, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
28/28/32 ms 


PEwg2#ping vrf Customer_B 10.2.41.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 150.wg.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max 
28/28/32 ms 


CEpopA#ping 150.wg.pop.50 


Sending 5, 100-byte ICMP Echos to 150.wg.pop.50, timeout is 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
28/29/32 ms 


Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 150.wg.pop.49, timeout is 2 
seconds: 


m™ Check BGP connectivity with the show ip bgp summary command on the CE routers. 


CEpopA#sh ip bgp sum 

BGP router identifier 10.1.pop.49, local AS number 650pop 

BGP table version is 10, main routing table version 10 

9 network entries and 9 paths using 1197 bytes of memory 
BGP path attribute entries using 120 bytes of memory 


2 

1 BGP AS-PATH entries using 24 bytes of memory 

0 BGP route-map cache entries using 0 bytes of memory 
0 


BGP filter-list cache entries using 0 bytes of memory 
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BGP activity 9/30 prefixes, 9/0 paths, scan interval 60 secs 


Neighbor Vv AS MsgRcvd MsgSent TblVer InQ OutQ 
Up/Down State/Pf£xRcd 

150.wg.pop.50 4 65001 606 607 10 0 0 
10:01:29 2 

150.wg.pop.18 4 65001 617 618 10 0 0 
09:50:35 3 


CEpopA#sh ip bgp 
BGP table version is 63, local router ID is 10.1.pop.49 


Status codes: s suppressed, d damped, h history, * valid, > 
best, i - internal 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf Weight 
Path 
* 10.1.pop.16/28 150.wg.pop.18 
0 65001 650pop ? 
*> 150.wg.pop.50 0 
65001 650pop ? 
* 10.1.pop.49/32 150.wg.pop.18 
0 65001 650pop ? 
*> 150.wg.pop.50 0 
65001 650pop ? 
*> 10.1.pop.16/28 0.0.0.0 0 32768 
? 
*> 10.1.pop.49/32 0.0.0.0 0 32768 


? 


* 150.wg.pop.16/28 150.wg.pop.18 
0 65001 650pop ? 


*> 150.wg.pop.50 0 
65001 650pop ? 

*> 150.wg.pop.48/28 0.0.0.0 0 32768 
? 

*> 150.wg.pop.16/28 0.0.0.0 0 32768 


? 


CEpopA#sh ip bgp sum 

BGP router identifier 10.1.pop.49, local AS number 650pop 
BGP table version is 22, main routing table version 22 

7 network entries and 7 paths using 931 bytes of memory 

2 BGP path attribute entries using 120 bytes of memory 

1 BGP AS-PATH entries using 24 bytes of memory 
0 


BGP route-map cache entries using 0 bytes of memory 
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0 BGP filter-list cache entries using 0 bytes of memory 


BGP activity 14/33 prefixes, 14/7 paths, scan interval 60 secs 


Neighbor Vv AS MsgRcvd MsgSent TblVer InQ OutQ 
Up/Down State/Pf£xRcd 

150.wg.pop.18 4 65001 638 637 22 0 0 
10:10:56 4 


CEpopA#sh ip bgp 
BGP table version is 38, local router ID is 10.1.pop.49 


Status codes: s suppressed, d damped, h history, * valid, > 
best, i - internal 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf Weight 
Path 
*> 10.1.pop.16/28 0.0.0.0 0 32768 
a 
*> 10.1.pop.49/32 0.0.0.0 0 32768 
fd 
*> 10.1.pop.16/28 150.wg.pop.18 


0 65001 650pop ? 


*> 10.1.pop.49/32 150.wg.pop.18 
0 65001 650pop ? 


*> 150.wg.pop.16/28 0.0.0.0 0 32768 
? 


*> 150.wg.pop.48/28 150.wg.pop.18 
0 65001 650pop ? 


*> 150.wg.pop.16/28 150.wg.pop.18 
0 65001 650pop ? 


PEpop#sh ip bgp vpn all 
BGP table version is 145, local router ID is 192.168.wg.17 


Status codes: s suppressed, d damped, h history, * valid, > 
best, i - internal, 


r RIB-failure, S Stale 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf 
Weight Path 


Route Distinguisher: wg:10 (default for vrf Customer_A) 


*> 10.1.pop.16/28 150.wg.pop.17 0 
0 650pop ? 
*> 10.1.pop.49/32 150.wg.pop.17 0 
0 650pop ? 
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* i110.1.pop.16/28 
0 650pop ? 


*> 
0 650pop ? 


* i110.1.pop.49/32 
0 650pop ? 


*¥> 
0 650pop ? 


r> 150.wg.pop.16/28 
0 650pop ? 


r i150.wg.pop.48/28 
0 650pop ? 

r> 

0 650pop ? 


* 1150.wg.pop.16/28 
0 650pop ? 


*> 
0 650pop ? 


Route Distinguisher: 


* 110.0.0.0 
0 650pop ? 


*> 

0 650pop ? 
*>i10.2.pop.16/28 
0 650pop ? 
*>1i10.2.pop.49/32 
0 650pop ? 

* 1150.wg.0.0 

0 650pop ? 

*> 

0 650pop ? 


*>1150.wg.pop.32/28 
0 650pop ? 


192. 


150 


192. 


150 


150 


192. 


150 


192. 


150 


168.wg. 


.wg. pop. 


168.wg. 


.wg. pop. 


.wg. pop. 


168.wg. 


.wg. pop. 


168.wg. 


.wg.pop. 


33 


49 


33 


49 


17 


33 


49 


33 


49 


0 100 


0 100 


0 100 


0 100 


wg:20 (default for vrf Customer_B) 


192.168.wg.33 


150 


192. 


192. 


192. 


150 


192. 


PEpop#sh ip bgp vpnv4 all 


BGP table version is 74, 


.wg.pop. 


168.wg. 


168.wg. 


168.wg. 


.wg.pop. 


168.wg. 


33 


33 


33 


33 


33 


33 


0 100 
0 

0 100 
0 100 
0 100 
0 

0 100 


local router ID is 192.168.wg.33 


Status codes: s suppressed, d damped, h history, * valid, > 


best, i - internal, 


r RIB-failure, 


Origin codes: i - IGP, 


Network 
Path 


e - EGP, 


Next Hop 


S Stale 


? - incomplete 


Metric LocPrf Weight 


Route Distinguisher: wg:10 (default for vrf Customer_A) 


*>i10.1.pop.16/28 
0 650pop ? 
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192.168.wg.17 


0 100 
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*>110.1.pop.49/32 192.168.wg.17 0 100 


0 650pop ? 

*> 10.1.pop.16/28 150.wg.pop.17 0 

0 650pop ? 

ea 192.168.wg.17 0 100 
0 650pop ? 

*> 10.1.pop.49/32 150.wg.pop.17 0 

0 650pop ? 

ea 192.168.wg.17 0 100 
0 650pop ? 

*>1150.wg.pop.16/28 192.168.wg.17 0 100 
0 650pop ? 

*> 150.wg.pop.48/28 150.wg.pop.17 0 

0 650pop ? 

ei 192.168.wg.17 0 100 
0 650pop ? 

r> 150.wg.pop.16/28 150.wg.pop.17 0 

0 650pop ? 

ri 192.168.wg.17 0 100 
0 650pop ? 


Route Distinguisher: wg:20 (default for vrf Customer_B) 


*> 10.0.0.0 150.wg.pop.49 0 

0 650pop ? 

ea 192.168.wg.17 0 100 
0 650pop ? 

*> 10.2.pop.16/28 150.wg.pop.33 0 

0 650pop ? 

*> 10.2.pop.49/32 150.wg.pop.33 0 

0 650pop ? 

*> 150.wg.0.0 150.wg.pop.49 0 

0 650pop ? 

ea 192.168.wg.17 0 100 
0 650pop ? 

r> 150.wg.pop.32/28 150.wg.pop.33 0 

0 650pop ? 
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Task 3: Selecting the Primary and Backup Link with BGP 


It may be necessary to control the BGP selection of the link to establish a primary-backup 
relationship. In this task, you will use the local preference and MED attributes to control link 
selection. In this implementation, the new link bypasses the MPLS core. However, because it a 
high-cost link, it should be considered only as the backup link; the link through the MPLS core 
is to be used as the primary link. 


Step 1 Use BGP local preference on the CE router to select the link to its local PE router 
(through the MPLS core) as the primary link and the link to the remote PE router 
(bypass link) as the backup link. 


Step 2 Set the MED in outgoing routing updates from your CE router to make sure that the 
PE routers prefer the link through the MPLS core before using the backup link. 


Exercise Verification 


You have completed this exercise when you attain these results: 


m You may have to issue a clear ip route or clear ip bgp * on the CE router to propagate 
routes with the new parameters. 


| Verify that the primary link (the link to your local PE router) is being used. Use the show 
ip bgp command to verify. Make sure that the routes received from the primary link are 
always selected as the best routes. 


CEpopBH#sh ip bgp 
BGP table version is 15, local router ID is 10.2.pop.49 


Status codes: s suppressed, d damped, h history, * valid, > 
best, i - internal 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf 
Weight Path 
*> 10.0.0.0 0.0.0.0 0 
32768 ? 
*> 10.2.pop.16/28 150 .wg.pop.34 
0 65001 6500wg ? 
* 150.wg.pop.50 50 
0 65001 6500wg ? 
*> 10.2.pop.49/32 150.wg.pop.34 
0 65001 6500wg ? 
* 150.wg.pop.50 50 
0 65001 6500wg ? 
*> 150.wg.0.0 0.0.0.0 0 
32768 ? 


*> 150.wg.pop.32/28 150.wg.pop.34 
0 65001 6500wg ? 


* 150.wg.pop.50 50 
0 65001 6500wg ? 
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m= Verify the proper setting of the MED by using the show ip bgp vpnv4 vrf command on the 
PE routers. Make sure that the PE routers select routes coming from the primary link as the 
best routes. 


PEpop#sh ip bgp vpnv4 all 
BGP table version is 84, local router ID is 192.168.wg.33 


Status codes: s suppressed, d damped, h history, * valid, > 
best, i - internal, 


r RIB-failure, S Stale 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf 
Weight Path 


Route Distinguisher: wg:10 (default for vrf Customer_A) 


*>i10.1.pop.16/28 192.168.wg.17 0 100 
0 6500wg ? 

*>110.1.pop.49/32 192.168.wg.17 0 100 
0 6500wg ? 

*> 10.1.pop.16/28 150.wg.pop.17 0 

0 6500wg ? 

ea 192.168.wg.17 0 100 
0 6500wg ? 

*> 10.1.pop.49/32 150.wg.pop.17 0 

0 6500wg ? 

ea 192.168.wg.17 0 100 
0 6500wg ? 

*>1150.wg.pop.16/28 192.168.wg.17 0 100 
0 6500wg ? 

*> 150.wg.pop.48/28 150.wg.pop.17 0 

0 6500wg ? 

ea 192.168.wg.17 0 100 
0 6500wg ? 

r> 150.wg.pop.16/28 150.wg.pop.17 0 

0 6500wg ? 

ri 192.168.wg.17 0 100 
0 6500wg ? 


Route Distinguisher: wg:20 (default for vrf Customer_B) 


*>110.0.0.0 192.168.wg.17 0 100 
0 6500wg ? 

* 150.wg.pop.49 200 

0 6500wg ? 

*> 10.2.pop.16/28 150.wg.pop.33 0 

0 6500wg ? 

*> 10.2.pop.49/32 150.wg.pop.33 0 

0 6500wg ? 

*>1150.wg.0.0 192.168.wg.17 0 100 
0 6500wg ? 
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* 
0 6500wg ? 


r> 150.wg.pop.32/28 


0 6500wg ? 


150.wg.pop.49 


150.wg.pop.33 


200 


m= Shut down the link from the local PE router to the CE router (either CEwgB1 or CEwgA1). 
m= Verify that the backup link (the link to your local PE router) is being used. Use the show ip 


bgp command to verify. 


CEpopBH#sh ip bgp 


BGP table version is 18, 


local router ID is 10.2.pop.49 


Status codes: s suppressed, d damped, h history, * valid, > 


best, i - internal 


Origin codes: i - IGP, 


Network 
Path 


*> 10.0.0.0 

? 

*> 10.2.pop.16/28 
0 65001 6500wg ? 


*> 10.2.pop.49/32 
0 65001 6500wg ? 


*> 150.wg.0.0 
? 
*> 150.wg.pop.32/28 
0 65001 6500wg ? 

™ Re-enable the subinterface. 


e - EGP, ? - incomplete 


Next Hop 


0.0.0.0 


150.wg.pop.50 


150.wg.pop.50 


0.0.0.0 


150.wg.pop.50 


Metric LocPrf Weight 


0 32768 
50 
50 

0 32768 
50 


m= After the BGP session is established with the local PE router, verify that the local link is 
shown as the preferred link for traffic. Use the show ip bgp command to verify. 


CEpopBH#sh ip bgp 


BGP table version is 21, 


local router ID is 10.2.pop.49 


Status codes: s suppressed, d damped, h history, * valid, > 


best, i - internal 


Origin codes: i - IGP, 


Network 
Weight Path 


*> 10.0.0.0 

? 

*> 10.2.pop.16/28 
0 65001 6500wg ? 
* 


0 65001 6500wg ? 


*> 10.2.pop.49/32 
0 65001 6500wg ? 
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e - EGP, ? - incomplete 


Next Hop 


0.0.0.0 


150.wg.pop.34 


150.wg.pop.50 


150.wg.pop.34 


Metric LocPrf 


0 32768 


50 
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* 
0 65001 6500wg ? 


*> 150.wg.0.0 
? 


*> 150.wg.pop.32/28 
0 65001 6500wg ? 


* 
0 65001 6500wg ? 


Next Step 


= Module 6: Complex MPLS VPNs 
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150.wg.pop.50 


0.0.0.0 


150.wg.pop.34 


150.wg.pop.50 


50 


50 
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32768 
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Lab Exercise 6-1: Overlapping VPNs 


Complete this lab exercise to practice what you learned in the related lesson. 


Exercise Objectives 


Your VPN customers want to exchange data between their central sites. You have decided to 
implement this request with an overlapping VPN topology. 


In this exercise, you will establish overlapping VPNs to support the needs of your customers. 
After completing this exercise, you will have met these objectives: 

= Design a VPN solution 

™ Remove CEwgl1A and CEwg2B from existing VRFs 


= Configure new VRFs for CEwg1A and CEwg2B 


Visual Objective 


The figure illustrates what you will accomplish in this exercise. 


MPLS Lab Overlapping VPNs 


WOOT UTNNNT TNTTTNNATTTTTTTTTTT Cisco.com 


Customer_A 


Gay 


Customer _B 


Customer_AB 


2003, Cisco Systems, Inc. All rights reserved. MPLS v2.0—#-15, 
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In this laboratory exercise, you will establish overlapping VPNs with the following 
connectivity goals: 


= CEwgilA and CEwg1B cannot communicate. 
™ CEwgilA and CEwg2A can communicate. 
= CEwgilA and CEwg2B can communicate. 
= CEwg1B and CEwg2A cannot communicate. 
= CEwg1B and CEwg2B can communicate. 
= CEwg2A and CEwg2B cannot communicate. 


Required Resources 


These are the resources and equipment required to complete this exercise: 


= Cisco JOS documentation 


Command List 


The commands that are used in this exercise have been used in previous exercises. 


Task 1: Designing Your VPN Solution 
Site CEwg1A cannot belong to the same VRF as the other wgA sites. Similarly, site CEwg2B 
cannot belong to the same VRF as the wgB sites. Also, CEwg1A and CEwg2B cannot share the 
same VRF. 

Exercise Procedure 
Complete these steps: 
Step 1 Allocate new RDs for VRFs to which CEwg1A and CEwg2B will be connected. 


Step 2 A new RT is needed for the Customer_AB VPN. Coordinate the value of this RT 
with the other team within your workgroup. 


Note You could use wg:11 as the RD for VRFs connected to CEwg1A and wg:21 as the RD for 
VRFs connected to CEwg2B. You could use wg:1001 as the RT for the Customer_AB VPN. 


Exercise Verification 


You have completed this exercise when you attain these results: 


= Establish RDs and RTs for the new VRFs 
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Task 2: Removing CEwg1A and CEwg2B from Existing VRFs 


CEwg1A and CEwg2B must be migrated to new routing contexts. It is tempting to do this by 
merely changing the RDs and RTs of their existing VRF. However, this approach is not 
possible because the other VPN site, connected to the same PE router, is sharing those VRFs. 


Note When you enabled the backup link, you connected both CEwg1A and CEwg2A to PEwg1. 
So if you change the routing context of customer A on PEwg1, you will affect both CEwg1A 
and CEwg2A. This situation also holds true for CEwg1B, CEwg1B, and PEwg2. 


Sites CEwg1A and CEwg2B have to be migrated to new VRFs. All the references to them must 
be removed from the existing routing protocol contexts. 


In this task, you will remove the references to CEwg1A and CEwg2B. 


Exercise Procedure 
Complete these steps: 


Step 1 Remove the address family BGP neighbor relationship between CEwg1A and 


CEwg2B on their PE router. 


Step 2 Check any other references to CEwg1A and CEwg2B in their PE router 
configuration and, if required, remove them. 


Exercise Verification 


You have completed this exercise when you attain these results: 


= On the PE router, verify that the interface toward the CE router is no longer in the original 
VRF by using the show ip vrf interfaces command. This action should result in a printout 


similar to the one here: 


PEwgl#sh ip vrf int 


Interface 
Protocol 


Interface 
Protocol 


Serial0/0.113 
up 
Serial0/0.102 
up 


PEwg2#sh ip vrf int 


Interface 
Protocol 


Serial0/0.101 
up 
Serial0/0.113 
up 
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IP-Address 


IP-Address 


150.wg.41.50 


150.wg.41.34 


IP-Address 


150.wg.42.18 


150.wg.42.50 


VRF 


VRF 


Customer_A 


Customer_B 


VRF 


Customer_A 


Customer_B 
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m™ Verify the BGP neighbor relationship has been removed on the PE router with the show ip 


bgp vpnv4 vrf summary command. This action should give you a printout similar to the 


one here. Check the status of CEwg1A and CEwg2B in the printout. 


PEpop#sh ip bgp vpnv4 vrf Customer_A sum 


BGP router identifier 192.168.wg.17, 


BGP table version is 34, main routing table version 34 


7 network entries using 847 bytes of memory 


11 path entries using 704 bytes of memory 


7 
1 


2 
4 
0 
0 


BGP 
BGP 
BGP 
BGP 
BGP 
BGP 


path attribute entries using popO bytes of memory 
rrinfo entries using 24 bytes of memory 

AS-PATH entries using 48 bytes of memory 

extended community entries using 96 bytes of memory 
route-map cache entries using 0 bytes of memory 


filter-list cache entries using 0 bytes of memory 


BGP using 2139 total bytes of memory 


BGP activity 51/29 prefixes, 69/43 paths, scan interval 15 


secs 
Neighbor Vv AS MsgRcvd MsgSent TblVer InQ OutQ 

Up/Down State/Pf£xRcd 

150.wg.pop.49 4 6500wg 976 979 34 ) 
00:29:12 4 


PEpop#sh ip bgp vpnv4 vrf Customer_B sum 


BGP router identifier 192.168.wg.33, 


BGP table version is 33, main routing table version 33 


5 
7 
7 
1 
2 
4 
0 
0 


network entries using 605 bytes of memory 


path entries using 448 bytes of memory 


BGP 
BGP 
BGP 
BGP 
BGP 
BGP 


path attribute entries using popO bytes of memory 
rrinfo entries using 24 bytes of memory 

AS-PATH entries using 48 bytes of memory 

extended community entries using 96 bytes of memory 
route-map cache entries using 0 bytes of memory 


filter-list cache entries using 0 bytes of memory 


BGP using 16pop total bytes of memory 


BGP activity 122/102 prefixes, 


secs 
Neighbor Vv AS MsgRcvd MsgSent TblVer InQ OutQ 
Up/Down State/Pf£xRcd 

150.wg.pop.49 4 6500wg 1477 1479 33 0 
00:30:26 2 
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local AS number 65001 


local AS number 65001 


160/138 paths, scan interval 15 
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Task 3: Configuring New VRFs for CEwg1A and CEwg2B 


In this task, you will create the new VRFs for CEwg1A and CEwg2B. 


Exercise Procedure 
Complete these steps: 


Step 1 Create the new VRFs for CEwg1A and CEwg2B on their PE router with the ip vrf 
command. 


Step 2 Assign new RDs to the newly created VRFs with the rd command. 


Step 3 Assign proper import and export RTs to the newly created VRFs with the route- 
target command. 


Step 4 Re-establish BGP routing between the PE routers and the CE routers. Please refer to 
the “Running BGP Between PE and CE Routers” lab exercise if you need more 
details. 


Exercise Verification 
You have completed this exercise when you attain these results: 


= On the PE router, verify that the interface toward the CE router is in the proper VRF by 
using the show ip vrf interfaces command. This action should result in a printout similar 
to the one here: 


PEpop#sh ip vrf int 


Interface IP-Address VRF 

Protocol 

Serial0/0.113 150.wg.pop.50 Customer_A up 
Serial0/0.101 150.wg.pop.18 Customer_AB up 
Serial0/0.102 150.wg.pop.34 Customer_B up 


PEpop#sh ip vrf int 


Interface IP-Address VRF 

Protocol 

Serial0/0.101 150.wg.pop.18 Customer_A up 
Serial0/0.102 150.wg.pop.34 Customer_AB up 
Serial0/0.113 150.wg.pop.50 Customer_B up 


m™ Verify the BGP neighbors on the PE router with the show ip bgp vpnv4 vrf summary 
command. This should give you a printout similar to the one here. Check the status of 
CEwg1A and CEwg2B in the printout. 


PEpop#sh ip bgp vpnv4 vrf Customer_AB sum 

BGP router identifier 192.168.wg.17, local AS number 65001 
BGP table version is 49, main routing table version 49 

10 network entries using 1210 bytes of memory 


10 path entries using 640 bytes of memory 
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BGP path attribute entries using pop0 bytes of memory 


BGP rrinfo entries using 24 bytes of memory 


7 

1 

2 BGP AS-PATH entries using 48 bytes of memory 

4 BGP extended community entries using 96 bytes of memory 
0 BGP route-map cache entries using 0 bytes of memory 

0 BGP filter-list cache entries using 0 bytes of memory 
BGP using 2438 total bytes of memory 


BGP activity 57/35 prefixes, 75/49 paths, scan interval 15 


secs 

Neighbor Vv AS MsgRcvd MsgSent TblVer InQ OutQ 
Up/Down State/Pf£xRcd 

150.wg.pop.17 4 6500wg 53 54 49 ) ) 
00:48:pop 3 


PEpop#sh ip bgp vpnv4 vrf Customer_AB sum 
BGP router identifier 192.168.wg.33, local AS number 65001 
BGP table version is 56, main routing table version 56 
8 network entries using 968 bytes of memory 
8 path entries using 512 bytes of memory 
BGP path attribute entries using pop0 bytes of memory 


BGP rrinfo entries using 24 bytes of memory 


7 

1 

2 BGP AS-PATH entries using 48 bytes of memory 

4 BGP extended community entries using 96 bytes of memory 
0 BGP route-map cache entries using 0 bytes of memory 

0 BGP filter-list cache entries using 0 bytes of memory 
BGP using 2068 total bytes of memory 


BGP activity 130/110 prefixes, 168/146 paths, scan interval 15 


secs 

Neighbor Vv AS MsgRcvd MsgSent TblVer InQ OutQ 
Up/Down State/Pf£xRcd 

150.wg. pop. 33 4 6500wg 9 10 56 ) ) 
00:04:17 3 


m™ Check the BGP routing table in the new VRF with the show ip bgp vpnv4 vrf command. 
You should see routes from CEwg1A or CEwg2B as well as routes imported from other 
VRFs. Use the AS path to work out which routes belong to which CE router. Routes 
announced by CEwg1A should have 650x1 in the AS path, and routes announced by 
CEwg2B should have 650x2 in the AS path. 


PEpop#sh ip bgp vpnv4 vrf Customer_AB 
BGP table version is 49, local router ID is 192.168.wg.17 


Status codes: s suppressed, d damped, h history, * valid, > 
best, i - internal, 
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r RIB-failure, S Stale 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf 
Weight Path 


Route Distinguisher: pop:1 (default for vrf Customer_AB) 


*> 10.1.pop.16/28 150.wg.pop.17 0 

0 6500wg ? 

*> 10.1.pop.49/32 150.wg.pop.17 0 

0 6500wg ? 

*>i10.1.pop.16/28 192.168.wg.33 0 100 
0 6500wg ? 

*>110.1.pop.49/32 192.168.wg.33 0 100 
0 6500wg ? 

*>110.2.pop.16/28 192.168.wg.33 0 100 
0 6500wg ? 

*>110.2.pop.49/32 192.168.wg.33 0 100 
0 6500wg ? 

r> 150.wg.pop.16/28 150.wg.pop.17 0 

0 6500wg ? 

*>1150.wg.pop.48/28 192.168.wg.33 0 100 
0 6500wg ? 

*>1150.wg.pop.16/28 192.168.wg.33 0 100 
0 6500wg ? 

*>1150.wg.pop.32/28 192.168.wg.33 0 100 
0 6500wg ? 


PEpop#sh ip bgp vpnv4 vrf Customer_AB 
BGP table version is 56, local router ID is 192.168.wg.33 


Status codes: s suppressed, d damped, h history, * valid, > 
best, i - internal, 


r RIB-failure, S Stale 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf 
Weight Path 


Route Distinguisher: pop:1 (default for vrf Customer_AB) 


*>110.0.0.0 192.168.wg.17 0 100 
0 6500wg ? 

*>i10.1.pop.16/28 192.168.wg.17 0 100 
0 6500wg ? 

*>i10.1.pop.49/32 192.168.wg.17 0 100 
0 6500wg ? 

*> 10.2.pop.16/28 150.wg.pop.33 0 

0 6500wg ? 
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*> 10.2.pop.49/32 150.wg.pop.33 0 
0 6500wg ? 


*>i150.wg.0.0 192.168.wg.17 0 100 
0 6500wg ? 


*>i150.wg.pop.16/28  192.168.wg.17 0 100 
0 6500wg ? 


r> 150.wg.pop.32/28 150.wg.pop.33 0 
0 6500wg ? 


= Use the show ip bgp vpnv4 vrf name prefix command to display details of an individual 
route and verify that the proper RTs are attached to the route. Your printout should be 
similar to the one here: 


PEpop#sh ip bgp vpnv4 vrf Customer_AB 10.2.pop.49 
BGP routing table entry for pop:1:10.2.pop.49/32, version 53 
Paths: (1 available, best #1, table Customer_AB) 
Advertised to non peer-group peers: 
192.168.100.129 
6500wg 
150.wg.pop.33 from 150.wg.pop.33 (10.2.pop.49) 


Origin incomplete, metric 0, localpref 100, valid, 
external, best 


Extended Community: RT:pop:1 RT:wg:20 


PEpop#sh ip bgp vpnv4 vrf Customer_AB 10.1.pop.49 
BGP routing table entry for pop:1:10.1.pop.16/28, version 23 
Paths: (1 available, best #1, table Customer_AB) 
Advertised to non peer-group peers: 
192.168.100.129 
6500wg 
150.wg.pop.17 from 150.wg.pop.17 (10.1.pop.49) 


Origin incomplete, metric 0, localpref 100, valid, 
external, best 


Extended Community: RT:pop:1 RT:wg:10 


= Connect to CEwgA1 and perform ping and trace to the loopback address of CEwg2B (or 
vice versa). The other router should be reachable. For subgroup B, perform the test in the 
other direction. 


CEwglA#ping 10.1.wg2.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.1.wg2.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
148/148/149 ms 
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CEpopAB#trace 10.1.pop.49 
Type escape sequence to abort. 
Tracing the route to 10.1.pop.49 
1 150.wg.pop.34 16 msec 16 msec 12 msec 
2 150.wg.pop.17 [AS 6500wg] 72 msec 76 msec * 


CEpopA#ping 10.2.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.2.pop.49, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
148/148/149 ms 


CEpopA#trace 10.2.pop.49 
Type escape sequence to abort. 
Tracing the route to 10.2.pop.49 
1 150.wg.pop.18 16 msec 16 msec 12 msec 
2 150.wg.pop.33 [AS 6500wg] 72 msec 77 msec * 


™ Connect to CEwgA2 and try to ping CEwg2B or CEwg1B. Those routers should not be 
reachable from CEwgA2. For subgroup B, ping CEwg1A and CEwg2A from CEwg1B. 


CEpopA#ping 10.2.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.2.pop.49, timeout is 2 
seconds: 


Success rate is 0 percent (0/5) 


CEpopA#ping 10.2.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.2.pop.49, timeout is 2 
seconds: 


Success rate is 0 percent (0/5) 


CEpopBHping 10.1.pop.49 


Type escape sequence to abort. 
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Sending 5, 100-byte ICMP Echos to 10.1.pop.49, timeout is 2 
seconds: 


Success rate is 0 percent (0/5) 


CEpopBHping 10.1.pop.49 
Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 10.1.pop.49, timeout is 2 
seconds: 


Success rate is 0 percent (0/5) 
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Lab Exercise 6-2: Merging Service Providers 


Complete this lab exercise to practice what you learned in the related lesson. 


Exercise Objectives 


Your small service provider is merging with several other small service providers. To 
accomplish this consolidation, a central P router (P1) has been installed and configured, and 
Frame Relay connectivity has been provided from each local P router to P1. In addition, the 
core IGP is being converted from EIGRP to Intermediate System-to-Intermediate System 
(IS-IS). 


In this exercise, merge your small service provider with several other small service providers. 
After completing this exercise, you will be able to meet these objectives: 

= Convert the core IGP from EIGRP to IS-IS 

m Enable MPLS LDP connectivity with the central P router 


m Enable IBGP connectivity between all PE routers 


Visual Objective 


Team A will configure PEwg1/Pwg1, and team B will configure PEwg2/Pwg2. P1 has been 
preconfigured. 


The figure illustrates what you will accomplish in this exercise. 


MPLS Lab Logical Connection Diagram 


OO 


Cieco.com 


apn Routers: 
13725 


Distrbution 


Access Routers 
ciSco2i3 


© 2003, Cisco Systems, Inc. All rights reserve 


MPLS v2.0—#-7 


Required Resources 


These are the resources and equipment required to complete this exercise: 


= Cisco JOS documentation 


90 Implementing Cisco MPLS (MPLS) v2.0 Copyright © 2003, Cisco Systems, Inc. 


Command List 


The commands used in this exercise are described in the table here. 


Commands for Merging Service Providers 


Command 


router isis area-tag 


Description 


To enable the IS-IS routing protocol and to specify an IS-IS 
process, use the router isis command in global configuration 
mode. To disable IS-IS routing, use the no form of this command. 


net network-entity- 
title 


To configure an IS-IS network entity title (NET) fora 
Connectionless Network Service (CLNS) routing process, use the 
net command in router configuration mode. To remove a NET, use 
the no form of this command. 


isis circuit-type 
{level-1 | level-1-2 | 
level-2-only} 


To configure the type of adjacency, use the isis circuit-type 
interface configuration command. To reset the circuit type to Level | 
and Level 2, use the no form of this command. 


metric-style wide 
[transition] [level-1 
| level-2 | level-1-2] 


To configure a router running IS-IS so that it generates and 
accepts only new-style type, length, and value objects (TLVs), use 
the metric-style wide command in router configuration mode. To 
disable this function, use the no form of this command. 
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Task 1: Enabling Connectivity with the Central P Router 


In this task you will enable the Frame Relay link between your P routers and P1, and then 
enable LDP connectivity between the two routers. 


Exercise Procedure 
Complete these steps: 


Step 1 Configure IP addresses and DLCIs on this interface using the parameters in the table 
here. 


IP Address and DLCI Configuration Parameters 


Router | Subinterface DLCI IP Address 

P11 $0/0.211 211 192.168.100.10/29 
P12 $0/0.212 212 192.168.100.18/29 
P21 $0/0.221 221 192.168.100.26/29 
P22 $0/0.222 222 192.168.100.34/29 


Exercise Verification 


You have completed this exercise when you attain these results: 


= On your P router, use the show interface command to verify that the new interfaces are 
operational. 
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Task 2: Migrating the Core to IS-IS 


Because a link-state protocol is more scalable than a distance vector protocol, the service 
provider has decided to migrate the core to IS-IS. The P1 router has already been migrated. 
Your workgroup is responsible for the migration of all of your assigned routers. Team A will 
migrate PEwg1 and Pwg1. Team B will migrate PEwg2 and Pwg2. 


Exercise Procedure 
Complete these steps: 


Step 1 Disable EIGRP as the core IGP on your assigned routers. 


Step 2 Enable IS-IS as the core IGP using the parameters detailed in the following table. 


IS-IS Parameters 


Router ID NET Remarks 
PEwg1 net 49.0001.0000.0000.01xx.00 Where xx = the POP number 
PEwg2 net 49.0001.0000.0000.01xx.00 Where xx = the POP number 
Pwg1 net 49.0001.0000.0000.02xx.00 Where xx = the POP number 
Pwg2 net 49.0001.0000.0000.02xx.00 Where xx = the POP number 
Note Ensure that the metric-style is set to wide, the is-type is set to /evel-2-only, and IS-IS has 


been enabled on the active serial interfaces that are supporting the core MPLS. 


Exercise Verification 
You have completed this exercise when you attain these results: 


= Use the show ip protocol command to verify that IS-IS is active and enabled on all 
appropriate interfaces. 


PEpop#sh ip prot 
Routing Protocol is "isis" 
Invalid after 0 seconds, hold down 0, flushed after 0 
Outgoing update filter list for all interfaces is not set 
Incoming update filter list for all interfaces is not set 
Redistributing: isis 
Address Summarization: 
None 
Maximum path: 4 
Routing for Networks: 
Serial0/0.111 
Loopback0O 
Routing Information Sources: 


Gateway Distance Last Update 
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192.168.1.97 115 00:05:48 
192.168.3.97 115 00:05:48 
192.168.2.97 115 00:05:48 
192.168.4.97 115 00:00:22 
192.168.4.113 115 00:06:31 
192.168.100.58 115 00:00:22 
192.168.1.81 115 00:05:48 
192.168.3.81 115 00:05:48 
192.168.2.81 115 00:05:48 
192.168.1.33 115 00:05:48 
192.168.3.33 115 00:05:48 
192.168.2.33 115 00:05:48 
192.168.4.33 115 00:00:22 
192.168.100.66 115 00:00:28 
192.168.1.17 115 00:05:48 
192.168.3.17 115 00:05:48 
192.168.2.17 115 00:05:48 
192.168.100.129 115 00:05:53 Distance: 


(default is 115) 


Ppop#sh ip prot 
Routing Protocol is "isis" 
Invalid after 0 seconds, hold down 0, flushed after 0 
Outgoing update filter list for all interfaces is not set 
Incoming update filter list for all interfaces is not set 
Redistributing: isis 
Address Summarization: 
None 
Maximum path: 4 
Routing for Networks: 
Serial0/0.111 
Serial0/0.112 
Serial0/0.2pop 
Loopback0O 


Routing Information Sources: 


Gateway Distance Last Update 
192.168.1.97 115 00:10:18 
192.168.3.97 115 00:10:18 
192.168.2.97 115 00:10:18 
192.168.4.97 115 00:04:53 
192.168.1.81 115 00:10:18 
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192.168.3.81 115 00:10:18 
192.168.2.81 115 00:10:18 
192.168.1.33 115 00:10:18 
192.168.3.33 115 00:10:20 
192.168.2.33 115 00:10:20 
192.168.4.33 115 00:04:55 
192.168.100.66 115 00:05:00 
192.168.1.17 115 00:10:20 
192.168.3.17 115 00:10:20 
192.168.2.17 115 00:10:20 
192.168.4.17 115 00:04:55 
192.168.100.129 115 00:04:55 Distance: 


(default is 115) 


= Use the show ip route command and verify that all routers are sending and receiving the 
appropriate prefixes. 


PEwgl#sh ip route 
Codes: C - connected, S - static, R - RIP, M - mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 


Gateway of last resort is not set 


kkkKEKEKERK CUtPUt Omitted 
KRREKKEKEKEKEKEKREKEKRREKEREKRKERRKEERREKRERRKEKRRKRKKKKEKE 


192.168.wg.0/24 is variably subnetted, 7 subnets, 2 masks 


i L2 192 .168.wg.97/32 [115/20] via 192.168 .wg.66, 
Serial0/0.111 

i L2 192.168.wg.112/28 [115/20] via 192.168.wg.66, 
Serial0/0.111 

Cc 192.168.wg.64/28 is directly connected, Serial0/0.111 
i L2 192.168.wg.81/32 [115/30] via 192.168 .wg.66, 


Serial0/0.111 
Cc 192.168.wg.33/32 is directly connected, LoopbackO 
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i L2 192.168.wg.48/28 [115/30] via 192.168 .wg.66, 
Serial0/0.111 


i L2 192.168.wg.17/32 [115/40] via 192.168 .wg.66, 
Serial0/0.111 


192.168.100.0/24 is variably subnetted, 8 subnets, 2 
masks 


i L2 192.168.100.24/29 [115/30] via 192.168.wg.66, 
Serial0/0.111 


i L2 192.168.100.16/29 [115/30] via 192.168.wg.66, 
Serial0/0.111 


i L2 192.168.100.40/29 [115/30] via 192.168.wg.66, 
Serial0/0.111 


i L2 192.168.100.32/29 [115/30] via 192.168.wg.66, 
Serial0/0.111 


i L2 192.168.100.56/29 [115/30] via 192.168.wg.66, 
Serial0/0.111 


i L2 192.168.100.48/29 [115/30] via 192.168.wg.66, 
Serial0/0.111 


i L2 192.168.100.64/29 [115/20] via 192.168.wg.66, 
Serial0/0.111 


i L2 192.168.100.129/32 [115/30] via 192.168 .wg.66, 
Serial0/0.111 


KKK RRR RRR RE EE ER EE OUtCPUL Omitted 
KKK KK IKKE IKKE KEE EERIE KEE ER 


PEwg2#sh ip route 
Codes: C - connected, S - static, R - RIP, M - mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 


Gateway of last resort is not set 


kk ER E RQUtEPUL Omitted 
KKK KK IKKE EI KKK EEE EIA 


192.168.wg.0/24 is variably subnetted, 7 subnets, 2 masks 


i L2 192.168 .wg.97/32 [115/30] via 192 .168.wg.50, 
Serial0/0.111 
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i L2 192.168.wg.112/28 [115/20] via 192.168.wg.50, 
Serial0/0.111 


i L2 192.168.wg.64/28 [115/30] via 192 .168.wg.50, 

Serial0/0.111 

i L2 192.168.wg.81/32 [115/20] via 192.168.wg.50, 

Serial0/0.111 

i L2 192.168 .wg.33/32 [115/40] via 192.168.wg.50, 

Serial0/0.111 

Cc 192.168.wg.48/28 is directly connected, Serial0/0.111 

Cc 192.168.wg.17/32 is directly connected, LoopbackO 
192.168.100.0/24 is variably subnetted, 8 subnets, 2 

masks 

i L2 192.168.100.24/29 [115/30] via 192.168.wg.50, 

Serial0/0.111 

i L2 192.168.100.16/29 [115/30] via 192.168.wg.50, 

Serial0/0.111 

i L2 192.168.100.40/29 [115/30] via 192.168.wg.50, 

Serial0/0.111 

i L2 192.168.100.32/29 [115/30] via 192.168.wg.50, 


Serial0/0.111 


i L2 192.168.100.56/29 [115/20] via 192.168.wg.50, 
Serial0/0.111 


i L2 192.168.100.48/29 [115/30] via 192.168.wg.50, 
Serial0/0.111 


i L2 192.168.100.64/29 [115/30] via 192.168.wg.50, 
Serial0/0.111 


i L2 192.168.100.129/32 [115/30] via 192 .168.wg.50, 
Serial0/0.111 


RAKE KEEEEREERERKOQULDUL OMLECEd Fe RR RRR RR RRR RR RIK RK 
Pwgl#sh ip route 
Codes: C - connected, S - static, R - RIP, M - mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 


Gateway of last resort is not set 


RRR RRR RR ER ER ERQUEDUL OMLECEd FR RRR RRR R RR EE EERE ER EE EER EE 


192.168.wg.0/24 is variably subnetted, 7 subnets, 2 masks 
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Cc 192.168.wg.97/32 is directly connected, LoopbackO 


Cc 192.168.wg.112/28 is directly connected, Serial0/0.112 
Cc 192.168.wg.64/28 is directly connected, Serial0/0.111 
i L2 192.168.wg.81/32 [115/20] via 192 .168.wg.113, 


Serial0/0.112 


i L2 192.168 .wg.33/32 [115/20] via 192.168.wg.65, 
Serial0/0.111 


i L2 192.168.wg.48/28 [115/20] via 192 .168.wg.113, 
Serial0/0.112 


i L2 192 .168.wg.17/32 [115/30] via 192.168 .wg.113, 
Serial0/0.112 


192.168.100.0/24 is variably subnetted, 8 subnets, 2 


masks 

i L2 192.168.100.24/29 [115/20] via 192.168.100.65, 
Serial0/0.2pop 

i L2 192.168.100.16/29 [115/20] via 192.168.100.65, 
Serial0/0.2pop 

i L2 192.168.100.40/29 [115/20] via 192.168.100.65, 
Serial0/0.2pop 

i L2 192.168.100.32/29 [115/20] via 192.168.100.65, 
Serial0/0.2pop 

i L2 192.168.100.56/29 [115/20] via 192.168.100.65, 


Serial0/0.2pop 


[115/20] via 192.168.wg.113, 
Serial0/0.112 


i L2 192.168.100.48/29 [115/20] via 192.168.100.65, 
Serial0/0.2pop 


Cc 192.168.100.64/29 is directly connected, 
Serial0/0.2pop 
i L2 192.168.100.129/32 [115/20] via 192.168.100.65, 


Serial0/0.2pop 


KKK ER ER ERQUCPUE OMLCCEd FR RRR RRR R KR EE ER ER ERE REE KER 


Pwg2#sh ip route 
Codes: C - connected, S - static, R - RIP, M - mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 
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Gateway of last resort is 


kk RE RE R OUCPUt OM 


192.168.wg.0/24 
masks 


Cc 192.168.wg.112/2 
Serial0/0.112 


i L2 192.168.wg.64/28 
Serial0/0.112 


Cc 192.168 .wg.81/32 


i L2 192.168 .wg.33/32 
Serial0/0.112 


Cc 192.168.wg.48/28 


i L2 192.168.wg.17/32 
Serial0/0.111 


192.168.100.0/24 is 
masks 


i L2 192.168.100.24/29 
Serial0/0.2pop 


i L2 192.168.100.16/29 
Serial0/0.2pop 


i L2 192.168.100.40/29 
Serial0/0.2pop 


i L2 192.168.100.32/29 
Serial0/0.2pop 


Cc 192.168.100.56/29 
Serial0/0.2pop 


i L2 192.168.100.48/29 
Serial0/0.2pop 


i L2 192.168.100.64/29 
Serial0/0.112 


Serial0/0.2pop 


i L2 192.168.100.129/3 
Serial0/0.2pop 


kk RE RE R OUCPUL Omi 
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not set 


CEE FERRE KKKEKKKEEKKEKKEKEKKEKRKEKEEKE 


is variably subnetted, 7 subnets, 2 


8 is directly connected, 


[115/20] via 192.168.wg.114, 


is directly connected, Loopbacko 


[115/30] via 192.168.wg.114, 


is directly connected, Serial0/0.111 
[115/20] via 192.168 .wg.49, 


variably subnetted, 8 subnets, 2 


[115/20] via 192.168.100.57, 


[115/20] via 192.168.100.57, 


[115/20] via 192.168.100.57, 


[115/20] via 192.168.100.57, 


is directly connected, 


[115/20] via 192.168.100.57, 


[115/20] via 192.168.wg.114, 


[115/20] via 192.168.100.57, 


2 [115/20] via 192.168.100.57, 


CEE BERK KEKE KKEEKKEKEKEKEKERKKEKE 
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Task 3: Enabling MPLS LDP Connectivity with the Central P 
Router 


In this task you will enable LDP connectivity between your routers and P1. 


Exercise Procedure 
Complete these steps: 


Step 1 Enable LDP on the subinterface that you have created. 


Exercise Verification 


You have completed this exercise when you attain these results: 


= On your P router, verify that an LDP neighbor relationship has been established between 
your P router and P1. 


Pwgl#sh mpls ldp nei 


Peer LDP Ident: 192.168.wg.81:0; Local LDP Ident 
192 .168.wg.97:0 


TCP connection: 192.168.wg.81.646 - 
192.168.wg.97.11003 


State: Oper; Msgs sent/rcevd: 6240/6252; Downstream 
Up time: 3d18h 
LDP discovery sources: 

Serial0/0.112, Src IP addr: 192.168.wg.113 
Addresses bound to peer LDP Ident: 


192.168.wg.81 192.168.wg.113 192 .168.wg.50 
192.168.1.58 


Peer LDP Ident: 192.168.wg.33:0; Local LDP Ident 
192 .168.wg.97:0 


TCP connection: 192.168.wg.33.646 - 
192.168.wg.97.11008 


State: Oper; Msgs sent/rcvd: 1330/1330; Downstream 
Up time: 19:08:59 
LDP discovery sources: 

Serial0/0.111, Src IP addr: 192.168.wg.65 
Addresses bound to peer LDP Ident: 

192.168 .wg.33 192.168.wg.65 


Pwg2#sh mpls ldp nei 


Peer LDP Ident: 192.168.wg.97:0; Local LDP Ident 
192 .168.wg.81:0 


TCP connection: 192.168.wg.97.11003 - 
192.168.wg.81.646 


State: Oper; Msgs sent/rcvd: 6253/62pop; Downstream 
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Up time: 3d18h 
LDP discovery sources: 

Serial0/0.112, Src IP addr: 192.168.wg.114 
Addresses bound to peer LDP Ident: 


192 .168.wg.97 192.168.wg.114 192 .168.wg.66 
192.168.1.66 


Peer LDP Ident: 192.168.wg.17:0; Local LDP Ident 
192.168.wg.81:0 


TCP connection: 192.168.wg.17.646 - 
192.168 .wg.81.23205 


State: Oper; Msgs sent/rcvd: 1333/1335; Downstream 
Up time: 19:13:02 
LDP discovery sources: 

Serial0/0.111, Src IP addr: 192.168.wg.49 
Addresses bound to peer LDP Ident: 

192.168.wg.17 192 .168.wg.49 


= On your PE router, verify that labels are being received from the other workgroups. 


PEwgl#sh mpls forwarding 


Local Outgoing Prefix Bytes tag Outgoing 
Next Hop 

tag tag or VC or Tunnel Id switched interface 
16 Pop tag 192.168.wg. 81/32 0 Se0/0.111 
pointlpoint 

17 Untagged 192.168.wg.112/28 0 Se0/0.111 
pointlpoint 

18 18 192.168 .wg.97/32 0 Se0/0.111 
pointlpoint 

19 Untagged 192.168.wg.64/28 0 Se0/0.111 
pointlpoint 

20 19 192.168 .wg.33/32 0 Se0/0.111 
pointlpoint 

21 Untagged 10.1.pop.16/28[V] 0) Se0/0.101 
pointlpoint 

22 Untagged 10.1.pop.49/32[V] 1752 Se0/0.101 
pointlpoint 

23 Aggregate 150.wg.pop.16/28[V] 7872 

24 Untagged 10.0.0.0/8 [Vv] 0 Se0/0.102 
pointilpoint 

25 Untagged 150.wg.0.0/16 [V] 0 Se0/0.102 
pointlpoint 

30 Untagged 10.1.pop.16/28[V] 0 Se0/0.113 
pointlpoint 

31 Untagged 10.1.pop.49/32[V] 0) Se0/0.113 
pointlpoint 
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32 Aggregate 150.wg.pop.48/28[V] 0 


33 Untagged 150.wg.pop.16/28[V] 660 Se0/0.113 
pointlpoint 


PEwg2#sh mpls for 


Local Outgoing Prefix Bytes tag Outgoing 
Next Hop 

tag tag or VC or Tunnel Id switched interface 
16 Untagged 192.168.wg.112/28 0 Se0/0.111 
pointlpoint 

17 Pop tag 192.168 .wg.97/32 0 Se0/0.111 
pointlpoint 

18 18 192 .168.wg.81/32 0 Se0/0.111 
pointlpoint 

19 Untagged 192.168.wg.48/28 0 Se0/0.111 
pointlpoint 

20 19 192.168.wg.17/32 0 Se0/0.111 
pointlpoint 

25 Untagged 10.2.pop.16/28[V] 0 Se0/0.102 
pointlpoint 

26 Untagged 10.2. pop.49/32[V] 20056 Se0/0.102 
pointlpoint 

27 Aggregate 150.wg.pop.32/28I[v] 0 

28 Untagged 10.1.pop.16/28[V] 0) Se0/0.101 
pointlpoint 

31 Untagged 10.1. pop.49/32[V] 0) Se0/0.101 
pointlpoint 

32 Untagged 150.wg.pop.48/28[V] 0 Se0/0.101 
pointlpoint 

33 Aggregate 150.wg.pop.16/28[V] 0 
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Task 4: Enabling IBGP Connectivity for All PE Routers 


At this point, you have established LDP connectivity for all of the P routers in your new service 
provider environment, but you have not yet established BGP connectivity. You now need to 
establish IBGP connectivity for your PE routers. 


There are two methods that you can implement. The first is to use the bgp neighbor command 
to add a neighbor relationship between each of the routers, but this approach would entail a 
substantial configuration effort. 


The second method is to implement route reflectors. To this end, P1 has been configured as a 
BGP route reflector. However, to take advantage of this fact, you will need to remove the 
neighbor relationship between your two PE routers and make them clients of P1. 


Note The loopback address for P1 is 192.168.100.129. 


Team A will configure PEwg1, and team B will configure PEwg2. 


Step 1 Remove the neighbor relationship between your PE router and the remote PE router 
in your workgroup. 


Step 2 Activate your PE router as a client of P1. 


Exercise Verification 


You have completed this exercise when you attain these results: 


™ On your PE routers, check BGP connectivity to all workgroups with the show ip bgp 
summary and show ip bgp neighbor commands on CE routers. 


PEpop#sh ip bgp sum 
BGP router identifier 192.168.wg.33, local AS number 65001 


BGP table version is 1, main routing table version 1 


Neighbor V AS MsgRcvd MsgSent TblVer InQ OutQ 
Up/Down State/Pf£xRcd 
192.168.100.129 4 65001 25 25 1 0 0 
00:17:25 0 

Note The following command output has been edited. 


PEwgl#sh ip bgp nei 


BGP neighbor is 150.wg.pop.17, vrf Customer_A, remote AS 
6500wg, external link 


BGP version 4, remote router ID 10.1.pop.49 
BGP state = Established, up for 00:23:29 


Last read 00:00:29, hold time is 180, keepalive interval is 
60 seconds 
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Neighbor capabilities: 
Route refresh: advertised and received(old & new) 
Address family IPv4 Unicast: advertised and received 


Default minimum time between advertisement runs is 30 
seconds 


For address family: VPNv4 Unicast 
Translates address family IPv4 Unicast for VRF Customer_A 
BGP table version 31, neighbor version 31 


Index 1, Offset 0, Mask 0x2 


Sent Revd 
Prefix activity: ---- ---- 
Prefixes Current: 3 4 (Consumes 256 
bytes) 
Prefixes Total: 3 4 
Implicit Withdraw: (0) 0 
Explicit Withdraw: 0 0 
Used as bestpath: n/a 4 
Used as multipath: n/a 0 
Outbound Inbound 
Local Policy Denied Prefixes:  -------- 8 ------- 
AS PATH loop: n/a 3 
Bestpath from this peer: 8 n/a 
Total: 8 3 


Number of NLRIs in the update sent: max 4, min 0 


Connections established 5; dropped 4 
Last reset 00:24:09, due to User reset 


Connection state is ESTAB, I/O status: 1, unread input bytes: 
0 


Local host: 150.wg.pop.18, Local port: 179 
Foreign host: 150.wg.pop.17, Foreign port: 11079 


BGP neighbor is 150.wg.pop.33, vrf Customer_B, remote AS 
6500wg, external link 


BGP version 4, remote router ID 10.2.pop.49 
BGP state = Established, up for 00:23:32 


Last read 00:00:32, hold time is 180, keepalive interval is 
60 seconds 


Neighbor capabilities: 
Route refresh: advertised and received(old & new) 


Address family IPv4 Unicast: advertised and received 
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Message statistics: 
InQ depth is 0 
OutQ depth is 0 


Sent Revd 
Opens: 4 4 
Notifications: 0) 0 
Updates: pop 4 
Keepalives: 1318 1318 
Route Refresh: 0 0 
Total: 1363 1326 


Default minimum time between advertisement runs is 30 
seconds 


For address family: VPNv4 Unicast 
Translates address family IPv4 Unicast for VRF Customer_B 
BGP table version 31, neighbor version 31 


Index 2, Offset 0, Mask 0x4 


Sent Revd 
Prefix activity: ---- ---- 
Prefixes Current: 2 3 (Consumes 192 
bytes) 
Prefixes Total: 8 3 
Implicit Withdraw: 6 0 
Explicit Withdraw: 0 0 
Used as bestpath: n/a 3 
Used as multipath: n/a 0 


Outbound Inbound 
Local Policy Denied Prefixes:  -------- ------- 
Bestpath from this peer: 6 n/a 
Total: 6 0 
Number of NLRIs in the update sent: max 2, min 0 
Connections established 4; dropped 3 
Last reset 00:24:15, due to User reset 


Connection state is ESTAB, I/O status: 1, unread input bytes: 
0 


Local host: 150.wg.pop.34, Local port: 11074 
Foreign host: 150.wg.pop.33, Foreign port: 179 


BGP neighbor is 150.wg.pop.49, vrf Customer_B, remote AS 
6500wg, external link 


BGP version 4, remote router ID 10.2.pop.49 
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BGP state = Established, up for 00:23:39 


Last read 00:00:39, hold time is 180, keepalive interval is 
60 seconds 


Neighbor capabilities: 
Route refresh: advertised and received(old & new) 
Address family IPv4 Unicast: advertised and received 
Message statistics: 
InQ depth is 0 
OutQ depth is 0 


Sent Revd 
Opens: 3 3 
Notifications: 0) 0 
Updates: 17 14 
Keepalives: 381 382 
Route Refresh: 0 0 
Total: 401 399 


Default minimum time between advertisement runs is 30 
seconds 


For address family: VPNv4 Unicast 
Translates address family IPv4 Unicast for VRF Customer_B 
BGP table version 31, neighbor version 31 


Index 4, Offset 0, Mask 0x10 


Sent Revd 
Prefix activity: ---- ---- 
Prefixes Current: 5 2 (Consumes 128 
bytes) 
Prefixes Total: 10 2 
Implicit Withdraw: 5 0 
Explicit Withdraw: 0 0 
Used as bestpath: n/a 0 
Used as multipath: n/a 0 
Outbound Inbound 
Local Policy Denied Prefixes:  -------- ------- 
AS PATH loop: n/a 3 
Bestpath from this peer: 4 n/a 
Total: 4 3 


Number of NLRIs in the update sent: max 3, min 0 


Connections established 3; dropped 2 


Last reset 00:24:22, due to User reset 
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Connection state is ESTAB, I/O status: 1, unread input bytes: 
0 


Local host: 150.wg.pop.50, Local port: 179 
Foreign host: 150.wg.pop.49, Foreign port: 11086 


BGP neighbor is 192.168.100.129, remote AS 65001, internal 
link 


BGP version 4, remote router ID 192.168.100.129 
BGP state = Established, up for 00:19:02 


Last read 00:00:01, hold time is 180, keepalive interval is 
60 seconds 


Neighbor capabilities: 
Route refresh: advertised and received(old & new) 
Address family IPv4 Unicast: advertised and received 
Address family VPNv4 Unicast: advertised and received 
Message statistics: 
InQ depth is 0 
OutQ depth is 0 


Sent Revd 
Opens: 1 1 
Notifications: 0) 0) 
Updates: 4 4 
Keepalives: 22 22 
Route Refresh: 0 0 
Total: 27 27 


Default minimum time between advertisement runs is 5 seconds 
For address family: IPv4 Unicast 
BGP table version 1, neighbor version 1 


Index 1, Offset 0, Mask 0x2 


Sent Revd 
Prefix activity: ---- ---- 
Prefixes Current: 0) 0) 
Prefixes Total: 0) 0) 
Implicit Withdraw: 0 0 
Explicit Withdraw: 0 0 
Used as bestpath: n/a 0 
Used as multipath: n/a () 
Outbound Inbound 
Local Policy Denied Prefixes:  -------- ------- 
Total: 0 0 


Number of NLRIs in the update sent: max 0, min 0 
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For address family: VPNv4 Unicast 
BGP table version 31, neighbor version 31 


Index 3, Offset 0, Mask 0x8 


Sent Revd 
Prefix activity: ---- ---- 
Prefixes Current: 7 5 (Consumes 320 
bytes) 
Prefixes Total: 9 5 
Implicit Withdraw: 0 0 
Explicit Withdraw: 2 0 
Used as bestpath: n/a 5 
Used as multipath: n/a 0 
Outbound Inbound 
Local Policy Denied Prefixes:  -------- ------- 
Bestpath from this peer: 10 n/a 
Total: 10 0 


Number of NLRIs in the update sent: max 4, min 0 


Connections established 1; dropped 0 
Last reset never 


Connection state is ESTAB, I/O status: 1, unread input bytes: 
0 


Local host: 192.168.wg.33, Local port: 179 
Foreign host: 192.168.100.129, Foreign port: 11lpop5 


PEpop#sh ip bgp sum 
BGP router identifier 192.168.wg.17, local AS number 65001 


BGP table version is 1, main routing table version 1 


Neighbor Vv AS MsgRcvd MsgSent TblVer InQ OutQ 
Up/Down State/Pf£xRcd 

192.168.100.129 4 65001 55 57 1 0 0 
00:27:16 0 
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™ On your PE router, verify that you are seeing the BGP routes from the other workgroups 


using the show ip route bgp command. 


PEpop#sh ip bgp vpnv4 vrf Customer_A 


BGP table version is 35, local router ID is 192.168.wg.17 


Status codes: s suppressed, d damped, h history, 


best, i - internal, 


r RIB-failure, S Stale 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop 
Path 


* valid, 


Metric LocPrf Weight 


Route Distinguisher: wg:10 (default for vrf Customer_A) 


*> 10.1.pop.16/28 150.wg.pop.17 
6500wg ? 

*> 10.1.pop.49/32 150.wg.pop.17 
6500wg ? 

*>i10.1.pop.16/28 192.168.wg.33 
6500wg ? 

* 150.wg.pop.49 
6500wg ? 

*>i10.1.pop.49/32 192 .168.wg.33 
6500wg ? 

* 150.wg.pop.49 
6500wg ? 

r> 150.wg.pop.16/28 150.wg.pop.17 
6500wg ? 

r>i150.wg.pop.48/28 192.168.wg.33 
6500wg ? 

r 150.wg.pop.49 
6500wg ? 

*>1150.wg.pop.16/28 192.168.wg.33 
6500wg ? 

* 150.wg.pop.49 
6500wg ? 


PEpop#sh ip bgp vpnv4 vrf Customer_B 


BGP table version is 35, local router ID is 192.168.wg.17 


0 


200 


200 


200 


200 


Status codes: s suppressed, d damped, h history, 


best, i - internal, 


r RIB-failure, S Stale 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop 
Path 


100 


100 


100 


100 


* valid, 


Metric LocPrf Weight 


Route Distinguisher: wg:20 (default for vrf Customer_B) 


*> 10.0.0.0 150.wg.pop.33 
6500wg ? 
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*>i10.2.pop.16/28 192.168.wg.33 0 100 0 
6500wg ? 


*>i10.2.pop.49/32 192.168.wg.33 0 100 0 
6500wg ? 
*> 150.wg.0.0 150.wg.pop.33 0 0 
6500wg ? 
*>1150.wg.pop.32/28  192.168.wg.33 0 100 0 
6500wg ? 


m™ Verify the per-VRF BGP table for your customer on your PE routers with the show ip bgp 
vpnv4 vrf command. You should still see that the BGP routes coming from the CE routers 
are being selected as the best routes for those destinations. 


PEpop#sh ip bgp vpnv4 vrf Customer_A 
BGP table version is 31, local router ID is 192.168.wg.33 


Status codes: s suppressed, d damped, h history, * valid, > 
best, i - internal, 


r RIB-failure, S Stale 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf Weight 
Path 


Route Distinguisher: wg:10 (default for vrf Customer_A) 


*>i10.1.pop.16/28 192.168.wg.17 0 100 0 
6500wg ? 
*>i10.1.pop.49/32 192.168.wg.17 0 100 0 
6500wg ? 
*> 10.1.pop.16/28 150.wg.pop.17 0 0 
6500wg ? 
*> 10.1.pop.49/32 150.wg.pop.17 0 0 
6500wg ? 
*>1150.wg.pop.16/28 192.168.wg.17 0 100 0 
6500wg ? 
*> 150.wg.pop.48/28 150.wg.pop.17 0 0 
6500wg ? 
r> 150.wg.pop.16/28 150.wg.pop.17 0 0 
6500wg ? 


PEpop#sh ip bgp vpnv4 vrf Customer_B 
BGP table version is 31, local router ID is 192.168.wg.33 
r RIB-failure, S Stale 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf Weight 
Path 


Route Distinguisher: wg:20 (default for vrf Customer_B) 
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*>i10.0.0.0 
6500wg ? 


* 


6500wg ? 


*> 10.2.pop.16/28 
6500wg ? 


*> 10.2.pop.49/32 
6500wg ? 


*>i150.wg.0.0 
6500wg ? 

* 

6500wg ? 


r> 150.wg.pop.32/28 
6500wg ? 


192.168.wg.17 0 100 
150.wg.pop.49 200 
150.wg.pop.33 0 
150.wg.pop.33 0 
192.168 .wg.17 0 100 
150.wg.pop.49 200 
150.wg.pop.33 0 


m= Verify the per-VRF table for your customer on your PE routers with the show ip route vrf 
command. You should still see only the routes coming from the CE routers being selected. 


PEpop#sh ip route vrf Customer_A 


Routing Table: Customer_A 


Codes: C - connected, S - static, R - RIP, M - mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, 


inter area 


IA - OSPF 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 


type 2 


El - OSPF external type 1, 
i - IS-IS, Ll 


IS-IS inter area 


* - candidate default, U - per-user static route, o - 


ODR 


- IS-IS level-1, L2 - IS-IS level-2, 


P - periodic downloaded static route 


Gateway of last resort is not set 


10.0.0.0/8 is variably subnetted, 4 subnets, 2 masks 


B 10.1.pop.49/32 [20/0] via 150.wg.pop.17, 00:35:25 
B 10.1.pop.49/32 [200/0] via 192.168.wg.17, 00:30:28 
B 10.1.pop.16/28 [20/0] via 150.wg.pop.17, 00:35:25 
B 10.1.pop.16/28 [200/0] via 192.168.wg.17, 00:30:28 
150.wg.0.0/28 is subnetted, 3 subnets 
B 150.wg.pop.48 [20/0] via 150.wg.pop.17, 00:35:25 
Cc 150.wg.pop.16 is directly connected, Serial0/0.101 
B 150.wg.pop.16 [200/0] via 192.168.wg.17, 00:30:28 


PEpop#sh ip route vrf Customer _B 


Routing Table: Customer _B 


E2 - OSPF external type 2 


ia - 


Codes: C - connected, S - static, R - RIP, M - mobile, B - BGP 
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D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 
Gateway of last resort is not set 
10.0.0.0/8 is variably subnetted, 3 subnets, 3 masks 
10.0.0.0/8 [200/0] via 192.168.wg.17, 00:30:48 
10.2.pop.49/32 [20/0] via 150.wg.pop.33, 00:35:33 
10.2.pop.16/28 [20/0] via 150.wg.pop.33, 00:35:33 
150.wg.0.0/16 is variably subnetted, 3 subnets, 2 masks 
C 150.wg.pop.48/28 is directly connected, Serial0/0.113 


w 


150.wg.0.0/16 [200/0] via 192.168.wg.17, 00:30:48 
Cc 150.wg.pop.32/28 is directly connected, Serial0/0.102 


PEpop#sh ip route vrf Customer_A 
Routing Table: Customer_A 
Codes: C - connected, S - static, R - RIP, M - mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 
Gateway of last resort is not set 


10.0.0.0/8 is variably subnetted, 4 subnets, 2 masks 


B 10.1.pop.49/32 [200/0] via 192.168.wg.33, 00:31:53 
B 10.1.pop.49/32 [20/0] via 150.wg.pop.17, 01:12:09 
B 10.1.pop.16/28 [200/0] via 192.168.wg.33, 00:31:53 
B 10.1.pop.16/28 [20/0] via 150.wg.pop.17, 01:12:09 
150.wg.0.0/28 is subnetted, 3 subnets 
Cc 150.wg.pop.48 is directly connected, Serial0/0.113 
B 150.wg.pop.16 [200/0] via 192.168.wg.33, 00:31:53 
Cc 150.wg.pop.16 is directly connected, Serial0/0.101 
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PEpop#sh ip route vrf Customer_B 
Routing Table: Customer _B 
Codes: C - connected, S - static, R - RIP, M - mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 
Gateway of last resort is not set 
10.0.0.0/8 is variably subnetted, 3 subnets, 3 masks 
10.0.0.0/8 [20/0] via 150.wg.pop.33, 01:12:18 
10.2.pop.49/32 [200/0] via 192.168.wg.33, 00:31:51 
10.2.pop.16/28 [200/0] via 192.168.wg.33, 00:31:51 
150.wg.0.0/16 is variably subnetted, 3 subnets, 2 masks 
B 150.wg.0.0/16 [20/0] via 150.wg.pop.33, 01:12:18 


w 


150.wg.pop.32/28 [200/0] via 192.168.wg.33, 00:31:51 
c 150.wg.pop.32/28 is directly connected, Serial0/0.102 
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Lab Exercise 6-3: Common Services VPN 


The new MPLS VPN infrastructure can be used to implement a new approach to managed CE 
router services, where the central network management system (NMS) can monitor all CE 
routers through a dedicated VPN. 


The NMS VPN should provide connectivity only between the NMS and a single IP address on 
the CE router that is used for network management purposes. 


In this exercise, your service provider has established a network management center using a 
VPN between the loopback interfaces of the CE routers and the NMS router. You will establish 
connectivity only between the NMS and the CE router loopback interfaces with a /32 subnet 
mask. 


Complete this lab exercise to practice what you learned in the related lesson. 


Exercise Objectives 
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In this exercise, you will establish a network management VPN between the loopback 
interfaces of the CE routers and the NMS router. After completing this exercise, you will be 
able to meet these objectives: 


m Design a network management VPN 


= Establish connectivity between the management VRF and customer VRFs by configuring 
proper route targets 
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Visual Objective 


The figure illustrates what you will accomplish in this exercise. 


| MPLS Lab Managed Services 


| i a TT TTT Cises.com 


© 2003, Cisco Systems, Inc. All rights reserved. 


MPLS v2.0—#-17 


Note The NMS routers are shared between workgroups and are not configurable. 


Required Resources 


These are the resources and equipment required to complete this exercise: 


= Cisco JOS documentation 


Command List 


The commands used in this exercise are described in the table here. 


Network Management VPN Commands 


Command 


export map name 


Description 


Specifies a VRF export route map. 


ip prefix-list name 
permit address mask ge 
len 


Creates an IP prefix list that matches all prefixes in a specified 
address space with a subnet mask longer or equal to the specified 
value. 


match ip address 
prefix-list list 


Matches a prefix in a route map with a specified IP prefix list. 


route-map name permit 
seq 


Creates a route map entry. 


set extcommunity rt 
value additive 


Appends the specified RT to a route matched with the match 
command. 
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Task 1: Designing a Network Management VPN 


The network management VPN is a “common services” VPN; therefore, two RTs are needed 
for the VPN: the server RT and the client RT. On the PE supporting the NMS, a VRF for the 
network management VPN and associated RD are also needed. Here are the relevant parts of 
the configuration on the NMS PE router: 


Note The following configuration resides on the P1 router and in this exercise serves as a PE 
router. 


! Create the NMS VRF 

ip vrf NMS 

rd 101:500 

route-target export 101:500 client RT 
route-target import 101:500 

route-target import 101:501 


! Insert the NMS interface into the VRF 
! 


deeneane Serial0/0.201 point-to-point 
description link to simulate NMS CE 

ip vrf forwarding NMS 

ip address 150.wg0.1.17 255.255.255.240 

no cdp enable 

frame-relay interface-dlci 201 
router bgp 65001 

no synchronization 

bgp log-neighbor-changes 

neighbor 192.168.1.17 activate 

neighbor 192.168.1.17 route-reflector-client 
neighbor 192.168.1.17 send-community extended 


no auto-summary 

! 

address-family vpnv4 

neighbor 192.168.1.17 activate 

neighbor 192.168.1.17 route-reflector-client 
neighbor 192.168.1.17 send-community extended 
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no auto-summary 

exit-address-family 

! 

address-family ipv4 vrf NMS 

neighbor 150.wg0.1.18 remote-as 65101 
neighbor 150.wg0.1.18 activate 

neighbor 150.wg0.1.18 send-community both 
no auto-summary 

no synchronization 


exit-address-family 


Note If you were implementing a common services VPN from scratch, you would need to 
configure the supporting PE router using the VRF and routing commands used in previous 
exercises. In this implementation, the NMS VPN is already configured on the central service 
PE router, so you will need only to configure the VRF of your customer to match the RT 
used by the NMS VPN. 
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Task 2: Establishing Connectivity Between the NMS VRF and 
Other VRFs 


To establish connectivity between the NMS VRF and the customer VRF, you must attach the 
client RT to routes toward CE router loopback addresses when they are exported from the 
customer VRF. You also need to import routes toward the NMS router into all customer VRFs. 


Step 1 Create an IP access list that will match CE router loopback addresses. 


Step 2 Create a route map that will match the CE router loopback addresses with the prefix 
list and append the client RT to those routes. 


Step 3 Apply the route map to routes exported from the customer VRF with the export 
route-map command. 


Step 4 Import NMS routes into the customer VRF by specifying the proper import RT. 


Exercise Verification 
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m= Verify that the proper RTs are appended to the routes toward CE router loopback addresses 
by using the show ip bgp vpnv4 vrf name prefix command. This action should result in a 
printout similar to the one here: 


PEpop#sh ip bgp vpnv4 vrf Customer_B 10.2.pop.49 
BGP routing table entry for wg:20:10.2.pop.49/32, version 46 
Paths: (1 available, best #1, table Customer_B) 

Advertised to non peer-group peers: 

192.168.100.129 

6500wg 

150.wg.pop.33 from 150.wg.pop.33 (10.2.pop.49) 


Origin incomplete, metric 0, localpref 100, valid, external, 
best 


Extended Community: RT:101:501 
PEpop#sh ip bgp vpnv4 vrf Customer_A 10.1.pop.49 
BGP routing table entry for wg:10:10.1.pop.49/32, version 33 
Paths: (1 available, best #1, table Customer_A) 
Advertised to non peer-group peers: 
192.168.100.129 
6500wg 
150.wg.pop.17 from 150.wg.pop.17 (10.1.pop.49) 


Origin incomplete, metric 0, localpref 100, valid, external, 
best 


Extended Community: RT:101:501 


= Using an extended ping, verify that you can ping from the loopback address of the managed 
CE router to the loopback address of the NMS CE router (10.10.10.49). 


m™ Using an extended ping, verify that you cannot ping from the Ethernet address of the 
managed CE router to the loopback address of the NMS CE router (10.10.10.49). 
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m= Verify that your CE router is seeing only prefixes within your VPN and that no prefixes are 


being leaked from other VPNs. 


PEpop#sh ip bgp vpnv4 vrf Customer_A 
BGP table version is 44, local router ID is 192.168.wg.33 


Status codes: s suppressed, d damped, h history, * valid, > 
best, i - internal, 


r RIB-failure, S Stale 


Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf 
Weight Path 


Route Distinguisher: wg:10 (default for vrf Customer_A) 


*>i10.1.pop.16/28 192.168.wg.17 0 100 
0 6500wg ? 

*>i10.1.pop.49/32 192.168.wg.17 0 100 
0 6500wg ? 

*> 10.1.pop.16/28 150.wg.pop.17 0 

0 6500wg ? 

*> 10.1.pop.49/32 150.wg.pop.17 0 

0 6500wg ? 

*>110.10.10.49/32 192.168.100.129 0 100 
0 65101 ? 

*>1150.wg.pop.16/28 192.168.wg.17 0 100 
0 6500wg ? 

*> 150.wg.pop.48/28 150.wg.pop.17 0 

0 6500wg ? 

r> 150.wg.pop.16/28 150.wg.pop.17 0 

0 6500wg ? 


PEpop#sh ip bgp vpnv4 vrf Customer _B 
BGP table version is 85, local router ID is 192.168.wg.17 


Status codes: s suppressed, d damped, h history, * valid, > 
best, i - internal, 


r RIB-failure, S Stale 
Origin codes: i - IGP, e - EGP, ? - incomplete 


Network Next Hop Metric LocPrf 
Weight Path 


Route Distinguisher: wg:20 (default for vrf Customer_B) 


*> 10.2.pop.16/28 150.wg.pop.33 0 

0 6500wg ? 

*> 10.2.pop.49/32 150.wg.pop.33 0 

0 6500wg ? 

*>i10.2.pop.16/28 192.168.wg.33 0 100 
0 6500wg ? 
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*>i10.2.pop.49/32 
0 6500wg ? 


*>110.10.10.49/32 
0 65101 ? 


r> 150.wg.pop.32/28 
0 6500wg ? 


*>1150.wg.pop.32/28 
0 6500wg ? 


*> 150.wg.pop.48/28 
0 6500wg ? 


Next Step 
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Lab Exercise 7-1: Separate Interface for Internet 
Connectivity 


In many cases customers may want to retain the traditional Internet access model with a 
firewall between the customer VPN and the global Internet. This request is usually 
implemented by using dedicated VPN and Internet subinterfaces on the physical PE-CE link. 


Exercise Objectives 
After completing this exercise, you will be able to meet these objectives: 
m™ Establish CE-PE connectivity for Internet access 
= Establish routing between the customer and the Internet 


Visual Objective 


You will configure additional virtual links (emphasized in the figure here) between the central 
site CE routers (CEwg1A and CEwg2B) and their PE routers. These circuits will be in the 
global routing table, and you will configure static routing between the PE and CE routers. The 
remote sites (CEwg1B and CEwg2A) will access the Internet using the MPLS VPN connection 


to its central site. 


Separate Interface for Internet Connectivity 
ee TM TT TTT TT TTT Cisco.com 


rec 
we 


PEs? 


ExsoucCa 
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Note In this lab, the customer addressing scheme is in the private addressing range. In an actual 
implementation, a Network Address Translation (NAT) service would need to be provided at 
the customer interface to the Internet access point. Because NAT is outside the scope of 
this course, this function is omitted and the lab has been set up to ensure that the customer 
addressing does not overlap. 
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Required Resources 


These are the resources and equipment required to complete this exercise: 


= Cisco IOS documentation 


Command List 


The commands used in this exercise are described in the table here. 


Internet Access Commands 


Description 


Command 


Creates a summary route in the IP routing table. 


ip route prefix mask 
null 0 
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Task 1: Establishing CE-PE Connectivity for Internet Access 


In this task you will add a new subinterface to support Internet access on the central site router. 


Exercise Procedure 


Complete these steps: 

Step 1 Create a separate subinterface (S0/0.114) on CEwg1A (team A) and CEwg2B (team 
B) using DLCI 114 and IP address 150.wg.pop.66/28. 

Step 2 Activate the new interface in the IGP routing process and make the interface 
passive. 

Step 3 Create a separate subinterface on PEwg1 (team A) and PEwg?2 (team B) using DLCI 
114 and IP address 150.wg.pop.65/28. 

Step 4 Activate the new interface in the IGP routing process and make the interface 
passive. 

Note Global routing between your PE router and P1 was established in the “Merging Service 


Providers” lab exercise. 


Exercise Verification 


You have completed this exercise when you attain these results: 


= Use the show ip interface command to verify the status of the new interfaces. 


CE***#sh ip int s0/0.114 

Serial0/0.114 is up, line protocol is up 
Internet address is 150.wg.pop.65/28 
Broadcast address is 255.255.255.255 
Address determined by setup command 
MTU is 1500 bytes 
Helper address is not set 
Directed broadcast forwarding is disabled 
Multicast reserved groups joined: 224.0.0.5 224.0.0.6 
Outgoing access list is not set 
Inbound access list is not set 
Proxy ARP is enabled 
Security level is default 
Split horizon is enabled 
ICMP redirects are always sent 
ICMP unreachables are always sent 
ICMP mask replies are never sent 
IP fast switching is enabled 


IP fast switching on the same interface is enabled 
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IP Flow switching is disabled 

IP Fast switching turbo vector 

IP multicast fast switching is enabled 

IP multicast distributed fast switching is disabled 
IP route-cache flags are Fast 

Router Discovery is disabled 

IP output packet accounting is disabled 

IP access violation accounting is disabled 
TCP/IP header compression is disabled 
RTP/IP header compression is disabled 
Probe proxy name replies are disabled 
Policy routing is disabled 

Network address translation is disabled 
WCCP Redirect outbound is disabled 

WCCP Redirect inbound is disabled 

WCCP Redirect exclude is disabled 


BGP Policy Mapping is disabled 


PEpop#sh ip int s0/0.114 

Serial0/0.114 is up, line protocol is up 
Internet address is 150.wg.pop.66/28 
Broadcast address is 255.255.255.255 
Address determined by setup command 
MTU is 1500 bytes 
Helper address is not set 
Directed broadcast forwarding is disabled 
Outgoing access list is not set 
Inbound access list is not set 
Proxy ARP is enabled 
Local Proxy ARP is disabled 
Security level is default 
Split horizon is enabled 
ICMP redirects are always sent 
ICMP unreachables are always sent 
ICMP mask replies are never sent 
IP fast switching is enabled 
IP fast switching on the same interface is enabled 
IP Flow switching is disabled 
IP CEF switching is enabled 
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IP CEF VPN Fast switching turbo vector 

IP multicast fast switching is enabled 

IP multicast distributed fast switching is disabled 
IP route-cache flags are Fast, CEF 

Router Discovery is disabled 

IP output packet accounting is disabled 

IP access violation accounting is disabled 
TCP/IP header compression is disabled 
RTP/IP header compression is disabled 
Policy routing is disabled 

Network address translation is disabled 
WCCP Redirect outbound is disabled 

WCCP Redirect inbound is disabled 

WCCP Redirect exclude is disabled 

BGP Policy Mapping is disabled 
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Task 2: Establishing Routing Between the Customer and the 
Internet 


In this solution, the customer and the service provider have decided to use static routing, for the 
PE-CE Internet routing protocol. In this task you will enable a static route on the CE router that 
points to the Internet and a static route on the PE router that points to the customer public 
address range. 


Exercise Procedure 


Complete these steps: 


Step 1 


On the PE router that is supporting your CE router, create a static route that points to 
the customer address range. 


Note 


Step 2 


Step 3 


Step 4 


Note 


Your first choice for the static route would most likely be 10.1.0.0/16 for customer A and 
10.2.0.0/16 for customer B. However, if you examine the addressing scheme used in these 
labs, you will notice that customer A on all pods uses the same 10.1.0.0 address range. The 
same is true for customer B, which uses 10.2.0.0 on all pods. To ensure that your static 
routes do not overlap with the other pods, you will need a statement for each customer site. 


Redistribute this route into BGP so that it will be advertised to the Internet access 
point. 


On your CE router, create a default route that will point all unknown routes to the 
Internet interface. 


This static route will be used by both the local and the remote VPN sites. Because of 
this shared use, you will need to interject the route into both the local and remote 
routing tables. You can accomplish this task by adding a network statement to the 
BGP process that enables network 0.0.0.0. 


For security reasons, the customer never wants packets that originate in its network or that 
are addressed to its network to be sent out to the Internet. Creating a default route that 
points all unroutable customer packets to the null interface will address this issue. 


Exercise Verification 
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You have completed this exercise when you attain these results: 


m™ Verify the static route on the PE router. 


PEpop#sh ip route 
Codes: C - connected, S - static, R - RIP, M - mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 
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* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 
Gateway of last resort is not set 
*ek*e OCUtPUt OMitted ***eeK* 


10.0.0.0/24 is subnetted, 2 subnets 
s 10.1.pop.0 [1/0] via 150.wg.11.66 
s 10.1.pop.0 [1/0] via 150.wg.11.66 


*eeeee CUtOUt OMitted ****K* 


Verify the static routes on the CE routers 
CE***#sh ip rou 


Codes: C - connected, S - static, I - IGRP, R - RIP, M - 
mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2, E 
- EGP 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 
Gateway of last resort is 150.wg.pop.66 to network 0.0.0.0 
10.0.0.0/8 is variably subnetted, 8 subnets, 2 masks 
s 10.1.0.0/24 is directly connected, Null0 


Cc **e* Output omitted ***** 


s* 0.0.0.0/0 [1/0] via 150.wg.pop.65 


Copyright © 2003, Cisco Systems, Inc. Lab Guide 127 


m™ Use an extended ping to verify that host addresses with the customer network can reach the 
Internet. 


CE***#ping 

Protocol [ip]: 

Target IP address: 201.202.26.1 

Repeat count [5]: 

Datagram size [100]: 

Timeout in seconds [2]: 

Extended commands [n]: y 

Source address or interface: 10.wg.pop.49 
Type of service [0]: 

Set DF bit in IP header? [no]: 

Validate reply data? [no]: 

Data pattern [OxABCD]: 

Loose, Strict, Record, Timestamp, Verbose [none] : 
Sweep range of sizes [n]: 

Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 201.202.26.1, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
100/135/193 ms 
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Lab Exercise 7-2: Multisite Internet Access 


To provide optimum routing, the service provider has convinced the customer to provide 
Internet access to each site. Because of the multisite access, the routing will have to be 
converted from static to BGP. 


Note This conversion will require additional firewall and NAT services that are not addressed by 
this lab exercise. 


Exercise Objectives 
After completing this exercise, you will be able to meet these objectives: 
= Establish remote site CE-PE connectivity for Internet access 


= Establish remote site routing between the customer and the Internet 


Visual Objective 


You will configure additional virtual links (emphasized in the figure here) between the central 
site CE routers (CEwg1B and CEwg2A) and their PE routers. You will put these circuits and 
those created in the previous lab in the global routing table. You will also configure a global 
BGP session between PE routers and CE routers to exchange Internet routes between the 
service provider and the customer. 


Multisite Internet Connectivity a 
a Cisco.com 
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Required Resources 


These are the resources and equipment required to complete this exercise: 


= Cisco JOS documentation 
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Command List 


The commands used in this exercise are described in the table here. 


Multisite Internet Access Commands 


Command Description 


ip route prefix mask 
null 0 


Creates a summary route in the IP routing table. 


Task 1: Establishing CE-PE Connectivity for Internet Access 


Your service provider has already created a VPN to carry Internet traffic. You will need to join 
this VPN. 


Exercise Procedure 
Complete these steps: 


Step 1 Create a separate subinterface (S0/0.115) on CEwg1B (team B) and CEwg2A (team 
A) using DLCI 115 and IP address 150.wg.pop.130/28. 


Step 2 Create a separate subinterface on PEwg1 (team A) and PEwg?2 (team B) using DLCI 
115 and IP address 150.wg.pop.129/28. 


Exercise Verification 
You have completed this exercise when you attain these results: 
™ Verify the status of the interface. 


CE***#sh ip int s0/0.115 

Serial0/0.115 is up, line protocol is up 
Internet address is 150.wg.pop.130/28 
Broadcast address is 255.255.255.255 
Address determined by setup command 
MTU is 1500 bytes 
Helper address is not set 
Directed broadcast forwarding is disabled 
Multicast reserved groups joined: 224.0.0.5 224.0.0.6 
Outgoing access list is not set 
Inbound access list is not set 
Proxy ARP is enabled 
Security level is default 
Split horizon is enabled 
ICMP redirects are always sent 


ICMP unreachables are always sent 
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ICMP mask replies are never sent 

IP fast switching is enabled 

IP fast switching on the same interface is enabled 
IP Flow switching is disabled 

IP Fast switching turbo vector 

IP multicast fast switching is enabled 

IP multicast distributed fast switching is disabled 
IP route-cache flags are Fast 

Router Discovery is disabled 

IP output packet accounting is disabled 

IP access violation accounting is disabled 

TCP/IP header compression is disabled 

RTP/IP header compression is disabled 

Probe proxy name replies are disabled 

Policy routing is disabled 

Network address translation is disabled 

WCCP Redirect outbound is disabled 

WCCP Redirect inbound is disabled 

WCCP Redirect exclude is disabled 


BGP Policy Mapping is disabled 


PE12#sh ip int s0/0.115 

Serial0/0.115 is up, line protocol is up 
Internet address is 150.wg.pop.129/28 
Broadcast address is 255.255.255.255 
Address determined by setup command 
MTU is 1500 bytes 
Helper address is not set 
Directed broadcast forwarding is disabled 
Outgoing access list is not set 
Inbound access list is not set 
Proxy ARP is enabled 
Local Proxy ARP is disabled 
Security level is default 
Split horizon is enabled 
ICMP redirects are always sent 
ICMP unreachables are always sent 
ICMP mask replies are never sent 
IP fast switching is enabled 


IP fast switching on the same interface is enabled 
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IP Flow switching is disabled 

IP CEF switching is enabled 

IP CEF VPN Fast switching turbo vector 

IP multicast fast switching is enabled 

IP multicast distributed fast switching is disabled 
IP route-cache flags are Fast, CEF 

Router Discovery is disabled 

IP output packet accounting is disabled 

IP access violation accounting is disabled 
TCP/IP header compression is disabled 
RTP/IP header compression is disabled 
Policy routing is disabled 

Network address translation is disabled 
WCCP Redirect outbound is disabled 

WCCP Redirect inbound is disabled 

WCCP Redirect exclude is disabled 

BGP Policy Mapping is disabled 
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Task 2: Establishing Routing Between the Customer and the 


Internet 


The next task is to convert the interface created in the “Separate Interface for Internet 
Connectivity” lab exercise from static routing to an EBGP session. You then need to enable an 
EBGP session on the new interface. 


Exercise Procedure 


Complete these steps: 


Step 1 


Step 2 
Step 3 
Step 4 
Step 5 


Step 6 


Step 7 


On your assigned CE router (CEwg1A — team A and CEwg2B — team B), remove 
the network statement and passive interface command related to the WAN interface 
from the customer IGP process. 


Remove the network statement that refers to network 0.0.0.0 from BGP. 
Remove the 0.0.0.0 static route. 

Add the associated PE router as a BGP neighbor. 

On the associated PE router, add the associated CE router as a BGP neighbor. 


On your assigned CE router (CEwg2A — team A and CEwg1B — team B), add the 
associated PE router as a BGP neighbor. 


On the associated PE router, add the associated CE router as a BGP neighbor. 


Exercise Verification 


You have completed this exercise when you attain these results: 


m= Verify the status of the BGP neighbors. 


PEpop#sh ip bgp sum 

BGP router identifier 192.168.1.17, local AS number 65001 
BGP table version is 41, main routing table version 41 

36 network entries using 3636 bytes of memory 

36 path entries using 1728 bytes of memory 

18 BGP path attribute entries using 1080 bytes of memory 
2 BGP rrinfo entries using 48 bytes of memory 

3 BGP AS-PATH entries using 72 bytes of memory 

9 BGP extended community entries using 320 bytes of memory 
0 BGP route-map cache entries using 0 bytes of memory 

0 BGP filter-list cache entries using 0 bytes of memory 
BGP using 6884 total bytes of memory 


BGP activity 96/9 prefixes, 107/13 paths, scan interval 60 
secs 


Neighbor Vv AS MsgRcvd MsgSent TblVer InQ OutQ 
Up/Down State/Pf£xRcd 
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150.wg.pop.66 4 650xx 10 7 41 0 0 
00:01:57 4 
150.wg.pop.130 4 650xx 10 7 41 0 0 
00:01:57 4 
192.168.100.129 4 65001 129 114 41 0 0 
01:30:45 32 


CE***#ping 

Protocol [ip]: 

Target IP address: 201.202.26.1 

Repeat count [5]: 

Datagram size [100]: 

Timeout in seconds [2]: 

Extended commands [n]: y 

Source address or interface: 10.wg.pop.49 
Type of service [0]: 

Set DF bit in IP header? [no]: 

Validate reply data? [no]: 

Data pattern [O0xABCD]: 

Loose, Strict, Record, Timestamp, Verbose [none] : 
Sweep range of sizes [n]: 

Type escape sequence to abort. 


Sending 5, 100-byte ICMP Echos to 201.202.26.1, timeout is 2 
seconds: 


Success rate is 100 percent (5/5), round-trip min/avg/max = 
100/135/193 ms 
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Lab Exercise 7-3: Internet Connectivity in an 
MPLS VPN 


Internet connectivity in MPLS VPN-based networks can be achieved through a dedicated 
Internet VPN. The dedicated Internet VPN approach gives you better security as it completely 
isolates the service provider core (P routers) from the Internet. On the other hand, it is also less 
scalable—for example, you cannot transport full Internet routing in an Internet VPN. 


Exercise Objectives 
After completing this exercise, you will be able to meet these objectives: 
= Establish central site CE-PE connectivity for Internet access 


= Establish remote site CE-PE connectivity for Internet access 


Visual Objective 


In this lab you will create a VPN (VRF) that will carry all Internet traffic, and then create 
connectivity between that VPN and the customer site. Each team will be responsible for 
performing the configuration tasks on its PE router. 


o Internet Connectivity in a VPN 


Sri Site 
ores 
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Required Resources 


These are the resources and equipment required to complete this exercise: 


= Cisco JOS documentation 
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Command List 


The commands used in this exercise are described in the table here. 


All commands used in this lab have been used in previous labs. 


Task 1: Establishing Central Site Connectivity for Internet 


Access 


Your service provider has already created a VPN to carry the Internet traffic. You will need to 
join this VPN. 


Exercise Procedure 


Complete these steps: 


Step 1 


Step 2 


Step 3 


Step 4 


On your assigned PE router (PEwg1 — team A and PEwg?2 — team B), create a new 
Internet VPN VRF. The service provider has assigned an RT of 100:600 and an RD 
of 100:600 for all Internet-related VRFs. 


Place the interface (114) that is supporting the central site CE router (CEwg1A — 
team A and CEwg2B — team B) into the VRF. 


Remove the central site router neighbor statement for the unicast (global) address 
family. 


Add the central site router neighbor statement to the IPv4 VRF address family for 
the Internet VRF. 


Exercise Verification 
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You have completed this exercise when you attain these results: 


= Verify that the Internet routes being received by the central site CE route are coming from 
its PE neighbor. 


CEwglA#sh ip rou 


Codes: C - connected, S - static, I - IGRP, R - RIP, M - 
mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2, E 
- EGP 


i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 


Gateway of last resort is not set 


Implementing Cisco MPLS (MPLS) v2.0 Copyright © 2003, Cisco Systems, Inc. 


201.202.20.0/24 [20/0] via 150.wg.wg1.65, 01:54:31 
202.100.36.0/24 [20/0] via 150.wg.wg1.65, 01:54:31 
207.69.48.0/24 [20/0] via 150.wg.wg1.65, 01:54:31 
201.202.21.0/24 [20/0] via 150.wg.wg1.65, 01:54:31 
202.100.37.0/24 [20/0] via 150.wg.wg1.65, 01:54:31 
207.69.49.0/24 [20/0] via 150.wg.wg1.65, 01:54:31 
201.202.22.0/24 [20/0] via 150.wg.wg1.65, 01:54:31 
202.100.38.0/24 [20/0] via 150.wg.wg1.65, 01:54:31 
201.202.23.0/24 [20/0] via 150.wg.wg1.65, 01:54:31 
202.100.39.0/24 [20/0] via 150.wg.wg1.65, 01:54:32 


oD wWwowowoewoewoewoewoewowo wD 


202.100.32.0/24 [20/0] via 150.wg.wg1.65, 01:54:32 


RRR RR RR RRR RR RR RR QUEPUL OMLE CEG FRR RRR RRR RR RK 


Task 2: Establishing Remote Site Connectivity for Internet 


Access 


Your service provider has already created a VPN to carry Internet traffic. You will need to join 


this VPN. 


Exercise Procedure 


Complete these steps: 


Step 1 


Step 2 


Step 3 


On the PE router (PEwg2 — team A and PEwg1 — team B) that supports your remote 
CE router, place the interface (115) that is supporting the remote site CE router 
(CEwg2A — team A and CEwg1B — team B) into the VRF. 


Remove the remote site router neighbor statement for the unicast (global) address 
family. 


Add the remote site router neighbor statement to the IPv4 VRF address family for 
the Internet VRF. 


Exercise Verification 


You have completed this exercise when you attain these results: 


= Verify that the Internet routes being received by the central site CE route are coming from 
its PE neighbor. 


CEwgA#sh ip rou 


Codes: C - connected, S - static, I - IGRP, R - RIP, M - 
mobile, B - BGP 


D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF 
inter area 


N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external 
type 2 


El - OSPF external type 1, E2 - OSPF external type 2, E 
- EGP 
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i - IS-IS, Ll - IS-IS level-1, L2 - IS-IS level-2, ia - 
IS-IS inter area 


* - candidate default, U - per-user static route, o - 
ODR 


P - periodic downloaded static route 


Gateway of last resort is not set 


201.202.20.0/24 [20/0] via 150.wg.wg2.129, 01:44:20 
202.100.36.0/24 [20/0] via 150.wg.wg2.129, 01:44:20 
207.69.48.0/24 [20/0] via 150.wg.wg2.129, 01:44:20 
201.202.21.0/24 [20/0] via 150.wg.wg2.129, 01:44:20 
202.100.37.0/24 [20/0] via 150.wg.wg2.129, 01:44:20 
207.69.49.0/24 [20/0] via 150.wg.wg2.129, 01:44:20 
201.202.22.0/24 [20/0] via 150.wg.wg2.129, 01:44:20 
202.100.38.0/24 [20/0] via 150.wg.wg2.129, 01:44:20 
201.202.23.0/24 [20/0] via 150.wg.wg2.129, 01:44:20 
202.100.39.0/24 [20/0] via 150.wg.wg2.129, 01:44:21 
202.100.32.0/24 [20/0] via 150.wg.wg2.129, 01:44:21 


oD wWowowoewoewnsewewewesewewe ww 


202.100.33.0/24 [20/0] via 150.wg.wg2.129, 01:44:21 
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Lab Exercise Answer Key 


Lab Exercise 3-1: Establishing the Service Provider IGP 
Routing Environment 
When you complete this lab exercise, your router will have the following incremental 
configuration (with differences that are specific to your pod). 
Task 2: Configuring the Service Provider IGP 
Configuration steps on PEwg1: 
PEwgl1 (config) #router eigrp 1 
PEwgl1 (config) #network 150.wg#.0.0 (optional) 
PEwgl1 (config) #network 192.168.wg#.0 
Configuration steps on Pwg1: 
Pwgl1 (config) #router eigrp 1 
Pwgl1 (config) #network 192.168.wg#.0 
Configuration steps on Pwg2: 
Pwg2 (config) #router eigrp 1 
Pwg2 (config) #network 192.168.wg#.0 
Configuration steps on PEwg?: 


PEwg2 (config) #router eigrp 1 
PEwg2 (config) #network 150.wg#.0.0 (optional) 
PEwg2 (config) #network 192.168.wg#..0 


Lab Exercise 3-2: Establishing the Core MPLS Environment 


When you complete this lab exercise, your router will have the following incremental 
configuration (with differences that are specific to your pod). 


Task 1: Enabling LDP on Your PE and P Routers 
Configuration steps on PEwg1: 
PEwgl1 (config) #ip cef 
PEwgl1 (config) #interface Serial0/0.111 
PEwgl1 (config-subif)#mpls label protocol ldp 
PEwg1 (config-subif)#mpls ip 


Configuration steps on Pwg1: 


Pwgl1 (config) #ip cef 

Pwgl1 (config) #interface Serial0/0.111 

Pwgl (config-subif)#mpls label protocol ldp 
Pwgl1 (config-subif)#mpls ip 
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Pwgl1 (config) #interface Serial0/0.112 
Pwgl1 (config-subif)#mpls label protocol ldp 
Pwgl1(config-subif)#mpls ip 
Configuration steps on Pwg2: 
Pwg2 (config) #ip cef 
Pwg2 (config) #interface Serial0/0.111 
Pwg2 (config-subif)#mpls label protocol ldp 
Pwg2 (config-subif)#mpls ip 
Pwg2 (config) #interface Serial0/0.112 
Pwg2 (config-subif)#mpls label protocol ldp 
Pwg2 (config-subif)#mpls ip 
Configuration steps on PEwg?2: 


PEwg2 (config) #ip cef 

PEwg2 (config) #interface Serial0/0.111 

PEwg2 (config-subif)#mpls label protocol ldp 
PEwg2 (config-subif)#mpls ip 


Note mpls label protocol Idp can be issued at the global configuration level. 


Note mpls ip is a command issued to enable MPLS on an interface but will be displayed in the 
configuration (sh run) as tag-switching ip. 


Task 2: Disabling TTL Propagation 

Configuration steps on PEwg1: 

PEwgl1 (config) # no tag-switching ip propagate-ttl 
Configuration steps on Pwg1: 

Pwgl1 (config)# no tag-switching ip propagate-ttl 
Configuration steps on Pwg?: 

Pwg2 (config)# no tag-switching ip propagate-ttl 
Configuration steps on PEwg?: 


PEwg2 (config) # no tag-switching ip propagate-ttl 
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Task 3: Configuring Conditional Label Distribution 


Note 


There are different ways to construct an access list to accomplish the desired result. This is 
one way. The key, however, is to meet the task objective. 


Configuration steps on PEwg1: 


PEwgl1 (config) #no tag-switching advertise-tags 


PEwgl1 (config) #tag-switching advertise-tags for 90 


PEwg1 (config) #access-list 
PEwgl1 (config) #access-list 
PEwg1 (config) #access-list 
PEwgl1 (config) #access-list 
PEwg1 (config) #access-list 


Configuration steps on Pwg1: 


90 permit 150.wg.0.0 0.0.255.255 


90 permit 192.168.wg.16 0.0.0.15 
90 permit 192.168.wg.32 0.0.0.15 
90 permit 192.168.wg.80 0.0.0.15 
90 permit 192.168.wg.96 0.0.0.15 


Pwgl (config) #no tag-switching advertise-tags 


Pwgl (config) #tag-switching advertise-tags for 90 


Pwgl1 (config) #access-list 
Pwgl (config) #access-list 
Pwgl1 (config) #access-list 
Pwgl1 (config) #access-list 


Pwgl1 (config) #access-list 


Configuration steps on Pwg2: 


90 permit 150.wg.0.0 0.0.255.255 


90 permit 192.168.wg.16 0.0.0.15 
90 permit 192.168.wg.32 0.0.0.15 
90 permit 192.168.wg.80 0.0.0.15 
90 permit 192.168.wg.96 0.0.0.15 


Pwg2 (config) #no tag-switching advertise-tags 


Pwg2 (config) #tag-switching advertise-tags for 90 


Pwg2 (config) #access-list 
Pwg2 (config) #access-list 
Pwg2 (config) #access-list 
Pwg2 (config) #access-list 


Pwg2 (config) #access-list 


Configuration steps on PEwg?: 


90 permit 150.wg.0.0 0.0.255.255 


90 permit 192.168.wg.16 0.0.0.15 
90 permit 192.168.wg.32 0.0.0.15 
90 permit 192.168.wg.80 0.0.0.15 
90 permit 192.168.wg.96 0.0.0.15 


PEwg2 (config) #no tag-switching advertise-tags 


PEwg2 (config) #tag-switching advertise-tags for 90 


PEwg2 (config) #access-list 
PEwg2 (config) #access-list 
PEwg2 (config) #access-list 
PEwg2 (config) #access-list 
PEwg2 (config) #access-list 
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90 permit 150.wg.0.0 0.0.255.255 


90 permit 192.168.wg.16 0.0.0.15 


90 permit 192.168.wg.32 15 


90 permit 192.168.wg.80 15 


0 0 
0.0.0 
0.0.0 
90 permit 192.168.wg.96 0.0.0.15 


Lab Guide 141 


Task 4: Removing Conditional Label Distribution 
Configuration steps on Pwg?: 


Pwg2 (config) #tag-switching advertise-tags 


Configuration steps on PEwg?: 


PEwg2 (config) #tag-switching advertise-tags 


Configuration steps on PEwg1: 


PEwgl1 (config) #tag-switching advertise-tags 


Configuration steps on Pwg1: 


Pwgl (config) #tag-switching advertise-tags 


Lab Exercise 5-1: Initial MPLS VPN Setup 


When you complete this lab exercise, your router will have the following incremental 
configuration (with differences that are specific to your pod). 


Task 1: Configuring Multiprotocol BGP 
Configuration steps on PEwg1: 


PEwgl1 (config) #router bgp 65001 

PEwgl1 (config-router)#nei 192.168.wg.33 remote-as 65001 

PEwgl1 (config-router)#nei 192.168.wg.33 update-source 100 
PEwgl1 (config-router) #address-family vpnv4 

PEwgl1 (config-router-af)#nei 192.168.wg.33 activate 

PEwgl1 (config-router-af)#nei 192.168.wg.33 next-hop-self 

PEwgl1 (config-router-af)#nei 192.168.wg.33 send-community both 


Configuration steps on PEwg?: 


PEwg2 (config) #router bgp 65001 

PEwg2 (config-router)#nei 192.168.wg.17 remote-as 65001 

PEwg2 (config-router)#nei 192.168.wg.17 update-source 100 
PEwg2 (config-router) #address-family vpnv4 

PEwg2 (config-router-af)#nei 192.168.wg.17 activate 

PEwg2 (config-router-af)#nei 192.168.wg.17 next-hop-self 

PEwg2 (config-router-af)#nei 192.168.wg.17 send-community both 


Note In the two commands nei 192.168.wg.33 update-source 100 and nei 
192.168.wg.17 update-source 100, the /00 is the loopback and not 100. 
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Task 2: Configuring Virtual Routing and Forwarding Tables 
Configuration steps on PEwg1: 


PEwgl1 (config) #ip vrf Customer_A 

PEwgl1 (config-vrf)#rd wg:10 

PEwgl1 (config-vrf) #route-target both wg:10 

PEwgl1 (config)#ip vrf Customer_B 

PEwgl1 (config-vrf)#rd wg:20 

PEwgl1 (config-vrf) #route-target both wg:20 

PEwgl1 (config) #int s0/0.101 

PEwgl1 (config-subif)#ip vrf forwarding Customer_A 

PEwgl1 (config-subif)#ip address 150.wg.pop.18 255.255.255.240 
PEwgl1 (config) #int s0/0.102 

PEwgl1 (config-subif)#ip vrf forwarding Customer_B 

PEwg1 (config-subif)#ip address 150.wg.pop.34 255.255.255.240 
PEwgl1 (config) #router rip 

PEwgl1 (config-router)#version 2 

PEwgl1 (config-router) #address-family ipv4 vrf Customer_A 
PEwgl1 (config-router-af)#network 150.wg.0.0 


PEwgl1 (config-router-af)#redistribute bgp 65001 metric 
transparent 


PEwgl1 (config-router) #address-family ipv4 vrf Customer_B 
PEwgl1 (config-router-af)#network 150.wg.0.0 


PEwgl1 (config-router-af)#redistribute bgp 65001 metric 
transparent 


PEwgl1 (config-router)#router bgp 65001 

PEwgl1 (config-router) #address-family ipv4 vrf Customer_A 
PEwgl1 (config-router-af)#redistribute rip 

PEwgl1 (config-router-af) #exit 

PEwgl1 (config-router) #address-family ipv4 vrf Customer_B 


PEwgl1 (config-router-af)#redistribute rip 


Configuration steps on PEwg?: 


PEwg2 (config) #ip vrf Customer_A 

PEwg2 (config-vrf)#rd wg:10 

PEwg2 (config-vrf) #route-target both wg:10 

PEwg2 (config) #ip vrf Customer_B 

PEwg2 (config-vrf)#rd wg:20 

PEwg2 (config-vrf) #route-target both wg:20 

PEwg2 (config) #int s0/0.101 

PEwg2 (config-subif)#ip vrf forwarding Customer_A 

PEwg2 (config-subif)#ip address 150.wg.pop.18 255.255.255.240 
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PEwg2 (config) #int s0/0.102 

PEwg2 (config-subif)#ip vrf forwarding Customer_B 

PEwg2 (config-subif)# ip address 150.wg.pop.34 255.255.255.240 
PEwg2 (config) #router rip 

PEwg2 (config-router)#version 2 

PEwg2 (config-router) #address-family ipv4 vrf Customer_A 

PEwg2 (config-router-af)#network 10.0.0.0 

PEwg2 (config-router-af)#network 150.wg.0.0 


PEwg2 (config-router-af)#redistribute bgp 65001 metric 
transparent 


PEwg2 (config-router) #address-family ipv4 vrf Customer_B 
PEwg2 (config-router-af)#network 10.0.0.0 
PEwg2 (config-router-af)# network 150.wg.0.0 


PEwg2 (config-router-af)#redistribute bgp 65001 metric 
transparent 


PEwg2 (config) #router bgp 65001 

PEwg2 (config-router) #address-family ipv4 vrf Customer_A 
PEwg2 (config-router-af)#redistribute rip 

PEwg2 (config-router) #address-family ipv4 vrf Customer_B 


PEwg2 (config-router-af)#redistribute rip 


Lab Exercise 5-2: Running EIGRP Between PE and CE Routers 


When you complete this lab exercise, your router will have the following incremental 
configuration (with differences that are specific to your pod). 


Task 1: Enabling an EIGRP VPN 
Configuration steps on CEwg1A: 


CEwg1lA(config)#no router rip 
CEwg1lA(config)#router eigrp wg 
CEwg1A(config-router) #network 10.0.0.0 
CEwg1A(config-router) #network 150.wg.0.0 


CEwg1lA(config-router)#no auto-summary 


Configuration steps on CEwg2B: 


CEwg2B(config)#no router rip 
CEwg2B(config)#router eigrp wg 

CEwg2B (config-router) #network 10.0.0.0 
CEwg2B (config-router) #network 150.wg.0.0 


CEwg2B(config-router)#no auto-summary 
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Configuration steps on PEwg1: 


PEwgl1 (config) #router rip 

PEwgl1 (config-router)#no address-family ipv4 vrf Customer_A 
PEwgl1 (config) #router eigrp 1 

PEwgl1 (config-router) #address-family ipv4 vrf Customer_A 
PEwgl1 (config-router-af) #autonomous-system wg 

PEwgl1 (config-router-af)#network 10.0.0.0 

PEwgl1 (config-router-af)#network 150.wg.0.0 


PEwgl1 (config-router-af)#redistribute bgp 65001 metric 10000 
100 255 1 1500 


PEwgl1 (config-router-af) #exit 

PEwgl1 (config-router)#router bgp 65001 

PEwgl1 (config-router) #address-family ipv4 vrf Customer_A 
PEwgl1 (config-router-af)#no redistribute rip 


PEwgl1 (config-router-af)#redistribute eigrp wg 


Configuration steps on PEwg?: 


PEwg2 (config) #router rip 

PEwg2 (config-router)#no address-family ipv4 vrf Customer _B 
PEwg2 (config-router)#router eigrp 1 

PEwg2 (config-router) #address-family ipv4 vrf Customer _B 
PEwg2 (config-router-af) #autonomous-system wg 

PEwg2 (config-router-af)#network 10.0.0.0 

PEwg2 (config-router-af)#network 150.wg.0.0 


PEwg2 (config-router-af)#redistribute bgp 65001 metric 10000 
100 255 1 1500 


PEwg2 (config-router-af) #exit 

PEwg2 (config-router)#router bgp 65001 

PEwg2 (config-router) #address-family ipv4 vrf Customer _B 
PEwg2 (config-router-af)#no redistribute rip 


PEwg2 (config-router-af)#redistribute eigrp wg metric 1 
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Lab Exercise 5-3: Running OSPF Between PE and CE Routers 


When you complete this lab exercise, your router will have the following incremental 
configuration (with differences that are specific to your pod). 


Task 1: Configuring Virtual Routing and Forwarding Tables 
Configuration steps on CEwg1B: 


CEwg1B(config)#no router rip 

CEwg1B(config)#router ospf 2 

CEwg1B (config-router) #network 150.wg.0.0 0.0.255.255 area 0 
CEwg1B (config-router) #network 10.2.pop.49 0.0.0.0 area 0 
CEwg1B (config-router) #network 10.2.pop.16 0.0.0.15 area 1 


Configuration steps on CEwg2A: 


CEwg2A(config)#no router rip 

CEwg2A(config)#router ospf 1 

CEwg2A(config-router)# network 150.wg.0.0 0.0.255.255 area 0 
CEwg2A(config-router)# network 10.1.pop.49 0.0.0.0 area 0 
CEwg2A(config-router)# network 10.1.pop.16 0.0.0.15 area 1 


Configuration steps on PEwg1: 


PEwgl1 (config) #no router rip 

PEwgl1 (config) #router ospf 2 vrf Customer _B 

PEwgl1 (config-router) #network 150.wg.0.0 0.0.255.255 area 0 
PEwgl1 (config-router)#redistribute bgp 65001 subnets 

PEwgl1 (config-router) #exit 

PEwgl1 (config) #router bgp 65001 

PEwgl1 (config-router) #address-family ipv4 vrf Customer _B 
PEwgl1 (config-router)# no redistribute rip 


PEwgl1 (config-router-af)#redistribute ospf 2 


Configuration steps on PEwg?: 


PEwg2 (config) #no router rip 

PEwg2 (config) #router ospf 1 vrf Customer_A 

PEwg2 (config-router)# network 150.wg.0.0 0.0.255.255 area 0 
PEwg2 (config-router)#redistribute bgp 65001 subnets 

PEwg2 (config-router) #exit 

PEwg2 (config) #router bgp 65001 

PEwg2 (config-router) #address-family ipv4 vrf Customer_A 
PEwg2 (config-router)# no redistribute rip 


PEwg2 (config-router-af)#redistribute ospf 1 
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Task 2: Completing the OSPF Migration 
Configuration steps on CEwg1A: 


CEwg1lA(config)#no router eigrp wg 

CEwg1lA(config)#router ospf 1 

CEwg1A(config-router) #network 150.wg.0.0 0.0.255.255 area 0 
CEwg1A(config-router) #network 10.1.pop.49 0.0.0.0 area 0 
CEwg1A(config-router) #network 10.1.pop.16 0.0.0.15 area 1 


Configuration steps on CEwg2B: 


CEwg2B(config)#no router eigrp wg 

CEwg2B(config)#router ospf 2 

CEwg2B(config-router) # network 150.wg.0.0 0.0.255.255 area 0 
CEwg2B(config-router)# network 10.2.pop.49 0.0.0.0 area 0 
CEwg2B(config-router) # network 10.2.pop.16 0.0.0.15 area 1 


Configuration steps on PEwg1: 


PEwgl1 (config) #router bgp 65001 

PEwgl1 (config-router) #address-family ipv4 vrf Customer_A 
PEwgl1 (config-router-af)#no redistribute eigrp wg 

PEwgl1 (config-router-af) #exit 

PEwgl1 (config-router) #exit 

PEwgl1 (config) #router eigrp 1 

PEwgl1 (config-router)#no address-family ipv4 vrf Customer_A 
PEwgl1 (config) #router ospf 1 vrf Customer_A 

PEwgl1 (config-router) #network 150.wg.0.0 0.0.255.255 area 0 
PEwgl1 (config-router)#redistribute bgp 65001 subnets 

PEwgl1 (config-router) #exit 

PEwgl1 (config) #router bgp 65001 

PEwgl1 (config-router) #address-family ipv4 vrf Customer_A 


PEwgl1 (config-router-af)#redistribute ospf 1 


Configuration steps on PEwg?: 


PEwg2 (config) #router bgp 65001 

PEwg2 (config-router) #address-family ipv4 vrf Customer_B 
PEwg2 (config-router-af)#no redistribute eigrp wg 

PEwg2 (config-router-af) #exit 

PEwg2 (config-router) #exit 

PEwg2 (config) #router eigrp 1 

PEwg2 (config-router)#no address-family ipv4 vrf Customer_B 
PEwg2 (config) #router ospf 2 vrf Customer_B 

PEwg2 (config-router) #network 150.wg.0.0 0.0.255.255 area 0 
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PEwg2 (config-router)#redistribute bgp 65001 subnets 
PEwg2 (config-router) #exit 

PEwg2 (config) #router bgp 65001 

PEwg2 (config-router) #address-family ipv4 vrf Customer_B 


PEwg2 (config-router-af)#redistribute ospf 2 


Lab Exercise 5-4: Running BGP Between PE and CE Routers 


When you complete this lab exercise, your router will have the following incremental 
configuration (with differences that are specific to your pod). 


Task1: Configuring BGP as the PE-CE Routing Protocol 
Configuration steps on CEwg1A: 


CEwg1lA(config)#router bgp 650wgl1 
CEwg1A(config-router)#nei 150.wg.pop.18 remote-as 65001 
CEwg1A(config-router)#no auto-summary 
CEwg1A(config-router) #redistribute ospf 1 
CEwg1lA(config)#router ospf 1 

CEwg1A(config-router) #redistribute bgp 650wgl1l subnets 


Configuration steps on CEwg1B: 


CEwg1B(config)#router bgp 650wg2 
CEwg1B(config-router)#nei 150.wg.pop.34 remote-as 65001 
CEwg1B(config-router) #no auto-summary 
CEwg1B(config-router) #redistribute ospf 2 
CEwg1B(config-router) #router ospf 2 
CEwg1B(config-router) #redistribute bgp 650wg2 subnets 


Configuration steps on CEwg2A: 


CEwg2A(config)#router bgp 650wgl1 
CEwg2A(config-router)#nei 150.wg.pop.18 remote-as 65001 
CEwg2A(config-router)#no auto-summary 
CEwg2A(config-router) #redistribute ospf 1 
CEwg2A(config-router) #router ospf 1 
CEwg2A(config-router) #redistribute bgp 650wgl1l subnets 


Configuration steps on CEwg2B: 


CEwg2B(config)#router bgp 650wg2 
CEwg2B(config-router) #nei 150.wg.pop.34 remote-as 65001 
CEwg2B(config-router)#no auto-summary 

CEwg2B (config-router) #redistribute ospf 2 
CEwg2B(config-router) #router ospf 2 
CEwg2B(config-router) #redistribute bgp 650wg2 subnets 
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Configuration steps on PEwg1: 
LH¥REKKEK Teagm A FERRER KKEKKEKEK 
PEwgl1 (config) #router bgp 65001 
PEwgl1 (config-router) #address-family ipv4 vrf Customer_A 
PEwgl1 (config-router-af)#no redistribute ospf 1 
PEwgl1 (config) #no router ospf 1 vrf Customer_A 
PEwgl1 (config) #router bgp 65001 
PEwgl1 (config-router) #address-family ipv4 vrf Customer_A 
PEwgl1 (config-router-af)#nei 150.wg.pop.17 remote-as 650wgl1 
PEwgl1 (config-router-af)#nei 150.wg.pop.17 activate 


PEwgl1 (config-router-af)#nei 150.wg.pop.17 as-override 


[¥xkKKEK Team B FERRER EKKEREEE 


PEwgl1 (config) #router bgp 65001 


PEwgl1 (config-router-af)#address-family ipv4 vrf Customer_B 
PEwgl1 (config-router-af)#no redistribute ospf 2 

PEwgl1 (config) #no router ospf 2 vrf Customer _B 

PEwg1 (config) #router bgp 65001 

PEwgl1 (config-router-af)#address-family ipv4 vrf Customer_B 
PEwgl1 (config-router-af)#nei 150.wg.pop.33 remote-as 650wg2 
PEwgl1 (config-router-af)#nei 150.wg.pop.33 activate 


PEwgl1 (config-router-af)#nei 150.wg.pop.33 as-override 


Configuration steps on PEwg2: 
[¥XEKKEX Team A *¥RRRERK* 
PEwg2 (config) #router bgp 65001 
PEwg2 (config-router) #address-family ipv4 vrf Customer_A 
PEwg2 (config-router-af)#no redistribute ospf 1 
PEwg2 (config) #no router ospf 1 vrf Customer_A 
PEwg2 (config) #router bgp 65001 
PEwg2 (config-router) #address-family ipv4 vrf Customer_A 
PEwg2 (config-router-af)#nei 150.wg.pop.17 remote-as 650wgl1 
PEwg2 (config-router-af)#nei 150.wg.pop.17 activate 


PEwg2 (config-router-af)#nei 150.wg.pop.17 as-override 


[*#*¥k*kkE* Toagm B *KREKEE 
PEwg2 (config-router-af)#address-family ipv4 vrf Customer_B 


PEwg2 (config-router-af)#no redistribute ospf 2 
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PEwg2 (config)#no router ospf 2 vrf Customer_B 

PEwg2 (config) #router bgp 65001 

PEwg2 (config-router-af)#address-family ipv4 vrf Customer_B 
PEwg2 (config-router-af)#nei 150.wg.pop.33 remote-as 650wg2 
PEwg2 (config-router-af)#nei 150.wg.pop.33 activate 


PEwg2 (config-router-af)#nei 150.wg.pop.33 as-override 


Task 2: Configuring the Backup PE-CE Link 
Configuration steps on CEwg1B: 

CEwg1B(config)#int s0/0.113 point-to-point 
CEwg1B(config-subif)# ip address 150.wg.x.49 255.255.255.240 
CEwg1B (config-subif)#frame-relay interface-dlci 113 
CEwg1B(config-fr-dlci)#no shut 
CEwg1B(config)#router bgp 6500wg 
CEwg1B(config-router) #nei 150.wg.wg2.50 remote-AS 65001 


Configuration steps on PEwg?: 


PEwg2 (config) #interface s0/0.113 point-to-point 

PEwg2 (config-subif)#ip vrf forwarding Customer_B 

PEwg2 (config-subif)#ip address 150. wg.pop.50 255.255.255.240 
PEwg2 (config-subif) #frame-relay interface-dlci 113 

PEwg2 (config-fr-dlci)#no shut 

PEwg2 (config) #router bgp 65001 

PEwg2 (config-router-af)#address-family ipv4 vrf Customer_B 
PEwg2 (config-router-af)#nei 150.wg.pop.49 remote-as 650wg2 
PEwg2 (config-router-af)#nei 150.wg.pop.49 activate 


PEwg2 (config-router-af)#nei 150.wg.pop.49 as-override 


Configuration steps on CEwg2A: 
CEwg2A(config)#int s0/0.113 point-to-point 
CEwg2A(config-subif)# ip address 150.wg.y.49 255.255.255.240 
CEwg2A(config-subif)#frame-relay interface-dlci 113 
CEwg2A(config-fr-dlci)#no shut 
CEwg2A(config)#router bgp 650wgl1 
CEwg2A(config-router)#nei 150.wg.wg1.50 remote-as 65001 


Configuration steps on PEwg1: 


PEwgl1 (config) #interface s0/0.113 point-to-point 

PEwgl1 (config-subif)#ip vrf forwarding Customer_A 

PEwgl1 (config-subif)#ip address 150.wg.y.50 255.255.255.240 
PEwgl1 (config-subif) #frame-relay interface-dlci 113 
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PEwgl1 (config-fr-dlci)#no shut 

PEwg1 (config) #router bgp 65001 

PEwgl1 (config-router) #address-family ipvr vrf Customer_A 

PEwgl1 (config-router-af)#neighbor 150. wg.y.49 remote-as 650wgl1 
PEwgl1 (config-router-af)#neighbor 150. wg.y.49 activate 

PEwgl1 (config-router-af)#neighbor 150. wg.y.49 as-override 


Task 3: Selecting the Primary and Backup Link with BGP 
Configuration steps on CEwg1B: 


CEwg1B(config)#route-map setLP permit 10 

CEwg1B (config-route-map)#set local-preference 50 

CEwg1B (config-route-map) #route-map setMED permit 10 
CEwg1B(config-route-map)#set metric 200 
CEwg1B(config-route-map) #router bgp 650wg2 

CEwg1B (config-router) #nei 150.wg.pop.50 route-map setLP in 
CEwg1B(config-router) #nei 150.wg.pop.50 route-map setMED out 


Configuration steps on CEwg2A: 


CEwg2A(config)#route-map setLP permit 10 
CEwg2A(config-route-map)#set local-preference 50 
CEwg2A(config-route-map) #route-map setMED permit 10 
CEwg2A(config-route-map)#set metric 200 
CEwg2A(config-route-map) #router bgp 650wgl1 
CEwg2A(config-router) #nei 150.wg.y.50 route-map setLP in 
CEwg2A(config-router)#nei 150.wg.y.50 route-map setMED out 
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Lab Exercise 6-1: Overlapping VPNs 


When you complete this lab exercise, your router will have the following incremental 
configuration (with differences that are specific to your pod). 


Task 1: Designing Your VPN Solution 


Note No configuration steps are required for this task. 


Task 2: Removing CEi31A and CEwg2B from Existing VRFs 
Configuration steps on PEwg1: 


PEwgl1 (config) #router bgp 65001 

PEwgl1 (config-router) #address-family ipv4 vrf Customer_A 
PEwgl1 (config-router-af)#no neighbor 150.wg.pop.17 

PEwgl1 (config-vrf) #int s0/0.101 


PEwgl1 (config-subif)#no ip vrf forwarding Customer_A 


Note After removing the interface from the VRF, the following message will appear: 
% Interface Serial0/0.101 IP address 150.wg.pop.18 removed due to disabling VRF 
Customer_A 


Configuration steps on PEwg?: 


PEwg2 (config) #router bgp 65001 

PEwg2 (config-router) #address-family ipv4 vrf Customer_B 
PEwg2 (config-router-af)#no neig 150.wg.pop.33 

PEwg2 (config-vrf)#int s0/0.102 


PEwg2 (config-subif)#no ip vrf forwarding Customer_B 


Note After removing the interface from the VRF, the following message will appear: 
% Interface Serial0/0.102 IP address 150.wg.pop.34 removed due to disabling VRF 
Customer_B 


Task 3: Configuring New VRFs for CEwg1A and CEwg2B 


Note RDs and RTs listed in the following results may or may not match what you have used in 
this lab task. 


Configuration steps on PEwg1: 


PEwgl1 (config) #ip vrf A_Central 

PEwgl1 (config-vrf) #rd wg:11 

PEwgl1 (config-vrf) #route-target both wg:10 
PEwgl1 (config-vrf) #route-target both wg:1001 
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PEwgl (config-vrf£) #int s0/0.101 

PEwgl1 (config-subif)#ip vrf forwarding A_Central 

PEwgl1 (config-subif)#ip address 150.wg.pop.18 255.255.255.240 
PEwgl1 (config) #router bgp 65001 

PEwgl (config-router-af)#address-family ipv4 vrf A_Central 
PEwgl1 (config-router-af)#nei 150.wg.pop.17 remote-as 650wg1 
PEwgl1 (config-router-af)#nei 150.wg.pop.17 activate 


Configuration steps on PEwg2: 


PEwg2 (config) #ip vrf B_ Central 

PEwg2 (config-vrf)#rd wg:21 

PEwg2 (config-vrf) #route-target both wg:20 

PEwg2 (config-vrf) #route-target both wg:1001 

PEwgl1 (config-vrf)#int s0/0.102 

PEwg2 (config-subif)#ip vrf forwarding B Central 

PEwg2 (config-subif)#ip address 150.wg.pop.34 255.255.255.240 
PEwg2 (config) #router bgp 65001 

PEwg2 (config-router-af)#address-family ipv4 vrf B_ Central 
PEwg2 (config-router-af)#nei 150.wg.pop.33 remote-as 650wg2 
PEwg2 (config-router-af)#nei 150.wg.pop.33 activate 


Lab Exercise 6-2: Merging Service Providers 


When you complete this lab exercise, your router will have the following incremental 
configuration (with differences that are specific to your pod). 


Task 1: Enabling Connectivity with the Central P Router 


Note The subinterface number and DLCI number in the following configurations will match with 
each other, and are determined by the instructions for this task. 


Configuration steps on Pwg1: 
Pwgl (config) #int s0/0.2pop point-to-point 
Pwgl1(config-subif)#ip address 192.168.100.xx 255.255.255.248 
Pwgl (config-subif)#frame-relay interface-dlci 2pop 
Pwgl (config-fr-dlci)#no shut 


Configuration steps on Pwg2: 


Pwg2 (config) #int s0/0.2pop point-to-point 

Pwg2 (config-subif)#ip address 192.168.100.xx 255.255.255.248 
Pwg2 (config-subif) #frame-relay interface-dlci 2pop 

Pwg2 (config-fr-dlci)#no shut 
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Task 2: Migrating the Core to IS-IS 
Configuration steps on PEwg1: 


Note 


PEpop(config)#no router eigrp 1 


Depending on which router has issued the no router eigrp command, you will see the 
following messages appear. 


*Mar 6 14:59:15.110: %DUAL-5-NBRCHANGE: IP-EIGRP(0) 1: 
Neighbor 192.168.wg.65 (Serial0/0.111) is down: interface down 


*Mar 6 14:59:15.110: destroy peer: 192.168.wg.65 


*Mar 6 14:59:15.110: %DUAL-5-NBRCHANGE: IP-EIGRP(0) 1: 
Neighbor 192.168.wg.113 (Serial0/0.112) is down: interface 
down 


*Mar 6 14:59:15.110: destroy peer: 192.168.wg.113 


*Mar 6 14:59:15.110: %DUAL-5-NBRCHANGE: IP-EIGRP(0) 1: 
Neighbor 192.168.100.65 


(Serial0/0.2pop) is down: interface down 


*Mar 6 14:59:15.126: destroy peer: 192.168.100.65 


PEwg1 (config) #router isis 

PEwg1 (config-router) #net 49.0001.0000.0000.01wg1.00 
PEwg1 (config-router) #is level-2-only 

PEwg1 (config-router) #metric-style wide 

PEwg1 (config-router) #int s0/0.111 

PEwg1 (config-subif)#ip router isis 

PEwgl1 (config) #int LoopbackO 


PEwgl1 (config-subif)#ip router isis 


Configuration steps on PEwg?: 


Pwg2 (config)#no router eigrp 1 


Note 


Depending on which router has issued the no router eigrp command, you will see the 
following messages appear. 


*Mar 6 14:59:15.110: %DUAL-5-NBRCHANGE: IP-EIGRP(0) 1: 
Neighbor 192.168.wg.65 (Serial0/0.111) is down: interface down 


*Mar 6 14:59:15.110: %DUAL-5-NBRCHANGE: IP-EIGRP(0) 1: 
Neighbor 192.168.wg.113 (Serial0/0.112) is down: interface 
down 


PEwg2 (config) #router isis 


PEwg2 (config-router)#net 49.0001.0000.0000.01wg2.00 
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PEwg2 (config-router)#is level-2-only 
PEwg2 (config-router) #metric-style wide 
PEwg2 (config) #int s0/0.111 

PEwg2 (config-subif)#ip router isis 
PEwg2 (config) #int Loopback0 


PEwg2 (config-subif)#ip router isis 


Configuration steps on Pwg1: 


Pwg1(config)#no router eigrp 1 
Pwg1(config)#router isis 
Pwg1(config-router)#net 49.0001.0000.0000.02wg1.00 
Pwg1(config-router)#is level-2-only 
Pwg1 (config-router) #metric-style wide 
Pwg1(config-router) #int s0/0.111 
Pwg1(config-subif)#ip router isis 
Pwg1(config-router) #int s0/0.112 
Pwg1(config-subif)#ip router isis 
Pwg1(config-router) #int s0/0.2wgl1 
Pwg1(config-subif)#ip router isis 
PEwg2 (config) #int LoopbackO 

PEwg2 (config-subif)#ip router isis 
Pwgl1 (config) #int Loopbacko 


Pwgl1 (config-subif)#ip router isis 
Configuration steps on Pwg2: 


Pwg2 (config)#no router eigrp 1 

Pwg2 (config) #router isis 

Pwg2 (config-router)#net 49.0001.0000.0000.02wg2.00 
Pwg2 (config-router)#is level-2-only 
Pwg2 (config-router) #metric-style wide 
Pwg2 (config) #int s0/0.111 

Pwg2 (config-subif)#ip router isis 
Pwgl (config-router)#int s0/0.112 

Pwgl1 (config-subif)#ip router isis 
Pwgl (config-router)#int s0/0.2wgl1 
Pwgl (config-subif)#ip router isis 
Pwg2 (config) #int LoopbackO 


Pwg2 (config-subif)#ip router isis 
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Task 3: Enabling MPLS LDP Connectivity with the Central P Router 


Note The subinterface number and DLCI number in the following configurations will match with 
each other, and are determined by the instructions for this task. 


Configuration steps on Pwg1: 
Pwgl1 (config) #int s0/0.2pop 
Pwgl1 (config-subif)#mpls ip 
Pwgl1 (config-subif)#mpls label protocol ldp 
Pwgl1 (config) #router eigrp 1 
Pwgl (config-router) #network 192.168.100.0 


Pwgl1 (config-router)#no auto-sum 


Configuration steps on Pwg2: 
Pwg2 (config) #int s0/0.2pop 
Pwg2 (config-subif)#mpls ip 
Pwg2 (config-subif)#mpls label protocol ldp 
Pwg2 (config) #router eigrp 1 
Pwg2 (config-router)#no auto-sum 


Pwg2 (config-router) #network 192.168.100.0 


Task 4: Enabling IBGP Connectivity for All PE Routers 
Configuration steps on PEwg1: 


PEwgl1 (config) #router bgp 65001 
PEwgl1 (config-router)#no neighbor 192.168.wg.33 remote-as 65001 
PEwgl1 (config-router)#nei 192.168.100.129 remote-as 65001 


PEwgl1 (config-router)#nei 192.168.100.129 update-source 
loopbackO 


PEwgl1 (config-router) #address-family vpnv4 
PEwgl1 (config-router-af)#nei 192.168.100.129 activate 


PEwgl1 (config-router-af)#nei 192.168.100.129 send-community 
both 


PEwgl1 (config-router-af)#nei 192.168.100.129 next-hop-self 


Configuration steps on PEwg?: 


PEwg2 (config) #router bgp 65001 
PEwg2 (config-router)#no nei 192.168.wg.17 remote-as 65001 
PEwg2 (config-router)#nei 192.168.100.129 remote-as 65001 


PEwg2 (config-router)#nei 192.168.100.129 update-source 
loopbackO 


PEwg2 (config-router) #address-family vpnv4 
PEwg2 (config-router-af)#nei 192.168.100.129 act 
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PEwg2 (config-router-af)#nei 192.168.100.129 send-community ext 
PEwg2 (config-router-af)#nei 192.168.100.129 next-hop-self 


Lab Exercise 6-3: Common Services VPN 


When you complete this lab exercise, your router will have the following incremental 
configuration (with differences that are specific to your pod). 


Task 1: Designing a Network Management VPN 


Note No configuration steps are required for this task. 


Task 2: Establishing Connectivity Between the NMS VRF and Other VRFs 
Configuration steps on PEwg1 for Customer A: 


PEwgl1 (config) #ip vrf Customer_A 

PEwgl1 (config-vrf)#export map NMS Cus A 

PEwgl1 (config-vrf) #route-target import 101:500 

PEwgl1 (config) #ip vrf A_Central 

PEwgl1 (config-vrf)#export map NMS Cus A 

PEwgl1 (config-vrf) #route-target import 101:500 

PEwgl1 (config) #route-map NMS Cus _A permit 10 

PEwgl1 (config-route-map)#match ip address access-list 10 
PEwgl1 (config route-map)#set extcommunity rt 101:501 add 
PEwgl1 (config) access-list 10 permit host 10.1.41.49 
PEwgl1 (config) access-list 10 permit host 10.1.42.49 


Configuration steps on PEwg2 for Customer A: 


PEwg2 (config) #ip vrf Customer_A 

PEwg2 (config-vrf)#export map NMS Cus A 

PEwg2 (config-vrf) #route-target import 101:500 

PEwg2 (config) #route-map NMS Cus_A permit 10 

PEwg2 (config-route-map)#match ip address 10 

PEwg2 (config route-map)#set extcommunity rt 101:501 add 
PEwg2 (config) access-list 10 permit host 10.1.41.49 
PEwg2 (config) access-list 10 permit host 10.1.42.49 


Configuration steps on PEwg1 for Customer B: 


PEwgl1 (config) #ip vrf Customer_B 

PEwgl1 (config-vrf) #export map NMS Cus _B 

PEwgl1 (config-vrf) #route-target import 101:500 

PEwgl1 (config) #route-map NMS Cus_B permit 10 

PEwgl1 (config-route-map)#match ip address 20 

PEwgl1 (config route-map)#set extcommunity rt 101:501 add 
PEwgl1 (config) access-list 20 permit host 10.2.41.49 
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PEwgl1 (config) access-list 20 permit host 10.2.42.49 


Configuration steps on PEwg2 for Customer B: 


PEwg2 (config) #ip vrf Customer_B 

PEwg2 (config-vrf) #export map NMS Cus _B 

PEwg2 (config-vrf) #route-target import 101:500 

PEwg2 (config) #ip vrf B_ Central 

PEwg2 (config-vrf) #export map NMS Cus_B 

PEwg2 (config-vrf) #route-target import 101:500 

PEwg2 (config) #route-map NMS Cus_B permit 10 

PEwg2 (config-route-map)#match ip address 20 

PEwg2 (config route-map)#set extcommunity rt 101:501 add 
PEwg2 (config) access-list 20 permit host 10.2.41.49 
PEwg2 (config) access-list 20 permit host 10.2.42.49 


Lab Exercise 7-1: Separate Interface for Internet Connectivity 


When you complete this lab exercise, your router will have the following incremental 
configuration (with differences that are specific to your pod). 


Task 1: Establishing CE-PE Connectivity for Internet Access 
Configuration steps on CE routers: 
CE*** (config) #int s0/0.114 point-to-point 
CE*** (config-subif)#ip add 150.wg.pop.66 255.255.255.240 
CE*** (config-subif)#frame-relay interface-dlci 114 
CE*** (config-subif) router ospf 1 
CE*** (config-router) #network 150.wg.0.0 0.0.255.255 area 0 


CE*** (config-router) #passive-interface s0/0.114 


Configuration steps on PE routers: 
PEpop (config) #int s0/0.114 point-to-point 
PEpop (config-subif)#ip add 150.wg.pop.65 255.255.255.240 
PEpop (config-subif)#frame-relay interface-dlci 114 
PEpop (config-subif)#ip router isis 
PEpop (config-subif)#router isis 


PEpop (config-router) #passive-interface s0/0.114 


Task 2: Establishing Routing Between the Customer and the Internet 


Configuration steps on PEwgl routers:PEwgl1 (config) #ip route 
10.1.wg1.0 255.255.255.0 150.wg.wg1.66 


PEwgl (config)#ip route 10.1.wg2.0 255.255.255.0 150.wg.wg1l.66 
PEwgl1 (config) #router bgp 65001 


PEwgl1 (config-router)#red static 
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Configuration steps on PEwg? routers: 


PEwgl (config) #ip route 10.2.wg1.0 255.255.255.0 150.wg.wg2.66 
PEwgl (config) #ip route 10.2.wg2.0 255.255.255.0 150.wg.wg2.66 
PEwgl1 (config) #router bgp 65001 
PEwgl1 (config-router)#red static 


Configuration steps on CEwg1A router: CE11A(config)#ip route 
0.0.0.0 0.0.0.0 s0/0.114 


CE11A (config) router bgp 650wg1 
CE11A (config-router) #net 0.0.0.0 


Configuration steps on CEwg2B router: 
CE11A(config)#ip route 0.0.0.0 0.0.0.0 s0/0.114 
CE11A (config) router bgp 650wg2 
CE11A(config-router) #net 0.0.0.0 


Lab Exercise 7-2: Multisite Internet Access 


When you complete this lab exercise, your router will have the following incremental 
configuration (with differences that are specific to your pod). 


Task 1: Establishing CE-PE Connectivity for Internet Access 
Configuration steps on CE routers: 
CE*** (config) #int s0/0.115 point-to-point 
CE*** (config-subif)#ip add 150.wg.pop.130 255.255.255.240 


CE*** (config-subif)#frame-relay interface-dlci 115 


Configuration steps on PE routers: 
PEpop (config) #int s0/0.115 point-to-point 
PEpop (config-subif)#ip add 150.wg.pop.129 255.255.255.240 
PEpop (config-subif)#frame-relay interface-dlci 115 


Task 2: Establishing Routing Between the Customer and the Internet 


2h 2B Ke Team A ****** 


Configuration steps on CEwg1A router: 


CEwg1lA(config)#router ospf 1 

CEwg1A(config-router)#no passive-interface Serial0/0.114 
CEwg1A(config-router)#no network 150.wg.0.0 0.0.255.255 area 0 
CEwg1A(config-router) #router bgp 650wg1 
CEwg1A(config-router)#no net 0.0.0.0 

CEwg1A(config-router) #nei 150.wg.wg1l.65 remote 65001 


CEwg1lA(config-router)#no ip route 0.0.0.0 0.0.0.0 
Serial0/0.114 
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Configuration steps on PEwg1 routers: 


PEwgl1 (config) #no ip route 10.1.wg1.0 255.255.255.0 
150.wg.wgl.66 


PEwgl1 (config) #no ip route 10.1.wg2.0 255.255.255.0 
150.wg.wgl.66 


PEwgl1 (config) #router bgp 65001 
PEwgl1 (config-router)#nei 150.wg.wg1.66 remote 650wg1 


Configuration steps on CEwg2A router: 


CEwg2A(config)#router bgp 650wgl1 
CEwg2A(config-router) #nei 150.wg.wg2.129 remote 65001 


Configuration steps on PEwg? routers: 


PEwg2 (config) #router bgp 65001 
PEwg2 (config-router)#nei 150.wg.wg2.130 remote 650wgl 


**KEE Tegry B *EKEK* 


Configuration steps on CEwg2B router: 


CEwg2B (config) #router ospf 1 

CEwg2B(config-router)#no passive-interface Serial0/0.114 
CEwg2B(config-router)#no network 150.wg.0.0 0.0.255.255 area 0 
CEwg2B(config-router) #router bgp 650wg2 
CEwg2B(config-router)#no net 0.0.0.0 

CEwg2B (config-router) #nei 150.wg.wg2.65 remote 65001 


CEwg2B(config-router)#no ip route 0.0.0.0 0.0.0.0 
Serial0/0.114 


Configuration steps on PEwg2 routers: PEwg2 (config) #no ip 
route 10.2.wg1.0 255.255.255.0 150.wg.wg2.66 


PEwg2 (config) #no ip route 10.2.wg2.0 255.255.255.0 
150.wg.wg2.66 


PEwg2 (config) #router bgp 65001 
PEwg2 (config-router)#nei 150.wg.wg2.66 remote 650wg2 


Configuration steps on CEwg1B router: CEwg1B (config) #router 
bgp 650wg1 


CEwg1B(config-router)#nei 150.wg.wg1.129 remote 65001 


Configuration steps on PEwgl routers: PEwg1 (config) #router bgp 
65001 


PEwgl1 (config-router)#nei 150.wg.wg1.130 remote 650wg2 
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Lab Exercise 7-3: Internet Connectivity in an MPLS VPN 


When you complete this lab exercise, your router will have the following incremental 
configuration (with differences that are specific to your pod). 


Task 1: Establishing Central Site Connectivity for Internet Access 


Configuration steps on PE routers: 


28 8 OK A Team A **#*###*##** 


PEwgl1 (config) #ip vrf Internet 

PEwgl1 (config-vrf) #route-target 100:600 

PEwgl1 (config-vrf) #rd 100:600 

PEwgl (config) #int s0/0.114 

PEwgl1 (config-subif)#ip vrf forwarding Internet 


% Interface Serial0/0.114 IP address 150.wg.wg1.65 removed due 
to enabling VRF Internet 


PEwgl (config-subif)#ip add 150.wg.wg1.65 255.255.255.240 
PEwgl1 (config) #router bgp 65001 


PEwgl1 (config-router)#no neighbor 150.wg.wg1.66 remote-as 
650wgl 


PEwgl1 (config-router) #address-family ipv4 vrf Internet 
PEwgl1 (config-router-af)#nei 150.wg.wg1.66 remote 650wgl1 
PEwgl1 (config-router-af)#nie 150.wg.wg1.66 activate 
PEwgl1 (config-router-af)#nei 150.wg.wg1.66 activate 


28 2B OK Ae Team B *****#*#*#4#4% 


PEwg2 (config) #ip vrf Internet 

PEwg2 (config-vrf) #route-target 100:600 

PEwg2 (config-vrf) #rd 100:600 

PEwg2 (config) #int s0/0.114 

PEwg2 (config-subif)#ip vrf forwarding Internet 


% Interface Serial0/0.114 IP address 150.wg.wg2.65 removed due 
to enabling VRF Internet 


PEwg2 (config-subif)#ip add 150.wg.wg2.65 255.255.255.240 
PEwg2 (config) #router bgp 65001 


PEwg2 (config-router)#no neighbor 150.wg.wg2.66 remote-as 
650wg2 


PEwg2 (config-router) #address-family ipv4 vrf Internet 
PEwg2 (config-router-af)#nei 150.wg.wg2.66 remote 650wg2 
PEwg2 (config-router-af)#nie 150.wg.wg2.66 activate 
PEwg2 (config-router-af)#nei 150.wg.wg2.66 activate 
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Task 2: Establishing Remote Site CE-PE Connectivity for Internet Access 


**EKK Team A #FRRRE 
Configuration steps on PEwg2 routers: PEwg2(config-vrf) #int 
s0/0.115 
PEwg2 (config-subif)#ip vrf forward Internet 


% Interface Serial0/0.115 IP address 150.wg.wg2.129 removed 
due to enabling VRF Internet 


PEwg2 (config-subif)#ip add 150.wg.wg2.129 255.255.255.240 
PEwg2 (config-subif) #router bgp 65001 
PEwg2 (config-router)#no nei 150.wg.wg2.130 
PEwg2 (config-router) #address-family ipv4 vrf Internet 
PEwg2 (config-router-af)#nei 150.wg.wg2.130 remote 650wg1 
PEwg2 (config-router-af)#nei 150.wg.wg2.130 act 

**EKK Team B t*KERK 
Configuration steps on PEwgl routers: PEwg1(config-vrf) #int 
s0/0.115 
PEwgl1 (config-subif)#ip vrf forward Internet 


% Interface Serial0/0.115 IP address 150.wg.12.129 removed due 
to enabling VRF Internet 


PEwgl (config-subif)#ip add 150.wg.wg1.129 255.255.255.240 
PEwgl1 (config-subif) #router bgp 65001 

PEwgl1 (config-router)#no nei 150.wg.wg1.130 

PEwgl1 (config-router) #address-family ipv4 vrf Internet 
PEwgl1 (config-router-af)#nei 150.wg.wg1.130 remote 650wg2 
PEwgl1 (config-router-af)#nei 150.wg.wg1.130 act 
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